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Introduction

This draft standard is based on European discussions in which the UK has taken an active part. Y our comments on this draft are

welcome and will assist in the preparation of the consequent British Standard. Comment is particularly welcome on national,
legislative or similar deviations that may be necessary.

Even if this draft standard is not approved by the UK, if it receives the necessary support in Europe, the UK will be obliged to
publish the official English Language text unchanged as a British Standard and to withdraw any conflicting standard.

UK Vote
Please indicate whether you consider the UK should submit a negative (with reasons) or positive vote on this draft.

Submission of Comments

- The guidance given below isintended to ensure that all comments receive efficient and appropriate attention by the responsible
BSI committee. Annotated drafts are not acceptable and will berejected.

- All comments must be submitted, preferably electronically, to the Responsible Committee Secretary at the address given on the
front cover. Comments should be compatible with version 6.0 or version 97 of Microsoft Word for Windows, if possible;

otherwise commentsin ASCII text format are acceptable. Any comments not submitted electronically should still adhere
to these format requirements.

- All comments submitted should be presented as given in the example below. Further information on submitting comments and
how to obtain a blank electronic version of acomment form are available from the BSI website at:
http://drafts.bsigroup.com/

Template for comments and secretariat observations Date: xx/xx/20xx Document: 1 SO/DI'S Xxxx
1 2 3 4 5 (6) (7
MB | ClauseNo./ Subclause Paragraph/ Type of com- | Commend (justification for change) by the Proposed change by the MB Secretariat observations on each
No./Annex Figure/ ment MB comment submitted
(eg.3.1) Table/Note
31 Definition 1 ed Definition isambiguous and needs clarifying. JAmend to read '...so that the mains connector
0 which no connection...!
6.4 Paragraph 2 te IThe use of the UV photometer as an Delete reference to UV photometer.

el ternative cannot be supported as

Iserious problems have been encountered in its

use in the UK.
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ASD STANDARD

NORME ASD Edition
ASD NORM
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A PUBLISHED BY THE AEROSPACE AND DEFENCE INDUSTRIES ASSOCIATION OF EUROPE - STANDARDIZATION
7 -SD'STAN Gulledelle 94 - B-1200 Brussels - Tel +32 2 775 8126 - fax +32 2 763 3565 - www.asd-stan.org

ICS:

Descriptors:

ENGLISH VERSION

Aerospace series — Elements of electrical and optical connection - Test
methods — Part 326: Fuel fire immersion and containment

Luft- und Raumfahrt — — — Série aérospatiale — Organes de
connexion électrique et optique -
Méthodes d'essai — Partie 326 :

Immersion au feu kérozéne

This "Aerospace Series" Prestandard has been drawn up under the responsibility of ASD-STAN (The
Aerospace and Defence Industries Association of Europe- Standardization). It is published on green
paper for the needs of the European Aerospace and Defence Industry. It has been technically
approved by the experts of the concerned Domain following member comments.

Subsequent to the publication of this Prestandard, the technical content shall not be changed to an
extent that interchangeability is affected, physically or functionally, without re-identification of the
standard.

After examination and review by users and formal agreement of ASD-STAN it will be submitted as a
draft European Standard to CEN (European Committee for Standardization) for formal vote.

Edition approved for publication Comments should be sent within six months
after the date of publication to
ASD-STAN
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1 Scope
This standard specifies a method of determining resistance to fuel fire of elements of connection.

It shall be used together with EN 2591-100.

2 Normative references

The following referenced documents are indispensable for the application of this document. For dated
references, only the edition cited applies. For undated references, the latest edition of the referenced
document (including any amendments) applies.

ISO 2685, Aircraft — Environmental conditions and test procedures for airborne equipment — Resistance to
fire in designated fire zones

EN 2234, Aerospace series — Fire-resisting electrical cables — Technical specification

EN 2591-100, Aerospace series — Elements of electrical and optical connection — Test methods — Part 100:
General

EN 2997-001, Aerospace series — Connectors, electrical, circular, coupled by threaded ring, fire-resistant or
non fire-resistant, operating temperatures — 65 °C to 175 °C continuous, 200 °C continuous, 260 °C peak —
Part 001: Technical specification

EN 3645-001, Aerospace series — Connectors, electrical, circular, scoop-proof, triple start threaded coupling,
operating temperature 175 °C or 200 °C continuous — Part 001: Technical specification

EN 3660-004, Aerospace series — Cable outlet accessories for circular and rectangular electrical and optical

connectors — Part 004: Cable outlet, style A, straight, unsealed with clamp strain relief for EN 2997 and
EN 4067 — Product standard

3 Test method
EN 2591-326 is composed of two tests on 2 sample groups:
1) Liquid fuel fire immersion test:

The purpose of this test is to verify the ability of a couple of connectors installed in the same area, to sustain a
fire for at least 5 min, without electrical discontinuity.

2) Liquid fuel fire containment test:
The purpose of this test is to verify the ability of a couple of connectors installed on a wall dividing 2 areas, to

sustain a fire for at least 5 min, without electrical discontinuity and to contain the flame on the side exposed to
fire for 20 min.
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