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Introduction
This draft standard is based on European discussions in which the UK has taken an active part. Your comments on this draft are
welcome and will assist in the preparation of the consequent British Standard. Comment is particularly welcome on national,
legislative or similar deviations that may be necessary. 

Even if this draft standard is not approved by the UK, if it receives the necessary support in Europe, the UK will be obliged to
publish the official English Language text unchanged as a British Standard and to withdraw any conflicting standard.

UK Vote
Please indicate whether you consider the UK should submit a negative (with reasons) or positive vote on this draft.

   EXAMPLEONLY
Microsoft and MS-DOS are registered trademarks, and Windows is a trademark of Microsoft Corporation.

Submission of Comments
- The guidance given below is intended to ensure that all comments receive efficient and appropriate attention by the responsible

BSI committee.  Annotated drafts are not acceptable and will be rejected.

- All comments must be submitted, preferably electronically, to the Responsible Committee Secretary at the address given on the
front cover.  Comments should be compatible with version 6.0 or version 97 of Microsoft Word for Windows, if possible;
otherwise comments in ASCII text format are acceptable.  Any comments not submitted electronically should still adhere
to these format requirements.

- All comments submitted should be presented as given in the example below.  Further information on submitting comments and
how to obtain a blank electronic version of a comment form are available from the BSI website at:
http://drafts.bsigroup.com/

Template for comments and secretariat observations Date: xx/xx/20xx Document: ISO/DIS xxxx

1 2 (3) 4 5 (6) (7)
MB Clause No./ Subclause

No./Annex

(e.g. 3.1)

Paragraph/

Figure/

Table/Note

Type of com-

ment

Commend (justification for change) by the

MB

Proposed change by the MB Secretariat observations on each

comment submitted

3.1 Definition 1 ed Definition is ambiguous and needs clarifying. Amend to read '...so that the mains connector

to which no connection...'

6.4 Paragraph 2 te The use of the UV photometer as an

alternative cannot be supported as

serious problems have been encountered in its

use in the UK.

Delete reference to UV photometer.
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Foreword 

This standard was reviewed by the Domain Technical Coordinator of ASD-STAN's Mechanical Domain. 

After inquiries and votes carried out in accordance with the rules of ASD-STAN defined in ASD-STAN's 
General Process Manual, this standard has received approval for Publication. 
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1 Scope 

This standard specifies the characteristics, qualification and acceptance requirements for self-locking helical 
coil screw thread inserts in NI-PH2801 or FE-PA3004, with or without surface coating. 

It is applicable whenever referenced. 

2 Normative references 

This European Standard incorporates by dated or undated reference provisions from other publications. 
These normative references are cited at the appropriate places in the text and the publications are listed 
hereafter. For dated references, subsequent amendments to or revisions of any of these publications apply 
to this European Standard only when incorporated in it by amendment or revision. For undated references 
the latest edition of the publication referred to applies. 

EN 2398, Aerospace series — Heat resisting steel FE-PA2601 (X6NiCrTiMoV26-15) - R m >= 900 MPa - 
Bars for machined bolts - D <= 25 mm 

EN 3219, Aerospace series — Heat resisting nickel base alloy (NI-P100HT) cold worked an softenend; bar 
and wire for continuous forging or extrusion for fasteners 3 <=D <=30 mm 

EN 2945, Aerospace series — Inserts, screw thread, helical coil, self-locking — Assembly procedure 

EN 9133, Aerospace series — Quality management systems — Qualification procedure for aerospace 
standard parts 

EN 3044, Aerospace series — Installation holes for inserts, screw thread, helical coil, self-locking — Design 
standard 

ISO 2859-1:1989, Sampling procedures for inspection by attributes — Part 1: Sampling schemes indexed by 
acceptance quality limit (AQL) for lot-by-lot inspection 

ISO 3353 (all parts), Aerospace — Lead and runout threads 

ISO 4288, Geometrical Product Specifications (GPS) — Surface texture: Profile method — Rules and 
procedures for the assessment of surface texture 

ISO 5855-2, Aerospace — MJ threads — Part 2: Limit dimensions for bolts and nuts 

3 Definitions 

For the purposes of this standard, the following definitions apply: 

3.1 
batch 
quantity of finished thread inserts, of the same type and same diameter, produced from a material obtained 
from the same melt, manufactured in the course of the same production cycle, following the same 
manufacturing route and having undergone all the relevant heat treatments and surface treatments 

3.2 
surface discontinuities 
 

3.2.1 
crack 
rupture in the material which may extend in any direction and which may be intercrystalline or transcrystalline 
in character 
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