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Introduction
This draft standard is based on European discussions in which the UK has taken an active part. Your comments on
this draft are welcome and will assist in the preparation of the consequent British Standard. Comment is particularly
welcome on national, legislative or similar deviations that may be necessary. 

Even if this draft standard is not approved by the UK, if it receives the necessary support in Europe, the UK will
be obliged to publish the official English Language text unchanged as a British Standard and to withdraw any
conflicting standard.

UK Vote
Please indicate whether you consider the UK should submit a negative (with reasons) or positive vote on this draft.

   EXAMPLE ONLY

Microsoft and MS-DOS are registered trademarks, and Windows is a trademark of Microsoft Corporation.

Submission of Comments
- The guidance given below is intended to ensure that all comments receive efficient and appropriate attention by the

responsible BSI committee.  Annotated drafts are not acceptable and will be rejected.

- All comments must be submitted, preferably electronically, to the Responsible Committee Secretary at the address
given on the front cover.  Comments should be compatible with version 6.0 or version 97 of Microsoft Word for
Windows, if possible; otherwise comments in ASCII text format are acceptable.  Any comments not submitted
electronically should still adhere to these format requirements.

- All comments submitted should be presented as given in the example below.  Further information on submitting
comments and how to obtain a blank electronic version of a comment form are available from the BSI website at:
http://drafts.bsigroup.com/

Template for comments and secretariat observations Date: xx/xx/20xx Document: ISO/DIS xxxx

1 2 (3) 4 5 (6) (7)
MB Clause No./ Subclause

No./Annex

(e.g. 3.1)

Paragraph/

Figure/

Table/Note

Type of com-

ment

Commend (justification for change) by

the MB

Proposed change by the MB Secretariat observations on each

comment submitted

3.1 Definition 1 ed Definition is ambiguous and needs

clarifying.

Amend to read '...so that the mains

connector to which no connection...'

6.4 Paragraph 2 te The use of the UV photometer as an

alternative cannot be supported as

serious problems have been encountered in

its use in the UK.

Delete reference to UV photometer.
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European foreword 

This document (prEN 16878:2015) has been prepared by Technical Committee CEN/TC 153 “Machinery 
intended for use with foodstuffs and feed”, the secretariat of which is held by DIN. 

This document is currently submitted to the CEN Enquiry. 

This document has been prepared under a mandate given to CEN by the European Commission and the 
European Free Trade Association, and supports essential requirements of EU Directive 2006/42/EC. 

For relationship with EU Directive 2006/42/EC, see informative Annex ZA, which is an integral part of this 
document. 
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Introduction 

This European Standard is a type-C-standard as stated in EN ISO 12100:2010. 

The machinery concerned and the extent to which hazards, hazardous situations and hazardous events are 
covered are indicated in the scope of this document. 

When provisions of this type-C-standard are different from those which are stated in type-A- or –B-standards, 
the provisions of this type-C-standard take precedence over the provisions of the other standards for 
machines that have been designed and built according to the provisions of this type-C-standard. 

Complementary to the hygiene requirements common to all food processing machines, specific requirements 
for cleanability and sanitation of the machines in the scope are formulated. 
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1 Scope 

This European Standard applies to machines of handling and delivery of ice cream mixes, pasty liquid 
products for gelato, pastry, chocolate and food processing, as described in Clause 3. 

The standard applies to fixed and movable machinery (not designed to be moved during operation), with a 
rated capacity of not more than 100 L. 

This European Standard deals with all significant hazards, hazardous situations and events relevant to the 
machinery, when they are used as intended and under conditions of misuse which are reasonably foreseeable 
by the manufacturer (see Clause 4). 

This European Standard deals with the hazards which can arise during transport, assembly, commissioning, 
operation, cleaning, use, maintenance, decommissioning, dismantling, disabling and scrapping of the 
machine. 

This European Standard covers the following types of machines: 

— combined machines (pasteurizers and batch freezer); 

— batch freezer. 

This European Standard does not apply to equipment feeding and dosing, equipment, supply of inert gas and 
heating and cooling equipment and any extraction (container, extraction belt etc.). 

This European Standard is not applicable to machines which are manufactured before the date of publication 
of this European Standard by CEN. 

2 Normative references 

The following documents, in whole or in part, are normatively referenced in this document and are 
indispensable for its application. For dated references, only the edition cited applies. For undated references, 
the latest edition of the referenced document (including any amendments) applies. 

EN 349:1993+A1:2008, Safety of machinery — Minimum gaps to avoid crushing of parts of the human body 

EN 614-1, Safety of machinery — Ergonomic design principles — Part 1: Terminology and general principles 

EN 953, Safety of machinery — Guards — General requirements for the design and construction of fixed and 
movable guards 

EN 1672-2:2005+A1:2009, Food processing machinery — Basic concepts — Part 2: Hygiene requirements 

EN 60204-1:2006, Safety of machinery — Electrical equipment of machines — Part 1: General requirements 
(IEC 60204-1:2005, modified) 

EN 60529, Degrees of protection provided by enclosures (IP Code) (IEC 60529) 

EN ISO 3744:2010, Acoustics — Determination of sound power levels and sound energy levels of noise 
sources using sound pressure — Engineering methods for an essentially free field over a reflecting plane (ISO 
3744:2010) 

EN ISO 4287, Geometrical product specifications (GPS) — Surface texture: Profile method — Terms, 
definitions and surface texture parameters (ISO 4287) 
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EN ISO 4871, Acoustics — Declaration and verification of noise emission values of machinery and equipment 
(ISO 4871) 

EN ISO 11201, Acoustics — Noise emitted by machinery and equipment — Determination of emission sound 
pressure levels at a work station and at other specified positions in an essentially free field over a reflecting 
plane with negligible environmental corrections (ISO 11201) 

EN ISO 11688-1, Acoustics — Recommended practice for the design of low-noise machinery and equipment 
— Part 1: Planning (ISO/TR 11688-1) 

EN ISO 12100:2010, Safety of machinery — General principles for design — Risk assessment and risk 
reduction (ISO 12100:2010) 

EN ISO 13732-1, Ergonomics of the thermal environment — Methods for the assessment of human 
responses to contact with surfaces — Part 1: Hot surfaces (ISO 13732-1) 

EN ISO 13732-3, Ergonomics of the thermal environment — Methods for the assessment of human 
responses to contact with surfaces — Part 3: Cold surfaces (ISO 13732-3) 

EN ISO 13849-1:2008, Safety of machinery — Safety-related parts of control systems — Part 1: General 
principles for design (ISO 13849-1:2006) 

EN ISO 13850, Safety of machinery — Emergency stop — Principles for design (ISO 13850) 

EN ISO 13857:2008, Safety of machinery — Safety distances to prevent hazard zones being reached by 
upper and lower limbs (ISO 13857:2008) 

EN ISO 14119:2013, Safety of machinery — Interlocking devices associated with guards — Principles for 
design and selection (ISO 14119:2013) 

3 Terms and definitions and description of machines 

3.1 Terms and definitions 

For the purposes of this document, the terms and definitions given in EN ISO 12100:2010 and the following 
apply. 

3.1.1 
tank lid 
mobile guard used to close the tank which contains the mixing device 

3.1.2 
mixing device 
suitable device to ensure mixing and circulation of the mixture 

3.1.3 
draw-off device 
suitable device to allow the extraction of the finished product 

3.1.4 
tank 
part of the machinery suitable to contain the mixture during the work cycle 
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3.1.5 
compression type machines 
machines where the cooling is performed by means of a refrigerant liquid at low pressure in a heat exchanger 
(evaporator), the steam thus formed becoming a liquid by a mechanical compression higher pressure and 
cooling in another heat exchanger (condenser) 

3.1.6 
condenser 
heat exchanger in which after compression, the vaporized refrigerant is liquefied, giving off heat to external 
cooling system 

3.1.7 
evaporator 
heat exchanger in which, after the reduction of pressure, the refrigerant is vaporized by absorbing heat from 
the medium which shall be cooled 

3.1.8 
heating and freezing devices 
device suitable to the heating and/or freezing food mixtures 

3.2 Description of machines 

3.2.1 Combined machines 

The machines covered by this standard are designed to pasteurize and freezing batches of liquid pasty, 
whose main ingredients are generally milk and its derivatives. 

When the tank of pasteurization and freezing is in the load phase, the machine receives the ingredients 
weighed or measured. This operation is controlled by the operator of the machine. 

The machine pasteurizes and freezes the ingredients during a period of time defined by a user cycle. At the 
end of the cycle of pasteurization and freezing, the product is downloaded through a draw-off device. The 
machine can be operated manually or fully automatically. The single tank or double tank can be heated or 
cooled. Figure 1 illustrates a typical machine combined with the following main elements: 
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Key 

1 tank 

2 cover of flange 

3 agitation device 

4 extraction device 

5 heating or freezing device 

6 compressor 

7 condensing unit 

8 wheels or feet 

Figure 1 — Typical layout of combined machines 

3.2.2 Batch freezers 

Batch freezers perform only the operations of freezing of the liquid mixture, not providing the opportunity to 
pasteurize the product. 
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Key 

1 tank 

2 cover of flange 

3 agitation device 

4 extraction device 

5 heating or freezing device 

6 compressor 

7 condensing unit 

8 wheels or feet 

Figure 2 — Typical layout of batch freezers 

4 List of significant hazards 

4.1 General 

This clause contains all the significant hazards, hazardous situations and events, as far as they are dealt with 
in this European Standard, identified by risk assessment as significant for this type of machinery and which 
require action to eliminate or reduce the risk. 

4.2 Mechanical hazards 

4.2.1 General 

The example in Figure 3 and 4 shows the position of danger zones associated with mechanical hazards for 
each type of machinery: 
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4.2.2 Combined machines 

 

Key 

1 zone 1 

2 zone 2 

3 zone 3 

4 zone 4 

5 zone 5 

Figure 3 — Danger zones of combined machines 

Zone 1: Access to trapping points between the tank and the combined machine lid 

− crushing hazard of fingers and hands between the edge of pasteurization and freezing tank and 
the lid. 

Zone 2:  Access to the rotating devices through the feed opening 

− hazards of trapping and shearing of arms between the blades of mixing device and the 
pasteurization and freezing tank. 

Zone 3:  Access to the rotating parts through the draw-off opening 

− hazard of trapping and shearing of arms between the blades of rotating device and the 
pasteurization and freezing tank. 

Full document details: 15/30323514 DC

http://www.avadocuments.com/doc/15-30323514-dc
http://www.avadocuments.com/doc/15-30323514-dc


prEN 16878:2015 (E) 

13 

Zone 4: Access to the transmission mechanism of the mixing device 

− hazard of trapping and shearing of whole part of body. 

Zone 5: Loss of stability of machine – access to areas adjacent to the machine 

− hazard of trapping and crushing of whole or part of body if machine overturns. 

4.2.3 Batch freezers 

 

Key 

1 zone 1 

2 zone 2 

3 zone 3 

4 zone 4 

5 zone 5 

Figure 4 — Danger zones of batch freezers 

Zone 1: Access to trapping points between the tank and the batch freezer’s lid 

− crushing hazard of fingers and hands between the edge of the batch freezer’s tank and the lid. 

Zone 2: Access to the rotating devices through the feed opening 

− hazards of trapping and shearing of arms between the blades of mixing device and the batch 
freezer’s tank. 

Zone 3: Access to the rotating parts through the draw-off device 
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