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Introduction

This draft standard is based on European discussions in which the UK has taken an active part. Y our comments on this draft are

welcome and will assist in the preparation of the consequent British Standard. Comment is particularly welcome on national,
legislative or similar deviations that may be necessary.

Even if this draft standard is not approved by the UK, if it receives the necessary support in Europe, the UK will be obliged to
publish the official English Language text unchanged as a British Standard and to withdraw any conflicting standard.

UK Vote
Please indicate whether you consider the UK should submit a negative (with reasons) or positive vote on this draft.

Submission of Comments

- The guidance given below isintended to ensure that all comments receive efficient and appropriate attention by the responsible
BSI committee. Annotated drafts are not acceptable and will berejected.

- All comments must be submitted, preferably electronically, to the Responsible Committee Secretary at the address given on the
front cover. Comments should be compatible with version 6.0 or version 97 of Microsoft Word for Windows, if possible;

otherwise commentsin ASCII text format are acceptable. Any comments not submitted electronically should still adhere
to these format requirements.

- All comments submitted should be presented as given in the example below. Further information on submitting comments and
how to obtain a blank electronic version of acomment form are available from the BSI website at:
http://drafts.bsigroup.com/

Template for comments and secretariat observations Date: xx/xx/20xx Document: 1 SO/DI'S Xxxx
1 2 3 4 5 (6) (7
MB | ClauseNo./ Subclause Paragraph/ Type of com- | Commend (justification for change) by the Proposed change by the MB Secretariat observations on each
No./Annex Figure/ ment MB comment submitted
(eg.3.1) Table/Note
31 Definition 1 ed Definition isambiguous and needs clarifying. JAmend to read '...so that the mains connector
0 which no connection...!
6.4 Paragraph 2 te IThe use of the UV photometer as an Delete reference to UV photometer.

el ternative cannot be supported as

Iserious problems have been encountered in its

use in the UK.
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FC-WI 6118
ASD-STAN STANDARD

NORME ASD-STAN Edition P2

ASD-STAN NORM 2015-11

ﬁ ﬂ PUBLISHED BY THE AEROSPACE AND DEFENCE INDUSTRIES ASSOCIATION OF EUROPE - STANDARDIZATION
. SD_ST N Rue Montoyer 10 - 1000 Brussels - Tel. + 32 2 775 8126 - Fax. + 32 2 775 8131 - www.asd-stan.org

ICS: Supersedes edition P 2 of November 2014
and will supersede prEN 6118

Descriptors:

ENGLISH VERSION
Aerospace series
Process specification —
Aluminium base protection
for fasteners

Luft- und Raumfahrt — Série aérospatiale — Protection a base
Verfahrenspezifikation — d'aluminium pour fixations —
Aluminiumschutz fiir Fixierungen Spécification de procédé

This "Aerospace Series" Prestandard has been drawn up under the responsibility of ASD-STAN (The
Aerospace and Defence Industries Association of Europe- Standardization). It is published on green
paper for the needs of the European Aerospace and Defence Industry. It has been technically
approved by the experts of the concerned Domain following member comments.

Subsequent to the publication of this Prestandard, the technical content shall not be changed to an
extent that interchangeability is affected, physically or functionally, without re-identification of the
standard.

After examination and review by users and formal agreement of ASD-STAN it will be submitted as a
draft European Standard to CEN (European Committee for Standardization) for formal vote.

Edition approved for publication Comments should be sent within six months
after the date of publication to
ASD-STAN
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Foreword

This standard was reviewed by the Domain Technical Coordinator of ASD-STAN's Mechanical Domain.

After inquiries and votes carried out in accordance with the rules of ASD-STAN defined in ASD-STAN's General
Process Manual, this standard has received approval for Publication.
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1 Scope

This specification defines the characteristics and the tests required to qualify and control batches of
aluminium base protections applicable to fasteners.

2 Normative references

This Airbus Standard incorporates by dated or undated reference provisions from other publications. All
normative references cited at the appropriate places in the text are listed hereafter.

For dated references, subsequent amendments to or revisions of any these publications apply to this Airbus
Standard only when incorporated in it by amendment of revision.

For undated references, the latest issue of the publication referred to shall be applied.

EN 6117, Specification for lubrication of fasteners with Cetyl alcohol

ISO 2812, Paint and varnishes — determination of resistance to liquids — water immersion method
ISO 2819, Review of methods available for testing adhesion.

ISO 2409, Paints and varnishes — cross cut test on films of paint and varnish.

ASTM G85, Standard method of acetic acid salt spray (frog) testing. !

MIL-DTL-5541, Chemical films and chemical film materials for aluminium and aluminium alloy. 2
MIL-DTL_83488, Coating, aluminium, ion vapour deposited. 3

NAS 4006, Aluminium coating. 4

NASM 1312, Fastener test methods

SAE AMS-QQ-P-416, Plating, cadmium electrodeposited

NF T 30-038, Paints and varnishes, determination of the density of varnishes aerometer method.

1 Published by: American Society for Testing and Materials (ASTM), 100 Barr Harbor Drive, West Conshohocken, PA 19428-2959, USA
2 published by: Department of Defense (DoD), the Pentagon, Washington, D.C., 20307, USA
3 Published by: Department of Defense (DoD), the Pentagon, Washington, D.C., 20307, USA

4 Published by: Aerospace Industries Association of America, Inc. (AlA), 1250 Eye Street, N.W., Washington, D.C. 20005-3924, USA
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