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Introduction
This draft standard is based on European discussions in which the UK has taken an active part. Your comments on this draft are
welcome and will assist in the preparation of the consequent British Standard. Comment is particularly welcome on national,
legislative or similar deviations that may be necessary. 

Even if this draft standard is not approved by the UK, if it receives the necessary support in Europe, the UK will be obliged to
publish the official English Language text unchanged as a British Standard and to withdraw any conflicting standard.

UK Vote
Please indicate whether you consider the UK should submit a negative (with reasons) or positive vote on this draft.

   EXAMPLEONLY
Microsoft and MS-DOS are registered trademarks, and Windows is a trademark of Microsoft Corporation.

Submission of Comments
- The guidance given below is intended to ensure that all comments receive efficient and appropriate attention by the responsible

BSI committee.  Annotated drafts are not acceptable and will be rejected.

- All comments must be submitted, preferably electronically, to the Responsible Committee Secretary at the address given on the
front cover.  Comments should be compatible with version 6.0 or version 97 of Microsoft Word for Windows, if possible;
otherwise comments in ASCII text format are acceptable.  Any comments not submitted electronically should still adhere
to these format requirements.

- All comments submitted should be presented as given in the example below.  Further information on submitting comments and
how to obtain a blank electronic version of a comment form are available from the BSI website at:
http://drafts.bsigroup.com/

Template for comments and secretariat observations Date: xx/xx/20xx Document: ISO/DIS xxxx

1 2 (3) 4 5 (6) (7)
MB Clause No./ Subclause

No./Annex

(e.g. 3.1)

Paragraph/

Figure/

Table/Note

Type of com-

ment

Commend (justification for change) by the

MB

Proposed change by the MB Secretariat observations on each

comment submitted

3.1 Definition 1 ed Definition is ambiguous and needs clarifying. Amend to read '...so that the mains connector

to which no connection...'

6.4 Paragraph 2 te The use of the UV photometer as an

alternative cannot be supported as

serious problems have been encountered in its

use in the UK.

Delete reference to UV photometer.
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1 Scope 

This standard defines the requirements for a two components, chromate and lead free primer. 

The coating shall be suitable for use on fibre reinforced composite materials, titanium and corrosion 
resistant steels and other suitably prepared corrosion resistant substrates. 

2 Normative references 

The following documents, in whole or in part, are normatively referenced in this document and are 
indispensable for its application. For dated references, only the edition cited applies. For undated 
references, the latest edition of the referenced document (including any amendments) applies.  

EN 2101, Aerospace series — Chromic acid anodising of aluminium and wrought alloys 

EN 2334, Aerospace series — Acid chromate pickling of aluminium and aluminium alloys 

EN 2437, Aerospace series; Chromate conversion coating (Yellow) for aluminium and aluminium alloys 

EN 3837, Aerospace series — Paints and varnmishes — Nature and method for preparation of surface test 
specimens in aluminium alloys 

EN 3840, Aerospace series — Paints and varnishes — Technical specification 

EN 3847, Aerospace series — Paints and varnishes — Determination of sedimentation rating 

EN 4160, Aerospace series— Paints and varnmishes — Determination of the effect of thermal exposure 

EN 4689, Aerospace series—- Paints and varnishes — Two components cold curing polyurethane finish — 
High flexibility and chemical agent resistance for military application 

EN 4704, Aerospace series — Tartaric-Sulphuric-Acid anodizing of aluminium and aluminium wrought 
alloys for corrosion protection and paint pre-treatment (TSA) 

EN ISO 1513, Paints and varnishes — Examination and preparation of samples for testing 

EN ISO 1518-1, Paints and varnishes — Determination of scratch resistance — Part 1: Constant-loading 
method 

EN ISO 1519, Paints and varnishes — Bend test (cylindrical mandrel) 

EN ISO 1520, Paints and varnishes — Cupping test 

EN ISO 1524, Paints and varnishes — Determination of fineness of grind 

EN ISO 2409, Paints and varnishes — Cross-cut test 

EN ISO 2431, Paints and varnishes — Determination of flow time by use of flow cups 

EN ISO 2811-1, Paints and varnishes — Determination of density — Part 1: Pyknometer method 

EN ISO 2811-2, Paints and varnishes — Determination of density — Part 2: Immersed body (plummet) 
method 
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