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Introduction
This draft standard is based on national and international discussions. Y our comments on this draft are invited and will assist in
the preparation of the consegquent standard.

For international standards, comments will be reviewed by the relevant UK national committee before sending the consensus
UK vote and comments to the international committee, which will then decide appropriate action. If the international standard is
approved, it is usual for the text to be published as a British Standard.

For national standards, comments will be reviewed by the relevant UK national committee and the resulting standards published
as a British Standard.

UK Vote
Please indicate whether you consider the UK should submit a negative (with supporting technical reasons) or positive vote on
this draft. Pleaseindicate if you are aware of any reason why this draft standard should not be published as a British Standard.

Submission of Comments
Annotated drafts are not acceptable and will beregjected.

Template for comments and secr etariat observations

All comments should be submitted online at https.//standar dsdevelopment.bsigroup.com/. You will need to register in

order to comment.

Date; xx/xx/20xx

Document: 1SO/DIS xxxx

an alternative cannot be supported
as serious problems have been
lencountered in its use in the UK.

1 2 3 4 5 (6) 7
MB | Clause No./ Subclause| Paragraph/Figure/ Type of Commend (justification Proposed change by the MB Secretariat observations on
No./Annex (e.g. 3.1) Table/Note comment for change) by theMB each comment submitted
31 Definition 1 ed Definition is ambiguous and needs [JAmend to read '...so that the mains
clarifying. connector to which no connection...'
6.4 Paragraph 2 te The use of the UV photometer as  ||[Delete reference to UV photometer.

Full document details: 19/30384123 DC

Documents

Document Sharing Hub


http://www.avadocuments.com/doc/19-30384123-dc
http://www.avadocuments.com/doc/19-30384123-dc

EUROPEAN STANDARD DRAFT
NORME EUROPEENNE prEN 15534-5
EUROPAISCHE NORM

January 2019
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English Version

Composites made from cellulose-based materials and
thermoplastics (usually called wood-polymer composites
(WPC) or natural fibre composites (NFC)) - Part 5:
Specifications for cladding profiles and tiles
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European foreword

This document (prEN 15534-5:2019) has been prepared by Technical Committee CEN/TC 249
“Plastics”, the secretariat of which is held by NBN.

This document is currently submitted to the CEN Enquiry.
This document has been prepared under a mandate given to CEN by the European Commission and the

European Free Trade Association. For relationship with EU Regulation, see informative Annex ZA,
which is an integral part of this document.
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1 Scope

This document specifies the characteristics of cladding profiles and tiles made from cellulose-based
materials and thermoplastics, usually called wood-polymer composites (WPC) or natural fibre
composites (NFC), for external use.

This document is applicable to extruded profiles but also to tiles manufactured by other plastics
processing techniques, e.g. injection moulding.

It is not applicable to support rail profiles, cover strip profiles and fastener devices.

This document also specifies assessment methods, provisions for the assessment and verification of
constancy of performance (AVCP) of these products and includes requirements for marking.

Reprocessed and/or recycled materials can be used for manufacturing the components which comply
with the requirements of this part of EN 15534.

NOTE1  WPC materials are recyclable materials which can be treated in a material recovery process intended
to save resources while minimizing harmful emissions into air, water and soil as well as their impacts on human
health.

NOTE2 A scheme for the characterization of plastics waste is given in EN 15347 and guidelines for the
recovery and recycling are given in ISO 15270.

2 Normative references

The following documents are referred to in the text in such a way that some or all of their content
constitutes requirements of this document. For dated references, only the edition cited applies. For
undated references, the latest edition of the referenced document (including any amendments) applies.

EN 15534-1:2014+A1:2017, Composites made from cellulose-based materials and thermoplastics (usually
called wood-polymer composites (WPC) or natural fibre composites (NFC)) - Part 1: Test methods for
characterisation of compounds and products

N 164732, Plastics - Method for artificial accelerated photoageing using medium pressure mercury vapour
lamps

CEN/TS 16637-2:2014, Construction products - Assessment of release of dangerous substances - Part 2:
Horizontal dynamic surface leaching test

EN ISO 4892-2, Plastics - Methods of exposure to laboratory light sources - Part 2: Xenon-arc lamps (@

EN ISO 4892-3:2016, Plastics - Methods of exposure to laboratory light sources - Part 3: Fluorescent UV
lamps ([SO 4892-3:2016)

3 Terms and definitions

For the purposes of this document, the terms and definitions given in EN 15534 1:2014+A1:2017 apply.
[SO and IEC maintain terminological databases for use in standardization at the following addresses:

— IEC Electropedia: available at http://www.electropedia.org/

— ISO Online browsing platform: available at http://www.iso.org/obp
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4 Products characteristics

4.1 Reaction to fire

When decided to declare the reaction to fire performance of a WPCiNFC cladding profile or tile shall be
expressed as the reaction to fire class, as specified in EN 13501-1, based on results of the test(s),

relevant for the claimed class, according to 5.1.

NOTE The reaction to fire indicates the degree of contribution of the material to the behaviour of the
construction product in the event of fire.

4.2 Mechanical properties
4.2.1 Flexural tensile strength

When declared, the flexural tensile strength of a WPC/NFC cladding profile or tile shall be evaluated by:
a) determining the deflection under a load of 250 N according to 5.2.1 and expressed as “compliant”
when the mean value of the deflection under a load of 250 N is < 5,0 mm, and

b) determining the bending strength according to 5.2.1 and expressed as the value of the bending
strength in megapascals.

4.2.2 Modulus of elasticity in bending

When declared, the modulus of elasticity in bending of a WPC/NFC cladding profile or tile shall be
evaluated according to 5.2.2 and expressed as value in megapascals.

4.2.3 Resistance to fixings

When declared, the resistance to fixings of a WPC/NFC cladding profile or WPC/NFC tile shall be
evaluated by:

a) determining the withdrawal capacity of nails and screws in accordance with 5.2.3.1, and expressed

as the value of the withdrawal parameter, in newtons per square millimetre, and

b) determining the pull through resistance in accordance with 5.2.3.2 and expressed as the value of
the pull through parameter, in newtons per square millimetre.

4.2.4 Impact resistance

When declared, the impact resistance of a WPC/NFC cladding profile or a WPC/NFC tile shall be
evaluated by determining the falling mass impact resistance in accordance with 5.2.4 and expressed as
“compliant” when no more than one test specimen out of 10 test specimens shows a failure.

4.2.5 Peel strength (profiles with laminated foil)

When declared, the peel strength of a WPC/NFC cladding profile or WPC/NFC tile shall be evaluated
according to 5.2.5 and expressed in Newtons per millimetre (N/mm) or if the foil breaks, the tensile
strength at break of the foil in Newtons (N) or as the peeled length in millimetres (mm).

4.3 Durability
4.3.1 Resistance to artificial weathering

When declared, the resistance of a WPC/NFC cladding profile or a WPC/NFC tile to artificial weathering
shall be evaluated in accordance with 5.3.1, and expressed as the value of AL* Aa*, Ab* and the
appearance criteria.
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4.3.2 Moisture resistance

When declared, the moisture resistance of a WPC/NFC cladding profile or a WPC/NFC tile shall be
evaluated by determining the moisture resistance under cyclic conditions in accordance with 5.3.2, and
expressed as “compliant” when the mean value of the deflection under a load of 250 N is < 6 mm.

4.3.3 Swelling and water absorption

When declared, the swelling and water absorption of a WPC/NFC cladding profile or a WPC/NFC tile
shall be evaluated in accordance with 5.3.3 and expressed as “compliant” when:

1) the mean values of swelling are:

i) <10 % in thickness direction,

ii) <1,5% in the width direction,

iii) < 0,6 % in the length direction;
2) the individual values of swelling are:

i) <12 % in thickness direction,

ii) <2 % in the width direction,

iii) <1,2 % in the length direction;
3) the mean value of the water absorption is < 8 % in weight, and
4) the individual values of the water absorption is < 9 % in weight.
4.4 Thermal properties
4.4.1 Linear thermal expansion

When declared, the linear thermal expansion of a WPC/NFC cladding profile or a WPC/NFC tile shall be
evaluated in accordance with 5.4.1 and expressed as “compliant” when the linear thermal coefficient
is <50-10-6 K-1.

4.4.2 Heat reversion (applicable to profiles)

When declared, the heat reversion of a WPC/NFC cladding profile or a WPC/NFC tile shall be evaluated
in accordance with 5.4.2 and expressed as a percentage (%).

4.4.3 Heat build up

When declared, the heat build-up of a WPC/NFC cladding profile or a WPC/NFC tile shall be evaluated
in accordance with 5.4.3 and expressed in centigrade (°C).

4.5 General characteristics

The general characteristics of a WPC/NFC cladding profile or a WPC/NFC tile shall be evaluated in
accordance with Annex A

4.6 Release of dangerous substances (leaching)

When declared, the leaching of dangerous substances of a WPC/NFC cladding profile or a WPC/NFC tile
shall be evaluated in accordance with 5.5 and expressed as a percentage (%).
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