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Introduction
This draft standard is based on national and international discussions. Y our comments on this draft are invited and will assist in
the preparation of the consegquent standard.

For international standards, comments will be reviewed by the relevant UK national committee before sending the consensus
UK vote and comments to the international committee, which will then decide appropriate action. If the international standard is
approved, it is usual for the text to be published as a British Standard.

For national standards, comments will be reviewed by the relevant UK national committee and the resulting standards published
as a British Standard.

UK Vote
Please indicate whether you consider the UK should submit a negative (with supporting technical reasons) or positive vote on
this draft. Pleaseindicate if you are aware of any reason why this draft standard should not be published as a British Standard.

Submission of Comments
Annotated drafts are not acceptable and will beregjected.

Template for comments and secr etariat observations

All comments should be submitted online at https.//standar dsdevelopment.bsigroup.com/. You will need to register in

order to comment.

Date; xx/xx/20xx

Document: 1SO/DIS xxxx

an alternative cannot be supported
as serious problems have been
lencountered in its use in the UK.

1 2 3 4 5 (6) 7
MB | Clause No./ Subclause| Paragraph/Figure/ Type of Commend (justification Proposed change by the MB Secretariat observations on
No./Annex (e.g. 3.1) Table/Note comment for change) by theMB each comment submitted
31 Definition 1 ed Definition is ambiguous and needs [JAmend to read '...so that the mains
clarifying. connector to which no connection...'
6.4 Paragraph 2 te The use of the UV photometer as  ||[Delete reference to UV photometer.
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Foreword

ISO (the International Organization for Standardization) is a worldwide federation of national standards
bodies (ISO member bodies). The work of preparing International Standards is normally carried out
through ISO technical committees. Each member body interested in a subject for which a technical
committee has been established has the right to be represented on that committee. International
organizations, governmental and non-governmental, in liaison with ISO, also take part in the work. ISO
collaborates closely with the International Electrotechnical Commission (IEC) on all matters of
electrotechnical standardization.

The procedures used to develop this document and those intended for its further maintenance are
described in the ISO/IEC Directives, Part 1. In particular, the different approval criteria needed for the
different types of ISO documents should be noted. This document was drafted in accordance with the
editorial rules of the ISO/IEC Directives, Part 2 (see www.iso.org/directives).

Attention is drawn to the possibility that some of the elements of this document may be the subject of
patent rights. ISO shall not be held responsible for identifying any or all such patent rights. Details of any
patent rights identified during the development of the document will be in the Introduction and/or on
the ISO list of patent declarations received (see www.iso.org/patents).

Any trade name used in this document is information given for the convenience of users and does not
constitute an endorsement.

For an explanation of the voluntary nature of standards, the meaning of ISO specific terms and
expressions related to conformity assessment, as well as information about ISO's adherence to the World
Trade Organization (WTO) principles in the Technical Barriers to Trade (TBT), see
www.iso.org/iso/foreword.html.

This document was prepared by Technical Committee ISO/TC 59, Buildings and civil engineering works,
Subcommittee SC 17, Sustainability in buildings and civil engineering works.

Any feedback or questions on this document should be directed to the user’s national standards body. A
complete listing of these bodies can be found at www.iso.org/members.html.
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Introduction

Environmental product declarations (EPDs) are Type Il environmental declarations (see ISO 14025) that
provide quantified environmental data using predetermined parameters based on ISO 14040 and ISO
14044 and, where relevant, additional environmental information. ISO 21930 and are two
standardized sources of the core product category rules (PCR) to develop EPDs for construction products
to provide modular data to enable consistent assessment of environmental impacts at the construction
works level.

All types of assessment at construction works level are complex and building information modelling
(BIM) provides a process for describing and displaying information required in the planning, design,
construction and operation of constructed facilities. The BIM approach is expanding to encompass all
aspects of the built environment, including civil infrastructure, utilities and public spaces. Designers,
owners and other stakeholders in the construction sector are increasingly looking to BIM to enable them
to address the environmental impacts of construction works.

[SO 19650 sets out the recommended concepts and principles for business processes to support the
management and production of information during the life cycle of constructed assets when using BIM.
To do this, standardization is of the highest importance. Machine-interpretable data is essential to
provide a reliable and sustainable exchange of information, and a data template supports the
standardized provision of data in machine-interpretable data sheet formats for use in BIM. The data
provided in EPDs, like other construction product data, is therefore needed in a machine-interpretable
format to enable its use in BIM.

Data templates enable construction project stakeholders to exchange information about construction
objects throughout the life cycle of a constructed asset, using the same data structure, terminology, and
globally unique identifiers to enable the data to be machine-interpretable and interoperable. Data
templates should be standardized and made available across the built environment sector through data
dictionaries based on ISO 12006-3. Data templates should be used in conjunction with the data schema
and industry foundation classes based on .

This document provides and explains the data template structure to support the provision of both EPD
and generic LCA data in standardized machine-interpretable data sheet formats to assist in the
assessment of the environmental performance of the construction works over its life cycle. The data
template structure in this standard is based on the general data template structure in .

EPD Building Information
1SO 22057 Data Sheet Modelling
Data < ¥
Generic Template Generic LCA Environmental
LCA Data Data Sheet assessment at the
construction works level

Figure 1 — Relationship between Data, Data templates, Data sheets, BIM and Environmental

assessment at the construction works level
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Providing the data from an EPD according to either ISO 21930 or in machine-interpretable
format means some information will need to be standardized in ways not considered in those standards.
Historically, the indicator data for gate-to-grave information modules from machine-interpretable EPD
were often not used because the description of the scenario information was not concurrently provided
in machine-interpretable format, and/or the data were not provided in a sufficiently flexible fashion to
allow adaption for different scenarios at the construction works level. Responding to these needs, this
document provides specifications for the provision of gate-to-grave scenario data for EPD in machine-
interpretable formats, so the data are more appropriate for environmental assessment at the
construction works level when using BIM.

Figure 2 shows the relationship between this document and other standards for buildings and civil
engineering works related to building information modelling (BIM) and sustainability

ISOITC 59/SC 13 - CENITC 442 (BIM) ISOITC 59/SC 17 - CENITC 350 (sustainability)

_______________________________________ - -—

Information exchange Data dictionaries EPD for BIM PCR

! i
IFC exchange of product ' ‘ EPD Data Template
data i ; ¥

Service

1SO 21930

Process

'
'
W1 442018/2033 M: 1SO 23387
'

o 4

2 ]

3 H

£ H H

o ] H

b ] ;

o : ISO 16739 : 1SO 12006-3

Figure 2 — Relationship between BIM standards and sustainable standards

Users of this document should be able to find the data template described in this document in existing
data dictionaries, but in case there is a data dictionary that does not support the structure, they should
be able to recreate the data template structure in their own implementations using the information
provided in this document (see Annex A).
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Sustainability in buildings and civil engineering works - Data
templates for the use of EPDs for construction products in BIM

1 Scope

This document provides the principles and requirements to enable environmental and technical data
provided in environmental product declarations (EPDs) for construction products and services,
construction elements and integrated technical systems to be used in building information modelling
(BIM) to assist in the assessment of the environmental performance of the construction works over its
life cycle.

The mechanism used in this document to enable this is a data template created following [SO 2338( and
[SO 23387 and the resulting data sheet.

This includes both mandatory and optional data from different types of EPD, such as generic, specific,
average and representative, and other relevant information necessary for use of EPDs at the construction
works level within a BIM environment.

This document gives requirements on structuring EPD information using a data template, to make EPD
data machine-interpretable, and enable their integration into information-driven design, construction
and operational processes.

This document is also appropriate to structure generic life cycle assessment (LCA) data for use within a
BIM environment, as these data are required in the absence of suitable EPD data to enable assessment of
the environmental performance at the construction works level.

The requirements in this document are further supplemented by technical information about
construction products and services, construction elements and integrated technical systems. This
document recommends the use of the same principles for structuring information (data template
concepts) and the use of existing technical information created by other domain experts.

EXAMPLE In Europe, Construction Products Regulation (CPR) experts are responsible for structuring
technical information based on European Harmonised Standards. This information might already exist in a data
dictionary, and EPD/LCA experts are advised to use it for the technical description of products in EPD

This document is intended to help in the understanding the different template concepts and their relation
to EPD information and to enable users to create new concepts according to their specific needs.

NOTE For example, experts developing sub-category PCR according to ISO 21930 or complementary
PCR (c-PCR) according to [EN 15804 could create a data template for additional specific requirements in
the sub-category PCR or c-PCR for the relevant product group.

The assessment of environmental performance at the construction works level is not covered by this
document.

2 Normative references

The following documents are referred to in the text in such a way that some or all of their content

constitutes requirements of this document. For dated references, only the edition cited applies. For
undated references, the latest edition of the referenced document (including any amendments) applies.
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ISO 639-1, Codes for the representation of names of languages — Part 1: Alpha-2 code

ISO 3166-2, Codes for the representation of names of countries and their subdivisions — Part 2: Country
subdivision code

ISO 5807, Information processing — Documentation symbols and conventions for data, program and system
flowcharts, program network charts and system resources charts

ISO 6707-1, Buildings and civil engineering works — Vocabulary — Part 1: General terms
ISO 8601-1, Date and time — Representations for information interchange — Part 1: Basic rules

ISO 12006-3, Building construction — Organization of information about construction works — Part 3:
Framework for object-oriented information

ISO 14040, Environmental management — Life cycle assessment — Principles and framework
ISO 14046, Environmental management — Water footprint — Principles, requirements and guidelines
[SO 14050, Environmental management — Vocabulary

ISO 15686-8, Buildings and constructed assets — Service-life planning — Part 8: Reference service life and
service-life estimation

[SO 19136-1), Geographic information — Geography Markup Language (GML) — Part 1: Fundamentals

ISO 21930, Sustainability in buildings and civil engineering works — Core rules for environmental product
declarations of construction products and services

[SO 23386, Building information modelling and other digital processes used in construction — Methodology
to describe, author and maintain properties in interconnected data dictionaries

[SO 23387, Building Information Modelling (BIM) — Data templates for construction objects used in the life
cycle of any built asset — Concepts and principles

[SO 80009 (all parts), Quantities and units

EN 15804, Sustainability of construction works - Environmental product declarations - Core rules for the
product category of construction products

3 Terms and definitions

For the purposes of this document, the terms and definitions given in ISO 6701-1, ISO 14040, ISO 14050,
[SO 21930, EN 1580@ and the following apply.

ISO and IEC maintain terminological databases for use in standardization at the following addresses:

— ISO Online browsing platform: available at https://www.iso.org/obp
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— IEC Electropedia: available at http://www.electropedia.org/

3.1Terms relating to environmental labelling and construction products

3.1.1

environmental product declaration

EPD

Type III environmental declaration

environmental declaration providing quantified environmental data using predetermined parameters
and, where relevant, additional environmental information

Note 1 to entry: The predetermined parameters are based on ISO 14040 and ISO 14044.

Note 2 to entry: The additional environmental information can be quantitative or qualitative.

Note 3 to entry: The shorter initialism, EPD, is used as the primary preferred term in this document.
[SOURCE: ISO 21930:2017, 3.1.1]

3.1.2

construction product

product

item manufactured or processed for incorporation in construction works

Note 1 to entry: Construction products are items supplied by a single responsible body.

Note 2 to entry: In this document, unless otherwise designated, the term construction product is used for any
good(s) or service(s) related to construction works.

Note 3 to entry: Construction assemblies, construction elements and integrated technical systems, incorporated
within construction works, can be considered construction products.

[SOURCE: ISO 21930:2017, 3.2.2, modified — An additional preferred term has been listed]

3.1.3
Construction object
object (3.2.3) of interest in the context of a process resulting in a construction

EXAMPLE 1 The construction object “wall” is a type of system.
EXAMPLE 2 The construction object “calcium silicate masonry unit” is a type of construction product (3.1.2).

Note 1 to entry: See ISO 21931-1:2010, 3.11 for the definition of process, ISO 6707-1:2020, 3.3.5.6 for the definition
of construction; and [SO 23387:202(, 3.13 for the definition of system.

3.14

Information module

compilation of data to be used as a basis for an EPD (3.1.1), covering a unit process or a combination of
unit processes that are part of the life cycle of a product

[SOURCE: ISO 14025:2006, 3.13]
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3.2 Terms relating to concepts, objects and properties

3.21
concept
unit of knowledge created by a unique combination of characteristics (3.2.2)

[SOURCE: ISO 1087:2019, 3.2.7, modified - Notes 1 and 2 to entry have been removed]

3.2.2
characteristic
abstraction of a property (3.2.5)

Note 1 to entry: Characteristics are used for describing concepts (3.2.1) and construction objects (3.1.3).

[SOURCE: ISO 1087:2019, 3.2.1, modified - EXAMPLE has been removed and reference to construction
objects has been added to the Note to entry]

3.23
object
any part of the perceivable or conceivable world

Note 1 to entry: An object is something abstract or physical toward which thought, feeling, or action is directed.
[SOURCE: ISO 12006-2:2015, 3.1.1]

3.24

domain

area of activity covering a science, a technique, a material, et cetera

Note 1 to entry: A domain can be associated with a group to which the property (3.2.5) applies.

[SOURCE: [SO 23386:2020, 3.11]

3.2.5

property

inherent or acquired feature of an item or object (3.2.3)

EXAMPLE 1 Thermal efficiency, heat flow, sound reduction index, sound power level, colour.
EXAMPLE 2 ‘Being made of wood’ as a property of a given construction product.

Note 1 to entry: One or more objects can have the same property.

[SOURCE: [SO 23386:2020, 3.17, modified - A reference to ‘object’ in the definition, a second EXAMPLE
and Note 1 to entry have been added]

3.2.6
group of properties
collection enabling the properties (3.2.5) to be prearranged or organized

[SOURCE:[SO 23386:2020, 3.14, modified - Four notes to entry have been removed]
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3.2.7
identifier
string of characters created by an organization to reference a dataset (3.3.5)

3.2.8

quantity

property (3.2.5) of a phenomenon, body, or substance, where the property has a magnitude that can be
expressed by means of a number and a reference

EXAMPLE 1 Length, mass, electric current (ISQ base quantities).

EXAMPLE 2 Plane angle, force, power (derived quantities).

Note 1 to entry: Quantities can appear as base quantities or derived quantities.

[SOURCE:ISO 23386:2020, 3.6]

3.3Terms relating to data

3.3.1

data

reinterpretable representation of information in a formalized manner suitable for communication,
interpretation, or processing

[SOURCE: ISO 8000:2020, 3.2.2]

3.3.2
data template
data (3.3.1) structure used to describe the characteristics (3.2.2) of construction objects (3.1.3)

[SOURCE: [SO 23387:2020, 3.3, modified - Two EXAMPLES and two Notes to entry have been removed]

3.3.3

data sheet

completed data template (3.3.2) containing the relevant values and other information representing the
content of the EPD (3.1.1)

3.34

data dictionary

centralized repository of information about data (3.3.1) such as meaning, relationships to other data,
origin, usage and format

[SOURCE: [SO 23387:2020, 3.2, modified - The Note to entry has been removed]

3.3.5
dataset
identifiable collection of data (3.3.1)

EXAMPLE Integer, Real, Boolean, String, Date, and GM_Point.
Note 1 to entry: A data type (3.3.7) is identified by a term, e.g. Integer.

[SOURCE: ISO/IEC 30182:2017, 2.6]
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3.3.6
data quality
characteristics of data (3.3.1) that relate to their ability to satisfy stated requirements

[SOURCE: ISO 14044:2006, 3.19]

3.3.7
data type
named set of values (3.4.3)

[SOURCE: ISO 10161-1:2014, 3.2.1]

3.3.8

enumerated value

data type (3.3.7) consisting of a set of named values (3.4.3) called elements, members, enumeral, or
enumerators of the type

[SOURCE: [SO 23387:2020, 3.5, modified — The preferred term has been changed]

3.3.9

globally unique identifier

GUID

unique identifier (3.2.7) generated using an algorithm

[SOURCE: ISO 23386:202{], 3.13, modified — Note 1 to entry has been removed]

3.3.10

building information modelling

BIM

use of a shared digital representation of an asset to facilitate design, construction and operation processes
to form a reliable basis for decisions

[SOURCE: [SO 23386:2020, 3.6]

3.3.11

machine-interpretable

data (3.3.1) that is in a specific context and format and can be read and stored in a computer system such
that action may be taken based on the content of the data

[SOURCE: ISO 10303-232:2002, 3.5.3]

3.3.12

string

sequence of elements of the same nature, such as characters or bits, considered as a whole

Note 1 to entry: A string may be empty (null) or contain only one element.

[SOURCE: ISO/IEC 2382:2015, 2121583, modified - Reference to ‘null’ has been added and two Notes to
entry have been removed]
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3.3.13
null
contains no elements

3.3.14
float number
data type (3.3.7) of real numbers that is used to define floating decimal points

3.3.15
boolean
data type (3.3.7) having two values: one and zero [which are equivalent to true and false]

[SOURCE: ISO 2146:2010, 4.6.1]

3.4 0ther terms

34.1

reference document

publication that is consulted to find specific information, particularly in a technical or scientific domain
(3.2.4)

EXAMPLE See EN 771-1:2011+A1: 2015.

Note 1 to entry: A reference document can be associated with any data (3.3.1) present in a data dictionary (3.3.4).
It can include the document date and version.

[SOURCE: [SO 23387:2020, 3.12]

3.4.2

unit

real scalar quantity (3.2.8), defined and adopted by convention, with which any other quantity of the same
kind can be compared to express the ratio of the second quantity to the first one as a number

[SOURCE: [SO 23386:2020, 3.19, modified - Two admitted terms have been removed]

3.4.3
value
number and reference together expressing magnitude of a quantity (3.2.8)

EXAMPLE 1 Length of a given rod: 5,34 m or 534 cm.

EXAMPLE 2 Mass of a given body: 0,152 kg or 152 g.

[SOURCE: [SO 23386:2020, 3.20, modified - Two admitted terms and EXAMPLES 3-10 have been
removed]

3.4.4

M

mandatory

information indicating that a data (3.3.1) element shall be present within a specific record

[SOURCE: ISO 2146:2010, 4.4.1]

© ISO #### - All rights reserved DOCU ments

Document Sharing Hub

Full document details: 21/30380625 DC


https://doi.org/10.3403/30376819?&urlappend=%26utm_campaign=pdfdoi%26utm_source=pdfdoi%26utm_medium=pdf
https://doi.org/10.3403/30376816?&urlappend=%26utm_campaign=pdfdoi%26utm_source=pdfdoi%26utm_medium=pdf
https://doi.org/10.3403/30376816?&urlappend=%26utm_campaign=pdfdoi%26utm_source=pdfdoi%26utm_medium=pdf
http://www.avadocuments.com/doc/21-30380625-dc
http://www.avadocuments.com/doc/21-30380625-dc

ISO/DIS 22057:2020(E)

3.4.5

o

optional

information indicating that a data (3.3.1) element may be present within a specific record

[SOURCE: ISO 2146:2010, 4.4.2]

3.4.6
in - use condition grade
designation representing a qualitative description of an in-use condition

Note 1 to entry: In-use condition grades are designated qualitatively in terms of not available, very high/very mild,
high/mild, normal, low/severe, very low/very severe and not applicable.

Note 2 to entry: In-use condition grades are designated numerically using numbers in the range from 0 to 5, with 3
representing a “normal” condition.

[SOURCE: ISO 15686-8:2008, 3.7, modified - Note 1 to entry has been removed]

3.4.7
factor category
category of in-use conditions that are considered in the determination of an ESL from an RSL

EXAMPLE 1 Inherent performance level, design level, work execution level, indoor environment, outdoor
environment, usage conditions and maintenance level.

EXAMPLE 2 In-use conditions, such as temperature and moisture level, can be considered under the factor
category, outdoor environment, in determining factor E.

Note 1 to entry: Factor categories are used in the factor method to determine the factors A to G, and can be applicable
in a similar way in any feasible alternative method.

4 Abbreviated terms

BIM  building information modelling

c-PCR complementary product category rules

CPR  construction product regulation

EPD  environmental product declaration

IFC industry foundation class

ILCD International Reference Life Cycle Data System
LCA life cycle assessment

LCI life cycle inventory analysis

LCIA life cycle impact assessment

PCR  product category rules
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UML unified modelling language

5 Purpose of data templates

5.1 General

This document is relevant for EPDs defined in accordance with ISO 21930 and EN 15804 This document
is also relevant for generic LCA data prepared using the methodological requirements of ISO 21930 and

EN 15804,
The requirements given in ISO 21930 and EN 15804 are structured following the [SO 23387 data

template principles (see clause 7). The intention of data templates is to provide a structured model that
supports the declaration of construction product information. When this construction product
information is incorporated into the data templates, they become data sheets.

The properties and other terms defined here in the context of a digital EPD, and the data template,
constitutes a part of a data dictionary. By using this document, the user should adopt these definitions
and properties in their applied data dictionary, in order to facilitate communication of digital EPD in
information exchanges, see Figure 2.

EPD information can be provided by different actors. It can also be modified under different
circumstances and needs, which will affect with whom the responsibility resides for the quality of data
provided.

EXAMPLE 1 The manufacturer providing the EPD supplies a “cradle to grave” data sheet and none of the
parameters is changed. Thus, the manufacturer is responsible for data.

EXAMPLE 2 The manufacturer providing the EPD supplies a “cradle to grave” data sheet but the Building
assessor modifies the parameters B1 - C4 and Module D so the data fits into the project’s context. Thus, the
manufacturer is responsible for the data in the unchanged modules A1-A5, but they are no longer responsible for
the data used for Modules B1-C4 and Module D in the building assessment. The Building assessor has responsibility
for this data.

EXAMPLE 3 The manufacturer providing the EPD supplies a “cradle to gate” data sheet and the Building
assessor provides the data for C1 to C4 and Module D. Thus, the manufacturer is responsible for the data in the
unchanged modules A1-A3, but is not responsible for the data used for Modules, A4-A5, Modules B1-C4 and Module
D in the building assessment. The Building assessor has responsibility for this data.

5.2EPD and generic LCA data/information use

The purpose of providing EPD and generic LCA data in data templates is to assist in the assessment of the
environmental performance of the construction works over its life cycle and to align this information
with any other construction product information, e.g. thermal transmittance, reaction to fire, warranty
etc. Such an alignment will make the following processes more effective and efficient:

a) specifying and selecting products based on technical requirements;

b) comparing alternative products;

c) predicting performance based on more accurate data about scenarios from contractors or other
parties, e.g. how the product has been installed previously;

d) setting out the basis for future benchmarks.
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EXAMPLE Data sheets can cover panels, e.g. wood-based panel, with and without surface protection, based
upon the same data template.

5.3 Generic LCA data

Where EPDs are not available to describe the environmental impacts and aspects of a construction
product's life cycle in an environmental assessment at a construction works level, generic data based on
LCA should be used to ensure that the complete impact of scenarios at the construction works level is
considered.

This document enables generic LCA data to follow the same data template structure as EPD data.

EXAMPLE 1 Generic LCA data for 1 kg of pipe made of polyethylene (PE-X) produced in the EU for a potable
(domestic) water supply system.

EXAMPLE 2 Generic LCA data for a central ventilation system with heat recovery, a capacity of 5000m3/h used
in the EU.

EXAMPLE 3 Generic LCA data for 1 m3 of bricks produced in Germany.

EXAMPLE 4 Generic LCA data for the consumption of 1 kWh of electricity in the Netherlands in construction
works level scenarios for A5 and B6.

Data quality information shall be provided for generic datasets based on LCA on the basis of this
document. Those properties described in this document that relate to data quality and sources of data
shall be provided so as to clearly differentiate generic datasets based on LCA from verified EPD data, see
clause 8.3.1.

NOTE The requirements of ISO 14025 intend that EPDs developed in accordance with 1SO 21930 and EN 15804
have reasonable data quality, but the provision of generic datasets based on LCA has no similar requirement for

data quality. It is important to check the methodology used and the data quality of LCA based generic datasets, and
to use an authoritative source, for example, data provided at a national or regional level for this specific purpose.

6 Terminology alignment

In [SO 23387, a general data structure has been introduced to define data templates for construction
objects. The terminology used in [SO 23387 is aligned with terminology used in other BIM standards
developed in ISO/TC 59/SC 13 and CEN/TC 442.

ISO 21930 and EN 15804 provide core rules for the product category and environmental product
declarations of construction products, including terminology to be used in an EPD.

As BIM and EPD approaches use terminology differently, a correlation is provided in Table 1. Table 1
provides a list with concept names from [SO 23387 together with an interpretation that is more in line
EN 15804

with the terminology in ISO 21930 and
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Table 1 — [[SO 23387 terminology and EPD terminology correlation

terminology EPD terminology

Construction object Construction product; construction element

Data template None

Property Examples of properties; LCIA indicators, LCA

indicators, product description, content declaration,
programme operator description, scenarios’
parameters etc.

Group of properties Examples of group of properties: Sets of LCIA
indicators, sub - scenarios, functional unit

Reference document Examples of reference documents: Standard PCR,
Characterization factors document, Sub-category PCR,
Complementary PCR etc.

Data type none
Unit Unit
Enumerated value Value

The terminology from [SO 23387 is used throughout this document where a description of a concept is
provided. For text related to the content in EPDs, EPD terminology is used.

7 Creating data templates

7.1 General

This clause describes the process of creating data templates for EPDs for construction products, including
services, construction elements and integrated technical systems used in any type of construction works
that are according to ISO 21930 and . The process describes how domain experts shall follow
the documents providing the requirements for EPD for construction products, e.g. sub-category PCR.

The process is based on the management rules to author and maintain properties and groups of

properties according to [SO 23386.

This document refers to concept as a generic term covering the specific parts defining a data template. As
concept is a key component of ISO 12006-3, it is often used together with the term data dictionary. The
specific types of concepts are construction object, data template, groups of properties, property, quantity,
unit, enumerated value, and reference document.

All concepts shall be provided with a name and description, and a short name where applicable. Names,
short names and descriptions shall be provided with all-lowercase characters, except proper nouns.
Examples of how to provide a name, a short name, and a description are provided in each subclause
describing the creation of each concept.

As a support to comply with the processes defined in this document, domain experts will find the
necessary information in ISO 21930, EN 15804, or in a construction product specific PCR of relevance.
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A flowchart has been added to each subclause describing how to create each type of concept. The
flowcharts are according to ISO 5807. Table 2 explains the symbols used in the flowcharts.
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Table 2 — Flowchart symbols, with names and descriptions, used in this document

Symbol Name Description
@ Terminal Indicates the beginning and ending of a process or sub-process.
Process Represents a set of operations that changes value, form, or location
of data.
Decision Shows a conditional operation that determines which one of the
<> two paths the process will take. The operation is commonly a
yes/no question or true/false test.
Predefined | Shows named process that is defined elsewhere.
Process

Figure 3 provides the general process of creating a data template, including specific processes that have
to be performed prior to the general process. The general process is not a prescribed process and is a
suggested way of creating the data template. Within each process there can be predefined processes that
are described in their own flowcharts.

To avoid duplication, each predefined process shall include a search in the data dictionary to check if a
concept already has been created. Any existing concept found through such a search should be used.

Relate group of

Start Create data Create all Create group :
template praperty of properties pro ";g '}"fes g:gc ept
concept concepts concept template concept

¢ l

Create Relate data Relate all property Relate all relevant

construction template concept concepts to the property concepis End
object to the construction data template to the group of
concept object concept concept properties concepl

Figure 3 — Overall process of creating a data template

7.2 Creating a data dictionary concept representing a reference document

A reference document according to this document represents a core PCR, a product type specific PCR, or
another source providing information about environmental indicators that shall be used for EPD and
building assessment.

The data dictionary concept for any reference document shall be created based on the source of relevance.
The full name shall be the full name of the reference document. The short name shall be the reference
code, the dated reference, any amendments and corrigenda, and their dates. The description shall be
based on the scope of the standard.

EXAMPLE
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Full name

Short name

Description

products and services

Sustainability in buildings and
civil engineering works — Core
rules for environmental product
declarations of construction

IS0 21930:2017

This International standard
provides core product category
rules (PCR) for Type III
environmental declarations for
any construction product and
construction service

Figure 4 illustrates the general process of creating a reference document concept.

Start

Search for
reference
document concept
in the data
dictionary

Reference
document
exists

Create new
reference
document concept

Figure 4 — Process of creating a reference document concept

7.3 Create a data dictionary concept representing a data template

A data template according to this document represents all relevant properties and groups of properties
relevant for an EPD. To provide the context of the properties, a reference document of relevance should

be connected to the data template.

The data template concept shall be provided with the full name and description. The short name is

optional.

Figure 5 illustrates the general process of creating a data template concept.
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r

Search for data
templata concept
in the data
dictionary

Data template

N » Create new data
xS

a template concept

Saarch lar
technical
specification
concept to add to
the data template
concept

Fy

l

Create new

» tachnical
spacilication

concept

Tachnical
spacificalion
XSS

o F

Relate the
technical
spacification
concapt ta the
data templale
concept

End

Figure 5 — Process of creating a data template concept

7.4 Properties

The properties associated with a construction product provide the formal definition of the construction
product as well as its typical behaviour. Properties provide the context for data stored as values.
Properties are differentiated according to types of the data contained: enumerated values, list values,
bounded list values, bounded values, single values and table values.

Properties in this document shall be created with added relations to the following other concepts:
reference document, data type, unit and value.
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The following subclauses describe in detail how properties shall be created and how they connect to
reference documents, data types, units and values A flowchart has been provided to explain the property
creation process, see Figure 6.

Start

Search for existing
property concept
in the data
dictionary

Search for unit
| concept to add to

Property exists

Create property
concept

Yes

L

Search for
reference

document concept |-
to relate to the
property concept

document
exists

NO—-

Create new
reference
document concept

Yes

'

Relate reference
document concept
-

to property
concept

|

Search for
quantity concept in
the data dictionary

to relate to the
property concept

Quantity exists

Yes

{

Relate quantity
concept to the |«

Create quantity
concept

o the quantity
concept

No—m-

Yes

¥

Relate unit

Create unit
concept

conceptto the |-
quantity concept

Y
Search for
enumerated
values concepts to
add to the quantity
concept

Enumerated
values exist

Yes

¥

Relate
enumerated

NO—]

Create
enumerated
values concepts

values concepts to|
quantity concept

property concept

Figure 6 — Process of creating a property concept
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