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Introduction
This draft standard is based on national and international discussions. Y our comments on this draft are invited and will assist in
the preparation of the consegquent standard.

For international standards, comments will be reviewed by the relevant UK national committee before sending the consensus
UK vote and comments to the international committee, which will then decide appropriate action. If the international standard is
approved, it is usual for the text to be published as a British Standard.

For national standards, comments will be reviewed by the relevant UK national committee and the resulting standards published
as a British Standard.

UK Vote
Please indicate whether you consider the UK should submit a negative (with supporting technical reasons) or positive vote on
this draft. Pleaseindicate if you are aware of any reason why this draft standard should not be published as a British Standard.

Submission of Comments
Annotated drafts are not acceptable and will beregjected.

Template for comments and secr etariat observations

All comments should be submitted online at https.//standar dsdevelopment.bsigroup.com/. You will need to register in

order to comment.

Date; xx/xx/20xx

Document: 1SO/DIS xxxx

an alternative cannot be supported
as serious problems have been
lencountered in its use in the UK.

1 2 3 4 5 (6) 7
MB | Clause No./ Subclause| Paragraph/Figure/ Type of Commend (justification Proposed change by the MB Secretariat observations on
No./Annex (e.g. 3.1) Table/Note comment for change) by theMB each comment submitted
31 Definition 1 ed Definition is ambiguous and needs [JAmend to read '...so that the mains
clarifying. connector to which no connection...'
6.4 Paragraph 2 te The use of the UV photometer as  ||[Delete reference to UV photometer.
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European foreword

This document (prEN 13763-1:2021) has been prepared by Technical Committee CEN/TC 321
“Explosives for civil uses”, the secretariat of which is held by UNE.

This document is currently submitted to the CEN Enquiry.

This document will supersede EN 13763-1:2004).

In comparison with the previous edition, the following technical modifications have been made:

a) Clause 1 Scope, these products have been specified: electric detonators, non-electric detonators,
plain detonators, electronic detonators, electronic initiation systems, leading wires and coupling
accessories. The scope also includes the classification for electric detonators;

b) Clause 2 Normative references, was updated;

c) Clause 4 Requirements, each subclause contain subclauses for each product. Requirements are given
for each product in the scope including the different types of detonators;

d) Clause 4.1 Requirement general, has been added. It contains a table showing what tests are required
for each product specified in the scope;

e) Clause 4.2 Thermal stability, 4.2.1 Electric detonators, non-electric detonators, electronic detonators,
plain detonators, surface connectors and detonating cord relays, the requirement has been changed

from “no detonation” to “no explosion or evidence of reaction, visible or audible”; “Evidence of
reaction” is defined in prEN 13857-1:2021;

f) Clause 4.2 Thermal stability, 4.2.2 Shock tubes, the requirement has been changed from “no visible

evidence of reaction” to “no initiation or evidence of reaction, visible or audible”; “Evidence of
reaction” is defined in prEN 13857-1:2021;

g) Clause 4.4 Resistance to abrasion, the requirement contains a clarification of the relationship with
the categories in Table 2;

h) Clause 4.7 Mechanical strength, the requirements have been listed for these two subclauses 4.7.1
Electric detonators and electronic detonators with leading wires and 4.7.2 Non-electric detonators
and electronic detonators with shock tube;

i) Clause 4.8 Resistance to vibration, the following requirement has been added: “during the vibration
test no plain detonators or semi-finished detonators shall explode”;

j) Clause 4.9 Resistance to bending, the requirement includes electronic detonators and has been
changed from “no detonator shall initiate” to “no detonator shall explode”. The following
requirement has been added: “in the functional test all detonators shall detonate”;

k) Clause 4.10 Resistance to damage by dropping, the requirement has changed from “detonate” to
explode” and from “fire to “detonate”;

1) Clause 4.11 Resistance to hydrostatic pressure, requirements for electronic detonators have been
added;

m) Clause 4.13 Equivalent initiating capability, the requirements for mean shock energy has been
replaced with requirements for mean peak pressure and requirement for mean pressure per time;
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n) Clause 4.14 Delay accuracy, the requirement has changed from “all detonators shall fire” to “all
detonators shall detonate”;

0) Clause 4.19 Flash over voltage, the requirement has changed from “no detonator shall be initiated”
to “no detonator shall explode”;

p) Clause 4.23 Transfer capability, the receptors have been divided into two types, shock tubes and
detonating cord relays;

q) Clause 4.24 Requirement for risk analysis electronic initiation systems, new requirement has been
added. There was no requirement for risk analysis in the previous edition of the document;

r) Clause 4.25 Resistance against electrostatic discharge, new requirement has been added. There was
no requirement for resistance against electrostatic discharge in the previous edition of the document;

s) Clause 4.26 Determination of resistance to overvoltage, new requirement has been added. There was
no requirement for resistance to overvoltage in the previous edition of the document;

t) Clause 4.27 Determination or resistance to dynamic pressure, new requirement has been added.
There was no requirement for resistance to dynamic pressure in the previous edition of the
document;

u) Clause 4.28 Insulation resistance between exposed conducting parts, new requirement has been
added. There was no requirement for insulation resistance in the previous edition of the document;

v) Clause 4.29 Insulation resistance between exposed conducting parts, new requirement has been
added. There was no requirement for insulation resistance in the previous edition of the document;

w) Clause 4.30 Slow temperature change, new requirement has been added. There was no requirement
for slow temperature change in the previous edition of the document;

x) Clause 4.31 Rapid temperature change, new requirement has been added. There was no requirement
for rapid temperature change in the previous edition of the document;

y) Clause 4.32 Determination of delay accuracy, new requirement has been added. There was no
requirement for delay accuracy in the previous edition of the document;

z) Clause 4.33 Determination of electromagnetic compatibility, new requirement has been added.
There was no requirement for electromagnetic compatibility in the previous edition of the document;

aa) Clause 4.34 Climatic and mechanical, new requirements have been added for electronic initiation
systems. There were no climatic and mechanical requirements in the previous edition of the
document;

bb) Clause 4.35 Resistance to corrosion, new requirement has been added. There was no requirement
for resistance to corrosion in the previous edition of the document;

cc) Annex A, Range of applicability of the test method has been removed because each test method
specifies temperatures;

dd) Annex C, PROBIT TEST (PBBS test) contained some mistakes in Table C.1 and Clause C.6 which have
been corrected, these are the mistakes mentioned in the standardization request;
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ee) Annex ZA, Relationship between this European Standard and the essential safety requirements of
Directive 2014/28/EU relating to the making available on the market and supervision of explosives
for civil uses aimed to be covered has been added. It contains explanations on links to Essential Safety
requirements in the directive.

This document has been prepared under a Standardization Request given to CEN by the European

Commission and the European Free Trade Association, and supports Essential Safety requirements of EU

Directive(s) / Regulation(s).

For relationship with EU Directive(s) / Regulation(s), see informative Annex ZA, which is an integral part
of this document.

EN 13763, Explosives for civil uses — Detonators and detonating cord relays, is currently composed with
the following parts:

— Part 1: Requirements;

— Part 2: Verification of thermal stability at high temperatures;

— Part 3: Determination of sensitiveness to impact;

— Part 4: Determination of resistance to abrasion of leading wires and shock tubes;

— Part 5: Determination of resistance to cutting damage of leading wires and shock tubes;
— Part 6: Determination of resistance to cracking in low temperatures of leading wires;

— Part 7: Determination of the mechanical strength of leading wires, shock tubes, connections, crimps and
closures;

— Part 8: Determination of resistance to vibration;

— Part 9: Determination of resistance to bending of detonators;

— Part 11: Determination of resistance to damage by dropping of detonators and relays;
— Part 12: Determination of resistance to hydrostatic pressure;

— Part 13: Determination of resistance of electric detonator to electrostatic discharge;
— Part 15: Determination of equivalent initiating capability;

— Part 16: Determination of delay accuracy;

— Part 17: Determination of no-fire current of electric detonators;

— Part 18: Determination of series firing current of electric detonators;

— Part 19: Determination of firing pulse of electric detonators;

— Part 20: Determination of total resistance of electric detonators;

— Part 21: Determination of flash-over voltage of electric detonators;
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— Part 22: Determination of capacitance, insulation resistance and insulation breakdown of leading
wires;

— Part 23: Determination of the shock-wave velocity of shock tube;
— Part 24: Determination of the non-conductivity of shock tube;
— Part 25: Determination of transfer capacity of relay and coupling accessories;

— Part 26: Definitions, methods and requirements for devices and accessories for reliable and safe function
of detonators and detonating cord relays;

— Part 27: Risk analysis and test methods for electronic initiation systems.
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1 Scope

This document specifies the requirements for electric detonators, non-electric detonators, plain
detonators, electronic detonators, electronic initiation systems, surface connectors, leading wires, shock
tubes, coupling accessories and detonating cord relays.

This document specifies classification for electric detonators.

This document does not cover devices and accessories for reliable and safe function of detonators and

relays; for this, see EN 13763-26:2004.

2 Normative references

The following documents are referred to in the text in such a way that some or all of their content
constitutes requirements of this document. For dated references, only the edition cited applies. For
undated references, the latest edition of the referenced document (including any amendments) applies.

prEN 13857-1:2021, Explosives for civil uses — Part 1: Terminology

prEN 13857-3:2021, Explosives for civil uses — Part 3: Information to be provided by the manufacturer or
his authorized representative to the user

prEN 13763-2:2021, Explosives for civil uses — Detonators and detonating cord relays — Part2:
Verification of thermal stability at high temperatures

prEN 13763-3:2021, Explosives for civil uses — Detonators and detonating cord relays — Part 3:
Determination of sensitiveness to impact

prEN 13763-4:2021, Explosives for civil uses — Detonators and detonating cord relays — Part4:
Determination of resistance to abrasion

prEN 13763-5:2021, Explosives for civil uses — Detonators and detonating cord relays — Part5:
Determination of resistance to cutting damage

prEN 13763-6:2021, Explosives for civil uses — Detonators and detonating cord relays — Part 6:
Determination of resistance to cracking in low temperatures

prEN 13763-7:2021, Explosives for civil uses — Detonators and detonating cord relays — Part?7:
Determination of the mechanical strength

prEN 13763-8:2021, Explosives for civil uses — Detonators and detonating cord relays — Part8:
Determination of resistance to vibration

prEN 13763-9:2021, Explosives for civil uses — Detonators and detonating cord relays — Part9:
Determination of resistance to bending

prEN 13763-11:2021, Explosives for civil uses — Detonators and detonating cord relays — Part 11:
Determination of resistance to damage by dropping

prEN 13763-12:2021, Explosives for civil uses — Detonators and detonating cord relays — Part12:
Determination of resistance to hydrostatic pressure

prEN 13763-13:2021, Explosives for civil uses — Detonators and detonating cord relays — Part 13:
Determination of resistance to electrostatic discharge
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prEN 13763-15:2021, Explosives for civil uses — Detonators and detonating
Determination of equivalent initiating capability

prEN 13763-16:2021, Explosives for civil uses — Detonators and detonating
Determination of delay accuracy

prEN 13763-17:2021, Explosives for civil uses — Detonators and detonating
Determination of no-fire current

prEN 13763-18:2021, Explosives for civil uses — Detonators and detonating
Determination of series firing current

prEN 13763-19:2021, Explosives for civil uses — Detonators and detonating
Determination of firing impulse

prEN 13763-20:2021, Explosives for civil uses — Detonators and detonating
Determination of total electrical resistance

prEN 13763-21:2021, Explosives for civil uses — Detonators and detonating
Determination of flash-over voltage

prEN 13763-22:2021, Explosives for civil uses — Detonators and detonating
Determination of capacitance, insulation resistance, and insulation breakdown

prEN 13763-23:2021, Explosives for civil uses — Detonators and detonating
Determination of the shock-wave velocity

prEN 13763-24:2021, Explosives for civil uses — Detonators and detonating
Determination of the electrical non-conductivity

prEN 13763-25:2021, Explosives for civil uses — Detonators and detonating
Determination of transfer capacity

cord

cord

cord

cord

cord

cord

cord

cord

cord

cord

cord

relays — Part 15:

relays — Part 16:

relays — Part17:

relays — Part 18:

relays — Part 19:

relays — Part 20:

relays — Part 21:

relays — Part22:

relays — Part 23:

relays — Part 24:

relays — Part 25:

prEN 13763-27:2021, Explosives for civil uses — Detonators and detonating cord relays — Part 27: Risk

analysis and test methods for electronic initiation systems

EN 60529:1991), Degrees of protection provided by enclosures (IP Code)

3 Terms and definitions

For the purposes of this document, the terms and definitions given in prEN 13857-1:2021 apply.

4 Requirements

4.1 General

Table 1 gives an overview of which tests shall be performed for the products covered in this document.
Annex D gives information on classification of defects and guidance for sampling size.
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Table 1 — Overview of tests for products

Electric Non-electric Plain Electronic ]::l(?c.t ronic Leading | Shock | Detonating Coupling Surface S?ml
Tests initiation . R finished
detonators detonators detonators detonators wires tubes cord relays accessories connectors
systems detonators

Thermal stability at
elevated X X X X X X X
temperatures

Sensitiveness to
impact

Resistance to
abrasion

Resistance to
cutting damage

Resistance to
cracking of
insulation in low
temperatures

Mechanical
strength

Resistance to
vibration

Resistance to
bending

Resistance to
damage by X X X X X X
dropping

Resistance to
hydrostatic X X X X X
pressure

Resistance to
electrostatic X
discharge

Equivalent
initiating capability

Delay accuracy X X X yUb
DOCUMent Siarimn

{ub

(s

9

Full document details: 21/30423925 DC


http://www.avadocuments.com/doc/21-30423925-dc
http://www.avadocuments.com/doc/21-30423925-dc

prEN 13763-1:2021 (E)

Tests

Electric
detonators

Non-electric
detonators

Plain
detonators

Electronic
detonators

Electronic
initiation
systems

Leading
wires

Shock
tubes

Detonating
cord relays

Coupling
accessories

Surface
connectors

Semi-
finished
detonators

No-fire current

X

Series firing
current

Firing impulse

Total electrical
resistance

Flash-over voltage

Capacitance,
insulation
resistance and
insulation
breakdown

Shock wave
velocity

Electrical non-
conductivity

Transfer capability

Risk analysis

Resistance against
electrostatic
discharge

Resistance to
overvoltage

Resistance to
dynamic pressure

Insulation
resistance between
exposed conducting
parts

Xb

Insulation
resistance between

XC
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Electric Non-electric Plain Electronic ]::h?c.t ronic Leading | Shock | Detonating Coupling Surface S‘?ml-
Tests initiation . . finished
detonators detonators detonators detonators wires tubes cord relays accessories connectors
systems detonators
exposed conducting
parts
Slow temperature X
change
Rapid temperature X
change
Delay accuracy X
Electromagnetic X
compatibility
Climatic and Kb, ¢
mechanical tests
Resistance to X
corrosion
a  with leading wires and/or shock tubes.
b blasting machines.
¢ field circuit testers.
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4.2 Thermal stability at elevated temperatures

4.2.1 Electric detonators, non-electric detonators, electronic detonators, plain detonators,
surface connectors or detonating cord relays

When tested in accordance with prEN 13763-2:2021, Clause 7, there shall be no explosion or evidence of
reaction, visible or audible.

4.2.2 Shock tubes
When tested in accordance with prEN 13763-2:2021, Clause 7, there shall be no initiation or evidence of
reaction, visible or audible.

4.3 Sensitiveness to impact

4.3.1 Electric detonators, non-electric detonators, electronic detonators, plain detonators,
surface connectors or detonating cord relays

When tested in accordance with prEN 13763-3:2021, Clause 7, the mean and the minimum heights at
which explosion is observed shall be greater than the values listed in Table 2.

4.3.2 Shock tubes

When tested in accordance with prEN 13763-3:2021, Clause 7, the mean and the minimum heights at

which initiation is observed shall be greater than the values listed in Table 2.

Table 2 — Requirements for minimum height

Minimum height Mean height

[m] [m]
Electric, non-electric, electronic and plain 0,20 0,40
detonators
Detonating cord relays 5,00 7,00
Non-electric surface connectors and shock tubes 7,00 9,00
NOTE These values have been chosen based on product testing and data on incidents reported to
authorities.

4.4 Resistance to abrasion
4.4.1 Leading wires

When tested in accordance with prEN 13763-4:2021, Clause 7 and for category 1 with a test loading of
4,0 N. The mean value of the testing time at the point of failure shall be larger than 6,0 s and the minimum
value of testing time at the point of failure shall be larger than 5,1 s in accordance with Table 3.

When tested in accordance with prEN 13763-4:2021, Clause 7 and for category 2 with a test loading of
12,2 N. The mean value of the testing time at the point of failure shall be larger than 4,5 s and the
minimum value of testing time at the point of failure shall be larger than 3,8 s in accordance with Table 3.
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