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Introduction
This draft standard is based on national and international discussions. Y our comments on this draft are invited and will assist in
the preparation of the consegquent standard.

For international standards, comments will be reviewed by the relevant UK national committee before sending the consensus
UK vote and comments to the international committee, which will then decide appropriate action. If the international standard is
approved, it is usual for the text to be published as a British Standard.

For national standards, comments will be reviewed by the relevant UK national committee and the resulting standards published
as a British Standard.

UK Vote
Please indicate whether you consider the UK should submit a negative (with supporting technical reasons) or positive vote on
this draft. Pleaseindicate if you are aware of any reason why this draft standard should not be published as a British Standard.

Submission of Comments
Annotated drafts are not acceptable and will beregjected.

Template for comments and secr etariat observations

All comments should be submitted online at https.//standar dsdevelopment.bsigroup.com/. You will need to register in

order to comment.

Date; xx/xx/20xx

Document: 1SO/DIS xxxx

an alternative cannot be supported
as serious problems have been
lencountered in its use in the UK.

1 2 3 4 5 (6) 7
MB | Clause No./ Subclause| Paragraph/Figure/ Type of Commend (justification Proposed change by the MB Secretariat observations on
No./Annex (e.g. 3.1) Table/Note comment for change) by theMB each comment submitted
31 Definition 1 ed Definition is ambiguous and needs [JAmend to read '...so that the mains
clarifying. connector to which no connection...'
6.4 Paragraph 2 te The use of the UV photometer as  ||[Delete reference to UV photometer.
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Foreword

ISO (the International Organization for Standardization) is a worldwide federation of national standards
bodies (ISO member bodies). The work of preparing International Standards is normally carried out
through ISO technical committees. Each member body interested in a subject for which a technical
committee has been established has the right to be represented on that committee. International
organizations, governmental and non-governmental, in liaison with ISO, also take part in the work.
ISO collaborates closely with the International Electrotechnical Commission (IEC) on all matters of
electrotechnical standardization.

The procedures used to develop this document and those intended for its further maintenance are
described in the ISO/IEC Directives, Part 1. In particular, the different approval criteria needed for the
different types of ISO documents should be noted. This document was drafted in accordance with the
editorial rules of the ISO/IEC Directives, Part 2 (see www.iso.org/directives).

Attention is drawn to the possibility that some of the elements of this document may be the subject of
patent rights. ISO shall not be held responsible for identifying any or all such patent rights. Details of
any patent rights identified during the development of the document will be in the Introduction and/or
on the ISO list of patent declarations received (see www.iso.org/patents).

Any trade name used in this document is information given for the convenience of users and does not
constitute an endorsement.

For an explanation of the voluntary nature of standards, the meaning of ISO specific terms and
expressions related to conformity assessment, as well as information about ISO's adherence to the
World Trade Organization (WTQO) principles in the Technical Barriers to Trade (TBT), see www.iso.org/
iso/foreword.html.

This document was prepared by Technical Committee ISO/TC 22, Road vehicles, Subcommittee SC 35,
Lighting and visibility.

Any feedback or questions on this document should be directed to the user’s national standards body. A
complete listing of these bodies can be found at www.iso.org/members.html.

Documents

] Document SharingVHub
© IS0 2021 - All rights reserved

Full document details: 21/30429556 DC


https://www.iso.org/directives-and-policies.html
https://www.iso.org/iso-standards-and-patents.html
https://www.iso.org/foreword-supplementary-information.html
https://www.iso.org/foreword-supplementary-information.html
https://www.iso.org/members.html
http://www.avadocuments.com/doc/21-30429556-dc
http://www.avadocuments.com/doc/21-30429556-dc

ISO/DIS 5685:2021(E)

Introduction

The surfaces of vehicle glazing are usually subject to abrasive wear in service. This is caused by various
mechanisms such as the impact of small particles (e.g. sand), the use of car wash brushes, windscreen
wipers or ice scrapers, or the rolling up and down of panes of glazing with deposited dirt on them in the
case of roll-up windows.

Various test methods are required in order to be able to evaluate to a sufficient extent the abrasion
resistance of glazing surfaces with regard to these different mechanisms that occur in service. In
addition to the abrasive wheel test [Taber test (see ISO 3537, ISO 15082 and UNECE R43)], the sand
drop test (see UNECE R43) and the more recent car wash test (see ISO 15082 and UNECE R43) that have
been established in abrasion testing of vehicle glazing for many years, a method is to be standardized
that simulates the abrasion that results from the use of windscreen wipers. This is significant for the
evaluation of windscreens in particular, but also for other panes of glazing.
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DRAFT INTERNATIONAL STANDARD ISO/DIS 5685:2021(E)

Road vehicles — Testing the abrasion resistance of
automotive glazing with the windscreen wiper test

1 Scope

This document specifies a method for determining the resistance of a glazing surface to scratching by a
wiper rubber under the influence of a standardized test dust suspension.

2 Normative references

The following documents are referred to in the text in such a way that some or all of their content
constitutes requirements of this document. For dated references, only the edition cited applies. For
undated references, the latest edition of the referenced document (including any amendments) applies.

ISO 3536, Road vehicles — Safety glazing materials — Vocabulary

IS0 12103-1:2016, Road vehicles — Test contaminants for filter evaluation — Part 1: Arizona test dust

3 Terms and definitions
For the purposes of this document, the terms and definitions given in ISO 3536 and the following apply.
ISO and [EC maintain terminological databases for use in standardization at the following addresses:

— ISO Online browsing platform: available at https://www.iso.org/obp

— IEC Electropedia: available at http://www.electropedia.org/

3.1
individual test
single experiment in which a test piece is subjected to 20 000 wiping cycles

Note 1 to entry: Two test pieces can always be tested at the same time in a test procedure.

3.2
complete test
consists of three individual tests, i.e. a test on three test pieces (i.e. a complete set of test pieces)

Note 1 to entry: One of the three individual tests may be repeated if areas with differing scratching occur
(see also 3.7 “chatter marks”). Every valid individual test shall fulfil the requirements in order to fulfil the
requirements for a set of test pieces.

3.3
wiping cycle
single forward and backward movement of the abrasion testing device carriage

3.4
stroke length
travel distance of the carriage or bridge

Note 1 to entry: The stroke length corresponds to half a wiping cycle.

3.5
wiper track length
travel distance of the wiper rubber lip
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3.6
wiper rubber holder
mounting device for the wiper rubber

3.7

chatter marks

areas with differing scratching that generally have wave patterns and are caused by non-uniform,
jerking motion of the wiper rubber lip

4 Principle

A wiper rubber is moved forward and backward across a glazing surface using an abrasion testing
device (see 6.1). A standardized aqueous test dust suspension is used as the abrasive medium.

The surface wear is evaluated by measuring the increase in haze.

5 Test Conditions

Unless otherwise specified, the tests are to be carried out under the following conditions:
— ambient temperature: (20 + 5) °C;

— atmospheric pressure: 86 kPa to 106 kPa (860 mbar to 1 060 mbar);

— relative humidity: (60 = 20) %.

6 Apparatus

6.1 Abrasion testing device

The apparatus is presented in Figure 1 a) to Figure 1 c) and includes the following individual components
as a minimum:

— an abrasion testing device with a moving carriage: The moving carriage shall be set for a forward
and backward motion of (37 * 2) cycles per minute and a stroke length (half a wiping cycle) of
(130 £ 5) mm;

— awiper bridge that is mounted on the moving carriage. Self-supporting arms that the wiper rubber
holders can be mounted on are attached to the wiper bridge;

The height of the wiper bridge is to be selected in such a way that the self-supporting arms are at an
angle of (45 * 5)° in the final test apparatus (see 9.1).

— two wiper rubber holders that are suitable for inserting two commercially available wiper rubbers
and that can be set in such a way that the test pieces can be subjected to a load of (15 + 0,5) g per cm
of wiper rubber length (see 7.4);

— two specimen boxes (see 6.3) that the test pieces are placed in and that are filled with the
standardized aqueous test dust suspension (see 9.3);

— various spacer plates in the dimensions of the test pieces, but with different thicknesses, that are
used for compensation of different test piece thicknesses;

It is necessary that the bottom of the specimen box and the test piece surface to be tested are at the
same height.
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It is to be ensured that the underside of the test piece placed on the spacer plates is not scratched, e.g.
by adding a soft film with a maximum thickness of 100 um? to the surface of the spacer plates.

NOTE1 The spacer plates can be made from the specimen box material, for example.

— five inlay plates to clamp the specimen boxes;

NOTE 2  One of the inlay plates [No. 13 in Figure 1 b) and Figure 1 c)] can be used as a clamp on one of the sides
of the specimen box that is perpendicular to the direction of movement in order to increase the clamping effect

on the specimen box.

— astainless steel basin;

— awiping cycle counter.

2 3 b

a) Example of an abrasion testing device with a moving carriage, together with components
to guide the wiper rubber

0 1M 34 10

14 13 0 9 8 65 112

b) Cross-sectional view of the abrasion testing device, with added components to hold the test
pieces and the standardized test dust suspension

1) The spacer plates can be covered in a manner largely free of creases using so-called masking films, for example,
which are normally used to protect hard plastic-glazing materials during storage and transporﬁocu ments
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c) Top view of the abrasion testing device
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Figure 1 — Abrasion testing device
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