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Introduction
This draft standard is based on national and international discussions. Your comments on this draft are invited and will assist in
the preparation of the consequent standard.

For international standards, comments will be reviewed by the relevant UK national committee before sending the consensus
UK vote and comments to the international committee, which will then decide appropriate action. If the international standard is
approved, it is usual for the text to be published as a British Standard.

For national standards, comments will be reviewed by the relevant UK national committee and the resulting standards published
as a British Standard.

UK Vote
Please indicate whether you consider the UK should submit a negative (with supporting technical reasons) or positive vote on
this draft. Please indicate if you are aware of any reason why this draft standard should not be published as a British Standard.

Submission of Comments
- Annotated drafts are not acceptable and will be rejected.

- All comments should be submitted online at https://standardsdevelopment.bsigroup.com/. You will need to register in
order to comment.

Template for comments and secretariat observations Date: xx/xx/20xx Document: ISO/DIS xxxx

1 2 (3) 4 5 (6) 7

MB Clause No./ Subclause
No./Annex (e.g. 3.1)

Paragraph/Figure/
Table/Note

Type of
comment

Commend (justification
for change) by the MB

Proposed change by the MB Secretariat observations on
each comment submitted

3.1 Definition 1 ed Definition is ambiguous and needs
clarifying.

Amend to read '...so that the mains
connector to which no connection...'

6.4 Paragraph 2 te The use of the UV photometer as
an alternative cannot be supported
as serious problems have been
encountered in its use in the UK.

Delete reference to UV photometer.
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European foreword 

This document (prEN 12586:2021) has been prepared by Technical Committee CEN/TC 252 “Child care 
articles”, the secretariat of which is held by AFNOR. 

This document is currently submitted to the CEN Enquiry. 

This document will supersede EN 12586:2007+A1:2011. 

In comparison with the previous edition, the following technical modifications have been made: 

— The standard has been completely renewed and a new structure was given. A whole series of new 
aspects had to be considered. 

— The list of materials used currently for soother holders is wider than the list in the former edition, 
therefore additional materials have been included (silicone, rubber, TPE, leather, resin-bonded 
materials). 

— Introduction: Double testing should be avoided for environmental protection reasons. Therefore, 
substances regulated by REACH like Phthalates, Nickel are not included any more. 

— 7.3: The list of chemical elements to be tested for migration of certain elements has been enlarged 
to cover 19 elements in accordance to last amendment of Directive 2009/48/EC. 

— 7.4: Colour fastness test was changed and split in first action and final action method. 

— 7.7: Limits and test methods for Formaldehyde release from different materials have been revised 
and modified and included in a separate paragraph. The test and the limit for Formaldehyde release 
is set based on the pragmatic approach that independently of the material type the amount of 
Formaldehyde migrating from the entire product into saliva simulant shall not exceed the health-
based limit. 

— 7.8: Migration limits for BPA, Phenol have been revised and set based on the recent amendments of 
Appendix C to Annex II of Directive 2009/48/EC. 

— 7.9 and 7.10: The list of preservatives was enlarged to cover wood and leader preservatives too. 

— Annex B: The specific migration limits have been defined based on the migration scenario usually 
applied in the childcare article standards drafted by TC252 WG5, considering the allocated daily 
intake, the body weight, and the likely exposure. 

This document has been prepared under a mandate given to CEN by the European Commission and the 
European Free Trade Association, and supports essential requirements of EU Directive(s). 

For relationship with EU Directive(s), see informative Annex ZA, which is an integral part of this 
document. 
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Introduction 

Accidents caused by soothers are few and any resulting in the death of a child are almost unknown. 
However, a small number of children die as a result of accidents where a soother is involved, but in 
these cases death almost always results from strangulation by a cord being used to hang the soother 
around the child's neck. Such cords are usually either home-made or made for some other purpose, e.g. 
a coiled key ring holder. 

The main aim of this document is to eliminate the risk of strangulation. This has only been made 
possible by severely restricting the length of the soother holder. The length should be sufficient for its 
purpose while not being so long that the strap can encircle the neck and strangle even the smallest 
child. The lack of reported incidents involving accidents or fatalities since its introduction would 
suggest that this document has achieved this main aim. 

A functional soother holder is not to be considered as a toy. However, a soother holder may contain a 
part or be designed in such a way as to present a double use. If the soother holder, in addition to its 
functional use, has a significant play value, it could also be considered as a toy. 

Chemical hazards have been considered by the Technical Committee for all construction materials 
normally encountered in soother holders. Where relevant, requirements have been derived and 
included in this document. Restrictions for phthalates, for poly aromatic hydrocarbons (PAH) and for 
the release of nickel have not been included in this document as they are regulated by REACH [1]. Flame 
retardants are not included as they are regulated by REACH and Regulation (EC) No 1021/2019 [2] and 
do not have any relevance to functional soother holders. 

Products with claimed biocidal effect or intended biocidal action are falling under the scope of 
Regulation (EU) No 528/2012 concerning the market and use of biocidal products [3]. 

It is considered that, for organic chemical compounds, the requirements, sample preparation and 
extraction, and methods of analysis provided in EN 71-9:2005+A1:2007, EN 71-10:2005 and 
EN 71-11:2005 are suitable for soother holders, except where stated otherwise. 

A normative annex has been included which contains translations of warning phrases into the main 
European languages. 

It is recommended that manufacturers and suppliers operate to EN ISO 9001 for quality management 
systems [4]. It is also recommended that laboratories operate to ISO/IEC 17025, General requirements 
for the competence of testing and calibration laboratories [5]. 
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1 Scope 

This document specifies safety requirements relating to materials, construction, performance, 
packaging and labelling of soother holders (see B.1). 

It includes test methods for the mechanical and chemical requirements specified. 

This document is intended to provide safety requirements for soother holders. All products that allow 
the attachment of a soother intended for babies and young children with any other product are included 
in the scope. The soother holder has a holding device at one end for the soother, a garment fastener that 
attaches to any other product, e.g. the child’s garment and a connecting device linking these parts. The 
safety requirements of these other products cannot be considered in this document. 

Where a soother holder is considered to have significant play value, the soother holder is expected to 
meet the safety requirements for toys as stated in the Toy Directive 2009/48/EC [6] in addition to those 
in this document. The addition of decorations or providing animal shaped fasteners does not 
automatically make the soother holder a toy. Where there is doubt concerning the classification of a 
soother holder as a toy, advice can be sought from an EU Toy Notified Body or the Member State’s 
Competent Authority for toys (see B.2). 

2 Normative references 

The following documents are referred to in the text in such a way that some or all of their content 
constitutes requirements of this document. For dated references, only the edition cited applies. For 
undated references, the latest edition of the referenced document (including any amendments) applies. 

EN 71-1:2014+A1:2018, Safety of toys - Part 1: Mechanical and physical properties 

EN 71-3:2019, Safety of toys - Part 3: Migration of certain elements 

EN 71-9:2005+A1:2007, Safety of toys - Part 9: Organic chemical compounds - Requirements 

EN 71-10:2005, Safety of toys - Part 10: Organic chemical compounds - Sample preparation and 
extraction 

EN 71-11:2005, Safety of toys - Part 11: Organic chemical compounds - Methods of analysis 

EN 71-12:2016, Safety of toys - Part 12: N-Nitrosamines and N-nitrosatable substances 

CEN/TR 16792:2014, Safety of children's clothing - Recommendations for the design and manufacture of 
children's clothing - Mechanical safety 

3 Terms and definitions 

For the purposes of this document, the following terms and definitions apply. 

ISO and IEC maintain terminological databases for use in standardization at the following addresses: 

• IEC Electropedia: available at https://www.electropedia.org/ 

• ISO Online browsing platform: available at https://www.iso.org/obp 

3.1 
soother holder 
article that consists of a soother fastener, a garment fastener and a connecting device in between, e.g. a 
strap 
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3.2 
soother 
article which includes a teat and which is intended to satisfy the non-nutritive sucking need of children 

Note 1 to entry: Soothers are also known as pacifiers or babies' dummies. 

3.3 
garment fastener 
device to attach and detach to any other product 

Note 1 to entry: Any other product could be a stroller, car seat, plush product, etc. 

3.4 
soother fastener 
device for attaching the soother holder to the soother 

3.5  Connecting devices 

3.5.1 
cord 
piece of slender, flexible material including monofilaments, woven and twisted cord, rope, and fibrous 
materials commonly called string, normally having a circular cross section 

Note 1 to entry: See B.5. 

3.5.2 
strap 
connecting device made of flexible material with a non-circular cross section 

3.5.3 
chain 
connecting device made of multiple interlinked parts 

3.6 
touch-and-close device 
device having interlocking faces, which are secured when pressed together 

3.7 
press stud 
device with two parts that engage when pressed together 

3.8 
ventilation hole 
hole of any shape that includes a circular area of at least 4 mm diameter 

Note 1 to entry: See B.7. 

3.9 
supplementary component 
part that is attached to the soother holder other than fasteners, press studs or touch-and-close devices 
and soothers and the part connecting the two fasteners 

Full document details: 21/30430869 DC

http://www.avadocuments.com/doc/21-30430869-dc
http://www.avadocuments.com/doc/21-30430869-dc


prEN 12586:2021 (E) 

8 

4 Description of a soother holder 

Figures 1 to 3 illustrate typical examples of different items of soother holders and their design features. 

Full document details: 21/30430869 DC

http://www.avadocuments.com/doc/21-30430869-dc
http://www.avadocuments.com/doc/21-30430869-dc


prEN 12586:2021 (E) 

9 

  

 

Key 
1 garment fastener 4 touch and close device 
2 connecting device 5 press stud 
3 soother fastener 6 ventilation hole 

Figure 1 — Examples of soother holders or parts of soother holders assembled with soothers 
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Key 
1 garment fastener 
2 connecting device 
3 soother fastener 
4 ventilation hole 

Figure 2 — Examples of soother holders or parts of soother holders 
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Key 
1 soother fastener 
2 supplementary component 

Figure 3 — Examples of soother holders or parts of soother holders with supplementary 
components 
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5 Test equipment and tolerances 

5.1 Guides 

Dimensions in millimetres 

 

Figure 4 — Guide 1 
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Dimensions in millimetres 

 

Figure 5 — Guide 2 
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Dimensions in millimetres 

 

Figure 6 — Guide 3 

5.2 Test spheres 

 
Key 
1 edges broken 
2 insertion edge radius 

Figure 7 — Feeler gauge 
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5.3 Impact mass 

Dimensions in millimetres 

 
Key 
a radius (2 ± 0,5) mm 

Figure 8 — Metallic weight 

5.4 Tolerances 

Unless otherwise stated, the following tolerances apply: 

— Forces: ±5 % of the nominal force; 

— Masses: ±0,5 % of the nominal mass; 

— Dimensions: ±1,0 mm of the nominal dimension; 

— Angles: ±2° of the nominal angle; 

— Duration of forces for durability tests: ±1 s; 

— Duration of forces for static load tests: ±2 s. 

Mechanical tests are often described in terms of the application of forces. Masses can however be used. 
1 kg mass may be used for 10 N force. 

Unless otherwise specified, the test forces may be applied by any suitable device which does not affect 
the results. 

6 Mechanical requirements and test methods 

6.1 General requirements 

All materials shall comply with the requirements in this document. 

Each test shall be carried out on a new sample unless otherwise stated. 

Safety pins are not allowed. 

Press studs, touch-and-close and similar devices shall not be wider than the width of the strap. 

Full document details: 21/30430869 DC

http://www.avadocuments.com/doc/21-30430869-dc
http://www.avadocuments.com/doc/21-30430869-dc

