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Introduction
This draft standard is based on national and international discussions. Your comments on this draft are invited and will assist in
the preparation of the consequent standard.

For international standards, comments will be reviewed by the relevant UK national committee before sending the consensus
UK vote and comments to the international committee, which will then decide appropriate action. If the international standard is
approved, it is usual for the text to be published as a British Standard.

For national standards, comments will be reviewed by the relevant UK national committee and the resulting standards published
as a British Standard.

UK Vote
Please indicate whether you consider the UK should submit a negative (with supporting technical reasons) or positive vote on
this draft. Please indicate if you are aware of any reason why this draft standard should not be published as a British Standard.

Submission of Comments
- Annotated drafts are not acceptable and will be rejected.

- All comments should be submitted online at https://standardsdevelopment.bsigroup.com/. You will need to register in
order to comment.

Template for comments and secretariat observations Date: xx/xx/20xx Document: ISO/DIS xxxx

1 2 (3) 4 5 (6) 7

MB Clause No./ Subclause
No./Annex (e.g. 3.1)

Paragraph/Figure/
Table/Note

Type of
comment

Commend (justification
for change) by the MB

Proposed change by the MB Secretariat observations on
each comment submitted

3.1 Definition 1 ed Definition is ambiguous and needs
clarifying.

Amend to read '...so that the mains
connector to which no connection...'

6.4 Paragraph 2 te The use of the UV photometer as
an alternative cannot be supported
as serious problems have been
encountered in its use in the UK.

Delete reference to UV photometer.
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Foreword

ISO (the International Organization for Standardization) is a worldwide federation of national standards 
bodies (ISO member bodies). The work of preparing International Standards is normally carried out 
through ISO technical committees. Each member body interested in a subject for which a technical 
committee has been established has the right to be represented on that committee. International 
organizations, governmental and non-governmental, in liaison with ISO, also take part in the work. 
ISO collaborates closely with the International Electrotechnical Commission (IEC) on all matters of 
electrotechnical standardization.

The procedures used to develop this document and those intended for its further maintenance are 
described in the ISO/IEC Directives, Part 1. In particular, the different approval criteria needed for the 
different types of ISO documents should be noted. This document was drafted in accordance with the 
editorial rules of the ISO/IEC Directives, Part 2 (see www.iso.org/directives).

Attention is drawn to the possibility that some of the elements of this document may be the subject of 
patent rights. ISO shall not be held responsible for identifying any or all such patent rights. Details of 
any patent rights identified during the development of the document will be in the Introduction and/or 
on the ISO list of patent declarations received (see www.iso.org/patents).

Any trade name used in this document is information given for the convenience of users and does not 
constitute an endorsement.

For an explanation of the voluntary nature of standards, the meaning of ISO specific terms and 
expressions related to conformity assessment, as well as information about ISO's adherence to 
the World Trade Organization (WTO) principles in the Technical Barriers to Trade (TBT), see 
www.iso.org/iso/foreword.html.

This document was prepared by Technical Committee ISO/TC 23, Tractors and machinery for agriculture 
and forestry, Subcommittee SC 2, Common tests.

This third edition cancels and replaces the second edition (ISO 5674:2004), which has been technically 
revised.

The main changes compared to the previous edition are as follows:

—	 The wording of Annex B line 8 has been clarified regarding “spectral irradiance”

—	 The Type 4 Power Take-Off from ISO 500-1:2014 has been added.

Any feedback or questions on this document should be directed to the user’s national standards body. A 
complete listing of these bodies can be found at www.iso.org/members.html.
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European Foreword

NOTE	 European Foreword is not included in the final ISO publication.

This document (EN ISO 5674:YEAR) has been prepared by Technical Committee CEN/TC 144 “Tractors 
and machinery for agriculture and forestry”, the secretariat of which is held by AFNOR.

This European Standard shall be given the status of a national standard, either by publication of an 
identical text or by endorsement, at the latest by Date1 and conflicting national standards shall be 
withdrawn at the latest by Date2.

Attention is drawn to the possibility that some of the elements of this document may be the subject of 
patent rights. CEN shall not be held responsible for identifying any or all such patent rights.

This document has been prepared under a mandate given to CEN by the European Commission and the 
European Free Trade Association, and supports essential requirements of EU Directive(s).

This third edition cancels and replaces the second edition (ISO 5674:2004), which has been technically 
revised.

The main changes compared to the previous edition are as follows:

—	 The wording of Annex B line 8 has been clarified regarding “spectral irradiance”

—	 The Type 4 Power Take-Off from ISO 500-1:2014 has been added.

For relationship with EU Directive(s), see informative Annex  ZA, which is an integral part of this 
document.

According to the CEN-CENELEC Internal Regulations, the national standards organizations of the 
following countries are bound to implement this European Standard: Austria, Belgium, Bulgaria, Croatia, 
Cyprus, Czech Republic, Denmark, Estonia, Finland, Former Yugoslav Republic of Macedonia, France, 
Germany, Greece, Hungary, Iceland, Ireland, Italy, Latvia, Lithuania, Luxembourg, Malta, Netherlands, 
Norway, Poland, Portugal, Romania, Serbia, Slovakia, Slovenia, Spain, Sweden, Switzerland, Turkey and 
the United Kingdom.
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Introduction

This document is a type C standard as stated in ISO 12100.

This document is of relevance, in particular, for the following stakeholder groups representing the 
market players with regard to machinery safety:

—	 machine manufacturers (small, medium and large enterprises);

—	 health and safety bodies (regulators, accident prevention organizations, market surveillance, etc.).

Others can be affected by the level of machinery safety achieved with the means of the document by the 
above-mentioned stakeholder groups:

—	 machine users/employers (small, medium and large enterprises);

—	 machine users/employees (e.g. trade unions, organizations for people with special needs);

—	 service providers, e.g. for maintenance (small, medium and large enterprises);

—	 consumers (in the case of machinery intended for use by consumers).

The above-mentioned stakeholder groups have been given the possibility to participate at the drafting 
process of this document.

The machinery concerned and the extent to which hazards, hazardous situations or hazardous events 
are covered are indicated in the Scope of this document.

When requirements of this type-C standard are different from those which are stated in type-A or 
type-B standards, the requirements of this type-C standard take precedence over the requirements of 
the other standards for machines that have been designed and built according to the requirements of 
this type-C standard.
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DRAFT INTERNATIONAL STANDARD ISO/DIS 5674:2022(E)

Tractors and machinery for agriculture and forestry — 
Guards for power take-off (PTO) drive-shafts — Strength 
and wear tests and acceptance criteria

1	 Scope

This International Standard specifies laboratory tests for determining the strength and wear resistance 
of guards for power take-off (PTO) drive- shafts on tractors and machinery used in agriculture and 
forestry, and their acceptance criteria. It is intended to be used in combination with ISO 5673-1:2005.

It is applicable to the testing of PTO drive- shaft guards and their restraining means. It is not applicable 
to the testing of guards designed and constructed to be used as steps.

2	 Normative references

The following documents are referred to in the text in such a way that some or all of their content 
constitutes requirements of this document. For dated references, only the edition cited applies. For 
undated references, the latest edition of the referenced document (including any amendments) applies.

EN 20105-A02:​1994, Textiles - Tests for colour fastness - Part A02: Grey scale for assessing change in colour 
(ISO 105-A02:​1993)

ISO 500-1:2014, Agricultural tractors — Rear-mounted power take-off types 1, 2, 3 and 4 — Part 1: General 
specifications, safety requirements, dimensions for master shield and clearance zone

ISO 500-2:2004, Agricultural tractors — Rear-mounted power take-off types 1, 2 and 3 — Part 2: Narrow-
track tractors, dimensions for master shield and clearance zone

ISO 500-3:2014, Agricultural tractors — Rear-mounted power take-off types 1, 2, 3 and 4 — Part 3: Main 
PTO dimensions and spline dimensions, location of PTO

EN ISO 4892-1:2016, Plastics - Methods of exposure to laboratory light sources - Part 1: General guidance 
(ISO 4892-1:2016)

EN ISO 4892-2:2013, A1:​2021, Plastics - Methods of exposure to laboratory light sources - Part 2: Xenon-arc 
lamps - Amendment 1: Classification of daylight filters (ISO 4892-2:2013/Amd 1:2021)

ISO  5673-1:2005, Agricultural tractors and machinery — Power take-off drive shafts and power-input 
connection — Part 1: General manufacturing and safety requirements

3	 Terms and definitions

For the purposes of this document, the terms and definitions given in ISO 5673-1:2005 and the following 
apply.

ISO and IEC maintain terminological databases for use in standardization at the following addresses:

—	 ISO Online browsing platform: available at https://​www​.iso​.org/​obp

—	 IEC Electropedia: available at https://​www​.electropedia​.org/​

3.1
ambient temperature
any temperature between 5 °C and 35 °C

1© ISO 2022 – All rights reserved	 ﻿
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4	 General test conditions

4.1	 Guard

4.1.1	 The guard shall be representative of a production model and be within the tolerances specified 
for the guard. The results obtained from the sample can be used to certify guards of shorter or longer 
lengths, provided the basic design remains the same. When a guard is designed for use with several 
drive shaft types, a representative selection of shaft and guard combinations shall be tested.

4.1.2	 If the guard is made of plastic material (or any other material susceptible to degradation by UV 
radiation), it shall be certified by the manufacturer to be resistant to degradation from UV radiation 
under an appropriate, recognized method. See Annex B for an example.

4.1.3	 During testing, all operating and maintenance instructions specified for the shaft and guard 
shall be complied with, except where specifically mentioned by this International Standard.

4.1.4	 The guard shall be tested in conjunction with a PTO drive shaft of between 900  mm and 
1 010 mm closed length for which it is intended. The same guard shall be used throughout all the tests.

4.2	 Other conditions

4.2.1	 Where specified in this International Standard that the PTO drive shaft shall be rotating, its 
rotational frequency shall be 1 300 r/min for PTO drive shafts designed to be used for Type 4 PTO and 
1 000 r/min for all other PTO drive shafts.

4.2.2	 All tests shall be carried out in accordance with the schedule and in the sequence given in 
Annex A.

5	 Test equipment

5.1	 General

5.1.1	 Wear test equipment shall be capable of holding the PTO drive shaft and rotating it at a 
frequency of 1 300 r/min for PTO drive shafts designed to be used for Type 4 PTO and 1 000 r/min for 
all other PTO drive shafts.

The shafts and guards shall be mounted as specified for operational use and only fixed by their 
designated restraining device. The fixing points shall be in accordance with ISO 500-1:2014 and the 
equivalent machine standard unless otherwise specified for that type of shaft. The size and shape of the 
wear test equipment shall be such that an even test environment is maintained, e.g. heat and the dust 
specified in 5.2.3.

5.1.2	 Strength test equipment shall allow the accurate application of known loads at controlled 
temperatures and at the required frequency of rotation within the tolerances stipulated in Table 1.

5.2	 Test parameters

5.2.1	 Measuring accuracy

All measurements shall be within the tolerances given in Table 1 except where otherwise required by 
this International Standard.
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