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Introduction
This draft standard is based on national and international discussions. Your comments on this draft are invited and will assist in
the preparation of the consequent standard.

For international standards, comments will be reviewed by the relevant UK national committee before sending the consensus
UK vote and comments to the international committee, which will then decide appropriate action. If the international standard is
approved, it is usual for the text to be published as a British Standard.

For national standards, comments will be reviewed by the relevant UK national committee and the resulting standards published
as a British Standard.

UK Vote
Please indicate whether you consider the UK should submit a negative (with supporting technical reasons) or positive vote on
this draft. Please indicate if you are aware of any reason why this draft standard should not be published as a British Standard.

Submission of Comments
- Annotated drafts are not acceptable and will be rejected.

- All comments should be submitted online at https://standardsdevelopment.bsigroup.com/. You will need to register in
order to comment.

Template for comments and secretariat observations Date: xx/xx/20xx Document: ISO/DIS xxxx

1 2 (3) 4 5 (6) 7

MB Clause No./ Subclause
No./Annex (e.g. 3.1)

Paragraph/
Figure/Table/Note

Type of
comment

Commend (justification
for change) by the MB

Proposed change by the MB Secretariat observations on
each comment submitted

3.1 Definition 1 ed Definition is ambiguous and needs
clarifying.

Amend to read '...so that the mains
connector to which no connection...'

6.4 Paragraph 2 te The use of the UV photometer as
an alternative cannot be supported
as serious problems have been
encountered in its use in the UK.

Delete reference to UV photometer.
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European foreword 

This document (prEN 13204:2022) has been prepared by Technical Committee CEN/TC 192 “Fire service 
equipment”, the secretariat of which is held by BSI. 

This document is currently submitted to the CEN Enquiry. 

This document will supersede EN 13204:2016. 

In comparison with the previous edition, the following significant technical modifications (among others) 
have been made: 

— Powered rescue tools: not exclusive to hydraulic remotely powered tools 

— Included self-contained tools (battery powered, hand powered tools) 

— Included wedge and crusher type tool 

— Added Annex D with data from performance requirements for mass ready for use, runtime energy 
sources 

This document has been prepared under a Standardization Request given to CEN by the European 
Commission and the European Free Trade Association, and supports essential requirements of EU 
Directive(s) / Regulation(s). 

For relationship with EU Directive(s) / Regulation(s), see informative Annex ZA, which is an integral part 
of this document. 
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Introduction 

This document is a type C standard as stated in EN ISO 12100:2010. 

This document is of relevance, in particular, for the following stakeholder groups representing the market 
players with regard to machinery safety: 

— machine manufacturers (small, medium and large enterprises); 

— health and safety bodies (regulators, accident prevention organizations, market surveillance, etc.). 

Others can be affected by the level of machinery safety achieved with the means of the document by the 
above-mentioned stakeholder groups: 

— machine users/employers (small, medium and large enterprises); 

— machine users/employees (e.g. trade unions, organizations for people with special needs); 

— service providers, e.g. for maintenance (small, medium and large enterprises); 

— consumers (in the case of machinery intended for use by consumers) 

The above-mentioned stakeholder groups have been given the possibility to participate at the drafting 
process of this document. 

The machinery concerned and the extent to which hazards, hazardous situations or hazardous events are 
covered are indicated in the Scope of this document. 

When provisions of this type-C standard are different from those which are stated in type-A or type-B 
standards, the requirements of this type-C standard take precedence over the requirements of the other 
standards for machines that have been designed and built according to the requirements of this type-C 
standard. 

When compiling this document, it was assumed that: 

a) the manufacturer designs and/or uses components without specific requirements in accordance 
with the good engineering practice and calculation codes, taking into account all foreseeable failure 
modes; 

b) only trained and competent persons will use and operate the machinery; 

c) the machinery is kept in good repair and working order, by a trained and competent person, so that 
the required characteristics remain despite wear; 

d) the working place is adequately lit; 

e) negotiations occur between the manufacturer and the purchaser concerning particular conditions 
for the use and places of use for the machinery related to performance and health and safety. 

f) the manufacturer considers and minimizes the impact to the environment during all stages of the 
product life cycle. 
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1 Scope 

This document specifies safety and performance requirements for powered rescue tools manufactured 
after the date of publication. 

It is applicable to powered rescue tools which are intended for use by the firefighting and rescue services, 
principally for cutting, crushing, spreading, squeezing, pushing or pulling the structural parts of road 
vehicles, ships, trains, aircraft and building structures involved in accidents. 

They consist of tool(s) and the necessary system components (e.g. energy source, drive system and prime 
mover) and intended accessories, as defined in Clause 3. 

This document deals with all significant hazards, hazardous situations or hazardous events relevant to 
the machinery, when it is used as intended and under conditions or misuse which are reasonably 
foreseeable by the manufacturer. 
NOTE 1 The aim is to assist while extracting the casualties or to create a working space for paramedical services 
taking the local conditions into account. 

This document does not include: 

— tools with pneumatic drive systems or pneumatic energy sources; 

— tools which are single acting (for example spring /gravity return jacks, powered struts, etc.). 

It is not applicable to additional requirements for: 

a) operation in severe conditions (e.g. extreme environmental conditions such as temperatures outside 
the range –20 °C and +55 °C, corrosive environment, tropical environment, contaminating 
environments, strong magnetic fields, potentially explosive atmospheres, underwater use); 

b) the risk directly arising from the means provided for the portability, transportability, mobility and 
decommissioning of powered rescue tools during periods of their operation; 

c) generic tools such as, but not limited to, powered drills, angle grinders, saws, not solely intended for 
extrication purposes; 

d) tools intended to lift and/or hoist, not solely intended for extrication purposes. 

NOTE 2 EN 13731:2007 deals with lifting bag systems for fire and rescue services. 

NOTE 3 For the EU/EEA other Directives can be applicable to the equipment in the scope, for example the Electro 
Magnetic Compatibility Directive. 

2 Normative references 

The following documents are referred to in the text in such a way that some or all of their content 
constitutes requirements of this document. For dated references, only the edition cited applies. For 
undated references, the latest edition of the referenced document (including any amendments) applies. 

EN 50565-2:2014, Electric cables - Guide to use for cables with a rated voltage not exceeding 450/750 V 
(U0/U) - Part 2: Specific guidance related to EN 50525 cable types 

EN 659:2003+A1:20081, Protective gloves for firefighters 

                                                             
1 As impacted by EN 659:2003+A1:2008/AC:2009. 
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EN 837-1:19962, Pressure gauges — Part 1: Bourdon tube pressure gauges — Dimensions, metrology, 
requirements and testing 

EN 853:2015, Rubber hoses and hose assemblies - Wire braid reinforced hydraulic type - Specification 

EN 854:2015, Rubber hoses and hose assemblies - Textile reinforced hydraulic type - Specification 

EN 856:2015+AC:2019, Rubber hoses and hose assemblies — Rubber-covered spiral wire reinforced 
hydraulic type — Specification 

EN 857:2015, Rubber hoses and hose assemblies - Wire braid reinforced compact type for hydraulic 
applications - Specification 

EN 10025-1:2004, Hot rolled products of structural steels - Part 1: General technical delivery conditions 

EN 10025-2:2019, Hot rolled products of structural steels - Part 2: Technical delivery conditions for non-
alloy structural steels 

EN 10210-2:2019, Hot finished steel structural hollow sections - Part 2: Tolerances, dimensions and 
sectional properties 

EN 10219-2:2019, Cold formed welded steel structural hollow sections - Part 2: Tolerances, dimensions and 
sectional properties 

EN 60529:19913, Degrees of protection provided by enclosures (IP codes) 

EN 62841-1:20154, Electric motor-operated hand-held tools, transportable tools and lawn and garden 
machinery - Safety - Part 1: General requirements (IEC 62841-1:2014) 

EN ISO 3949:2020, Plastics hoses and hose assemblies - Textile-reinforced types for hydraulic applications 
- Specification (ISO 3949:2020, Corrected version 2020-12) 

EN ISO 4413:2010, Hydraulic fluid power - General rules and safety requirements for systems and their 
components (ISO 4413:2010) 

EN ISO 12100:2010, Safety of machinery - General principles for design - Risk assessment and risk reduction 
(ISO 12100:2010) 

EN ISO 1402:2021, Rubber and plastics hoses and hose assemblies - Hydrostatic testing (ISO 1402:2021) 

EN ISO 10619-1:2018, Rubber and plastics hoses and tubing - Measurement of flexibility and stiffness - Part 
1: Bending tests at ambient temperature (ISO 10619-1:2017) 

EN ISO 3744:2010, Acoustics - Determination of sound power levels and sound energy levels of noise sources 
using sound pressure - Engineering methods for an essentially free field over a reflecting plane (ISO 
3744:2010) 

EN ISO 4871:2009, Acoustics - Declaration and verification of noise emission values of machinery and 
equipment (ISO 4871:1996) 

                                                             
2 As impacted by EN 837-1:1996/AC:1998. 
3 As impacted by EN 60529:1991/corrigendum May 1993, EN 60529:1991/A1:2000, EN 60529:1991/A2:2013, 
EN 60529:1991/A2:2013/AC:2019-02 and EN 60529:1991/AC:2016-12. 
4 As impacted by EN 62841-1:2015/AC:2015 and EN 62841-1:2015/A11:2022. 
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EN ISO 7751:2016, Rubber and plastics hoses and hose assemblies - Ratios of proof and burst pressure to 
maximum working pressure (ISO 7751:2016) 

EN ISO 11201:2010, Acoustics - Noise emitted by machinery and equipment - Determination of emission 
sound pressure levels at a work station and at other specified positions in an essentially free field over a 
reflecting plane with negligible environmental corrections (ISO 11201:2010) 

EN ISO 13732-1:2008, Ergonomics of the thermal environment - Methods for the assessment of human 
responses to contact with surfaces - Part 1: Hot surfaces (ISO 13732-1:2006) 

EN ISO 14120:2015, Safety of machinery - Guards - General requirements for the design and construction 
of fixed and movable guards (ISO 14120:2015) 

3 Terms and definitions 

For the purposes of this document, the terms and definitions given in EN ISO 12100:2010 and the 
following apply. 

All figures in this document only give an example of the principle not limiting other shapes or designs. 

3.1 
powered rescue tool 
PRT 
tool and components required to perform its function(s) 

Note 1 to entry: See Figure 1 and Figure 2. 

 

Figure 1 — PRT overview 
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Figure 2 — components of the system 

  

Table 1 — Functions of a PRT 

  Combitool Crusher Cutter Ram Spreader Wedge 

Crushing   ✓         

Cutting ✓   ✓       

Pulling         ✓   

Pushing       ✓     

Spreading ✓       ✓ ✓ 
Squeezing ✓       ✓   

✓ = required function for classification/designation of tool. 

NOTE Optional functions not indicated but will require additional safety testing. 

3.2 PRT integration level 

3.2.1 
non-integrated PRT 
PRT where the energy source (replaceable and/or integrated and/or external) and prime mover are not 
integrated as part of the tool 

3.2.2 
semi integrated PRT 
PRT where the prime mover is integrated as part of the tool, and the energy source (replaceable and/or 
external) is not integrated as part of the tool 
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3.2.3 
fully integrated PRT 
PRT where the energy source (replaceable and/or integrated) and prime mover are integrated as part of 
the tool 

Note 1 to entry: No cables or hose assemblies shall be attached during use. 

Note 2 to entry: Tools with human powered prime mover are considered as fully integrated system. 

3.3 Tools 

3.3.1 
combi tool 
PRT able to perform a minimum of at least three functions, i.e. spreading, squeezing and cutting, without 
exchange of detachable parts 

Note 1 to entry: Where a combi tool is capable for pulling it shall meet relevant requirements. 

3.3.2 
crusher 
PRT able to perform a crushing function on materials such as concrete, brick structure(s) 

3.3.3 
cutter 
PRT able to perform a cutting function 

3.3.4 
ram 
PRT able to perform pushing functions with the aid of detachable parts or integral feet at both ends of the 
tool operated by a single, double or telescopic piston(s) 

Note 1 to entry: Where a ram is capable for pulling it shall meet relevant requirements. 

3.3.5 
spreader 
PRT able to perform a minimum of three functions, i.e. spreading, pulling and squeezing, without 
exchange of detachable parts, pulling attachments excluded 

3.3.6 
wedge 
PRT able to perform a spreading function only and having a tapering to a thin edge that is designed to be 
positioned between two objects to separate them 

3.3.7 
power pack 
non-integrated PRT component consisting of a prime mover, the hydraulic principal power output device 
and the energy source used to power the tool 

3.3.8 
smart system 
device for automatic energy management 
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3.3.9 
manual PRT 
PRT powered by hand pump or foot pump, which may be fully integrated with the tool or connected 
handpump to the tool 

3.3.10 
hose assembly 
one or more hydraulic hoses complete with hose fittings, one or more quick action couplings and 
hydraulic fluid 

3.3.11 
hose fitting 
fitting attached at each end of the hose in order to mount the hose to a tool/pump or to equip it with quick 
action coupling 

3.3.12 
quick action coupling 
manually operated connector with the purpose of connecting and releasing a hose assembly to/from 
other matching connector(s) 

3.3.13 
hose reel 
reel fitted with length(s) of hose assemblies 

3.3.14 
cable assembly 
PRT component consisting of the power cable with all permanently attached connectors that connect the 
tool or the power pack to the energy source 

3.4 PRT components 

3.4.1 
functional part 
part(s) of the tool that is (/are) designed to cut, spread, squeeze, pull, crush or push 

3.4.2 
drive system 
part(s) of the PRT that transfer(s) power from the prime mover to the functional part of the tool 

3.4.3 
prime mover 
motor used to power the drive system 

EXAMPLES electric motor, internal combustion engine, hydraulic motor, etc 

3.4.4 
external energy source 
energy available through external sources such as mains power, portable or truck mounted generators 
and manual power 

3.4.5 
replaceable energy source 
replaceable container with electric energy (battery) that can be changed by hand without the use of any 
tools 
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3.4.6 
integrated energy source 
container with energy that is a permanent part of the tool 

3.4.7 
level indicator 
visual representation displaying the remaining amount of the total content 

3.4.8 
accessories 
additional detachable parts that are used to adapt a tool enabling it to perform a certain function 

EXAMPLES pulling attachments, pulling chains, pulling straps, saddles, extension tubes, etc 

3.4.9 
detachable parts 
parts or components which can be removed by hand (without tools) under no load conditions and 
without which the PRT cannot perform its function 

EXAMPLES spreader tips, ram heads, batteries 

3.4.10 
manual control actuator 
component, located on the tool, which controls the operation of the tool, and is designed to be operated 
by one person 

3.4.11 
hold-to-run control device 
control device which initiates and maintains machine functions only as long as the manual control 
actuator is actuated 

[SOURCE: EN ISO 12100:2010, definition 3.28.3] 

3.5 Functions of a rescue tool 

3.5.1 
crushing 
inward movement of the jaw(s) or arm(s) to disintegrate structural parts or elements 

3.5.2 
cutting 
inward movement of the cutting area of the jaw(s) or blade(s) to shear or separate structural parts or 
elements 

3.5.3 
pulling 
inward movement of the jaw(s), arm(s) or piston(s) when fitted with pulling attachments to draw 
structural parts or elements together 

Note 1 to entry: Hoisting or lifting actions do not fall under the definition of pulling. 

3.5.4 
pushing 
outward movement of the piston(s) to force / move apart structural parts or elements 
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3.5.5 
spreading 
outward movement of the jaw(s) or arm(s) to force apart structural parts or elements 

3.5.6 
squeezing 
inward movement of the jaw(s) or arm(s) to compress structural parts or elements 

3.6 Tool specification 

3.6.1 
spreading force 
force at a position within the spreading distance 

Note 1 to entry: Force is expressed in kN. 

3.6.2 
spreading distance 
distance of travel at the tips between the fully closed position and fully open position, measured under 
no load conditions 

Note 1 to entry: Distance of travel is expressed in mm. 

3.6.3 
pulling force 
force at a position within the pulling distance 

Note 1 to entry: Force is expressed in kN. 

3.6.4 
pulling distance 
distance of travel between the fully open position and the fully closed position, measured under no load 
conditions 

Note 1 to entry: Distance of travel is expressed in mm. 

3.6.5 
cutter opening 
distance between the blade tips when the blades are in an open position 

Note 1 to entry: Distance is expressed in mm. 

Note 2 to entry: See Table 4 and Figure 19. 

3.6.6 
cutter reach 
distance from the base of the cutting edge to the midpoint between the tips of the blades when opened 

Note 1 to entry: Distance is expressed in mm. 

Note 2 to entry: See Figure 19. 
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3.6.7 
pushing force 
force at a position within the range of the stroke 

Note 1 to entry: Force expressed in kN. 

3.6.8 
operator 
only person operating the manual control actuator of the tool 

3.6.9 
hydraulic fluid 
fluid medium for power transfer 

3.6.10 
tool integrity 
capability of a PRT: a) to maintain the position it has reached; b) to withstand the effects of internal or 
external load intensification 

3.6.11 
competent person 
designated person, suitably trained (see EN ISO 9001:2000, 4.18) qualified by knowledge and practical 
experience, and provided with the necessary instructions to enable the required (operation, test and/or 
examination) to be carried out safely 

3.6.12 
system input 
operating pressure (MPa) or voltage (V) for each component of the PRT designated by the manufacturer 

3.6.13 
nominal 
manufacturers claimed characteristics used for classification 

3.6.14 
nominal pressure 
operating pressure for each component of the PRT, designated by the manufacturer 

Note 1 to entry: Pressure is expressed in MPa. 

3.6.15 
nominal voltage 
operating voltage for each component of the PRT, stated in V, designated by the manufacturer 

3.6.16 
mass 
weight expressed in kg to one decimal point 

3.6.17 
stroke 
distance of travel of the piston(s) 

Note 1 to entry: Distance of travel is expressed in mm. 
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3.6.18 
crusher reach 
distance from the base of the crusher arms to the midpoint between the crusher tips when opened 

Note 1 to entry: Distance is expressed in mm. 

Note 2 to entry: See Figure 23. 

3.6.19 
documentary check 
check the intention of which is to establish whether the requirement is fulfilled by a manufacturer 
statement 

3.6.20 
visual inspection 
inspection the only intention of which is to establish whether something is present on the specific 
component or the system (e.g. guarding, marking) or that documents, drawings are provided and are 
adequate to meet the requirements of the standard 

3.6.21 
measurement 
measurement the intention of which is to establish whether the stated measurable parameters have been 
met (e.g. geometric dimensions, mass, pressure, safety distances, noise) 

3.6.22 
functional test 
test the intention of which is to establish whether, in working operation under nominal load, the 
component or the system, including all safety devices, works as intended and all functions comply with 
the requirements and with the provided technical information 

4 Requirements and verification 

4.1 Safety requirements and/or protective/risk reduction measures and verification 

4.1.1 General 

4.1.1.1 Introduction 

General verification requirements shall be as specified in Annex F. 

PRTs in all possible configurations, and their accessories shall comply with the safety requirements 
and/or protective/risk reduction measures of this clause. 

In addition, they shall be designed according to the principles of ISO 12100:2010 for relevant but not 
significant hazards which are not dealt with by this document (see Annex A). 

The safe operation of rescue tools and their accessories also depends on the safe environment associated 
with the use of personal protective equipment (PPE), such as gloves, footwear, eye, head and hearing 
protective equipment, as well as safe working procedures (see Clause 5). 

The application of type B standards such as EN ISO 4413:2010 and EN 60204-1:2018 can require the 
selection of relevant and appropriate risk reduction measures from those available. When specific 
measures are not identified in this document, the manufacturer should carry out an adequate risk 
assessment to define the required risk reduction measures. This specific risk assessment is part of the 
general risk assessment relating to the hazards not covered by this type C standard. These risk reduction 
measures are outside the scope of this document. 
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Particular attention should be given to protection against parts and/or materials ejected during use of 
the tool(s). 
4.1.1.2 opening or closing times 

The opening or closing times of any PRT shall not be less than 2 s. 

For non-integrated tools use the power pack with the highest flow rate. 

Verification: 

Conduct a functional test by operating the manual control actuator for maximum speed. Measure and record 
the times for each full cycle (e.g. fully open to fully closed) five times. Repeat the test for each direction. Verify 
that all the times are longer than 2 s. 
4.1.1.3 Manual control actuator 

4.1.1.3.1 A PRT shall have a manual control actuator for safe operation and the manual control actuator 
shall be: 

a) located on the tool itself; 

b) designed to be activated by the operator only; 

c) designed to enable to operate the tools with a variable speed (manual PRTs excluded); 

d) designed as a hold-to-run control device (manual PRTs excluded) 

e) designed for operators wearing gloves (complying to EN 659:2003+A1:20081) during the operation. 

f) designed to operate and /or carry the equipment safely. Its location and/or design shall prevent the 
operator extending finger(s) and contacting moving parts 

Verification: 

a) Conduct a visual inspection. 

b) Operate the manual control actuator by one person. 

c) Conduct a functional test. 

d) Operate the manual control actuator to any operating positions, including the maximum positions and 
allow the tool to move. Release the manual control actuator from the different operating positions. 
Verify that the manual control actuator returns to the neutral position within 0,5 s 

e) Conduct a functional test. 

f) Operate according to the manufacturers operating instructions, conduct a functional test. 

4.1.1.3.2 When the manual control actuator is engaged the arm(s)/jaw(s)/blade(s)/tip(s) or in the case 
of rams the feet, shall only move in the direction that is indicated on the tool or the actuator itself. 

Verification: 

Conduct a functional test. 
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4.1.1.3.3 When the manual control actuator is released from any engaged position, all moving parts (i.e. 
arms, blades, jaws, feet, tips) of the tool shall stop within 0,5 s and remain within 1 % of the nominal 
opening distance at their respective positions for at least 5 min. 

Verification: 

Operate the manual control actuator to any operating positions under no-load condition, including the 
maximum position and allow the tool to move. Release the manual control actuator from the different 
operating positions. Verify that the moving parts of the tool stop and remain in their respective positions for 
a period of at least 5 min. Record any movement and verify that any movement does not exceed 1 % of the 
nominal opening distance. 
4.1.1.4 Mass and Handling positions 

4.1.1.4.1 Tools, power packs and hose reels shall be equipped with carrying means (handles) designed 
to carry and /or operate the equipment safely. 

Verification: 

Conduct a visual inspection 
4.1.1.4.2 Handles installed to carry tools shall be designed to prevent the operator extending his 
finger(s) and contacting any moving parts (i.e. arms, blades, jaws) which are within 200 mm and likely 
to create a hazard (as listed in Annex A) (Figure 3). 

Dimensions in millimetres 

 
Key 

1 guard 

Figure 3 — Examples how to measure distance 

Verification: 

Measure the distance. 
NOTE for adjustable handles consider the intended operational position(s). 

4.1.1.4.3 Where size or shape prevents the use of carrying handles, such as with small single hand 
operated tools, the location of intended handling positions to safely carry and/or operate the tool shall 
be unambiguous. Their location and/or design shall prevent the operator extending finger(s) and 
contacting moving parts (i.e. arms of the tool, blades, jaws) which are likely to create a hazard (as listed 
in Annex A) whilst operating the tool. 

Verification: 

Operate according to the manufacturers operating instructions, conduct a functional test. 
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4.1.1.4.4 Tools, power packs or hose reels with a mass ready for use exceeding 25 kg:  

a) shall be provided with adequate handles and/or handling positions to facilitate extra person(s) to 
assist the operator carrying and operating the tool. 

b) shall be designed to be carried by 2 or more persons based on multiples of 25 kg. 

c) For power packs and hose reels the design shall be such that the centre of gravity is always below 
these means. 

Verification: 

Measure the mass ready for use (refer to 4.2.1.4.2) 

a) Verify it can be carried by adequate number of persons, and 

b) Verify the mass ready for use and conduct a functional test 

c) Verify the centre of gravity is below the multiple persons carrying handle(s) 

4.1.1.4.5 Tools ready for use (rams and tools less than 8 kg excluded) shall have at least one position 
on its carrying handle in which they are in equilibrium of no more than 30° of the horizontal axis when 
carried by one hand. 

Verification: 

Measure the equilibrium to the horizontal axis with the tool suspended on the carrying position. 

a) For fully integrated systems record the equilibrium of the PRT ready for use including the energy 
source(s). 

b) For semi-integrated systems record the equilibrium of the PRT ready for use whilst connected to the 
energy source by a hose or cable at a height of 1m. 

c) For non-integrated systems record the equilibrium of the PRT ready for use while connected to the 
power pack by a hydraulic hose at a height of 1m (see Figure 12). 

When the PRT is lifted the hose or cable shall touch the floor. 
NOTE The non-integrated PRT in a position with the least amount of hydraulic fluid in the tool. 

4.1.2 PRT containing hydraulics 

4.1.2.1 Hydraulic components 

Hydraulic components used in the PRT shall comply with all safety requirements specified in 
EN ISO 4413:2010. 

Verification: 

Perform a documentary check. 
4.1.2.2 Hydraulic fluid 

4.1.2.2.1 Hydraulic fluid shall not have an acute and dangerous health risk when coming into direct 
contact with persons. 

Verification: 

Perform a documentary check. 
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4.1.2.2.2 Hydraulic fluid shall have a flash point of no less than 90 °C. 

Verification: 

Perform a documentary check 
4.1.2.3 Quick action couplings 

4.1.2.3.1 Non-integrated PRTs shall be equipped with quick action coupling(s). 

Verification: 

Conduct a visual inspection. 
4.1.2.3.2 Quick action couplings for pressure and return connection shall not be interchangeable. 

Verification: 

Conduct a functional test. 
4.1.2.3.3 Quick action couplings shall be provided with a locking action or device to prevent accidental 
uncoupling during operation thereby causing a hazard. 

Verification: 

Conduct a functional test. 
4.1.2.3.4 Quick action couplings shall withstand an axial pulling force of 1 000 N ± 10 N for a period of 5 
min when not pressurized and when pressurized to the nominal pressure (see EN 764) whilst coupled. 
The quick action couplers, the hose fittings and the hose shall not show any visible permanent 
deformation nor shall they leak fluid after the test. 

Verification: 

Apply an axial pulling force of 1 000 N ± 10 N to a connected pair (male + female) of quick action couplings 
whilst at nominal pressure and without pressure. Observe for any failure e.g. leakage. 
4.1.2.3.5 Quick action couplings shall be designed to prevent continuous leakage of fluid during 
connecting or disconnecting. 

Verification: 

Pressurize and depressurise each half of the coupling. Connect and disconnect each half of the coupling. 
Visually inspect each half of the coupling for continuous leakage. 
4.1.2.3.6 Disconnected quick action couplings shall not leak fluid continuously. 

Verification: 

Pressurize each half of the disconnected coupling to the nominal pressure for no less than 60 s. visually 
inspect each half of the coupling for leakage. 

Quick action couplers with integrated by-pass that will not reach nominal pressure shall not leak when 
connected to a power pack delivering flow of hydraulic fluid. 
4.1.2.3.7 For connecting/disconnecting purposes, quick action couplings shall allow the release of 
pressure. 

NOTE This will enable users to release pressures of hose assemblies resulting from expansion due to external 
heat. 

Verification: 

Verify the manufacturer's instructions and conduct a functional test. 

Full document details: 22/30442573 DC

https://doi.org/10.3403/00414430U?&urlappend=%26utm_campaign=pdfdoi%26utm_source=pdfdoi%26utm_medium=pdf
http://www.avadocuments.com/doc/22-30442573-dc
http://www.avadocuments.com/doc/22-30442573-dc


prEN 13204:2022 (E) 

19 

4.1.2.4 Power packs 

4.1.2.4.1 On/off switch, choke/accelerator, emergency stop device and any other devices for the 
operation of the prime mover shall be integral parts of the power pack. 

Verification: 

Conduct a visual inspection and functional test. 
4.1.2.4.2 Power packs shall be provided with an on/off switch causing the prime mover tostop within 
the shortest time compatible with the safety of the PRT. 

Verification: 

Verify from manufacturer’s data and conduct a functional test. 
4.1.2.4.3 Power packs (all classification and operating modes) shall be fitted with a tamper resistant 
pressure relief valve(s), pre-set by the manufacturer to operate within ± 10 % of the nominal pressure. 

Verification: 

Connect a tool to each available outlet of the power pack with pressure indicators in the supply line(s). After 
starting the pump the tool(s) shall be operated 5 times at maximum working pressure for a period of at least 
10 s. The interval between each of the 5 sequential operations shall be no more than 60 s. Record the 
maximum pressure at each of the 5 sequential operations. Verify the pressure is within ± 10 % of the nominal 
pressure. 
4.1.2.4.4 Power packs shall neither tip over, nor leak, nor move for no less than 60 s, when positioned 
on a 30° ± 3° inclined surface without the prime mover running (see Figure 18). 

Verification: 

Place the power pack without the prime mover running on a surface without tools or hoses deployed inclined 
at 30° ± 3°. Observe for leakage of fluids during a period of for no less than 60 s . Repeat this procedure for 
each of the other three orientations (Figure 18). Verify that the power pack does not tip over, leak or move. 
4.1.2.4.5 All pressure containing parts of power packs shall withstand a pressure of 1,5 times the 
nominal pressure for no less than 60 s without any leakage. 

Verification: 

A pressure of 1,5 times the nominal pressure shall be applied to the supply outlet for no less than 60 s. Repeat 
the test for each individual supply outlet. Observe for leakage. Then conduct a functional test. 
NOTE An external pump is allowed to obtain 1,5 times the nominal pressure. 

4.1.2.4.6 Hydraulic fluid reservoirs shall be provided with an integrated fluid level indicator showing 
the maximum and minimum fluid level required for operation. 

Verification: 

Conduct a visual inspection 
4.1.2.4.7 The lateral movement of power packs, when positioned on a smooth trowelled concrete 
surface, shall not exceed 300 mm in any direction within 5 min, whilst the prime mover is running at 
idle and maximum speed. 

Verification: 

Place the power pack on a horizontal smooth trowelled concrete surface without hoses or tools deployed. 
Start the power pack and run the prime mover at idle speed and at maximum speed for at least 5 min. Record 
the movement of the power pack. Verify that the lateral movement is less than 300 mm. 
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4.1.2.4.8 The filling opening for fuel and/or hydraulic fluid shall be as such that spilling fuel and/or 
hydraulic fluid is avoidable during refilling when following manufacturer’s instructions. 

Verification: 

Conduct a visual inspection and a functional test. 
4.1.2.5 Manual PRTs 

4.1.2.5.1 Manual pumps shall be fitted with a tamper resistant pressure relief valve, pre-set by the 
manufacturer, to operate within ± 10 % of the nominal pressure. 

Verification: 

Connect a pressure gauge to the outlet[s] of the pump. Operate the pump and record the maximum pressure 
achieved. Continue pumping for a further 5 cycles of operation and record the maximum pressure achieved. 
4.1.2.5.2 Manual pumps shall be able to hold nominal pressure when activating of the manual pump is 
stopped. 

Verification: 

Connect a pressure gauge to the outlet[s] of the pump. Pressurize up to nominal pressure and hold for no 
less than 60s. After 60s the recorded pressure shall be within ± 10 % of the nominal pressure. 
4.1.2.5.3 The control valve of the manual pumps shall be: 

a) located on the manual pump itself; 

b) designed to be activated by the operator only; 

c) designed for operators wearing gloves (complying to EN 659:2003+A1:20081) during the operation. 

4.1.2.5.4 The force required to operate a manual PRT or manual pump by hand shall not exceed 350 N. 
The force required to operate a manual PRT or manual pump by foot shall not exceed 400 N. 

Verification: 

Attach a measuring instrument to the operating handle(s) or pedal. Apply a force to move the handle or 
pedal through its full range in all operating directions and record the required maximum force to achieve 
the nominal load. 
4.1.2.5.5 All pressure containing parts of manual PRTs shall withstand a pressure of 1,5 times the 
nominal pressure for no less than 60 s without any leakage. 

Verification: 

An operating force of 1,5 times the recorded operating force shall be applied to the handle for no less than 
60 s. Observe for defects such as leakage, visible permanent deformation or visible surface cracks Then 
conduct a functional test. 
4.1.2.5.6 The pump-handle of a manual PRT shall be designed so that entrapment is prevented. 

Verification: 

Perform a visual inspection. 
4.1.2.6 Hoses and hose assemblies 

4.1.2.6.1 Hoses and hose assemblies shall have a minimum resistance against abrasion, fluids and ozone 
as stated in EN 853:2015, EN 854:2015, EN ISO 3949:2020, EN 856:2015+AC:2019 and/or 
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