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Introduction

This draft standard is based on national and international discussions. Y our comments on this draft are invited and will assist in
the preparation of the consegquent standard.

For international standards, comments will be reviewed by the relevant UK national committee before sending the consensus
UK vote and comments to the international committee, which will then decide appropriate action. If the international standard is
approved, it is usual for the text to be published as a British Standard.

For national standards, comments will be reviewed by the relevant UK national committee and the resulting standards published

as a British Standard.

UK Vote

Please indicate whether you consider the UK should submit a negative (with supporting technical reasons) or positive vote on
this draft. Pleaseindicate if you are aware of any reason why this draft standard should not be published as a British Standard.

Submission of Comments
- Annotated drafts are not acceptable and will beregjected.

- All comments should be submitted online at https.//standar dsdevelopment.bsigroup.com/. You will need to register in

order to comment.

Template for comments and secr etariat observations

Date; xx/xx/20xx

Document: 1SO/DIS xxxx

lan alternative cannot be supported
as serious problems have been
lencountered in its use in the UK.

1 2 ©) 4 5 (6) 7
MB | Clause No./ Subclause Paragraph/ Type of Commend (justification Proposed change by the MB Secretariat observations on
No./Annex (e.g. 3.1) Figure/Table/Note comment for change) by the MB each comment submitted
31 Definition 1 ed Definition is ambiguous and needs |Amend to read '...so that the mains
clarifying. connector to which no connection...’
6.4 Paragraph 2 te The use of the UV photometer as  [Delete reference to UV photometer.
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Liquid petroleum products - Determination of ignition
delay and derived cetane number (DCN) of middle
distillate fuels by combustion in a constant volume

chamber
Produits pétroliers liquides - Détermination du délai Flissige Mineraldlerzeugnisse - Bestimmung des
d'inflammation et de l'indice de cétane dérivé (ICD) Ziindverzugs und der abgeleiteten Cetanzahl (ACZ) von
des distillats moyens par combustion dans une Kraftstoffen aus Mitteldestillaten in einer
chambre a volume constant Verbrennungskammer mit konstantem Volumen

This draft European Standard is submitted to CEN members for enquiry. It has been drawn up by the Technical Committee
CEN/TC 19.

If this draft becomes a European Standard, CEN members are bound to comply with the CEN/CENELEC Internal Regulations
which stipulate the conditions for giving this European Standard the status of a national standard without any alteration.

This draft European Standard was established by CEN in three official versions (English, French, German). A version in any other
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Management Centre has the same status as the official versions.

CEN members are the national standards bodies of Austria, Belgium, Bulgaria, Croatia, Cyprus, Czech Republic, Denmark, Estonia,
Finland, France, Germany, Greece, Hungary, Iceland, Ireland, Italy, Latvia, Lithuania, Luxembourg, Malta, Netherlands, Norway,
Poland, Portugal, Republic of North Macedonia, Romania, Serbia, Slovakia, Slovenia, Spain, Sweden, Switzerland, Turkey and
United Kingdom.

Recipients of this draft are invited to submit, with their comments, notification of any relevant patent rights of which they are
aware and to provide supporting documentation.

Warning : This document is not a European Standard. It is distributed for review and comments. It is subject to change without
notice and shall not be referred to as a European Standard.

. — |
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European foreword

This document (prEN 15195:2022) has been prepared by Technical Committee CEN/TC 19 “Gaseous and
liquid fuels, lubricants and related products of petroleum, synthetic and biological origin”, the secretariat
of which is held by NEN.

This document is currently submitted to the CEN Enquiry.

This document will supersede EN 15195:2014).

In comparison with the previous edition, the following technical changes have been made:

— the scope has been extended to paraffinic diesel from synthesis or hydrotreatment, in line with the
outcome of the interlaboratory study organized by CEN/TC 19 in 2013 [1];

— based on review of PT data from EI and NEG correlation schemes, the lower end of the ignition delay
range has been expanded up to 2,58 ms (76,8 DCN), where it used to be up to 2,8 ms (71 DCN);

— Introduction has been updated with historical information on the method development

— Annex D on equation outside the method scope range has been removed;
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Introduction

This document is derived from joint standardization work in the Energy Institute and ASTM
International. It has originally been based on IP 498/06 [2] published by the Energy Institute and
harmonized with the equivalent ASTM standard test method [3]

The described method is an alternative quantitative determination of the cetane number of middle
distillate fuels intended for use in compression ignition engines. Correlation studies between this method
and EN ISO 5165 have been done and the results of this are incorporated in this document.

The basis of this method is the derived cetane number correlation equation as given in Clause 12. The
equation that relates ignition delay to derived cetane number, originally developed in 1997 [6], was:
DCN =83,99(ID-1,512)(-0658) + 3 547. This equation was derived from a correlation test programme,
comprising ASTM National Exchange Group (NEG) check fuels, heptamethylnonane, cetane and in-house
check fuel. In 2005 the equation was re-evaluated by the EI and ASTM through the correlation of cetane
number data from the IP and the National Exchange Group (NEG) Diesel Fuel Engine Correlation Schemes
and ignition delay data on the same samples from the IP and NEG IQT Correlation Schemes collected over
anumber of years [7]. In 2006 another ASTM evaluation [8] led to the actual equation, which showed an
optimal fit over the range of the scope.

The on-going validation of the equation as in Formula (1) is monitored and evaluated through the existing
monthly American and European fuel exchange programs. The validation data will be reviewed by
CEN/TC 19 with a frequency of at least every two years. As a result of that review, CEN/TC 19 decides to,
if necessary, modify the existing equation/correlation or develop a new one. As part of that review, the
sample types will be examined, and if certain types are underrepresented, further steps may be taken to
evaluate how they perform.

For the moment the basics of one type of apparatus are described!. Once more correlation data on
different types of derived cetane number testing equipment is available, CEN/TC 19 will consider revising
this document.

1 The injection pump in the currently described apparatus is covered by a patent.
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1 Scope

This document specifies a test method for the quantitative determination of ignition delay of middle
distillate fuels intended for use in compression ignition engines. The method utilizes a constant volume
combustion chamber designed for operation by compression ignition, and employing direct injection of
fuel into compressed air that is controlled to a specified pressure and temperature. An equation is given
to calculate the derived cetane number (DCN) from the ignition delay measurement.

This document covers the ignition delay range from 2,58 ms to 6,34 ms (76,8 DCN to 33,9 DCN). The
combustion analyser can measure shorter or longer ignition delays, but precision is not known.

This document is applicable to diesel fuels, including those containing fatty acid methyl esters (FAME) up
to 30 % (V/V). The method is also applicable to middle distillate fuels of non-petroleum origin, oil-sands
based fuels, blends of fuel containing biodiesel material, diesel fuel oils containing cetane number
improver additives and low-sulfur diesel fuel oils. However, users applying this standard especially to
unconventional distillate fuels are warned that the relationship between derived cetane number and
combustion behaviour in real engines is not yet fully understood.

The test method is also applicable to the quantitative determination of the ignition characteristics of
FAME, especially the ignition delay. However the correlation data available were inconclusive about the
precision of the equation. So the determination of derived cetane number for FAME fuel, also known as
B100, has not been included in the precision determination as in Clause 12.

An interlaboratory study executed by CEN in 2013 [1] confirmed that this test method is also applicable
to paraffinic diesel from synthesis or hydrotreatment, containing up to a volume fraction of 7 % fatty acid
methyl ester (FAME) and that the precision by this test method is comparable to conventional fuels.

NOTE1 On 13 July 2021 ASTM International has granted usage of its national Diesel Exchange group program
data based on which the lower end of the ignition delay scope has been expanded from 2,8 ms up to 2,58 ms (from
71 DCN up to 76,8 DCN). The relevant subcommittee ASTM D02.01 has not endorsed this scope expansion and
therefor did not adopt the conclusions for its equivalent standard [3]. Supporting data have been filed at CEN/TC
19 Secretariat.

NOTE 2  For the purpose of this document, the expression “% (V/V)” is used to represent the volume fraction and
“% (m/m)” the mass fraction.

WARNING — The use of this standard may involve hazardous materials, operations and
equipment. This standard does not purport to address all of the safety problems associated with
its use. It is the responsibility of the user of this standard to establish appropriate safety and
health practices and determine the applicability of regulatory limitations prior to use.

2 Normative references
The following documents, in whole or in part, are normatively referenced in this document and are

indispensable for its application. For dated references, only the edition cited applies. For undated
references, the latest edition of the referenced document (including any amendments) applies.

EN ISO 3170, Petroleum liquids - Manual sampling (1SO 3170)
EN ISO 3171, Petroleum liquids - Automatic pipeline sampling (ISO 3171)
EN ISO 3696, Water for analytical laboratory use - Specification and test methods (1SO 3696)

EN ISO 5165:2020, Petroleum products - Determination of the ignition quality of diesel fuels - Cetane engine

method (SO 5165:2020

[SO 1998-2:1998, Petroleum industry — Terminology — Part 2: Properties and tests
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ISO 4010, Diesel engines — Calibrating nozzle, delay pintle type

IP 537, Determination of the purity of Derived Cetane Number reference materials — Gas
chromatography method

3 Terms and definitions

For the purposes of this document, the terms and definitions given in ISO 1998-2:1998 and the following
apply.

3.1

cetane number

CN

measure of the ignition performance of a diesel fuel in a standardized engine test on a scale defined by
reference fuels

Note 1 to entry: It is expressed as the percentage by volume of hexadecane (cetane) in a reference blend having
the same ignition delay as the fuel for analysis. The higher the cetane number, the shorter the ignition delay.

Note 2 to entry:  ISO 1998-2 expresses it as “number on a conventional scale, indicating the ignition quality of a
diesel fuel under standardized conditions”, but for this document the definition as given is chosen as with new
equipment on the market since 1998 the reference to an engine has become essential.

3.2

ignition delay

ID

period of time, in milliseconds, between the start of fuel injection and the start of combustion

Note 1 to entry:  In the context of this standard, this period is determined by movement and pressure sensors in
the instrument.

Note 2 to entry:  In the context of this standard, a significant and sustained increase in rate-of-change in pressure,
ensuring that combustion is in progress, identifies the start of the combustion

3.3

derived cetane number

DCN

number calculated by using an equation that correlates a combustion analyser's ignition delay to the
cetane number

3.4

accepted reference value

ARV

value agreed upon as a reference for comparison

Note 1 to entry:  The value is derived as (1) a theoretical or established value, based in scientific principles, (2) an
assigned value, based on experimental work of some national or international organization, or (3) a consensus value
based on collaborative experimental work under the auspices of a scientific or engineering group.

3.5
quality control sample

QC
stable and homogenous material(s) similar in nature to the materials under test, properly stored to
ensure integrity, and available in sufficient quantity for repeated long-term testing
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