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Introduction
This draft standard is based on national and international discussions. Y our comments on this draft are invited and will assist in
the preparation of the consegquent standard.

For international standards, comments will be reviewed by the relevant UK national committee before sending the consensus
UK vote and comments to the international committee, which will then decide appropriate action. If the international standard is
approved, it is usual for the text to be published as a British Standard.

For national standards, comments will be reviewed by the relevant UK national committee and the resulting standards published
as a British Standard.

UK Vote
Please indicate whether you consider the UK should submit a negative (with supporting technical reasons) or positive vote on
this draft. Pleaseindicate if you are aware of any reason why this draft standard should not be published as a British Standard.

Submission of Comments
Annotated drafts are not acceptable and will beregjected.

Template for comments and secr etariat observations

All comments should be submitted online at https.//standar dsdevelopment.bsigroup.com/. You will need to register in

order to comment.

Date; xx/xx/20xx

Document: 1SO/DIS xxxx

an alternative cannot be supported
as serious problems have been
lencountered in its use in the UK.

1 2 3 4 5 (6) 7
MB | Clause No./ Subclause| Paragraph/Figure/ Type of Commend (justification Proposed change by the MB Secretariat observations on
No./Annex (e.g. 3.1) Table/Note comment for change) by theMB each comment submitted
31 Definition 1 ed Definition is ambiguous and needs [JAmend to read '...so that the mains
clarifying. connector to which no connection...'
6.4 Paragraph 2 te The use of the UV photometer as  ||[Delete reference to UV photometer.
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THIS DOCUMENT IS A DRAFT CIRCULATED
FOR COMMENT AND APPROVAL. IT IS
THEREFORE SUBJECT TO CHANGE AND MAY
NOT BE REFERRED TO AS AN INTERNATIONAL
STANDARD UNTIL PUBLISHED AS SUCH.

IN ADDITION TO THEIR EVALUATION AS
BEING ACCEPTABLE FOR INDUSTRIAL,
TECHNOLOGICAL, COMMERCIAL AND
USER PURPOSES, DRAFT INTERNATIONAL
STANDARDS MAY ON OCCASION HAVE TO
BE CONSIDERED IN THE LIGHT OF THEIR
POTENTIAL TO BECOME STANDARDS TO
WHICH REFERENCE MAY BE MADE IN
NATIONAL REGULATIONS.

RECIPIENTS OF THIS DRAFT ARE INVITED
TO SUBMIT, WITH THEIR COMMENTS,
NOTIFICATION OF ANY RELEVANT PATENT
RIGHTS OF WHICH THEY ARE AWARE AND TO
PROVIDE SUPPORTING DOCUMENTATION.
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Foreword

ISO (the International Organization for Standardization) is a worldwide federation of national standards
bodies (ISO member bodies). The work of preparing International Standards is normally carried out
through ISO technical committees. Each member body interested in a subject for which a technical
committee has been established has the right to be represented on that committee. International
organizations, governmental and non-governmental, in liaison with ISO, also take part in the work.
ISO collaborates closely with the International Electrotechnical Commission (IEC) on all matters of
electrotechnical standardization.

The procedures used to develop this document and those intended for its further maintenance are
described in the ISO/IEC Directives, Part 1. In particular, the different approval criteria needed for the
different types of ISO documents should be noted. This document was drafted in accordance with the
editorial rules of the ISO/IEC Directives, Part 2 (see www.iso.org/directives).

Attention is drawn to the possibility that some of the elements of this document may be the subject of
patent rights. ISO shall not be held responsible for identifying any or all such patent rights. Details of
any patent rights identified during the development of the document will be in the Introduction and/or
on the ISO list of patent declarations received (see www.iso.org/patents).

Any trade name used in this document is information given for the convenience of users and does not
constitute an endorsement.

For an explanation of the voluntary nature of standards, the meaning of ISO specific terms and
expressions related to conformity assessment, as well as information about ISO's adherence to
the World Trade Organization (WTO) principles in the Technical Barriers to Trade (TBT) see
www.iso.org/iso/foreword.html.

This document was prepared by Technical Committee ISO/TC 23, Tractors and machinery for agriculture
and forestry, Subcommittee SC 6, Equipment for crop protection.

This third edition cancels and replaces the second edition (ISO 19932-2:2013), which has been
technically revised. The main changes compared to the previous edition are as follows.

— The scope has been changed to include sprayers with a nominal volume of more than 6 1 in order to
address sprayers in professional use only.

— The test methods have been aligned with the modified requirements of ISO 19932-1.
Alist of all parts in the ISO 19932 series can be found on the ISO website.

Any feedback or questions on this document should be directed to the user’s national standards body. A
complete listing of these bodies can be found at www.iso.org/members.html.
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Introduction

The application of plant protection products with knapsack sprayers should take into consideration
biological, economic, environmental and operator issues.

The aim of this document is to specify test methods for the verification of requirements for equipment
to ensure safe use and protect the environment.

Implementation of ISO 19932-1:20XX and I1SO 19932-2:20XX will achieve an appropriate level of operator
safety and avoid unnecessary dispersal of plant protection products into the environment.

This document is of relevance, in particular, for the following stakeholder groups representing the
market players with regard to machinery safety:

— machine manufacturers (small, medium and large enterprises);
— health and safety bodies (regulators, accident prevention organizations, market surveillance, etc.)

Others can be affected by the level of machinery safety achieved with the means of the document by the
above-mentioned stakeholder groups:

— machine users/employers (small, medium and large enterprises);

— machine users/employees (e.g. trade unions, organizations for people with special needs);
— service providers, e.g. for maintenance (small, medium and large enterprises);

— consumers (in case of machinery intended for use by consumers).

The above-mentioned stakeholder groups have been given the possibility to participate at the drafting
process of this document.
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Equipment for crop protection — Knapsack sprayers —

Part 2:
Test methods

1 Scope

This document specifies particular test methods for the verification of requirements of [ISO 19932-1:20XX
for knapsack sprayers carried on the back or shoulder of the operator for use with plant protection
products.

It is applicable to lever-operated knapsack sprayers, knapsack compression sprayers and knapsack
sprayers driven by an engine or electric motor using hydraulic pressure atomization of the spray liquid
intended to be used primarily in agriculture, forestry and horticulture with a nominal volume of more
than 6,0 1.

It does not apply to knapsack combustion engine-driven air-blast sprayers covered by ISO 28139.

To give presumption of conformity with the Essential Requirements of EU Directive 2006/42/EC, this
document shall only be applied in conjunction with ISO 19932-1:20XX.

2 Normative references

The following documents are referred to in the text in such a way that some or all of their content
constitutes requirements of this document.

[SO 5681:2020, Equipment for crop protection — Vocabulary

ISO 19932-1:XXXX,YEquipment for crop protection — Knapsack sprayers — Part 1: Safety and
environmental requirements

3 Terms and definitions

For the purposes of this document, the terms and definitions given in ISO 5681:2020 and
ISO 19932-1:20XX apply.

ISO and IEC maintain terminological databases for use in standardization at the following addresses:

— ISO Online browsing platform: available at https://www.iso.org/obp

— IEC Electropedia: available at https://www.electropedia.org/

4 Testliquids and equipment
4.1 Water, clean and free from solids.

4.2 Preconditioning device, allowing holding of the sprayer and the operation of the lever-operated
knapsack sprayer pump lever continuously. The stroke and frequency shall be adjustable. An example is
given in Annex A.

1) Under revision Documents
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4.3 Shut-off device test equipment, consisting of a frame to fix the hand-held part of the shut-off
device and a unit for moving the shut-off device control, e.g. valve lever, to open it periodically with an
induced flow at the prescribed rate and pressure. The stroke shall be adjustable. An example is given in
Annex B.

4.4 Strap test device, capable of dropping the sprayer, vertically guided, onto each strap from a
height of 200 mm using a horizontal restraining bar that is 75 mm in diameter. The device is to be
capable of testing sprayers with one or two upper and/or lower fixing points. An example is given in
Annex C. Other devices with equivalent performance can be used.

WARNING — This test device presents an element of risk when the test is underway. All
personnel shall either be kept out of the test area or otherwise protected from hazards such as
parts displaced from the sprayer on test.

4.5 Drop test device, to drop the upright sprayer, vertically guided, from a height of (600 * 20) mm
onto a flat level surface, 800 mm x 800 mm x 50 mm in height, made of high-density polythene (HDPE)
or hard wood placed on a flat level floor. The device shall not affect the impact force of the dropped
sprayer. An example is given in Annex D. Other devices with equivalent performance can be used.

4.6 Filling device, by which the volume and flow of water or test liquid can be controlled and
adjusted. An example is given in Annex E. Other devices with equivalent performance can be used.

4.7 Weighing devices, with the ability to weigh up to:
a) 50 kg with a maximum error of +10 g;

b) 2 kg with a maximum error of +0,1 g.
4.8 Measuring cylinder, for measuring volumes of up to 1 1 with a maximum error of +10 ml.
4.9 Timer (stop watch), with a maximum error of 0,5 s for measuring periods up to 5 min.

4.10 Pressure supply device, to place the sprayer under pressure using air or water. The pressure
shall be adjustable up to 15 bar with a maximum error of +5 % of the measured value, except when
measuring engine-driven sprayers when it shall be adjustable up to 50 bar with a maximum error
of £5 % of the measured value.

4.11 Pressure gauges, to measure the pressure with a maximum error of 5 %.
4.12 Polythene bags, the size of which shall be at least 30 cm x 40 cm.

4.13 Polythene sheets, the size of which shall be atleast 2 m x 1 m.

5 General

5.1 Test conditions

The tests shall be performed with one new specimen of the sprayer type at an air temperature of 10 °C
to 30 °C and relative air humidity of at least 30 %, with no influence of wind or sunlight.

5.2 Sprayer

Assemble the knapsack sprayer in accordance with the instruction handbook. Inspect for tightness of
the filling cap, gland nut and other operator-controlled couplings. Weigh the complete empty sprayer
using a weighing device according to 4.7 a) and record the mass in kilograms. Documents
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