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Introduction
This draft standard is based on national and international discussions. Y our comments on this draft are invited and will assist in
the preparation of the consegquent standard.

For international standards, comments will be reviewed by the relevant UK national committee before sending the consensus
UK vote and comments to the international committee, which will then decide appropriate action. If the international standard is
approved, it is usual for the text to be published as a British Standard.

For national standards, comments will be reviewed by the relevant UK national committee and the resulting standards published
as a British Standard.

UK Vote
Please indicate whether you consider the UK should submit a negative (with supporting technical reasons) or positive vote on
this draft. Pleaseindicate if you are aware of any reason why this draft standard should not be published as a British Standard.

Submission of Comments
Annotated drafts are not acceptable and will beregjected.

Template for comments and secr etariat observations

All comments should be submitted online at https.//standar dsdevelopment.bsigroup.com/. You will need to register in

order to comment.

Date; xx/xx/20xx

Document: 1SO/DIS xxxx

an alternative cannot be supported
as serious problems have been
lencountered in its use in the UK.

1 2 3 4 5 (6) 7
MB | Clause No./ Subclause| Paragraph/Figure/ Type of Commend (justification Proposed change by the MB Secretariat observations on
No./Annex (e.g. 3.1) Table/Note comment for change) by theMB each comment submitted
31 Definition 1 ed Definition is ambiguous and needs [JAmend to read '...so that the mains
clarifying. connector to which no connection...'
6.4 Paragraph 2 te The use of the UV photometer as  ||[Delete reference to UV photometer.
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Foreword

ISO (the International Organization for Standardization) is a worldwide federation of national standards
bodies (ISO member bodies). The work of preparing International Standards is normally carried out
through ISO technical committees. Each member body interested in a subject for which a technical
committee has been established has the right to be represented on that committee. International
organizations, governmental and non-governmental, in liaison with ISO, also take part in the work.
ISO collaborates closely with the International Electrotechnical Commission (IEC) on all matters of
electrotechnical standardization.

The procedures used to develop this document and those intended for its further maintenance are
described in the ISO/IEC Directives, Part 1. In particular, the different approval criteria needed for the
different types of ISO documents should be noted. This document was drafted in accordance with the
editorial rules of the ISO/IEC Directives, Part 2 (see www.iso.org/directives).

Attention is drawn to the possibility that some of the elements of this document may be the subject of
patent rights. ISO shall not be held responsible for identifying any or all such patent rights. Details of
any patent rights identified during the development of the document will be in the Introduction and/or
on the ISO list of patent declarations received (see www.iso.org/patents).

Any trade name used in this document is information given for the convenience of users and does not
constitute an endorsement.

For an explanation of the voluntary nature of standards, the meaning of ISO specific terms and
expressions related to conformity assessment, as well as information about ISO's adherence to
the World Trade Organization (WTO) principles in the Technical Barriers to Trade (TBT) see
www.iso.org/iso/foreword.html.

This document was prepared by Technical Committee ISO/TC 39, Machine tools, Subcommittee SC 4,
Woodworking machines, in collaboration with the European Committee for Standardization (CEN)
Technical Committee CEN/TC 142, Woodworking machines - Safety, in accordance with the Agreement
on technical cooperation between ISO and CEN (Vienna Agreement).

This second edition cancels and replaces the first edition (ISO 19085-15:2021), which has been
technically revised. The main changes compared to the previous edition are as follows:

— the Scope now specifies that machines are intended for continuous production use;

— the list of significant hazards has been moved to new Annex A;

— the structure has been simplified and modified, in particular in 5.6;

— Subclause 6.2 has been updated and the noise test code has been moved to Annex F.

Any feedback or questions on this document should be directed to the user’s national standards body. A
complete listing of these bodies can be found at www.iso.org/members.html.

Alist of all parts in the [SO 19085 series can be found on the ISO website.

Documents

Document SharingVHub
© IS0 2022 - All rights reserved

Full document details: 22/30456535 DC


https://www.iso.org/directives-and-policies.html
https://www.iso.org/iso-standards-and-patents.html
https://www.iso.org/foreword-supplementary-information.html
https://www.iso.org/members.html
https://doi.org/10.3403/BSENISO19085?&urlappend=%26utm_campaign=pdfdoi%26utm_source=pdfdoi%26utm_medium=pdf
http://www.avadocuments.com/doc/22-30456535-dc
http://www.avadocuments.com/doc/22-30456535-dc

ISO/DIS 19085-15:2022(E)

Introduction

The series of International Standards provides technical safety requirements for the
design and construction of woodworking machinery. It concerns designers, manufacturers, suppliers
and importers of the machines specified in the Scope. It also includes a list of informative items to be
provided the user by the manufacturer.

This document is a type-C standard as stated in ISO 12100.

This document is of relevance, in particular, for the following stakeholder groups representing the
market players with regard to machinery safety:

— machine manufacturers (small, medium and large enterprises);
— health and safety bodies (regulators, accident prevention organisations, market surveillance etc.)

Others can be affected by the level of machinery safety achieved with the means of the document by the
above-mentioned stakeholder groups:

— machine users/employers (small, medium and large enterprises);

— machine users/employees (e.g. trade unions, organizations for people with special needs);
— service providers, e. g. for maintenance (small, medium and large enterprises);

— consumers (in case of machinery intended for use by consumers).

The above-mentioned stakeholder groups have been given the possibility to participate at the drafting
process of this document.

The machinery concerned and the extent to which hazards, hazardous situations or hazardous events
are covered are indicated in the Scope of this document.

When requirements of this type-C standard are different from those which are stated in type-A or
type-B standards, the requirements of this type-C standard take precedence over the requirements of
the other standards for machines that have been designed and built according to the requirements of
this type-C standard.

The full set of requirements for a particular type of woodworking machine are those given in the part
of [SO 19085 applicable to that type, together with the relevant requirements from [SO 19085-1] to the

extent specified in the Scope of the applicable part of [SO 19085,

As far as possible, the safety requirements of parts of the [SO 19083 series refer to the relevant
subclauses of [SO 19085-1|. Each part contains replacements and additions to the common requirements

given in [SO 19085-1]

Clauses 1 to 3 are specific to each part and, therefore, replace ISO/FDIS 19085-1:2021, Clauses 1 to 3.

For Clauses 4 to 7 and the annexes, ISO/FDIS 19085-1:2020, Clauses 4 to 7 and Annexes, each subclause
can be:

— confirmed as a whole;

— confirmed with additions;

— excluded in total; or

— replaced with specific text.

This is indicated by one of the following possible statements:

“ISO 19085-1:2021, [subclause/Annex], applies”;
Documents
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— “ISO 19085-1:2021, [subclause/Annex], applies with the following additions.” or “ISO 19085-1:2021,
[subclause/Annex],applies with the followingadditions, subdivided into further specificsubclauses.”;

“ISO 19085-1:2021, [subclause/Annex]|, does not apply.”;

— “ISO 19085-1:2021, [subclause/Annex], is replaced by the following text.” or “ISO 19085-1:2021,
[subclause/Annex], is replaced by the following text, subdivided into further specific subclauses.”.

Other subclauses and annexes specific to this document are indicated by the introductory sentence:
“Subclause/Annex specific to this document.”.
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DRAFT INTERNATIONAL STANDARD

ISO/DIS 19085-15:2022(E)

Woodworking machines — Safety —

Part 15:
Presses

1

This document gives the safety requirements and measures for stationary:

Scope

cold presses;

hot presses;

bending presses;
edge/face gluing presses;
membrane presses;

embossing presses;

where the pressing force is applied by hydraulic actuators pushing two flat or shaped surfaces against
each other, capable of continuous production use, hereinafter referred to as "machines".

It deals with all significant hazards, hazardous situations and events as listed in Annex A, relevant to
machines, when operated, adjusted and maintained as intended and under the conditions foreseen by
the manufacturer, including reasonably foreseeable misuse. Also, transport, assembly, dismantling,
disabling and scrapping phases are taken into account.

It is also applicable to machines fitted with one or more of the following devices/additional working
units, whose hazards have been dealt with:

a)
b)
c)
d)
€)
f)
g)
h)

The machines are designed to process workpieces consisting of:

1y

2) materials with similar characteristics to wood (see [SO 19085 1:2021, 3.2);

3)

device for hot gluing;

device for high-frequency gluing;

device for high-frequency shaping;

automatic workpiece loading and unloading system;
intermediate additional platens;

workpiece extractor;

workpiece clamping pressure beam;

split moveable platens.

solid wood;

honeycomb board.

© IS0 2022 - All rights reserved
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This document does not deal with any hazards related to:

— specific devices that differ from the list above;

— hot fluid heating systems internal to the machine other than electrical;
— any hot fluid heating systems external to the machine;

— operation of taking intermediate platens out and in again;

— the combination of a single machine being used with any other machine (as part of a line).
[t is not applicable to:

— frame presses;

— membrane presses where the pressing force is applied by vacuum only;
— presses for producing chipboard, fibreboard, OSB;

— machines intended for use in potentially explosive atmosphere;

— machines manufactured before the date of its publication as an international standard.

2 Normative references

The following documents are referred to in the text in such a way that some or all of their content
constitutes requirements of this document. For dated references, only the edition cited applies. For
undated references, the latest edition of the referenced document (including any amendments) applies.

IS0 12100:2010, Safety of machinery — General principles for design — Risk assessment and risk reduction

ISO 13849-1:2015, Safety of machinery — Safety-related parts of control systems — Part 1: General
principles for design

ISO 19085-1:2021, Woodworking machines — Safety — Part 1: Common requirements
IEC 60204-1:2016, Safety of machinery — Electrical equipment of machines — Part 1: General requirements

IEC 61310-1:2007, Safety of machinery — Indication, marking and actuation — Part 1: Requirements for
visual, acoustic and tactile signals

IEC 61800-5-2:2016, Adjustable speed electrical power drive systems — Part 5-2: Safety requirements —
Functional

ISO 7010:2019, Graphical symbols — Safety colours and safety signs — Registered safety signs

EN 12198-1:2000+A1:2008, Safety of machinery — Assessment and reduction of risks arising from
radiation emitted by machinery — Part 1: General principles

3 Terms and definitions

For the purposes of this document, the terms and definitions given in [SO 12100:2010, ISO 13849-1:2015,
[SO 19085-1:2021, and the following apply.

ISO and IEC maintain terminological databases for use in standardization at the following addresses:

— ISO Online browsing platform: available at https://www.iso.org/obp

— IEC Electropedia: available at https://www.electropedia.org/
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3.1

cold press

machine used to laminate and/or join together flat panels, in which the pressing force is applied by
hydraulic actuators pushing two cold flat platens against each other

Note 1 to entry: The moveable platen can be the top or the bottom one or both. Examples of different machine
designs are illustrated in Figures 1 and 2 (safeguarding devices are not fully illustrated).

Note 2 to entry: The following devices can be provided:
— automatic panel loading and unloading;
— split moveable platens (see Figure 14).

3.2

hot press

machine used to laminate and/or join together flat panels, in which the pressing force is applied by
hydraulic actuators pushing two hot flat platens against each other

Note 1 to entry: The moveable platen can be the top or the bottom one or both. Examples of different machine
designs are illustrated in Figures 1 and 2 (safeguarding devices are not fully illustrated).

Note 2 to entry: The following devices can be provided:
— automatic panel loading and unloading;
— intermediate additional platens (see Figure 3).

Note 3 to entry: Platens heating systems can be by electrical resistance or hot fluid (e.g. diathermic oil, water).
Fluid heating system can be internal to the machine or external.

3.3

bending press

machine with manual loading and/or unloading used to assembly and/or shape flat panels, in which the
pressing force is applied by hydraulic actuators pushing two shaped surfaces against each other, and
hot gluing process is by hot dies or high-frequency system

Note 1 to entry: An example of a bending press is illustrated in Figure 4 (safeguarding devices are not fully
illustrated).
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Figure 1 — Example of cold or hot press with bottom actuators

Figure 2 — Example of cold or hot press with top actuators

Documents

Document Sharing Hub
4 © IS0 2022 - All rights reserved

Full document details: 22/30456535 DC


http://www.avadocuments.com/doc/22-30456535-dc
http://www.avadocuments.com/doc/22-30456535-dc

ISO/DIS 19085-15:2022(E)

\/

Figure 3 — Example of hot press with intermediate platens

Figure 4 — Example of a bending press with top actuators
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