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Introduction
This draft standard is based on national and international discussions. Y our comments on this draft are invited and will assist in
the preparation of the consegquent standard.

For international standards, comments will be reviewed by the relevant UK national committee before sending the consensus
UK vote and comments to the international committee, which will then decide appropriate action. If the international standard is
approved, it is usual for the text to be published as a British Standard.

For national standards, comments will be reviewed by the relevant UK national committee and the resulting standards published
as a British Standard.

UK Vote
Please indicate whether you consider the UK should submit a negative (with supporting technical reasons) or positive vote on
this draft. Pleaseindicate if you are aware of any reason why this draft standard should not be published as a British Standard.

Submission of Comments
Annotated drafts are not acceptable and will beregjected.

Template for comments and secr etariat observations

All comments should be submitted online at https.//standar dsdevelopment.bsigroup.com/. You will need to register in

order to comment.

Date; xx/xx/20xx

Document: 1SO/DIS xxxx

an alternative cannot be supported
as serious problems have been
lencountered in its use in the UK.

1 2 3) 4 5 (6) 7
MB | Clause No./ Subclause| Paragraph/Figure/ Type of Commend (justification Proposed change by the MB Secretariat observations on
No./Annex (e.g. 3.1) Table/Note comment for change) by theMB each comment submitted
31 Definition 1 ed Definition is ambiguous and needs [JAmend to read '...so that the mains
clarifying. connector to which no connection...'
6.4 Paragraph 2 te The use of the UV photometer as  [|[Delete reference to UV photometer.
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Foreword

ISO (the International Organization for Standardization) is a worldwide federation of national standards
bodies (ISO member bodies). The work of preparing International Standards is normally carried out
through ISO technical committees. Each member body interested in a subject for which a technical
committee has been established has the right to be represented on that committee. International
organizations, governmental and non-governmental, in liaison with ISO, also take part in the work.
ISO collaborates closely with the International Electrotechnical Commission (IEC) on all matters of
electrotechnical standardization.

The procedures used to develop this document and those intended for its further maintenance are
described in the ISO/IEC Directives, Part 1. In particular the different approval criteria needed for the
different types of ISO documents should be noted. This document was drafted in accordance with the
editorial rules of the ISO/IEC Directives, Part 2 (see www.iso.org/directives).

Attention is drawn to the possibility that some of the elements of this document may be the subject of
patent rights. ISO shall not be held responsible for identifying any or all such patent rights. Details of
any patent rights identified during the development of the document will be in the Introduction and/or
on the ISO list of patent declarations received (see www.iso.org/patents).

Any trade name used in this document is information given for the convenience of users and does not
constitute an endorsement.

For an explanation on the voluntary nature of standards, the meaning of ISO specific terms and
expressions related to conformity assessment, as well as information about ISO's adherence to the
World Trade Organization (WTO) principles in the Technical Barriers to Trade (TBT) see the following
URL: www.iso.org/iso/foreword.html.

This document was prepared by ISO/TC 261, Additive manufacturing, in cooperation with ASTM F42,
Additive Manufacturing Technologies, on the basis of a partnership agreement between ISO and ASTM
International with the aim to create a common set of ISO/ASTM standards on additive manufacturing.
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Additive manufacturing — Design — Requirements,
guidelines and recommendations

1 Scope

This document gives requirements, guidelines and recommendations for using additive manufacturing
(AM) in product design.

It is applicable during the design of all types of products, devices, systems, components or parts that
are fabricated by any type of AM system. This document helps determine which design considerations
can be utilized in a design project or to take advantage of the capabilities of an AM process.

General guidance and identification of issues are supported, but specific design solutions and process-
specific or material-specific data are not supported.

The intended audience comprises three types of users:
— designers who are designing products to be fabricated in an AM system and their managers;
— students who are learning mechanical design and computer-aided design;

— developers of AM design guidelines and design guidance systems.

2 Normative references

There are no normative references in this document.

3 Terms and definitions

For the purposes of this document, the terms and definitions given in [SO/ASTM 52900 apply.

[SO and IEC maintain terminological databases for use in standardization at the following addresses:

— ISO Online browsing platform: available at https://www.iso.org/obp

— IEC Electropedia: available at https://www.electropedia.org/

4 Purpose

4.1 This document provides requirements, guidelines and recommendations for designing parts
and products to be produced by AM processes. Conditions of the part or product that favour AM
are highlighted. Similarly, conditions that favour conventional manufacturing processes are also
highlighted. The main elements include the following:

— the opportunities and design freedoms that AM offers designers (Clause 5);

— the issues that designers should consider when designing parts for AM, which comprises the main
content of these guidelines (Clause 6);

— warnings to designers, or “red flag” issues, that indicate situations that often lead to problems in
many AM systems (Clause 7).

4.2 The overall strategy of design for AM is illustrated in Figure 1. It is a representative process for

designing mechanical parts for structural applications, where cost is the primary PrggiQamigants
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The designer could replace cost with quality, delivery time, or other decision criterion, if applicable. In
addition to technical considerations related to functional, mechanical or process characteristics, the
designer should also consider risks associated with the selection of AM processes.

4.3 The process for identifying general potential for fabrication by AM is illustrated in Figure 2. This is
an expansion of the “identification of general AM potential” box on the left side of Figure 1. As illustrated,
the main decision criteria focus on material availability, whether or not the part fits within a machine’s
build volume, and the identification of at least one part characteristic (customization, lightweighting,
complex geometry) for which AM is particularly well suited. These criteria are representative of many
mechanical engineering applications for technical parts, but are not meant to be complete.

4.4 An expansion for the “AM process selection” box in Figure 1 is presented in Figure 3, illustrating
that the choice of material is critical in identifying a suitable process or processes. If a suitable
material and process combination can be identified, then consideration of other design requirements
can proceed, including surface considerations and geometry, static physical and dynamic physical
properties, among others. These figures are meant to be illustrative of typical practice for many types
of mechanical parts, but should not be interpreted as prescribing necessary practice.
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Figure 1 — Overall strategy for design for AM
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