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210 INTERNATIONAL ELECTROTECHNICAL COMMISSION

211

212

213 LOW-VOLTAGE SWITCHGEAR AND CONTROLGEAR -

214

215 Product data and properties for information exchange

216

217

218

219 FOREWORD

220 1) The International Electrotechnical Commission (IEC) is a worldwide organization for standardization comprising
221 all national electrotechnical committees (IEC National Committees). The object of IEC is to promote
222 international co-operation on all questions concerning standardization in the electrical and electronic fields. To
223 this end and in addition to other activities, IEC publishes International Standards, Technical Specifications,
224 Technical Reports, Publicly Available Specifications (PAS) and Guides (hereafter referred to as “IEC
225 Publication(s)”). Their preparation is entrusted to technical committees; any IEC National Committee interested
226 in the subject dealt with may participate in this preparatory work. International, governmental and non-
227 governmental organizations liaising with the IEC also participate in this preparation. IEC collaborates closely
228 with the International Organization for Standardization (ISO) in accordance with conditions determined by
229 agreement between the two organizations.

230 2) The formal decisions or agreements of IEC on technical matters express, as nearly as possible, an international
231 consensus of opinion on the relevant subjects since each technical committee has representation from all
232 interested IEC National Committees.

233 3) IEC Publications have the form of recommendations for international use and are accepted by IEC National
234 Committees in that sense. While all reasonable efforts are made to ensure that the technical content of IEC
235 Publications is accurate, IEC cannot be held responsible for the way in which they are used or for any
236 misinterpretation by any end user.

237 4) In order to promote international uniformity, IEC National Committees undertake to apply IEC Publications
238 transparently to the maximum extent possible in their national and regional publications. Any divergence
239 between any IEC Publication and the corresponding national or regional publication shall be clearly indicated in
240 the latter.

241 5) IEC itself does not provide any attestation of conformity. Independent certification bodies provide conformity
242 assessment services and, in some areas, access to IEC marks of conformity. IEC is not responsible for any
243 services carried out by independent certification bodies.

244 6) All users should ensure that they have the latest edition of this publication.

245 7) No liability shall attach to IEC or its directors, employees, servants or agents including individual experts and

246 members of its technical committees and IEC National Committees for any personal injury, property damage or
247 other damage of any nature whatsoever, whether direct or indirect, or for costs (including legal fees) and
248 expenses arising out of the publication, use of, or reliance upon, this IEC Publication or any other IEC
249 Publications.

250 8) Attention is drawn to the Normative references cited in this publication. Use of the referenced publications is
251 indispensable for the correct application of this publication.

252 9) Attention is drawn to the possibility that some of the elements of this IEC Publication may be the subject of
253 patent rights. IEC shall not be held responsible for identifying any or all such patent rights.

254 International Standard IEC 62683 has been prepared by subcommittee 121: Switchgear and
255  controlgear and their assemblies for low voltage.

256  This second edition cancels and replaces the first edition published in March 2017. This
257 edition constitutes a technical revision.

258 This edition includes the following significant technical changes with respect to the previous
259  edition for reflecting the content of the IEC CDD 62683DB which has been updated with the
260 change requests C00073, C00074, C00081, C00087, C00089, C00098, C00100, C00107 and
261 C00111:

262 a) New device class descriptions: ACC304, ACC305, ACC417, ACCS503, ACC504, ACC505,
263 ACC512, ACC516, ACC536, ACC537, ACC538, ACC540, ACC541, ACC542, ACC543,
264 ACC544, ACC545, ACC546, ACC547, ACC548

265 b) New associated properties
266 c¢) Slight modifications of some properties from Ed 1
267  The text of this standard is based on the following documents: Documents
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FDIS Report on voting
121/xx/FDIS 121/xx/RVD

268
269 Full information on the voting for the approval of this standard can be found in the report on
270  voting indicated in the above table.

271 This publication has been drafted in accordance with the ISO/IEC Directives, Part 2.

272  The committee has decided that the contents of this publication will remain unchanged until
273  the stability date indicated on the IEC web site under "http://webstore.iec.ch” in the data
274 related to the specific publication. At this date, the publication will be

275 e reconfirmed,

276 e withdrawn,

277 e replaced by a revised edition, or
278 e amended.
279

280 The National Committees are requested to note that for this publication the stability date
281 is 20XX.

282 THIS TEXT IS INCLUDED FOR THE INFORMATION OF THE NATIONAL COMMITTEES AND WILL BE DELETED
283 AT THE PUBLICATION STAGE.

284
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285 INTRODUCTION

286 Mainly large customers and wholesalers are requesting standardized product descriptions and
287 product properties to product manufacturers. However, all stakeholders can benefit from this
288  standardised presentation and data exchange.

289 Multiple associations or groups of actors launched different initiatives to try to respond to this
290 demand but, due to the lack of standardisation of classes and properties, the situation is not
291 satisfactory neither for customers nor for manufacturers.

292 In order to keep the lead of product description, IEC proposes a consistent solution within its
293 product standards.

294  The purpose of this International Standard is to:

295 e define device classes and properties for low-voltage switchgear and controlgear in a
296 dedicated standard,

297 e provide a basis of the low-voltage switchgear and controlgear classes and properties
298 introduced into the IEC 61360 database maintained by [IEC/SC3D (see
299 http://std.iec.ch/iec61360).

300 This standard is not intended to establish a hierarchy of product classes called classification.

301 The intended benefits of this standard are to:

302 e reduce the costs, time and efforts of mapping data for each customer request;

303 e optimize the workflow of B2B exchanges;

304 e minimize duplication of articles in customer inventories and in databases;

305 e minimize losses and misinterpretation of data during exchanges;

306 e facilitate the selection of a product, especially regarding reliability and safety;

307 e give access to product data everywhere regardless of country, language and culture;
308 e provide product data related to environmental aspects such as material declaration;

309 e contribute to the fast growth of the e-business by simplifying the development of

310 e e-Catalogue allowing the differentiation of products performances, certificates, eftc;
311 e e-Commerce : use of electronic networks to exchange information, products,
312 services and payments for commercial and communication purposes between
313 individuals (consumers) and businesses, between businesses themselves.

314  The output of this standard consists of:

315 e reference dictionary of low-voltage switchgear and controlgear using existing terms from

316 IEC standards. However, terminology used in e-business may be relevant for the purpose
317 of naming classes in this standard to get a high level of acceptance;

318 e properties for e-commerce purposes, conformity of properties with product standards
319 being the main goal of this document.

320 NOTE The classes "under consideration" are for information only and are intended to be completed during the next
321 maintenance cycle.

322  The description of low-voltage switchgear and controlgear within the |IEC 61360 database
323  needs to address the following technical aspect:

324 e |EC 61360 requires mandatory attributes. The complete sets of attributes for low-
325 voltage switchgear and controlgear are available in the IEC 62683DB domain at
326 https://cdd.iec.ch/cdd/iec62683/iec62683.nsf/TreeFrameset?OpenFrameSet. Within
327 the present document, only the most useful attributes are presented;

328 e The switchgear and controlgear data models are implemented in the IEC 62683DB
329 domain of the IEC Component Data Dictionary (CDD), by creating dictionaries of
330 blocks, classes and properties.
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331 LOW-VOLTAGE SWITCHGEAR AND CONTROLGEAR -
332
333 Product data and properties for information exchange
334
335
336

337 1 Scope

338  This document establishes the reference dictionary of the general description of low-voltage
339  switchgear and controlgear classes based on defined properties.

340 This dictionary is used to facilitate the exchange in electronic format of data describing low-
341 voltage switchgear and controlgear and their accessories.

342  This document provides clear and unambiguous definitions of a limited number of properties
343 and classes which are mainly used for presentation, selection and identification of products
344 particularly in electronic catalogues.

345 Each property has an unambiguously defined meaning and naming, and where relevant, a
346  defined value list, a defined format and a defined unit.

347  The intention is not to cover manufacturer specific features.
348
349 2 Normative references

350 The following referenced documents are indispensable for the application of this document.
351 For dated references, only the edition cited applies. For undated references, the latest edition
352  of the referenced document (including any amendments) applies.

353 IEC 60947-1, Low-voltage switchgear and controlgear - Part 1: General rules

354 IEC 61360-1, Standard data element types with associated classification scheme for electric
355  items - Part 1: Definitions - Principles and methods

356
357 3 Terms and definitions

358 For the purposes of this document, the terms and definitions of IEC 60947-1, as well as the
359 following terms and definitions apply.

360 3.1
361 attribute
362 data element for description of a property, a relation or a device class

363 EXAMPLE The name of a property, the code of a class, the measure unit of a property

364 3.2
365  block (of properties)
366 collection of properties describing one common aspect of the device class

367 Note 1 to entry: A block is a feature class in the sense of IEC 61360-1 and ISO 13584-42.
368 EXAMPLE Diagnostic functions, control circuit.
369 3.3

370  cardinality
371 pattern defining the number of times a concept reoccurs within a description

372 Note 1 to entry: Cardinality allows a block of properties contained in a list of properties to be used more than
373 once for a particular transaction in order to describe, for example, a device with several different outputs or more
374 than one process cases.

375 Note 2 to entry: Cardinality is defined by IEC 61987-10.
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376 3.4
377  device
378 material element or assembly of such elements intended to perform a required function

379 Note 1 to entry: In this standard, a device corresponds to a low voltage switchgear and controlgear.

380 [SOURCE: IEC 60050-151, 151-11-20]

381 3.5
382 device class
383 set of properties which gives a description of a device

384 3.6

385 polymorphism

386 pattern that allows substitution of a single concept in the same context by a different more
387  specific (specialized) concept

388 Note 1 to entry: A specialised polymorphic block of properties can replace a more generic one in the same

389 context. A polymorphic operator (control property) can act in selecting between of various specialisations.
390 Note 2 to entry: Polymorphism is defined by IEC 61987-10.
391 3.7

392 property

393 defined parameter suitable for the description and differentiation of device class specific
394 characteristic describing an aspect of device class

395

396 4 General

397  The attributes shall follow IEC 61360-1.

398 Based on IEC 61360-1 data model, the structured data called cardinality and polymorphism
399 may be used.

400
401 5 Properties

402 5.1 Criteria for naming properties

403 In order to maintain consistency and clarity in the naming of properties, terms from product
404  standards shall be used when they are available.

405 Synonymous names may be associated with the property name when well established terms
406 are used on the market.

407 5.2 Attributes of a property

408 The following attributes of a property are considered in this document: identifier, preferred
409 name, definition, source document, data type, unit of measure, value format, value list.

410 6 Block of properties

411 A property within a block shall describe one common aspect covered by the definition of this
412  block.

413  The list of blocks of properties is defined in Table 1.

414 Table 1 - Library of blocks used in the device classes of low-voltage switchgear
415
Block name Definition Source Class ID
Identification informatio_n necessary for unambiguous identification ACCO11
of the device
General technical data general technical aspects of the device ACCO012
ocuments
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Block name Definition Source Class ID
Diagnostic functions ability _to analyse a situation correspond_mg to a ACCO13
predefined set of parameters of the device
Main circuit (of a all the conductive parts of a switching device included IEC,GOOSO'
o . ; e = P ; 441: 1984, ACCO014
switching device) in the circuit which it is designed to close or open
441-15-02
Input / Output circuit circuit of the device used to receive or to send signals ACCO15
or data
Control and auxiliar all the conductive parts of the device which are
circuits y intended to be included in a circuit other than the main ACCO016
circuit
R part which contains and support the actuator or
dHea_d of the control circuit contains the lens of an indicator light, fixed on an ACCO017
evice )
enclosure or on the body of the device
Light block of the control part which contains and support the lamp, fixed on an
. . ; ACCO018
circuit device enclosure or on the body of the device
Equipment of control set of control devices and indicators mounted on a
. h ACCO019
station control station
Emitting source of radiation source which provides the beam operating
S . Lo . ACCO020
proximity switch the proximity switch
short-circuit conditions, stated by the manufacturer,
Short-circuit which the device can make, withstand or break ACCO040
satisfactorily
release which causes a mechanical switching device 2.4.25 of IEC
Over-current release to open when the current in the release exceeds a 60947-1: 2007, | ACCO041
predetermined value modified
Communication interfaces communication fgnctlons for the transfer of information ACCO50
between the device and the system
Ir?stalla_tlon, mounting and physical information of the device for installation ACCO066
dimensions y
terminals, screws or other parts, used for the electrical
Connection facilities connection of conductors of external circuits of the ACCO068
device
Product certificates and conformity of a device with specified requirements and
. : . ACCO070
standards compliance with recognised product standards

7 Device classes

7.1 Device class attributes
The attributes of the device class shall follow IEC 61360-1.

The following attributes of a device class are considered in this standard: identifier,
preferred name, definition, synonymous name and source document.

NOTE The synonymous names are limited to those necessary to avoid confusion when selecting a device class.

7.2 Classification of low-voltage switchgear and controlgear

Table 2 gives the classification of low-voltage switchgear and controlgear domain based on
the corresponding product standards. The class name column is structured in four levels of
hierarchy using indent alignments.
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427 Table 2 - Low-voltage switchgear and controlgear classification
Class name Synor;ymou Definition Source Class ID
domain covering switching devices
and their combination with
associated control, measuring,
. protective and regulating equipment, | 2.1.1 of IEC
LV switchgear and also assemblies of such devices and | 60947-1:2007, | ACCOO1
controlgear domain . . . e
equipment with associated modified
interconnections, accessories,
enclosures and supporting
structures
set of switching devices and their
combination with associated control,
measuring, protective and regulating 211 of IEC
LV switchgear and equ_lpment, also _assembll_es of such 60947-1:2007, ACC100
controlgear classes devices and equipment with e
; . . modified
associated interconnections,
accessories, enclosures and
supporting structures
Circuit-breaker set of mrcwt-preakers, their releases ACC200
classes and accessories
mechanical switching device,
capable of making, carrying and
Circuit-breaker case circuit ) ie . 9. 441: 1984, ACC201
carrying for a specified time and
breaker . . 441-14-20
breaking currents under specified
abnormal circuit conditions such as
those of short-circuit
unit connected to a circuit-breaker
Release for which initiates action that causes the | derived from
circuit-breaker Trip unit protected circuit to be switched off IEC 60947- ACC202
when a pre-set threshold is 1:2007, 2.4.25
exceeded
unit connected to a circuit-breaker
which concurrently performs residual
Residual current Earth current detection, compares such derived from
release for circuit- | leakage measurements with a pre-set value IEC 60947- ACC203
breaker module and initiates action that causes the 1:2007, 2.4.25
protected circuit to be switched off
when this value is exceeded
IEC 60050-
Shunt release for . release energized by a source of 441: 1984,
circuit-breaker Shunt trip voltage 441-16-41, ACC204
modified
release which permits a circuit-
Under-voltage Under- breaker to open with or without time- | derived from
release for circuit- voltage tri delay, when the voltage across the IEC 60947- ACC205
breaker 9¢ 1P| terminals of the release falls below a | 1:2007, 2.4.34
predetermined value
: dependent power operator capable
I\/_Ioto_r operator for of closing and opening the circuit- ACC206
circuit-breaker
breaker
fixed part of a plug-in circuit .
Plug-in base for breaker, which allows the circuit- derived from
circuit-breaker breaker to be removed from the 2.4 of IEC ACC207
. . 60947-2:2016
installation
fixed part of a withdrawable circuit-
breaker, which allows the circuit- derived from
Draw-out cradle breaker to be disconnected from the
L P ) 2.5 of IEC ACC208
for circuit-breaker main circuit, in the withdrawn R
e h . . 60947-2:2016
position, to achieve the isolation of
the downstream circuit
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Class name Synor;ymou Definition Source Class ID
set of mechanical switching device
capable of making, carrying and
b_real_(lng cu_rr_ents un_der norrr_]al IEC 60050-
circuit conditions which may include 441: 1984
Switch classes specified operating overload 441;14_10’ ACC300
conditions and also carrying for a e ’
. . modified
specified time currents under
specified abnormal circuit conditions
such as those of short-circuit
Switch- switch which, in the open position, IEC 60050-
disconnector satisfies the isolating requirements 441: 1984, ACC301
specified for a disconnector 441-14-12
Switch- switch-disconnector in which one or IEC 60050-
disconnector-fuse more poles have a fuse in series in a | 441: 1984, ACC302
composite unit 441-14-16
Fuse-switch- switch-disconnector in which a fuse- | IEC 60050-
disconnector link or a fuse-carrier with fuse-link 441: 1984, ACC303
forms the moving contact 441-14-19
. part of the actuating system of
Operating ha_ndle mechanical switching device
(of a mechanical Knob ; - \ ACC304
switching device) designed to be held in the operator's
hand
Shaft of operatin shaft designed to transmit the force
handle P 9 Axis from the operating handle to the ACC305
mechanical switching device
set of devices including:
- contactors
Contactors, starters - motor-starters
and similar ACC400
equipment classes - motor protective devices
Note 1 to entry: See IEC 60947-4
series.
manually operated motor starter
additionally providing resettable
short-circuit protection to the motor
and the circuit
Note 1 to entry: A MPSD can also be
used as a manual starter, a
Motor protective protected starter or a combination IEC 60947-4
starter. N
switching device | MPSD 1:2018, 3.4.31 | ACC401
Note 2 to entry: A MPSD can be
used as a SCPD within the motor
branch.
Note 3 to entry: In North America,
this device is called manual motor
controller suitable for tap conductor
protection.
derived from
Motor electronic overload relay for motor, 3.4.31 of IEC
management including extended functions with 60947-4- ACC402
device communication ability 1:2009/AMD1:
2012
Motor derived from
management module providing at least one 3.4.31 of IEC
devicg extension extended function to a motor 60947-4- ACC403
modulé management device 1:2009/AMD1:
2012
Motor derived from
management human machine interface dedicated 20492;_2 IEC ACC404
d:;/\letzle, operator to a motor management device 1:2009/AMD1:
P 2012
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Class name

Synonymou
s

Definition

Source

Class ID

Motor-starter
combination

Protected
starter,
Combinatio
n starter

equipment consisting of a starter, a
manually-operated switching device
and a short-circuit protective device,
which may or may not incorporate
an isolating function

Note 1 to entry: See also IEC
60947-6-2.

derived from
3.4.8 of IEC
60947-4-
1:2009

ACC405

AC semiconductor
motor controller

Soft-starter

semiconductor switching device that
provides the starting function for an
AC motor and an OFF-state

Note 1 to entry: Because dangerous
levels of leakage currents can exist
in a semiconductor motor controller
in the OFF-state, the load terminals
should be considered as live parts at
all times.

Note 2 to entry: In a circuit where
the current passes through zero
(alternately or otherwise), the effect
of "not making" the current following
such a zero value is equivalent to
breaking the current.

3.3.2 of IEC
60947-4-
2:2011

ACC406

Power contactor,
AC switching

mechanical switching device having
only one position of rest, operated
otherwise than by hand, capable of
making, carrying and breaking AC
currents under normal circuit
conditions including operating
overload conditions

Note 1 to entry: See IEC 60947-4-1.

derived from
IEC 60050-
441:1984, 441-
14-34

ACC407

Capacitor
contactor

contactor used to switch capacitor
load

Note 1 to entry: See IEC 60947-4-1.

ACC408

Combination of
contactors

Star-delta
contactors,
Reversing
contactors

arrangement of several contactors
for star-delta, reversing or two-step
motor switching

Note 1 to entry: See IEC 60947-4-1.

ACC409

Power contactor,
DC switching

mechanical switching device having
only one position of rest, operated
otherwise than by hand, capable of
making, carrying and breaking DC
currents under normal circuit
conditions including operating
overload conditions

Note 1 to entry: See IEC 60947-4-1.

derived from
IEC 60050-
441:1984, 441-
14-34

ACC410

Thermal overload
relay

inverse time-delay overload relay
depending for its operation
(including its time-delay) on the
thermal action of the current flowing
in the relay

Note 1 to entry: See IEC 60947-4-1.

IEC 60947-
1:2007, 2.4.31

ACC411

Electronic
overload relay

inverse time-delay overload relay
depending for its operation
(including its time-delay) on the
electronic thermal model of the
current flowing in the relay

Note 1 to entry: See IEC 60947-4-1.

ACC412

Relay for
thermistor
protection (PTC)

PTC) for
rotating
electrical
machines"

device which controls a switching
function using the variation of the
characteristic of a thermal detector
made by a PTC thermistor

Note 1 to entry: See IEC 60947-8.

IEC 60947-
8:2006, 3.1.15

ACC413
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Class name

Synonymou
s

Definition

Source

Class ID

Electromechanical
contactor for
household and
similar purposes

electromechanical air break
contactor for household and similar
purposes provided with main
contacts intended to be connected
to circuits the rated voltage of which
does not exceed 440 V a.c.
(between phases) with rated
operational currents less than or
equal to 63 A for utilization category
AC-7a and 32 A for utilization
categories AC-7b and AC-7c, and
rated conditional short-circuit current
less than or equal to 6 kA.

Note 1 to entry: See IEC 61095.

ACC414

Motor-starter

Starter

combination of all the switching
means necessary to start and stop a
motor in combination with suitable
overload protection

IEC 60050-
441:1984, 441-
14-38,
modified

ACC415

Transient
suppressor

Surge
suppressor

component intended to limit the
transient voltage of the back
electromotive force (e.m.f.) from a
coil (e.g. of a contactor) during
switching off

derived from
IEC 61810-
7:2006, 3.11.1

ACC416

Mechanical
interlocking device

Interlock

mechanical device that makes the
state of two or more mechanisms
mutually mechanically dependent
and prevents the change of position
of operation of one mechanism
depending on the position of
operation of the others

derived from
3.5.48 of IEC
62271-1: 2007

ACC417

Motor-starter
enclosure

protective enclosure, equipped with
control switch, intended for housing
a motor starter

ACC418

Coil for contactor
or contactor relay

component of an electromagnetic
device, element of a contactor or the
contactor relay allowing it to be
remotely operated

ACC419

Electromechanical
latching device

electromechanical device attached
to a contactor or a contactor relay,
the moving elements of which are
prevented from returning to the
position of rest when the operating
means are de-energized

Derived from
IEC 60050-
441:1984, 441-
14-34

ACC420

Control interface
for contactor

Semicondu
ctor
interface,
Solid state
interface,
Amplifier
module,
Interface
relay

interface performed electronically or
electromechanically from a low
current circuit to a higher current
circuit needed for the coil of the
contactor to be operated remotely

ACC421

Control switch
classes

set of mechanical switching device
which serves the purpose of
controlling the operation of
switchgear or controlgear, including
signalling, electrical interlocking,
etc.

IEC 60050-
441: 1984,

441-14-46

modified

ACC500

Inductive proximity
switch

proximity switch producing an
electromagnetic field within a
sensing zone and having a
semiconductor switching element

2.1.1.1 of IEC
60947-5-
2:2007

ACC501

Capacitive
proximity switch

proximity switch producing an
electric field within a sensing zone
and having a semiconductor
switching element

2.1.1.2 of IEC
60947-5-
2:2007

ACC502
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Class name Synor;ymou Definition Source Class ID
proximity switch which senses the
Non-mechanical presence of a magnetic field and 2.1.1.5 of IEC
magnetic proximity has a semiconductor switching 60947-5- ACC503
switch element and no moving parts in the 2:2007
sensing element
proximity switch transmitting and
Ultrasonic receiving ultrasound waves within a (2501917%50} IEC ACC504
proximity switch sensing zone and having a 2:2007
semiconductor switching element ’
photoelectric proximity switch which
Through beam ::(’:hortg)?ilneqicttr is indirectly operated through lateral ?E1C16393;1?-f5-
photoelectric sti)tch t g approach of its reference axis 2:2019 ACC505
proximity switch yp between emitter and receiver by a e
T . ) modified
defined object
photoelectric proximity switch which
Retroreflective Eho:gzlrifttr is indirectly operated through lateral I2E1C168924?-f5-
photoelectric sti)tch t g approach to its reference axis 22007 ACC506
proximity switch yp between emitter-receiver and e
R . . modified
reflector by a defined object
Diffuse reflective Photoelectr | photoelectric proximity switch which 2.1.1.4.1 of
hotoslectric ic proximity | is directly operated through lateral IEC 60947-5- ACC507
proximit switch switch type | or axial approach to its reference 2:2007
P y D axis by a defined object modified
Diff fecti Photoglegttr photoelectric proximity switch with
Ifuse retlective IC proximity | adjustment of usable operating
photoelectric switch type | gistance, which is directly operated
pr,m"g“nl'( Sw'td:j E WI'(th g through lateral or axial approach to ACC508
with backgroun ackground | jts reference axis by a defined object
suppression suppressio
n Note 1 to entry: See IEC 60947-5-2.
a contact element or contact
Auxiliary contact Contact element combination which can be 2.3.3.10 of IEC
block y unit combined with similar units operated | 60947-5-1: ACC509
by a common actuating system of a 2016, modified
power switching device
Auxiliary . IEC.60050'
Contactor relay contactor contactor used as a control switch 441: 1984, ACC510
441-14-35
pilot switch, the actuating system of IEC 60050-
Position switch Lm_nt which is operated by a moving part 441: 1984, ACC511
switch of a machine, when this part
) - 441-14-49
reaches a predetermined position
control circuit device incorporating
Safety-
related two or more reed contact switching D.3.2 of IEC
Co_ded magnetic magnetic element(s) opt_arated by a separatg 60947-5-1 ED ACC512
switch e coded magnetic actuator, when this
proximity . 5
switch actqa}tor reaches a predetermined
position
Actuator
Actuator for coded ];Z[astzzety' actuator embedding coded magnets
maanetic switch maanetic and designed to operate the ACC548
9 progimity associated coded magnetic switch
switch
Key- positive opening pilot switch, the derived from
Safety position o grated actuating system of which is IEC 60050-
switch with sgfet operated by a separate actuator, 441:1984. 441- ACC513
separate actuator ety when this actuator reaches a . ’
switch ) " 14-49
predetermined position
Safet switch for use in a safety control
Guard locking ositi)(;n system intended to monitor the
safety position gwitch with position of a guard and to lock it in ACC514
switch interlockin the closed position until its release
9 | is activated
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Class name Synor;ymou Definition Source Class ID
Emergency . . . dirived from
Trip wire switch stop rope f;gtg' ng‘wlr‘g ;Vrh'sfr:‘“tlgf actualor | |EC 60947-5- | ACC515
pull switch pe. 5:2005, 3.10
positive opening pilot switch, the
Safety switch for Hinge actuating system of which is ISO
arety '9 operated by the pivoting of a guard, 14119:2013, ACC516
hinge door switch :
when this guard reaches a A.3
predetermined angle
control switch having an actuator
Push-button f 441: 1984, ACC517
body, usually the finger or palm of 441-14-53
the hand, and having stored energy
(spring) return
Selector (s:\?v?;:rl\?r?éloe?e(r)T:epnutzhr;z\kjitrtlznatzpe 2:2.2.4 of IEC
Rotary button . 60947-5-1: ACC518
switch actuator operated by a manual e
- 2016, modified
rotation
Actuator of . .
Front element for actuator of a control switch intended
selector : ACC519
rotary button ) to be operated by rotation
switch
control switch having an actuator
consisting of a pin or stick projecting
essentially at a right angle from the
panel or enclosure when in one of
its positions and intended to be
operated by angular displacement
Jovstick Note 1 to entry: A joy stick may have | 2.2.2.19 of IEC
Joy stick coﬁtroller more than two positions associated 60947-5-1: ACC520
with different directions of the 2016
displacement of the stick and
operating the contact elements
differently: such a joy stick is
referred to as a joy stick selector.
Note 1 to entry: The pin or stick may
or may not have a spring return.
control switch having an actuator 2.2.2.21 of IEC
Foot switch Pedal intended to be operated by force 60947-5-1: ACC521
exerted by a foot 2016
E-stop, manually actuated control device
Emergency stop o 3.3 of ISO
push-button Emergenpy used.to initiate an emergency stop 13850: 2015 ACC522
stop device | function
Signal light signal giving information either J.2.1 of IEC
Indicator light light, Pilot | (90 8 O ieh o 60947-5- ACC523
light y lighting 9 9 1:2016
Signal assembly including one or more
column , signalling units giving information by
o Signal visible or audible signals J.2.5 of IEC
Indicating tower tower, 60947-5- ACC524
Control Note 1 to entry: Other elements, e.g. | 1.2016
tower stack | network interface elements, can be
|IghtS added.
actuator of the switching device
intended to be operated by force
Front element for exerted by a part of the human ACC525
push-button body, usually the finger or palm of
the hand, and having stored energy
(spring) return
a contact element or contact
Contact block for Contact element combination which can be 2.3.3.10 of IEC
S ; . ) - ) 60947-5-1: ACC526
control circuit unit combined with similar units operated 2016
by a common actuating system
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Class name Synor;ymou Definition Source Class ID
actuator of the switching device
Front element for intended to be operated by force derived from
exerted by a part of the human body | IEC 60947-5-
emergency stop ) ) . v th 5/AM2:2016 ACC527
ush-button in emergency situations, usually the : ,
P finger or palm of the hand, and 3.3
having stored energy (spring) return
Module for assembly composed of a bezel and
indicating tower a lens for providing information ACC528
9 either by lighting or sound signalling
Reflector for a specified device used to reflect 2.2.14 of IEC
hotoelectric Reflector light back to the receiver for type R 60947-5-2: ACC529
photoe/ : photoelectric proximity switches 2007
proximity switch
source made in order to produce an
optical radiation, usually visible, .
intended to be mounted in a control Derived from
Lamp for control device IEC 60050- ACC530
device . . 845: 1987,
Note 1_ to entry: This term_ is also 845-07-03
sometimes used for certain types of
luminaires.
push-button and mount, equipping a p - ACC531
I . ) indicator light to allow disclosure of
indicator light Sign holder
the nature of a control or a state
Label plate for plate which displays information ACC532
control operation related to a control or a state
Protective cover Boot, removable protection providing a
- Protective degree of protection of the control ACC533
for control device hood device
. auxiliary contact block actuated
Mechanical f
p A . mechanically by the contactor or the
neumatic time time delay A
o " contactor relay on which it is
delay auxiliary auxiliary ted idi ti del ACC534
contact block contact mounted, providing a time geay
block performed pneumatically before the
auxiliary contacts are operated
Electronic time Timing auxiliary block for controlling the cail
delay auxiliar module, providing a time delay performed ACC535
bloci y Coil electronically triggered by a control
module signal
all-or-nothing relay with one or more IEC 60050-
Time relay . ) 445:2010, 445- | ACC536
time functions
01-01
Buzzer,
Panel mounted QIC;?UmStL:?]it device which can be mounted on a
audible signalling Acoustic ’ panel and emits an audible sound ACC537
device ) - when activated
signalling
device
Emitter for through tEm‘latt?r for light source, lens and necessary 3,2,12 of IEC
beam yhpotoelectr circuitry which provide the light 60947-5- ACC538
photoelectric ipc roximit beam operating the related through 2:2019
proximity switch sti)tch Y | beam photoelectric proximity switch modified
transducer converting the angular
Rotary encoder Shaft position or the angular displacement ACC540
y encoder of an axis to an analogue or digital
code
transducer converting its linear
Linear encoder position or its linear displacement ACC541
along a scale of an analogue or
digital code
Control station, enclosure for control and indicator ACC542
empty devices
Control station, assembly of control and indicator
complete devices mounted on an enclosure I)é@tj! !l‘
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Class name Synor;ymou Definition Source Class ID
Pen.dant control enc!osure for control and indicator ACC544
station, empty devices, hold by a cable
Pendant control assembly of control and indicator

) devices mounted on an enclosure, ACC545
station, complete
hold by a cable
control device which requires at
least simultaneous actuation by both
hands in order to initiate and to
Two_-hand control maintain hazardous machine 3'28'4 of ISO ACC546
device . - . 12100:2010
functions, thus providing a protective
measure only for the person who
actuates it
Jumper
cable, Pre-
wired
connector,
connecting accessory for connectin
Cable connection lead, mechanicyally and electrigcally a
assembly for Sensor- sensor to a control unit with a cable ACC547
control device actuator
and at least one connector
patch
cable,
connecting
cable for
sensor
Multiple function set of switching devices performing
. . ) ACC600
equipment classes multiple functions
Manual
transfer
switch, equipment containing one or more
Transfer switching Remote S\?vitc?hing devices fo?disconnecting 3.1.1 of IEC
; transfer A 60947-6- ACC601
equipment . load circuits from one supply and .
switch, connecting to another suppl 1:2005
Automatic 9 PRl
transfer
switch
] set of insulating part carrying_one or | 5520 0f IEC
Terminal block more mutually insulated terminal X
; ) . 60947-1:2007 ACC700
classes assemblies and intended to be fixed .
modified
to a support
insulating part carrying one or more
Feed-through Terminal mutually insulated pairs of terminals
. . . . . ACC701
terminal block strip interconnected on opposite sides
and intended to be fixed to a support
Disconnect Knife feed-through terminal block for
: terminal which each circuit can be ACC703
terminal block )
block disconnected
device with one or more clamping
units for connecting and/or joining
Protective protective conductors (PE and PEN 2.1 of IEC
conductor terminal conductors) with conducting 60947-7- ACC704
block connection to their supports, which 2:2009
may be designed with screw-type or
screwless-type fixing means
. ) . 2.1 of IEC
EILi)sCslz(termlnal Learrr:;nral block base with a fuse 60947-7- ACC705
3:2009
428
429 7.3 Properties of circuit-breaker classes
430 Table 3 to Table 10 give the lists of properties for each device class.
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431 7.3.1 Circuit-breaker

432 Table 3 - Circuit-breaker
Properties of each class Class ID Prol%erty
Circuit-breaker ACC201
Identification ACCO11
global trade item number (GTIN) ACE101
manufacturer name ACE102
manufacturer product number ACE103
product family ACE104
product name ACE105
supplier name ACE106
supplier product number ACE107
product online information URL ACE108
customs tariff number ACE109
General technical data ACCO012
type of actuator ACE214
degree of protection of front face ACE247
degree of protection of terminals ACE248
isolating function ACE204
provision for locking ACE243
motor-operator ACE239
Main circuit (of a switching device) ACCO014
number of poles ACE401
rated current ACE424
rated operational voltage, a.c. ACE457
rated impulse withstand voltage ACE460
ambient air temperature ACE440
Short-circuit ACCO040
rated ultimate short-circuit breaking capacity, a.c., 230 V ACE716
rated ultimate short-circuit breaking capacity, a.c., 400 V ACE702
rated ultimate short-circuit breaking capacity, a.c., 690 V ACE717
rated service short-circuit breaking capacity, a.c., 230 V ACE715
rated service short-circuit breaking capacity, a.c., 400 V ACE701
rated service short-circuit breaking capacity, a.c., 690 V ACE718
interrupting rating, a.c., 120 V ACE700
interrupting rating, a.c., 480 V ACE703
interrupting rating, a.c., 600 V ACE704
rated short-time withstand current, a.c., 1s ACE712
rated operational voltage for IT systems ACE721
Over-current release ACCO041
reference temperature of compensated release ACE743
reference temperature of non-compensated release ACE744
over-current release technology ACE740
overload release capability ACE742
overload release current setting ACEbbcuments

Document Sharing Hub

Full document details: 22/30465746 DC


http://avadocuments2026.com/doc/22-30465746-dc
http://avadocuments2026.com/doc/22-30465746-dc

IEC CD 62683-1 © IEC 2022 22 121/122/CD
Properties of each class Class ID Prol%erty
overload current setting of the neutral pole ACE745
short-time delay release ACE746
instantaneous short-circuit current setting ACE747
ground fault current release ACE760
ground fault current setting ACE761
residual current release ACE750
residual current protection type ACE751
rated operational voltage of the residual current release, limits ACE752
residual operating current setting ACE753
residual current time-delay setting ACE755
Diagnostic functions ACCO013
number of auxiliary contacts, normally open ACE511
number of auxiliary contacts, normally open, additional ACE512
number of auxiliary contacts, normally closed ACES508
number of auxiliary contacts, normally closed, additional ACES509
number of auxiliary contacts, changeover ACEb514
number of auxiliary contacts, changeover, additional ACE515
Control and auxiliary circuits ACCO016
number of auxiliary contacts, normally open ACE511
number of auxiliary contacts, normally open, additional ACEb512
number of auxiliary contacts, normally closed ACES508
number of auxiliary contacts, normally closed, additional ACES509
number of auxiliary contacts, changeover ACE514
number of auxiliary contacts, changeover, additional ACE515
Communication interfaces ACCO050
communication protocol ACE361
Installation, mounting and dimensions ACCO066
height of the device ACEB801
width of the device ACEB802
length of the device ACES803
mounting onto standard rail ACEB804
product mass ACEB808
Connection facilities ACCO068
clamping unit of main circuit ACEB852
position of the connection of the main circuit ACES870
disconnecting method ACEB855
Product certificates and standards ACCO070
certificates and approvals ACE902
product standards ACE901
environmental declaration ACE903
Documents
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433

434 7.3.2 Release for circuit-breaker

435 Table 4 - Release for circuit-breaker
Properties of each class Class ID Prolrl):)erty
Release for circuit-breaker ACC202
Identification ACCO11
global trade item number (GTIN) ACE101
manufacturer name ACE102
manufacturer product number ACE103
product family ACE104
product name ACE105
supplier name ACE106
supplier product number ACE107
product online information URL ACE108
customs tariff number ACE109
General technical data ACCO012
type of associated circuit-breaker ACE219
rated current ACE424
Over-current release ACCO041
reference temperature of compensated release ACE743
reference temperature of non-compensated release ACE744
over-current release technology ACE740
overload release capability ACE742
overload release current setting ACE741
overload current setting of the neutral pole ACE745
short-time delay release ACE746
instantaneous short-circuit current setting ACE747
ground fault current release ACE760
ground fault current setting ACE761
residual current release ACE750
residual current protection type ACE751
rated operational voltage of the residual current release, limits ACE752
residual operating current setting ACE753
residual current time-delay setting ACE755
Communication interfaces ACCO050
communication protocol ACE361
Product certificates and standards ACCO070
certificates and approvals ACE902
product standards ACE901
environmental declaration ACE903
Documents
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436

437 7.3.3 Residual current release for circuit-breaker

438 Table 5 - Residual current release for circuit-breaker
Properties of each class Class ID Prolrl):)erty
Residual current release for circuit-breaker ACC203
Identification ACCO011
global trade item number (GTIN) ACE101
manufacturer name ACE102
manufacturer product number ACE103
product family ACE104
product name ACE105
supplier name ACE106
supplier product number ACE107
product online information URL ACE108
customs tariff number ACE109
General technical data ACCO012
suitable for use in single phase ACE206
type of associated circuit-breaker ACE219
Main circuit (of a switching device) ACCO014
number of poles ACE401
rated current ACE424
rated operational voltage ACE455
Over-current release ACCO041
functionally dependent on line voltage ACE756
residual current protection type ACE751
residual operating current setting ACE753
residual current time-delay setting ACE755
Product certificates and standards ACCO070
certificates and approvals ACE902
product standards ACE901
environmental declaration ACE903
439
440 7.3.4 Shunt release for circuit-breaker
441 Table 6 - Shunt release for circuit-breaker
Properties of each class Class ID Prol%erty
Shunt release for circuit-breaker ACC204
Identification ACCO011
global trade item number (GTIN) ACE101
manufacturer name ACE102
manufacturer product number ACE103
product family ACE104
product name ACE105
supplier name o -ACED@g:uments
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Properties of each class Class ID Prol%erty
supplier product number ACE107
product online information URL ACE108
customs tariff number ACE109

General technical data ACCO012
type of associated circuit-breaker ACE219
Control and auxiliary circuits ACCO016
rated control voltage, a.c., 50 Hz ACEG602
rated control voltage, a.c., 60 Hz ACEG604
rated control voltage, d.c. ACE606
Product certificates and standards ACCO070
certificates and approvals ACE902
product standards ACE901
environmental declaration ACE903
442
443 7.3.5 Under-voltage release for circuit-breaker
444 Table 7 - Under-voltage release for circuit-breaker
Properties of each class Class ID Prol%erty
Under-voltage release for circuit-breaker ACC205
Identification ACCO11
global trade item number (GTIN) ACE101
manufacturer name ACE102
manufacturer product number ACE103
product family ACE104
product name ACE105
supplier name ACE106
supplier product number ACE107
product online information URL ACE108
customs tariff number ACE109
General technical data ACCO012
type of associated circuit-breaker ACE219
Control and auxiliary circuits ACCO016
rated control voltage, a.c., 50 Hz ACEG602
rated control voltage, a.c., 60 Hz ACE604
rated control voltage, d.c. ACEG606
Product certificates and standards ACCO070
certificates and approvals ACE902
product standards ACE901
environmental declaration ACE903
Documents
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445

446 7.3.6 Motor-operator for circuit-breaker

447 Table 8 - Motor-operator for circuit-breaker
Properties of each class Class ID Prolrl):)erty
Motor-operator for circuit-breaker ACC206
Identification ACCO011
global trade item number (GTIN) ACE101
manufacturer name ACE102
manufacturer product number ACE103
product family ACE104
product name ACE105
supplier name ACE106
supplier product number ACE107
product online information URL ACE108
customs tariff number ACE109
General technical data ACCO012
type of associated circuit-breaker ACE219
Control and auxiliary circuits ACCO016
motor-operator closing time ACE521
motor-operator opening time ACE522
rated control voltage, a.c., 50 Hz ACEG602
rated control voltage, a.c., 60 Hz ACEG604
rated control voltage, d.c. ACE606
Product certificates and standards ACCO070
certificates and approvals ACE902
product standards ACE901
environmental declaration ACE903
448
449 7.3.7 Plug-in base for circuit-breaker
450 Table 9 - Plug-in base for circuit-breaker
Properties of each class Class ID ProIpDerty
Plug-in base for circuit-breaker ACC207
Identification ACCO011
global trade item number (GTIN) ACE101
manufacturer name ACE102
manufacturer product number ACE103
product family ACE104
product name ACE105
supplier name ACE106
supplier product number ACE107
product online information URL ACE108
customs tariff number ACE109
General technical data ACCO1? L Dog:uments
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Properties of each class Class ID Prol%erty
type of associated circuit-breaker ACE219
Connection facilities ACCO068
clamping unit of main circuit ACEB852
position of the connection of the main circuit ACES870
Main circuit (of a switching device) ACCO014
number of poles ACE401
rated current ACE424
rated operational voltage, a.c. ACE457
rated impulse withstand voltage ACE460
Installation, mounting and dimensions ACCO066
height of the device ACEB801
width of the device ACEB802
length of the device ACES803
product mass ACES808
Product certificates and standards ACCO070
certificates and approvals ACE902
product standards ACE901
environmental declaration ACE903
451
452  7.3.8 Draw-out cradle for circuit-breaker
453 Table 10 - Draw-out cradle for circuit-breaker
Properties of each class Class ID ProIpDerty
Draw-out cradle for circuit-breaker ACC208
Identification ACCO011
global trade item number (GTIN) ACE101
manufacturer name ACE102
manufacturer product number ACE103
product family ACE104
product name ACE105
supplier name ACE106
supplier product number ACE107
product online information URL ACE108
customs tariff number ACE109
General technical data ACCO012
type of associated circuit-breaker ACE219
provision for locking ACE243
Connection facilities ACCO068
clamping unit of main circuit ACE852
position of the connection of the main circuit ACES870
Main circuit (of a switching device) ACCO014
number of poles ACE401
rated current ACE424
rated operational voltage, a.c. ACED'Og:uments
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Properties of each class Class ID Prol%erty
rated impulse withstand voltage ACE460
Installation, mounting and dimensions ACCO066
height of the device ACEB801
width of the device ACEB802
length of the device ACEB803
product mass ACES808
Product certificates and standards ACCO070
certificates and approvals ACE902
product standards ACE901
environmental declaration ACE903
7.4 Properties of switch classes
Table 11 to Table 15 give the lists of properties for each device class.
Switch-disconnector
Table 11 - Switch-disconnector
Properties of each class Class ID ProIpDerty
Switch-disconnector ACC301
Identification ACCO011
global trade item number (GTIN) ACE101
manufacturer name ACE102
manufacturer product number ACE103
product family ACE104
product name ACE105
supplier name ACE106
supplier product number ACE107
product online information URL ACE108
customs tariff number ACE109
General technical data ACCO012
degree of protection of the device ACE218
main contact fully visible in open position ACE234
type of actuator ACE214
isolating function ACE204
provision for locking ACE243
Main circuit (of a switching device) ACCO014
number of poles ACE401
rated current ACE424
rated operational current, AC-21, 230 V ACE476
rated operational current, AC-21, 400 V ACE471
rated operational current, AC-21, 690 V ACE472
rated operational current, AC-22, 230 V ACEA477
rated operational current, AC-22, 400 V ACE432
rated operational current, AC-22, 690 V ACEHI;‘
Becuments
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Properties of each class Class ID Prol%erty
rated operational voltage, AC-22 ACE475
rated operational current, AC-23, 230 V ACE478
rated operational current, AC-23, 400 V ACE435
rated operational current, AC-23, 690 V ACE474
rated operational current, DC-21 ACE479
rated operational voltage, DC-21 ACE480
rated operational current, DC-22 ACE426
rated operational voltage, DC-22 ACE459
rated operational current, DC-23 ACE481
rated operational voltage, DC-23 ACEA482
category of operating cycles ACE463
rated operational power, AC-3, 400 V ACE413
3 ph. horsepower rating, 460 V, 60 Hz ACE418
3 ph. horsepower rating, 575 V, 60 Hz ACE419
1 ph. horsepower rating, 120 V, 60 Hz ACE443
conventional enclosed thermal current ACEA439
ambient air temperature ACE440
rated impulse withstand voltage ACE460

Short-circuit ACCO040
rated short-time withstand current, a.c., 1 s ACE712
rated conditional short-circuit current, a.c., 230 V ACE722
rated conditional short-circuit current, a.c., 400 V ACE708
rated conditional short-circuit current, a.c., 690 V ACE723
rated short-circuit making capacity, a.c., 230 V ACE724
rated short-circuit making capacity, a.c., 400 V ACE725
rated short-circuit making capacity, a.c., 690 V ACE726
Installation, mounting and dimensions ACCO066
height of the device ACEB801
width of the device ACEB802
length of the device ACES803
mounting onto standard rail ACEB804
panel mounting ACEB805
door mounting ACEB806
Connection facilities ACCO068
clamping unit of main circuit ACE852
position of the connection of the main circuit ACES870
Product certificates and standards ACCO070
certificates and approvals ACE902
product standards ACE901
environmental declaration ACE903
Documents
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7.4.2 Switch-disconnector-fuse
Table 12 - Switch-disconnector-fuse
Properties of each class Class ID Prolrl):)erty
Switch-disconnector-fuse ACC302
Identification ACCO11
global trade item number (GTIN) ACE101
manufacturer name ACE102
manufacturer product number ACE103
product family ACE104
product name ACE105
supplier name ACE106
supplier product number ACE107
product online information URL ACE108
customs tariff number ACE109
General technical data ACCO012
degree of protection of the device ACE218
type of actuator ACE214
isolating function ACE204
provision for locking ACE243
double opening of the circuit ACE236
Main circuit (of a switching device) ACCO014
number of poles ACE401
number of protected poles ACE410
rated current ACE424
fuse system ACEA453
characteristic of the fuse-link ACEA452
size of the fuse-link ACEA454
rated operational current, AC-21, 230 V ACE476
rated operational current, AC-21, 400 V ACE471
rated operational current, AC-21, 690 V ACE472
rated operational current, AC-22, 230 V ACE477
rated operational current, AC-22, 400 V ACE432
rated operational current, AC-22, 690 V ACE473
rated operational voltage, AC-22 ACE475
rated operational current, AC-23, 230 V ACE478
rated operational current, AC-23, 400 V ACE435
rated operational current, AC-23, 690 V ACE474
rated operational current, DC-21 ACE479
rated operational voltage, DC-21 ACE480
rated operational current, DC-22 ACE426
rated operational voltage, DC-22 ACE459
rated operational current, DC-23 ACE481
rated operational voltage, DC-23 ACE482
category of operating cycles ACEB(O(I:umentS
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Properties of each class Class ID Prol%erty
rated operational power, AC-3, 400 V ACE413
3 ph. horsepower rating, 460 V, 60 Hz ACE418
3 ph. horsepower rating, 575 V, 60 Hz ACE419
1 ph. horsepower rating, 120 V, 60 Hz ACE443
conventional free air thermal current ACE438
conventional enclosed thermal current ACEA439
ambient air temperature ACE440
rated impulse withstand voltage ACE460
Short-circuit ACCO040
rated conditional short-circuit current, a.c., 230 V ACE722
rated conditional short-circuit current, a.c., 400 V ACE708
rated conditional short-circuit current, a.c., 690 V ACE723
Installation, mounting and dimensions ACCO066
height of the device ACEB801
width of the device ACE802
length of the device ACEB803
mounting onto standard rail ACEB804
panel mounting ACES805
Connection facilities ACCO068
clamping unit of main circuit ACEB852
position of the connection of the main circuit ACES870
Product certificates and standards ACCO070
certificates and approvals ACE902
product standards ACE901
environmental declaration ACE903
462
463 7.4.3 Fuse-switch-disconnector
464 Table 13 - Fuse-switch-disconnector
Properties of each class Class ID ProIpDerty
Fuse-switch-disconnector ACC303
Identification ACCO11
global trade item number (GTIN) ACE101
manufacturer name ACE102
manufacturer product number ACE103
product family ACE104
product name ACE105
supplier name ACE106
supplier product number ACE107
product online information URL ACE108
customs tariff number ACE109
General technical data ACCO012
degree of protection of the device ACE218
type of actuator ACEDDg:uments
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Properties of each class Class ID Prol%erty
double opening of the circuit ACE236
isolating function ACE204
provision for locking ACE243
Main circuit (of a switching device) ACCO014
number of poles ACE401
number of protected poles ACE410
rated current ACE424
fuse system ACE453
characteristic of the fuse-link ACEA452
size of the fuse-link ACE454
rated operational current, AC-21, 230 V ACE476
rated operational current, AC-21, 400 V ACE471
rated operational current, AC-21, 690 V ACE472
rated operational current, AC-22, 230 V ACEA477
rated operational current, AC-22, 400 V ACE432
rated operational current, AC-22, 690 V ACE473
rated operational current, AC-23, 230 V ACE478
rated operational current, AC-23, 400 V ACE435
rated operational current, AC-23, 690 V ACE474
rated operational current, DC-21 ACE479
rated operational voltage, DC-21 ACEA480
rated operational current, DC-22 ACE426
rated operational voltage, DC-22 ACE459
category of operating cycles ACE463
3 ph. horsepower rating, 460 V, 60 Hz ACE418
3 ph. horsepower rating, 575 V, 60 Hz ACE419
1 ph. horsepower rating, 120 V, 60 Hz ACE443
conventional free air thermal current ACEA438
conventional enclosed thermal current ACEA439
ambient air temperature ACE440
rated impulse withstand voltage ACE460
Short-circuit ACCO040
rated conditional short-circuit current, a.c., 230 V ACE722
rated conditional short-circuit current, a.c., 400 V ACE708
rated conditional short-circuit current, a.c., 690 V ACE723
Installation, mounting and dimensions ACCO066
height of the device ACES801
width of the device ACEB802
length of the device ACEB803
mounting onto standard rail ACE804
panel mounting ACEB805
Connection facilities ACCO068
clamping unit of main circuit ACEB852
position of the connection of the main circuit ACEgO
Product certificates and standards ACCO7C Doﬂ:uments
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Properties of each class Class ID Prol%erty
certificates and approvals ACE902
product standards ACE901
environmental declaration ACE903

465
466 7.4.4 Operating handle (of a mechanical switching device)
467 Table 14 - Operating handle (of a mechanical switching device)

Properties of each class Class ID Prol%erty

Operating handle (of a mechanical switching device) ACC304
Identification ACCO11
global trade item number (GTIN) ACE101
manufacturer name ACE102
manufacturer product number ACE103
product family ACE104
product name ACE105
supplier name ACE106
supplier product number ACE107
product online information URL ACE108
customs tariff number ACE109
General technical data ACCO012
degree of protection of the device ACE218
degree of protection against mechanical impacts ACE238
provision for locking ACE243
locking position ACE244
type of locking means ACE245
type of associated control or switching device ACE241
type of associated shaft ACE242
number of selectable positions ACEG624
door interlocking ACE246
colour of the handle ACE298
colour of the escutcheon ACE293
type of associated mechanical connection ACE296
material of the handle ACE294
shape of the handle ACE295
Installation, mounting and dimensions ACCO066
panel mounting ACEB805
door mounting ACEB806
direct mounting ACEB809
width of the device ACEB802
height of the device ACES801
length of the device ACEB803
product mass ACES808
Product certificates and standards ACCO070
certificates and approvals ACEBQg:uments
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Properties of each class Class ID Prol%erty
product standards ACE901
environmental declaration ACE903
7.4.5 Shaft of operating handle
Table 15 - Shaft of operating handle
Properties of each class Class ID Prol%erty
Shaft of operating handle ACC305
Identification ACCO011
global trade item number (GTIN) ACE101
manufacturer name ACE102
manufacturer product number ACE103
product family ACE104
product name ACE105
supplier name ACE106
supplier product number ACE107
product online information URL ACE108
customs tariff number ACE109
General technical data ACCO012
type of associated control or switching device ACE241
housing or body material ACE260
Installation, mounting and dimensions ACCO066
length of the shaft ACE819
adjustable length ACE820
coupling type ACES821
width of the device ACEB802
height of the device ACEB801
7.5 Properties of contactors, starters and similar equipment classes
Table 16 to Table 36 give the lists of properties for each device class.
7.5.1 Motor protective switching device
Table 16 - Motor protective switching device
Properties of each class Class ID ProIpDerty
Motor protective switching device ACC401
Identification ACCO011
global trade item number (GTIN) ACE101
manufacturer name ACE102
manufacturer product number ACE103
product family ACE104
product name ACE105
supplier name ACERG R
becuments
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Properties of each class Class ID Prol%erty
supplier product number ACE107
product online information URL ACE108
customs tariff number ACE109
General technical data ACCO012
type of actuator ACE214
degree of protection of the device ACE218
type of over-current release ACE215
trip class ACE213
Main circuit (of a switching device) ACCO014
rated operational power, AC-3, 400 V ACE413
rated operational power, AC-3, 230 V ACE412
3 ph. horsepower rating, 460 V, 60 Hz ACE418
3 ph. horsepower rating, 575 V, 60 Hz ACE419
rated operational current, 400 V ACE429
ambient air temperature ACE440
Over-current release ACCO041
overload release current setting ACE741
temperature compensated overload protection ACE748
sensitive to phase loss ACE749
Control and auxiliary circuits ACCO016
number of auxiliary contacts, normally open ACE511
number of auxiliary contacts, normally closed ACES508
Short-circuit ACCO040
rated ultimate short-circuit breaking capacity, a.c., 400 V ACE702
rated ultimate short-circuit breaking capacity, a.c., 230 V ACE716
rated service short-circuit breaking capacity, a.c., 400 V ACE701
rated service short-circuit breaking capacity, a.c., 230 V ACE715
short-circuit current rating, 480 Y/277 V ACE713
short-circuit current rating, 600 Y/347 V ACE714
Installation, mounting and dimensions ACCO066
mounting onto standard rail ACEB804
Connection facilities ACCO068
clamping unit of main circuit ACEB852
clamping unit of auxiliary and/or control circuits ACE854
Product certificates and standards ACCO070
certificates and approvals ACE902
product standards ACE901
environmental declaration ACE903
476
477
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478 7.5.2 Motor management device
479 Table 17 - Motor management device
Properties of each class Class ID Prol%erty
Motor management device ACC402
Identification ACCO11
global trade item number (GTIN) ACE101
manufacturer name ACE102
manufacturer product number ACE103
product family ACE104
product name ACE105
supplier name ACE106
supplier product number ACE107
product online information URL ACE108
customs tariff number ACE109
General technical data ACCO012
suitable for use in single phase ACE206
self-powered device ACE207
nature of the reset of the overload release ACE208
degree of protection of the device ACE218
trip class ACE213
built-in current sensor ACE216
load shedding ACE205
ground/earth fault detection ACE220
jam detection ACE222
stall detection ACE221
over and/or under current detection ACE223
over and/or under voltage detection ACE224
current imbalance detection ACE225
phase reversal detection ACE227
Diagnostic functions ACCO013
cos(@) variation detection ACE302
voltage monitoring ACE301
under power detection ACE303
Over-current release ACCO041
overload release current setting ACE741
sensitive to phase loss ACE749
Input / Output circuit ACCO015
number of PTC thermistor inputs ACE334
number of analogue inputs ACE331
number of digital outputs ACE333
number of digital inputs (current sinking) ACE332
Control and auxiliary circuits ACCO016
kind of current ACEG601
rated control voltage, a.c., 50 Hz ACEG602
rated control voltage, a.c., 60 Hz ACE%‘:uments
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Properties of each class Class ID Prol%erty
rated control voltage, d.c. ACEG606
Communication interfaces ACCO050
communication protocol ACE361
HMI port ACE362
Installation, mounting and dimensions ACCO066
mounting onto standard rail ACE804
Connection facilities ACCO068
clamping unit of main circuit ACE852
clamping unit of auxiliary and/or control circuits ACEB854
Product certificates and standards ACCO070
certificates and approvals ACE902
product standards ACE901
environmental declaration ACE903
480
481 7.5.3 Motor management device, extension module
482 Table 18 - Motor management device, extension module
Properties of each class Class ID Prol%erty
Motor management device, extension module ACC403
Identification ACCO11
global trade item number (GTIN) ACE101
manufacturer name ACE102
manufacturer product number ACE103
product family ACE104
product name ACE105
supplier name ACE106
supplier product number ACE107
product online information URL ACE108
customs tariff number ACE109
General technical data ACCO012
degree of protection of the device ACE218
load shedding ACE205
ground/earth fault detection ACE220
over and/or under voltage detection ACE224
over and/or under current detection ACE223
jam detection ACE222
stall detection ACE221
current imbalance detection ACE225
voltage asymmetry detection ACE226
phase reversal detection ACE227
Diagnostic functions ACCO013
cos(¢) variation detection ACE302
under power detection ACE303
Input / Output circuit ACCO01& DOﬂ.‘.umentS
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Properties of each class Class ID Prol%erty
number of analogue inputs ACE331
number of PTC thermistor inputs ACE334
number of digital outputs ACE333
number of digital inputs (current sinking) ACE332

Control and auxiliary circuits ACCO016
kind of current ACEG601
rated control voltage, a.c., 50 Hz ACEG602
rated control voltage, a.c., 60 Hz ACEG604
rated control voltage, d.c. ACE606
Communication interfaces ACCO050
communication protocol ACE361
HMI port ACE362
Installation, mounting and dimensions ACCO066
mounting onto standard rail ACE804
Connection facilities ACCO068
clamping unit ACEB850
Product certificates and standards ACCO070
certificates and approvals ACE902
product standards ACE901
environmental declaration ACE903
483
484 7.5.4 Motor management device, operator panel
485 Table 19 - Motor management device, operator panel
Properties of each class Class ID ProIpDerty
Motor management device, operator panel ACC404
Identification ACCO11
global trade item number (GTIN) ACE101
manufacturer name ACE102
manufacturer product number ACE103
product family ACE104
product name ACE105
supplier name ACE106
supplier product number ACE107
product online information URL ACE108
customs tariff number ACE109
General technical data ACCO012
degree of protection of the device ACE218
Product certificates and standards ACCO070
certificates and approvals ACE902
product standards ACE901
environmental declaration ACE903
Documents
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486 7.5.5 Motor-starter combination

487 Table 20 - Motor-starter combination
Properties of each class Class ID Prol%erty
Motor-starter combination ACC405
Identification ACCO11
global trade item number (GTIN) ACE101
manufacturer name ACE102
manufacturer product number ACE103
product family ACE104
product name ACE105
supplier name ACE106
supplier product number ACE107
product online information URL ACE108
customs tariff number ACE109
General technical data ACCO012
kind of motor-starter ACE201
degree of protection of the device ACE218
isolating function ACE204
trip class ACE213
Main circuit (of a switching device) ACCO014
rated operational power, AC-3, 400 V ACE413
rated operational power, AC-3, 230 V ACE412
3 ph. horsepower rating, 460 V, 60 Hz ACE418
3 ph. horsepower rating, 575 V, 60 Hz ACE419
rated operational current, AC-3, 400 V ACE434
ambient air temperature ACE440
Over-current release ACCO041
overload release current setting ACE741
temperature compensated overload protection ACE748
Short-circuit ACCO040
rated conditional short-circuit current, type 2, a.c., 400 V ACE705
rated conditional short-circuit current, type 2, a.c., 230 V ACE709
rated conditional short-circuit current, type 1, 480 Y/277 V ACE706
rated conditional short-circuit current, type 1, 600 Y/347 V ACE707
Control and auxiliary circuits ACCO016
number of auxiliary contacts, normally open ACE511
number of auxiliary contacts, normally closed ACE508
kind of current ACE601
compatible with PLC outputs ACEG608
rated control voltage, a.c., 50 Hz ACEG602
rated control voltage, a.c., 60 Hz ACE604
rated control voltage, d.c. ACE606
Communication interfaces ACCO050
communication protocol ACE361
Installation, mounting and dimensions ACCO066 Documents
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Properties of each class Class ID Prol%erty
mounting onto standard rail ACES804
Connection facilities ACCO068
clamping unit of main circuit ACEB852
clamping unit of auxiliary and/or control circuits ACEB854
Product certificates and standards ACCO070
certificates and approvals ACE902
environmental declaration ACE903
product standards ACE901
488
489 7.5.6 AC semiconductor motor controller
490 Table 21 - AC semiconductor motor controller
Properties of each class Class ID Prol%erty
AC semiconductor motor controller ACC406
Identification ACCO11
global trade item number (GTIN) ACE101
manufacturer name ACE102
manufacturer product number ACE103
product family ACE104
product name ACE105
supplier name ACE106
supplier product number ACE107
product online information URL ACE108
customs tariff number ACE109
General technical data ACCO012
degree of protection of the device ACE218
motor overload protection integrated ACE211
bypass circuit integrated ACE212
Main circuit (of a switching device) ACCO014
rated operational current, 40 °C ACE430
rated operational power, delta connected motor, 230 V, 40 °C ACE416
rated operational power, delta connected motor, 400 V, 40 °C ACE417
3 ph. horsepower rating, 460 V, 60 Hz, delta connected motor ACE420
3 ph. horsepower rating, 575 V, 60 Hz, delta connected motor ACE421
rated operational power, line connected motor, 230 V, 40 °C ACE414
rated operational power, line connected motor, 400 V, 40 °C ACE415
3 ph. horsepower rating, 460 V, 60 Hz, line connected motor ACE422
3 ph. horsepower rating, 575 V, 60 Hz, line connected motor ACE423
rated operational voltage ACE455
Control and auxiliary circuits ACCO016
kind of current ACEG601
rated control voltage, a.c., 50 Hz ACE602
rated control voltage, a.c., 60 Hz ACEG604
rated control voltage, d.c. ACEB@g:uments
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Properties of each class Class ID Prol%erty
Communication interfaces ACCO050
communication protocol ACE361
Installation, mounting and dimensions ACCO066
mounting onto standard rail ACE804
Connection facilities ACCO068
clamping unit of main circuit ACE852
clamping unit of auxiliary and/or control circuits ACEB854
Product certificates and standards ACCO070
certificates and approvals ACE902
product standards ACE901
environmental declaration ACE903
491
492  7.5.7 Power contactor, AC switching
493 Table 22 - Power contactor, AC switching
Properties of each class Class ID ProIpDerty
Power contactor, AC switching ACC407
Identification ACCO011
global trade item number (GTIN) ACE101
manufacturer name ACE102
manufacturer product number ACE103
product family ACE104
product name ACE105
supplier name ACE106
supplier product number ACE107
product online information URL ACE108
customs tariff number ACE109
General technical data ACCO012
degree of protection of the device ACE218
Main circuit (of a switching device) ACCO014
number of main contacts, normally closed ACE403
number of main contacts, normally open ACE404
rated operational power, AC-3, 400 V ACE413
rated operational power, AC-3, 230 V ACE412
3 ph. horsepower rating, 460 V, 60 Hz ACE418
3 ph. horsepower rating, 575 V, 60 Hz ACE419
1 ph. horsepower rating, 120 V, 60 Hz ACE443
rated operational current, AC-3, 400 V ACE434
rated operational current, AC-3, 230 V ACE442
rated operational current, AC-1, 400 V ACE431
rated operational current, AC-1, 230 V ACE433
ambient air temperature ACE440
Control and auxiliary circuits ACCO016
number of auxiliary contacts, normally open ACEDOg:uments
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Properties of each class Class ID Prol%erty
number of auxiliary contacts, normally closed ACE508
kind of current ACE601
compatible with PLC outputs ACEG608
rated control voltage, a.c., 50 Hz ACEG602
rated control voltage, a.c., 60 Hz ACE604
rated control voltage, d.c. ACEG606

Installation, mounting and dimensions ACCO066
mounting onto standard rail ACE804
Connection facilities ACCO068
clamping unit of main circuit ACEB852
clamping unit of auxiliary and/or control circuits ACEB854
Product certificates and standards ACCO070
certificates and approvals ACE902
product standards ACE901
environmental declaration ACE903
494
495 7.5.8 Capacitor contactor
496 Table 23 - Capacitor contactor
Properties of each class Class ID Prolpl))erty
Capacitor contactor ACC408
Identification ACCO11
global trade item number (GTIN) ACE101
manufacturer name ACE102
manufacturer product number ACE103
product family ACE104
product name ACE105
supplier name ACE106
supplier product number ACE107
product online information URL ACE108
customs tariff number ACE109
General technical data ACCO012
degree of protection of the device ACE218
Main circuit (of a switching device) ACCO014
number of main contacts, normally closed ACE403
number of main contacts, normally open ACE404
rated operational power, AC-6b, 400 V ACE405
rated operational power, AC-6b, 230 V ACE464
rated operational power, capacitive switching, 460 V, 60 Hz ACE406
rated operational power, capacitive switching, 575 V, 60 Hz ACE402
ambient air temperature ACE440
Control and auxiliary circuits ACCO016
number of auxiliary contacts, normally open ACE511
number of auxiliary contacts, normally closed ACEBog:uments
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Properties of each class Class ID Prol%erty
kind of current ACE601
compatible with PLC outputs ACEG608
rated control voltage, a.c., 50 Hz ACEB602
rated control voltage, a.c., 60 Hz ACE604
rated control voltage, d.c. ACEB606

Installation, mounting and dimensions ACCO066
mounting onto standard rail ACE804
Connection facilities ACCO068
clamping unit of main circuit ACEB852
clamping unit of auxiliary and/or control circuits ACEB854
Product certificates and standards ACCO070
certificates and approvals ACE902
product standards ACE901
environmental declaration ACE903
497
498 7.5.9 Combination of contactors
499 Table 24 - Combination of contactors
Properties of each class Class ID Prol%erty
Combination of contactors ACC409
Identification ACCO11
global trade item number (GTIN) ACE101
manufacturer name ACE102
manufacturer product number ACE103
product family ACE104
product name ACE105
supplier name ACE106
supplier product number ACE107
product online information URL ACE108
customs tariff number ACE109
General technical data ACCO012
kind of motor-starter ACE201
degree of protection of the device ACE218
Main circuit (of a switching device) ACCO014
rated operational power, AC-3, 400 V ACE413
rated operational power, AC-3, 230 V ACE412
rated operational current, AC-3, 400 V ACE434
rated operational current, AC-3, 230 V ACE442
3 ph. horsepower rating, 460 V, 60 Hz ACE418
3 ph. horsepower rating, 575 V, 60 Hz ACE419
ambient air temperature ACE440
Control and auxiliary circuits ACCO016
number of auxiliary contacts, normally open ACE511
number of auxiliary contacts, normally closed ACEBog:uments
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Properties of each class Class ID Prol%erty
kind of current ACE601
compatible with PLC outputs ACEG608
rated control voltage, a.c., 50 Hz ACEB602
rated control voltage, a.c., 60 Hz ACE604
rated control voltage, d.c. ACEB606

Installation, mounting and dimensions ACCO066
mounting onto standard rail ACE804
Connection facilities ACCO068
clamping unit of main circuit ACEB852
clamping unit of auxiliary and/or control circuits ACEB854
Product certificates and standards ACCO070
certificates and approvals ACE902
product standards ACE901
environmental declaration ACE903
500
501 7.5.10 Power contactor, DC switching
502 Table 25 - Power contactor, DC switching
Properties of each class Class ID Prol%erty
Power contactor, DC switching ACC410
Identification ACCO11
global trade item number (GTIN) ACE101
manufacturer name ACE102
manufacturer product number ACE103
product family ACE104
product name ACE105
supplier name ACE106
supplier product number ACE107
product online information URL ACE108
customs tariff number ACE109
General technical data ACCO012
degree of protection of the device ACE218
Main circuit (of a switching device) ACCO014
number of main contacts, normally closed ACEA403
number of main contacts, normally open ACE404
rated operational power, DC-1, 440 V ACE407
rated operational power, DC-1, 220 V ACE465
rated operational power, DC-3, 440 V ACE408
rated operational power, DC-3, 220 V ACE470
rated operational power, DC-5, 440 V ACE409
rated operational power, DC-5, 220 V ACE466
rated operational current, DC-1, 440 V ACE425
rated operational current, DC-1, 220 V ACE467
rated operational current, DC-3, 440 V ACEB'Og:uments
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Properties of each class Class ID Prol%erty
rated operational current, DC-3, 220 V ACE468
rated operational current, DC-5, 440 V ACE428
rated operational current, DC-5, 220 V ACE469
ambient air temperature ACE440

Control and auxiliary circuits ACCO016
number of auxiliary contacts, normally open ACE511
number of auxiliary contacts, normally closed ACE508
kind of current ACEG601
compatible with PLC outputs ACE608
rated control voltage, a.c., 50 Hz ACEB602
rated control voltage, a.c., 60 Hz ACE604
rated control voltage, d.c. ACEG606
Installation, mounting and dimensions ACCO066
mounting onto standard rail ACE804
Connection facilities ACCO068
clamping unit of main circuit ACEB852
clamping unit of auxiliary and/or control circuits ACEB854
Product certificates and standards ACCO070
certificates and approvals ACE902
product standards ACE901
environmental declaration ACE903
503
504 7.5.11 Thermal overload relay
505 Table 26 - Thermal overload relay
Properties of each class Class ID ProIpDerty
Thermal overload relay ACC411
Identification ACCO11
global trade item number (GTIN) ACE101
manufacturer name ACE102
manufacturer product number ACE103
product family ACE104
product name ACE105
supplier name ACE106
supplier product number ACE107
product online information URL ACE108
customs tariff number ACE109
General technical data ACCO012
nature of the reset of the overload release ACE208
test trip button ACE210
trip class ACE213
degree of protection of the device ACE218
Over-current release ACCO041
temperature compensated overload protection ACEDog:uments
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