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Introduction
This draft standard is based on national and international discussions. Your comments on this draft are invited and will assist in
the preparation of the consequent standard.

For international standards, comments will be reviewed by the relevant UK national committee before sending the consensus
UK vote and comments to the international committee, which will then decide appropriate action. If the international standard is
approved, it is usual for the text to be published as a British Standard.

For national standards, comments will be reviewed by the relevant UK national committee and the resulting standards published
as a British Standard.

UK Vote
Please indicate whether you consider the UK should submit a negative (with supporting technical reasons) or positive vote on
this draft. Please indicate if you are aware of any reason why this draft standard should not be published as a British Standard.

Submission of Comments
- Annotated drafts are not acceptable and will be rejected.

- All comments should be submitted online at https://standardsdevelopment.bsigroup.com/. You will need to register in
order to comment.

Template for comments and secretariat observations Date: xx/xx/20xx Document: ISO/DIS xxxx

1 2 (3) 4 5 (6) 7

MB Clause No./ Subclause
No./Annex (e.g. 3.1)

Paragraph/
Figure/Table/Note

Type of
comment

Commend (justification
for change) by the MB

Proposed change by the MB Secretariat observations on
each comment submitted

3.1 Definition 1 ed Definition is ambiguous and needs
clarifying.

Amend to read '...so that the mains
connector to which no connection...'

6.4 Paragraph 2 te The use of the UV photometer as
an alternative cannot be supported
as serious problems have been
encountered in its use in the UK.

Delete reference to UV photometer.
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European foreword 

This document (prEN 1993-1-9:2023) has been prepared by Technical Committee CEN/TC 250 
“Structural Codes”, the secretariat of which is held by BSI. CEN/TC 250 is responsible for all Structural 
Eurocodes and has been assigned responsibility for structural and geotechnical design matters by CEN. 

This document is currently submitted to the CEN Enquiry. 

This document will supersede EN 1993-1-9:2005 and EN 1993-1-9:2005/AC:2009. 

The first generation of EN Eurocodes was published between 2002 and 2007. This document forms part 
of the second generation of the Eurocodes, which have been prepared under Mandate M/515 issued to 
CEN by the European Commission and the European Free Trade Association. 

The Eurocodes have been drafted to be used in conjunction with relevant execution, material, product 
and test standards, and to identify requirements for execution, materials, products and testing that are 
relied upon by the Eurocodes. 

The Eurocodes recognise the responsibility of each Member State and have safeguarded their right to 
determine values related to regulatory safety matters at national level through the use of national 
annexes. 
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Introduction 

0.1 Introduction to the Eurocodes 

The Structural Eurocodes comprise the following standards generally consisting of a number of parts: 

• EN 1990 Eurocode: Basis of structural and geotechnical design; 

• EN 1991 Eurocode 1: Actions on structures; 

• EN 1992 Eurocode 2: Design of concrete structures; 

• EN 1993 Eurocode 3: Design of steel structures; 

• EN 1994 Eurocode 4: Design of composite steel and concrete structures; 

• EN 1995 Eurocode 5: Design of timber structures; 

• EN 1996 Eurocode 6: Design of masonry structures; 

• EN 1997 Eurocode 7: Geotechnical design; 

• EN 1998 Eurocode 8: Design of structures for earthquake resistance; 

• EN 1999 Eurocode 9: Design of aluminium structures; 

• New parts are under development, e.g. Eurocode for design of structural glass. 

The Eurocodes are intended for use by designers, clients, manufacturers, constructors, relevant 
authorities (in exercising their duties in accordance with national or international regulations), 
educators, soft-ware developers, and committees drafting standards for related product, testing and 
execution standards. 
NOTE Some aspects of design are most appropriately specified by relevant authorities or, where not specified, 
can be agreed on a project-specific basis between relevant parties such as designers and clients. The Eurocodes 
identify such aspects making explicit reference to relevant authorities and relevant parties. 

0.2 Introduction to EN 1993 (all parts) 

EN 1993 (all parts) applies to the design of buildings and civil engineering works in steel. It complies with 
the principles and requirements for the safety and serviceability of structures, the basis of their design 
and verification that are given in EN 1990 – Basis of structural design. 

EN 1993 (all parts) is concerned only with requirements for resistance, serviceability, durability and fire 
resistance of steel structures. Other requirements, e.g. concerning thermal or sound insulation, are not 
covered. 

EN 1993 is subdivided in various parts: 

• EN 1993-1, Design of Steel Structures — Part 1: General rules and rules for buildings; 

• EN 1993-2, Design of Steel Structures — Part 2: Steel bridges; 

• EN 1993-3, Design of Steel Structures — Part 3: Towers, masts and chimneys; 

• EN 1993-4, Design of Steel Structures — Part 4: Silos and tanks; 

Full document details: 23/30397909 DC

http://www.avadocuments.com/doc/23-30397909-dc
http://www.avadocuments.com/doc/23-30397909-dc


prEN 1993-1-9:2023 (E) 

7 

• EN 1993-5, Design of Steel Structures — Part 5: Piling; 

• EN 1993-6, Design of Steel Structures — Part 6: Crane supporting structures; 

• EN 1993-7, Design of steel structures — Part 7: Design of sandwich panels. 

EN 1993-1 in itself does not exist as a physical document, but as a document series that comprises the 
following 14 separate parts, the basic part being EN 1993-1-1: 

• EN 1993-1-1, Design of Steel Structures — Part 1-1: General rules and rules for buildings; 

• EN 1993-1-2, Design of Steel Structures — Part 1-2: Structural fire design; 

• EN 1993-1-3, Design of Steel Structures — Part 1-3: Cold-formed members and sheeting; 

NOTE Cold formed hollow sections supplied according to EN 10219 are covered in EN 1993-1-1. 

• EN 1993-1-4, Design of Steel Structures — Part 1-4: Stainless steels; 

• EN 1993-1-5, Design of Steel Structures — Part 1-5: Plated structural elements; 

• EN 1993-1-6, Design of Steel Structures — Part 1-6: Strength and stability of shell structures; 

• EN 1993-1-7, Design of Steel Structures — Part 1-7: Strength and stability of planar plated structures 
transversely loaded; 

• EN 1993-1-8, Design of Steel Structures — Part 1-8: Design of joints; 

• EN 1993-1-9, Design of Steel Structures — Part 1-9: Fatigue strength of steel structures; 

• EN 1993-1-10, Design of Steel Structures — Part 1-10: Material toughness and through-thickness 
properties; 

• EN 1993-1-11, Design of Steel Structures — Part 1-11: Design of structures with tension components 
made of steel; 

• EN 1993-1-12, Design of Steel Structures — Part 1-12: Additional rules for steel grades up to S960; 

• EN 1993-1-13, Design of Steel Structures — Part 1-13: Beams with large web openings; 

• EN 1993-1-14, Design of Steel Structures — Part 1-14: Design assisted by finite element analysis. 

All subsequent parts numbered EN 1993-1-2 to EN 1993-1-14 treat general topics that are independent 
from the structural type like structural fire design, cold-formed members and sheeting, stainless steels, 
plated structural elements, etc. 

All subsequent parts numbered EN 1993-2 to EN 1993-7 treat topics relevant for a specific structural 
type like steel bridges, towers, masts and chimneys, silos and tanks, piling, crane supporting structures, 
etc. EN 1993-2 to EN 1993-7 refer to the generic rules in EN 1993-1 and supplement, modify or supersede 
them. 
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0.3 Introduction to EN 1993-1-9 

EN 1993-1-9 gives specific design rules for verification of fatigue resistance of steel structures. It is 
intended to be used with EN 1990, EN 1991 and EN 1993-1. Matters that are already covered in those 
documents are not repeated. The focus in EN 1993-1-9 is on design rules that supplement, modify or 
supersede the equivalent provisions given in EN 1993-1. 

0.4 Verbal forms used in the Eurocodes 

The verb “shall" expresses a requirement strictly to be followed and from which no deviation is permitted 
in order to comply with the Eurocodes. 

The verb “should” expresses a highly recommended choice or course of action. Subject to national 
regulation and/or any relevant contractual provisions, alternative approaches could be used/adopted 
where technically justified. 

The verb “may" expresses a course of action permissible within the limits of the Eurocodes. 

The verb “can" expresses possibility and capability; it is used for statements of fact and clarification of 
concepts. 

0.5 National annex for EN 1993-1-9 

National choice is allowed in this standard where explicitly stated within notes. National choice includes 
the selection of values for Nationally Determined Parameters (NDPs). 

The national standard implementing EN 1993-1-9 can have a National Annex containing all national 
choices to be used for the design of steel structures to be constructed in the relevant country. 

When no national choice is given, the default choice given in this standard is to be used. 

When no national choice is made and no default is given in this standard, the choice can be specified by a 
relevant authority or, where not specified, agreed for a specific project by appropriate parties. 

National choice is allowed in EN 1993-1-9 through notes to the following: 

1.1(8) 4(6) 5(4) 5(6) 

6.1(3) – 3 choices 7.1(4) 8.2(1) – 2 choices 9.1(1) 

9.4(3) B.2(1) B.2(1) C.2(4) 

C.2(5) F.2(2) F.2(5) F.2(6) 

F.3.2(1) F.4.2.1(3)   

National choice is allowed in EN 1993-1-9 on the application of the following informative annexes: 

Annex D Annex E Annex F Annex G 

The National annex may contain, directly or by reference, non-contradictory complementary information 
for ease of implementation, provided it does not alter any provisions of the Eurocodes. 
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1 Scope 

1.1 Scope of EN 1993-1-9 

(1) EN 1993-1-9 gives design methods for the verification of the fatigue design situation of steel 
structures. 
NOTE Steel structures consist of members and their joints. Each member and joint can be represented as a 
constructional detail or as several of the latter. 

(2) Design methods other than the stress-based methods, such as the notch strain method or fracture 
mechanics methods, are not covered by EN 1993-1-9. 

(3) EN 1993-1-9 only applies to structures made of all grades of structural steels which conform to 
EN 1993-1 (all parts), in accordance with the provisions noted in the detail category tables or annexes. 

(4) EN 1993-1-9 only applies to structures where execution conforms to EN 1090-2. 
NOTE Supplementary execution requirements are indicated in the detail category tables. 

(5) EN 1993-1-9 applies to structures operating under normal atmospheric conditions and with 
sufficient corrosion protection and regular maintenance. The effect of seawater corrosion is not covered. 

(6) EN 1993-1-9 applies to structures with hot dip galvanizing in accordance with the provisions 
noted in the detail category tables or annexes. 

(7) Microstructural damage from high temperature (> 150°C) that occurs during the design service 
life is not covered. 

(8) EN 1993-1-9 gives guidance of how to consider post-fabrication treatments that are intended to 
improve the fatigue resistance of constructional details. 

1.2 Assumptions 

(1) Unless specifically stated, EN 1990, EN 1991 (all parts) and the other relevant parts of EN 1993-1 
(all parts) apply. 

(2) The design methods given in EN 1993-1-9 are applicable if: 

• the execution quality is as specified in EN 1090-2, and 

• the construction materials and products used are as specified in the relevant parts on EN 1993 (all 
parts), or in the relevant material and product specifications. 

(3) The design methods of EN 1993-1-9 are generally derived from fatigue tests on constructional 
details with large scale specimens that include effects of geometrical and structural imperfections from 
material production and execution (e.g. the effects of tolerances and residual stresses from welding). 
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2 Normative references 

The following documents are referred to in the text in such a way that some or all of their content 
constitutes requirements of this document. For dated references, only the edition cited applies. For 
undated references, the latest edition of the referenced document (including any amendments) applies. 
NOTE See the Bibliography for a list of other documents cited that are not normative references, including 
those referenced as recommendations (i.e. through ‘should’ clauses) and permissions (i.e. through ‘may’ clauses). 

EN 1090-2, Execution of steel structures and aluminium structures — Part 2: Technical requirements for 
steel structures 

EN 1990, Eurocode - Basis of structural design 

EN 1991 (all parts), Eurocode 1 - Actions on structures 

EN 1993-1 (all parts), Eurocode 3 - Design of steel structures 

3 Terms, definitions and symbols 

3.1 Terms and definitions 

For the purpose of this document terms and definitions given in EN 1990, EN 1991 (all parts), 
EN 1993-1-1, EN 1993-1-5, EN 1993-1-8 and the following apply. 

3.1.1 General 

3.1.1.1 
fatigue 
gradually progressive, localised damaging process of a constructional detail within a structure subject to 
fatigue action (see 3.1.2.1) that may culminate in failure caused by crack initiation and propagation 

Note 1 to entry: The type of failure depends on the definition of fatigue resistance, see 3.1.4.1. 

3.1.1.2 
design service life 
reference period of time that depends on the type of structure for which its constructional details are 
required to perform safely with an appropriate level of reliability that failure by fatigue cracking will not 
occur 

Note 1 to entry: EN 1990 gives provisions on design service life. 

3.1.1.3 
safe life concept 
design concept in which an appropriate level of reliability for the fatigue design situation is obtained 
without the need for regular in-service inspection or monitoring for fatigue during the design service life 

3.1.1.4 
damage tolerant concept 
design concept in which an appropriate level of reliability for the fatigue design situation is obtained by 
implementing prescribed inspection and maintenance for detecting and mitigating fatigue during the 
design service life 
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3.1.1.5 
constructional detail 
part of a member or joint containing a stress raising effect 

3.1.1.6 
hollow section joint 
joint consisting of structural circular hollow sections (CHS) or structural rectangular hollow sections 
(RHS), or their combinations as used in uniplanar or multi-planar trusses or girders, such as T-, Y-, X-, K-
, XX-, and KK-joints 

3.1.1.7 
rod 
circular solid threaded member made of structural steel including stainless steel 

3.1.1.8 
stress raising effect 
local increase in stress caused by discontinuity in loading and/or geometry and/or material 

3.1.1.9 
stress concentration 
computable part of stress raising effect, expressed by the stress concentration factor kf, see Figure 3.1 

Note 1 to entry: Stress concentration factors are usually only available for concentrated load effects and geometric 
effects. 

 
 

 
 

a) reference: 
without stress 
concentration 

(kf = 1) 

b) concentrated 
load effect 

c) macro-geometric 
effects accounting 
for large opening 

d) macro-geometric effects 
accounting for eccentricity 

(maximum tensile stress shown) 

Key 

σ nominal stress 

kf stress concentration factor 

A cross-sectional area 

F concentrated load 

Figure 3.1 — Examples of stress concentration factor kf 
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3.1.1.10 
concentrated load effect 
stress raising effect arising from discontinuity in loading caused by single loads, usually not taken into 
account in the detail category tables, e.g. Figure 3.1 b) 

3.1.1.11 
macro-geometric effect 
stress raising effect arising from discontinuity in gross shape of a member, see e.g. Figure 3.1 c) and d), 
usually not taken into account in the detail category tables 

Note 1 to entry: Examples are apertures, re-entrant corners, large openings, shear lag, curved members, secondary 
bending caused by eccentricities and misalignments beyond the limits accounted for by the detail category tables. 

3.1.1.12 
misalignment 
unintended offset or out-of-straightness (angular mismatch) due to the arrangement or position of 
jointed elements arising during the manufacturing process 

3.1.1.13 
eccentricity 
intended offset of jointed elements 

3.1.1.14 
joint-geometric effect 
stress raising effect arising from discontinuity in local shape of a member caused by attachments or 
connected members, see Figure 3.2 c) 

Note 1 to entry: Examples are shell bending stresses in addition to membrane stresses in plates caused by one-sided 
attachment. 

3.1.1.15 
notch-geometric effect 
stress raising effect arising from discontinuity in local geometry of a member at a microscopic scale 
caused by notch geometry (notch radius), see Figure 3.2 d) 

Note 1 to entry: Examples for non-welded member are scratches, corrosion pits and rolling defects. Examples for 
welded members are weld profile shape, weld toes, weld roots, lack of fusion, slag inclusion, lack of penetration, 
cold laps and porosity. 

3.1.1.16 
material effect 
stress raising effect arising from discontinuity in material properties, such as regions with different yield 
strengths in the heat affected zone of welds, that are accounted for within the detail category tables 
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a) transverse weld toe b) nominal stress 
distribution 

c) hot spot stress 
distribution 

d) effective notch 
stress distribution 

Key 

1 potential crack 

2 stress distribution on surface accounting for weld with sharply edged weld toes 

3 linear stress extrapolation 

4 stress distribution on surface accounting for weld with rounded off weld toes 

5 round off radius for weld toe 

σ nominal stress at potential crack location (here: weld toe) 

σHS hot spot stress at potential crack location (see 3.1.1.20) 

σENS effective notch stress at potential crack location (see 3.1.1.22) 

Figure 3.2 — Examples of different types of normal stress distribution in the vicinity of 
transverse weld toe 

3.1.1.17 
nominal stress 
σ or τ 
elastic stress in a constructional detail adjacent to a potential crack location, disregarding any stress 
raising effect, Figure 3.2 b) 

Note 1 to entry: The nominal stress as specified in EN 1993-1-9 can be a normal stress, a shear stress, a principal 
stress or an equivalent stress. 

Note 2 to entry: The joint-geometric (see 3.1.1.14), the notch-geometric (see 3.1.1.15) and the material effects (see 
3.1.1.16) are accounted for by the nominal stress-based detail categories. See 3.1.1.18 if macro-geometric and/or 
concentrated load effects exist. 

Note 3 to entry: For beam-like components with uniform loading, the nominal stress can be calculated by beam 
theory. 

3.1.1.18 
modified nominal stress 
nominal stress multiplied by an appropriate stress concentration factor kf to allow for geometric and/or 
concentrated load effects, see Figures 3.1 b) to d) 

Note 1 to the entry: Instead of stress concentration factors, fatigue notch factors kt can be used. Examples are given 
in EN 1999-1-3. 
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3.1.1.19 
geometric stress  
structural stress 
elastic stress within a welded constructional detail accounting for joint-geometric effects (and macro-
geometric and concentrated load effects if applicable) and neglecting the notch-geometric and material 
effects, see Figure 3.2 c) 

Note 1 to entry: The notch-geometric (see 3.1.1.13) and the material effects (see 3.1.1.14) are accounted for in Table 
B.1. 

3.1.1.20 
hot spot stress 
σHS 
stress at the weld toe of the considered constructional detail derived from the geometric stress (see 
3.1.1.18) through stress extrapolation 

Note 1 to entry: See EN 1993-1-14 for determination of hot spot stress. 

3.1.1.21 
notch stress 
elastic stress in a constructional detail taking into account all stress concentrations, Figure 3.2 d) 

3.1.1.22 
effective notch stress 
σENS 
peak value of notch stress at potential crack location modelled with a specified effective notch radius, 
Figure 3.2 d) 

Note 1 to entry: See EN 1993-1-14 for determination of effective notch stress. 

3.1.1.23 
residual stresses 
permanent stresses in a member or structure in the absence of any external action 

Note 1 to entry: Residual stresses can arise from rolling, cutting and forming processes, thermal treatment, weld 
shrinkage or lack of fit between members. As external action is absent, the residual stresses locked in a member are 
self-balancing. 

3.1.1.24 
inspection 
examination for conformity by measuring, observing, or testing relevant characteristics 
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3.1.2 Fatigue actions 

3.1.2.1 
fatigue action 
action on a structure that is composed of loading events for which the number of reoccurrences cannot 
be neglected for structural design as the action effect on the constructional details may cause fatigue 

Note 1 to entry: Examples of fatigue actions are: 

− axle loads of lorries on road bridges, 

− transverse forces due to alternate vortex-shedding on masts, towers and chimneys, 

− wheel loads of cranes on crane runway beams. 

Note 2 to entry: EN 1990 gives representative values of the actions on structures for the fatigue design situation. 

3.1.2.2 
loading event (load cycle) 
period of time with a defined variation in magnitude and/or point of application of the fatigue action that 
can be considered to reoccur a number of times 

Note 1 to entry: Examples of loading events are: 

− sequence summarizing approach, passage and departure of a lorry or a railway train in case of bridges, 

− shedding of a single vortex in case of masts, towers, chimneys, 

− sequence of crane operations commencing when a payload is hoisted and ending when the crane is ready to 
hoist the next payload in case of crane runway beams. 

3.1.2.3 
loading history 
presentation of the expected fatigue action on a structure (considering prediction inaccuracy) during its 
design service life by arranging the loading events in chronological sequence 
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3.1.2.4 

action spectrum 
evaluation of the loading history of a structure presenting the different levels of fatigue action with the 
associated relative frequency (number of stress cycles) in descending order by neglecting sequence 
effects 

Note 1 to entry: The fatigue action can be described by ordinary spectra (relationship of different action levels Qi 
and associated numbers of load cycles Ni) or by cumulative spectra (also called sum-spectra; relationship of 
different action levels Qi and associated number of load cycles ΣNi for which this action level is reached or exceeded). 
Figure 3.3 shows selected types of action spectra that are commonly used: 

− discrete action spectrum of different action levels Qi, Figure 3.3 a) 

− continuous loading spectrum characterized by Qmax, Nmax and a standardized spectrum shape, Figure 3.3 b) 

− equivalent constant loading spectrum characterized by Qe and Nmax, Figure 3.3 c) 

− equivalent constant loading spectrum characterized by Qe,2 and 2×106 load cycles representing a simplified 
fatigue load model in EN 1991, Figure 3.3 d). 

Note 2 to entry: EN 1990 contains general provisions for structures for which EN 1991 does not provide loading 
spectra. 

Note 3 to entry: The equivalent constant loading spectra characterized by Qe,2 and 2×106 load cycles replace real 
discrete or continuous load spectra. 

  
a) ordinary and corresponding cumulative discrete 

multiple action level spectra 
b) ordinary and corresponding cumulative 

continuous multiple action level spectra 

  

c) equivalent constant ‘single action level spectrum d) equivalent constant ‘single action level 
spectrum with 2×106 load cycles 

Key 
Ni number of cycles at action level Qi 
ΣNi number of cycles for which action level Qi is reached or exceeded 
Nmax total number of cycles 
Qi action level 
Qe load level of damage equivalent constant action spectrum 
Qe,2 load level of damage equivalent constant action spectrum with 2×106 load cycles 
Qmax representative value of fatigue action spectrum 

Figure 3.3 — Commonly used representations of action spectra 
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3.1.3 Fatigue action effect 

3.1.3.1 
fatigue action effect 
resulting stress effect from the application of the fatigue action on a constructional detail that is 
composed of stress cycles 

3.1.3.2 
stress cycle 
period of time (denoted ‘1’ in Figure 3.4) with a defined stress variation between a maximum and 
minimum stress starting and ending at the same stress level 

 
Key 

σmin minimum stress 

σmax maximum stress 

∆σ stress range 

t time 

1 stress cycle 

2 stress amplitude 

3 mean stress 

Figure 3.4 — Stress cycle parameters (also applicable for shear stress cycles) 

3.1.3.3 
stress history 
presentation of the expected fatigue action effect by arranging the stress cycles in chronological sequence 

3.1.3.4 
stress range 
difference between maximum and minimum stress of a stress cycle, see Figure 3.4 
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3.1.3.5 
stress ratio 
ratio of minimum and maximum stress of a particular stress cycle, with stresses calculated including the 
static load effects from the relevant combination of actions 

Note 1 to entry: The influence of stress ratio only exists for non-welded constructional details and for welded 
constructional details with thermal stress relief or post-weld treatment as specified in Annex F. 

3.1.3.6 
thermal stress relief 
reduction in residual stress as a result of thermal treatment (e.g. post weld heat treatment) 

3.1.3.7 
stress amplitude 
half of stress range of a particular stress cycle, denoted ‘2’ in Figure 3.4 

3.1.3.8 
constant amplitude fatigue action effect 
fatigue action effect where all stress cycles have the same stress range 

3.1.3.9 
variable amplitude fatigue action effect 
fatigue action effect where the stress ranges vary between stress cycles 

3.1.3.10 
stress-range spectrum 
evaluation of expected stress history presenting the different stress ranges and the associated relative 
frequency (number of stress cycles) commonly presented in descending order neglecting sequence 
effects through cycle counting methods, such as the rainflow and reservoir methods 

    

a) discrete cumulative 
variable amplitude 

spectrum 

b) continuous cumulative 
variable amplitude 

spectrum 

c) equivalent constant 
amplitude spectrum 

d) equivalent constant 
amplitude spectrum 

with 2×106 stress cycles 

Key 

∆σi,E stress range level 
∆σmax,E maximum stress range 
Ni,E number of stress cycles at level ∆σi,E 

ΣNi,E number of stress cycles for which ∆σi,E is reached or exceeded 
Nmax,E total number of stress cycles  
∆σe,E damage equivalent stress range 
∆σe,2,E damage equivalent stress range with 2×106 stress cycles 

Figure 3.5 — Commonly used representations of stress-range spectra 
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Note 1 to entry: As for action spectra in Figure 3.3, the fatigue action effect can also be described by ordinary spectra 
(relationship of applied stress ranges ∆σi,E or ∆τi,E and associated numbers of stress cycles Ni,E) or by cumulative 
spectra (also called sum-spectra; relationship of applied stress ranges ∆σi,E or ∆τi,E and associated number of stress 
cycles ΣNi,E for which this stress range is reached or exceeded). The following types of stress-range spectra are 
commonly used: 

− discrete spectrum of different stress range levels ∆σi,E or ∆τi,E and associated numbers of stress cycles Ni,E, see 
Figure 3.5 a), 

− continuous spectrum characterized by maximum stress range ∆σmax,E or ∆τmax,E, total number of stress cycles 
Nmax,E and a standardized spectrum shape, see Figure 3.5b), 

− equivalent constant stress range spectrum with ∆σe,E or ∆τe,E and total number of stress cycles Nmax,E, see Figure 
3.5 c), 

− equivalent constant stress range spectrum with ∆σe,2,E or ∆τe,2,E and 2×106 stress cycles, see Figure 3.5 d). 

Note 2 to entry: The equivalent constant stress range spectrum with ∆σe,2,E and 2×106 stress cycles is the effect of a 
simplified fatigue load model in EN 1991 representing an equivalent loading spectrum with Qe,2 and 2×106 load 
cycles (see 3.1.2.4). The fatigue load model causes a stress range that is adjusted by λ-values to obtain ∆σe,2,E. The 
λ-values account for the influence of the real loading spectrum and are dependent on the type of structure (bridge, 
mast, crane runway etc.) and the kind of stress. 

Note 3 to entry: For some applications, a load cycle can cause multiple stress cycles for the considered 
constructional detail. The number of stress cycles (NE) rather than the number of load cycles (N) is always decisive 
for the fatigue design situation. 

3.1.3.11 
cycle counting 
process of transforming a variable amplitude stress history into a stress range spectrum, each with a 
particular stress range, such as the rainflow method and reservoir method 

3.1.3.12 
rainflow method 
particular cycle counting method of producing a stress-range spectrum from a given stress history 

Note 1 to entry: For the mathematical determination see prEN 1990:2021 Annex F. 

3.1.3.13 
reservoir method 
particular cycle counting method of producing a stress-range spectrum from a given stress history 

Note 1 to entry: For the mathematical determination see prEN 1990:2021 Annex F. 

3.1.4 Fatigue resistance 

3.1.4.1 
fatigue resistance 
capacity of a constructional detail to withstand fatigue actions without fatigue failure, with an 
appropriate level of reliability 
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3.1.4.2 
fatigue life 
number of cycles that a constructional detail can withstand without fatigue failure 

Note 1 to entry: The fatigue life depends on the stress range spectrum. For a particular structure, the fatigue life can 
alternatively be expressed as a period of time. 

3.1.4.3 
fatigue resistance curve 
calculation model for the fatigue resistance of a constructional detail that establishes a quantitative 
relationship between stress range Δσ and the corresponding endurance NR, see Figure 3.6 a) 

  

a) Endurance of any stress range b) Reference value at 2×106 stress cycles 

Key 

a fatigue resistance curve 

m slope parameter of fatigue resistance curve 

∆σ stress range 

N number of cycles 

NR endurance associated with ∆σ 

∆σC reference value at 2×106 stress cycles 

Figure 3.6 — Definition of endurance and reference value of fatigue resistance curve  
(also applicable for shear stressing) 

Note 1 to entry: The characteristic fatigue resistance curves given in EN 1993-1-9 are lower bound values based on 
the evaluation of fatigue tests with large scale test specimens. 

Note 2 to entry: The characteristic fatigue resistance curves are also known as S-N curves or Wöhler curves. 

Note 3 to entry: For simplification, the characteristic fatigue resistance curves of the constructional details in this 
document are attributed to detail categories. 
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3.1.4.4 
endurance 
NR 
fatigue life of a constructional detail under a stress range ∆σ or ∆τ that is obtained from the 
corresponding fatigue resistance curve, see Figure 3.6 a) 

3.1.4.5 
characteristic reference value of fatigue resistance 
∆σC, ∆τC 
mechanical property of a constructional detail expressing its characteristic fatigue resistance in terms of 
a stress range ∆σC or ∆τC for an endurance of NR = NC = 2×106 stress cycles, see Figure 3.6 b) 

Note 1 to entry: ‘Reference value of fatigue resistance’ is also commonly referred to as ‘fatigue strength’. 

3.1.4.6 
detail category 
characteristic reference value ∆σC or ∆τC of fatigue resistance in N/mm2 identifying a particular fatigue 
resistance curve 

Note 1 to entry: The detail category attributed to a particular constructional detail can be obtained from the first 
row of the detail category tables depending on the chosen design stress method (see 6.1). 

3.1.4.7 
slope parameter 
m 
parameter of the fatigue resistance curve expressing the intensity of fatigue damage, see Figure 3.6 a) 

Note 1 to entry: In mathematics, the slope parameter is identical with the negative inverse slope of the fatigue 
resistance curve. 

3.1.4.8 
constant amplitude fatigue limit 
CAFL 
∆σD, ∆τD 
characteristic maximum stress range, for constant or variable stress range spectra, for which a 
constructional detail can withstand an infinite number of stress cycles without fatigue damage, see Figure 
3.7 

Note 1 to entry: Figure 3.7 is a simplification. The verification with respect to the CAFL, that takes partial factors 
into account, is described in 9.3. 

Note 2 to entry: The verification with respect to the CAFL for design situations with variable amplitude fatigue 
action effect is only possible where the real maximum stress range is known and stays below ∆σD or ∆τD, Figure 3.7 
b). The fatigue load models in EN 1991 do not provide the real maximum stress range. See details in 9.3. 
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a) constant amplitude fatigue action effect b) variable amplitude fatigue action effect with 
known maximum stress range 

Key 

1 stress range spectrum not contributing to fatigue damage 

a fatigue resistance curve 

∆σD CAFL 

ND number of stress cycles linked with the CAFL 

Figure 3.7 — Spectra with all stress ranges below CAFL (also applicable for shear stressing) 

3.1.4.9 
variable amplitude fatigue limit 
VAFL 
∆σL 
characteristic maximum stress range, for variable amplitude stress range spectra, below which the stress 
ranges do not need to be considered in calculating the fatigue damage 
Note 1 to entry: For constructional details with a fatigue resistance curve having only a slope parameter m1, the 
value of the CAFL is the same as that of the VAFL. These are: 

− lattice girder joints made of hollow sections subject to normal stress ranges, 

− all constructional details subject to shear stress ranges. 

Thus, all stress ranges below ∆σD or ∆τD are not considered in the fatigue damage calculation for constructional 
details with such fatigue resistance curves. Figure 3.8 is a simplification neglecting partial factors. 

Note 2 to entry: For constructional details with a fatigue resistance curve having slope parameters m1 and m2, the 
stress ranges between ∆σD and ∆σL contribute to fatigue damage, if the stress range spectrum also comprises stress 
ranges above ∆σD. 
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a) Fatigue resistance curve with same CAFL and 
VAFL levels 

b) Fatigue resistance curve with separate CAFL 
and VAFL levels 

Key 

1 stress ranges not contributing to fatigue damage 

2 stress ranges contributing to fatigue damage with slope parameter m2 

3 stress ranges contributing to fatigue damage with slope parameter m1 

a fatigue resistance curve 

∆σD CAFL for details subject to normal stresses 

∆τD CAFL for details subject to shear stresses 

∆σL VAFL for details subject to normal stresses and two-slope fatigue resistance curve 

ND number of stress cycles linked with the CAFL 

NL number of stress cycles linked with the VAFL 

Figure 3.8 — Spectra with stress ranges above and below CAFL 

3.1.4.10 
manual welding 
welding in which all operations are carried out manually (the electrode holder, gun, torch or blowpipe is 
manipulated by hand) 

3.1.4.11 
fully mechanized welding 
welding in which all main operations (excluding the handling of the work piece) are performed 
automatically 

Note 1 to entry: Manual adjustment of welding variables during welding is possible. 

3.1.4.12 
automatic welding 
welding in which all operations are performed automatically 

Note 1 to entry: Manual adjustment of welding variables during welding is not possible. 
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3.1.4.13 
High Frequency Mechanical Impact (HFMI) treatment 
continuous peening process carried out by traversing a hardened rounded tipped tool along a surface 
whilst it is subjected to high frequency hammer blows produced by machine 

Note 1 to entry: Qualification involves application of a pre-approved procedure to a specific welded joint geometry, 
which is then subjected to fatigue testing. 

Note 2 to entry: Investigation in [1] showed that the following HFMI technologies are comparable: 

− HiFIT (High Frequency Impact Treatment) 

− PIT (Pneumatic Impact Treatment) 

− UIT (Ultrasonic Impact Treatment). 

3.1.4.14 
operator 
appropriately trained person who is able to operate the HFMI-device properly 

3.1.4.15 
device manufacturer 
company that manufactures the HFMI-device 

3.1.5 Fatigue verification 

3.1.5.1 
fatigue damage 
Di 
fatigue damage due to a stress range Δσi,E with Ni,E stress cycles (Di = Ni,E / Ni,R), the ratio of the number of 
cycles, Ni,E, of a particular stress range applied to a constructional detail and the endurance, Ni,R, of this 
constructional detail under the same stress range 

3.1.5.2 
accumulated fatigue damage 
D 
sum of fatigue damages from all stress ranges in a spectrum 

3.1.5.3 
Miner's summation 
linear cumulative summation of the fatigue damage from all stress cycles accounted for in a stress-range 
spectrum, based on the Palmgren-Miner rule 
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3.2 Symbols 

Latin upper-case letters 

A cross-sectional area 

As stress area of the bolt or rod 

CAFL Constant Amplitude Fatigue Limit 

CHS Circular Hollow Section 

D accumulated fatigue damage due to different stress ranges (D = Σ Di) 

Di fatigue damage due to a stress range Δσi,E with Ni,E stress cycles (Di = Ni,E / Ni,R) 

EVM Equivalent von Mises 

F concentrated load 

FB force acting on the bolt or rod 

FC reduction of the compressive force of the clamped components due to FT 

FT external tensile force applied to the preloaded bolted joint or joint with rod 

FEM Finite Element Method 

FLM Fatigue Load Model 

HFMI High Frequency Mechanical Impact treated state 

I second moment of area 

N number of cycles 

NC number of stress cycles associated with the characteristic reference value of fatigue 
resistance 

ND number of stress cycles associated with the characteristic constant amplitude fatigue limit 

NDT Non Destructive Testing 

NDP Nationally Determined Parameter 

Ni number of load cycles of an applied fatigue action level Qi 

Ni,E number of stress cycles of an applied stress range Δσi,E 

Ni,R number of stress cycles which can be resisted by a constructional detail under an applied 
stress range Δσi,E until failure (endurance) 

NL number of stress cycles associated with the variable amplitude fatigue limit 

Nmax total number of load cycles 

Nmax,E total number of stress cycles 

NR endurance 

NRd design value of endurance 

PS principal stress 

Qfat fatigue action 

Qe equivalent action applied for Nmax load cycles 

Qe,2 equivalent action applied for 2×106 load cycles 
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Qi action value applied for Ni load cycles 

Qmax maximum action value 

R stress ratio (R = σmin/σmax) 

RHS Rectangular Hollow Section 

S(t) first moment of area 

V shear force in a cross section 

VAFL Variable Amplitude Fatigue Limit 

VB shear force per shear plane acting on the bolt or rod 

VM Von Mises 

Latin lower-case letters 

aw as-welded 

k1 magnification factor for nominal stress ranges to account for secondary bending moments 
in trusses 

kf stress concentration factor 

ks reduction factor for fatigue resistance (in terms of stress) to account for size effects 

m slope parameter of a fatigue resistance curve 

maw slope parameter of fatigue resistance curve for as-welded state 

mHFMI slope parameter of fatigue resistance curve for HFMI state 

t plate thickness 

Greek upper-case letters 

ΔσC, ΔτC characteristic reference value of fatigue resistance at NC = 2×106 stress cycles 

ΔσC,HFMI characteristic reference value of the fatigue resistance at NC = 2×106 stress cycles 
for HFMI-treated state 

ΔσC,red reduced characteristic reference value of the fatigue resistance 

ΔσD, ΔτD characteristic constant amplitude fatigue limit at ND stress cycles 

ΔσE, ΔτE fatigue action effect (stress ranges) 

Δσe,2,E, Δτe,2,E equivalent stress range applied 2×106 stress cycles 

Δσe,E, Δτe,E equivalent stress range applied Nmax,E stress cycles 

Δσe,2,HFMI,E equivalent stress range for HFMI treated joints, i.e. accounting for λHFMI 

Δσeq,E equivalent stress range for connections in webs of orthotropic decks 

Δσi,E, Δτi,E stress range level applied Ni,E stress cycles 

ΔσL characteristic variable amplitude fatigue limit at NL stress cycles 

∆σmax,Ed, 

∆τmax,Ed 
correspond to max∆σi,Ed and max∆τi,Ed 
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Δσs characteristic stress range at intersection of fatigue resistance curves for as-
welded and HFMI state 

ΣNi accumulated number of load cycles for which a fatigue action level Qi is reached 
or exceeded 

ΣNi,E accumulated number of stress cycles for which an applied stress range Δσi,E or Δτi,E 
is reached or exceeded 

Greek lower-case letters 

γFf partial factor for applied stress ranges ΔσE, ΔτE 

γMf partial factor for fatigue resistance 

λHFMI supplementary damage equivalent factor to consider the mean stress effect in spectrum in 
case of HFMI treatment 

λi damage equivalent factors depending on, for example, the load situation and the structural 
characteristics 

σ nominal normal stress 

σENS effective notch stress 

σHS hot spot stress 

τ nominal shear stress 

4 Basis of fatigue design 

(1) The fatigue design of steel structures shall be in accordance with the general rules given in 
EN 1990 and EN 1991 (all parts) and the specific design provisions for steel structures given in the other 
relevant parts of EN 1993-1 (all parts). 
NOTE EN 1991 (all parts) gives provisions on fatigue actions for particular types of structures such as bridges, 
masts, towers, chimneys and crane supporting structures that meet these requirements. See definitions in 3.1.2. 

(2) Steel structures designed according to this document shall be executed according to EN 1090-2. 

(3) The methods for the verification of the fatigue design situation given in Clause 6 should follow the 
principle of verification by the partial factor method by comparing fatigue action effects and compatible 
fatigue resistances. 

(4) Fatigue cracks should be either monitored in a specific inspection regime or repaired with 
particular care to avoid introducing more severe stress raising effects. 
NOTE The action to undertake depends on the consequence of failure, see Clause 5. 

(5) Fatigue tests on specimens may be carried out to determine: 

• the fatigue resistance for constructional details not included in this document, 

• the fatigue life of prototypes. 

NOTE Prototype testing considering the design loading spectrum, in connection with a statistical evaluation of 
the test results according to prEN 1990:2021, Annex D, can be used to determine the characteristic fatigue life of 
the tested component. The actual characteristic fatigue resistance (ΔσC) of the component’s constructional details 
remains unknown. 
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(6) The statistical evaluation of fatigue tests should be in accordance with EN 1990. 
NOTE 1 Note 2 to 8.2(1) contains detailed information on evaluation of fatigue tests. 

NOTE 2 The National annex can give requirements for determining fatigue resistance from tests. 

5 Fatigue design concepts 

(1) The fatigue design situation should be verified using either: 

a) safe life concept or 
b) damage tolerant concept. 

(2) The safe life concept should provide an appropriate level of reliability that the performance of a 
structure will not be impaired throughout its design service life without the need for regular in-service 
inspection or monitoring for fatigue cracks. 

(3) The safe life concept should be applied in cases where local formation of cracks in one component 
could rapidly lead to failure of a structural element or structure. 

(4) The damage tolerant concept should provide an appropriate level of reliability that the 
performance of a structure will not be impaired throughout its design service life, provided that readily 
inspectable details are used and prescribed inspection and maintenance, for detecting and preventing 
fatigue cracks, is implemented. 
NOTE The National annex can give provisions for inspection and maintenance. The inspection intervals and 
methods can be based on crack growth calculations, on experience, monitoring, or previous inspection results and 
can be a function of the consequence of failure. Maintenance can include component replacements at given intervals. 
It can further give provisions for changes in inspection intervals and methods in case of monitoring or after 
repairing detected cracks. 

(5) Constructional details, materials and stress levels should be selected for the appropriate design 
concept to ensure an appropriate level of reliability in accordance with EN 1990, at least equal to the 
reliability required for ultimate limit state verification, is achieved for: 

a) safe-life concept 

• at the end of the design service life; 

b) damage tolerant concept 

• at the end of each in-service inspection interval, so that in the event of the formation of cracks one 
or all of the following occurs: 

• propagation rates are low and cracks are easily detectable prior to failure, 
• multiple load paths exist, 
• crack-arresting constructional details prevent progressive damage. 

NOTE The verification of the fatigue design situation includes long-term uncertainties, related to the fatigue 
resistance and actions, such that the possibility for fatigue cracking cannot be completely excluded but only reduced 
to an acceptable likelihood of occurrence. 

(6) For the purpose of verification of fatigue design situation using this document, an appropriate 
level of reliability should be achieved by adjustment of the partial factor for fatigue resistance, γMf, taking 
into account the consequences of failure and the design concept used. 
NOTE 1 The values of the partial factors γMf are given in Table 5.1 (NDP) unless the National annex gives different 
values. 
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NOTE 2 The partial factors in Table 5.1 (NDP) for low consequences satisfy the reliability requirement for class 
of consequences CC1 according to EN 1990, those for medium consequence satisfy CC2, and those for high 
consequence satisfy CC3. 

NOTE 3 The partial factors in Table 5.1 (NDP) are based on the possibility to perform visual inspections. 

Table 5.1 (NDP) — Recommended values of the partial factors for fatigue resistance γMf 

Design concept 
Consequence of failure 

Low consequence Medium consequence High consequence 

Safe life 1,15 1,25 1,35 

Damage tolerant 1,00 1,15 1,25 

6 Fatigue design methods 

6.1 Design stress methods 

(1) All stress raising effects that are relevant to the fatigue design situation shall be considered in the 
verification of the fatigue design situation independent of the chosen design stress method. 
NOTE Design stress methods are the nominal stress method, hot spot-stress method and effective notch stress 
method. 

(2) Where stress raising effects are not included within the fatigue action effect according to a given 
design stress method, the stress raising effects should be accounted for within the fatigue resistance. 
NOTE The different kinds of stress raising effects are explained in 3.1.1.7. 

(3) The requirements expressed in (1) and (2) are satisfied by the fatigue design situation verification 
according to Clause 9, where the fatigue action effects are based on nominal or modified nominal stresses 
according to Clause 7, and the fatigue resistances according to Clause 8 are used. 
NOTE 1 Annex B gives provisions on the determination of fatigue action effects and corresponding fatigue 
resistances according to the hot spot stress method unless the National annex specifies differently. 

NOTE 2 Annex C gives provisions on the determination of fatigue action effects and corresponding fatigue 
resistances according to the effective notch stress method unless the National annex specifies differently. 

NOTE 3 Annex F gives guidelines for the determination of fatigue action effects and corresponding fatigue 
resistance of constructional details treated by HFMI unless the National annex specifies differently. 

6.2 Verification methods 

(1) The method of verification shall be based upon calculation models that are appropriate for the 
fatigue design situation. 

(2) For fatigue design situations where the fatigue action effect is defined by an equivalent constant 
stress range spectrum, with ∆σe,2,Ed and 2×106 stress cycles, the verification method according to Clause 9 
should be used. 
NOTE See 3.1.3.9 for equivalent constant stress range spectrum. An equivalent constant stress range spectrum 
is usually based on a simplified fatigue load model of EN 1991 with appropriate λi-values. 

(3) For fatigue design situations with any other kind of stress range spectrum, the verification 
method of Annex A should be used. 
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NOTE Examples of such spectra are spectra with constant stress range but more, or less, than 2×106 stress 
cycles, see Figure 3.5 a) and b). 

7 Fatigue action effect 

7.1 Calculation of nominal stresses 

(1) The nominal stresses from fatigue actions should be calculated using linear elastic analysis 
according to EN 1993-1-1. 
NOTE EN 1993-1-1:2022 includes rules for: 

− section properties of net area in 8.2.2.2, 

− shear lag effects in 8.2.2.3, 

− elastic stresses due to shear in 8.2.6(4), 

− elastic stresses due to torsion in 8.2.7(3). 

(2) For constructional details of steel members in composite structures, the nominal stresses should 
be calculated considering all effects caused by other materials in the fatigue design situation. 
NOTE For steel concrete composite structures, concrete cracking under normal service conditions can affect 
the nominal stresses of the steel members. In these cases, actions such as the permanent actions, variable actions, 
shrinkage, or creep, can have an influence on the nominal stresses. 

(3) Modified nominal stresses should be used for the verification where stress concentrations due to 
macro-geometric effects and/or concentrated load effects occur close to the potential crack location 
shown in the illustrations of Table 10.1 to Table 10.12 and where such effects are not included in the 
detail category of the considered detail according to the detail description of the tables. 

(4) Class 4 cross sections may be treated as Class 3 cross sections for fatigue if the width to thickness 
ratios are less than the limiting proportions for Class 3 obtained from EN 1993-1-1 when ε is multiplied 
by �𝑓𝑓y,k ∙ 𝛾𝛾m0 / 𝜎𝜎com,f, where σcom,f is the maximum design compressive stress in the part using the load 
combination for fatigue of EN 1990. 

(5) The nominal stresses in cross sections classified as Class 4 for fatigue should be divided by the 
reduction factors for buckling as for the reduced stress method of EN 1993-1-5, where the plate 
slenderness may be determined with the maximum design compressive stress in the element determined 
using the effective area of the section caused by all simultaneous actions σcom,f. 
NOTE The National annex can give limitations for class 4 sections subject to fatigue actions. 

7.2 Relevant nominal stresses 

(1) All nominal stresses, relevant for the constructional detail, shall be accounted for in the 
verification of the fatigue design situation. 

(2) For each relevant nominal stress, the corresponding detail category should be determined from 
Table 10.1 to Table 10.12 accounting for the constructional detail, the type of stress (σ or τ) and the stress 
component. The supplementary requirements of the detail category on the stress calculation should be 
considered in addition to the provisions of 7.1. 
NOTE For example, the detail category can require the stress calculation at a particular location of the 
constructional detail or can forbid simplifications that are allowed in EN 1993-1-1. 
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(3) For unwelded constructional details and for welded constructional details with weld toe failure, 
the relevant nominal stresses should be: 

• nominal normal stresses σ in the parent metal, and 

• nominal shear stresses τ in the parent metal. 

(4) For weld root failure of load-carrying partial penetration or fillet welds, the forces transmitted by 
a unit length of weld should be resolved into components transverse and parallel to the longitudinal axis 
of the weld. 

(5) The relevant nominal stresses in the weld throat should be taken as, see Figure 7.1: 

• normal stresses σwf transverse to the axis of the weld, and 

• shear stresses τwf longitudinal to the axis of the weld. 

 

Figure 7.1 — Relevant stresses in (a) fillet welds and (b) partial penetration welds 

(6) The nominal stresses σwf and τwf should be obtained by dividing the relevant component of the 
force transmitted per unit length of weld by the throat size a, see Figure 7.1. 

(7) The stress components σ⊥ and τ⊥ on the throat section (see Figure 7.2), determined by the 
directional approach according to EN 1993-1-8 due to a force F transverse to the axis of the weld, may be 
transferred into the nominal stress component σwf of the weld by: 

𝜎𝜎wf = �𝜎𝜎⊥
2 + 𝜏𝜏⊥

2  (7.1) 
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Figure 7.2 — Stresses on the throat section of fillet welds according to EN 1993-1-8 

(8) The stress component τ|| on the throat section, determined by the directional approach according 
to EN 1993-1-8 due to a shear force parallel to the axis of the weld, should be the nominal shear stress 
component τwf. 

(9) The stress component σ|| parallel to the axis of the weld may be neglected for weld root failure. 

(10) The relevant weld stress in double fillet welds due to transverse bending of the plate may be 
calculated using: 

𝜎𝜎wf = 𝑀𝑀
𝑎𝑎 𝐿𝐿𝑤𝑤 (𝑎𝑎+𝑡𝑡) (7.2) 

where: 

t is the plate thickness under bending 

a is the throat size of the weld 

M is the bending moment 

Lw is the weld length according to Figure 7.3 

 

Figure 7.3 — Relevant stresses in double fillet welds due to transverse bending 
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(11) For bolted joints or joints with rods with rolled or cut threads, the relevant nominal stresses 
should be: 

• nominal normal stresses 𝜎𝜎  =   𝐹𝐹𝐵𝐵
𝐴𝐴𝑠𝑠

 (7.3) 

• nominal shear stress on shank 𝜏𝜏  =   𝑉𝑉𝐵𝐵
𝐴𝐴

 (7.4) 

where: 

A is the area of the shank of the bolt or rod 

As is the stress area of the bolt or rod 

FB is the force acting on the bolt or rod 

VB is the shear force per shear plane acting on the bolt or rod 
NOTE For joints with preloaded bolts or rods: 

− FB can be determined according to Annex E, 

− VB can be disregarded. 

(12) Prying and/or bending effects in bolted joints or joints with rods should be accounted for when 
determining the force FB. Effects due to imperfections in the bolt or rod may be neglected. 

(13) Prying and/or bending effects on the stress in the bolt may be neglected in simple and symmetric 
joints with preloaded bolts such as the T-stub in prEN 1993-1-8:2021, Table 6.2, where plates are either 
in full contact and have sufficient stiffness, or are without tip contact after assembly. 

7.3 Calculation of nominal stress ranges 

7.3.1 General 

(1) Nominal stress ranges in relevant parts of constructional details should be determined at the 
locations indicated in the details shown in Table 10.1 to Table 10.12. 

(2) Effective nominal stress ranges may be considered in the verification of non-welded or thermally 
stress-relieved welded constructional details in partial or total compression or in cases with partial or 
total compression confirmed by modelling or measurements. 
NOTE See 7.4 for effective nominal stress ranges. 

7.3.2 Design value of nominal stress range 

(1) For fatigue design situations where the fatigue action effect is defined by an equivalent constant 
stress range, the design value of the nominal stress ranges Δσe,2,Ed and Δτe,2,Ed should be determined as 
follows: 

Δσe,2,Ed = λ1 λ2 ... λn ΔσE(γFf Qfat) 
(7.5) 

Δτ,e,2,Ed = λ1 λ2 ... λn ΔτE(γFf Qfat) 

where 

λi are damage equivalent factors depending on, for example, the load situation and the structural 
characteristics 
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(2) For fatigue design situations where the fatigue action effect is defined by an equivalent constant 
stress range, the design value of the modified nominal stress ranges Δσe,2,Ed and Δτe,2,Ed should be 
determined as follows: 

Δσe,2,Ed = kf  λ1 λ2 ... λn ΔσE(γFf Qfat) 
(7.6) 

Δτe,2,Ed = kf λ1 λ2 ... λn ΔτE(γFf Qfat) 

where 

kf is the stress concentration factor to take account of concentrated load and/or macro-geometric 
effects not included in the detail category 

NOTE 1 See Figure 3.1 for examples of stress concentrations. 

NOTE 2 Stress concentration factors kf can be obtained from handbooks or from finite element calculations. 
Annex D gives stress concentration factors kf for specific cases. 

(3) For welded joints of hollow sections in lattice girders the design value of the modified nominal 
stress range Δσe,2,Ed should be determined as follows using the simplified model in Annex D.3 unless more 
accurate calculations are carried out: 

Δσe,2,Ed = k1 Δσ**e,2,Ed (7.7) 

where: 

k1 is the stress concentration factor according to Table D.1 and Table D.2 

Δσ**e,2,Ed is the design value of the stress range caused by the simplified fatigue load model specified 
in EN 1991 calculated for a simplified truss model with continuous chords and pinned 
braces 

(4) For load models other than those resulting in an equivalent constant stress range, the design 
value of the stress ranges Δσi,E and Δτi,E should be determined using Annex A. 

7.4 Effective design value of stress range 

(1) In non-welded details, or welded details which have been subjected to full thermal stress relief 
after all welding operations have been completed, the mean stress level influence on the fatigue life may 
be taken into account by considering a reduced design value of each stress cycle in the design spectrum 
where part, or all, of the stress cycle is compressive. 

(2) The mean stress level according to (1) should be confirmed by modelling or measurements 
including the serviceability stresses due to the permanent action and the most tensile stress resulting 
from the fatigue action. 

(3) The effective design value of the stress range ∆σ may be calculated by adding the tensile portion 
of the stress range (if any) to 60% of the magnitude of the compressive portion of the stress range (if any) 
as follows, see Figure 7.4: 

• if the entire stress range is in tension as in Figure 7.4 a): Δσ = σmax – σmin 
(7.9) • if a part of the stress range is in compression as in Figure 7.4 b): Δσ = σmax – 0,6 σmin 

• if the entire stress range is in compression as in Figure 7.4 c): Δσ = 0,6 σmax – 0,6 σmin 
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a) fully tensile b) partly compressive c) fully compressive 

NOTE Tension stresses are positive. 

Figure 7.4 — Effective design value of stress range for non-welded or stress relieved details 

8 Fatigue resistance 

8.1 Fatigue resistance curves 

(1) The fatigue resistance of constructional details should be calculated based on applicable fatigue 
resistance curves. 
NOTE 1 The characteristic fatigue resistance is represented by a series of parallel and equally spaced fatigue 
resistance curves defining the number of cycles, NR (endurance), that a stress range Δσ or Δτ can withstand until 
failure occurs, as shown in Figures 8.1 to 8.4. 

NOTE 2 The fatigue resistance curves are attributed to detail categories. Each detail category is designated by a 
number which represents the characteristic reference value ΔσC or ΔτC in N/mm2 for the fatigue resistance at 
NC = 2×106 cycles. 

NOTE 3 For constant amplitude loading, the fatigue resistance curves consist of a finite life region expressed by 
a linear relationship with slope parameter m1 and an infinite life region expressed by a constant relationship on 
logarithmic scales. The transition between both regions is defined by the constant amplitude fatigue limit ΔσD or 
ΔτD. 

NOTE 4 For variable amplitude loading under normal stresses, the finite life region of the fatigue resistance 
curves extends beyond ΔσD to the variable amplitude fatigue limit ΔσL by a linear relationship with slope parameter 
m2 on logarithmic scales. 

(2) The fatigue resistance curves of Figure 8.1a should be applied for non-welded constructional 
details with light notch effect subject to Δσ including: 

• plain members free from welding in Table 10.1; 

• bolted details in Table 10.2 with holes drilled or reamed. 

NOTE See also Table 8.1. 
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(3) The fatigue resistance curves of Figure 8.1b should be applied for non-welded constructional 
details with sharp notch effect subject to Δσ including: 

• bolted details in Table 10.2 with holes thermally cut and punched without subsequent reaming; 

• bolt detail ⑥ in Table 10.2. 

NOTE See also Table 8.1. 

(4) The fatigue resistance curves of Figure 8.2 should be applied for welded constructional details 
with sharp notch effect subject to Δσ including Table 10.3 to Table 10.11 except for Table 10.8. 

NOTE See also Table 8.1. 

(5) The fatigue resistance curves of Figure 8.3 should be applied for hollow section joint details in 
Table 10.8 subject to Δσ. 
NOTE See also Table 8.1. 

(6) The fatigue resistance curves of Figure 8.4 should be applied for constructional details subject to 
Δτ including: 

• non-welded details ⑥, ⑦, ⑧ in Table 10.1; 

• bolt detail ⑦ in Table 10.2; 

• welded constructional detail ⑩ in Table 10.6. 

NOTE See also Table 8.2. 

  

Full document details: 23/30397909 DC

http://www.avadocuments.com/doc/23-30397909-dc
http://www.avadocuments.com/doc/23-30397909-dc


prEN 1993-1-9:2023 (E) 

37 

 
N

om
in

al
 st

re
ss

 ra
ng

e 
∆σ

 [N
/m

m
²]

 

 

NL=108 
∆σL=0,647∆σC 

 Number of cycles N   
(a) light notch effect 

N
om

in
al

 st
re

ss
 ra

ng
e 

∆σ
 [N

/m
m

²]
 

 

NL=108 
∆σL=0,457∆σC 

 Number of cycles N   
(b) sharp notch effect 

Key 
a – Fatigue resistance curve for constant amplitude loading 
b – Extended fatigue resistance curve for variable amplitude loading 
c – Detail category 

Figure 8.1 — Characteristic fatigue resistance curves of non-welded constructional details 
subject to nominal normal stress ranges 
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