Draft for Public Comment

bsi.

BSI Group Headquarters

Form 36

DPC: 23/ 30397915 DC

Date: 03 March 2023
389 Chiswick High Road London W4 4AL Origin: European
Tel: +44 (0)20 8996 9000

Fax: +44 (0)20 8996 7400
www.bsigroup.com

Latest datefor receipt of comments. 23 April 2023 Project No. 2019/01855
Responsible committee: CB/203 Design & execution of steel structures

Interested committees:

Title: BS EN 1993-1-4 Eurocode 3 - Design of sted structures

Part 1-4: Stainless steel structures

Please notify the secretary if you are aware of any keywords that might assist in classifying or identifying the standard or if the
content of this standard

i) hasany issuesrelated to 3rd party IPR, patent or copyright

ii) affectsother national standard(s)

iii) requires additional national guidance or information

WARNING: THISISA DRAFT AND MUST NOT BE REGARDED OR USED ASA BRITISH STANDARD.
THISDRAFT ISNOT CURRENT BEYOND 23 April 2023

This draft isissued to allow comments from interested parties; all comments will be given consideration prior to publication. No
acknowledgement will normally be sent. See overleaf for information on the submission of comments.

No copying is allowed, in any form, without prior written permission from BSI except as permitted under the Copyright, Designs
and Patent Act 1988 or for circulation within a nominating organization for briefing purposes. Electronic circulation islimited to
dissemination by e-mail within such an organization by committee members.

Further copies of this draft may be purchased from BSI Shop http://shop.bsigroup.com
or from BSI Customer Services, Tel: +44(0) 20 8996 9001 or email cservices@bsigroup.com.
British, International and foreign standards are also available from BSI Customer Services.

Information on the co-operating organizations represented on the committees referenced above may be obtained from
http://standar dsdevelopment.bsigroup.com

Responsible Committee Secretary: M s Sophie Sherwood (BSI) Documents
Direct tel: Document Sharing Hub
E-mail: sophie.sherwood@bsigroup.com

Full document details: 23/30397915 DC


http://www.avadocuments.com/doc/23-30397915-dc
http://www.avadocuments.com/doc/23-30397915-dc

Introduction
This draft standard is based on national and international discussions. Y our comments on this draft are invited and will assist in
the preparation of the consegquent standard.

For international standards, comments will be reviewed by the relevant UK national committee before sending the consensus
UK vote and comments to the international committee, which will then decide appropriate action. If the international standard is
approved, it is usual for the text to be published as a British Standard.

For national standards, comments will be reviewed by the relevant UK national committee and the resulting standards published
as a British Standard.

UK Vote
Please indicate whether you consider the UK should submit a negative (with supporting technical reasons) or positive vote on
this draft. Pleaseindicate if you are aware of any reason why this draft standard should not be published as a British Standard.

Submission of Comments
Annotated drafts are not acceptable and will beregjected.

Template for comments and secr etariat observations

All comments should be submitted online at https.//standar dsdevelopment.bsigroup.com/. You will need to register in

order to comment.

Date; xx/xx/20xx

Document: 1SO/DIS xxxx

an alternative cannot be supported
as serious problems have been
lencountered in its use in the UK.

1 2 3 4 5 (6) 7
MB | Clause No./ Subclause| Paragraph/Figure/ Type of Commend (justification Proposed change by the MB Secretariat observations on
No./Annex (e.g. 3.1) Table/Note comment for change) by theMB each comment submitted
31 Definition 1 ed Definition is ambiguous and needs [JAmend to read '...so that the mains
clarifying. connector to which no connection...'
6.4 Paragraph 2 te The use of the UV photometer as  ||[Delete reference to UV photometer.
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European foreword

This document (prEN 1993-1-4:2023) has been prepared by Technical Committee CEN/TC 250
“Structural Eurocodes”, the secretariat of which is held by BSI. CEN/TC 250 is responsible for all
Structural Eurocodes and has been assigned responsibility for structural and geotechnical design
matters by CEN.

This document is currently submitted to the CEN Enquiry.
This document will supersede EN 1993-1-4:2006 and its amendments.

The first generation of EN Eurocodes was published between 2002 and 2007. This document forms
part of the second generation of the Eurocodes, which have been prepared under Mandate M/515
issued to CEN by the European Commission and the European Free Trade Association.

The Eurocodes have been drafted to be used in conjunction with relevant execution, material,
product and test standards, and to identify requirements for execution, materials, products and
testing that are relied upon by the Eurocodes.

The Eurocodes recognize the responsibility of each Member State and have safeguarded their right
to determine values related to regulatory safety matters at national level through the use of National
Annexes.
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0 Introduction

0.1 Introduction to the Eurocodes

The Structural Eurocodes comprise the following standards generally consisting of a number of Parts:

— EN 1990 Eurocode: Basis of structural and geotechnical design

— EN 1991 Eurocode 1: Actions on structures

— EN 1992 Eurocode 2: Design of concrete structures

— EN 1993 Eurocode 3: Design of steel structures

— EN 1994 Eurocode 4: Design of composite steel and concrete structures
— EN 1995 Eurocode 5: Design of timber structures

— EN 1996 Eurocode 6: Design of masonry structures

— EN 1997 Eurocode 7: Geotechnical design

— EN 1998 Eurocode 8: Design of structures for earthquake resistance

— EN 1999 Eurocode 9: Design of aluminium structures

— New parts are under development, e.g. Eurocode for design of structural glass

The Eurocodes are intended for use by designers, clients, manufacturers, constructors, relevant
authorities (in exercising their duties in accordance with national or international regulations),
educators, software developers, and committees drafting standards for related product, testing and
execution standards.

NOTE Some aspects of design are most appropriately specified by relevant authorities or, where not specified,
can be agreed on a project-specific basis between relevant parties such as designers and clients. The Eurocodes
identify such aspects making explicit reference to relevant authorities and relevant parties.

0.2 Introduction to EN 1993 (all parts)

EN 1993 (all parts) applies to the design of buildings and civil engineering works in steel. [t complies with
the principles and requirements for the safety and serviceability of structures, the basis of their design
and verification that are given in EN 1990 - Basis of structural design.

EN 1993 (all parts) is concerned only with requirements for resistance, serviceability, durability and fire
resistance of steel structures. Other requirements, e.g. concerning thermal or sound insulation, are not
covered.

EN 1993 is subdivided in various parts:

EN 1993-1, Design of Steel Structures — Part 1: General rules and rules for buildings;
EN 1993-2, Design of Steel Structures — Part 2: Steel bridges;

EN 1993-3, Design of Steel Structures — Part 3: Towers, masts and chimneys;

EN 1993-4, Design of Steel Structures — Part 4: Silos and tanks;
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EN 1993-5, Design of Steel Structures — Part 5: Piling;
EN 1993-6, Design of Steel Structures — Part 6: Crane supporting structures;
EN 1993-7, Design of steel structures — Part 7: Design of sandwich panels.

EN 1993-1 in itself does not exist as a physical document, but comprises the following 14 separate parts,
the basic part being EN 1993-1-1:

EN 1993-1-1, Design of Steel Structures — Part 1-1: General rules and rules for buildings;

EN 1993-1-2, Design of Steel Structures — Part 1-2: Structural fire design;

EN 1993-1-3, Design of Steel Structures — Part 1-3: Cold-formed members and sheeting;
NOTE Cold-formed hollow sections supplied according to EN 10219 are covered in EN 1993-1-1.
EN 1993-1-4, Design of Steel Structures — Part 1-4: Stainless steel structures;

EN 1993-1-5, Design of Steel Structures — Part 1-5: Plated structural elements;

EN 1993-1-6, Design of Steel Structures — Part 1-6: Strength and stability of shell structures;

EN 1993-1-7, Design of Steel Structures — Part 1-7: Strength and stability of planar plated structures
transversely loaded,;

EN 1993-1-8, Design of Steel Structures — Part 1-8: Design of joints;
EN 1993-1-9, Design of Steel Structures — Part 1-9: Fatigue;

EN 1993-1-10, Design of Steel Structures — Part 1-10: Material toughness and through-thickness
properties;

EN 1993-1-11, Design of Steel Structures — Part 1-11: Design of structures with tension components;
EN 1993-1-12, Design of Steel Structures — Part 1-12: Additional rules for steel grades up to 5960;
EN 1993-1-13, Design of Steel Structures — Part 1-13: Beams with large web openings;

EN 1993-1-14, Design of Steel Structures — Part 1-14: Design assisted by finite element analysis.

All subsequent parts EN 1993-1-2 to EN 1993-1-14 treat general topics that are independent from the
structural type such as structural fire design, cold-formed members and sheeting, stainless steels, plated
structural elements, etc.

All subsequent parts numbered EN 1993-2 to EN 1993-7 treat topics relevant for a specific structural
type such as steel bridges, towers, masts and chimneys, silos and tanks, piling, crane supporting
structures, etc. EN 1993-2 to EN 1993-7 refer to the generic rules in EN 1993-1 and supplement, modify
or supersede them.

0.3 Introduction to prEN 1993-1-4
prEN 1993-1-4 gives supplementary rules for the structural design of steel structures that extend and
modify the application of EN 1993-1-1, EN 1993-1-3, EN 1993-1-5 and EN 1993-1-8 to stainless steels.

The focus is on design methods and design rules for members and skeletal structures regarding
resistance and stability.
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0.4 Verbal forms used in the Eurocodes
The verb “shall" expresses a requirement strictly to be followed and from which no deviation is permitted
in order to comply with the Eurocodes.

The verb “should” expresses a highly recommended choice or course of action. Subject to national
regulation and/or any relevant contractual provisions, alternative approaches could be used/adopted
where technically justified.

The verb “may" expresses a course of action permissible within the limits of the Eurocodes.

The verb “can" expresses possibility and capability; it is used for statements of fact and clarification of
concepts.

0.5 National Annex for prEN 1993-1-4
National choice is allowed in this standard where explicitly stated within notes. National choice includes
the selection of values for Nationally Determined Parameters (NDPs).

The national standard implementing prEN 1993-1-4 can have a National Annex containing all national
choices to be used for the design of steel structures to be constructed in the relevant country.

When no national choice is given, the default choice given in this standard is to be used.

When no national choice is made and no default is given in this standard, the choice can be specified by a
relevant authority or, where not specified, agreed for a specific project by appropriate parties.

National choice is allowed in prEN 1993-1-4 through the following clauses:

5.1.1(1) 5.2.2(1) 7.2.1(1) 7.4.3.5(3)
8.1(1) A2(8) A3, Table A4

The National Annex can contain, directly or by reference, non-contradictory complementary information
for ease of implementation, provided it does not alter any provisions of the Eurocodes.
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1 Scope

1.1 Scope of prEN 1993-1-4

This document provides supplementary rules for the structural design of steel structures that extend and
modify the application of EN 1993-1-1, EN 1993-1-3, EN 1993-1-5 and EN 1993-1-8 to austenitic, duplex
(austenitic-ferritic) and ferritic stainless steels.

NOTE1  Austenitic-ferritic stainless steels are commonly known as duplex stainless steels. The term duplex
stainless steel is used in this document.

NOTE 2 Information on the durability of stainless steels is given in Annex A.
NOTE 3  The execution of stainless steel structures is covered in EN 1090-2 and EN 1090-4.
1.2 Assumptions

Unless specifically stated, EN 1990, EN 1991 (all parts), EN 1993-1-1, EN 1993-1-3, EN 1993-1-5 and
EN 1993-1-8 apply.

The design methods given in prEN 1993-1-4 are applicable if
— the execution quality is as specified in EN 1090-2 and EN 1090-4, and

— the construction materials and products used are as specified in EN 1993-1-1, EN 1993-1-3,
EN 1993-1-5 and EN 1993-1-8, or in the relevant material and product specifications.

2 Normative references
The following documents are referred to in the text in such a way that some or all of their content

constitutes requirements of this document. For dated references, only the edition cited applies. For
undated references, the latest edition of the referenced document (including any amendments) applies.

NOTE See the Bibliography for a list of other documents cited that are not normative references, including
those referenced as recommendations (i.e. through ‘should’ clauses) and permissions (i.e. through ‘may’ clauses).

EN 1090-2, Execution of steel structures and aluminium structures — Part 2: Technical requirements for
steel structures

EN 1090-4, Execution of steel structures and aluminium structures — Part 4: Technical requirements for
cold-formed structural steel elements and cold-formed structures for roof, ceiling, floor and wall
applications

EN 1990, Basis of structural and geotechnical design

EN 1991 (all parts), Actions on structures

EN 1993-1-1, Design of Steel Structures — Part 1-1: General rules and rules for buildings

EN 1993-1-3, Design of Steel Structures — Part 1-3: Cold-formed members and sheeting

EN 1993-1-5, Design of Steel Structures — Part 1-5: Plated structural elements

EN 1993-1-8, Design of Steel Structures — Part 1-9: Fatigue
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3 Terms, definitions and symbols

3.1 Terms and definitions

For the purposes of this document, the terms and definitions given in EN 1990, EN 1993-1-1,
EN 1993-1-3,EN 1993-1-5 and EN 1993-1-8 apply.

3.2 Symbols and abbreviations

3.2.1 General

For the purposes of this document, the symbols given in EN 1990, EN 1993-1-1, EN 1993-1-3,
EN 1993-1-5 and EN 1993-1-8 and the following apply.

3.2.2 Latin upper-case symbols

A
)

KV

Lb,cs

total corner cross-sectional area of the section

corrosion resistance factor

continuous strength method

material coefficients used to define the CSM material model

secant modulus

strain hardening modulus

secant modulus of elasticity used for serviceability limit state calculations
secant modulus corresponding to the stress in the tension flange
secant modulus corresponding to the stress in the compression flange
preloading force for bolts

design value of the resistance of the structure calculated from Fgy

characteristic value of the resistance of the structure, taken at the peak load factor
attained during the plastic zone analysis or the point at which the CSM strain limit is
reached, whichever is the lesser

risk of exposure to chlorides from salt water or deicing salts
risk of exposure to sulfur dioxide

cleaning regime or exposure to washing by rain

initial lateral stiffness of the structure

secant lateral stiffness of the structure at the design load level
impact energy in Joule [J] from a Charpy V notch specimen
local buckling half-wavelength

distance from the sea
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Mcsm,Rd

M, csm,y,Rd
M, csm,z,Rd

M N,csm,y,Rd

M N,csm,z,Rd

Ncsm,Rd

N csm,t,Rd

Rpo,2

design value of the CSM resistance to bending moment about one principal axis of a
cross-section

design value of the CSM bending moment resistance about major (y-y) axis
design value of the CSM bending moment resistance about minor (z-z) axis

design value of the reduced CSM bending moment resistance about major (y-y) axis
making allowance for the presence of axial force

design value of the reduced CSM bending moment resistance about minor (z-z) axis
making allowance for the presence of axial force

design value of the CSM resistance to axial force of the cross-section for uniform
compression

design value of the CSM resistance to tension axial force

stress at which the plastic extension is 0,2 % (i.e. 0,2 % proof strength), taken from the
product standard

distance from roads with deicing salts

factor that approximates loss of stiffness due to second order effects

3.2.3 Latin lower-case symbols

average ultimate tensile strength, accounting for work hardening due to cold-forming
nominal ultimate tensile strength of stainless steel bolts

nominal yield strength of stainless steel bolts

enhanced yield strength of a cold rolled circular hollow section

enhanced yield strength of the corner region

enhanced yield strength of the flat portions of cold-rolled rectangular hollow sections
coefficient for calculating the slip resistance of preloaded bolts

strain hardening exponent

number of 90° corners in the section

ratio of the design compression force Ngq4 to the CSM compression resistance Negm rq

is the exponent used in the calculation of the enhanced yield strength

3.2.4 Greek upper-case symbols

10

a project specific parameter that defines the permissible level of plastic deformation
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3.2.5 Greeklower-case symbols

a

acr,sw,mod

acsm

.Bcsm
Bw

EcHS

€csm
€csm,max
Ecsmyt

€Ed

Pcsm
Ocrc
Ocr,cs

0i Ed,ser

CSM bending parameter

modified factor by which the design load would have to be increased to cause elastic
instability in a global (sway) mode to account for the influence of plasticity on the sway
stiffness of frame

CSM interaction coefficient for biaxial bending

CSM interaction coefficient for biaxial bending

correlation factor for fillet welded connections

strain induced in a circular hollow section during section forming

strain induced in the corner region during section forming

limiting compressive strain from the continuous strength method

maximum design CSM strain

maximum attainable CSM tensile strain

design strain

strain induced in the flat faces of rectangular hollow sections during section forming
is the total strain corresponding to the 0,2 % proof strength

ultimate strain, corresponding to the ultimate tensile strength f,

elastic strain at the yield strength

limiting relative slenderness

relative slenderness of the member determined at the critical cross-section m
cross-section slenderness for circular hollow sections

cross-section slenderness for sections comprising flat plates

slip factor

reduction factor to account for the interaction between bending and shear
elastic buckling stress of the full cross-section of the circular hollow section
elastic local buckling stress of the full cross-section

serviceability design stress
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4 Basis of design
4.1 General rules
4.1.1 Basicrequirements

(1) The design of stainless steel structures shall be in accordance with the general rules given in EN 1990
and EN 1991 (all parts) and the specific design provisions for steel structures given in EN 1993-1-1,
EN 1993-1-3,EN 1993-1-5 and EN 1993-1-8.

(2) Steel structures designed according to this document shall be executed according to EN 1090-2 and
EN 1090-4 with construction materials and products used as specified in the relevant parts of EN 1993,
or in the relevant material and product specifications.

4.2 Design assisted by testing

(1) Prototypes for testing should be produced in a similar manner to the components of the final product,
such that they reflect the same levels of work hardening.

(2) Due to the anisotropy of cold worked stainless steels, test specimens should be prepared from the
plate or sheet in the same orientation (i.e. transverse or parallel to the rolling direction) as intended for
the final structure. If the final orientation is unknown or cannot be guaranteed, tests should be conducted
for both orientations and the less favourable result should be adopted.

5 Materials
5.1 Structural stainless steels

5.1.1 General

(1) For the design of austenitic, duplex and ferritic stainless steel structures according to this document,
the material should conform with one of the grades in Table A.3, and with one of the following product
standards: EN 10088, EN 10028-7, 10296-2 and 10297-2.

NOTE1 The most common stainless steel grades from Table A.3 are listed in Table 5.1 in accordance with their
Corrosion Resistance Class and Strength Class.

NOTE 2  Other stainless steel grades and products can be defined in the National Annex.

(2) If other stainless steel grades than those mentioned in (1) are used, their mechanical properties shall
conform to the conditions given in 5.1.2.1(4), 5.1.3 and 5.1.4 when tested in accordance with the relevant
EN, ISO or EN ISO testing standards. If relevant, specialist advice should be sought regarding the
durability, fabrication, weldability, fatigue resistance and high temperature performance of these grades.
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Table 5.1 — Strength and corrosion classes for common stainless steels

Corrosion Strength Class
Resistance Class SC210 SC450
(seeAnnexA) | £ (N/mm?) | £, (N/mm2) | fy(N/mm?) | £, (N/mm?)
210 500 450 650
I 1.40032 (F)
I 1.4301 (A) 1.4482 (D)
1.4307 (A)
1.4401 (A) 1.4162 (D)
- 1.4404 (A) 1.4362b (D)
1.4435 (A) 1.4062 (D)
1.4571 (A)
v 1.4462 (D)
1.4662 (D)
v 1.4410 (D)
1.4501 (D)

NOTE 1 F = ferritic, A = austenitic and D = duplex stainless steels.
NOTE 2  The most common austenitic stainless steels are 1.4301/1.4307 and 1.4401/1.4404.

NOTE 3  The strengths apply to sheet, plate, and strip, and products fabricated from sheet,
plate and strip. The strengths also apply to cold-formed hollow sections where the strength
enhancement arising from fabrication is not taken into account.

NOTE 4 For rods, bars, hot rolled open sections and seamless tubes, fy = 180 N/mm? for the
grades in Strength Class SC210, and EN 10088 gives values for f, for grades in Strength Class
SC450.

NOTE 5 Table A.3 categorises a wider selection of stainless steels into Corrosion Resistance
Classes.

a  fy,=250-280 N/mm? for 1.4003, depending on the product form, and f, = 450 N/mm?. For
rod, only f,, values apply.

b f, =400 N/mm?

5.1.2 Material properties

5.1.2.1 General

(1) The nominal values of the yield strength f;, and the ultimate tensile strength f, for stainless steel
should be obtained:

a) either by using the Strength Classes given in Table 5.1;

b) or by adopting the values f; = Ry, and f, = Ry, (as lower bound of the given range) directly from the
product standard.

NOTE The product standard can give higher strength values than Table 5.1, depending on the product form.
The strength of grades not listed in Table 5.1 should be taken from the product standard.

(2) Higher strength values may be derived from cold working of the sheet material, as given in 5.1.2.2 and
Table 5.2 or during fabrication of cold-formed sections, as given in 5.1.2.3.
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(3) The strength enhancement from cold working should not be used for members which are to be
welded or subject to heat treatment unless the localised reduction in strength due to annealing is
determined from tests on the full-cross-section.

(4) The ductility requirements in EN 1993-1-1 shall also apply to stainless steels. Steels conforming to
one of the steel grades listed in Table 5.1 may be assumed to satisfy these requirements. The steels listed
in Table 5.2 should have declared properties that meet the ductility requirements given in EN 1993-1-1.

(5) Where cold working increases the member resistance (see 5.1.2.3), the design of joints should be
consistent with this increased member resistance, especially where capacity design is required.

5.1.2.2 Material in the cold worked condition

(1) This document covers the design of austenitic stainless steel material in the cold worked conditions

CP350 and CP500. The nominal values of the yield strength and the ultimate tensile strength are given
in Table 5.2.

(2)According to EN 10088-4, the CP classification only defines the required 0,2% proof strength, f,.
Therefore, the steel should have declared properties that meet the conservative tabulated values for
ultimate tensile strength, f;;, unless type testing demonstrates the acceptability of higher values.

Table 5.2 — Nominal values of the yield strength f, and the ultimate tensile strength f, for

austenitic stainless steels in the cold worked condition

Cold Worked fy (N/mm2) 2 fu (N/mm?)
Condition Grade Tension Compression
CP350 a0 1454 14401 350 315 | 600
1.4301, 1.4541, 1.4401, 470
CP500 14571 350 650
1.4318 430

2 EN 10088 gives minimum specified 0,2% proof strengths in tension in the transverse direction of

350 N/mm? and 500 N/mm? for CP350 and CP500, respectively. The reduced values for f; given in this table
account for the anisotropic and asymmetric behaviour of cold worked material. No reduction is required in f;,.

5.1.2.3 Material properties of cold-formed sections and sheeting

(1) An average yield strength f;,, and average ultimate tensile strength f,, may be used in place of f, and

fu to account for the strength enhancement arising during the fabrication of cold-formed structural
sections, except for material in the cold worked conditions CP350 and CP500 (see Table 5.2).

(2) fya is given by:
_ fycAc + fyr(A—Al) For press braked sections or cold rolled 5.1)

fya = A rectangular hollow sections '

fya = fycus For cold rolled circular hollow sections (5.2)
where

A isthe gross cross-sectional area of the section

Ac s the total corner cross-sectional area of the section, given as:
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t
A. = (nc HZ) 2r+1t) For press-braked sections (5.3)
t For cold rolled rectangular
— hd 2
A, = (nc 714) Q2r+t) + 4nct hollow sections (5.4)
in which
n. isthe number of 90° corners in the section;
r  is the internal bend radius, which may be taken as 2t if not known;
fyc s the enhanced yield strength of the corner region, obtained from:
& "'
po,2

fye is the enhanced yield strength of the flat portions of cold rolled rectangular hollow
sections, obtained according to Formula (5.6). For press-braked sections fy¢ should be

taken as f;

n

£ p

fye = 0,85f, <$ + 1) but f, < fr < fu (5.6)
po,

fy  istheyield strength of the basic material (see 5.1.2.1(1));

fycus is the enhanced yield strength of a cold rolled circular hollow section, obtained from:

n
£ p
fycus = 0,85y <€CHS + 1) but fy < fycus < fu (5.7)
po,2
in which
_ (/) 59
P 1n(fpo,2/5u) .
_ fy 5.9

epo2 = 0,002+ = (5.9)
E is modulus of elasticity, see 5.1.5;
fu is the ultimate tensile strength of the basic material (see 5.1.2.1(1));
&. isthe strain induced in the corner region during section forming, given by:

= ! 5.10
“T2@r+o (5-10)
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& is the strain induced in the flat faces of rectangular hollow sections during section forming,
given by Formula (5.11), where all dimensions shall be in millimetres:

= [980] + [Z(b +ﬂht— 2t)] (511)

&chs is the strain induced in a circular hollow section during section forming, given by:

t

EcHS = m (5.12)

&, is the ultimate strain, corresponding to the ultimate tensile strength f,, which may be
approximated as follows:

a) for austenitic and duplex stainless steels

&g =1- & but ¢, < ¢ (5.13)
fu
b) for ferritic stainless steels
_ Iy
& =06(1—- ]T but ¢, < ¢ (5.14)
u

& is the elongation after fracture as defined in the product standard

(3) fua is given by:
a) for austenitic and duplex stainless steels
fia = fya
ua — 5.15
0,20 + 185 % (>15)
b) for ferritic stainless steels
fia = fya
ua = 5.16
0,46 + 145 % (>16)

5.1.3 Fracture toughness

(1) Austenitic, ferritic and duplex stainless steels exhibit different fracture toughness characteristics.
NOTE Information on embrittlement due to contact with zinc in fire is given in A.5.

(2) The austenitic stainless steels covered in this document may be assumed to have sufficient fracture
toughness to avoid brittle fracture of tension elements for service temperatures down to -50 °C.

If grades 1.4301, 1.4307, 1.4311, 1.4318 or 1.4306 are subject to extensive cold working, it should be
demonstrated that the toughness of material greater than 10 mm thick is not less than the minimum KV-
value specified in EN 10088-4 or EN 10088-5.

Documents
16 Document Sharing Hub

Full document details: 23/30397915 DC


http://www.avadocuments.com/doc/23-30397915-dc
http://www.avadocuments.com/doc/23-30397915-dc

prEN 1993-1-4:2023 (E)

(3) If austenitic stainless steels are used at temperatures below -50 °C, tests should be carried out to
demonstrate the material has a KV-value of at least 40 ] at the lowest service temperature after the
required fabrication steps.

(4) The ferritic stainless steels covered in this document may be assumed to have sufficient fracture
toughness to avoid brittle fracture when the thickness of tension elements, ¢, is < 5 mm. Where ¢t > 5 mm,
proof of sufficient fracture toughness should be obtained by applying the fracture mechanics concepts of
EN 1993-1-10.

(5) For the duplex stainless steels covered in this document, Table 5.3 and Table 5.4 give the maximum
permissible element thickness appropriate to a steel strength, its toughness requirement in terms of KV-
value, the applied stress level ogq and the reference temperature Tgq4. Table 5.3 is for Execution Class 3
and 4, and Table 5.4 for Execution Class 1 and 2.

As EN 10088 does not specify CVN requirements at low temperatures, Tables 5.3 and 5.4 specify
maximum permissible values of element thickness for four toughness requirements, TR1 to TR4. The
designer shall specify the minimum toughness requirement appropriate for the application.

0gq and Tgq should be calculated according to EN 1993-1-10. The values in the tables are based on the
assumptions in EN 1993-1-10.

fy(8) = fy - 0,25 (t/to) with ¢ = 1 mm, or f,(¢t) may be taken as Ry, , from the product standard.
NOTETables 5.3 and 5.4 do not cover cold-formed sections and sheeting.

(6) If required, tests shall be carried out to demonstrate duplex stainless steels have a KV-value of at least
40 ] at the test temperature for the selected quality in Table 5.3 or Table 5.4.
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