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Introduction
This draft standard is based on national and international discussions. Your comments on this draft are invited and will assist in
the preparation of the consequent standard.

For international standards, comments will be reviewed by the relevant UK national committee before sending the consensus
UK vote and comments to the international committee, which will then decide appropriate action. If the international standard is
approved, it is usual for the text to be published as a British Standard.

For national standards, comments will be reviewed by the relevant UK national committee and the resulting standards published
as a British Standard.

UK Vote
Please indicate whether you consider the UK should submit a negative (with supporting technical reasons) or positive vote on
this draft. Please indicate if you are aware of any reason why this draft standard should not be published as a British Standard.

Submission of Comments
- Annotated drafts are not acceptable and will be rejected.

- All comments should be submitted online at https://standardsdevelopment.bsigroup.com/. You will need to register in
order to comment.

Template for comments and secretariat observations Date: xx/xx/20xx Document: ISO/DIS xxxx

1 2 (3) 4 5 (6) 7

MB Clause No./ Subclause
No./Annex (e.g. 3.1)

Paragraph/Figure/
Table/Note

Type of
comment

Commend (justification
for change) by the MB

Proposed change by the MB Secretariat observations on
each comment submitted

3.1 Definition 1 ed Definition is ambiguous and needs
clarifying.

Amend to read '...so that the mains
connector to which no connection...'

6.4 Paragraph 2 te The use of the UV photometer as
an alternative cannot be supported
as serious problems have been
encountered in its use in the UK.

Delete reference to UV photometer.
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INTERNATIONAL ELECTROTECHNICAL COMMISSION 

____________ 
 

ROTATING ELECTRICAL MACHINES –  
 

Part 15: Impulse voltage withstand levels  
of stator coils for rotating AC machines 

 
 

FOREWORD 
1) The International Electrotechnical Commission (IEC) is a worldwide organization for standardization comprising all 

national electrotechnical committees (IEC National Committees). The object of IEC is to promote international co-
operation on all questions concerning standardization in the electrical and electronic fields. To this end and in addition 
to other activities, IEC publishes International Standards, Technical Specifications, Technical Reports, Publicly Available 
Specifications (PAS) and Guides (hereafter referred to as “IEC Publication(s)”). Their preparation is entrusted to 
technical committees; any IEC National Committee interested in the subject dealt with may participate in this preparatory 
work. International, governmental and non-governmental organizations liaising with the IEC also participate in this 
preparation. IEC collaborates closely with the International Organization for Standardization (ISO) in accordance with 
conditions determined by agreement between the two organizations. 

2) The formal decisions or agreements of IEC on technical matters express, as nearly as possible, an international 
consensus of opinion on the relevant subjects since each technical committee has representation from all interested IEC 
National Committees.  

3) IEC Publications have the form of recommendations for international use and are accepted by IEC National Committees 
in that sense. While all reasonable efforts are made to ensure that the technical content of IEC Publications is accurate, 
IEC cannot be held responsible for the way in which they are used or for any misinterpretation by any end user. 

4) In order to promote international uniformity, IEC National Committees undertake to apply IEC Publications transparently 
to the maximum extent possible in their national and regional publications. Any divergence between any IEC Publication 
and the corresponding national or regional publication shall be clearly indicated in the latter. 

5) IEC provides no marking procedure to indicate its approval and cannot be rendered responsible for any equipment 
declared to be in conformity with an IEC Publication. 

6) All users should ensure that they have the latest edition of this publication. 

7) No liability shall attach to IEC or its directors, employees, servants or agents including individual experts and members 
of its technical committees and IEC National Committees for any personal injury, property damage or other damage of 
any nature whatsoever, whether direct or indirect, or for costs (including legal fees) and expenses arising out of the 
publication, use of, or reliance upon, this IEC Publication or any other IEC Publications.  

8) Attention is drawn to the normative references cited in this publication. Use of the referenced publications is 
indispensable for the correct application of this publication. 

9) Attention is drawn to the possibility that some of the elements of this IEC Publication may be the subject of patent rights. 
IEC shall not be held responsible for identifying any or all such patent rights. 

International Standard IEC 60034-15 has been prepared by IEC technical committee 2: Rotating 
machinery. 

This fourth edition cancels and replaces the third edition published in 2009 and constitutes a technical 
revision. The principal technical changes are as follows. 

• Harmonize the standard test levels with IEEE Std 522. 

• Introduce an enhanced surge impulse voltage withstand level. 

• Introduce the option to test up to the point of electrical breakdown. 

• Improve the evaluation of the recorded impulses in case of oscillations and overshoot. 

• Indicate that converted fed machines are excluded from the scope. 

• Provide guidance on the execution of impulse tests. 
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The text of this standard is based on the following documents: 

FDIS Report on voting 

2/xxxx/FDIS 2/xxxx/RVD 

 
Full information on the voting for the approval of this standard can be found in the report on voting 
indicated in the above table. 

This publication has been drafted in accordance with the ISO/IEC Directives, Part 2. 

NOTE A table of cross-references of all IEC TC 2 publications can be found on the IEC TC 2 dashboard on the IEC 
website. 

The committee has decided that the contents of this publication will remain unchanged until the 
maintenance result date indicated on the IEC web site under "http://webstore.iec.ch" in the data 
related to the specific publication. At this date, the publication will be  

• reconfirmed, 
• withdrawn, 
• replaced by a revised edition, or 
• amended. 
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INTRODUCTION 1 

IEC 60071-1 specifies general requirements for the phase to earth insulation, phase-to-phase and 2 
the longitudinal insulation of equipment in three phase a.c. systems and states that each apparatus 3 
committee is responsible for specifying the insulation levels and test procedures for its equipment, 4 
taking into consideration the recommendations of IEC 60071-1. 5 

The object of IEC 60034-15 is to specify these requirements for rotating electrical machines. 6 
Experience has shown that the values given in this standard meet the insulation requirements for the 7 
essential stresses in service. An explanation of the principles adopted in preparing these 8 
requirements is given in Annex A. This standard is neither intended for soft-start machines nor for 9 
electronic converter fed machines 10 

11 
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ROTATING ELECTRICAL MACHINES –  12 

 13 

Part 15: Impulse voltage withstand levels  14 

of stator coils for rotating AC machines 15 

 16 

 17 

 18 

1 Scope 19 

This part of IEC 60034 relates to AC machines incorporating form-wound stator coils that are intended 20 
to be connected to a standard grid supply. It specifies the test procedures and voltages to be applied 21 
to sample coils, as well as routine tests performed on coils mounted in the stator core. 22 

The stator windings and coils for converter-fed machines are excluded from the scope of this 23 
standard. 24 

2 Normative references 25 

The following documents are referred to in the text in such a way that some or all their content 26 
constitutes requirements of this document. For dated references, only the edition cited applies. For 27 
undated references, the latest edition of the referenced document (including any amendments) 28 
applies. 29 

IEC 60060-1:2010, High-voltage test techniques – Part 1: General definitions and requirements 30 

IEC 60071-1:2019, Insulation co-ordination – Part 1: Definitions, principles, and rules 31 

3 Terms and definitions 32 

For the purposes of this document the following terms and definitions apply. 33 

3.1  34 
sample test 35 
Test carried out on (sample) coils in new condition which adequately represent the configuration of 36 
the finished item to be used in the machine for the purpose of evaluating the manufacturing 37 
procedures and processes incorporated in the insulation system. 38 

3.2  39 
routine test 40 
Test carried out on coils during manufacture. 41 

3.3  42 
form-wound stator coil 43 
Coil that is preformed to shape, insulated, and substantially completed before insertion into the stator. 44 

3.4  45 
impulse voltage 46 
intentionally applied aperiodic transient voltage, which usually rises rapidly to a peak value and then 47 
falls more slowly to zero (Figure 1) 48 
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 49 

Figure 1 – Impulse voltage 50 

 51 

3.5  52 
lightning impulse voltage 53 
impulse voltage with a front time T1 less than 20 µs (see Figure 3) 54 

3.6  55 
full lightning impulse voltage 56 
lightning impulse voltage, which is not interrupted by a disruptive discharge 57 

3.7  58 
overshoot 59 
increase of amplitude of an impulse voltage due to a damped oscillation at the peak caused by the 60 
circuit 61 

Note 1 to entry: Such oscillations (frequency range usually 0,1 MHz to 2 MHz) are caused by circuit inductance and 62 
sometimes cannot be avoided in large circuits or for inductive test objects. 63 

3.8  64 
recorded curve 65 
graphical or digital representation of the test data of an impulse voltage (Figure E.1) 66 

3.9  67 
base level 68 
level of a record of an impulse measuring system when there is zero input to the recording instrument 69 

3.10  70 
base curve 71 
estimate of a full lightning impulse voltage without a superimposed (damped) oscillation (Figure E.1) 72 

3.11  73 
residual curve 74 
R(t) 75 
difference between the recorded curve and the base curve (Figure E.1) 76 

3.12  77 
extreme value 78 
Ue 79 

maximum value of the recorded curve measured from the base level in the same sense as the applied 80 
impulse 81 
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3.13  82 
base curve maximum 83 
Ub 84 

maximum value of the base curve 85 

3.14  86 
test voltage function 87 
amplitude-frequency function which is defined to represent the response of insulation to impulses 88 
with overshoot. It is given by: 89 

  (1) 

 90 

where f is the frequency in MHz (see also Figure 2 for a graphical representation). 91 

 92 

Figure 2 – Test voltage function 93 

3.15  94 
filtered residual curve 95 
Rf(t) 96 

residual curve filtered by the test voltage function (Figure E.2) 97 

3.16  98 
test voltage curve 99 
summation of the base curve and the filtered residual curve (Figure E.2) 100 

Note 1 to entry: This is a mathematical representation of the filtering process and is not a physical entity or an equivalent 101 
impulse. 102 

3.17  103 
equivalent smooth impulse 104 
estimated lightning impulse voltage without overshoot having a peak value equal to the maximum 105 
value of the test voltage curve and the same front time and time to half-value as the related test 106 
voltage curve 107 

Note 1 to entry: An equivalent smooth impulse has the same dielectric breakdown behaviour as the recorded curve. 108 
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3.18  109 
value of the test voltage 110 
Ut 111 

maximum value of the test voltage curve measured from the base level in the same sense as the 112 
applied impulse 113 

3.19  114 
front time 115 
T1 116 

Virtual parameter for the impulse voltage to rise from 0 % to 100 % and defined as 1,67 times the 117 
interval T between the instants when the impulse is 30 % and 90 % of the peak value of the test 118 
voltage curve (point A and B, Figure 3). 119 

 120 

Figure 3 – Full impulse voltage time parameters 121 

Note 1 to entry: This front time definition is applicable to both the standard lightning impulse as well as to the steep front 122 
impulse as described in this standard. 123 

Note 2 to entry: In this standard exclusively the term “front time” is used. This quantity should not be confused with the 124 
term “rise time” that is used in other documents, but usually defined as being the time between the 10 % and 90 % value of 125 
the pulse final magnitude. 126 

3.20  127 
virtual origin 128 
O1 129 

Instant preceding that corresponding to point A, of the test voltage curve (see Figure 3) by a time 130 
0,3 T1 131 

3.21  132 
time to half-value 133 
T2 134 

Virtual parameter defined as the time interval between the virtual origin, O1, and the instant when the 135 
test voltage curve has decreased to half the test voltage value (see Figure 3) 136 

3.22  137 
standard lightning impulse (LI) 138 
Lightning impulse with a front time of 1,2 µs ± 0,36 µs, a time-to-half-value of 50 µs ± 10 µs and a 139 
test voltage value of the impulse voltage Ut = Up with a tolerance of ± 3 % as specified in IEC 60060-1 140 

3.23  141 
steep-front impulse (SFI) 142 
Lightning impulse with a front time of 0,2 µs ± 0,1 µs and a test voltage value of the impulse voltage 143 
Ut = U’p with a tolerance of ± 3 % 144 
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