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Introduction
This draft standard is based on national and international discussions. Y our comments on this draft are invited and will assist in
the preparation of the consegquent standard.

For international standards, comments will be reviewed by the relevant UK national committee before sending the consensus
UK vote and comments to the international committee, which will then decide appropriate action. If the international standard is
approved, it is usual for the text to be published as a British Standard.

For national standards, comments will be reviewed by the relevant UK national committee and the resulting standards published
as a British Standard.

UK Vote
Please indicate whether you consider the UK should submit a negative (with supporting technical reasons) or positive vote on
this draft. Pleaseindicate if you are aware of any reason why this draft standard should not be published as a British Standard.

Submission of Comments
Annotated drafts are not acceptable and will beregjected.

Template for comments and secr etariat observations

All comments should be submitted online at https.//standar dsdevelopment.bsigroup.com/. You will need to register in

order to comment.

Date; xx/xx/20xx

Document: 1SO/DIS xxxx

an alternative cannot be supported
as serious problems have been
lencountered in its use in the UK.

1 2 3 4 5 (6) 7
MB | Clause No./ Subclause| Paragraph/Figure/ Type of Commend (justification Proposed change by the MB Secretariat observations on
No./Annex (e.g. 3.1) Table/Note comment for change) by theMB each comment submitted
31 Definition 1 ed Definition is ambiguous and needs [JAmend to read '...so that the mains
clarifying. connector to which no connection...'
6.4 Paragraph 2 te The use of the UV photometer as  ||[Delete reference to UV photometer.
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European foreword

This document (prEN 1993-5:2023) has been prepared by Technical Committee CEN/TC 250 “Structural
Eurocodes”, the secretariat of which is held by BSI. CEN/TC 250 is responsible for all Structural Euro-
codes and has been assigned responsibility for structural and geotechnical design matters by CEN.

This document is currently submitted to the CEN Enquiry.

This document will supersede EN 1993-5:2007,.

The first generation of EN Eurocodes was published between 2002 and 2007. This document forms part
of the second generation of the Eurocodes, which have been prepared under Mandate M/515 issued to
CEN by the European Commission and the European Free Trade Association.

The Eurocodes have been drafted to be used in conjunction with relevant execution, material, product
and test standards, and to identify requirements for execution, materials, products and testing that are
relied upon by the Eurocodes.

The Eurocodes recognize the responsibility of each Member State and have safeguarded their right to
determine values related to regulatory safety matters at national level through the use of National
Annexes.
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0 Introduction

0.1 Introduction to the Eurocodes

The Structural Eurocodes comprise the following standards generally consisting of a number of Parts:

. Eurocode: Basis of structural and geotechnical design

e« EN 1991 Eurocode 1: Actions on structures

e EN 1992 Eurocode 2: Design of concrete structures

e EN 1993 Eurocode 3: Design of steel structures

e EN 1994 Eurocode 4: Design of composite steel and concrete structures
e EN 1995 Eurocode 5: Design of timber structures

e EN 1996 Eurocode 6: Design of masonry structures

e EN 1997 Eurocode 7: Geotechnical design

e EN 1998 Eurocode 8: Design of structures for earthquake resistance

e EN 1999 Eurocode 9: Design of aluminium structures

e New parts are under development, e.g. Eurocode for design of structural glass

The Eurocodes are intended for use by designers, clients, manufacturers, constructors, relevant
authorities (in exercising their duties in accordance with national or international regulations),
educators, software developers, and committees drafting standards for related product, testing and
execution standards.

NOTE Some aspects of design are most appropriately specified by relevant authorities or, where not specified,
can be agreed on a project-specific basis between relevant parties such as designers and clients. The Eurocodes
identify such aspects making explicit reference to relevant authorities and relevant parties.

0.2 Introduction to EN 1993 (all parts)

EN 1993 (all parts) applies to the design of buildings and civil engineering works in steel. It complies with
the principles and requirements for the safety and serviceability of structures, the basis of their design
and verification that are given in [EN 199(Q - Basis of structural and geotechnical design.

EN 1993 (all parts) is concerned only with requirements for resistance, serviceability, durability and fire
resistance of steel structures. Other requirements, e.g. concerning thermal or sound insulation, are not
covered.

EN 1993 is subdivided in various parts:

EN 1993-1, Design of steel structures — Part 1: General rules and rules for buildings;
Design of steel structures — Part 2: Bridges;

EN 1993-3, Design of steel structures — Part 3: Towers, masts and chimneys;

EN 1993-4, Design of steel structures — Part 4: Silos and tanks;

EN 1993-5, Design of steel structures — Part 5: Piling;
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EN 1993-6, Design of steel structures — Part 6: Crane supporting structures;
EN 1993-7, Design of steel structures — Part 7: Sandwich panels (under preparation).

EN 1993-1 in itself does not exist as a physical document, but comprises the following 14 separate parts,
the basic part being EN 1993-1-1I:

, Design of steel structures — Part 1-1: General rules and rules for buildings;

, Design of steel structures — Part 1-2: Structural fire design;

, Design of steel structures — Part 1-3: Cold-formed members and sheeting;

NOTE Cold-formed hollow sections supplied according to EN 10219 (all parts) are covered in .

, Design of steel structures — Part 1-4: Stainless steel structures;

, Design of steel structures — Part 1-5: Plated structural elements;

, Design of steel structures — Part 1-6: Strength and stability of shell structures;
, Design of steel structures — Part 1-7: Plate assemblies with elements under transverse loads;
, Design of steel structures — Part 1-8: Joints;

, Design of steel structures — Part 1-9: Fatigue;

EN 1993-1-10, Design of steel structures — Part1-10: Material toughness and through-thickness
properties;

N 1993-1-11}, Design of steel structures — Part 1-11: Tension components;
N 1993-1-12, Design of steel structures — Part 1-12: Additional rules for steel grades up to S960;
EN 1993-1-13, Design of steel structures — Part 1-13: Rules for beams with large web openings;

EN 1993-1-14, Design of steel structures — Part 1-14: Design assisted by finite element analysis (under
preparation).

All subsequent parts EN 1993-1-2 to EN 1993-1-14 treat general topics that are independent from the
structural type like structural fire design, cold-formed members and sheeting, stainless steels, plated
structural elements, etc.

All subsequent parts numbered to EN 1993-7 treat topics relevant for a specific structural
type like steel bridges, towers, masts and chimneys, silos and tanks, piling, crane supporting structures,
etc. to EN 1993-7 refer to the generic rules in EN 1993-1 and supplement, modify or supersede
them, where relevant.

0.3 Introduction to EN 1993-5

EN 1993-5 gives design rules for steel sheet piling and bearing piles to supplement the generic rules in
EN 1993-1. The focus in EN 1993-5 is on design rules that supplement, modify or supersede the
equivalent provisions given in EN 1993-1

EN 1993-5is intended to be used with Eurocodes EN 1990 - Basis of structural and geotechnical design,
EN 1991 - Actions on structures and EN 1997 - Geotechnical Design.

0.4 Verbal forms used in the Eurocodes
The verb “shall” expresses a requirement strictly to be followed and from which no deviation is permitted
in order to comply with the Eurocodes.

The verb “should” expresses a highly recommended choice or course of action. Subject to national
regulation and/or any relevant contractual provisions, alternative approaches could be used/adopted
where technically justified.
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The verb “may” expresses a course of action permissible within the limits of the Eurocodes.

The verb “can” expresses possibility and capability; it is used for statements of fact and clarification of
concepts.

0.5 National annex for EN 1993-5

National choice is allowed in this standard where explicitly stated within notes. National choice includes
the selection of values for Nationally Determined Parameters (NDPs).

The national standard implementing EN 1993-5 can have a National Annex containing all national choices
to be used for the design of buildings and civil engineering works to be constructed in the relevant
country.

When no national choice is given, the default choice given in this standard is to be used.

When no national choice is made and no default is given in this standard, the choice can be specified by
the relevant authority or, where not specified, agreed for a specific project by the relevant parties.

National choice is allowed in prEN 1993-5 through notes to the following:

413 (2) 4.6.1(2) 462 (2) 5.2.6 (1)
6.4.1(1) 6.4.4 (1) 7.4.(2) 8.2 (1)
8.2 (2) 8.2 (3) 8.3.1 (2) 8.11.2 (1)
9.4 (4)

National choice is allowed in [EN 1993-5 on the application of the following informative annexes:

Annex F

The National Annex can contain, directly or by reference, non-contradictory complementary information
for ease of implementation, provided it does not alter any provisions of the Eurocodes.
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1 Scope
1.1 Scope of EN 1993-5

(1) EN 1993-5 provides rules for structural design of bearing piles and sheet piles made of steel.

(2) EN 1993-§ provides rules for the structural design of steel elements for foundations and retaining
structures constructed using steel piles.

(3) EN_1993-5is applicable to:

— steel piled foundations for civil engineering works on land and over water;
— temporary or permanent structures needed to carry out steel piling work;

— temporary and permanent retaining structures made of continuous steel piling.

(4) EN _1993-5 does not apply to:

— offshore platforms;
— dolphins;
— ground reinforcing elements.

NOTE Ground reinforcing elements include rock bolts; soil nails; sprayed concrete; wire mesh and facing
elements.

(5) EN 1993-5 does not cover the following aspects:

— geotechnical design;
— seismic design.
NOTE1  For geotechnical design see prEN 1997 (all parts).

NOTE 2  For the effects of ground movement caused by earthquakes see EN 1998.

(6) EN 1993-5 provides methods for design by calculation and for design assisted by testing.
1.2 Assumptions

(1) Unless specifically stated, EN 1990, EN 1991 (all parts), EN 1993-1 (all parts) and EN 1997 (all parts)
apply.

(2) The design methods given in [EN 1993-5 are applicable if

— the execution quality for steel piles is as specified in EN 12063, EN 12699, EN 14199 and

— the execution quality for associated steel elements (such as bracing, anchors, waling, etc.) is as

specified in EN 1090-2, EN 1537 and

— the execution quality for concreting of bearing piles is as specified in EN 153§ and

— the construction materials and products used are as specified in the relevant parts of EN 1993 (all
parts), or in the relevant material and product specifications.
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(3) The methods for design by calculation apply only within the stated ranges of material properties and
geometric proportions, for which sufficient experience and test evidence is available. These limitations
do not apply to design assisted by testing.

2 Normative references
The following documents are referred to in the text in such a way that some or all of their content

constitutes requirements of this document. For dated references, only the edition cited applies. For
undated references, the latest edition of the referenced document (including any amendments) applies.

NOTE See the Bibliography for a list of other documents cited that are not normative references, including
those referenced as recommendations (i.e. in ‘should’ clauses), permissions (‘may’ clauses), possibilities (‘can’
clauses), and in notes.

EN 1090-2, Execution of steel structures and aluminium structures — Part 2: Technical requirements for
steel structures

, Execution of special geotechnical work — Bored piles
, Execution of special geotechnical works — Ground anchors
EN 1990:2023, Eurocode — Basis of structural and geotechnical design
EN 1991 (all parts), Eurocode 1 — Actions on structures

prEN 1992-1-1:2021, Eurocode 2 — Design of concrete structures - Part 1-1: General rules and rules for
buildings, bridges and civil engineering structures

EN 1993-1, (all parts), Eurocode 3 — Design of steel structures

prEN 1994-1-1:202%, Eurocode 4 — Design of composite steel and concrete structures — 1-1: General rules
and rules for buildings (under development)

EN 1997 (all parts), Eurocode 7 — Geotechnical design

EN 10210 (all parts), Hot finished steel structural hollow sections

EN 10219 (all parts), Cold formed welded steel structural hollow sections
EN 10248 (all parts), Hot-rolled steel sheet piles

EN 10249 (all parts), Cold formed steel sheet piling

N 12063, Execution of special geotechnical work — Sheet pile walls, combined pile walls, high modulus
walls

N 12699, Execution of special geotechnical work — Displacement piles

N 14199, Execution of special geotechnical work — Micropiles

Documents
12 Document Sharing Hub

Full document details: 23/30443605 DC


https://doi.org/10.3403/30132922U?&urlappend=%26utm_campaign=pdfdoi%26utm_source=pdfdoi%26utm_medium=pdf
https://doi.org/10.3403/01758270U?&urlappend=%26utm_campaign=pdfdoi%26utm_source=pdfdoi%26utm_medium=pdf
https://doi.org/10.3403/01998678U?&urlappend=%26utm_campaign=pdfdoi%26utm_source=pdfdoi%26utm_medium=pdf
https://doi.org/10.3403/01663631U?&urlappend=%26utm_campaign=pdfdoi%26utm_source=pdfdoi%26utm_medium=pdf
https://doi.org/10.3403/02204357U?&urlappend=%26utm_campaign=pdfdoi%26utm_source=pdfdoi%26utm_medium=pdf
https://doi.org/10.3403/03242085U?&urlappend=%26utm_campaign=pdfdoi%26utm_source=pdfdoi%26utm_medium=pdf
http://www.avadocuments.com/doc/23-30443605-dc
http://www.avadocuments.com/doc/23-30443605-dc

prEN 1993-5:2023 (E)

3 Terms, definitions, symbols
3.1 Terms and definitions

For the purposes of this document, the following terms and definitions apply.

NOTE Figures 3.1 to Figure 3.7 are only examples and are provided to enhance the understanding of the
wording of the terminology used. The examples are by no means exhaustive and they do not represent any preferred
detailing.

3.1.1 Terms and definitions for piles

3.1.1.1

bearing pile

pile that transmits forces to the ground either by compression through end bearing or by friction between
the surface of the pile and the adjacent ground or a combination of both

Note 1 to entry:  See examples in Figure 3.1a.

3.1.1.2

box pile

non-circular hollow pile fabricated from any combination of sheet pile and plate continuously or
intermittently welded together in longitudinal direction (see Figures 3.1a and 3.1c)

3.1.1.3
bracing
system of walings and struts to support the structure (see Figure 3.2)

3.1.14

cantilever wall

wall whose stability depends solely upon embedment of the piles (sheet piles, combi-wall or high-
modulus wall) made of steel into the ground (see Figure 3.2a)

3.1.1.5
cellular structure
retaining structure whose stability depends upon the self weight of the fill

Note 1 to entry:  These structures are typically constructed from straight web profiles with sufficient interlock
tensile strength to resist the circumferential tension developed in the walls due to the radial pressure of the
contained fill (see Figure 3.4).

3.1.1.6
circular cell wall
wall constructed of individual cellular structures connected by arcs of smaller diameter (see Figure 3.3¢e)

3.1.1.7
combined wall
embedded retaining wall composed of connecting primary and secondary elements

Note 1 to entry:  The primary elements are normally steel tubular piles, H-piles or box types, spaced uniformly

along the length of the wall. The secondary elements are generally steel sheet piles of various types installed in the
spaces between the primary elements and connected to them (see Figure 3.3c).
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3.1.1.8

connector

hot rolled or fabricated device that connects adjacent piles by means of a thumb and finger or similar
configuration to make a continuous wall

Note 1 to entry:  Connectors perform the same function as interlocks but are fabricated separately and not as an
integral part of the pile.

3.1.1.9

diaphragm cell wall

wall constructed of special cellular structures using two rows of circular arcs connected together by
diaphragms perpendicular to the axis of the structure (see Figure 3.3f)

3.1.1.10
double U-pile
two threaded single U-piles with shear connections

3.1.1.11

driveability

ability of a sheet pile or bearing pile to be driven through the ground strata to the required penetration
depth without detrimental effects

3.1.1.12
driving
method, or combination of methods, for installing a pile into the ground to the required depth
EXAMPLE 1 impact
2 vibrating
3 pressing
4 resonance

5 screwing

3.1.1.13
foundation
construction for transmitting forces to the supporting ground

3.1.1.14
ground structure interaction
mutual influence of deformations on ground and a foundation or a retaining structure

3.1.1.15
high modulus wall
retaining wall formed by connecting primary steel elements that have the same geometry, see Figure 3.3b
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3.1.1.16

interlock

portion of a steel sheet pile that connects adjacent elements by means of a thumb and finger or similar
configuration to make a continuous wall

Note 1 to entry:  Interlocks can be described as
— free: threaded interlocks that are neither crimped nor welded;

— crimped: Interlocks of threaded single piles that have been mechanically connected by crimped points
to form a shear connection;

— welded: interlocks of threaded single piles that have been mechanically connected by continuous or
intermittent partial penetration butt welds to form a shear connection.

3.1.1.17

jagged wall

special sheet pile wall configuration in which the single piles are arranged either to enhance the moment
of inertia of the wall or to suit special applications (see Figure 3.3d)

3.1.1.18

junction pile

special element (see Figure 3.5) connecting primary and secondary cells or adjacent diaphragm cells (see
Figures 3.3e and 3.3f)

3.1.1.19
micropile
drilled pile which has a diameter smaller than 300 mm

Note 1 to entry:  If not otherwise specified all provisions relating to piles also apply to micropiles.

3.1.1.20

pile

slender structural member, substantially underground, intended to transmit forces from above ground
and/or forces caused by retaining of soil, into load-bearing strata below the surface of the ground

3.1.1.21
pile coupler
mechanical sleeve used to lengthen a steel tubular pile

3.1.1.22
piled foundation
foundation that incorporates one or more piles

3.1.1.23

propped wall

retaining wall whose stability depends upon embedment of piles into the ground and upon one or more
levels of support (see Figure 3.2b)

Note 1 to entry:  Support systems can include bracing, struts, props or floors.

3.1.1.24

retaining structure

construction element including walls retaining ground, similar material and/or water, and, where
relevant, their support systems (e.g. anchors)
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3.1.1.25
shear connection
any mode of connection preventing the relative displacement of piles at the interlocks when loaded

Note 1 to entry:  Shear connections are typically fabricated by crimping or partial penetration butt welding the
interlocks together. Shop crimping can be double or triple points. Shop or site welding can be continuous or
intermittent.

3.1.1.26

sheet pile

product obtained by hot rolling or cold forming steel (e.g. drawing, bending, roll forming) to a shape such
that, by interlocking of the joints or fitting of longitudinal grooves or by means of special fasteners, it
forms partitions or continuous walls

Note 1 to entry:  The types of steel sheet piles covered in this Part 5 are shown in Figure 3.1b.

3.1.1.27
sheet pile wall
line of sheet piles that forms a continuous wall by threading of the interlocks

Note 1 to entry:  For typical examples see Figure 3.3.

3.1.1.28

soldier wall

Berlin wall

wall composed of vertical piles installed at intervals supporting intermediate horizontal elements
(boarding, planks or lagging), see Figure 3.3g

3.1.1.29
straight web sheet pile
flat or slightly bent section with interlocks working in tension only, see Figure 3.1b

3.1.1.30
triple U-pile
sheet pile consisting of three threaded single U-piles with shear connections

3.1.1.31

tubular pile

pile of circular cross-section manufactured in a factory under controlled processes using seamless,
longitudinal or helical welding processes (see Figures 3.1a and 3.1c)

3.1.2 Terms and definitions relating to anchors, tension piles and waling

3.1.2.1

anchor

structural element capable of transmitting an applied tensile load from the anchor head through a free
anchor length to a resisting element and finally into the ground (see Figure 3.2c)

3.1.2.2
anchor head
element of an anchor which transmits tensile load to the structure

Note 1 to entry:  For examples of typical anchor heads see Figure 3.6.
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3.1.2.3

anchored wall

retaining wall whose stability depends upon embedment of the piles into the ground and also upon one
or more levels of tensile restraint

Note 1 to entry:  Restraint can be provided by tension elements including anchors and tension piles see
Figure 3.2c.

3.1.24

deadman

discrete passive structural element buried in or secured to the ground for the purpose of providing
anchorage for tie rods through passive earth pressure

Note 1 to entry: Deadman anchorage can also be continuous, e.g. anchor sheet pile wall, ground beams, etc.

3.1.2.5

grouted anchor

anchor that uses a bonded length formed of cement grout, resin or similar material to transmit the tensile
force to the ground

3.1.2.6
permanent anchor
anchor with a design service life which is in excess of two years

3.1.2.7

prestressed anchor

anchor which is stressed and locked off after installation, but before load enters the anchor (e.g. due to
excavation, ground water lowering or service loads)

Note 1 to entry:  Not all anchors are pre-stressed. Anchors are pre-stressed to limit deformation of the anchored
structure. Prestressed anchors are also termed active anchors, whereas non-prestressed anchors are also termed
passive anchors.

3.1.2.8
temporary anchor
anchor with a design service life of two years or less

3.1.2.9

tendon

part of an anchor that is capable of transmitting tensile load from the anchor head to the resisting element
in the ground

EXAMPLE 1 solid steel rod or reinforcing steel bar
2 hollow bar
3 strand

3.1.2.10

tension pile

pile that transmits tension load to the ground by friction between the surface of the pile and the adjacent
ground (see Figure 3.2c)
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3.1.2.11

tie rod

tie bar

circular solid steel rod (bar) with terminations transmitting tensile load from the anchor head to a
deadman or anchor wall

Note 1 to entry:  Tie rods are considered part of an anchor in this document.

3.1.2.12

waling

horizontal beam, usually of steel or reinforced concrete, fixed to the retaining wall and used to transmit
the design support force for the wall into the anchors, tension piles or struts (see Figures 3.2 and 3.6)

<> o4

a) Bearing pile sections

fﬁ\/’Mmm

e) f) g h) i)
b) Sheet pile sections

c) Primary pile sections

Key
a tubularpile e Z-pile i trench pile
b H-pile f U-pile j  tubular pile
¢ Dboxpile g Straight web pile k H-pile

d micropiles h Q-pile (Omegapile) 1 boxpile
NOTE Q-piles and trench piles are dealt with in Annex A.

Figure 3.1 — Examples of typical pile sections
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b) Propped retaining wall
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c) Anchored retaining wall
Key
a sheet pile wall f rock dowel (where required)
b strut/ prop g tierod anchor
¢ waling h variable angle
d floor i  tension pile
e deadman (anchor orwall) j grouted anchor

Figure 3.2 — Examples of retaining walls
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a) Sheet pile wall

b) High modulus wall
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d) Jagged wall

X
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m k
e) Circular cellular wall
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]

f) Diaphragm cell wall

g) Soldier pile wall
Key
a interlock g primary elements m circumferential tensile force
b U-pile h Secondary elements n arc
¢ Z-pile i welded connector o diaphragm wall
d H-pile j crimped interlock p lagging, boarding, planks, steel plates
e tubularpile k junction pile q soldier-pile
f connector 1 internal pressure
Figure 3.3 — Examples of pile configurations for retaining walls
A X
l A
=== TF
N %
l Fi g
Key

a straight web piles

Figure 3.4 — Cellular structure
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Key
a sheet pile e tierod

b tubularpile f grouted anchor or tension pile

¢ Dbearing plate g tie rod connector
d waling

Figure 3.6 — Examples of anchor head connections

3.2 Symbols

3.2.1 General

(1) For the purposes of this document, the following symbols apply.
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3.2.2 Latin upper-case symbols

A

A
Ay
As
Ay

Fq

FoEd

Fikd
Fsis
Fta,Ed
Ftc,Ed
th,Ed

F ts,Rd

Hy

I7eit
Itp

Is

Kv(T)

K

cross-sectional area

gross cross-sectional area of the tension element

nominal metallic cross-sectional area of reinforcing steel
tensile stress area of the tension element at the termination
projected shear area, see Figure 8.1

(effective) width of the pile, in contact with soil

design punching shear resistance of the anchor head and the nut
design tensile resistance of washer plate assembly

member curvature

critical curvature

Curvature at the point of first yield

non-dimensional rotational flexibility

diameter or width of pile

modulus of elasticity

elastic critical buckling load for global instability mode based on initial elastic stiffness

(see EN 1993-1-1))
design force

additional horizontal force resulting from global buckling to be resisted by the toe of a
sheet pile to allow for the assumption of a non-sway buckling mode

design value of the circumferential tensile force in a cellular cofferdam
axial force under characteristic loading

design tensile force in the arc cell of a cellular cofferdam

design tensile force in the common wall of a cellular cofferdam

design tensile force in the main cell of a cellular cofferdam

design tensile resistance of simple straight web steel sheet piles

shear modulus

fictitious horizontal load applied at the level of the anchor or support structure
second moment of area

torsional moment of inertia of partially welded double H-section
torsional moment of inertia of a continuously welded double H-section
torsional moment of inertia of a single H-section

current density

impact energy

lateral rigidity of the anchor or support structure

parameter depending on category of cross-sections
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La
Lg
L.
Le
Lg,

Lcr, LT
Ls

LMmaX

Mc,Rd
Mc,Rk
MEq

My ra
M ra
Mri

My ra

NCr
N, Cr,swW
Neq

Npird
Nri

Rc,Rd
Re,Rd
Rceod
Rx
Rk,s
Rp,Rd
Rstrd
Rtg,d
Rita
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length of the pile

length of intermittent weld

fraction of the distance between the toe and the horizontal support

weak axis free length of a partially embedded H-pile above a weaker soil layer
free length of a partially embedded pile

weak axis free length of a partially embedded H-pile, i.e. pile support to top of coarse
soil layer

buckling length
lateral torsional buckling length
height of the system

length from the point of introduction of the external vertical load to the level of
maximum design bending moment

design moment resistance of the cross-section

characteristic moment resistance of the cross-section

design value of bending moment

reduced design moment resistance allowing for the axial force

design value of design plastic bending moment resistance

characteristic value of the bending moment resistance

reduced design plastic moment resistance allowing for the shear force
design bending moment assuming zero external vertical load and no sway imperfection
elastic critical load for the relevant buckling mode of the sheet pile wall
elastic critical buckling load for sway mode

design value of the compression force

design value of plastic compression resistance

characteristic value of the compressive resistance

proof load

manufacturing tolerance class parameter

design resistance of a sheet pile to a local transverse force

elastic design resistance to the local transverse force

design ultimate geotechnical resistance of an anchor or tension pile
characteristic resistance of the crimped point determined by testing
characteristic interlock resistance of straight web piles

plastic design resistance to the local transverse force

design ultimate structural tensile resistance of an anchor or tension pile
design tensile resistance of the gross cross-section of the tension element shaft

design tensile resistance at the termination, or coupling, of the tension element
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Rimd

Rtw,Rd

Rusa

Rvtrd

Rw,Rd
Rw,Rk

Sn

T27y
Vbrd
VEa
Vpird
Wep
We
Wi
Xn
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design tensile resistance at the termination, or coupling, of the tension element allowing
for any bending effects

design tensile resistance of the webs of a sheet pile to the introduction of a local
transverse force

design value of the geotechnical ultimate limit state resistance of an anchor or tension
pile

design shear resistance of the flange of a sheet pile to the introduction of a local
transverse force

design value of the in-plane resistance of the web

characteristic in-plane resistance of the web

nominal metallic cross-sectional area of prestressing steel

design service life

test temperature

design value of the shear buckling resistance

design value of shear force

design value of plastic shear resistance

elasto-plastic section modulus for semi-compact sections

elastic section modulus determined about the wall axis, with full shear transfer
plastic section modulus determined about the wall axis, with full shear transfer

nominal value of a basic variable

3.2.3 Latin lower-case symbols

be

ba

C1

fo2x
Jow
froak
fo
fix
fu

5

ovalisation of tube

width of the flat portion of the flange
width of flange for a Z pile

width of washer plate

width or depth of a part of a cross-section
For U, Z and Q piles it is the slant height of the web of steel sheet piles

rotational stiffness of connecting beam (at node 1)

outer diameter of a tube

eccentricity of the force introduced into the web

characteristic proof strength at 0,2 % strain for reinforcing steel
shear buckling strength

characteristic proof strength at 0,1 % strain for prestressing steel
characteristic tensile strength for prestressing steel
characteristic tensile strength for reinforcing steel

ultimate tensile strength

nominal values of the yield strength
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f;I,red

o
Ia
I'm
Ss

tr
Lmin
tred
tw
tw,i

v

reduced yield strength

nominal yield strength of the basic steel used for cold forming

depth of a cross-section

length of washer plate

height of the web between flange midlines

lateral linear subgrade reaction of the soil to the bearing pile [N/m3]

lateral linear subgrade reaction of coarse granular soil to a bearing pile [N/m3]
lateral linear subgrade reaction of fine cohesive soil to a bearing pile [N/m3]

translational stiffness (at node 1)

reference value of the lateral subgrade reaction multiplied with the pile width [N/m3]

reduction factor for anchor tension elements in tension
reduction factor for anchor tension elements in bending
interaction factor for flexural member buckling

length

effective bearing length

ratio between load and critical buckling force
transversal bending moment in interlock [Nm/m]
design value of the internal pressure acting in the main cell of a cellular cofferdam
horizontal force in interlock [N/m], in y-direction
midline radius of the corners between the webs and the flanges
mid-line radius of the tube

radius of the circular tube in ovalized state

outside radius of the corner between flange and web
initial radius of the arc cell in a cellular cofferdam

initial radius of the main cell in a cellular cofferdam
length of stiff bearing

nominal flange thickness of a steel sheet pile

lesser of t; or tw for a Z pile

reduced plate thickness

nominal web thickness of a steel sheet pile

varying web thicknesses

Poisson’s ratio

3.2.4 Greek symbols

a
Qe

ar

26

angle of inclination of the web
buckling parameter in the elastic range

coefficient of linear thermal elongation

Full document details: 23/30443605 DC

Documents

Document Sharing Hub


http://www.avadocuments.com/doc/23-30443605-dc
http://www.avadocuments.com/doc/23-30443605-dc

a1

B

Do

B

oy

B3

Po
Pa
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Al
AMimp
ﬂtd,mw
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stiffness factor of the lateral resistance of the embedded part of the pile, defined at
surface level

ratio between the lateral linear subgrade reaction of the soil and flexural rigidity of the
pile

critical length coefficient for weak axis buckling, i.e. ratio between the critical length and
the free length of a partially embedded pile

critical length coefficient for weak axis buckling, for a partially embedded pile in
uniform dense soil

critical length coefficient for weak axis buckling, for a partially embedded pile in
uniform soft soil

critical length coefficient for weak axis buckling, for a fully embedded pile in uniform
soft soil

buckling parameter in the plastic range
reduction factor accounting for effect of the decrease of the diameter

factor accounting for the possible reduction of the bending stiffness of U-piles due to
insufficient shear force transmission in the interlocks

reduction factor accounting for transverse shell bending
factor accounting for the behaviour of a welded junction pile at ultimate limit states

factor accounting for the possible reduction of the section modulus of U-piles due to
insufficient shear force transmission in the interlocks

reduction factor of transverse shell bending to account for soil fill

over-design factor of anchors, struts, walings and connections in the transient and
persistent design situations

degree of welding in zone of intermittent welding

offset of the weld shell parts of equal thickness

undulation of tube wall

imposed in-plane displacement on secondary piles caused by misalignment of primary
piles

maximum relative deflection of a sheet pile wall occurring between the supports
according to a first order analysis

horizontal displacement at the level of the anchor or support structure due to Ha,
relative to the bottom end of the member

differential water head [m]
additional pile length
additional bending moment due to sway imperfection

total loss of thickness due to corrosion caused by mechanical wearing during the design
service life

material parameter

maximum plastic strain
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@re

YMi
Y™Mo
YM1
YM2

)/M3,ser

YMtA
Vs

Yt
Nsys

D o >

pp

dcd
¢drd
Px

¢y Ed
ProtEd
p

V4

model factor covering the uncertainties of the numerical model and the executed
analysis type

partial factor (generic symbol)

partial factor for resistance of cross-sections

partial factor for resistance of members to instability assessed by member checks
partial factor for resistance of cross-sections in tension to fracture

partial factor for resistance of connection cross-sections in tension at serviceability limit
state

partial factor for resistance of reinforcing or prestressing steel in tension to fracture
partial factor for resistance of cross-sections in reinforcing or prestressing steel
partial factor for resistance of reinforcing or prestressing steel in tension to fracture
factor for differences in behaviour under test and service conditions
non-dimensional slenderness factor

web slenderness, shell slenderness

unit mass

reduction factor

factor accounting for the effects of differential water pressure on transverse local plate
bending

design plastic rotation angle provided by the cross-section

maximum design rotation angle demand for the actual design case

design value of the internal friction angle of the fill material

rotation angle corresponding to the reduced plastic moment resistance Mpird
design angle at ultimate limit state

reduction factor to determine reduced design values of the resistance to bending
moments making allowance for the presence of shear forces

buckling coefficient

3.3 Convention for sheet pile axes

(1) For sheet piling the following Cartesian axis convention is used:

— generally

X -X is the longitudinal axis of a pile;
y-y isthe principal cross-sectional axis parallel to the retaining wall;

Z-7 is the other cross-sectional axis;

— where necessary

28

u-u is the principal axis nearest to the plane of the retaining wall if this does not coincide
with the y-y-axis;

Documents

Document Sharing Hub

Full document details: 23/30443605 DC


http://www.avadocuments.com/doc/23-30443605-dc
http://www.avadocuments.com/doc/23-30443605-dc

prEN 1993-5:2023 (E)

— v-v  isthe other principal axis if this does not coincide with z-z.

See Figure 3.7.

Yo

A=<

Key
m meridional axis
¢ circumferential axis

r radial axis

Figure 3.7 — Convention for sheet pile axes

4 Basis of design

4.1.1 Basic requirements

(1) The design of piling structures shall be in accordance with the general rules given in EN 199(Q and
EN 1991 (all parts) and the specific design provisions for steel structures given in EN 1993-1 (all parts).
(2) Geotechnical actions and resistances shall be in accordance with EN 1997 (all parts).

(3) Piling structures designed according to this document shall be executed according to

— [EN 12063 for sheet piling, combined pile walls, high modulus walls
— [EN 12699 for displacement piles
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— [EN 14199 for micropiles

— [EN 1090-2 for walings, bracings, struts, connecting parts and structural steel parts of anchors and
tension piles

— [EN 1537 for grouted anchors
— [EN 1534 for concreting of bearing piles

with construction materials and products used as specified in the relevant parts of EN 1993, or in the
relevant material and product specifications.

NOTE The scope of EN 1090-2 does not include steel sheet piles.
4.1.2 Structural reliability and consequences of failure

(1) To obtain the reliability of the completed works required according to an appropriate
execution class shall be selected in accordance with EN 1993-1-1:2022, Annex A for steel piles executed
to EN 12063, EN 12699 and EN 14199 and for associated steel structures (waling, bracing, connections,
etc.) executed to EN 1090-2,.

(2) The execution class of steel pile foundations under seismic loading should be chosen equal to the one
of the building they support. The execution class of other steel piles and associated steel structures under
seismic loading that have no ductility class according to EN 1998 (all parts) should follow the same
execution class as if DC1.

NOTE See prEN 1998-1-1:2022, 4.4.2 for definition of ductility classes DC1, DC2 and DC3.

(3) If different levels of reliability are required, they should be achieved by an appropriate choice of
quality management measures in design and execution according to EN 1990, and relevant execution
codes mentioned in 4.1.1 (3).

(4) Consequence classes should be determined according to EN 1990 and prEN 1997 (all parts).
4.1.3 Robustness

(1) To achieve the required level of robustness according to EN 1990 and prEN 1997-3, retaining walls,
walings, anchors, struts and connections should at least comply with clause (2), (3) and (4). Additional
measures and strategies of design should be taken in accordance with prEN 1997-1 where needed.

(2) Retaining walls, walings, anchors, struts and connections should be designed against progressive
collapse to achieve the required level of robustness according to EN 1990 and prEN 1997-3 either by

— designing for a failing structural element, e.g. a failing anchor or strut in the accidental design
situation (method 1) or by

— over-designing of anchors, struts, walings and connections with a factor S in the transient and
persistent design situations (method 2).

NOTE1 The choice of method can be given in the National Annex. The value of Bov = 1,25 for anchors and
connections, unless the National Annex specifies a different value.

NOTE 2 Robustness can be achieved in different ways. Prevention of accidental situations is an important
consideration.

NOTE 3  Designing the walings as continuous in tension and/or bending can enhance the resistance in case of a
failing anchor or strut.

Documents
30 Document Sharing Hub

Full document details: 23/30443605 DC


https://doi.org/10.3403/03242085U?&urlappend=%26utm_campaign=pdfdoi%26utm_source=pdfdoi%26utm_medium=pdf
https://doi.org/10.3403/30132922U?&urlappend=%26utm_campaign=pdfdoi%26utm_source=pdfdoi%26utm_medium=pdf
https://doi.org/10.3403/01998678U?&urlappend=%26utm_campaign=pdfdoi%26utm_source=pdfdoi%26utm_medium=pdf
https://doi.org/10.3403/01758270U?&urlappend=%26utm_campaign=pdfdoi%26utm_source=pdfdoi%26utm_medium=pdf
https://doi.org/10.3403/30132922U?&urlappend=%26utm_campaign=pdfdoi%26utm_source=pdfdoi%26utm_medium=pdf
https://doi.org/10.3403/03202162U?&urlappend=%26utm_campaign=pdfdoi%26utm_source=pdfdoi%26utm_medium=pdf
https://doi.org/10.3403/01663631U?&urlappend=%26utm_campaign=pdfdoi%26utm_source=pdfdoi%26utm_medium=pdf
https://doi.org/10.3403/02204357U?&urlappend=%26utm_campaign=pdfdoi%26utm_source=pdfdoi%26utm_medium=pdf
https://doi.org/10.3403/03242085U?&urlappend=%26utm_campaign=pdfdoi%26utm_source=pdfdoi%26utm_medium=pdf
https://doi.org/10.3403/30132922U?&urlappend=%26utm_campaign=pdfdoi%26utm_source=pdfdoi%26utm_medium=pdf
https://doi.org/10.3403/03202162U?&urlappend=%26utm_campaign=pdfdoi%26utm_source=pdfdoi%26utm_medium=pdf
https://doi.org/10.3403/03202162U?&urlappend=%26utm_campaign=pdfdoi%26utm_source=pdfdoi%26utm_medium=pdf
https://doi.org/10.3403/03202162U?&urlappend=%26utm_campaign=pdfdoi%26utm_source=pdfdoi%26utm_medium=pdf
https://doi.org/10.3403/03202162U?&urlappend=%26utm_campaign=pdfdoi%26utm_source=pdfdoi%26utm_medium=pdf
http://www.avadocuments.com/doc/23-30443605-dc
http://www.avadocuments.com/doc/23-30443605-dc

prEN 1993-5:2023 (E)

(3) In cases with risk of (ship or vehicle) impacts detailing for anchor heads should provide adequate
protection. Protrusion of anchor heads should be avoided.

(4) The design of the pile structure shall be checked and modified (if necessary) to account for any
significant variations encountered during installation.

4.1.4 Design service life

(1) The required design service life of a piling structure should be specified according to EN 1990,
According to the specific needs the required design service life may be specified by the relevant authority
or, where not specified, as agreed for a specific project by the relevant parties.

NOTE Guidance on the design service life of specific geotechnical structures is given in prEN 1997-3.
4.1.5 Durability

(1) Depending upon the type of action affecting the design service life (see EN 1990), piling structures
shall be:

— designed for the effects of corrosion (see Clause 6)

— designed for driveability (see 4.5)

— designed for accidental actions (see prEN 1991-1-7)

— designed for the effects of fatigue where relevant (see prEN 1993-1-9)
— inspected and maintained.

(2) The durability requirements stated in this document shall be followed, see Clause 6.

4.1.6 Sustainability

(1) Piling structures should be designed for sustainability according to EN 1990.
4.2 Principles of limit state design

4.2.1 Design situations

(1) All design situations, including each stage of execution and use, shall be taken into account.
NOTE For the selection of design situations, see [EN 1990.

4.2.2 Ultimate limit state criteria

(1) The following ultimate limit state criteria shall be taken into account:

— failure of the system or component of the system, by exceedance of the resistance of the ground, or
by other geotechnical failure mechanisms, see prEN 1997-3;

— structural failure of any component of the system and/or connections of the components;
— combination of failure in the ground and structural failure.

(2) Verifications related to ultimate limit state criteria should be carried out in accordance with
prEN 1997-1 and prEN 1997-3.
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(3) Depending on the design situation the resistance to one or more of the following modes of structural
failure should be verified:

— for bearing piles:

— failure due to bending and/or axial force;

— failure due to overall flexural buckling, taking account of the restraint provided by the ground
and by the supported structure at the connections to it;

— local failure at points of load application;
— fatigue.
— for retaining walls, walings, bracings and struts:
— failure due to bending and/or axial force;
— failure due to overall flexural buckling, taking account of the restraint provided by the ground;
— local buckling due to overall bending;
— local failure at points of load application (e.g. web crippling);
— fatigue.
— for anchors and tension piles:
— structural failure caused by the applied force;
— structural failure caused by loads arising from prestressing or proof loading during testing;

— structural failure caused by deformation of surrounding ground during the life of the structure,
such as settlements;

— fatigue.

(4) For the verification of ultimate limit states, the effects of actions on the walings and bracing should be
determined for all relevant design situations.

4.2.3 Serviceability limit state criteria

(1) Unless otherwise specified, the following serviceability limit state criteria should be taken into
account:

— for bearing piles:

— limits to vertical settlements or horizontal displacements necessary to suit the supported
structure;

— vibration limits necessary to suit structures directly connected to, or adjacent to, the bearing
piles.

— for retaining walls, walings, bracings and struts:

— deformation limits necessary to suit the serviceability of the retaining wall itself;
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— limits to horizontal displacements, vertical settlements or vibrations, necessary to suit
structures directly connected to, or adjacent to, the retaining wall itself.

— for anchors and tension piles:

— deformation limits necessary to suit the serviceability of the retaining wall.

(2) Values for the limits given in (1), in relation to the combination of actions to be taken into account

according to EN 1990, should be specified.

(3) Where relevant, values for limits imposed by adjacent structures should be specified.
NOTE1  Guidance for determining such limits is given in prEN 1997-1, prEN 1997-3 and EN 1990.

NOTE 2  Serviceability criteria can be the governing criteria for the design.

4.3 Basic variables

4.3.1 Actions and environmental influences

(1) Parameters for ground and/or backfill shall be determined from geotechnical investigation in

accordance with prEN 1997-2.

(2) Where relevant, actions should be taken from EN 1991, otherwise they should be specified by the
relevant authority or, where not specified, as agreed for a specific project by the relevant parties.

(3) In the case of piled foundations, actions due to vertical or transverse ground movements (e.g. down-
drag, passive loading due to horizontal movement, etc.) should be assessed in accordance with
prEN 1997-1 and prEN 1997-3.

(4) The actions transmitted to the structure through the ground should be assessed by using models
selected in accordance with prEN 1997-1 or should be taken as specified by the relevant authority or,
where not specified, as agreed for a specific project by the relevant parties.

(5) Where necessary, the effects of actions resulting from variations in temperature with time, should be
taken into account. The design may prescribe measures to reduce the influence of temperature variations.

NOTE Examples for which temperature effects are likely are struts and bracings.

(6) Where necessary, the effects of actions resulting from special loads not specified in EN 1991 (all
parts), should be taken into account.

NOTE1 Examples of special loads are:
— loads due to falling objects or swinging buckets;
— loads from excavators and cranes;

— imposed loads such as pumps, access ways, intermediate struts, staging for materials or stacking of
bundles of steel reinforcement.

(7) Unless otherwise specified, for retaining walls subject to loads from a road or a railway track,
simplified models for such loads (for example uniformly distributed loads) derived from those defined
for bridges may be used, see prEN 1991-2 and prEN 1997-1:2022, Annex F.

(8) Where applicable, seismic actions should be considered in accordance with EN 1998 (all parts).
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4.3.2 Material and product properties and geometrical data

(1) The material properties for steels and other construction products and the geometrical data to be
used for design should be those specified in the relevant EN and EN ISO product standards, or according
to a transparent and reproducible assessment that complies with all the requirements of a European
Assessment Document (EAD) or European Technical Approval (ETA) specific to piling applications,
unless otherwise indicated in Clause 5 of this document.

4.4 Verification by the partial factor method

4.4.1 Design values of actions

(1) For the design of piled foundations and sheet pile walls, combination of actions and partial factors of
actions shall be derived from EN 1990: 2023, Annex A or EN 1997 where applicable.

4.4.2 Design values of material properties

(1) For the design of steel structures, nominal values Xn of material properties shall be used as indicated
in Clause 5.

4.4.3 Design values of geometrical properties

(1) Except where the design is sensitive to the effects of variations, assessment of the effects of actions in

piled foundations and in sheet pile walls may be carried out based on nominal values of geometrical
properties.

4.4.4 Construction tolerances

(1) For sheet pile walls the construction tolerances for position and verticality of sheet piles should be as
specified in EN 12063,

should be in accordance with EN 12063

|3| The construction tolerances of bearing piles and micropiles should be as specified in EN 12699 and
EN 14199 respectively.

(2) In order for the piling to develop its nominal resistance and stiffness properties, the wall alignment

4.4.5 Imperfections

(1) Root gap imperfections shall be taken into account in the verification of welds according to
prEN 1993-1-8 if quality level D welds are considered in accordance with EN 12063,

NOTE Welding imperfections are described in ISO 5817

4.5 Driveability

(1) In the design of all piles (bearing piles or sheet piles), the practical aspects of installing the piles to
the required penetration depth shall be taken into account. Reference shall be made to [EN 12063,

EN 12699 and EN 14199

(2) The type, size and detailing of the piles should be chosen, in combination with the effectiveness of the
piling plant used for installation and extraction, and the driving procedure (driving parameters), to be
suitable for the ground conditions through which the piles must be driven.

(3) If pile points, stiffeners or friction reducers are used as an aid to driving or to strengthen the piles
during installation, their effects on the performance of the piles under service conditions should be taken
into account.
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4.6 Design assisted by finite element analysis

4.6.1 General

(1) Finite element analysis for critical buckling, ultimate limit state, serviceability limit state or fatigue
verification should be carried out according to the rules given in prEN 1993-1-14.

(2) The evaluation of the numerical simulation results should be made according to prEN 1993-1-14.

NOTE The recommended value of the maximum acceptable plastic strain is emp=5 %, unless otherwise
specified by the National Annex.

(3) Plastic strains greater than the recommended value may be used for tension members if tests of a
specific construction detail and steel grade have proven that they can be achieved.

NOTE Different limits of plastic strains can apply in longitudinal and in transverse direction due to rolling
effects.

(4) The provisions of prEN 1993-1-14 for numerical simulations used to supplement testing apply.

(5) When needed, modelling of the ground or ground-structure interaction should be carried out in
accordance with prEN 1997-1 and prEN 1997-3 in addition to prEN 1993-1-14.

4.6.2 Secondary elements

(1) The evaluation of the numerical simulation results for verification of secondary elements in
accordance with 8.7.2 (2) should be made according to prEN 1993-1-14. 60 % of the elongation at failure
according to EN 10248 may be used as maximum acceptable plastic strain for elements in tension.

(2) To avoid safety by-pass, an appropriate value of yre should be used in combination with ywmz.

NOTE 1 For finite element models using shell or solid elements, the recommended value of yre is 1,2, unless the
National Annex gives a different value.

NOTE 2  For finite element models using beam elements, the recommended value of yrk is the maximum of yre
determined according to prEN 1993-1-14:2023, Annex A and 1,2, unless the National Annex gives a different value.

4.7 Design assisted by testing

(1) The general provisions for design assisted by testing of structural elements given in [EN 1990 should
be satisfied unless more specific provisions are given in prEN 1993-5.

NOTE1  Guidance on the determination of structural design resistance from tests is given in of EN 1990:2023,
Annex D.

NOTE 2  The geotechnical design of bearing piles and tension piles can be performed by calculation based on
geotechnical investigation and / or tests. Further guidance can be found in prEN 1997-3.

NOTE 3  The geotechnical design of an anchor depends on the type of anchor used, e.g. grouted anchors are based
on in situ testing. Further guidance can be found in prEN 1997-3.

(2) Testing of class 4 sheet piles shall be in accordance with Annex B.
(3) Design assisted by testing may be used in following cases

— Classification of piles, see 7.4
— Verification of effects of eccentric anchors, see 8.3.6

— Verification of secondary elements, see 8.7.2, connectors, see 8.7.3 and overall resistance of primary
elements, see 8.7.4.1
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— Verification of junction piles, see 8.10.2
— Verification of terminations and connections, see 8.11.1
— Verification of joints between pile elements, see 8.13

(4) Testing may be supplemented by numerical simulations in accordance with 4.6.

4.8 Verification by observational method

(1) The assumptions made in the design of piling, anchors, walings, struts and connections may be
verified by the observational method according to prEN 1997-1 (for instance in the case of an excavation
procedure).

(2) Calibration of a calculation model and modification of the design during execution shall be in
accordance with prEN 1997-1.

4.9 Fatigue

(1) Where a structure or a part of it is sensitive to fatigue phenomena, the fatigue verification should be
carried out in accordance with prEN 1993-1-9.

NOTE The fatigue resistance is significantly influenced by corrosion and a suitable corrosion protection can be

applied.

(2) The effects of impact or vibration during installation of bearing piles or sheet piles may be neglected
in fatigue analysis.

5 Materials
5.1 General
(1) This document shall be used for the design of piles and retaining walls fabricated from steel

conforming with the standards referred to in 5.2 to 5.5.

(2) This document may also be used for other steels, provided that adequate data exist to justify
application of the relevant design and fabrication rules. Test procedures and test evaluation should
conform with EN 1990:2023, Annex D and the test requirements should align with those given in the
relevant standards mentioned in 5.2 to 5.5.

(3) Re-used and repurposed steel used as steel piles shall as a minimum comply with the requirements
concerning geometrical and material properties specified in the design and shall be free from damage
and deleterious matters that would affect strength and durability.

(4) Stainless steels may be used in accordance with prEN 1993-1-4 and (2) above.
5.2 Material properties for steel piles

5.2.1 Strength of bearing piles

(1) Material properties of bearing piles fabricated from structural steel to EN 10025, EN 10210-1],
EN 10210-2 [EN 10219-1 and EN 10219-7 shall conform with [EN 1993-1-1]

(2) For the properties of bearing piles fabricated from steel sheet piles see 5.2.2 to 5.2.4.

Documents
36 Document Sharing Hub

Full document details: 23/30443605 DC


https://doi.org/10.3403/00334631U?&urlappend=%26utm_campaign=pdfdoi%26utm_source=pdfdoi%26utm_medium=pdf
https://doi.org/10.3403/01240915U?&urlappend=%26utm_campaign=pdfdoi%26utm_source=pdfdoi%26utm_medium=pdf
https://doi.org/10.3403/01237820U?&urlappend=%26utm_campaign=pdfdoi%26utm_source=pdfdoi%26utm_medium=pdf
https://doi.org/10.3403/01242550U?&urlappend=%26utm_campaign=pdfdoi%26utm_source=pdfdoi%26utm_medium=pdf
https://doi.org/10.3403/03270565U?&urlappend=%26utm_campaign=pdfdoi%26utm_source=pdfdoi%26utm_medium=pdf
http://www.avadocuments.com/doc/23-30443605-dc
http://www.avadocuments.com/doc/23-30443605-dc

prEN 1993-5:2023 (E)

5.2.2 Strength of hot rolled sheet piles

(1) Hot rolled steel sheet piles shall be in accordance with EN 10248 (all parts).

(2) Nominal values of the yield strength f, and the ultimate tensile strength f, for hot rolled steel sheet
piles may be obtained from Table 5.1, which are the minimum values given in EN 10248-1l.

NOTE The steel grades listed in Table 5.1 are accepted as satisfying these requirements.

Table 5.1 — Nominal values of yield strength f;, and ultimate tensile strength f, for hot rolled

steel sheet piles according to EN 10248-

Steel name to £ fu
EN 10027 N/mm? N/mm?
5240 GP 240 340
S270 GP 270 410
S320 GP 320 440
S355 GP 355 480
S390 GP 390 490
S430 GP 430 510
S460 GP 460 530
a  S460 GP is not a grade included in EN 10248-1:1995 but is included in prEN 10248-1:2023.

5.2.3 Strength of cold formed sheet piles

(1) Cold formed steel sheet piles shall be in accordance with EN 10249 (all parts).

(2) Nominal values for the basic yield strength f;;, and the ultimate tensile streni th iu for cold formed steel
sheet piles may be obtained from Table 5.2 which is in accordance with EN 10249-1|.

NOTE The basic yield strength fyb is the nominal yield strength of the basic steel used for cold forming.

Table 5.2 — Nominal values of basic yield strength f;;, and ultimate tensile strength f, for cold
formed steel sheet piles according to EN 10249-

Steel name to fib fu
EN 10027 N/mm? N/mm?
S235JRC 235 340
S275 JRC 275 410
$355 JOC 355 490

5.2.4 Strength of steel members used for combined walls

(1) Steel properties of special H-section piles used as the primary elements of combined walls shall be in
accordance with EN 10248-1l. See Table 5.1 of this document.

(2) Tubes used as the primary elements in combined walls shall conform with EN 10210 (all parts) or
EN 10219 (all parts).

(3) Steel properties of box piles used as the primary elements of combined walls shall satisfy the
requirements given in 5.2.2.
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