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Introduction
This draft standard is based on national and international discussions. Your comments on this draft are invited and will assist in
the preparation of the consequent standard.

For international standards, comments will be reviewed by the relevant UK national committee before sending the consensus
UK vote and comments to the international committee, which will then decide appropriate action. If the international standard is
approved, it is usual for the text to be published as a British Standard.

For national standards, comments will be reviewed by the relevant UK national committee and the resulting standards published
as a British Standard.

UK Vote
Please indicate whether you consider the UK should submit a negative (with supporting technical reasons) or positive vote on
this draft. Please indicate if you are aware of any reason why this draft standard should not be published as a British Standard.

Submission of Comments
- Annotated drafts are not acceptable and will be rejected.

- All comments should be submitted online at https://standardsdevelopment.bsigroup.com/. You will need to register in
order to comment.

Template for comments and secretariat observations Date: xx/xx/20xx Document: ISO/DIS xxxx

1 2 (3) 4 5 (6) 7

MB Clause No./ Subclause
No./Annex (e.g. 3.1)

Paragraph/Figure/
Table/Note

Type of
comment

Commend (justification
for change) by the MB

Proposed change by the MB Secretariat observations on
each comment submitted

3.1 Definition 1 ed Definition is ambiguous and needs
clarifying.

Amend to read '...so that the mains
connector to which no connection...'

6.4 Paragraph 2 te The use of the UV photometer as
an alternative cannot be supported
as serious problems have been
encountered in its use in the UK.

Delete reference to UV photometer.
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European foreword  

This document (prEN 1993-1-6:2023) has been prepared by Technical Committee CEN/TC 250 
“Structural Eurocodes”, the secretariat of which is held by BSI. CEN/TC 250 is responsible for all 
Structural Eurocodes and has been assigned responsibility for structural and geotechnical matters 
by CEN.  

This document is currently submitted to the CEN Enquiry. 

This document will supersede EN 1993-1-6:2007 and its amendments and corrigenda.  

The first generation of EN Eurocodes was published between 2002 and 2007.  This document forms 
part of the second generation of the Eurocodes, which have been prepared under Mandate M/515 
issued to CEN by the European Commission and the European Free Trade Association.  

The Eurocodes have been drafted to be used in conjunction with relevant execution, material, 
product and test standards, and to identify requirements for execution, materials, products and 
testing that are relied upon by the Eurocodes.  

The Eurocodes recognize the responsibility of each Member State and have safeguarded their right 
to determine values related to regulatory safety matters at national level through the use of 
National Annexes. 
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0 Introduction  

0.1 Introduction to the Eurocodes  

The Structural Eurocodes comprise the following standards generally consisting of a number of 
Parts:  

— EN 1990, Eurocode: Basis of structural and geotechnical design  

— EN 1991, Eurocode 1: Actions on structures  

— EN 1992, Eurocode 2: Design of concrete structures  

— EN 1993, Eurocode 3: Design of steel structures  

— EN 1994, Eurocode 4: Design of composite steel and concrete structures  

— EN 1995, Eurocode 5: Design of timber structures  

— EN 1996, Eurocode 6: Design of masonry structures  

— EN 1997, Eurocode 7: Geotechnical design  

— EN 1998, Eurocode 8: Design of structures for earthquake resistance  

— EN 1999, Eurocode 9: Design of aluminium structures  

— New parts are under development, e.g. Eurocode for design of structural glass  

The Eurocodes are intended for use by designers, clients, manufacturers, constructors, relevant 
authorities (in exercising their duties in accordance with national or international regulations), 
educators, software developers, and committees drafting standards for related product, testing and 
execution standards.  
NOTE Some aspects of design are most appropriately specified by relevant authorities or, where not 
specified, can be agreed on a project-specific basis between relevant parties such as designers and clients. The 
Eurocodes identify such aspects making explicit reference to relevant authorities and relevant parties.  

0.2 Introduction to EN 1993 (all parts)  

EN 1993 (all parts) applies to the design of buildings and civil engineering works in steel. It 
complies with the principles and requirements for the safety and serviceability of structures, the 
basis of their design and verification that are given in EN 1990 – Basis of structural design.  

EN 1993 (all parts) is concerned only with requirements for resistance, serviceability, durability 
and fire resistance of steel structures. Other requirements, e.g. concerning thermal or sound 
insulation, are not covered.  

EN 1993 is subdivided in various parts:  

EN 1993-1, Design of Steel Structures — Part 1: General rules and rules for buildings;  

EN 1993-2, Design of Steel Structures — Part 2: Steel bridges;  

EN 1993-3, Design of Steel Structures — Part 3: Towers, masts and chimneys;  

EN 1993-4, Design of Steel Structures — Part 4: Silos and tanks;  

EN 1993-5, Design of Steel Structures — Part 5: Piling;  
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EN 1993-6, Design of Steel Structures — Part 6: Crane supporting structures;  

EN 1993-71, Design of steel structures — Part 7: Design of sandwich panels.  

EN 1993-1 in itself does not exist as a physical document, but comprises the following 14 separate 
parts, the basic part being EN 1993-1-1:  

EN 1993-1-1, Design of Steel Structures — Part 1-1: General rules and rules for buildings;  

EN 1993-1-2, Design of Steel Structures — Part 1-2: Structural fire design;  

EN 1993-1-3, Design of Steel Structures — Part 1-3: Cold-formed members and sheeting;  

NOTE Cold formed hollow sections supplied according to EN 10219 are covered in EN 1993-1-1.  

EN 1993-1-4, Design of Steel Structures — Part 1-4: Stainless steels;  

EN 1993-1-5, Design of Steel Structures — Part 1-5: Plated structural elements;  

EN 1993-1-6, Design of Steel Structures — Part 1-6: Strength and stability of shell structures;  

EN 1993-1-7, Design of Steel Structures — Part 1-7: Plate assemblies with elements under transverse 
loads;  

EN 1993-1-8, Design of Steel Structures — Part 1-8: Design of joints;  

EN 1993-1-9, Design of Steel Structures — Part 1-9: Fatigue strength of steel structures;  

EN 1993-1-10, Design of Steel Structures — Part 1-10: Selection of steel for fracture toughness and 
through-thickness properties;  

EN 1993-1-11, Design of Steel Structures — Part 1-11: Design of structures with tension components 
made of steel;  

EN 1993-1-12, Design of Steel Structures — Part 1-12: Additional rules for steel grades up to S960;  

EN 1993-1-132, Design of Steel Structures — Part 1-13: Beams with large web openings;  

EN 1993-1-143, Design of Steel Structures — Part 1-14: Design assisted by finite element analysis.  

All subsequent parts EN 1993-1-2 to EN 1993-1-14 treat general topics that are independent from 
the structural type such as structural fire design, cold-formed members and sheeting, stainless 
steels, plated structural elements, etc.  

All subsequent parts numbered EN 1993-2 to EN 1993-7 treat topics relevant for a specific 
structural type such as steel bridges, towers, masts and chimneys, silos and tanks, piling, crane 
supporting structures, etc. EN 1993-2 to EN 1993-7 refer to the generic rules in EN 1993-1 and 
supplement, modify or supersede them.  

0.3 Introduction to prEN 1993-1-6  

prEN 1993-1-6 gives design requirements for steel shell structures that are subject to forces and 
pressures that induce membrane and bending stress resultants in the shell. It also covers annular 
plates and ring stiffeners. Its provisions can be used for a wide variety of stiffened and unstiffened 
curved structures through the application of computational methods. It is applicable to silos, tanks, 
chimneys, wind turbine towers, biodigesters and piles.   

                                                             
1 Under preparation. 
2 Under preparation. 
3 Under preparation. 
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0.4 Verbal forms used in the Eurocodes  

The verb “shall" expresses a requirement strictly to be followed and from which no deviation is 
permitted in order to comply with the Eurocodes.  

The verb “should” expresses a highly recommended choice or course of action. Subject to national 
regulation and/or any relevant contractual provisions, alternative approaches could be 
used/adopted where technically justified.  

The verb “may" expresses a course of action permissible within the limits of the Eurocodes.  

The verb “can" expresses possibility and capability; it is used for statements of fact and clarification 
of concepts.  

0.5 National Annex for prEN 1993-1-6  

National choice is allowed in this standard where explicitly stated within notes. National choice 
includes the selection of values for Nationally Determined Parameters (NDPs).  

The national standard implementing prEN 1993-1-6 can have a National Annex containing all 
national choices to be used for the design of buildings and civil engineering works to be constructed 
in the relevant country.  

When no national choice is given, the default choice given in this standard is to be used.  

When no national choice is made and no default is given in this standard, the choice can be specified 
by a relevant authority or, where not specified, agreed for a specific project by appropriate parties.  

National choice is allowed in prEN 1993-1-6 through notes to the following:  

4.4 (3) 6.3.2 (3) 6.3.4 (2) 9.8.2 (12) 

National choice is allowed in prEN 1993-1-6 on the application of the following informative 
annexes:  

Annex A Annex B Annex C  
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1 Scope  

1.1 Scope of prEN 1993-1-6  

(1) prEN 1993-1-6 provides rules for the structural design of plated steel structures that have the 
form of a shell of revolution (axisymmetric shell). 

(2) This document is applicable to unstiffened fabricated axisymmetric shells formed from isotropic 
rolled plates using both algebraic and computational procedures, and to stiffened axisymmetric 
shells with different wall constructions using computational procedures. It also applies to 
associated circular or annular plates and to beam section rings and stringer stiffeners where they 
form part of the complete shell structure. The general computational procedures are applicable to 
all shell forms.  

(3) This document does not apply to manufactured shells or to shell panels or to elliptical shell 
forms, except that its computational procedures are applicable to all shell structures. This 
document does not apply to structures under seismic or other dynamic loading.  It does not cover 
the aspects of leakage of stored liquids or solids. 

(4) Cylindrical and conical panels are not explicitly covered by this document. However, the 
provisions of subclause 9.8 can be used provided that appropriate boundary conditions are taken 
into account.   

(5) This document defines the characteristic and design values of the resistance of the structure. 

(6) This document is concerned with the requirements for design against the ultimate limit states 
of: 

— plastic failure;  

— cyclic plasticity;  

— buckling; 

— fatigue.  

(7) Overall equilibrium of the structure (sliding, uplifting, overturning) is not included in this 
document. Special considerations for specific applications are included in the relevant application 
parts of EN  1993.  

(8) Detailed formulae for the simple calculation of unstiffened cylinders, cones and spherical domes 
are given in the Annexes. 

(9) Provisions for simple calculations on specific stiffened shell types are given in EN 1993-4-1.  

(10) This document is intended for application to steel shell structures. Where no standard exists 
for shell structures made of other metals, including high strength steels, the provisions of this 
document are applicable provided the appropriate material properties of the metal are taken into 
account. 

(11) The provisions of this document are intended to be applied within the temperature ranges 
defined in the relevant EN 1993 application parts.  

(12) Where no application part defines a different range, this document applies to structures within 
the following limits: 

— design metal temperatures lie within the range −50 °C to +100 °C, except when using the 
special provisions given in 5.1; 

— radius to thickness ratios (r/t) within the range 50 to 2 000;  
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— manufactured circular hollow sections according to EN 10210 and EN 10219 are outside the 
scope of this standard and are covered by EN 1993-1-1. However, if no other provisions are 
available, the rules of this document are useful for manufactured circular hollow sections. In 
particular, this document is applicable to the design of manufactured piles (see EN 1993-5) 
provided the imperfections and tolerance requirements of EN 1993-5 are adopted in place of 
those specified in prEN 1993-1-6, and where no other standard covers the specific pile 
geometry. 

NOTE 1 Experimental and theoretical data relating to manufactured circular hollow sections were not 
considered when this document was drafted. The application of this document to such structures therefore 
remains the responsibility of the user.   

NOTE 2 The stress design rules of this document can be rather conservative if applied to some geometries 
and loading conditions for relatively thick-walled shells.  

NOTE 3 Thinner shells than r/t = 2 000 can be treated using these provisions but the provisions have not 
been verified for such thin shells. 

NOTE 4 The maximum temperature is restricted so that the influence of creep can be ignored where high 
temperature creep effects are not covered by the relevant application part.  

NOTE 5 Where temperatures outside the above range are involved, the thermally adjusted properties can 
be found in EN 1993-1-2 or other CEN standards as appropriate. Where no other standard is available, refer to 
EN 1993-1-2 which, though intended for the design of steel structures against fire, gives general temperature-
dependent material properties that can be more widely used (see 5.1(10)). 

1.2 Assumptions  

(1) Unless specifically stated, the provisions of EN 1990, EN 1991 (all parts) and the other relevant 
parts of EN 1993-1 (all parts) apply. 

(2) The design methods given in prEN 1993-1-6 are applicable if:  

— the execution quality is as specified in EN 1090-2, and  

— the construction materials and products used are as specified in the relevant parts of EN 1993 
(all parts), or in the relevant material and product specifications.   

NOTE The buckling-related tolerance requirements of this document differ in some aspects from those of 
EN 1090-2 (see Clause 9).  

(3) The provisions in this document apply to materials that satisfy the brittle fracture provisions 
given in EN 1993-1-4, EN 1993-1-10 and EN 1993-1-12.  

(4) In this document, it is assumed that wind loading, seismic actions and bulk solids flow can, in 
general, be treated as quasi-static actions. 

(5) Dynamic effects are outside the scope of prEN 1993-1-6, and are covered by the relevant 
application part of EN 1993 or EN 1998, including the consequences for fatigue. However, the stress 
resultants arising from dynamic behaviour are treated in this part as quasi-static.  
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2 Normative references 

The following documents are referred to in the text in such a way that some or all of their content 
constitutes requirements of this document. For dated references, only the edition cited applies. For 
undated references, the latest edition of the referenced document (including any amendments) 
applies. 
NOTE See the Bibliography for a list of other documents cited that are not normative references, including 
those referenced as recommendations (i.e. in ‘should’ clauses), permissions (‘may’ clauses), possibilities ('can' 
clauses), and in notes. 

EN 1090-2, Execution of steel structures and aluminium structures — Part 2: Technical requirements 
for steel structures 

EN 1990, Eurocode: Basis of structural and geotechnical design 

EN 1991 (all parts), Eurocode 1: Actions on structures 

EN 1993 (all parts), Eurocode 3: Design of steel structures 

ISO 8930, General principles on reliability for structures — Vocabulary 

3 Terms, definitions and symbols 

For the purposes of this document, the terms and definitions given in EN 1990, EN 1993-1-1, 
ISO 8930 and the following apply. 

3.1 Definitions  

3.1.1 Structural forms and geometry 

3.1.1.1 
base ring 
structural member that passes around the circumference of the shell of revolution at the base and 
provides a means of attachment of the shell to a foundation or other structural member, needed to 
ensure that the assumed boundary conditions are achieved in practice  

3.1.1.2 
circumferential joint  
joint that passes around the circumference of an axisymmetric shell 

3.1.1.3 
complete shell or shell assembly 
shell composed of a number of shell segments (cylindrical, conical, spherical, etc.) 

Note 1 to entry: In this standard, each segment of the shell assembly is assumed to be a shell of revolution. 

3.1.1.4 
constructional detail  
part of a shell with a geometry that causes locally raised stresses relevant to the fatigue limit state 
(LS4), such as welded joints, bolted joints and connections.  

Note 1 to entry: The geometric feature that causes the stress raising effect is also referred to as a “notch” in 
EN 1993-1-9.  
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3.1.1.5 
course  
set of rolled plates connected by vertical joints that make up a single layer of shell between 
horizontal joints 

Note 1 to entry: Several courses of the same thickness can together become a strake.   

3.1.1.6 
fabricated shell  
shell structure that is constructed by rolling plates into curved cylindrical panel sections and then 
assembling them by welding or bolting into a complete shell form  

3.1.1.7 
joint  
line between two pieces of shell that are part of the same shell segment but fabricated from 
different pieces of shell plate  

Note 1 to entry: A joint can be welded or bolted or connected in any other manner. The term “joint” is 
extensively used in shell structures, but it is used with a slightly different meaning from that found in EN 1993-
1-8.  

3.1.1.8 
junction 
line at which two or more shell segments meet 

Note 1 to entry: A junction can include a stiffener, which can be treated as a junction at the circumferential line 
of attachment of a ring stiffener to the shell.   

3.1.1.9 
lap joint  
joint in which the two shell plates overlap across the joint, increasing the total shell thickness 
locally  

3.1.1.10 
manufactured shell  
shell or tubular member that is made in a factory by controlled processes in which the complete 
circular or elliptical form is achieved through folding, rolling or similar processes and using 
longitudinal or spiral welding  

Note 1 to entry: Manufactured shells or tubular members are typically manufactured to meet the 
specifications of EN 10210 or EN 10219. Manufactured shells are outside the scope of this document except 
where permitted by 1.1 (3) and 1.1 (12). 

3.1.1.11 
meridian and meridional direction    
line on a shell surface that lies in the plane through the axisymmetric shell axis 

Note 1 to entry: The meridional direction is the tangent to the meridian at any point. In a cylinder, the 
meridian is parallel to the axis and the meridional direction is synonymous with the axial direction. In conical 
shells the meridian is straight but inclined to the axis. In other shell forms the meridional direction changes 
with axial position. 

3.1.1.12 
meridional joint  
joint that lies on the meridian of an axisymmetric shell 
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3.1.1.13 
middle surface 
surface that lies midway between the inside and outside surfaces of the shell at every point, which 
is the reference surface for analysis, and can be discontinuous at changes of thickness or at shell 
junctions, leading to eccentricities that can be important to the shell structural behaviour 

Note 1 to entry: In a shell stiffened on either one or both surfaces, the reference middle surface is still taken as 
the middle surface of the curved shell plate. 

3.1.1.14 
notch 
position in a constructional detail where locally raised stresses arise that are relevant to the fatigue 
limit state (LS4)  

Note 1 to entry: The term “notch” is widely used in EN 1993-1-9.  

3.1.1.15 
rib 
local member that provides a primary load carrying path for bending down the meridian of the 
shell, representing a generator of the shell of revolution, used to transfer or distribute transverse 
loads by bending 

3.1.1.16 
ring beam or ring girder 
circumferential stiffener that has bending stiffness and strength both in the plane of the shell 
circular section and normal to that plane, acting as a primary load carrying structural member and 
provided for the distribution of local loads into the shell  

3.1.1.17 
ring stiffener 
local stiffening member that passes around the circumference of the shell of revolution at a given 
point on the meridian, normally assumed to have no stiffness for deformations out of its own plane 
(meridional displacements of the shell) but to be stiff for deformations in the plane of the ring, and 
provided to increase the stability or to introduce local loads acting in the plane of the ring  

3.1.1.18 
shell 
structure or a structural component formed from a curved thin plate 

Note 1 to entry: The curvature plays a vital role in its structural resistance and can be either in one direction 
(cylinder or cone) or two directions (spherical, ellipsoidal, toroidal, hyperboloid etc.).  

3.1.1.19 
shell of revolution 
shell whose geometric form is defined by a middle surface that is formed by rotating a meridional 
generator line around a single axis through 2π radians   

3.1.1.20 
shell panel 
incomplete shell of revolution 

Note 1 to entry: The shell of revolution is termed incomplete if it has meridional boundaries that lie at 
circumferential locations less than 2π radians apart.  

Note 2 to entry: Shell panels are outside the scope of this document except where permitted by 1.1 (4).  
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3.1.1.21 
shell segment 
shell of revolution in the form of a defined shell geometry, usually with a constant wall thickness 
but sometimes consisting of multiple strakes 

Note 1 to entry: A shell segment can be a cylinder, conical frustum, spherical frustum, annular plate, toroidal 
knuckle or any other form of shell of revolution.  

3.1.1.22 
stepped wall  
shell with a fixed geometric shape (cylinder, cone, etc.) in which different parts have different 
thicknesses to accommodate the variation of local resistance requirements  

3.1.1.23 
strake 
zone of constant thickness within a shell constructed with a stepped wall  

3.1.1.24 
stringer stiffener 
local stiffening member that follows the meridian of the shell, representing a generator of the shell 
of revolution, provided to increase the stability, or to assist with the introduction of local loads, but 
not intended to provide a primary resistance to bending effects caused by transverse loads  

3.1.2 Limit states 

3.1.2.1 
buckling (LS3) 
ultimate limit state where the shell structure suddenly loses its stability under membrane 
compression and/or shear, leading either to large displacements or to the shell being unable to 
support the applied loads 

3.1.2.2 
cyclic plasticity (LS2) 
ultimate limit state where repeated yielding is caused by cycles of loading and unloading, leading to 
a low cycle fatigue failure where the local energy absorption capacity of the material is exhausted 

3.1.2.3 
fatigue (LS4) 
ultimate limit state where more than Nf cycles of loading cause cracks to develop in any part of the 
structure, so that further load cycles can lead to rupture  

Note 1 to entry: This limit state is termed “high cycle fatigue” in EN 1990. The value of Nf is defined in 6.3.4(2). 
EN 1993-1-9 has no provisions for numbers of cycles less than 10 000. For lower numbers of cycles involving 
high stresses, Clause 8 (LS2) is relevant.   

3.1.2.4 
plastic failure limit state (LS1) 
ultimate limit state where the shell develops zones of yielding with combined membrane and 
bending deformations in a pattern such that its ability to resist increased loading of the same form 
is deemed to be exhausted  

Note 1 to entry: Many ductile shell structures can continue to resist increased loading with extensive yielding 
and substantial changes of geometry. For these conditions, a limitation on deformation is used to define the 
plastic failure limit state. 
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3.1.2.5 
tensile rupture (LS1) 
ultimate limit state where the shell plate experiences gross section failure due to membrane tension  

3.1.3 Actions 

3.1.3.1 
axial load 
externally applied loading acting in the axial direction in an axisymmetric shell 

3.1.3.2 
axial compression  
axial load inducing compressive membrane stresses in a cylindrical shell 

3.1.3.3 
external pressure 
component of the surface loading acting normal to the shell in the inward direction q  

Note 1 to entry: The magnitude of the external pressure can vary in both the meridional and circumferential 
directions (e.g. under snow, see EN 1991-1-3, or wind, see EN 1991-1-4). 

3.1.3.4 
global bending  
actions causing a cylindrical or conical shell to bend as a complete structure about an axis normal to 
the axis of the shell 

Note 1 to entry: This corresponds to a cosine variation (harmonic 1) of the axial stresses around the 
circumference of the shell and is equivalent to beam bending. 

3.1.3.5 
hydrostatic pressure 
pressure varying linearly with the axial coordinate in an axisymmetric shell, which is deemed to 
have its axis vertical  

3.1.3.6 
internal pressure 
component of the surface loading acting normal to the shell in the outward direction p 

Note 1 to entry: The magnitude of the internal pressure can vary in both the meridional and circumferential 
directions (e.g. under solids loading in a silo, see EN 1991-4, or under sloshing pressures in a tank, see 
EN 1998-4, or tilt settlements under large diameter tanks). 

3.1.3.7 
local load 
point applied force or distributed load acting on a limited part of the circumference of the shell and 
over a limited height  

3.1.3.8 
partial vacuum 
uniform net external pressure, typically caused by the removal of stored liquids, solids or gas from 
within a container that is inadequately vented (see EN 1991-4) 

3.1.3.9 
patch load 
local distributed load acting normal to the shell 
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3.1.3.10 
radial load 
externally applied loading acting normal to the surface of a cylindrical shell or normal to the axis in 
an axisymmetric shell 

3.1.3.11 
suction 
uniform net external pressure q due to the reduced internal pressure in a shell (e.g. due to openings 
or vents under wind action, see EN 1991-1-4 or due to partial vacuum)  

Note 1 to entry: The external pressure is given a separate notation q to simplify the provisions of this 
document. Otherwise many formulae would involve negative values of the outward pressure p. 

3.1.3.12 
thermal action 
temperature variation either down the shell meridian, or around the shell circumference or through 
the shell thickness, or combinations of these spatial variations  

3.1.3.13 
wall friction load 
meridional component of the surface loading acting on the shell wall due to friction connected with 
internal pressure (e.g. when solids are contained within the shell, see EN 1991-4) 

3.1.4 Stress resultants and stresses in a shell 

3.1.4.1 
bending stress 
bending stress resultant multiplied by 6 and divided by the square of the shell thickness (only 
meaningful for conditions in which the shell is elastic) 

Note 1 to entry: The subscript notation for a bending stress relates to the direction of the stress, not the axis 
about which the shell is deformed.  

3.1.4.2 
bending stress resultants 
bending and twisting moments per unit width of shell that arise as the integral of the first moment 
of the distribution of direct and shear stresses acting parallel to the shell middle surface through 
the thickness of the shell, such that under elastic conditions, each of these stress resultants induces 
a stress state that varies linearly through the shell thickness, with value zero and the middle 
surface, resulting in two bending moments and one twisting moment at any point (see Figure 3.3b) 

Note 1 to entry: Under plastic and partially yielded conditions, the same stress resultants lead to different and 
often complex stress patterns through the thickness.  

3.1.4.3 
membrane stress 
membrane stress resultant divided by the shell thickness (see Figures 3.2 and 3.3a)  

3.1.4.4 
membrane stress resultant 
force per unit width of the shell wall that arises as the integral of the distribution of direct and shear 
stresses acting parallel to the shell middle surface through the thickness of the shell 

Note 1 to entry: Under elastic conditions, each of these stress resultants induces a stress state that is uniform 
through the shell thickness, resulting in three membrane stress resultants at any point (see Figures 3.2 and 
3.3a). 
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3.1.4.5 
transverse shear stress resultants 
forces per unit width of shell that arise as the integral of the distribution of shear stresses acting 
normal to the shell middle surface through the thickness of the shell, such that under elastic 
conditions, each of these stress resultants induces a stress state that varies parabolically through 
the shell thickness, resulting in two transverse shear stress resultants at any point (see Figures 3.2 
and 3.3a) 

3.1.5 Types of analysis and their use  

3.1.5.1 
computational analysis 
use of shell analysis software (usually finite element) to produce a numerical analysis of the 
structure 

Note 1 to entry: This can take different forms depending on the assumptions adopted in the numerical model. 

3.1.5.2 
eigenvalue  
multiplier on the applied actions that induces a bifurcation 

Note 1 to entry: In a computational shell buckling analysis, it is necessary to detect bifurcations from the 
primary load path. Such possible bifurcations are found using an eigenvalue analysis. The mode of buckling 
corresponding to an eigenvalue is termed its eigenmode. The term eigenvalue in this standard does not relate 
to a mode of vibration. 

3.1.5.3 
geometrically and materially nonlinear analysis  
GMNA 
computational analysis based on shell bending theory applied to the perfect structure, using the 
assumptions of nonlinear large deflection theory for the displacements and a fully nonlinear elastic-
plastic-hardening material law, where appropriate, and in which a bifurcation eigenvalue check is 
included at each load level  

3.1.5.4 
geometrically and materially nonlinear analysis with imperfections explicitly included 
GMNIA 
computational analysis with imperfections explicitly included, based on the principles of shell 
bending theory applied to the imperfect structure, including nonlinear large deflection theory for 
the displacements that accounts fully for any change in geometry due to the actions on the shell and 
a fully nonlinear elastic-plastic-hardening material law and including a bifurcation eigenvalue check 
at each load level. The definition of the computational model includes one or more of the following 
unintended features: deviations of the middle surface from the ideal shape, residual stresses, 
variations of thickness, misalignment of plates and imperfections in the boundary conditions 

3.1.5.5 
geometrically nonlinear elastic analysis  
GNA 
computational analysis based on the principles of shell bending theory applied to the perfect 
structure, using a linear elastic material law but including nonlinear large deflection theory for the 
displacements that fully accounts for any change in geometry due to the actions on the shell, 
including a bifurcation eigenvalue check at each load level 
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3.1.5.6 
geometrically nonlinear elastic analysis with imperfections explicitly included  
GNIA 
computational analysis with imperfections explicitly included, similar to a GNA analysis as defined 
in 3.1.5.5, but adopting a model for the geometry of the structure that includes one or more of the 
following unintended features: deviations of the middle surface from the ideal shape, residual 
stresses, variations of thickness, misalignment of plates and imperfections in the boundary 
conditions.  It includes a bifurcation eigenvalue check at each load level 

3.1.5.7 
global analysis 
analysis that includes the complete structure, rather than individual structural parts treated 
separately 

Note 1 to entry: This is usually a computational analysis. 

3.1.5.8 
linear elastic shell analysis 
LA 
analysis that predicts the behaviour of a thin-walled shell structure on the basis of the small 
deflection linear elastic shell bending theory, related to the perfect geometry of the middle surface 
of the shell 

Note 1 to entry: It may use standard formulae (see Annex C) or computational analysis.  

3.1.5.9 
linear elastic bifurcation (eigenvalue) analysis 
LBA 
analysis that evaluates the linear bifurcation eigenvalue for a thin-walled shell structure on the 
basis of the small deflection linear elastic shell bending theory, related to the perfect geometry of 
the middle surface of the shell 

Note 1 to entry: It may use standard formulae (see Annexes D and E) or computational analysis.  

3.1.5.10 
load level  
loading condition achieved at the end of each increment in the progressive incrementation of 
actions until the limit state is reached in a computational nonlinear analysis (GNA, GNIA, MNA, 
GMNA or GMNIA) 

3.1.5.11 
materially nonlinear analysis  
MNA 
analysis based on shell bending theory applied to the perfect structure, using the assumption of 
small displacement theory, but adopting an ideal elastic-plastic material law (idealised perfectly 
plastic response after yield) and with no limitation on the plastic strain that can develop 

Note 1 to entry: It may use standard formulae (see Annex B) or computational analysis.  

3.1.5.12 
membrane theory analysis 
analysis that predicts the behaviour of a thin-walled shell structure under distributed loads by 
assuming that only membrane forces satisfy equilibrium with the external loads (see Annex A)  

Note 1 to entry: Where global bending of a cylindrical or conical shell is involved without unsymmetrical 
normal pressures, membrane theory and beam theory lead to the same outcome.  Where wind or other 
unsymmetrical normal pressures are involved, beam theory is no longer valid.  
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3.1.5.13 
semi-membrane theory analysis 
analysis that predicts the behaviour of an unsymmetrically loaded or supported thin-walled 
cylindrical shell structure by assuming that only membrane forces and circumferential bending 
moments satisfy equilibrium with the external loads 

3.1.6 Stress categories used in stress design 

3.1.6.1 
primary stresses 
stress system required for equilibrium with the imposed loading, consisting primarily of membrane 
stresses, but under some situations bending stresses can also be required to achieve equilibrium 

3.1.6.2 
secondary stresses 
stresses induced by internal compatibility or by compatibility with the boundary conditions, 
associated with imposed loading or imposed displacements (temperature, pre-stressing, 
settlement, shrinkage), and not required to achieve equilibrium between an internal stress state 
and the external loading 

3.1.6.3 
local stresses 
stresses associated with the detailed geometry of constructional details and notches in the shell 
wall 

Note 1 to entry: Relevant constructional details and notches refer to locations such as holes, welds, stepped 
walls, attachments, stiffener terminations, shell junctions and joints, connections and similar local conditions. 
These locations lead to local stresses that vary rapidly on a scale smaller than the local thickness of the shell. 
Such local stresses can generally be ignored in structural resistance evaluations, except those that concern 
fatigue.  

3.1.7 Special definitions for buckling calculations 

3.1.7.1 
capacity curve  
algebraic description of the resistances of all structural systems from elastic imperfect slender 
systems through elastic-plastic to fully plastic and hardening systems, characterised through the 
capacity parameters αG, αI, β, η0, ηp, λo and χh (see 9.5.2 and  9.6.3)   

3.1.7.2 
characteristic buckling resistance 
load associated with buckling in the presence of the geometrical and structural imperfections that 
are inevitable in practical construction, inelastic material behaviour where appropriate, and 
follower load effects if relevant (defined in terms of the characteristic values of the modulus and 
yield stress of the material)  

3.1.7.3 
characteristic buckling stress 
membrane stress or membrane stress component associated with the characteristic buckling 
resistance 

Note 1 to entry: Most stress states in a practical shell involve membrane stresses in different directions at any 
location, here termed membrane stress components. When buckling is being assessed, it is typical to take only 
the most significant component in assessing the buckling resistance, sometimes modified by weaker effects of 
other components.  
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3.1.7.4 
characteristic plastic resistance  
load associated with the formation of a complete plastic mechanism generally involving large 
displacements and extensive strain hardening (defined in terms of the characteristic value of the 
yield stress of the material). It may be limited by achievement of an acceptable displacement 
criterion 

Note 1 to entry-: The characteristic plastic resistance is usually much larger than the reference plastic 
resistance since the complete plastic mechanism in a shell involves a complex and spatially varying interaction 
between membrane and bending stress resultants, together with significant change of geometry. 

3.1.7.5 
critical buckling resistance 
smallest bifurcation load determined assuming the idealised conditions of elastic material 
behaviour, small deflection theory (no change of geometry), perfect geometry, perfect load 
application, perfect support, material isotropy and absence of residual stresses (modelled using 
LBA analysis)  

Note 1 to entry: The term “critical” is strictly limited to this meaning alone.  

3.1.7.6 
critical buckling stress 
membrane stress associated with the reference critical buckling resistance  

3.1.7.7 
design buckling resistance 
design value of the buckling load, obtained by dividing the characteristic buckling resistance by the 
partial factor for resistance 

3.1.7.8 
design buckling stress 
membrane stress or membrane stress component associated with the design buckling resistance  

3.1.7.9 
design plastic resistance  
design value of the plastic resistance, obtained by dividing the characteristic plastic resistance by 
the partial factor for resistance 

3.1.7.10 
fabrication tolerance quality class 
category of fabrication tolerance requirements that is assumed in design (see 9.4)  

3.1.7.11 
key value of the stress  
value of stress in a non-uniform stress field that is used to characterise the complete pattern of 
varying stresses in a buckling limit state assessment 

3.1.7.12 
reference critical buckling resistance 
critical buckling resistance used as a reference resistance in the context of the interactions between 
elastic and plastic behaviour in defining the characteristic resistance of a shell (modelled using LBA 
analysis) 
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3.1.7.13 
reference plastic resistance 
plastic limit load, determined assuming the idealised conditions of rigid-plastic material behaviour, 
small deflection theory (no change of geometry), perfect geometry, perfect load application, perfect 
support and material isotropy (modelled using MNA analysis) 

3.2 Symbols 

For the purposes of this document, the following symbols apply. 
3.2.1 Coordinate system 

For coordinate system, see Figure 3.1: 

r radial coordinate of the shell middle surface, normal to the axis of revolution; 

s curvilinear meridional coordinate on general axisymmetric shell; 

x direction tangential to the meridian of a shell; 

NOTE This definition of x aligns with the axial direction in a cylindrical shell.  

z axial coordinate of a point on the shell middle surface; 

θ circumferential coordinate of a point on the shell middle surface; 

ϕ meridional slope: angle between axis of revolution and normal to the meridian of the shell. 

 
Key  

1 Pole 
2 Shell meridian 
3 Instantaneous centre of meridional curvature 

Figure 3.1 — Coordinate system for a shell of revolution 

Full document details: 23/30443611 DC

http://www.avadocuments.com/doc/23-30443611-dc
http://www.avadocuments.com/doc/23-30443611-dc


prEN 1993-1-6:2023 (E) 

 

22 

3.2.2 Shell dimensions 

d diameter of the middle surface of a cylindrical shell; 

hi height of shell extending from the upper boundary to the base of course i; 

hcr height of the critical buckle in a stepped wall cylinder under external pressure; 

L cylinder or cone length between defined boundaries; 

ℓS length of a shell segment between boundaries that are either BC1 or BC2; 

ℓg gauge length for measurement of geometric imperfections; 

ℓgθ gauge length in circumferential direction for measurement of geometric imperfections; 

ℓgw gauge length across welds for measurement of geometric imperfections; 

ℓgx gauge length in meridional direction for measurement of geometric imperfections; 

ℓR boundary zone length in which buckling strength assessment may be omitted (see Annex D, 
D.4.3); 

r radius of the shell middle surface, normal to the axis in an axisymmetric shell; 

r1,r2 simple radii of the top and bottom of a conical shell; 

rs radius of a spherical shell; 

t thickness of shell wall; 

tmax maximum thickness of shell wall at a joint; 

tmin minimum thickness of shell wall at a joint; 

tav average thickness of shell wall at a joint; 

xe  exclusion distance for stress locations involving a tangent modulus reduction (see 5.1); 

β apex half angle of cone; 

ϕ0  meridional slope at the support of a spherical shell. 

3.2.3 Distributed surface loads and pressures  

pn pressure normal to the shell (outward); 

px meridional surface loading parallel to the shell; 

pθ circumferential surface loading parallel to the shell; 

q pressure normal to the shell (inward). 

3.2.4 Line forces 

Pn load per unit circumference normal to the shell (outward); 

Px load per unit circumference acting in the meridional direction; 

Pθ load per unit circumference acting circumferentially on the shell. 
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3.2.5 Membrane stress resultants 

nx meridional (axial in a cylinder) membrane stress resultant; 

nθ circumferential membrane stress resultant; 

nxθ membrane shear stress resultant. 

3.2.6 Bending stress resultants 

mx meridional (axial in a cylinder) bending moment per unit width; 

mθ circumferential bending moment per unit width; 

mxθ twisting shear moment per unit width; 

qxn transverse shear force associated with meridional bending; 

qθn transverse shear force associated with circumferential bending. 

3.2.7 Stresses 

σx meridional (axial in a cylinder) stress; 

σθ circumferential stress; 

σeq von Mises equivalent stress (can also take negative values during cyclic loading);  

τ, τxθ in-plane shear stress;  

τxn, τθn  meridional, circumferential transverse shear stresses associated with bending. 

3.2.8 Displacements relative to the perfect or imperfect shell surface 

u meridional displacement; 

v circumferential displacement;  

w displacement normal to the shell surface; 

βϕ meridional rotation, see 4.3 (4) and 6.2.2.  
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a) Directions b) Coordinates c) Displacements 

 
 

 

d) Surface pressures e) In-plane stresses f) Transverse shear stresses 
Key  
1 Circumferential 
2 Normal 
3 Meridional 

Figure 3.2 — Symbols in a shell of revolution 

  

a) Membrane stress resultants b) Bending stress resultants 

Figure 3.3 — Membrane and bending stress resultants in a cylindrical shell 

3.2.9 Tolerances 

ea eccentricity between the middle surfaces of joined plates; 

Ue unintended eccentricity tolerance parameter; 

Ur out-of-roundness tolerance parameter; 

Un initial dimple imperfection amplitude parameter for computational calculations; 

U0 initial dimple tolerance parameter; 

δa  calculated amplitude in a computational treatment (Figure 9.4); 

δ0 tolerance normal to the shell surface; 
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δ0 assumed geometric imperfection amplitude; 

δu0 meridional interface flatness tolerance between a shell and its support; 

δu0 assumed interface flatness amplitude; 

δm measured amplitude using a tolerance measurement (Figure 9.4). 

3.2.10 Properties of materials 

E Young’s modulus of elasticity; 

Ered reduced elastic modulus to account for stress-strain nonlinearity or thermal effects; 

Esh tangent strain hardening modulus; 

feq von Mises equivalent strength; 

fp,θ temperature-dependent stress-strain proportionality limit;  

fy yield strength; 

fu ultimate strength; 

 Poisson’s ratio. 

3.2.11 Parameters in resistance assessment 

ap,eq cyclic plasticity assessment factor;  

ai coefficient in buckling strength interaction (see D.4.3); 

Cx coefficient in axial compression critical buckling resistance;  

Cθ, Cθs coefficients in external pressure critical buckling resistance; 

Cτ, Cτs, 
CτL 

coefficients in shear critical buckling resistance; 

D accumulated fatigue damage (see EN 1993-1-9); 

flim limiting stress for fatigue check (see 6.3.4 (2)); 

F generalised action; 

FEd action set on a complete structure corresponding to a design situation (design values); 

FRd calculated values of the action set at the maximum resistance condition of the structure 
(design values); 

ji joint efficiency factor, where i = 1 or 2;  

kf stress concentration factor in fatigue assessment based on linear analysis; 

kf,imp stress concentration factor in fatigue assessment accounting for local imperfection; 

kGMNIA calibration factor on resistance when using nonlinear analyses; 

kx, kθ, kτ, 
ki 

ratio of ith design stress component to its uniform design buckling stress (see 9.4.2); 

kix, kiθ, 
kiτ 

power of interactions in buckling strength interaction (see D.4.3); 

keq ratio of von Mises equivalent surface stress to equivalent membrane stress at a point;  
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Nf number of cycles of loading in a fatigue assessment (LS4); 

Ncp number of cycles of loading in a cyclic plasticity assessment (LS2); 

Q fabrication tolerance quality parameter; 

R generalised resistance; 

Rcr  reference elastic critical buckling resistance ratio (defined as a load factor on design 
loads using LBA analysis);  

Rk characteristic reference resistance ratio (used with subscripts to identify the basis): 
defined as a load factor on design loads using the ratio (FRk / FEd); 

Rpl reference plastic resistance ratio (defined as a load factor on design loads using MNA 
analysis); 

Rplf plastic failure resistance ratio (defined as a load factor on design loads using GMNA 
analysis); 

RGNA buckling resistance ratio determined in a GNA analysis; 

RGMNA buckling resistance ratio determined in a GMNA analysis; 

RGMNIA buckling resistance ratio determined in a GMNIA analysis (normally as Rk); 

RMNA plastic resistance ratio determined in an MNA analysis; 

sirat  ratio of ith stress state in determining the dominant stress component in buckling; 

α elastic buckling reduction factor in buckling strength assessment; 

αG geometric reduction factor;  

αI imperfection reduction factor;  

αSLM elastic buckling reduction factor for a segment in the LBA-MNA procedure; 

αS elastic buckling reduction factor for a segment or complete structure; 

β plastic range factor in buckling interaction; 

γF partial factor for actions and action effects; 

γM partial factor for resistance; 

γM0 partial factor for plastic resistance ; 

γM1 partial factor for resistance to stability (buckling); 

γM2 partial factor for resistance to tensile rupture, including the net section in bolted 
construction; 

γM4 partial factor for resistance to cyclic plasticity; 

γMf partial factor for resistance to fatigue;  

γFf partial factor for fatigue loads and load effects;  

Δ range of parameter when alternating or cyclic actions are involved; 

εmps maximum permitted von Mises equivalent plastic true strain;  

εp plastic strain; 

εp,eq,Ed total accumulated von Mises equivalent plastic strain under cyclic plasticity;   

η interaction exponent for buckling; 
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η0 value of interaction exponent at λ = 0λ ; 

ηp value of interaction exponent at λ = pλ ; 

λ  relative slenderness of a shell; 

sλ  complete shell relative slenderness for a complete shell or shell assembly (multiple 
segments); 

sLMλ  shell segment relative slenderness in the LBA-MNA procedure; 

0λ  squash limit relative slenderness (value of λ, above which resistance reductions due 
to instability or change of geometry occur); 

pλ  plastic limit relative slenderness (value of  below which plasticity affects the stability); 

μ hardening exponent for buckling; 

μ0 value of hardening exponent at λ = 0λ ;  

μh value of hardening exponent at λ = 0;  

ψ load combination factor; 

ω first relative length parameter for a cylindrical shell; 

ωs upper limit of relative length for short cylindrical shells under external pressure; 

Ω second relative length parameter for a cylindrical shell; 

ξ third relative length parameter for a cylindrical shell;   

χ buckling reduction factor including elastic-plastic effects in buckling strength 
assessment; 

χh buckling reduction factor in the hardening zone at λ = 0;  

χs complete shell buckling reduction factor including elastic-plastic effects in a shell 
assembly. 

3.2.12 Subscripts 

E value of stress or displacement (arising from design actions); 

F actions; 

M material; 

R resistance; 

cr critical buckling value (see 3.1.7.4); 

d design value; 

eq von Mises equivalent;  

f fatigue; 

int internal; 

k characteristic value; 

max maximum value; 

min minimum value; 
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nom  nominal value; 

pl plastic value; 

plf plastic failure value (LS1); 

s for a complete shell, potentially with multiple segments making a shell assembly;  

u ultimate; 

y yield. 

Further symbols are defined where they first occur. 

3.3  Sign conventions 

(1) Outward direction positive: internal pressure positive, outward displacement positive, except as 
noted in (5). 

(2) Tensile stresses positive, except as noted in (5). 
NOTE Compression is treated as positive in EN 1993-1-1.  

(3) Shear stresses positive as shown in Figures 3.2 and D.1. 
NOTE Although the directions of direct stresses differ between Figures 3.2 and D.1, the direction of in-
plane shear is retained unchanged.  

(4) Bending moments are defined as positive when they induce tensile stresses on the outer surface 
of the shell. 

(5) For simplicity, in Clause 9 and Annexes D and E, compressive stresses are treated as positive. 
For these cases, both external pressures and internal pressures are treated as positive where they 
occur, though the notations p and q are used to identify the direction. 

4 Basis of design 

4.1  General rules 

4.1.1 Basic requirements  

(1) The design of shell structures shall be in accordance with the general rules given in EN 1990 and 
EN 1991 (all parts), and the specific design provisions for steel structures given in the other 
relevant parts of EN 1993-1 (all parts).  

(2) Steel structures designed according to this document shall be executed according to EN 1090-2 
with construction materials and products used as specified in the relevant parts of EN 1993, or in 
the relevant material and product specifications. 

(3) This document is intended for use in conjunction with EN 1993-1-1, EN 1993-1-2, EN 1993-1-3, 
EN 1993-1-4, EN 1993-1-7, EN 1993-1-9, EN 1993-1-144 and the relevant application parts of 
EN 1993, which include: 

— Part 3 for towers, masts and chimneys;  

— Part 4.1 for silos;  

— Part 4.2 for tanks; 

— Part 5 for piles. 

                                                             
4 Under preparation. 
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4.1.2 Specific requirements  

(1) The shell should be designed in such a way that it will sustain all actions and satisfy the 
following requirements: 

— overall equilibrium; 

— equilibrium between actions and internal forces and moments, see Clause 7 and Clause 9; 

— limitation of cracks due to cyclic plastification, see Clause 8;  

— limitation of cracks due to fatigue, see Clause 10.  

(2) The design of the shell should satisfy the serviceability requirements in accordance with its 
intended use and as set out in appropriate application standards (EN 1993-4-1 and EN 1993-4-2). 

(3) The shell may be proportioned using design assisted by testing. Where appropriate, the 
requirements are set out in the appropriate application standard (EN 1993-3, EN 1993-4-1 and 
EN 1993-4-2). 

(4) All actions should be introduced using their design values according to EN 1990, EN 1991 (all 
parts) and EN 1993-4-1 and EN 1993-4-2 as appropriate.  

4.2  Types of analysis 

4.2.1 General 

(1) One or more of the following types of analysis should be used, depending on the limit state and 
other considerations:  

— Global analysis, see 4.2.2; 

— Membrane theory analysis, see 4.2.3; 

— Semi-membrane theory analysis, see 4.2.4; 

— Linear elastic shell analysis (LA), see 4.2.5; 

— Linear elastic bifurcation analysis (LBA), see 4.2.6; 

— Geometrically nonlinear elastic analysis (GNA), see 4.2.7; 

— Materially nonlinear analysis (MNA), see 4.2.8; 

— Geometrically and materially nonlinear analysis (GMNA), see 4.2.9; 

— Geometrically nonlinear elastic analysis with imperfections explicitly included (GNIA), see 
4.2.10; 

— Geometrically and materially nonlinear analysis with imperfections explicitly included 
(GMNIA), see 4.2.11. 

4.2.2 Global analysis 

(1)  In a global analysis, simplified treatments may be used for discrete parts of the structure 
consisting of a cylinder, cone, sphere or other structural form, provided that the connections 
between different parts are appropriately modelled.  
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4.2.3 Membrane theory analysis  

(1)  A membrane theory analysis may be used provided that the following conditions are met:  

— the boundary conditions are appropriate for transfer of the stresses in the shell into support 
reactions without causing unacceptable bending effects; 

— the shell geometry varies smoothly in shape (without discontinuities); 

— the loads have a smooth distribution (without locally concentrated or point loads).  

(2) A membrane theory analysis does not meet the requirements of compatibility of deformations 
at boundaries or between shell segments of different shape or between shell segments subjected to 
different loading. However, the resulting field of membrane forces satisfies the requirements of 
equilibrium of the primary stresses (useful for LS1).  
NOTE A membrane theory analysis using harmonic series can be useful for unsymmetrical loads with 
smooth variations (up to cos 4θ) where axial displacements of the boundary are not involved (e.g. see 
prEN 1991-1-4:—, C.4.4).  

4.2.4 Semi-membrane theory analysis  

(1) A semi-membrane theory analysis may be used when a long cylindrical shell is subject to a 
circumferentially varying load with a variation more rapid than a single full cosine around the 
circumference (i.e. cos θ or ‘harmonic 1’) and also subject to axial displacements at a boundary (e.g. 
wind loading with periodic anchors or discretely supported shells).   
4.2.5 Linear elastic shell analysis (LA)  

(1) The linearity of the theory results from the assumptions of a linear elastic material law and 
small deformation theory. Small deformation theory implies that the assumed geometry remains 
that of the undeformed structure. It satisfies compatibility in the deformations as well as 
equilibrium. The resulting field of membrane and bending stresses satisfy the requirements of 
primary plus secondary stresses (useful for LS1, LS2, LS3 and LS4). 

(2) This analysis is normally undertaken as a computational analysis but in limited cases algebraic 
formulae may also be used (see Annex C). 

(3) Where a computational analysis is undertaken, the modelling, mesh, validation and verification 
criteria of EN 1993-1-14 should be met.  
4.2.6 Linear elastic bifurcation analysis (LBA)  

(1) The conditions of 4.2.5 concerning the material and geometric assumptions are met. However, 
this linear bifurcation analysis obtains the lowest eigenvalue at which the shell can buckle into a 
different deformation mode, assuming no change of geometry, no change in the direction of action 
of the loads, and no material degradation. Imperfections of all kinds are ignored. This analysis 
provides the reference elastic critical buckling resistance Rcr (see 9.6, 9.7 and 9.8; useful for LS3), 
which can be interpreted as a load amplification factor Rcr on the design value of the loads FEd.  

(2) This analysis is normally undertaken as a computational analysis but in limited cases algebraic 
solutions may also be used (see Annexes D and E).  

(3) Where a computational analysis is undertaken, the modelling, mesh, validation and verification 
criteria of EN 1993-1-14 should be met.  

(4) This perfect shell elastic critical load should always be determined when the limit state LS3 is 
verified using GMNIA analysis (see 9.8).  
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(5) Where this analysis is used as the basis for an LBA-MNA design procedure, multiple eigenvalues 
(not only the lowest eigenvalue) and their corresponding eigenmodes should be explored to ensure 
that the eigenmode whose imperfection sensitivity can lead to the lowest elastic buckling prediction 
is found (see 9.7).  
NOTE The imperfection sensitivity of the shell depends on the size and form of the potential buckling 
mode, so a lower eigenvalue corresponding to an insensitive mode can fail to detect the mode with the lowest 
imperfect shell buckling resistance.  

4.2.7 Geometrically nonlinear elastic analysis (GNA)  

(1) A GNA analysis satisfies both equilibrium and compatibility of the deformations under 
conditions in which the change in the geometry of the structure caused by loading is included.  The 
resulting field of stresses matches the definition of primary plus secondary stresses (useful for LS2 
and LS4). This is normally undertaken as a computational analysis. 

(2) Where membrane compression or shear stresses are predominant in some part of the shell, a 
GNA analysis delivers the elastic buckling load of the perfect structure, including changes in 
geometry, that can be of assistance towards a check of the limit state LS3 (see 9.8).  

(3) Where this analysis is used for a buckling load evaluation, the eigenvalues of the system shall be 
checked throughout the loading path to ensure that the numerical process does not fail to detect a 
bifurcation in the load path. 

(4) The modelling, mesh, validation and verification criteria of EN 1993-1-14 should be met.  
4.2.8 Materially nonlinear analysis (MNA)  

(1) The result of an MNA analysis leads to the reference plastic limit load, which can be interpreted 
as a load amplification factor Rpl on the design value of the loads FEd. This analysis provides the 
reference plastic resistance ratio Rpl used in 9.6, 9.7 and 9.8. 

(2) This analysis may be undertaken using a computational analysis or algebraic formulae (see 
Annex B).  

(3) Where a computational analysis is undertaken, the modelling, mesh, validation and verification 
criteria of EN 1993-1-14 should be met.  

(4) An MNA analysis may be used to verify limit state LS1.   

(5) An MNA analysis may be used to give the plastic strain increment Δεp during one cycle of cyclic 
loading that may be used to verify limit state LS2.  

(6) This perfect shell plastic limit load should always be determined when the limit state LS3 is 
verified using GMNIA analysis (see 9.8). 
4.2.9 Geometrically and materially nonlinear analysis (GMNA)  

(1)  The result of a GMNA analysis, analogously to 4.2.7, gives the geometrically nonlinear plastic 
failure load of the perfect structure and the plastic strain increment that can be used for checking 
the limit states LS1 and LS2. This is strictly a computational analysis.  
NOTE Where no yielding or plasticity is involved, a GMNA analysis produces the same result as a GNA 
analysis. 

(2)  Where compression or shear stresses are predominant in some part of the shell, a GMNA 
analysis gives the elastic-plastic buckling load of the perfect structure. This perfect shell buckling 
load should always be determined when the limit state LS3 is verified using GMNIA analysis (see 
9.8).  

(3) Where this analysis is used for a buckling load evaluation, the eigenvalues of the system should 
be checked to ensure that the numerical process does not fail to detect a bifurcation in the load 
path. 
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(4) The modelling, mesh, validation and verification criteria of EN 1993-1-14 should be met.  
4.2.10 Geometrically nonlinear elastic analysis with imperfections explicitly included (GNIA)  

(1) A GNIA analysis is used in cases where compression or shear stresses dominate in the shell. It 
delivers elastic buckling loads of the imperfect structure that can be of assistance in checking the 
limit states LS3 and LS4 (see 9.8). This is strictly a computational analysis. 

(2) Where this analysis is used for a buckling load evaluation (LS3), the eigenvalues of the system 
should be checked to ensure that the numerical process does not fail to detect a bifurcation in the 
load path. Care should be taken to ensure that the local stresses do not exceed values at which 
material nonlinearity can affect the behaviour. 
NOTE 1 GNIA analysis is often useful for very thin shells where plasticity plays no role in the ultimate limit 
state.  

NOTE 2 Where a GNIA analysis produces a buckling resistance that is very similar to that of a GNA analysis, 
the imperfection modelled in the GNIA is not one to which the structure is sensitive.  

(3) The modelling, mesh, validation and verification criteria of EN 1993-1-14 should be met, but the 
imperfections should be defined according to this document.  
4.2.11 Geometrically and materially nonlinear analysis with imperfections explicitly 
included (GMNIA)  

(1) A GMNIA analysis is used in cases where compression or shear stresses are dominant in the 
shell. It delivers elastic-plastic buckling loads for the imperfect structure, that may be used for 
checking the limit state LS3 (see 9.8).  This is strictly a computational analysis. 

(2) Where this analysis is used for a buckling load evaluation, the eigenvalues of the system should 
be checked to ensure that the numerical process does not fail to detect a bifurcation in the load 
path. 

(3) Where this analysis is used for a buckling load evaluation, additional LBA, MNA and GMNA 
analyses of the perfect shell should always be conducted to ensure that the slenderness is properly 
recognised and that the degree of imperfection sensitivity of the structural system is identified. 
NOTE Whilst not required, it is desirable that an additional GNA analysis is also undertaken to provide the 
maximum insight into the structural behaviour under nonlinear conditions.  

(4) The modelling, mesh, validation and verification criteria of EN 1993-1-14 should be met, but the 
imperfections should be defined according to this document. 

4.3 Shell boundary conditions 

(1) The boundary conditions assumed in the design calculation should be chosen in such a way as to 
ensure that they achieve a realistic or conservative model of the real construction. Special attention 
should be given not only to the constraint of displacements normal to the shell wall (deflections), 
but also to whether the displacements in the plane of the shell wall (meridional and 
circumferential) are adequately constrained because of the significant effect these displacements 
can have on the shell strength and buckling resistance. 
NOTE The buckling resistance of a shell is often sensitive to any minor flexibility in the boundary 
conditions, making the modelling of realistic boundary conditions more critical than for a simple load-
deformation analysis. Boundary conditions relating to membrane displacements in the shell often have a 
strong influence on buckling resistances. 

(2) In shell buckling (eigenvalue) calculations (limit state LS3), the definition of the boundary 
conditions should refer to the incremental displacements during the buckling process, and not to 
total displacements induced by the applied actions before buckling.  
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(3) The boundary conditions at a continuously supported lower edge of a shell should take into 
account whether local uplifting of the shell is fully prevented or not. 

(4) The shell edge rotation βϕ should be particularly considered in short shells and in the 
calculation of secondary stresses in longer shells (according to the limit states LS2 and LS4). 

(5) The boundary conditions set out in 6.2.2.2 should be used in computer analyses and in selecting 
formulae from Annexes A to E. 

(6) The structural connections between shell segments at a junction should be such as to ensure 
that the boundary condition assumptions used in the design of the individual shell segments are 
satisfied. 

4.4 Verification by the partial factor method 

(1) Where structural properties are determined by testing, the requirements and procedures of EN 
1990 should be adopted. 

(2) The partial factors γMi for different limit states should be taken from Table 4.1. 

Table 4.1 — Partial factors for resistance 

Resistance to failure mode Relevant γ 

Resistance of welded or bolted shell wall to plastic limit state γM0 

Resistance of shell to stability γM1 

Resistance of welded or bolted shell wall to rupture γM2 

Resistance of shell to cyclic plasticity γM4 

Resistance of shell to fatigue γFf 

 (3) The numerical values in Table 4.2 are recommended for shell structures that are not covered by 
the provisions of EN 1993-4-1 or EN 1993-4-2. 

Table 4.2 (NDP) — Numerical values for partial factors for resistance for shell structures 
outside the scope of EN 1993-3, EN 1993-4-1 and EN 1993-4-2 

γM0 = 1,00 γM1 = 1,10  γM2 = 1,25 

γM4 = 1,00  see EN 1993-1-9 

NOTE 1  The values of the partial factors γMi are given in Table 4.2 (NDP) unless the National Annex 
gives different values.  

NOTE 2  When a reliability analysis is used to determine the appropriate partial factor for shell 
buckling γM1, it is found to depend quite strongly on the structural form, the slenderness of the shell, the load 
case and the buckling mode, since the imperfection sensitivity and the consequent variability of the buckling 
resistance varies considerably with these factors. Due to lack of reliable data relevant to practical construction, 
the drafting committee chose to retain the historically accepted value of γM1.  
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5 Materials and geometry 

5.1  Material properties 

(1) The relevant material properties of carbon steels should be obtained from the relevant 
application standard. 

(2) For the mechanical properties of the structural carbon steels S235, S275, S355, S420 and S460 
and also for weathering steel grades S235, S275 and S355, see EN 1993-1-1, except as defined in 
(3). 

(3) For all the steels covered by this document, the design value of Poisson’s ratio should be taken 
as ν = 0,3. The characteristic value of the elastic modulus for structural steel should be taken as E = 
200 000 N/mm2, in accordance with the value defined for stability calculations in EN 1993-1-14.  
NOTE Most of the design rules in this document have been derived from GMNIA calculations and not from 
experiments. The value of elastic modulus defined in EN 1993-1-14 provides a safe choice where it is required 
to define the elastic buckling resistance, which is the controlling resistance for most thin shells. This value is 
lower than that given in EN 1993-1-1, where serviceability is its primary role. The mismatch between these 
two values is unimportant since the value used here is a conservative choice. The same choice is also relevant 
to stainless steels.  

(4) For stainless steels covered by this document, the characteristic value of the elastic modulus 
should be taken as E = 191 000 N/mm2, in accordance with the value defined for stability 
calculations in EN 1993-1-14. 

(5) Other relevant material properties of stainless steels should be obtained from EN 1993-1-4. 

(6) In a computational analysis using materials with a nonlinear stress-strain relationship, the 0,2% 
proof stress should be used to represent the yield stress fy in all relevant formulae. The stress-strain 
curve should be modelled in accordance with the requirements of prEN 1993-1-14:—, 5.3.  

(7) Where a material with a nonlinear stress-strain curve is involved and a buckling analysis is 
carried out under stress design (see 9.5) and the special provisions for stainless steel do not apply, 
the initial tangent value of Young´s modulus E should be replaced by a reduced value Ered. If no 
better method is available, the linear elastic stress state should be examined. The peak value of the 
von Mises equivalent stress derived from the membrane stress components alone at any point in 
the structure that is more distant than xe from any boundary should be found. The tangent modulus 
(from a tensile test) corresponding to this stress should then be taken as Ered to replace the elastic 
modulus E and thus to obtain an estimate of the quasi-elastic critical load or quasi-elastic critical 
stress. 

(8) The exclusion distance xe may be taken as equal to the boundary zone distance R defined in 
Annex D.4.3.  

(9) The provisions of this standard are relevant to material properties at temperatures not 
exceeding 100 °C, except as defined in (10).  

(10) The variation of properties of steels at temperatures above 100 °C are given in EN 1993-1-2. 
Where these are adopted, the reduced yield stress may be conservatively taken as the temperature-
dependent proportionality limit fp,θ defined therein. The mechanical properties of steel grades not 
represented in EN 1993-1-2 should be based on reliable information.  

(11) High strength steels, as defined by EN 1993-1-12, should only be used with a GMNA or GMNIA 
analysis for the purposes of verifying LS1, LS2 and LS3. 
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5.2  Design values of geometrical data 

(1) The thickness t of the shell should be taken as defined in the relevant application standard. If no 
application standard is relevant, the nominal thickness of the wall, reduced by the prescribed value 
of the corrosion loss and ignoring any coatings, should be used. 

(2) The thickness ranges within which the rules of this standard may be applied are defined in the 
relevant EN 1993 application parts. 

(3) The middle surface of the shell should be taken as the reference surface for loads. 

(4) The simple radius r of the shell should be taken as the nominal radius of the middle surface of 
the shell, measured normal to the axis of revolution. 
NOTE This radius varies with position on the axis in all shells that are not simply cylindrical.  

(5) The buckling design rules of this standard should not be applied outside the ranges of the r/t 
ratio set out in 1.1 (12), or where stricter restrictions apply as defined in 9, 10, Annex D or E, or in 
the relevant EN 1993 application parts. 

5.3  Geometrical tolerances and geometrical imperfections 

(1) Tolerance values for the deviations of the geometry of the shell surface from the nominal values 
are defined in the execution standard EN 1090-2. Relevant categories for the design of shells for the 
ultimate limit state of buckling (LS3) (see 9.4) are:  

— local dimples (local normal deviations from the nominal middle surface); 

— out-of-roundness (deviation from circularity); 

— eccentricities (deviations from a continuous middle surface in the direction normal to the shell 
across the junctions between plates); 

— deviations of the base of a shell from full contact with the support.  

NOTE  The requirements for execution are set out in EN 1090-2, but a fuller description of these tolerances 
is given here because there is a critical relationship between the form of the tolerance measure, its amplitude 
and the evaluated buckling resistance of a shell. The buckling-relevant tolerances defined here can differ from 
those defined in EN 1090-2. 

(2) If the limit state of buckling (LS3, as described in 6.3.3) is one of the ultimate limit states to be 
considered, the buckling-relevant geometrical tolerances should be carefully observed in order to 
keep the geometrical imperfections within specified limits. These buckling-relevant geometrical 
tolerances and the conditions to which they are relevant are identified and quantified in 9 or in the 
relevant EN 1993 application parts. 

(3) Calculation values for the deviations of the shell surface geometry from the nominal geometry, 
as required for geometrical imperfection assumptions (complete shell imperfections or local 
imperfections) for buckling design by computational GMNIA analysis, should be derived from the 
specified geometrical tolerances (see 9.4). Relevant rules are given in 9.8 or in relevant EN 1993 
application parts. 

(4) If the limit state of fatigue (LS4, as described in 6.3.4) is one of the ultimate limit states to be 
considered, consideration should be given to adopting an appropriate choice of the buckling-
relevant geometrical tolerances as imposed imperfections that may exacerbate fatigue failure at a 
specific location (see 9.4).  
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6 Structural analysis 

6.1 Types of design 

6.1.1 Stress design 

6.1.1.1 General 

(1) Where the stress design approach is used, the limit states should be assessed in terms of three 
categories of stress: primary, secondary and local. The categorisation is performed, in general, on 
the von Mises equivalent stress at a point, but buckling stresses cannot be assessed reliably using 
this value. 
6.1.1.2 Primary stresses 

(1) The primary stresses should be taken as the stress system required for equilibrium with the 
imposed loading. They may be calculated from any realistic statically admissible determinate 
system. The plastic failure limit state (LS1) should be deemed to be reached when the primary 
stress reaches the yield strength throughout the full thickness of the wall at a sufficient number of 
points, such that only the strain hardening reserve or a change of geometry would lead to an 
increase in the resistance of the structure. 

(2) The calculation of primary stresses should be based on any system of stress resultants, 
consistent with the requirements of equilibrium of the structure. It may also take into account the 
benefits of plasticity theory. Alternatively, since linear elastic analysis satisfies equilibrium 
requirements, its predictions may also be used as a conservative representation of the plastic 
failure limit state (LS1). Any of the analysis methods given in 4.2.3, 4.2.5 and 6.2.3 may be applied. 

(3) Because limit state design for LS1 allows for full plastification of the cross-section, the primary 
stresses due to bending moments may be calculated on the basis of the plastic section modulus, see 
7.2.1. Where there is interaction between stress resultants in the cross-section, interaction rules 
based on the Ilyushin yield criterion may be applied. 

(4) The primary stresses should be limited to the design value of the yield strength, see Clause 7 
(LS1). 
6.1.1.3 Secondary stresses 

(1) In statically indeterminate structures, account should be taken of the secondary stresses, 
induced by internal compatibility and compatibility with the boundary conditions, that are caused 
by imposed loading or imposed displacements (temperature, prestressing, settlement, shrinkage). 
NOTE  As the von Mises yield condition is approached, the local strains in the structure increase without 
further increase in the stress state. 

(2) Where cyclic loading causes plasticity, and several loading cycles occur, consideration should be 
given to the possible reduction of resistance caused by the secondary stresses. Where the cyclic 
loading is of such a magnitude that yielding occurs both at the maximum load and again on 
unloading, account should be taken of a possible failure by cyclic plasticity associated with the 
secondary stresses (LS2). 

(3) If the stress calculation is carried out using a linear elastic analysis that allows for all relevant 
compatibility conditions (effects at boundaries, junctions, variations in wall thickness, 
misalignment of the middle surface etc.), the stresses that vary linearly through the thickness may 
be taken as the sum of the primary and secondary stresses and used in an assessment involving the 
von Mises yield criterion, see 7.2. 
NOTE  The secondary stresses are never needed in an evaluation without inclusion of the primary 
stresses. 
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(4) The secondary stresses should be limited as follows: 

— The sum of the cyclic change in the von Mises equivalent surface stress derived from the sum of 
the primary and secondary stresses (including bending stresses) should be limited to 2fyd for 
the condition of cyclic plasticity, see Clause 8 (LS2);  

— The membrane component of the sum of the primary and secondary stresses should be limited 
by the design buckling resistance, see Clause 9 (LS3). 

— The sum of the cyclic change in the surface maximum principal stress derived from the primary 
and secondary stresses (including bending stresses) should be limited to the nominal fatigue 
resistance, see Clause 10 (LS4) and EN 1993-1-9.  

6.1.1.4 Local stresses 

(1) The highly localised stresses associated with stress raisers in the shell wall due to notch effects 
(holes, welds, stepped walls, attachments, stiffener terminations, shell junctions and joints) should 
be taken into account in a fatigue assessment (LS4) using the provisions for modified nominal 
stresses defined in EN 1993-1-9. 

(2) For construction details given in EN 1993-1-9, the fatigue design may be based on the nominal 
linear elastic stresses (sum of the primary and secondary stresses) at the relevant point. For all 
other details, the local stresses may be calculated by applying stress concentration factors (notch 
factors) according to EN 1993-1-9 to the stresses calculated using a linear elastic analysis. 

(3) The local stresses should be limited according to the requirements for fatigue (LS4) set out in 
Clause 10 and EN 1993-1-9. 
6.1.2 Design using standard formulae  

(1) Where this concept is used, the limit states may be represented by standard formulae that have 
been derived from either membrane theory, plastic mechanism theory, linear elastic analysis or 
geometrically and materially nonlinear analysis with explicit imperfections. 

(2) The membrane theory formulae given in Annex A may be used to determine the primary 
stresses needed for assessing LS1 and LS3. 

(3) The formulae for plastic design given in Annex B may be used to determine the reference plastic 
resistances needed for assessing LS1. 

(4) The formulae for linear elastic analysis given in Annex C may be used to determine stresses of 
the primary plus secondary stress type needed for assessing LS2 and LS4. An LS3 assessment may 
be based on the membrane part of these formulae. 

(5) The formulae given in Annex D may be used to give direct assessment of the design buckling 
resistance of cylindrical shells under uniform loads according to LS3.  

(6) The formulae for reference resistance design given in Annex E may be used to give direct 
assessment of the design buckling resistance for assessing LS3. Where the formulae of Annex E are 
used with the imperfection amplitude δ0 assigned to be zero, Annex E may also be used to assess 
LS1. 
6.1.3 Design by computational analysis 

(1) Where a computational analysis is used, the assessment of the limit states should be carried out 
using one of the alternative types of analysis specified in 4.2 (but not membrane or semi-membrane 
theory analysis) applied to the complete structure. 

(2) Linear elastic analysis (LA) may be used to determine stresses or stress resultants, for use in 
assessing LS2 and LS4. The membrane parts of the stresses found by LA may be used in assessing 
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LS3. LS1 may be assessed using LA, but LA only gives an approximate and safe estimate and its 
results should be interpreted as set out in Clause 7. 

(3) Linear elastic bifurcation analysis (LBA) may be used to determine the reference elastic critical 
buckling resistance of the structure, for use in assessing LS3. 

(4) A materially nonlinear analysis (MNA) may be used to determine the reference plastic 
resistance, and this may be used for assessing LS1. Under a cyclic loading history, an MNA analysis 
may be used to determine plastic strain incremental changes, for use in assessing LS2. The 
reference plastic resistance is also required as part of the assessment of LS3, and this may be found 
from an MNA analysis. 

(5) Geometrically nonlinear elastic analyses (GNA and GNIA) include consideration of the 
deformations of the structure, but none of the design methodologies of 9 (LS3) permit these to be 
used without a GMNIA analysis. A GNA analysis may be used to determine the elastic buckling load 
of the perfect structure. A GNIA analysis may be used to determine the elastic buckling load of the 
imperfect structure. A GNIA analysis, with an appropriate choice of geometrical imperfections, may 
also be used to determine the stresses relevant to a fatigue assessment (LS4).  

(6) Geometrically and materially nonlinear analysis (GMNA and GMNIA) may be used to determine 
collapse loads for the perfect (GMNA) and the imperfect structure (GMNIA). The GMNA analysis 
may be used in assessing LS1, as detailed in 7.3. The GMNIA collapse load may be used, with 
additional consideration of the results of LBA, MNA and GMNA analyses to assess LS3 as detailed in 
9.8. Under a cyclic loading history, the plastic strain incremental changes taken from a GMNA 
analysis may be used for assessing LS2, as detailed in 8.3. 

6.2 Stress resultants and stresses in shells 

6.2.1 Stress resultants in the shell 

(1) In principle, the eight stress resultants in the shell wall at any point should be calculated and the 
assessment of the shell with respect to each limit state should take all of them into account. 
However, the through thickness transverse shear stresses τxn, τθn due to the transverse shear forces 
qxn, qθn are insignificant compared with the other components of stress in almost all practical cases, 
so they can usually be neglected. 

(2) Accordingly, for most purposes, the evaluation of the limit states may be made using only the six 
stress resultants in the shell wall nx, nθ, nxθ, mx, mθ, mxθ. Where the structure is axisymmetric and 
subject only to axisymmetric loading and support, only nx, nθ, mx and mθ need be used. 

(3) If any uncertainty arises concerning the stress to be used in any of the limit state verifications, 
the von Mises equivalent stress on the shell surface may be used as a safe estimate. 
6.2.2 Modelling of the shell for analysis 

6.2.2.1 Geometry 

(1) The shell should be represented by its middle surface. 

(2) The radius of curvature should be taken as the nominal radius of curvature. Imperfections 
should be neglected, except as set out in Clause 9 (LS3 buckling limit state) and Clause 10 (LS4 
fatigue limit state). 

(3) An assembly of shell segments should not be subdivided into separate segments for analysis 
unless the boundary conditions for each segment are chosen in such a way as to represent 
interactions between them in a conservative manner. 

(4) A base ring intended to transfer local support forces into the shell should not be separated from 
the shell it supports in an assessment of limit state LS3. 
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(5) Eccentricities and steps in the shell middle surface should be included in the analysis model if 
they induce significant bending effects as a result of the membrane stress resultants following an 
eccentric path. 

(6) At junctions between shell segments, any eccentricity between the middle surfaces of the shell 
segments should be considered in the modelling. 

(7) A ring stiffener should be treated as a separate discrete structural component of the shell, 
except where the spacing of the rings is closer than 1,5 rt  in which case a smeared orthotropic 
shell model may be used.  

(8) A shell that has discrete stringer stiffeners attached to it may be treated as an orthotropic 
uniform shell, provided that the stringer stiffeners are no further apart than 5 rt . 

NOTE For a fuller treatment of discrete stringer stiffeners, see EN 1993-4-1.  

(9) A shell that is corrugated (vertically or horizontally) may be treated as an orthotropic uniform 
shell provided that the corrugation full wavelength is less than 0,5 rt  where t is the local plate 
thickness.  
NOTE For a fuller treatment of corrugated shells, see EN 1993-4-1.  

(10) A hole in the shell may be neglected in the modelling provided its largest dimension is smaller 
than 0,6 rt .  

(11) The overall stability of the complete structure should be verified as detailed in EN 1993-3, 
EN 1993-4-1 and EN 1993-4-2, as appropriate. 
6.2.2.2 Boundary conditions 

(1) The appropriate boundary conditions should be used in analyses for the assessment of limit 
states in shell segments using the boundary conditions defined in Table 6.1. For the special 
conditions needed for buckling calculations, see 9.3. 

(2) Rotational restraints at shell boundaries may be neglected in modelling for limit state LS1, but 
should be included in modelling for limit states LS2 and LS4. For short shells, as classified in 
Annexes D and E, any boundary rotational restraint should be included for limit state LS3.  

(3) Support boundary conditions should be checked to ensure that they do not cause excessive 
non-uniformity of transmitted forces or introduced forces that are eccentric to the shell middle 
surface. The provisions of the relevant EN 1993 application parts should be adopted when applying 
this rule to silos, tanks, chimneys and towers. 

(4) When a computational analysis is used, the boundary condition for the normal displacement w 
should also be used for the circumferential displacement v, except where special circumstances 
make this inappropriate. 
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Table 6.1 — Boundary conditions for shell segments 

Boundary 
condition 
code 

Simple 
term 

Displacements  Displacements 
normal to the 
shell surface 

Meridional or 
axial 
displacements 

Meridional 
rotation 

BC1r Clamped radial fixed 
meridional fixed 
rotation fixed 

w = 0 u = 0 βϕ = 0 

BC1f  radial fixed 
meridional fixed  
rotation free 

w = 0 u = 0 βϕ ≠ 0 

BC2r  radial fixed 
meridional free 
rotation fixed 

w = 0 u ≠ 0 βϕ = 0 

BC2f Pinned radial fixed 
meridional free 
rotation free 

w = 0 u ≠ 0 βϕ ≠ 0 

BC2s  radial elastically 
restrained 
meridional free 
rotation free 

w elastically 
restrained by a 
“stiff member” or 
“spring”   

u ≠ 0 βϕ ≠ 0 

BC2u  radial fixed 
meridional 
elastically 
restrained 
rotation free 

w = 0 u elastically 
restrained by a 
“stiff support” 
or “spring” 

βϕ  ≠ 0 

BC3r  radially free 
meridionally free 
rotation fixed 

w ≠ 0 u ≠ 0 βϕ = 0 

BC3f Free edge radial free 
meridional free 
rotation free 

w ≠ 0 u ≠ 0 βϕ ≠ 0 

The circumferential displacement v is closely linked to the displacement w normal to the surface, so 
separate boundary conditions are not identified for these two parameters. Instead, the values in the 
column “Displacements normal to the shell surface” should be adopted for displacement v. 
NOTE  The required stiffness of the boundary ring to achieve a BC2f condition (rather than an enhanced BC3) 
under external pressure is defined in D.5.3.4. 
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6.2.2.3 Actions and environmental influences 

(1) Actions should all be assumed to act at the shell middle surface. Eccentricities of load should be 
represented by static equivalent forces and moments at the shell middle surface. 

(2) Local actions and local patches of action should not be represented by equivalent uniform loads. 

(3) The modelling should account for whichever of the following are relevant: 

— residual stresses or deformations arising from the construction process; 

— local settlement under shell walls; 

— local settlement under discrete supports; 

— uniformity / non-uniformity of support of the structure; 

— thermal differentials from one side of the structure to the other; 

— thermal differentials from inside to outside of the structure; 

— wind effects on openings and penetrations; 

— interaction of wind effects on groups of structures; 

— connections to other structures; 

— conditions during erection. 

NOTE Significant residual forces can arise due to progressive construction processes (e.g. on rolled plate 
assemblies used in on-site construction).  

6.2.3 Types of analysis 

(1) The design should be based on one or more of the types of analysis given in Table 6.2. The 
conditions defined in 4.2 should be adopted when using each type of analysis. 
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Table 6.2 — Types of shell analysis 

Type of analysis Shell theory Material law Shell 
geometry 

Membrane theory of shells membrane equilibrium not 
applicable 

perfect 

Semi-membrane theory of 
shells 

linear circumferential 
bending, membrane shear 
and axial stretching 

linear  perfect  

Linear elastic shell analysis 
(LA) 

linear bending and 
stretching 

linear perfect 

Linear elastic bifurcation 
analysis (LBA) 

linear bending and 
stretching 

linear perfect 

Geometrically nonlinear elastic 
analysis (GNA) 

nonlinear linear perfect 

Materially nonlinear analysis 
(MNA) 

linear ideal elastic-
plastic  
(Esh < 10-3E) 

perfect 

Geometrically and materially 
nonlinear analysis (GMNA) 

nonlinear nonlinear perfect 

Geometrically nonlinear elastic 
analysis  with imperfections 
explicitly included (GNIA)  

nonlinear linear imperfect 

Geometrically and materially 
nonlinear analysis with 
imperfections explicitly 
included (GMNIA)  

nonlinear nonlinear imperfect 

6.3  Ultimate limit states to be considered 

6.3.1 LS1: Plastic failure 

(1) The limit state of the plastic failure should be taken as the condition in which the capacity of the 
structure to resist the actions on it is exhausted by plasticity in the material. 
NOTE The plastic failure resistance differs from the reference plastic resistance. The reference plastic 
resistance is strictly found as the plastic collapse load of the perfect structure obtained from a mechanism 
based on small displacement theory using an ideal elastic-plastic material law (MNA). 

(2) The limit state of tensile rupture should be taken as the condition in which the shell wall 
experiences gross section tensile failure, leading to separation of the two parts of the shell. 

(3) In the absence of fastener holes, verification at the limit state of tensile rupture may be assumed 
to be covered by the check for the plastic failure limit state. However, where holes for fasteners 
occur, a supplementary check in accordance with EN 1993-1-1 or EN 1993-1-8 should be carried 
out. 

(4) In verifying the plastic failure limit state, plastic or partially plastic behaviour of the structure 
may be assumed (i.e. elastic compatibility considerations may be neglected). 
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NOTE 1  Since the plastic failure limit state includes change of geometry, this limit state can also 
capture snap-through buckling, which can occur in the elastic state. The reference plastic resistance does not 
include changes of geometry, so this apparent anomaly does not occur.  

NOTE 2  The plastic failure limit state does not include considerations of bifurcation, so no checks for 
bifurcation are required when a GMNA analysis is used to assess the plastic failure limit state LS1. 

(5) All relevant load combinations should be accounted for when checking LS1. 

(6) One or more of the following methods of analysis (see 4.2) should be used for the calculation of 
the design stresses and stress resultants when checking LS1: 

— membrane theory; 

— formulae in Annexes A and B; 

— linear elastic analysis (LA); 

— materially nonlinear analysis (MNA); 

— geometrically and materially nonlinear analysis (GMNA).  

6.3.2 LS2: Cyclic plasticity 

(1) The limit state of cyclic plasticity should be taken as the condition in which repeated cycles of 
loading and unloading produce repeated yielding in tension and in compression at the same point, 
thus causing plastic work to be repeatedly done on the structure, eventually leading to local 
cracking by exhaustion of the energy absorption capacity of the material. 
NOTE  The stresses that are associated with this limit state develop under a combination of all actions and 
the compatibility conditions for the structure.  

(2) All variable actions (such as imposed loads and temperature variations) that can lead to 
yielding, and which might be applied with more than three cycles in the life of the structure, should 
be considered when checking LS2. 

(3) Where the number of cycles involving cyclic plasticity is greater than Ncp, the provisions of LS2 
should be used. 
NOTE The value of Ncp is taken as Ncp = 20, unless the National Annex gives a different value. 

(4) In the verification of this limit state, compatibility of the deformations under elastic or elastic-
plastic conditions should be considered. 

(5) One or more of the following methods of analysis (see 4.2) should be used for the calculation of 
the design stresses and stress resultants when checking LS2: 

— formulae in Annex C; 

— elastic analysis (LA or GNA); 

— MNA or GMNA to determine the plastic strain range.  

(6) Low cycle fatigue failure may be assumed to be prevented if the procedures set out in this 
standard are adopted. 
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6.3.3 LS3: Buckling 

(1) The limit state of buckling should be taken as the condition in which all or part of the structure 
suddenly develops large displacements normal to the shell surface, caused by loss of stability under 
compressive membrane or shear membrane stresses in the shell wall, leading to inability to sustain 
any increase in the stress resultants, and possibly causing total collapse of the structure. 

(2) One or more of the following methods of analysis (see 4.2) and buckling resistance assessment 
should be used for the calculation of the design stresses and stress resultants when checking LS3: 

— membrane theory for axisymmetric loading and global bending conditions only (for exceptions, 
see the relevant application parts EN 1993-3, EN 1993-4-1 and EN 1993-4-2; 

— formulae in Annexes A, D and E;  

— reference resistance design, where the formulae in Annex E refer to the specific geometry, 
loading and boundary conditions of the structure;  

— linear elastic analysis (LA), which is a minimum requirement for stress analysis under general 
loading conditions with formulae in Annex D  (except where the stress analysis of the load case 
is given in Annex A, or where the buckling condition is treated as a special case in Annex D); 

— linear elastic bifurcation analysis (LBA), which is required for shells under general loading 
conditions if the critical buckling resistance is to be used in an LBA-MNA assessment, or a 
GMNIA assessment; 

— materially nonlinear analysis (MNA), which is required for shells under general loading 
conditions if the true reference plastic resistance (rather than a lower bound estimate taken 
from an LA analysis) is to be used in an LBA-MNA assessment; 

— GMNIA, together with supporting MNA, LBA and GMNA analyses, and using appropriate 
imperfections and calculated calibration factors. 

(3) All relevant load combinations causing compressive membrane or shear membrane stresses in 
the shell should be accounted for when checking LS3. 

(4) Because the strength under limit state LS3 depends strongly on the quality of construction, the 
strength assessment should take account of the associated requirements for execution tolerances. 
For this purpose, three classes of geometrical tolerances, termed “fabrication quality classes” are 
given in 9. 
6.3.4 LS4: Fatigue 

(1) The limit state of high cycle fatigue should be taken as the condition in which repeated cycles of 
increasing and decreasing stress caused by variable actions lead to the development and 
propagation of a fatigue crack. 

(2) A fatigue verification according to Clause 10 and EN 1993-1-9 should be carried out for shell 
structures exposed to high cycle variable actions. However, this verification may be omitted 
provided that, in the design life of the structure according to the relevant action spectrum defined in 
EN 1991 and the appropriate application parts of EN 1993-3, the following two criteria are both 
met:  

— the design value of the peak von Mises equivalent surface stress at all points in the structure 
calculated using an LA analysis is less than flim; 

— no variable load is applied with more than Nf cycles.  
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NOTE The value of the peak stress flim is taken as 150 N/mm2 and Nf is taken as 10 000 unless the 
National Annex gives different values. 

(3) The appropriate method of analysis (see 4.2) among the following should be used for the 
calculation of the design stresses and stress resultants for use with the provisions of EN 1993-1-9 
when checking LS4: 

— analysis using membrane theory (beam theory) for long, thick-walled cylinders; 

— formulae in Annex C; 

— linear elastic analysis (LA); 

— nonlinear elastic analysis (GNA)  

— nonlinear imperfect elastic analysis (GNIA).  

(4) Additional stress concentration factors kf and kf,imp may be needed to account for eccentricities, 
imperfections and other global stress-raising effects that are not included in the analysis 
calculation and are not specifically addressed by the fatigue classes of EN 1993-1-9. Further 
information on the relationship between the choice of analysis method, the applicable stress 
concentration factors kf and kf,imp and the verification procedure of EN 1993-1-9 are given in 
Clause 10.  

(5) Where the number of cycles involved in the assessment is less than Nf, the provisions for LS2 
(Clause 8) should be adopted. 

6.4  Concepts for the limit state verifications 

6.4.1 General 

(1) The limit state verification should be carried out using one of the following: 

— stress design; 

— standard formulae; 

— computational analysis.  

(2) Account should be taken of the fact that elastic-plastic material responses induced by different 
stress components in the shell have different effects on the failure modes and the ultimate limit 
states. The stress components should therefore be placed in stress categories with different limits. 
Stresses that develop to meet equilibrium requirements should be treated as more significant than 
stresses that are induced by the compatibility of deformations normal to the shell. Local stresses 
caused by notch effects in construction details may be assumed to have a negligibly small influence 
on the resistance to static loading. 

(3) The categories distinguished in stress design should be primary, secondary and local stresses. 
Primary and secondary stress states may be replaced by stress resultants where appropriate. 

(4) When using a computational analysis, the primary and secondary stress states should be 
replaced by the limit load and the strain range for cyclic loading. 

(5) In general, it may be assumed that primary stress states control LS1, LS3 depends strongly on 
primary stress states but can be affected by yielding caused by secondary stress states, LS2 depends 
on the combination of primary and secondary stress states, and local surface stresses govern LS4. 
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7 Plastic failure Limit State (LS1)  

7.1  Design values of actions 

(1) The design values of the actions shall be based on the most adverse relevant load combination 
(including the relevant γF and ψ factors). 

(2) Only those actions that represent loads affecting the equilibrium of the structure need be 
included. 

7.2  Stress design 

7.2.1 Design values of stresses 

(1)  Although stress design is based on an elastic analysis and therefore cannot accurately 
predict the plastic failure limit state, it may be used, on the basis of the lower bound theorem, to 
provide a conservative assessment of the plastic collapse resistance which is used to represent the 
plastic failure limit state, see 6.1.1. 

(2) The Ilyushin yield criterion may be used, as detailed in (6), as it comes closer to the true plastic 
collapse state than a simple elastic surface stress evaluation. 

(3) At each point in the structure the design value of the von Mises equivalent stress σeq,Ed should be 
taken as the highest primary stress determined in a structural analysis that considers the laws of 
equilibrium between imposed design load and internal forces and moments. 

(4) The primary stress may be taken as the maximum value of the stresses required for equilibrium 
with the applied loads at a point or along an axisymmetric line in the shell structure.  

(5) Where a membrane theory analysis is used, or where a linear bending theory analysis (LA) is 
used subject to the conditions defined in (6), the resulting two-dimensional field of stress resultants 
nx,Ed, nθ,Ed and nxθ,Ed may be represented by the von Mises equivalent design stress  σeq,Ed obtained 
from: 

2 2 2
eq,Ed x,Ed θ,Ed x,Ed θ,Ed xθ,Ed

1 3n n n n n
t

σ = + − ⋅ +    (7.1) 

NOTE Where an LA or GNA analysis is used, it is possible that the computational tool will give only 
surface stresses. For each membrane stress component, the corresponding membrane stress resultant n can be 
found from the mean of the values on the two surfaces multiplied by the thickness at that location. The bending 
moment component can similarly be found from the difference between the two surface values (see 3.1.4.1 to 
3.1.4.4).  

(6) Where an LA or GNA analysis is used, the magnitude of the largest von Mises equivalent surface 
stress found using Formulae (7.2) to (7.5) should be evaluated and compared with the von Mises 
equivalent membrane stress found using Formula (7.1) at the same location from the same analysis.   

(7) Where the largest von Mises equivalent surface stress exceeds keq times the value from Formula 
(7.1), the von Mises equivalent stress should be taken as the value determined using Formulae (7.2) 
to (7.5). 

(8) The value of keq should be taken as keq = 3, unless a better value can be obtained by rational 
analysis relevant to the specific condition. 

2 2 2
eq,Ed x,Ed θ,Ed x,Ed θ,Ed xθ,Ed3σ σ σ σ σ τ= + − ⋅ +  (7.2) 

in which 

x,Ed x,Ed
x,Ed 2( / 4)

n m
t t

σ = ± ,  (7.3) 

Full document details: 23/30443611 DC

http://www.avadocuments.com/doc/23-30443611-dc
http://www.avadocuments.com/doc/23-30443611-dc


prEN 1993-1-6:2023 (E) 

 

47 

θ,Ed θ,Ed
θ,Ed 2( / 4)

n m
t t

σ = ±    (7.4) 

xθ,Ed xθ,Ed
xθ,Ed 2( / 4)

n m
t t

τ = ±     (7.5)  

NOTE Formulae (7.2) to (7.5) provide a simplified conservative equivalent stress for design purposes.  

7.2.2 Design values of resistance 

(1) The potential for failure by rupture under membrane stress components should be evaluated 
separately from that for failure by surface yielding. 

(2) The membrane components of the stresses should be evaluated using Formula (7.1). For this 
evaluated stress, the design value of the von Mises equivalent strength should be found as: 

eq,Rd u M2/f f γ=   (7.6)  

(3) Where Formulae (7.2) to (7.5) define the controlling conditions in the shell, the von Mises 
equivalent design strength should be taken instead: 

eq,Rd y M0/f f γ=   (7.7)  

(4) The partial factors for resistance γM0 and γM2 should be as defined in 4.4.  

(5) Where no application standard exists for the form of construction involved, or the application 
standard does not define the relevant values of γM0, the value of γM0 should be taken from Table 4.1. 

(6) Where the material has a nonlinear stress-strain curve, the value of the characteristic yield 
strength fyk should be taken as the 0,2% proof stress. 

(7) The resistance of bolted or riveted plates should be evaluated according to the provisions of EN 
1993-1-8. 

(8) The resistance of welded lap joints should be evaluated using the joint efficiency factor ji 
according to Figure 7.1 in which 1 2t t≥ with 1/t 5≥ . The joint efficiency factor ji should be 
determined as follows:  

— for a single-sided lap: 2 0,35j =  under tension and 2 0j =  under compression; 

— for a double-sided lap:  1 11,0   for   /t 15j = ≥   and  ( )1 1 11,25 1 3t /    for  5  /t 15j = − ≤ <  . 
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