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Introduction

This draft standard is based on national and international discussions. Y our comments on this draft are invited and will assist in
the preparation of the consegquent standard.

For international standards, comments will be reviewed by the relevant UK national committee before sending the consensus
UK vote and comments to the international committee, which will then decide appropriate action. If the international standard is
approved, it is usual for the text to be published as a British Standard.

For national standards, comments will be reviewed by the relevant UK national committee and the resulting standards published

as a British Standard.

UK Vote

Please indicate whether you consider the UK should submit a negative (with supporting technical reasons) or positive vote on
this draft. Pleaseindicate if you are aware of any reason why this draft standard should not be published as a British Standard.

Submission of Comments
- Annotated drafts are not acceptable and will beregjected.

- All comments should be submitted online at https.//standar dsdevelopment.bsigroup.com/. You will need to register in

order to comment.

Template for comments and secr etariat observations

Date; xx/xx/20xx

Document: 1SO/DIS xxxx

lan alternative cannot be supported
as serious problems have been
lencountered in its use in the UK.

1 2 ©) 4 5 (6) 7
MB | Clause No./ Subclause Paragraph/ Type of Commend (justification Proposed change by the MB Secretariat observations on
No./Annex (e.g. 3.1) Figure/Table/Note comment for change) by the MB each comment submitted
31 Definition 1 ed Definition is ambiguous and needs |Amend to read '...so that the mains
clarifying. connector to which no connection...’
6.4 Paragraph 2 te The use of the UV photometer as  [Delete reference to UV photometer.
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THIS DOCUMENT IS A DRAFT CIRCULATED
FOR COMMENT AND APPROVAL. IT IS
THEREFORE SUBJECT TO CHANGE AND MAY
NOT BE REFERRED TO AS AN INTERNATIONAL
STANDARD UNTIL PUBLISHED AS SUCH.

IN ADDITION TO THEIR EVALUATION AS
BEING ACCEPTABLE FOR INDUSTRIAL,
TECHNOLOGICAL, COMMERCIAL AND
USER PURPOSES, DRAFT INTERNATIONAL
STANDARDS MAY ON OCCASION HAVE TO
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WHICH REFERENCE MAY BE MADE IN
NATIONAL REGULATIONS.
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NOTIFICATION OF ANY RELEVANT PATENT
RIGHTS OF WHICH THEY ARE AWARE AND TO
PROVIDE SUPPORTING DOCUMENTATION.
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Foreword

ISO (the International Organization for Standardization) is a worldwide federation of national standards
bodies (ISO member bodies). The work of preparing International Standards is normally carried out
through ISO technical committees. Each member body interested in a subject for which a technical
committee has been established has the right to be represented on that committee. International
organizations, governmental and non-governmental, in liaison with ISO, also take part in the work.
ISO collaborates closely with the International Electrotechnical Commission (IEC) on all matters of
electrotechnical standardization.

Attention is drawn to the possibility that some of the elements of this document may be the subject of
patent rights. ISO shall not be held responsible for identifying any or all such patent rights. Details of
any patent rights identified during the development of the document will be in the Introduction and/or
on the ISO list of patent declarations received (see www.iso.org/patents).

Attention is drawn to the possibility that some of the elements of this document may be the subject of
patent rights. ISO shall not be held responsible for identifying any or all such patent rights. Details of
any patent rights identified during the development of the document will be in the Introduction and/or
on the ISO list of patent declarations received (see www.iso.org/patents).

Any trade name used in this document is information given for the convenience of users and does not
constitute an endorsement.

Foranexplanationonthemeaning of ISO specifictermsand expressionsrelated to conformityassessment,
as well as information about ISO's adherence to the World Trade Organization (WTO) principles in the
Technical Barriers to Trade (TBT) see the following URL: www.iso.org/iso/foreword.html.

The committee responsible for this document is Technical Committee ISO/TC 213, Dimensional and
geometrical product specifications and verification.

This second edition cancels and replaces the first edition (ISO 25178-604:2013), which has been
technically revised.

Alist of all parts in the [[SO 25178 series can be found on the ISO website.
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Introduction

This document is a geometrical product specification (GPS) standard and is to be regarded as a general
GPS standard (see ISO 14638). It influences chain link F of the chains of standards on profile and areal
surface texture.

The ISO GPS matrix model given in ISO 14638 gives an overview of the ISO GPS system of which this
document is a part. The fundamental rules of ISO GPS given in ISO 8015 apply to this document and
the default decision rules given in ISO 14253-1 apply to the specifications made in accordance with this
document, unless otherwise indicated.

For more detailed information of the relation of this document to other standards and the GPS matrix
model, see Annex C.

This document includes normative terms and definitions relevant to the coherence scanning
interferometry (CSI) method for the measurement of areal surface topography. The informative
Annex A briefly summarizes CSI instruments and methods to clarify the normative definitions and to
provide a foundation for informative Annex B, which describes common sources of uncertainty and
their relation to the metrological characteristics of CSI.

NOTE Portions of this document, particularly the informative sections, describe patented systems and
methods. This information is provided only to assist users in understanding the operating principles of coherence
scanning interferometric microscopy. This document is not intended to establish priority for any intellectual
property, nor does it imply a license to proprietary technologies described herein.
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DRAFT INTERNATIONAL STANDARD ISO/DIS 25178-604:2023(E)

Geometrical product specifications (GPS) — Surface
texture: Areal —

Part 604:
Design and characteristics of non-contact (coherence
scanning interferometry) instruments

1 Scope

This document describes the design and metrological characteristics of coherence scanning
interferometry systems for areal measurement of surface topography. Because surface profiles can be
extracted from surface topography data, the methods described in this document can be applied to
profiling measurements as well.

2 Normative references

The following documents are referred to in the text in such a way that some or all of their content
constitutes requirements of this document. For dated references, only the edition cited applies. For
undated references, the latest edition of the referenced document (including any amendments) applies.

[SO 25178-600:2019, Geometrical product specifications (GPS) — Surface texture: Areal — Part 600:
Metrological characteristics for areal topography measuring methods

3 Terms and definitions

For the purposes of this document, the terms and definitions given in [SO 25178-600 and the following
apply.

ISO and IEC maintain terminological databases for use in standardization at the following addresses:

— ISO Online browsing platform: available at https://www.iso.org/obp

— IEC Electropedia: available at https://www.electropedia.org/

31

coherence scanning interferometry

CSI

surface topography measurement method wherein the localization of interference fringes during a scan
of optical path length provides a means to determine a surface topography map

[SOURCE: ISO 25178-6:2010, 3.3.5]

Note 1 to entry: The optical path length difference is the difference in optical path length, including the
effect of geometry and refractive index, between the measurement and reference paths of an interferometer
(ISO 10934-1:2020, 3.1.83).

Note 2 to entry: CSI uses a broad illumination spectral bandwidth, the illumination geometry, or both, to localize
the interference fringes.

Note 3 to entry: CSI uses either fringe localization alone or in combination with interference phase evaluation,
depending on the surface type, desired surface topography repeatability and software capabilities.
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Note 4 to entry: Table 1 provides a list of alternative terms for CSI that are in part within the scope of this

document.
Table 1 — Summary of common alternative terms for CSI
Term Bibliography
Coherence probe microscopy
Coherence radar [9-14]
Coherence correlation interferometry
White light interferometry
White light scanning interferometry [15-17]
Scanning white light interferometry
Vertical scanning interferometry
[18,19]
Height scanning interferometry
Full-field optical coherence tomography [20]
3.2
coherence scanning interferometry scan
CSI scan

mechanical or optical scan which varies the optical length of either the reference path or measurement
path to vary the optical path difference.

Note 1 to entry: The imaging optics is nominally parallel to the axial scan axis of the microscope.

Note 2 to entry: A CSI signal can correspond to a sequence of electronic camera detections of intensity values
during a CSI scan (see Annex A).

Note 3 to entry: In CSI, the most common (but not exclusive) scanning means is a physical adjustment of the path
length of an interferometer (ISO/TR 14999-2:2019), which shall be pre-adjusted such that the peak CSI signal
modulation amplitude coincides with the position of best focus.

Note 4 to entry: Mechanical means for performing the CSI scan can be motorized or piezo-electrically driven
stages or others, depending on the instrument design, the linearity and consistency of the CSI scan, or the desired
maximum CSI scan length.

3.3

coherence scanning interferometry signal

CSI signal

intensity data recorded for an individual image point or camera pixel as a function of CSI scan (3.2)
position

Note 1 to entry: The CSI signal is sometimes referred to as the correlogram or the white light interferometry
signal.

Note 2 to entry: See Figure 1 for a simulated example CSI signal for an equivalent wavelength (3.12) of 450 nm and
a measurement optical bandwidth of 110 nm at full width half maximum ([SO 25178-600:2019, 3.3.2) and a low

illumination numerical aperture (ISO 10934:2020, 3.1.10.4; [SO 25178-600:2019, 3.3.6).
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