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Introduction
This draft standard is based on national and international discussions. Y our comments on this draft are invited and will assist in
the preparation of the consegquent standard.

For international standards, comments will be reviewed by the relevant UK national committee before sending the consensus
UK vote and comments to the international committee, which will then decide appropriate action. If the international standard is
approved, it is usual for the text to be published as a British Standard.

For national standards, comments will be reviewed by the relevant UK national committee and the resulting standards published
as a British Standard.

UK Vote
Please indicate whether you consider the UK should submit a negative (with supporting technical reasons) or positive vote on
this draft. Pleaseindicate if you are aware of any reason why this draft standard should not be published as a British Standard.

Submission of Comments
Annotated drafts are not acceptable and will beregjected.

Template for comments and secr etariat observations

All comments should be submitted online at https.//standar dsdevelopment.bsigroup.com/. You will need to register in

order to comment.

Date; xx/xx/20xx

Document: 1SO/DIS xxxx

an alternative cannot be supported
as serious problems have been
lencountered in its use in the UK.

1 2 3 4 5 (6) 7
MB | Clause No./ Subclause| Paragraph/Figure/ Type of Commend (justification Proposed change by the MB Secretariat observations on
No./Annex (e.g. 3.1) Table/Note comment for change) by theMB each comment submitted
31 Definition 1 ed Definition is ambiguous and needs [JAmend to read '...so that the mains
clarifying. connector to which no connection...'
6.4 Paragraph 2 te The use of the UV photometer as  ||[Delete reference to UV photometer.

Full document details: 23/30465160 DC

Documents

Document Sharing Hub


http://www.avadocuments.com/doc/23-30465160-dc
http://www.avadocuments.com/doc/23-30465160-dc

48B/3024/CD

COMMITTEE DRAFT (CD)
PROJECT NUMBER:
IEC 61076-2-118 ED1

DATE OF CIRCULATION: CLOSING DATE FOR COMMENTS:
2023-02-03 2023-04-28

SUPERSEDES DOCUMENTS:
48B/2969/NP, 48B/2998/RVN

IEC SC 48B : ELECTRICAL CONNECTORS

SECRETARIAT: SECRETARY:

United States of America Mr Jeffrey Toran

OF INTEREST TO THE FOLLOWING COMMITTEES: PROPOSED HORIZONTAL STANDARD:
SC 46C,SC 65C,ISO/IEC JTC 1/SC 25 O

Other TC/SCs are requested to indicate their interest, if
any, in this CD to the secretary.

FUNCTIONS CONCERNED:
O EMC [J ENVIRONMENT [J QUALITY ASSURANCE [ SAFETY

This document is still under study and subject to change. It should not be used for reference purposes.
Recipients of this document are invited to submit, with their comments, notification of
. any relevant patent rights of which they are aware and to provide supporting documentation,

. any local regulations or technical reasons that may exist and should be considered should this proposal proceed,
recognizing that failure to address such requirements could result in the need for new or existing “in some countries”
clauses. See AC/22/2007.

TITLE:

Circular connectors — Detail specification for free and fixed connectors with bayonet-locking
size B12, B17, B23 and B40, for power, signal and data transmission

NOTE FROM TC/SC OFFICERS:

Note the slightly revised title.

Copyright © 2023 International Electrotechnical Commission, IEC. All rights reserved. It is permitted to download this

electronic file, to make a copy and to print out the content for the sole purpose of preparing National Lommittee positions.
You may not copy or "mirror" the file or printed version of the document, or any part of it, for any 0@“]@%&“&5

ermission in writing from IEC. i
P g Document Sharing Hub

Full document details: 23/30465160 DC


http://www.avadocuments.com/doc/23-30465160-dc
http://www.avadocuments.com/doc/23-30465160-dc

IEC CD 61076-2-118 ED1 © IEC 2023 -2- 48B/3024/CD

1 CONTENTS

2

3 O T LT @ 1 S 7
4 LN I 75 10 L@ 1 ] S 9
5 1 RS o0 o = PP 11
6 2 NOIMAtIVE FEFEIENCES .. e e 12
7 3 Terms and definitioNS ... 15
8 4 Technical iInformation ... 16
9 4.1 SYSTEMS Of [EVEIS ... 16
10 4.1.1 Performance 1EVEIS ... 16
1 4.1.2 Compatibility levels, according to IEC 61076-1 .........ccooviiiiiiiiiiiieieceeeeene 16
12 4.2 Classification into climatic categories. ..o 16
13 4.3 Current-Carrying CapaCity .....ccuu i 16
14 4.4 TYPE AeSIGNaAtiON .o 20
15 4.5 1Y =T T e T PPN 21
16 4.6 SaAfElY @S PECES e 21
17 5 Dimensional information ... 21
18 5.1 =Y a1 Y N 21
19 5.2 Survey of styles and variants ... ..o 21
20 5.2.1 GBIl L. 21
21 5.2.2 TerMINAtIONS . ..t 21
22 523 FiXed CONNECIOIS ..ouieii e 21
23 5.2.4 Fre@ CONNECIONS. .. e e 27
24 5.3 INterface diMENSIONS .. .o e 35
25 5.3.1 Interface dimensions — B2 ... 35
26 5.3.2 Interface dimensions — BT ... 43
27 5.3.3 Interface dimensions — B23 ... 62
28 5.3.4 Interface dimensions — B40 ..o 75
29 5.3.5 Interface dimensions — trapezoidal data core ..o 83
30 5.3.6 Engagement (mating) direction ............ooooiiiii i, 88
31 5.4 LC = 10 [ 1= PPN 92
32 B CharaCteriStiCS i 93
33 6.1 GBI AL e s 93
34 6.2 Contact assignment and other definitions.............cooiiiiiiii i 93
35 6.3 Classification into climatic categories........coooiiiii i, 93
36 6.4 Electrical characteristiCs ..., 94
37 6.4.1 VO AGE PrOO . e 94
38 6.4.2 Rated impulse voltage — Pollution degree ..........coooviiiiiiiiiiiie, 95
39 6.4.3 CUrrent-Carrying CapaCity......ceu i 96
40 6.4.4 Contact and shield resistanCe .........c.ccoiiiiiii 96
41 6.4.5 INSUIAtioON FESISTANCE ... ..o 96
42 6.5 Mechanical characteristics ....... ..o 96
43 6.5.1 Mechanical Operations ... ..o 96
44 6.5.2 Effectiveness of connector coupling deviCe.........cooiiiiiiiiii i, 97
45 6.5.3 Insertion and withdrawal forces ..o 97
46 6.5.4 Polarization and coding method...............ooi i Docur‘aﬁents

Document Sharing Hub

Full document details: 23/30465160 DC


http://www.avadocuments.com/doc/23-30465160-dc
http://www.avadocuments.com/doc/23-30465160-dc

47
48
49
50
51
52
53
54
55
56
57
58
59
60
61
62
63
64
65
66

67

68
69

70
71

72
73

74
75

76
77

78
79

80
81
82
83
84

85
86

87
88
89
90
91

92
93

94

IEC CD 61076-2-118 ED1 © IEC 2023 -3- 48B/3024/CD
6.6 Other CharaCteriStiCS ... e e 99
6.6.1 Vibration (SiNUSOIAal) ... ....couiiii 99
6.6.2 SO CK ettt 99
6.6.3 Degree of protection provided by enclosures (IP code) ........coccovviiiiiiiinnnns. 99
6.6.4 Lock- and unloCK tOrquUE ........oeiii e 99

T TeSt SChEAUIE ... e 100
71 LT o =T = | PN 100
7.1.1 L@ Y=Y YN 100
7.1.2 CliIMatic Cat@gOry ..uie i 100
7.1.3 Arrangement for contact resistance measurements...............cocceeiiiiiiiiiiinnnn. 100
7.1.4 Arrangement for dynamic stress tests (vibration) ...........c..cooi 102
7.1.5 Wiring Of SPECIMENS ...ouiiii e 103

7.2 Test SCheAUIE ... 103
7.2.1 Test group P — Preliminary ... 103
7.2.2 Test group AP — Dynamic / ClimatiC.........cccoiiiiiiiiii e, 104
7.2.3 Test group BP — Mechanical endurance..........ccocoviiiiiiiiiiiiniee 107
7.2.4 Test group CP — Electrical 10ad ...........ooviiiiiiii e, 109
7.2.5 Test group DP — Connection method tests..........ccocooiiiiiiii i, 110
7.2.6 Test group EP — Signal integrity requirements ..., 110
Annex A (informative) Decentralized Application...........cccoooiiiiiiiii e 111

Figure 1 — Fixed connector, with wire ends, male power contacts, male data contacts,

with bayonet locking notch, single hole front mounting, keyway orientation........................... 22
Figure 2 — Fixed connector, with wire ends, male power contacts, male data contacts,

with bayonet locking notch, single hole front mounting, keyway orientation........................... 22
Figure 3 — Fixed connector, with wire ends, male power contacts, male data contacts,

with bayonet locking notch, single hole rear mounting, keyway orientation............................ 23
Figure 4 — Fixed connector, with wire ends, female power contacts, female data

contacts, with bayonet locking notch, square flange front mounting ... 24
Figure 5 — Fixed connector, with wire ends, female power contacts, female data

contacts, with bayonet locking notch, single hole front mounting, keyway orientation............. 25
Figure 6 — Fixed connector, with wire ends, female power contacts, female data

contacts, with bayonet locking notch, single hole rear mounting, keyway orientation............. 26
Figure 7 — Rewirable connector, male, straight version, with bayonet locking nut.................. 27
Figure 8 — Rewirable connector, male, angled version, with bayonet locking nut................... 28
Figure 9 — Non-rewirable connector, male, straight version, with bayonet locking nut............ 29
Figure 10 — Non-rewirable connector, male, angled version, with bayonet locking nut........... 29
Figure 11 — Rewirable connector, male, straight version, with bayonet locking notch ............ 30
Figure 12 — Non-rewirable connector, male, straight version, with bayonet locking

Lo (o3 o T PP 31
Figure 13 — Rewirable connector, female, straight version, with bayonet locking nut............. 31
Figure 14 — Rewirable connector, female, angled version, with bayonet locking nut............... 32
Figure 15 — Non-rewirable connector, female, straight version, with bayonet locking nut....... 32
Figure 16 — Non-rewirable connector, female, angled version, with bayonet locking nut........ 33
Figure 17 — Rewirable connector, female, straight version, with bayonet locking notch ......... 34
Figure 18 — Non-rewirable connector, female, straight version, with bayonet locking

T T (e o T 34
Figure 19 — Dimensions of contact positioning of type B1201011............... 00! D OCUBBEMS

Document Sharing Hub

Full document details: 23/30465160 DC


http://www.avadocuments.com/doc/23-30465160-dc
http://www.avadocuments.com/doc/23-30465160-dc

95

96
97

98

99
100
101
102
103
104
105
106
107

108
109

110
111
112
113

114
115

116
117

118
119

120
121
122
123
124
125
126
127
128
129
130
131
132
133
134
135
136
137
138

IEC CD 61076-2-118 ED1 © IEC 2023 -4 - 48B/3024/CD

Figure 20 — Dimensions of contact positioning of type B1201012.........coiiiiiiiiiiiiiiiiiee, 37
Figure 21 Dimension of B12 Bayonet Locking (2 bayonet grooves) Length dimensions

are projected dimensions (developed VIEW)... ... 40
Figure 22 — Dimensions of contact positioning of type B1702011 .......ccoiiiiiiiiiiiiieens 43
Figure 23 — Dimensions of contact positioning of type B1702012 ..........ccooiiiiiiiiiiiee, 44
Figure 24 — Dimensions of contact positioning of type B1703011 ........cocoiiiiiiiiiiiiee, 46
Figure 25 — Dimensions of contact positioning of type B1703012 ........coiiiiiiiiiiiiiiiieeens 47
Figure 26 — Dimensions of contact positioning of type B1704011 ..o 49
Figure 27— Dimensions of contact positioning of type B1704012 .........cccooiiiiiiiiiiiiieeeeen, 50
Figure 28 — Dimensions of contact positioning of type B1705011 .........ccoiviiiiiiiiiiiiiiee, 52
Figure 29 — Dimensions of contact positioning of type B1705012..........ccooviiiiiiiiiiiiiieenn, 53
Figure 30 — Dimension of contact positioning of type B1706211.........ccooiiiiiiiiiiieeeee, 55
Figure 31 — Dimensions of contact positioning of type B1706212...........ccccoiiiiiiiiiiiieen, 56
Figure 32 Dimension of B17 Bayonet Locking (2 bayonet grooves) Length dimensions

are projected dimensions (developed VIEW)... ... 59
Figure 33 — Dimensions of contact positioning of type B2307011 .......coiiiiiiiiiiiiiiieeen, 63
Figure 34 — Dimensions of contact positioning of type B2307012 ........cccoiiiiiiiiiiiiiee, 64
Figure 35 — Dimension of contact positioning of type B2308111.......cciiiiiiiiiiiie e, 68
Figure 36 — Dimensions of contact positioning of type B2308112 ........ccoiiiiiiiiiiiiiiiiens 68
Figure 37 Dimension of B23 Bayonet Locking (2 bayonet grooves) Length dimensions

are projected dimensions (developed VIEW)... ... 72
Figure 38 — Dimensions of contact positioning of type B4009011 ..........ccooiiiiiiiii i, 76
Figure 39 — Dimensions of contact positioning of type B4009012..........ccooiiiiiiiiiiieen, 76
Figure 40 Dimension of B40 Bayonet Locking (3 bayonet grooves) Length dimensions

are projected dimensions (developed VIEW)... ... 79
Figure 41 Dimensions of contact positioning and Cross section data core................cc.ceeenee. 83
Figure 42 — Area for electrical contact of shielding............ccooiiiiiiii e, 84
Figure 43 Dimensions of contact positioning and Cross section data core...........c...ccociieenees 86
Figure 44 — Area for electrical contact of shielding..........c.oooiii 86
Figure 45 — Engagement (mating) information..............coooiiiiiiiiii 88
Figure 46 — Gauge diMeNSION ......o.iiiiiiiei e e e e e e e e e e 92
Figure 47 — Contact resistance arrangement...... ... 101
Figure 48 — Dynamic stress test arrangement ... 102
Figure A.1 — Sketch of decentralized application systems ...........ccoooviiiiiii i 111
Table 1 — Ratings of connector part POWET .. ... 16
Table 2 — Ratings of connector part signal ..o 17
Table 3 — Ratings of connector part data ...........coiiiiiii i 17
Table 4 — Combination possibilities of power, signal and data..................ccoooiiiiiiiinnn, 18
Table 5 — Type desSignation .. ... 20
Table 6 — Styles of fixed CONNECIONS ... 21
Table 7 — DIimensions Of style DM ... ..o e 22
Table 8 — Dimensions of style EM ... 23
Table 9 — Dimensions of style FM ... Docu’?ﬁents

Document Sharing Hub

Full document details: 23/30465160 DC


http://www.avadocuments.com/doc/23-30465160-dc
http://www.avadocuments.com/doc/23-30465160-dc

IEC CD 61076-2-118 ED1 © IEC 2023 -5- 48B/3024/CD

139 Table 10 — DIimensions Of Style DF ... e 24
140  Table 11 — Dimensions of style EF ... 25
141 Table 12 — DIMensions of Style FF ... 26
142 Table 13 — Styles Of fre@ CONNECIOIS .....iviiii e 27
143 Table 14 — Dimensions of Style GM ... 28
144  Table 15 — Dimensions of style HM ... 28
145  Table 16 — Dimensions of style M ... 29
146 Table 17 — DIimensions Of Style M ... e 30
147 Table 18 — DIimensions Of style KM . ... e 30
148 Table 19 — Dimensions of Style LM ... 31
149  Table 20 — Dimensions of style GF ... 31
150  Table 21 — Dimensions of Style H......oooiiii e 32
151 Table 22 — DIimensions Of Style IF ... e 33
152 Table 23 — Dimensions Of Style JF ... 33
153  Table 24 — Dimensions of style KF ... 34
154 Table 25 — DIimensions Of Style LF ... e 34
155  Table 26 — Dimensions of contact positioning of type B120100000 .........cociiiiiiiiiiieeeenes 38
156 Table 27 — Types of B12 combined with D1 as application A..........o i, 39
157 Table 28 — Types of B12 combined with D1 as application B............coo i, 39
158 Table 29 Dimensions of B12 Bayonet LOCKING..........coouiiiiiiiiii e 40
159 Table 30 — Mechanical CoOdiNgs B2 .. ... e e 41
160  Table 31 — Dimensions of B12 CodiNgS. .. ... 42
161 Table 32 — Dimensions of contact positioning of type B170200000 ........c.cooeiiiiiiiiiiiiiieee, 45
162  Table 33 — Dimensions of contact positioning of type B170300000 .........ccciiiiiiiiiiiiiieeeens 48
163  Table 34 — Dimensions of contact positioning of type B170400000 ...........cooiiiiiiiiiiiiiieeeenes 51
164  Table 35 — Dimensions of contact positioning of type B170500000 ..o, 54
165  Table 36 — Dimensions of contact positioning of type B170620000 ..........cooeiiiiiiiiiiinien, 57
166 Table 37 — Types of B17 combined with D1 as application A...........oooiiiiiiii, 58
167 Table 38 — Types of B17 combined with D1 as application B............c.ooiiiiiiiii, 58
168  Table 39 Dimensions of B17 Bayonet LOCKING.........ooouiiiiii e 59
169  Table 40 Mechanical Codings BT ... e 60
170 Table 41 — Dimensions of mechanical codings B17 ........couiiiiiiiiiiiiie e 61
171 Table 42— Dimensions of contact positioning of type B2307011 and B2307012..................... 65
172 Table 43 — Dimensions of contact positioning of type B230810000 ........ccoviiiiiiiiiiiiiee, 69
173 Table 44 — Types of B23 combined with D1 as application A...........ooiiiiiiii e, 71
174 Table 45 — Types of B23 combined with D1 as application B............ccooiiiiiiiiii, 71
175  Table 46 Dimensions of B23 Bayonet LOCKING.........oiiuiiiiiii e 72
176 Table 47 Mechanical codings B23 ... ... 73
177 Table 48 Dimeniosn of mechanical codings B23 ... 74
178  Table 49 — Dimensions of contact positioning of type B40090OIO ...........coiviiiiiiiiiiiiiieeeens 77
179  Table 50 — Types of B40 combined with D1 as application A.......ooi e 78
180  Table 51 — Types of B40 combined with D1 as application B..........cooooiiiii i 78
181 Table 52 Dimensions of B40 Bayonet LocKing..........cooeeiiiiiiiiiiiiieee Doeuments

Document Sharing Hub

Full document details: 23/30465160 DC


http://www.avadocuments.com/doc/23-30465160-dc
http://www.avadocuments.com/doc/23-30465160-dc

IEC CD 61076-2-118 ED1 © IEC 2023 -6 - 48B/3024/CD

182 Table 53 Mechanical codings B0 ... ... 80
183  Table 54 Dimensions mechanical codings B40 ..o 82
184  Table 55 — Dimensions of contact positioning ........cocoiiiii 85
185 Table 56 — Connectors dimensions in mated and locked position..............cccooiiiiiiinnn. 88
186  TADIE 57 — GaAUGES ouitiiiiiiiie ettt 92
187  Table 58 — ClimatiC Category ... ... 93
188  Table 59 — Voltage Proof. ... 94
189 Table 60 — Rated impulse voltage and pollution degree ..........coooiiiiiiiiiii e 95
190 Table 61 — Number of cycles of mechanical operations.............coooiiiiiiiiiiici e, 96
191 Table B2 — Min fOrCe ..o e 97
192 Table 63 — Insertion and withdrawal forces ... 97
193 Table 64 — INSEIrtioN fOrCe ... 98
L R 1= Yo =T 1 R N o o 99
195  Table 66 — Number of test specimens and contacts ... 100
196 Table 67 — TeSt GroUPD P .o 103
197 Table B8 — Test GroUD AP oo 104
198 Table 69 — Test groUD B P ... e 107
199  Table 70 — TeSt GroUP CP ...t 109
200  Table 71 — Test GroUP GP ... e 110
201 Table 72 — Test groUp E P .o a s 110
202

203

Documents

Document Sharing Hub

Full document details: 23/30465160 DC


http://www.avadocuments.com/doc/23-30465160-dc
http://www.avadocuments.com/doc/23-30465160-dc

IEC CD 61076-2-118 ED1 © IEC 2023 -7 - 48B/3024/CD

204 INTERNATIONAL ELECTROTECHNICAL COMMISSION

205

206

207 CONNECTORS FOR ELECTRICAL AND ELECTRONIC EQUIPMENT -

208 PRODUCT REQUIREMENTS -

209

210 Part 2-118: Circular connectors — Detail specification for free and fixed
211 connectors with bayonet-locking size B12, B17, B23 and B40, for power,
212 signal and data transmission

213

214

215 FOREWORD

216 1) The International Electrotechnical Commission (IEC) is a worldwide organization for standardization comprising
217 all national electrotechnical committees (IEC National Committees). The object of IEC is to promote international
218 co-operation on all questions concerning standardization in the electrical and electronic fields. To this end and
219 in addition to other activities, IEC publishes International Standards, Technical Specifications, Technical Reports,
220 Publicly Available Specifications (PAS) and Guides (hereafter referred to as “IEC Publication(s)”). Their
221 preparation is entrusted to technical committees; any IEC National Committee interested in the subject dealt with
222 may participate in this preparatory work. International, governmental and non-governmental organizations liaising
223 with the IEC also participate in this preparation. IEC collaborates closely with the International Organization for
224 Standardization (ISO) in accordance with conditions determined by agreement between the two organizations.
225 2) The formal decisions or agreements of IEC on technical matters express, as nearly as possible, an international
226 consensus of opinion on the relevant subjects since each technical committee has representation from all
227 interested IEC National Committees.

228 3) IEC Publications have the form of recommendations for international use and are accepted by IEC National
229 Committees in that sense. While all reasonable efforts are made to ensure that the technical content of IEC
230 Publications is accurate, IEC cannot be held responsible for the way in which they are used or for any
231 misinterpretation by any end user.

232 4) In order to promote international uniformity, IEC National Committees undertake to apply IEC Publications
233 transparently to the maximum extent possible in their national and regional publications. Any divergence between
234 any IEC Publication and the corresponding national or regional publication shall be clearly indicated in the latter.
235 5) IEC itself does not provide any attestation of conformity. Independent certification bodies provide conformity
236 assessment services and, in some areas, access to IEC marks of conformity. IEC is not responsible for any
237 services carried out by independent certification bodies.

238 6) All users should ensure that they have the latest edition of this publication.

239 7) No liability shall attach to IEC or its directors, employees, servants or agents including individual experts and
240 members of its technical committees and IEC National Committees for any personal injury, property damage or
241 other damage of any nature whatsoever, whether direct or indirect, or for costs (including legal fees) and
242 expenses arising out of the publication, use of, or reliance upon, this IEC Publication or any other IEC
243 Publications.

244 8) Attention is drawn to the Normative references cited in this publication. Use of the referenced publications is
245 indispensable for the correct application of this publication.

246 9) Attention is drawn to the possibility that some of the elements of this IEC Publication may be the subject of patent
247 rights. IEC shall not be held responsible for identifying any or all such patent rights.

248 IEC 61076-2-118 has been prepared by subcommittee 48B: Electrical connectors, of IEC
249  technical committee 48: Electrical connectors and mechanical structures for electrical and
250 electronic equipment. It is an International Standard.

251 The text of this International Standard is based on the following documents:

Draft Report on voting

48B/2969/ NP 48B/2969/PNW

252
253 Full information on the voting for its approval can be found in the report on voting indicated in
254 the above table.

255  The language used for the development of this International Standard is Enalish. Documents
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256 This document was drafted in accordance with ISO/IEC Directives, Part 2, and developed in
257 accordance with ISO/IEC Directives, Part 1 and ISO/IEC Directives, IEC Supplement, available
258 at www.iec.ch/members_experts/refdocs. The main document types developed by IEC are
259  described in greater detail at www.iec.ch/publications.

260 The committee has decided that the contents of this document will remain unchanged until the
261 stability date indicated on the IEC website under webstore.iec.ch in the data related to the
262 specific document. At this date, the document will be

263 e reconfirmed,

264 e withdrawn,

265 e replaced by a revised edition, or

266 e amended.

267
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268 INTRODUCTION

269

IEC SC 48B — Electrical connectors IEC 61076-2-118 ED1

Specification available from:
IEC General secretariat
or from the addresses shown on the inside cover.

DETAIL SPECIFICATION in accordance with IEC 61076-1

Circular connectors
With bayonet-locking

Size B12, B17, B23 and B40,
for power, signal and data
transmission

Male (power and signal) +
male (data) and female
(power and signal) + female
(data) connectors

Male (power and signal) +
\ | female (data) and female
(power and signal) + male
(data) connectors

Male and female contacts

Shielded and unshielded

Rewirable

Non-rewirable

Free cable connectors

Straight and angled
connectors

Fixed connectors

Flange mounting

Single hole mounting

270 Documents
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271 The International Electrotechnical Commission (IEC) draws attention to the fact that it is claimed
272 that compliance with this document may involve the use of a patent. IEC takes no position
273 concerning the evidence, validity, and scope of this patent right.

274 The holder of this patent right has assured IEC that s/he is willing to negotiate licences under
275 reasonable and non-discriminatory terms and conditions with applicants throughout the world.
276 In this respect, the statement of the holder of this patent right is registered with IEC. Information
277 may be obtained from the patent database available at patents.iec.ch/.

278 Attention is drawn to the possibility that some of the elements of this document may be the
279 subject of patent rights other than those in the patent database. IEC shall not be held
280 responsible for identifying any or all such patent rights.

281

282

Documents

Document Sharing Hub

Full document details: 23/30465160 DC


https://patents.iec.ch/
http://www.avadocuments.com/doc/23-30465160-dc
http://www.avadocuments.com/doc/23-30465160-dc

IEC CD 61076-2-118 ED1 © IEC 2023 -1 - 48B/3024/CD

283 CONNECTORS FOR ELECTRICAL AND ELECTRONIC EQUIPMENT -
284 PRODUCT REQUIREMENTS -

285

286 Part 2-118: Circular connectors —

287 Detail specification for free and fixed connectors with bayonet-locking
288 size B12, B17, B23 and B40, for power, signal and data transmission
289

290

291 1 Scope

292  This part of IEC 61076 specifies circular connectors with size B12, B17, B23 and B40 with
293 bayonet-locking, typically used for power, signal and data transmissions in industrial
294 applications. These connectors consist of fixed and free connectors either rewirable or non-
295 rewirable.

296 Power contacts of male connectors are round contacts with @ 1 mm, & 1.5 mm, & 1.8 mm,
297 @ 2.25 mm and @ 6 mm, with current ratings up to 64 A and rated voltage of 50 V, 300 V or
298 600 V AC/DC. Power contact groups are identified throughout this standard as “P” and a
299 consecutive number.

300  Signal contacts of male connectors are round contacts with @ 1 mm and & 1.8 mm, with current
301 ratings up to 20 A and rated voltage of 50 V AC/DC. Signal contact groups are identified
302  throughout this standard as “S” and a consecutive number.

303 Data contacts of male connectors have round contacts with @ 0,8 mm, with current ratings up
304 to 4 A and rated voltage of 50 V AC/DC. Data transmission performance is for Category 5 up to
305 100 MHz. Data core is identified throughout this standard as “D” and a consecutive number.

306 Connectors can be identified data core (D) and complementing power (P) and signal (S) groups
307  and optionally by number of poles, hence by the function provided for field applications.

308 These connectors are designated for two main target applications, which differ as follows:

309 e Application A is for data transmission with power over data contacts

310 e Application B is for data transmission without power over data contacts

311 Connectors with power, signal and data contacts of the same gender are intended to transmit
312 data with power (Application A), while connectors with data contacts without same gender of
313 power and signal contacts are intended to transmit power through the data contacts (Application
314  B).

315 The codings provided by this standard prevent the mating to any other connector with similarly
316 sized interfaces covered by this standard.

317 NOTE 1: 12, 17, 23, 40 are the approximate dimensions in millimetres of the contact carrier diameter of these circular
318 connectors.
%;8 NOTE 2: See Annex A for an overview decentralized application systems
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321

322 2 Normative references

323 The following documents are referred to in the text in such a way that some or all of their content
324 constitutes requirements of this document. For dated references, only the edition cited applies.
325 For undated references, the latest edition of the referenced document (including any
326 amendments) applies.

327 IEC 60050-581:2008, International Electrotechnical Vocabulary — Part 581: Electromechanical
328 components for electronic equipment

329 EC 60068-1, Environmental testing — Part 1: General and guidance

330 EC 60352-2, Solderless connections — Part 2: Crimped connections — General requirements,
331 test methods and practical guidance

332 EC 60352-3, Solderless connections — Part 3: Solderless accessible insulation displacement
333  connections — General requirements, test methods and practical guidance

334 EC 60352-4, Solderless connections — Part 4: Solderless non-accessible insulation
335 displacement connections — General requirements, test methods and practical guidance

336 EC 60352-5, Solderless connections — Part 5: Press-in connections — General requirements,
337 test methods and practical guidance

338 EC 60352-6, Solderless connections — Part 6: Insulation piercing connections — General
339 requirements, test methods and practical guidance

340 EC 60352-7, Solderless connections — Part 7: Spring clamp connections — General
341 requirements, test methods and practical guidance

342 EC 60512-1-1, Connectors for electronic equipment — Tests and measurements — Part 1-1:
343 General examination — Test 1a: Visual examination

344 EC 60512-1-2, Connectors for electronic equipment — Tests and measurements — Part 1-2:
345 General examination — Test 1b: Examination of dimension and mass

346 EC 60512-2-1, Connectors for electronic equipment — Tests and measurements — Part 2-1:
347 Electrical continuity and contact resistance tests — Test 2a: Contact resistance — Millivolt level
348  method

349 EC 60512-3-1, Connectors for electronic equipment — Tests and measurements — Part 3-1:
350 Insulation tests — Test 3a: Insulation resistance

351 EC 60512-4-1, Connectors for electronic equipment — Tests and measurements — Part 4-1:
352  Voltage stress tests — Test 4a: Voltage proof

353 EC 60512-5-1, Connectors for electronic equipment — Tests and measurements — Part 5-1:
354 Current-carrying capacity tests — Test 5a: Temperature rise

355 EC 60512-6-3, Connectors for electronic equipment — Tests and measurements — Part 6-3:

356 Dynamic stress tests — Test 6¢: Shock

357 EC 60512-6-4, Connectors for electronic equipment — Tests and measurements ty Bds
358 Dynamic stress tests — Test 6d: Vibration (sinusoidal) D%Lﬁﬁents
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EC 60512-9-1, Connectors for electronic equipment — Tests and measurements — Part 9-1:
Endurance tests — Test 9a: Mechanical operation

EC 60512-9-2, Connectors for electronic equipment — Tests and measurements — Part 9-2:
Endurance tests — Test 9b: Electrical load and temperature

IEC 60512-11-1, Electromechanical components for electronic equipment — Basic testing
procedures and measuring methods — Part 11: Climatic tests — Section 1: Test 11a — Climatic
sequence

IEC 60512-11-4, Connectors for electronic equipment — Tests and measurements — Part 11-4:
Climatic tests — Test 11d: Rapid change of temperature

IEC 60512-11-7, Connectors for electronic equipment — Tests and measurements — Part 11-7:
Climatic tests — Test 11g: Flowing mixed gas corrosion test

IEC 60512-11-9, Connectors for electronic equipment — Tests and measurements — Part 11-9:
Climatic tests — Test 11i: Dry heat

IEC 60512-11-10, Connectors for electronic equipment — Tests and measurements — Part 11-
10: Climatic tests — Test 11j: Cold

IEC 60512-11-19, Connectors for electronic equipment — Tests and measurements — Part 11-
12: Climatic tests — Test 11m: Damp heat, cyclic

IEC 60512-13-2, Connectors for electronic equipment — Tests and measurements — Part 13-2:
Mechanical operation tests — Test 13b: Insertion and withdrawal forces

IEC 60512-13-5, Connectors for electronic equipment — Tests and measurements — Part 13-5:
Mechanical operation tests — Test 13e: Polarizing and keying method

IEC 60512-16-5, Connectors for electronic equipment — Tests and measurements — Part 16-5:
Mechanical tests on contacts and terminations — Test 16e: Gauge retention force (resilient
contacts)

IEC 60512-19-3, Electromechanical components for electronic equipment — Basic testing
procedures and measuring methods — Part 19: Chemical resistance tests — Section 3: Test 19¢
— Fluid resistance

IEC 60529:1989, Degrees of protection provided by enclosures (IP Code)
IEC 60529:1989/AMD1:1999
IEC 60529:1989/AMD2:2013

EC 60664-1, Insulation coordination for equipment within low-voltage systems — Part 1:
Principles, requirements and tests

EC 60999-1, Connecting devices — Electrical copper conductors — Safety requirements for
screw-type and screwless-type clamping units — Part 1: General requirements and particular
requirements for clamping units for conductors from 0,2 mm2 up to 35 mm2 (included)

IEC 61076-1:2006, Connectors for electronic equipment — Product requirements — Part 1:
Generic specification

EC 61984, Connectors — Safety requirements and tests Documents
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397 EC 62197-1, Connectors for electronic equipment — Quality assessment requirements — Part
398 1: Generic specification

399 ISO 11469, Plastics — Generic identification and marking of plastics products

400 ISO 21920-1:2021, Geometrical product specifications (GPS) - Surface texture: Profile - Part 1:
401 Indication of surface texture

402 IEC 61076-2-114, Connectors for electronic equipment — Product requirements — Part 2-114
403 Circular connectors — Detail specification for connectors with M8 screw-locking with power
404 contacts and signal contacts for data transmission up to 100 MHz

405

Documents

Document Sharing Hub

Full document details: 23/30465160 DC


https://doi.org/10.3403/30024385U?&urlappend=%26utm_campaign=pdfdoi%26utm_source=pdfdoi%26utm_medium=pdf
http://www.avadocuments.com/doc/23-30465160-dc
http://www.avadocuments.com/doc/23-30465160-dc

IEC CD 61076-2-118 ED1 © IEC 2023 -15 - 48B/3024/CD

206 3 Terms and definitions

407 For the purposes of this document, the terms and definitions given in IEC 61076-1,
408 EC 61076-4, IEC 60512-1, |[EC 61984 and the following apply.
409 ISO and IEC maintain terminology databases for use in standardization at the following

410 addresses:

411 e |EC Electropedia: available at https://www.electropedia.org/
412 e |ISO Online browsing platform: available at https://www.iso.org/obp

413

414 31

415 protective conductor
416 PE

417  conductor provided for purposes of safety, for example protection against electric shock

418 Note 1 to entry: In an electrical installation, the conductor identified PE is normally also considered as protective
419 earthing conductor.

420 [SOURCE: IEC 60050-581:2008, 581-27-26]

421 3.2
422 mounting orientation
423 circular mounting position of the connector in relation to the polarization of the mating interface

424 Note 1 to entry: Where the free connector has an angled cable entry (as opposed to a straight cable entry), the angle
ﬁ%g between the cable entry direction and the polarization keyway should be specified.
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4 Technical information

4.1

411

Systems of levels

Performance levels

—16 —

Performance levels for these connectors are specified in Table 61.

4.1.2

Compatibility levels, according to IEC 61076-1

48B/3024/CD

Connectors according to this document are intermateable according to IEC 61076-1.

4.2

Classification into climatic categories

Classification into climatic categories is specified in Table 58

4.3

Current-carrying capacity

Current rating according to Table 1 to Table 4.

Table 1 — Ratings of connector power part

Rated voltage
AC orDC Rated current
Number of 2 Male
Type contacts Function mm \% A
POO No power
contacts
PO1 2-pin 2 1,0 50 8
P02 3-pin 2+PE 1,8 300 20
P03 3-pin 2+ PE 16
P04 4-pin 3+PE
1,5 14
P05 5-pin 4 +PE
P06 4-pin 3+PE 600 12
P07 5-pin 4 + PE
2,25 26
P08 4-pin 3+PE
P09 5-pin 4 + PE 4,0 64
NOTE 1: The current-carrying capacity depends on the terminated wire size and other influences.
NOTE 2: Rated current referred to ambient temperature 40 °C per
NOTE 3: Reduced rating of P6 & P8 due to the connector signal part

Full document details: 23/30465160 DC
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Table 2 — Ratings of connector signal part

— 17 -

48B/3024/CD

Rated voltage
@ Male AC or DC Rated current
Type Number of contacts mm v A
SO No signal contacts
S1 2-pin 1,8 50 20
S2 2-pin 1,0 50 8
NOTE 1: The current-carrying capacity depends on the terminated wire size and other influences.

NOTE 2: Rated current referred to ambient temperature 40 °C per |[EC 60512-5-2

Table 3 — Ratings of connector data part

Rated voltage
@ Male AC or DC Rated current
Type Number of contacts mm v A
DO No data module
D1 4-pin 0,8 50 4
D2 2-pin 1,0 50 8
NOTE 1: The current-carrying capacity depends on the terminated wire size and other influences.

NOTE 2: Rated current referred to ambient temperature 40 °C per |JEC 60512-5-2

Full document details: 23/30465160 DC
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446 Table 4 — Combination possibilities of power, signal and data
Type Size Coding Number of contacts Function Application
B1201001 A
PO1 + DO 2-pin 2xP
B1201002 B
B1201011 A
B12 PO1 + D1 6-pin 2xP + 4xD
B1201012 B
B1201021 A
P01 + D2 4-pin 2xP + 2xD
B1201022 B
B1702001 A
P02 + DO 3-pin 2xP + PE
B1702002 B
B1702011 A
P02 + D1 7-pin 2xP + PE + 4xD
B1702012 B
B1702021 A
P02 + D2 5-pin 2xP + PE + 2xD
B1702022 B
B1703001 A
P03 + DO 3-pin 2xP + PE
B1703002 B
B1703011 A
P03 + D1 7-pin 2xP + PE + 4xD
B1703012 B
B1703021 A
P03 + D2 5-pin 2xP + PE + 2xD
B1703022 B
B1704001 A
P04 + DO 4-pin 3xP + PE
B1704002 B
B1704011 A
B17 P04 + D1 8-pin 3xP + PE + 4xD
B1704012 B
B1704021 A
P04 + D2 6-pin 3xP + PE + 2xD
B1704022 B
B1705001 A
PO5 + DO 5-pin 4xP + PE
B1705002 B
B1705011 A
PO5 + D1 9-pin 4xP + PE + 4xD
B1705012 B
B1705021 A
PO5 + D2 7-pin 4xP + PE + 2xD
B1705022 B
B1706201 A
P06 + S2 + DO 6-pin 3xP + PE + 2xS
B1706202 B
B1706211 3xP + PE + 2xS + A
P06 +S2 + D1 10-pi
B1706212 pin 4xD B
B1706221 A
P06 + S2 + D2 8-pin 3xP+PE+2xS+
B1706222 2xD B

Table is continued on the next page
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Function
Type Size Coding Number of contacts / Type (Number of poles x Application
purpose)
B2307001 A
PO7 + DO 5-pin 4xP + PE
B2307002 B
B2307011 A
P07 + D1 9-pin 4xP+ PE + 4xD
B2307012 B
B2307021 A
P07 + D2 7-pin 4xP+ PE + 2xD
B2307022 B
B23
B2308101 A
P08 + S1 + DO 6-pin 3xP + PE + 2xS
B2308102 B
B2308111 A
+ PE+ +
PO8 + 51 + D1 10-pin 3xP + PE +2x5
B2308112 4xD B
B2308121 A
+ PE + +
PO8 + S1 + D2 8-pin 3xP + PE +2x5
B2308122 2xD B
B4009001 A
P09 + DO 5-pin 4xP+ PE
B4009002 B
B4009011 A
B40 P09 + D1 9-pin 4xP+ PE + 4xD
B4009012 B
B4009021 A
P09 + D2 7-pin 4xP+ PE + 2xD
B4009022 B
447 NOTE 1: Application A and B connectors with the same type are not intermateable due to inverse gender of the data contacts.
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448 4.4 Type designation

449  Type number is defined as follows:

450 — First three digits denotes the connector size (B12, B17, B23 or B40);

451 — the 4th and 5th digit denotes the power contact group (see Table 1);

452  — the 6th digit denotes the signal contact group (see Table 2)

453  — the 7th digit denotes the data core type (see Table 3);

454  — the 8th digit denotes application of the connector(A or B as describes in 1)

455 See table 5 for details.

456 Table 5 — Type designation

Bli(1||7]|0||2]||0]|1]]|1

457

Full document details: 23/30465160 DC

Application

1 A
2 B
Data Module

0 DO
1 D1
2 D2
Signal Contacts

0

1 S1
2 S2

Power Contacts

00
01
02
03
04
05
06
07
08
09

Size
B12
B17
B23
B40

PO1
P02
P03
PO4
PO5
P06
P07
P08
P09
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458 4.5 Marking

459 The marking of the connector and the package shall be in accordance with 2.7 of IEC 61076-
460 1:2006.

461 4.6 Safety aspects

462 Some of the connector types covered by this document are only applicable for extra-low voltage
463 (ELV) applications. For types without a PE contact, [EC 61984 dealing with safety aspects of
464 connectors is applicable as a guidance.

465 5 Dimensional information

466 5.1 General

467 Throughout this standard, dimensions are in mm. Drawings are shown in the first angle
468 projection. The shape of the connectors may deviate from those given in the following drawings
469 as long as the specified dimensions are not influenced.

470  Missing dimensions shall be chosen according to common characteristics and intended use.

471 5.2 Survey of styles and variants
472 5.21 General

473 For all connector styles with cables, the length L of the cable shall be agreed between
474 manufacturer and user. For interface dimensions see 5.3.

475 5.2.2 Terminations

476 The contact terminations shall be of the following types: wrapped, crimped accessible insulation
477  displacement (ID), non-accessible insulation displacement (ID), press-in, insulation piercing
478  spring clamp, compression mount connections according IEC 60352 series or solder
479 connections.

480 5.2.3 Fixed connectors
481 5.2.3.1 General

482  The following table shows styles of fixed connectors.

483 Table 6 — Styles of fixed connectors
Style Description
Fixed connector, with wire ends, male power contacts, male data contacts, with bayonet locking
DM notch, square flange front mounting
Fixed connector, with wire ends, male power contacts, male data contacts, with bayonet locking
EM notch, single hole front mounting, keyway orientation
Fixed connector, with wire ends, male power contacts, male data contacts, with bayonet locking
FM notch, single hole rear mounting, keyway orientation
Fixed connector, with wire ends, female power contacts, female data contacts, with bayonet locking
DF notch, square flange front mounting
Fixed connector, with wire ends, female power contacts, female data contacts, with bayonet locking
EF notch, single hole front mounting, keyway orientation
Fixed connector, with wire ends, female power contacts, female data contacts, with bayonet locking
FF notch, single hole rear mounting, keyway orientation
484
485
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5.2.3.2 Style DM

This shows a fixed connector, with wire ends, male power contacts and male data contacts,
with bayonet locking notch, single hole front mounting, keyway orientation.

L1 max.
L2 max.

Panel cut out

2%
=|0,1]Y] =01z

@ D (4x)
(o]
P = }

. Sealing

Figure 1 — Fixed connector, with wire ends, male power contacts, male data contacts,
with bayonet locking notch, single hole front mounting, keyway orientation

The following table shows the related dimensions.

Table 7 — Dimensions of style DM

Dimensions in millimetres

Size L1 max. L2 max. A max. B @ D max. Cc @ F min. G

B12 37 33 21 14 2.8 14.0 16.2 @ 2.8 max./ M2.5
B17 40 36 26 19.8 2.8 19.8 20.6 @ 2.8 max./ M2.5
B23 48 44 27 19.8 3.3 19.8 20.0 @ 3.3 max./ M3
B40 66 62 45 30 4.5 30.0 32.0 J 4.5 max./ M4

5.2.3.3 Style EM

This shows a fixed connector, with wire ends, male power contacts and male data contacts,
with bayonet locking notch, single hole front mounting, keyway orientation.

Panel cut out

Figure 2 — Fixed connector, with wire ends, male power contacts, male data contacts,
with bayonet locking notch, single hole front mounting, keyway orientation
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502 The following table shows the related dimensions.

503 Table 8 — Dimensions of style EM
504 Dimensions in millimetres
size L1 L2 A B | @Dmax W max. @ C E min.
max. max. (optional) min. (optional)

B12 37 28 M18x1 SW 24 | 27 16,5 18,2 16,7

B17 40 31 M24x1 SW 30 | 33 22 24,2 22,2

B23 48 39 M25x1 SW 30 | 33 23,8 25,2 24

B40 Tbd. Tbd. Thd. Thd. Thd. Thd. Thd. Thd.
505
506 NOTE: Alternative installation situations are possible and shall be specified upon between manufacturer and user.
507 Requirements defined in this document must be adhered to.
508

509  5.2.3.4 Style FM

510 This shows a fixed connector, with wire ends, male power contacts and male data contacts,
511 with bayonet locking notch, single hole rear mounting, keyway orientation.

L1 max.
L2 max Panel cut out
—] ! O
— | { ___|___
Izl A
(mp
E
512
513 Figure 3 — Fixed connector, with wire ends, male power contacts, male data contacts,
514 with bayonet locking notch, single hole rear mounting, keyway orientation
515 The following table shows the related dimensions.
516 Table 9 — Dimensions of style FM
517 Dimensions in millimetres
. L1 L2 W max. . . .

Size max. max. A B @ D max. (optional) @ C min. E min. (optional)

B12 37 33 M18x1 SW 24 27 16,5 18,2 16,7

B17 40 36 M24x1 SW 30 33 22 24,2 22,2

B23 48 44 M25x1 SW 30 33 23,8 25,2 24

B40 Thd. Tbd. Thd. Thd. Thd. Thd. Thd. Thbd.
518 NOTE: Alternative installation situations are possible and shall be specified upon between manufacturer and user.
519 Requirements defined in this document must be adhered to.
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521 5.2.3.5 Style DF

522 This shows a fixed connector, with wire ends, female power contacts and female data contacts,
523  with bayonet locking notch, square flange front mounting.

524
OA Pa cut out
B] 2x lex)
& | [E] =] =[o.1Z]
x| fe 3 D ®
= ®
Q :
() /
: & NG
\ T
) DG 4x)
' Sealing [ &]o1
525
526 Figure 4 — Fixed connector, with wire ends, female power contacts, female data
527 contacts, with bayonet locking notch, square flange front mounting

528  The following table shows the related dimensions.

529 Table 10 — Dimensions of style DF
530 Dimensions in millimetres
Size L1 max. | L2 max. A max. B @ D max. C @ F min. G
B12 37 33 20 14 2.8 14.0 16.2 @ 2.8 max./ M2.5
B17 43 39 25 19.8 2.8 19.8 20.6 @ 2.8 max./ M2.5
B23 43 39 26 19,8 3.3 19.8 20.0 @ 3.3 max./ M3
B40 61 57 45 30 4.5 30.0 32.0 @ 4.5 max./ M4
531
532
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533

534 5.2.3.6 Style EF

535 This shows a fixed connector, with wire ends, female power contacts and female data contacts,
536 with bayonet locking notch, single hole front mounting, keyway orientation.

L1 max.

Panel cut out

537
538 Figure 5 — Fixed connector, with wire ends, female power contacts, female data
539 contacts, with bayonet locking notch, single hole front mounting, keyway orientation

540  The following table shows the related dimensions.

541 Table 11 — Dimensions of style EF
542 Dimensions in millimetres
. W max. . . .
Size | L1 max. | L2 max. A B @ D max. (optional) @ C min. E min. (optional)
B12 | 37 28 M18x1 SW 24 27 16,5 18,2 16,7
B17 | 43 34 M24x1 SW 30 33 22 24,2 22,2
B23 | 43 34 M25x1 SW 30 33 23,8 25,2 24
B40 | Thd. Tbd. Thd. Thd. Tbd. Thbd. Thbd. Thbd.
543 NOTE: Alternative installation situations are possible and shall be specified upon between manufacturer and user.

gj:g Requirements defined in this document must be adhered to.
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5.2.3.7

Style FF

—- 26—

48B/3024/CD

This shows a fixed connector, with wire ends, female power contacts and female data contacts,
with bayonet locking notch, single hole rear mounting, keyway orientation.

L1 max.

L2 max.

Panel cut out

@C

Figure 6 — Fixed connector, with wire ends, female power contacts, female data
contacts, with bayonet locking notch, single hole rear mounting, keyway orientation

The following table shows the related dimensions.

Table 12 — Dimensions of style FF

Dimensions in millimetres

S;z mLa1x. mLazx. A B rﬁa?(. (z\:)tni;::él @ C min. " min foptional
B12 |37 33 migx | $V2 | 26 16,5 18,2 16,7

B17 | 43 39 m24x1 | SV3 | 32 22 24,2 222

B23 | 43 39 M25x1 §W3 32 23,8 25,2 24

B40 | Tbd. | Tbd. | Tbd. | Tbd. | Tbd. Thd. Thd. Thd.

NOTE: Alternative installation situations are possible and shall be specified upon between manufacturer and user.
Requirements defined in this document must be adhered to.
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558 5.2.4 Free connectors
559 5.2.4.1 General

560  The following table shows styles of free connectors.

561 Table 13 — Styles of free connectors

Style Description

Rewirable connector, male power contacts, male data contacts, straight version, with bayonet locking
GM nut

Rewirable connector, male power contacts, male data contacts, angled version, with bayonet locking
HM nut

Non-rewirable connector, male power contacts, male data contacts, straight version, with bayonet
IM locking nut

Non-rewirable connector, male power contacts, male data contacts, angled version, with bayonet
JM locking nut

Rewirable connector, male power contacts, male data contacts, straight version, with bayonet locking
KM notch

Non-rewirable connector, male power contacts, male data contacts, straight version, with bayonet
LM locking notch

Rewirable connector, female power contacts, female data contacts, straight version, with bayonet
GF locking nut

Rewirable connector, female power contacts, female data contacts, angled version, with bayonet
HF locking nut

Non-rewirable connector, female power contacts, female data contacts, straight version, with
IF bayonet locking nut

Non-rewirable connector, female power contacts, female data contacts, angled version, with bayonet
JF locking nut

Rewirable connector, female power contacts, female data contacts, straight version, with bayonet
KF locking notch

Non-rewirable connector, female power contacts, female data contacts, straight version, with
LF bayonet locking notch

2 Knurled ring or hexagonal ring upon agreement.

562
563 5.2.4.2 Style GM
564
L max.
%
£ |
m)]
@ A
565 Cable outlet
566 Figure 7 — Rewirable connector, male, straight version, with bayonet locking nut

567  The following table shows the related dimensions.
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Table 14 — Dimensions of style GM

Dimensions in millimetres

Size L max. @ D max.
B12 65 19,5
B17 75 24.5
B23 85 29,5
B40 125 48,5
5.2.4.3 Style HM
%
L1 max. =
o
1
1 — N
.. | S — m—
W
e T
]
Q .
=
@
=
o
1

Cable outlet——

Figure 8 — Rewirable connector, male, angled version, with bayonet locking nut

The following table shows the related dimensions.

Table 15 — Dimensions of style HM

Dimensions in millimetres

Size L1 max. L2 max. L3 max. @ D max.
B12 60 12 35 19,5
B17 70 15 40 24.5
B23 80 20 80 29,5
B40 120 30 120 48,5
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579

580 5.2.4.4 Style IM

L max. cable length
3
= N IS
(| 1 i
Q
581 ]
582 Figure 9 — Non-rewirable connector, male, straight version, with bayonet locking nut

583  The following table shows the related dimensions.

584 Table 16 — Dimensions of style IM
585 Dimensions in millimetres
Size L max. @ D max.
B12 66 19,5
B17 76 24.5
B23 96 29,5
B40 136 48,5
586

587  5.2.4.5 Style JM

588  Figure 10 shows style JM.

%
L1 max. e
o]
-
- — e ~
T==
1] E
E [ 3———— I
O i
Q .
= >
]
£
7}
-
|
589 i
590 Figure 10 — Non-rewirable connector, male, angled version, with bayonet locking nut

591 The following table shows the related dimensions.

592
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Table 17 — Dimensions of style JM

Dimensions in millimetres

Size L1 max. L2 max. L3 max. @ D max.
B12 60 12 35 19,5
B17 70 15 40 24.5
B23 80 20 80 29,5
B40 120 30 120 48,5
5.2.4.6 Style KM
L max.

> |

© =

= } |

s| Y

Q

Cable outlet

48B/3024/CD

Figure 11 — Rewirable connector, male, straight version, with bayonet locking notch

The following table shows the related dimensions.

Full document details: 23/30465160 DC

Table 18 — Dimensions of style KM

Dimensions in millimetres

Size L max. @ D max.
B12 66 19,5
B17 76 24.5
B23 96 29,5
B40 136 48,5
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L max. cable length

(=]

)2

Figure 12 — Non-rewirable connector, male, straight version, with bayonet locking notch

The following table shows the related dimensions.

Table 19 — Dimensions of style LM

Dimensions in millimetres

Size L max. @ D max.

B12 66 19,5

B17 76 24.5

B23 96 29,5

B40 136 48,5

5.2.4.8 Style GF
L max.
i
4y}
E _____ _ I
]
@ r
Cable outletJ

Figure 13 — Rewirable connector, female, straight version, with bayonet locking nut

The following table shows the related dimensions.

Table 20 — Dimensions of style GF

Dimensions in millimetres

Size L max. @ D max.
B12 65 19,5
B17 75 24.5
B23 85 29,5
B40 125 48,5
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5.2.4.9 Style HF

%
4n]
L1 max. £
o
|
- — ]
)<. —.
[41]
= _ — d__
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4y}
} -
(ap]
l |

Cable outlet———

Figure 14 — Rewirable connector, female, angled version, with bayonet locking nut
The following table shows the related dimensions.

Table 21 — Dimensions of style H

Dimensions in millimetres

Size L1 max. L2 max. L3 max. @ D max.
B12 60 12 35 19,5
B17 70 15 40 24.5
B23 80 20 80 29,5
B40 120 30 120 48,5
5.2.4.10 Style IF
L max. cable length

é |

el | e (C

0 | |

Q

Figure 15 — Non-rewirable connector, female, straight version, with bayonet locking nut

The following table shows the related dimensions.
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