Draft for Public Comment

bsi.

BS| Group Headquarters Date: 16 March 2023
389 Chiswick High Road London W4 4AL Origin: European

Tel: +44 (0)20 8996 9000
Fax: +44 (0)20 8996 7400
www.bsigroup.com

Form 36

DPC: 23/30465589 DC

L atest date for receipt of comments: 09 May 2023 Project No. 2022/02629
Responsible committee: RHE/10 Heating boilers

Interested committees:

Title: Draft BS EN 304 Heating boilers - Test code for heating boilers for atomizing oil burners.

Please notify the secretary if you are aware of any keywords that might assist in classifying or identifying the standard or if the
content of this standard

i) has any issues related to 3rd party | PR, patent or copyright

ii)  affects other national standard(s)

iii)  requires additional national guidance or information

WARNING: THISISA DRAFT AND MUST NOT BE REGARDED ORUSED ASA BRITISH STANDARD. THISDRAFT
ISNOT CURRENT BEYOND 09 May 2023

This draft is issued to allow comments from interested parties; all comments will be given consideration prior to publication. No
acknowledgement will normally be sent. See overleaf for information on the submission of comments.

No copying is allowed, in any form, without prior written permission from BS| except as permitted under the Copyright, Designs
and Patent Act 1988 or for circulation within a nominating organization for briefing purposes. Electronic circulation is limited to
dissemination by e-mail within such an organization by committee members.

Further copies of this draft may be purchased from BSI Shop http://shop.bsigroup.com or from BSI Customer Services, Tel:
+44(0) 20 8996 9001 or email cservices@bsigroup.com. British, International and foreign standards are also available from BSI
Customer Services.

Information on the co-operating organizations represented on the committees referenced above may be obtained from https://
standardsdevel opment.bsigroup.cony.

Docurments
Responsible Committee Secretary: Ms Andreea Vieru (BSI) ]
Direct tel: 0208 996 7432 Document Sharing Hub
E-mail: andreea.vieru@bsigroup.com
Full document details: 23/30465589 DC


http://www.avadocuments.com/doc/23-30465589-dc
http://www.avadocuments.com/doc/23-30465589-dc

Introduction

This draft standard is based on national and international discussions. Y our comments on this draft are invited and will assist in
the preparation of the consegquent standard.

For international standards, comments will be reviewed by the relevant UK national committee before sending the consensus
UK vote and comments to the international committee, which will then decide appropriate action. If the international standard is
approved, it is usual for the text to be published as a British Standard.

For national standards, comments will be reviewed by the relevant UK national committee and the resulting standards published

as a British Standard.

UK Vote

Please indicate whether you consider the UK should submit a negative (with supporting technical reasons) or positive vote on
this draft. Pleaseindicate if you are aware of any reason why this draft standard should not be published as a British Standard.

Submission of Comments
- Annotated drafts are not acceptable and will beregjected.

- All comments should be submitted online at https.//standar dsdevelopment.bsigroup.com/. You will need to register in

order to comment.

Template for comments and secr etariat observations

Date; xx/xx/20xx

Document: 1SO/DIS xxxx

lan alternative cannot be supported
as serious problems have been
lencountered in its use in the UK.

1 2 ©) 4 5 (6) 7
MB | Clause No./ Subclause Paragraph/ Type of Commend (justification Proposed change by the MB Secretariat observations on
No./Annex (e.g. 3.1) Figure/Table/Note comment for change) by the MB each comment submitted
31 Definition 1 ed Definition is ambiguous and needs |Amend to read '...so that the mains
clarifying. connector to which no connection...’
6.4 Paragraph 2 te The use of the UV photometer as  [Delete reference to UV photometer.
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European foreword

This document (prEN 304:2023) has been prepared by Technical Committee CEN/TC 57 “Central
heating boilers”, the secretariat of which is held by DIN.

This document will supersede EN 304:2017.

For relationship with EU Directive(s), see informative Annexes ZA and ZB, which are an integral part of
this document.

This document has been prepared under a Standardization Request given to CEN by the European
Commission and the European Free Trade Association, and supports essential requirements of EU

Directive(s) / Regulation(s).

For relationship with EU Directive(s) / Regulation(s), see informative Annexes ZA and ZB, which is an
integral part of this document.

The main technical changes compared to EN 303-2:2017 are the following:
a) new Annex F for calculation clarification was added;

b) new clause marking and instructions was added;

c) updated Normative References;

d) standby heatloss method 1 was deleted.
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1 Scope

This document applies to the determination of the performances of heating boilers and combi boilers
fired by liquid fuels. The requirements for the heating performances are laid down in EN 303-1 and
EN 303-2.

This test code includes the requirements and recommendations for carrying out and evaluating the
procedure for testing boilers and also the details of the technical conditions under which the tests will
be carried out.

The requirements and the performance of testing for the sanitary hot water production of combi boilers
are laid down in EN 303-6.

2 Normative references

The following documents, in whole or in part, are normatively referenced in this document and are
indispensable for its application. For dated references, only the edition cited applies. For undated
references, the latest edition of the referenced document (including any amendments) applies.

EN 267:2020, Forced draught burners for liquid fuels

EN 303-1:2017, Heating boilers — Part 1: Heating boilers with forced draught burners — Terminology,
general requirements, testing and marking

EN 303-2:2017, Heating boilers — Part 2: Heating boilers with forced draught burners — Special
requirements for boilers with atomizing oil burners

EN 303-6,1 Heating boilers — Part 6: Heating boilers with forced draught burners — Specific
requirements for the domestic hot water operation and energy performance of water heaters and
combination boilers with atomizing oil burners of nominal heat input not exceeding 70 kW

EN 15456, Heating boilers — Electrical power consumption for heat generators — System boundaries —
Measurements

3 Terms and definitions

For the purposes of this document, the terms and definitions given in EN 303-1:2017 and
EN 303-2:2017 and the following apply.

3.1

minimum continuous heat output

PminC

lowest heat output which is maintained automatically by the control device in continuous operation
which is specified for each type of fuel in accordance with the requirements of this document

1 As impacted by EN 303-6/prAl.
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4

General conditions for testing

The performance tests of the boiler should be carried out by a test laboratory complying with the
requirements of EN ISO/IEC 17025.

The test sample shall correspond to a boiler as placed on the market including all parts and accessories
necessary for the operation of the boiler. Boilers to be equipped with different burners shall be tested
with one specified forced draught burner.

The boiler and the burner shall be operated in accordance with the operation manual throughout all
tests.

When determining the thermal outputs Py and 30 % Py of a combi boiler, no sanitary hot water shall

be drawn off during the test. The thermal outputs shall be determined from the heating circuit only.

Sanitary hot water tests for combination boiler shall be done according to EN 303-6.

5 Measurement accuracies and uncertainties

The accuracy of the measurement devices for the following parameters shall not exceed:

a)
b)

c)
d)

e)

g)

h)

6

atmospheric pressure 50 Pa;

waterside pressure loss 2 % of measured value;
water flow rate 1 % of measured value;

air volume flow rate 2 % of measured value;
time

1) uptolh:0,2s;

2) beyond 1 h: 0,1 % of measured value;
auxiliary electrical energy 2 % of measured value;
temperatures:

1) ambient 2 K;

2) water 1K;

3) combustion products 2 K;

4) surface 2 K;

CO, CO9, 02, NOy, CXHy:

1) CO3-content: 0,1 % volume from full scale;
2) 0p-content: 0,1 % volume from full scale;
3) CO-content: 5 ml/m3;

4) NOy-content: 5 ml/m3;

Full document details: 23/30465589 DC
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5) CXHy—content: 5 ml/m3;
i) Mass 0,05 % of the full scale;
j)  Pressure flue gas:
1) <60 Pa:1Pa;
2) > 60 Pa: 2 % of the measured value.
The full range of the measuring apparatus shall be chosen in such a way that it is suitable for maximum

anticipated value. The measurement accuracies indicated above concern individual measurements.

For measurements requiring a combination of individual measurements, the lower accuracies
associated with individual measurements may be necessary to attain the total required uncertainty. The
test rig shall be set up in such a way that the efficiency can be determined within an uncertainty of 2 %
points.

6 Measurements for the heating mode

6.1 General

The amount of useful heat output transmitted to the heat carrier (water) is measured. It can be
determined in the boiler circuit or by means of a secondary heat exchanger.

The useful heat output transmitted to the water is determined either by measuring:

a) the mass flow of cold water entering the boiler circuit and the rise of temperature between the
outlet water temperature and the inlet water temperature; or

b) the mass flow of the water circulating in the boiler circuit and its temperature rise; or

c) the mass flow and the temperature rise over a secondary heat exchanger corrected by the heat loss
of this secondary heat exchanger. The heat produced by the boiler is transferred to the cooling
water by means of a secondary heat exchanger. The heat received by the latter is calculated from
the mass flow and the temperature rise of the cooling water. The heat losses from the well-
insulated connections between the boiler and the secondary heat exchanger and those of the
secondary heat exchanger itself, are determined either by preliminary tests or by calculation. The
heat output of the boiler is the sum of the two amounts of heat.

6.2 Determination of the nominal heat output

The tests for the determination of the nominal heat output shall be carried out at a firing rate such that
the output is at least 100 %, but does not exceed 105 % of the nominal value, and the requirements
concerning the nominal heat output shall be met.

If the heat output exceeds 105 %, a second test shall be carried out at a firing rate between 95 % and
100 % of the nominal heat output of the boiler.

The actual value for the nominal heat output shall be determined by linear interpolation between the
two test results.

The nominal heat output shall be determined at a water rate that is adjusted to obtain a return water
temperature of (60+1)°C and a temperature difference between the flow and return water
temperature of (20 * 2) °C.
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NOTE The conditions for determination of the rated heat output in former versions of EN 304 have been a
mean flow temperature of between 80 °C and 90 °C, and the mean temperature difference between flow and
return has been between 10 K and 25 K. However, this is not in line with the Regulation EU 813/2013.

6.3 Determination of the boiler efficiency at nominal heat output

The boiler efficiency at nominal heat output is measured as the determination of the nominal heat
output (see 6.2).

The efficiency shall be determined on the basis of the net calorific value NCV.

The direct method according to 6.5.4.1 shall be applied. The indirect method allows an additional check
of test accuracy of the test rig to be made by means of an energy balance.

6.4 Performance of testing

6.4.1 General test conditions

The boiler is installed in accordance with the technical instructions in a well-ventilated, draught free
room (air speed less than 0,5 m/s), which has an ambient temperature of (20 +5) K. The boiler is
protected from direct solar radiation.

The settings of the burner shall not be manually changed after adjustment. No change shall be made to
the water flow or any other test parameter during one test period.

The temperature, pressure and composition of the products of combustion shall be measured
continuously and shall be recorded with a sampling rate below 10 s.

The flow temperature tf and the return temperature tR shall not differ by more than +0,5 K over the
test period at the beginning and the end of the test period.

6.4.2 Draught adjustment
6.4.2.1 Boilers operating under negative pressure

For boilers operating under negative pressure the draught at the boiler outlet shall be adjusted so that
there is a negative pressure in the combustion chamber. The draught shall be measured.

6.4.2.2 Boilers operating under positive pressure

In positive pressure boilers the pressure shall be set at the boiler outlet close to 0 Pa. The pressure
difference between combustion chamber and boiler outlet shall be measured.

6.4.3 Establishment of steady-state conditions

The boiler shall be operated for at least 1 h before the start of the performance and efficiency test at the
output intended for the test without any further interference.

The steady-state condition is reached once the water temperatures tg and tg do not differ by more
than + 0,5 K.

6.4.4 Test period

The test period shall be at least 60 min.
6.5 Calculation

6.5.1 General

The calculations shall be based on the mean values of the individual readings of all recorded parameters
during the test period of 2 consecutive 30 min test sequences which meet the requirements of 6.4.4.
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6.5.2 Nominal heat output

The necessary formulae relevant to the individual test methods are given in A.5.

6.5.3 Boiler heat input

For these calculations, formulae in A.6 are to be used.

6.5.4 Boiler efficiency

6.5.4.1 Direct method

In the direct method the boiler efficiency shall be determined by:

Ny = ixlOO (1)
Qp

P and Qg as described in Annex A.
NOTE P equals either Py or 30 % Py
6.5.4.2 Indirect method
The indirect method is used for checking purposes only. The indirect boiler efficiency is given by:
M =1-4q, —qy 4 (2)
where

qp  is theloss assensible heat of the products of combustion (values relative to the heat input);
qu is theloss as incomplete combustion (values relative to the heat input);

qs istheloss as radiation, convection and conduction (values relative to the heat input).

These heat losses are calculated in A.8.
6.6 Determination of the waterside resistance
The hydraulic resistance of a boiler (measured in mbar) shall be determined for the water rate

corresponding to operation of the boiler at the nominal heat input with a water flow temperature of
80 °C and a temperature difference between the flow and the return water of 20 K.

Other conditions are accepted if documented.
The test is carried out with the water at ambient temperature.

The test rig is specified in Figure 1. Before or after the test, the two test pipes are connected directly to
each other in order to determine their own resistance for the specified flow rate.
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Figure 1 — Determination of the hydraulic resistance

6.7 Determination of the standby heat loss

6.7.1 General

No useful heat shall be extracted for heating or sanitary hot water production.
6.7.2 Standby heat loss

The test installation is described in Figures 3, 4 and 5.
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The circuits joining the different parts of the installation shall be insulated and as short as possible. The
inherent losses of the test installation and the thermal contribution of the pump for the different flow
rates shall be determined at the beginning to be able to take account of them (see Annex B).

The boiler is fitted with the largest diameter test flue stated by the manufacturer in the technical
instructions and equipped with a burner but is not in operation. Normally the test is carried out with a
burner without air dampers. If a burner with air dampers is used this shall be stated in the test report.

NOTE The ideal distance is 1 m.
The average boiler water temperature is brought to a mean temperature of (30 * 5) K above ambient

temperature. The pump (11, Figure 2) and the boiler pump, if any, are stopped, the exchanger circuit
(12, Figure 2) is shut off.

With the water circulating continuously by means of the pump (5, Figure 2) of the test rig, the thermal
contribution of the electric boiler is adjusted so as to obtain, in the steady-state condition, a difference
of (30 + 5) K between the mean water temperature and the ambient temperature.

Throughout the test the variation in room temperature shall not exceed 2 °C/h.
The following parameters shall be recorded:

— Py, in kW, the electrical power consumed by the auxiliary electric boiler, corrected for the losses of
the test rig and the thermal contribution of the pump (5, Figure 2);

— T in °C, the mean water temperature equal to the mean of the temperature indicated by the two
probes (2, Figure 2) at the return and the flow of the boiler during the test;

— Tp in °C, the mean ambient temperature during the test.

The standby heat loss, expressed for a mean water temperature of 30 K above an ambient temperature
of 20 °C are given in kW, by:

1,25

30

Pstby:Pm [T—T :l [6)
A

Determination of the heat losses from the test rig and the heat contributions of the circulating pump of
the test rig are given in Annex E.

The standby losses of combi boilers with storage tank measured in method 2 of this document are
determined as described in EN 15502-1:2012+A1:2015, 9.4.2.
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1
2
3  lowinertia thermocouple
4 recorder

5

pump with a rate such that the temperature difference between the two probes is between 2 °C and 4 °C at
the maximum test temperature

6  auxiliary electric boiler

7  device for measuring the electric power
8  voltage regulator

9  1/4turnvalves

10 electrical supply

11 additional pump (if necessary)

12 heat exchanger

Figure 2 — Test installation to determine the heat emissions of the boiler when the burner is off
and the thermal capacity of the boiler
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6.8 Efficiency at 30 % of the nominal heat output

6.8.1 General

To determine the efficiency at a load corresponding to 30 % of the nominal heat output, or the
arithmetic mean of the maximum and minimum heat output for range-rated boilers, one of the
following methods shall be used:

The boiler is operated as for the determination of the useful efficiency at nominal heat input or at the
arithmetic mean of the maximum and minimum heat input in the case of range-rated boilers.

Throughout the test, the water volume rate is maintained constant within * 1 %, taking into account the
temperature variations, and the pump operates continuously.

The efficiency shall be determined on the basis of the net calorific value NCV.
The direct method according to 6.5.4.1 shall be applied.
6.8.2 Efficiency at 30 % - Method 1 (time dependent method)

The boiler is installed as described in A.4, fitted to the thermally insulated test rig shown schematically
in Figure 2 or Figure 3 (or any other test rig giving at least comparable results and equivalent
measurement accuracies).

For standard boilers, the return temperature is held constant at (47 + 1 °C), with a maximum variation
in this temperature during the measurement period of + 1 K. For low temperature boilers the test is
carried out at (37 £ 1) °C and for condensing boilers the test is carried out at (30 + 1) °C.

If the boiler control does not permit operation at a return temperature as low as 47 °C, the test is made
with the lowest return temperature compatible with the operation of the boiler.

A timer is connected to the terminals of the room thermostat so as to obtain a complete operating cycle
of 10 min.

The shutdown and operating times are calculated as indicated in Table 1.
The temperatures are measured continuously directly on the flow and return of the boiler.

The boiler is considered to be in thermal equilibrium when the efficiency measurement of three
consecutive cycles, combining any two results from three, does not vary by more than 0,5 percentage
points. In this case, the result is equal to the average value of at least three consecutive measurement
cycles. For any other case, the average value shall be calculated from at least 10 consecutive cycles.

The respective fuel and water consumption’s over complete cycles are measured.

Temperatures t1 and t) are measured continuously.

The heat output P and the heat input Qg as calculated according to Annex A. A variation of + 2 % points,

with respect to the 30 % of the nominal heat output is permitted. For variations up to * 4 % points, it is
necessary to carry out two measurements, one above and one below 30 % of the nominal heat output.
The efficiency corresponding to 30 % is determined by linear interpolation.

6.8.3 Efficiency at 30 % - Method 2 (load dependent method)

The boiler is installed as described in A.4, fitted to the thermally insulated test rig shown schematically
in Figure 2 or Figure 3 (or any other test rig giving at least comparable results and equivalent
measurement accuracy’s).

The boiler flow and return temperatures and the operating on and off cycles are given by the boiler
control when a heat input leading to a heat output of the boiler of (30 + 2) % of the nominal heat output
(or the arithmetic mean of the maximum and minimum output for range-rated boilers) is drawn
through the heat exchanger.
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The temperatures are measured continuously at the flow and at the return of the boiler.

The average water temperature shall be no less than 50 °C for standard boilers and 40 °C for low
temperature boilers. For condensing boilers, a return temperature of 30 °C has to be set.

If the boiler control does not permit operation at a return temperature as low as 50 °C, the test is
carried out at the lowest return temperature compatible with the operation of the boiler.

The boiler is considered to be in thermal equilibrium when the efficiency measurement of three
consecutive cycles, combining any two results from three, does not vary by more than 0,5 %. In this
case, the result is equal to the average value of at least three consecutive measurement cycles. For any
other case, the average value shall be calculated from at least 10 consecutive cycles.

The respective fuel and water consumption’s over complete cycles are measured.
The efficiency is determined using the formula in 6.5.4.1.

A variation of + 2 % points with respect to the 30 % of the nominal heat output is permitted. For
variations up to * 4 % points, it is necessary to carry out two measurements, one above and one below
30 % of the nominal heat output. The efficiency corresponding to 30 % is determined by linear
interpolation.

Table 1 — Calculation of cycling times for efficiency at 30 % - Method 1

Conditions of Heat output Cycle times
operation
1 |30%  reduced | P1 =03 x PN tp =600s
rate
2 | Full rate Py =PN t1=180s
Controlled shut - t3=420s
down
3 | Reduced rate P1>0,3xPN 180sxP,
t,=———
2
Py
Controlled shut - t3=600s -ty
down
4 | Full rate Py =PN 180sx P, —600x P,
t, =
' Py=P
Reduced rate P1<0,3xPN t3=600s-¢t1
5 | Full rate Py =PN t1 = measured value
Reduced rate P1 (180 sxt, )X P,
ty=—
2 P,
Controlled shut - t3=600s - (t3+1t2)=20
down
Documents
14 Document Sharing Hub

Full document details: 23/30465589 DC


http://www.avadocuments.com/doc/23-30465589-dc
http://www.avadocuments.com/doc/23-30465589-dc

prEN 304:2023 (E)

6.9 Auxiliary electricity consumption

The auxiliary electricity consumption at nominal heat output (elyax), the auxiliary electricity
consumption at 30 % part load (elyyip) and auxiliary electricity consumption in standby mode (Pgp)
shall be measured according to EN 15456 taking into account the following conditions.

For assemblies of one boiler and one burner (unit) the test is carried out without any circulation pump
of the boiler in the water circuit.

For assemblies of one boiler and various burners, auxiliary electricity consumption is measured
according to this standard on one assembly of a burner and the boiler like a unit.

Additional auxiliary electricity consumption for this burner alone shall be measured according to
EN 15456. The measurement is not necessary if corresponding values are available in the technical
documentation of the burner.

Other burners may be used with the same values for auxiliary electricity consumption for the whole
assembly if the values for the alternative burner are not exceeding the corresponding values for the
burner in the assembly measured. If this criterion is not met the auxiliary electricity consumption of the
assembly has to be recalculated.

NOTE The recalculation of the auxiliary electricity consumption leads to recalculation of seasonal space
heating efficiency.

6.10 Seasonal space heating efficiency

The seasonal space heating efficiency expressed on gross calorific value GCV shall be calculated
according to A.10 of this document.

6.11 Verification of nominal condensing output

The water rate is adjusted so as to obtain a return water temperature of (30 £ 1) °C and a temperature
difference between flow and return temperature of (20 + 2) K.

6.12 Formation of condensation

The boiler shall operate continuously for 4 h under the test conditions of 6.11. The condensate mass
flow is recorded.

6.13 Functional test for the temperature sensing control type TR and temperature
sensing control type STB on the boiler

The water flow rate and the water temperature shall be adjusted as for the determination of the
nominal heat output of the boiler. The heat input shall be adjusted to give the nominal heat output of
the boiler.

After reaching steady-state conditions the heat output shall be reduced from the test rig to (40 * 5) % of
the nominal heat output while the temperature sensing control type TR shall be fixed at the maximum
possible value.

The circulation pump shall be kept in operation. In no case a shutdown by the temperature sensing
control type STB shall occur.

The same test shall be carried out with the temperature sensing control type TR out of operation.

The temperature sensing control type STB shall switch off at a temperature equal to or less than the
temperature specified for the boiler but not exceeding 110 °C.

The temperature sensing control type STB shall cause a safety shutdown before the water flow
temperature exceeds the preset value of STB.

Documents
Document SharirpSHub

Full document details: 23/30465589 DC


http://www.avadocuments.com/doc/23-30465589-dc
http://www.avadocuments.com/doc/23-30465589-dc

