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Introduction

This draft standard is based on national and international discussions. Your comments on this draft are invited and will assist in
the preparation of the consequent standard.

For international standards, comments will be reviewed by the relevant UK national committee before sending the consensus
UK vote and comments to the international committee, which will then decide appropriate action. If the international standard is
approved, it is usual for the text to be published as a British Standard.

For national standards, comments will be reviewed by the relevant UK national committee and the resulting standards published

as a British Standard.

UK Vote

Please indicate whether you consider the UK should submit a negative (with supporting technical reasons) or positive vote on
this draft. Please indicate if you are aware of any reason why this draft standard should not be published as a British Standard.

Submission of Comments
- Annotated drafts are not acceptable and will be rejected.

- All comments should be submitted online at
order to comment.

Template for comments and secretariat observations

https://standardsdevelopment.bsigroup.com/. You will need to register in

Date: xx/xx/20xx

Document: ISO/DIS xxxx

an alternative cannot be supported
as serious problems have been
lencountered in its use in the UK.

1 2 3) 4 5 (6) 7
MB | Clause No./ Subclausef| Paragraph/Figure/ Type of Commend (justification Proposed change by the MB Secretariat observations on
No./Annex (e.g. 3.1) Table/Note comment for change) by the MB each comment submitted
3.1 Definition 1 ed Definition is ambiguous and needs [JAmend to read '...so that the mains
clarifying. connector to which no connection...'
6.4 Paragraph 2 te The use of the UV photometer as  [[Delete reference to UV photometer.
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Foreword

ISO (the International Organization for Standardization) is a worldwide federation of national standards
bodies (ISO member bodies). The work of preparing International Standards is normally carried out
through ISO technical committees. Each member body interested in a subject for which a technical
committee has been established has the right to be represented on that committee. International
organizations, governmental and non-governmental, in liaison with ISO, also take part in the work.
ISO collaborates closely with the International Electrotechnical Commission (IEC) on all matters of
electrotechnical standardization.

The procedures used to develop this document and those intended for its further maintenance are
described in the [SO/IEC Directives, Part 1. In particular, the different approval criteria needed for the
different types of ISO documents should be noted. This document was drafted in accordance with the
editorial rules of the ISO/IEC Directives, Part 2 (see www.iso.org/directives).

Attention is drawn to the possibility that some of the elements of this document may be the subject of
patent rights. ISO shall not be held responsible for identifying any or all such patent rights. Details of
any patent rights identified during the development of the document will be in the Introduction and/or
on the ISO list of patent declarations received (see www.iso.org/patents).

Any trade name used in this document is information given for the convenience of users and does not
constitute an endorsement.

For an explanation of the voluntary nature of standards, the meaning of ISO specific terms and
expressions related to conformity assessment, as well as information about ISO's adherence to
the World Trade Organization (WTO) principles in the Technical Barriers to Trade (TBT), see
www.iso.org/iso/foreword.html.

This document was prepared by Technical Committee ISO/TC 20, Aircraft and space vehicles,
Subcommittee SC 10, Aerospace fluid systems and components.

This second edition cancels and replaces the first edition (ISO 18170:2017), which has been technically
revised.

The main changes are as follows:
— Formula (2) has been corrected.

Any feedback or questions on this document should be directed to the user’s national standards body. A
complete listing of these bodies can be found at www.iso.org/members.html.
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Aerospace series — AC induction electric motor
driven, variable delivery, hydraulic pumps — General
requirements

1 Scope

This document establishes the general requirements for electric motor driven, variable delivery,
hydraulic pumps suitable for use in aircraft hydraulic systems.

This document includes the general requirements for Alternating Current (AC) induction electric motor
powered units. The AC power electrical power supply can be either controlled to provide a Constant
Frequency (CF) or uncontrolled to provide a Variable Frequency (VF) AC supply to the electric motor.

This document is intended to be used in conjunction with the detail specification that is particular to
each application.

2 Normative references

The following documents are referred to in the text in such a way that some or all of their content
constitutes requirements of this document. For dated references, only the edition cited applies. For
undated references, the latest edition of the referenced document (including any amendments) applies.

ISO 2093, Electroplated coatings of tin — Specification and test methods

ISO 2669, Environmental tests for aircraft equipment — Steady-state acceleration

ISO 2671, Environmental tests for aircraft equipment — Part 3.4 : Acoustic vibration

[SO 3323, Aircraft — Hydraulic components — Marking to indicate fluid for which component is approved

IS0 3601-1:2012, Fluid power systems — O-rings — Part 1: Inside diameters, cross-sections, tolerances and
designation codes

ISO 6771, Aerospace — Fluid systems and components — Pressure and temperature classifications
[SO 7137, Aircraft — Environmental conditions and test procedures for airborne equipment
ISO 7320, Aerospace — Couplings, threaded and sealed, for fluid systems — Dimensions

ISO 8078, Aerospace process — Anodic treatment of aluminium alloys — Sulfuric acid process, undyed
coating

ISO 8079, Aerospace process — Anodic treatment of aluminium alloys — Sulfuric acid process, dyed coating
IS0 8081, Aerospace process — Chemical conversion coating for aluminium alloys — General purpose

ISO 8278, Aerospace series — Hydraulic, pressure compensated, variable delivery pumps — General
requirements

ISO 8625-1, Aerospace — Fluid systems — Vocabulary — Part 1: General terms and definitions related to
pressure

[SO 8625-2, Aerospace — Fluid systems — Vocabulary — Part 2: General terms and definitions relating to
flow
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ISO 8625-3, Aerospace — Fluid systems — Vocabulary — Part 3: General terms and definitions relating to
temperature

ISO 11218:1993, Aerospace — Cleanliness classification for hydraulic fluids

3 Terms and definitions

For the purposes of this document, the terms and definitions given in ISO 8625-1, ISO 8625-2, and
[SO 8625-3 and the following apply.

NOTE See ISO 8278 for terms and definitions that relate to the variable delivery hydraulic pump.
ISO and [EC maintain terminological databases for use in standardization at the following addresses:

— IEC Electropedia: available at https://www.electropedia.org/

— ISO Online browsing platform: available at https://www.iso.org/obp

31

electric motor driven variable delivery, hydraulic pump

EMP

hydraulic pump driven by an electric motor that is able to supply hydraulic power to the hydraulic
system (or sub-system) to meet a variety of functions within the aircraft system

Note 1 to entry: Examples of these functions are listed below:

— as the primary power source for the hydraulic system to supply fluid as demanded by the system, either
continuously operating or switched on for particular phases of the aircraft operation e.g. for take-off and
landing;

— as aback-up source when the primary source has failed; and

— as a power source to be used when the aircraft is on the ground to operate various utility functions or for
ground maintenance purposes.

Note 2 to entry: To operate the EMP, the electrical supply may be derived from various electrical sources,
including the main engine driven generators, auxiliary power unit driven generators, or ground cart generators.

3.2
purchaser
organization that has the engineering responsibility for the hydraulic system that includes the pump

Note 1 to entry: Typically, the purchaser is an aircraft manufacturer, an equipment manufacturer that has
hydraulic system responsibility or a modification centre.

Note 2 to entry: The purchaser is responsible for the compilation of the detail specification.

3.3
detail specification
document compiled by the purchaser that specifies:

— technical requirements;

— acceptance and qualification test requirements;
— reliability requirements;

— quality requirements;

— packaging requirements; and

— other requirements.
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3.4
supplier
organization that provides the EMP

Note 1 to entry: Typically, the purchaser is the manufacturer of the EMP who will be responsible for the design,
production and qualification of the pump.

3.5

Ports of the hydraulic pump

3.5.1

pump inlet port

port that receives flow from the hydraulic reservoir to supply the pump

3.5.2
pump discharge port
port that supplies pressurised flow to the system

3.5.3
pump case drain port
port that drains internal leakage flow to the reservoir

3.54
shaft seal port
port that routes any shaft seal leakage from the pump to an overboard drain, collector tank etc.

3.6

Temperature terms

3.6.1

rated temperature

maximum continuous temperature of the fluid to be supplied at the supply port of the pump

Note 1 to entry: The rated temperature is expressed in degrees centigrade.

3.6.2
minimum continuous temperature
minimum temperature of the fluid at the supply port of the pump at which the pump is able to function

Note 1 to entry: The minimum continuous temperature is expressed in degrees centigrade.
Note 2 to entry: This temperature is generally higher than the survival temperature.

3.7

Pressure terms

3.7.1

design operating pressure
normal maximum steady pressure

Note 1 to entry: Excluded are reasonable tolerances, transient pressure effects such as may arise from:
— pressure ripple;

— reactions to system functioning; and

— demands that may affect fatigue.

3.7.2
Inlet pressure
3.7.21
rated inlet pressure
minimum pressure measured at the inlet port of the EMP at which the pump is required to provide
performance without any degradation, with all other parameters at their rated values, except for the
fluid temperature, which is the minimum continuous temperature
Documents
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3.7.2.2
maximum inlet pressure
maximum steady state inlet pressure at which the EMP may be required to operate

3.7.2.3

minimum inlet pressure

lowest pump inlet port pressure, specified by the purchaser, for which the supplier ensures that the
EMP might be required to operate without cavitation during a system failure or during a system high-
flow transient condition

Note 1 to entry: For the purposes of this document, cavitation is assumed to occur when there is a 2 % reduction
in discharge flow with reducing inlet pressure.

3.7.3
discharge pressure
maximum pressure against which the EMP is required to operate continuously at:

— rated supply voltage;

— rated supply frequency;

— rated fluid temperature;

— rated inlet pressure;

— rated case drain pressure;

— zero flow; and

— using the hydraulic fluid specified in the detail specification.

Note 1 to entry: The diagram in Figure 1 is given as an indication. It may be presented in a different way, for
example, the axes may be reversed.

Documents

Document Sharing Hub
4 © IS0 2022 - All rights reserved

Full document details: 23/30466266 DC


http://www.avadocuments.com/doc/23-30466266-dc
http://www.avadocuments.com/doc/23-30466266-dc

ISO/DIS 18170:2022(E)

X
Key
1 differential pressure type pump characteristics A rated pressure
2 constant pressure type pump characteristics B minimum flow at maximum pressure point
3 constant pressure type pump characteristics B* cut-off pressure for constant pressure pump
4  constant power type pump characteristics full flow at minimum pressure point
5 increasing power and weight maximum flow point

flow in I/min

= X g O

pressure in kPa
Figure 1 — Discharge pressure

3.7.31

maximum full-flow pressure

maximum discharge pressure at which the EMP pump control will not be acting to reduce pump
discharge, at rated temperature, rated speed, rated inlet and case drain pressure

3.7.3.2

maximum EMP discharge transient pressure

peak value of the discharge pressure recorded during a discrete transient event (normally found whilst
cycling from full-flow pressure to rated pressure (zero flow))

3.7.3.3

pressure pulsations

oscillations of the EMP pump discharge pressure, occurring during nominally steady operating
conditions, at a frequency equal to the number of pistons times the drive shaft speed, or a multiple
thereof

Note 1 to entry: The amplitude of the oscillations is the difference between the average minimum and the average
maximum oscillations recorded during a one-second trace.

3.74

Case drain pressure

3.741

maximum case drain pressure

maximum continuous pressure developed by the EMP to enable case drain fluid to return to the
reservoir
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3.74.2
rated case drain pressure
nominal pressure at which the EMP case is required to operate continuously in the system

3.74.3
maximum transient case drain pressure
maximum pressure peak that can be imposed by the hydraulic system on the EMP case drain port

3.8
rated discharge flow
flow rate measured at the EMP delivery port under conditions of:

— rated supply voltage;

— rated supply frequency;

— rated fluid temperature;

— rated inlet pressure;

— rated case drain pressure;

— maximum full-flow pressure; and

— using the hydraulic fluid specified in the detail specification.

Note 1 to entry: The flow shall be measured in the compressed state.

3.9

rated displacement

maximum theoretical volume of fluid generated by one revolution of the EMP pump drive shaft at full
stroke

Note 1 to entry: The rated displacement shall be calculated from the geometrical configuration of the pump,
without allowing for the effects of:

— permissible manufacturing tolerances;

— distortions of the pump structure;

— the compressibility of the hydraulic fluid;

— internal leakage; and

— temperature.

Note 2 to entry: The rated displacement is used to indicate the size of the pump rather than its performance.

3.10
rated speed
maximum speed at which the EMP pump will operate at based on:

— maximum AC supply frequency;
— rated voltage.
Note 1 to entry: The rated speed is expressed as a number of revolutions of the pump drive shaft per minute.

3.11

response time

time interval between the moment when an increase (or decrease) of the EMP delivery pressure begins
and the subsequent time when the delivery pressure reaches its first maximum (or minimum) value,
when connected to a specified circuit
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3.12

stability

freedom from persistent or quasi-persistent oscillation or “hunting” of the EMP (cyclic variations in
pressure) at any frequency that can be traced to the delivery control mechanism, within stated limits in
the detail specification

3.13

Electrical terms

3.13.1

nominal electric supply condition

nominal system voltage and frequency without consideration of any distribution drop or cable
impedance

3.13.2
starting in-rush current
RMS value of the current ignoring any initial half cycle transient effects

3.13.3
voltage drop
reduction in voltage across a given wire length for each phase of an AC electrical supply

3.14

EMP overall efficiency

ratio of the EMP pump output fluid power to the EMP electric motor input electrical power when the
EMP is operating at rated conditions or any other operating conditions if so specified in the detail
specification. It is derived from the following formula:

EMP overall effiency (%) = [(APp X Qp)/(V % I cos ¢)] x 100 (@8]

where

AP, differential pressure between the EMP pump delivery and inlet ports (kPa);

EMP pump delivery flow (1/min);
supply Voltage (volts) for AC volts the Root Mean Square (RMS) value shall be used;
1 supply Current (amps) for AC current the Root Mean Square (RMS) value shall be used;

o) phase angle between voltage and current

Note 1 to entry: This equation ignores compressibility effects. If this equation is to be used, the flow rate
measurement should be made on the compressed flow stream.

Note 2 to entry: For a three-phase AC supply, the power should be derived from the summation of the powers
for each phase, i.e. VI, +VIg+V I multiplied by the power factor (cos ¢). For a balanced supply, the input power
equates to (3 x V, x I, cos ¢).

3.15

rated endurance

total number of hours and cycles of operation to be included in the endurance phase of its qualification
testing

3.16

first article inspection
FAI

process that conducts:

— verifies that the parts of a component comply with the drawings;
— verifies that the manufacturing processes have been compiled and are adhered tDOCU ments
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— verifies that the assembly processes have been compiled and are adhered to; and

— verifies that the acceptance test of the component is in accordance with the test procedure, and that
the results of the test are in agreement with the test requirements

4 General requirements

4.1 Order of precedence

The detail specification shall take precedence in the case of a conflict between the requirements of this
document and the detail specification.

4.2 Electrical system characteristics

The detail specification shall define the range of electrical supply characteristics for normal and
abnormal operation. This shall include any of the normal faults such as power interruption. Any
deviation from the nominal performance due to variations in the electrical supply shall be agreed
between the supplier and the purchaser as early as possible in the design phase. The effect of the
aircraft feeder cables shall be considered as part of the electrical supply.

4.3 Hydraulic system characteristics

The detail specification shall include the characteristics of the hydraulic system in which the EMP is to
be used in order to assist in the integration of the EMP into the hydraulic system.

The detail specification shall include the characteristics of the hydraulic system in which the pump is to
be used. This shall include the flow versus pressure curves for the inlet, discharge and case drain lines
for the following hydraulic fluid temperatures:

— normal operating temperature;
— rated temperature; and

— minimum continuous temperature.

4.4 Airworthiness requirements

The EMP shall comply with the applicable airworthiness requirements.

4.5 Qualification

EMPs furnished under this document shall be products that have passed the qualification tests specified
in the detail specification.

5 Functional requirements
5.1 Functional requirements - electrical
5.1.1 AC power requirements

5.1.1.1 General

The power supply should be compliant with the specifications provided in ISO 1540. Any non-
compliance should be defined in the detail specification.
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5.1.1.2 Rated voltage

The detail specification shall define the rated voltage at the point of regulation (POR), taking into
consideration all potential sources of power that will be applied to the EMP. The rated voltage shall be
defined at the interface with the EMP, i.e. at the electrical connector. The rated voltage range shall be
defined under normal operating conditions and the minimum shall be defined for start-up.

The rated voltage at the POR shall be defined and will typically be a nominal value of either 115 or
230 V AC per phase (single or three phases). The voltage drop between the POR and the electrical
motor connector shall be defined in the detail specification to allow for reduction in voltage under all
operating conditions. The voltage drop and the phase shift between the rated voltage and the current
that is introduced between the POR and motor connector shall be defined in the detail specification.
Alternatively, the feeder cable impedance should be defined in the detail specification.

The voltage drop in the return path should be taken into consideration when determining the power
available to run the electric motor, particularly for those aircraft that are manufactured from composite
materials.

5.1.1.3 Rated AC frequency

5.1.1.3.1 Constant AC frequency supply

The detail specification shall define the rated frequency taking into consideration all potential sources
of power that will be applied to the EMP. Typically, a constant frequency supply will maintain the
frequency within the range from 385 Hz to 415 Hz with a nominal value of 400 Hz. However, each
application should specify the actual application range.

5.1.1.3.2 Variable AC frequency supply

The detail specification shall define the rated frequency taking into consideration all potential sources
of power that will be applied to the EMP. The frequency range for engine driven generator derived
power sources will be dependent on the engine speed range for each application; the ratio between
the minimum and maximum frequencies may exceed 2:1. Typically, the frequency range lies between
360 Hz min to 800 Hz max.

5.1.1.4 Input current

5.1.1.4.1 Rated input current

The electrical current supplied to the motor in steady state when operating at nominal electrical supply
conditions and in normal temperature conditions (+20 °C) shall be specified in the detail specification.

For VF systems, a specific frequency or frequency points should be specified.

The maximum electrical current supplied to the equipment in steady state at full output shall be
specified in the detail specification at the minimum ambient and fluid operating temperatures.

The maximum electrical current at maximum ambient and fluid temperatures should also be specified;
typically, these are 70 °C and 107 °C. A de-rated performance at extreme temperatures should be
provided in the detail specification.

The power factor of the EMP shall be specified in the detail specification with the relevant operating
conditions, for example, during the EMP start up and when running in steady state conditions at full
power.

5.1.1.4.2 Starting (in-rush) current

The starting in-rush current of the EMP, whatever the voltage at the POR and considering the voltage
drop between POR and EMP terminals shall be defined in the detail specification. Documents
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The starting in-rush current of the EMP should be provided for the extreme ambient and fluid
temperatures in addition to the 20 °C condition.

The characteristics of the electrical protection devices, e.g. Remote Controlled Circuit Breaker (RCCB),
shall be specified in the detail specification. The EMP shall comply with the electrical protection device
characteristics to meet nominal running steady state within a time defined in the detail specification.
Any protection device shall not trip under worst case combinations of conditions during start-up of the
EMP.

The nominal rating of the protective device should generally exceed the maximum continuous ACMP
current by at least 20 %.

5.1.2 Electromagnetic interference

The EMC/EMI requirements shall be specified in the detail specification. Where components are
included in the unit to assist with EMC/EMI requirements, consideration shall be given to ensuring
that there is sufficient rating/de-rating of the components to ensure their compatibility with the threat
level.

5.1.3 Electrical bonding

5.1.3.1 General

The bonding requirements shall be specified in the detail specification. A bonding dedicated area shall
be provided on the unit in order to make the connection to the aircraft structure.

A wired connection shall be provided between the EMP case housing and a pin in the electric connector
(case bonding) for bench testing. This connection should not be made when the EMP is installed on the
aircraft.

The bonding resistance between any point of the EMP and the dedicated bonding area and any point
between the EMP case and the connector bonding pin shall be specified by the purchaser.

5.1.3.2 Insulation resistance

The minimum insulation resistance shall be specified in the detail specification. Typically, the insulation
resistance shall be at least 100 M) measured with a voltage of 500 VDC between each circuit and the
EMP case.

The dwell time for the test should be 1 min and the test should be carried out at room temperature
(23 +5)°C.

5.1.3.3 Dielectric strength

The dielectric strength shall be specified in the detail specification. Typically, the electrical circuit of
the electrical unit shall be capable of withstanding an insulation breakdown test without damage at a
voltage of:

— [(2 x Phase Voltage) + 1 000 V];

— 1500 VAC, 50 Hz for a system operating with a nominal supply voltage of 230 VAC per phase; and
— 1250 VAC, 50 Hz for a system operating with a nominal supply voltage of 115 VAC per phase.

The test should be carried out at room temperature.

The ramp rate for application of these voltages should not exceed 500 V/s and the dwell time at the final
voltage should be 1 min. The leakage current observed should be specified by the purchaser (values
between 2 mA and 20 mA may be specified depending on size and other considerations).
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Any subsequent tests should be carried out at 80 % of the stated voltage.
5.1.4 Protection requirements

5.1.4.1 Self-protection from electrical failures

The EMP motor shall be designed such that means are provided to prevent secondary failures occurring
as aresult of an internal electrical failure.

Typical examples are:

— limiting motor surface temperature to below 204 °C in the event of a locked rotor self-protection
(i.e. is achieved when conducting the locked rotor test); and

— explosion proofness test and any other electrical failure mode tests as may be defined by the detail
specification.

This may necessitate devices that can detect failure modes as defined in the detail specification and
if the failure modes can result in a fire hazard, then means to isolate the EMP shall be provided. Such
equipment shall be considered as a part of the EMP sub-system and shall be subjected to the same
acceptance and qualification tests as defined within this document.

Consideration shall be given to the reliability of any safety features/protection to determine whether
the EMP is required to protect itself (i.e. without the safety features present) in the event of such faults.
The safety features may be part of the EMP itself or as part of a system. The level of inherent safety/
protection in the EMP shall be agreed with the purchaser as early as possible in the design phase.

5.1.4.2 Thermal protection

The temperature of cables, pins, crimped connections, etc. shall remain below a safe limit under normal
operating conditions. External surfaces shall be below 204 °C. Internal surfaces may be above this
temperature if they are within the containment envelope of explosion proof motors.

Protection shall be provided such that when the motor is in the locked rotor condition and at voltage
and the frequency (or frequency range) specified in the detail specification is applied continuously,
the current of all three phases shall be limited to a specified value without causing a fire hazard. The
protective system shall not be automatically reset and both the motor and the protector system are
considered expended after one operation.

5.1.4.3 Short circuit protection

Unless stated otherwise in the detail specification, the EMP shall fully contain any arcs/sparks or flames
and the external surfaces of the EMP shall not exceed 204 °C in the event of a short circuit occurring
within the motor.

The fault current capability of the electrical system shall be stated in the detail specification.

5.1.5 Electric motor cooling methods
Cooling may be achieved by different methods including:

a) Indirect hydraulic fluid cooling whereby both the stator and rotor are cooled using the hydraulic
fluid, but the fluid passes through a jacketed housing and through the shaft without coming in
direct contact with the rotor or stator windings. This is a totally enclosed design.

b) Direct hydraulic fluid cooling whereby the rotor and stator are immersed in hydraulic fluid to
provide the cooling. This is a totally enclosed design.
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