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Introduction
This draft standard is based on national and international discussions. Your comments on this draft are invited and will assist in
the preparation of the consequent standard.

For international standards, comments will be reviewed by the relevant UK national committee before sending the consensus
UK vote and comments to the international committee, which will then decide appropriate action. If the international standard is
approved, it is usual for the text to be published as a British Standard.

For national standards, comments will be reviewed by the relevant UK national committee and the resulting standards published
as a British Standard.

UK Vote
Please indicate whether you consider the UK should submit a negative (with supporting technical reasons) or positive vote on
this draft. Please indicate if you are aware of any reason why this draft standard should not be published as a British Standard.

Submission of Comments
- Annotated drafts are not acceptable and will be rejected.

- All comments should be submitted online at https://standardsdevelopment.bsigroup.com/. You will need to register in
order to comment.

Template for comments and secretariat observations Date: xx/xx/20xx Document: ISO/DIS xxxx

1 2 (3) 4 5 (6) 7

MB Clause No./ Subclause
No./Annex (e.g. 3.1)

Paragraph/Figure/
Table/Note

Type of
comment

Commend (justification
for change) by the MB

Proposed change by the MB Secretariat observations on
each comment submitted

3.1 Definition 1 ed Definition is ambiguous and needs
clarifying.

Amend to read '...so that the mains
connector to which no connection...'

6.4 Paragraph 2 te The use of the UV photometer as
an alternative cannot be supported
as serious problems have been
encountered in its use in the UK.

Delete reference to UV photometer.
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34B/2170/CDV 

COMMITTEE DRAFT FOR VOTE (CDV) 

 PROJECT NUMBER: 

IEC 60061-PR2023-1 ED3 

 DATE OF CIRCULATION: CLOSING DATE FOR VOTING: 

2023-04-28 2023-07-21 

 SUPERSEDES DOCUMENTS: 

34B/2163/DC, 34B/2168/INF, 34B/2169/RR 

 

IEC SC 34B: LAMP CAPS AND HOLDERS 

SECRETARIAT: SECRETARY: 

Germany Mr Hans Finke 

OF INTEREST TO THE FOLLOWING COMMITTEES: PROPOSED HORIZONTAL STANDARD: 

       

Other TC/SCs are requested to indicate their interest, if any, 
in this CDV to the secretary. 

FUNCTIONS CONCERNED: 

 EMC  ENVIRONMENT  QUALITY ASSURANCE  SAFETY 

 SUBMITTED FOR CENELEC PARALLEL VOTING 

Attention IEC-CENELEC parallel voting  

The attention of IEC National Committees, members of 
CENELEC, is drawn to the fact that this Committee Draft for 
Vote (CDV) is submitted for parallel voting.  

The CENELEC members are invited to vote through the 
CENELEC online voting system. 

 NOT SUBMITTED FOR CENELEC PARALLEL VOTING 

 

This document is still under study and subject to change. It should not be used for reference purposes. 

Recipients of this document are invited to submit, with their comments, notification of any relevant patent rights of which they 
are aware and to provide supporting documentation. 

 

TITLE: 

Lamp caps and holders together with gauges for the control of interchangeability and safety – Gauges 
for holders GJ6.6 in 7005-188 

 

PROPOSED STABILITY DATE: 2027 

 

NOTE FROM TC/SC OFFICERS: 
This amendment is proposed to amend IEC 60061-3 to include a set of gauges to make assessment of compliance for 
GJ6.6 caps and holders easier.  These gauges are based on the previously circulated 34B/2163/DC and comments 
received in 34B/2168/INF - only expressions of support without technical or editorial comments were received. 

  
Copyright © 2023 International Electrotechnical Commission, IEC. All rights reserved. It is permitted to download this 
electronic file, to make a copy and to print out the content for the sole purpose of preparing National Committee positions. 
You may not copy or "mirror" the file or printed version of the document, or any part of it, for any other purpose without 
permission in writing from IEC. 
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“NOT GO” GAUGE FOR CAP ENTRANCE WINDOW 
   
  CALIBRE “N’ENTRE PAS” POUR CULOTS… 
   
  GJ6.6t, GJ6.6d-1, GJ6.6d-2 and GJ6.6 support cap Page 1 of 17 
 
 

7006-XXX-1 

Dimensions in millimetres - Dimensions en millimètres 
 

The drawing is intended only to illustrate the essential dimensions of the gauge. 
Le dessin a pour seul but d’illustrer les dimensions essentielles du calibre. 

For details of caps GJ6.6 see sheet 7004-188 
Pour les détails des culots GJ6.6 voir la feuille 7004-188 

 

 

PURPOSE: To check the maximum dimensions B1 and B2 of the lamp cap entrance window. 

TESTING: It shall not be possible to fit either gauge into the cap. 

Reference Dimension Tolerance 
B1 13,2 + 0,02 

0 
B2 16,5 + 0,02 

0 
B1A 13,0 + 0,1 

- 0,1 
B2A 16,4 + 0,1 

- 0,1 
B12 8,3 + 0,1 

- 0,1 
B12A 8,2 + 0,1 

- 0,1 
B14 8,4 + 0,1 

- 0,1 
B15 6,5 + 0,1 

- 0,1 
H1 2,8 + 0,1 

- 0,1 
H2 2,3 + 0,1 

- 0,1 
H3 20,0 + 1,0 

-1,0 
H4 26,0 + 1,0 

-1,0 
H5 30,0 + 1,0 

-1,0 
φF1 27,9 + 0,05 

- 0,05 
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PIN DIMENSION AND LOCATOR “GO” GAUGE FOR CAPS 
   
  …CULOTS 
   
  GJ6.6t, GJ6.6d-1 Page 2 of 17 
 
 

7006-XXX-1 

Dimensions in millimetres - Dimensions en millimètres 
 

The drawing is intended only to illustrate the essential dimensions of the gauge. 
Le dessin a pour seul but d’illustrer les dimensions essentielles du calibre. 

For details of caps GJ6.6 see sheet 7004-188 
Pour les détails des culots GJ6.6 voir la feuille 7004-188 

 

PURPOSE: To check the minimum dimensions B1 and B2 of the lamp cap entrance window, the maximum 
pin diameter, φC1, and maximum pin length dimensions, B9 and B10, and the pin locations, B4, B5 and B6. 

TESTING: It shall be possible to fit the gauge into the cap to fully contact the surface, φF1. 

Reference Dimension Tolerance 
B1 13,0 0 

- 0,02 
B2 16,4 0 

- 0,02 
B4 8,0 + 0,01 

- 0,01 
B5 3,3 + 0,01 

- 0,01 
B6 2,7 + 0,01 

- 0,01 
B9 10,3 + 0,02 

0 
B10 8,9 + 0,02 

0 
B12 8,2 + 0,1 

- 0,1 
B14 8,4 + 0,1 

- 0,1 
B15 6,5 + 0,1 

- 0,1 
H1 2,8 + 0,1 

- 0,1 
H2 11,2 + 0,1 

- 0,1 
H3 20,0 + 1,0 

-1,0 
H4 13,0 + 1,0 

-1,0 
H5 30,0 + 1,0 

-1,0 
φC1 2,1 + 0,01 

- 0,01 
φF1 27,9 + 0,05 

- 0,05 
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PIN DIMENSION AND LOCATOR “GO” GAUGE FOR CAPS 
   
  …CULOTS 
   
  GJ6.6d-2 Page 3 of 17 
 
 

7006-XXX-1 

Dimensions in millimetres - Dimensions en millimètres 
 

The drawing is intended only to illustrate the essential dimensions of the gauge. 
Le dessin a pour seul but d’illustrer les dimensions essentielles du calibre. 

For details of caps GJ6.6 see sheet 7004-188 
Pour les détails des culots GJ6.6 voir la feuille 7004-188 

 

PURPOSE: To check the minimum dimensions B1 and B2 of the lamp cap entrance window, the maximum 
pin diameter, φC1, and maximum pin length dimension, B10, and the pin locations, B4, B5 and B6. 

TESTING: It shall be possible to fit the gauge into the cap to fully contact the surface, φF1. 

Reference Dimension Tolerance 
B1 13,0 0 

- 0,02 
B2 16,4 0 

- 0,02 
B4 8,0 + 0,01 

- 0,01 
B5 3,3 + 0,01 

- 0,01 
B6 2,7 + 0,01 

- 0,01 
B10 8,9 + 0,02 

0 
B12 8,2 + 0,1 

- 0,1 
B14 8,4 + 0,1 

- 0,1 
B15 6,5 + 0,1 

- 0,1 
H1 2,8 + 0,1 

- 0,1 
H2 11,2 + 0,1 

- 0,1 
H3 20,0 + 1,0 

-1,0 
H4 13,0 + 1,0 

-1,0 
H5 30,0 + 1,0 

-1,0 
φC1 2,1 + 0,01 

- 0,01 
φF1 27,9 + 0,05 

- 0,05 
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