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Introduction

This draft standard is based on national and international discussions. Y our comments on this draft are invited and will assist in
the preparation of the consegquent standard.

For international standards, comments will be reviewed by the relevant UK national committee before sending the consensus
UK vote and comments to the international committee, which will then decide appropriate action. If the international standard is
approved, it is usual for the text to be published as a British Standard.

For national standards, comments will be reviewed by the relevant UK national committee and the resulting standards published

as a British Standard.

UK Vote

Please indicate whether you consider the UK should submit a negative (with supporting technical reasons) or positive vote on
this draft. Pleaseindicate if you are aware of any reason why this draft standard should not be published as a British Standard.

Submission of Comments
- Annotated drafts are not acceptable and will beregjected.

- All comments should be submitted online at https.//standar dsdevelopment.bsigroup.com/. You will need to register in

order to comment.

Template for comments and secr etariat observations

Date; xx/xx/20xx

Document: 1SO/DIS xxxx

lan alternative cannot be supported
as serious problems have been
lencountered in its use in the UK.

1 2 ©) 4 5 (6) 7
MB | Clause No./ Subclause Paragraph/ Type of Commend (justification Proposed change by the MB Secretariat observations on
No./Annex (e.g. 3.1) Figure/Table/Note comment for change) by the MB each comment submitted
31 Definition 1 ed Definition is ambiguous and needs |Amend to read '...so that the mains
clarifying. connector to which no connection...’
6.4 Paragraph 2 te The use of the UV photometer as  [Delete reference to UV photometer.
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consumption in potable water installations and general
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Protection contre la pollution de 1'eau potable dans les Schutz des Trinkwassers vor Verunreinigungen in
réseaux intérieurs et exigences générales des Trinkwasser-Installationen und allgemeine
dispositifs de protection contre la pollution par retour Anforderungen an Sicherungseinrichtungen zur
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European foreword

This document (prEN 1717:2023) has been prepared by Technical Committee CEN/TC 164 “Water
supply”, the secretariat of which is held by AFNOR.

This document is currently submitted to the CEN Enquiry.

The UK Matrix of the protection units appropriate to fluid categories (Table 2) and the determination of

fluid categories (5.2) differs to that detailed within the body of this document. The British Standard
EN 171

version of therefore contains an A deviation to cover the limited technical deviations to ensure
compliance with the Water Supply (fittings) Regulations 1999.

This document supersedes .

The main changes compared to the previous edition are listed below:
a) the scope has been made more precise, extended and revised;

b) terms and definitions have been amended;

c) all Figures have been updated and re-drawn;

d) Table 2 has been updated;

e) Clause “Air break to drain” has been revised;

f) Annex A and Annex B have been completely revised;

g) Annex C has been revised and provides application examples.
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Introduction

In respect of potential adverse effects on the quality of water intended for human consumption, caused
by the products covered by this document:

1) this document provides no information as to whether the products may be used without restriction
in any of the Member state of the EU or EFTA;

2) it should be noted that, while awaiting the adoption of verifiable European criteria, existing
national regulations concerning the use and/or the characteristics of these products remain in

force.

Annex A, Annex B and Annex C of this document are informative.
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1 Scope

This document specifies a methodology for protecting potable water in potable water installations
within and outside buildings but within premises from the risk of pollution by backflow of non-potable
water and gives recommendations on the design, risk analysis, backflow prevention devices and their
installation methods.

This methodology is also intended to be used outside premises for all potable water systems connected
to a potable water distribution system up to and including the point of use.

The product standards for the specific backflow prevention devices or arrangements are intended to be
used in conjunction with this document. In the absence of a product standard, this document is
intended to be used as a reference to draw up a specification for the development of new devices or
arrangements.

2 Normative references

The following documents are referred to in the text in such a way that some or all of their content
constitutes requirements of this document. For dated references, only the edition cited applies. For
undated references, the latest edition of the referenced document (including any amendments) applies.

EN 806 (all parts), Specification for installations inside buildings conveying water for human consumption
3 Terms and definitions

For the purposes of this document, the following terms and definitions apply.
[SO and IEC maintain terminology databases for use in standardization at the following addresses:

— ISO Online browsing platform: available at https://www.iso.org/obp/

— IEC Electropedia: available at https: //www.electropedia.org/

3.1

air break to drain

vertical air gap realised by air inlets or full disconnection between the lowest point of the outlet and the
spillover level of the atmospheric drain overflow

3.2
air gap
permanent atmospheric separation between the upstream fluid supply and the downstream fluid

3.3
air inlet
orifice designed to admit air from the atmosphere into a hydraulic circuit

3.4

appliance

equipment

device in which the potable water is used and/or is modified e.g. water heater, coffee-machine, WC-pan

3.5
backflow
movement of the fluid from downstream to upstream within an installation
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3.6
backflow protection device
device which is intended to prevent pollution of potable water by backflow

3.7

disconnection

break in a hydraulic circuit creating an atmospheric area between two elements, one carrying or
containing potable water (upstream) and another carrying or containing another fluid (downstream)

3.8

domestic use

intended use of applications and appliances that are common for a potable water installation in a
household environment

Note 1 to entry: The same use of these appliances and applications in e.g. flats, hotels, schools, offices and
collective residences (student and nurse accommodations or similar) is considered to be domestic use (see
also 6.2)

3.9
downstream
side to which fluid flows under normal conditions

3.10

potable water system

water system located downstream of the delivery point specified by the water supply authorities or
regulations

Note 1 to entry:  In DIRECTIVE (EU) 2020/2184 OF THE EUROPEAN PARLIAMENT AND OF THE COUNCIL of 16
December 2020 on the quality of water intended for human consumption the potable water system is
denominated as “domestic distribution system”.

3.11
family of protection
general identification of a backflow protection device principle

3.12
fluid
all substances which can be deformed by small forces

Note 1 to entry:  Fluids are divided into liquids and gases.
3.13 Differentliquid levels

3.13.1

critical level

physical or piezometric level of the liquid reached in any part of the appliance 2 s after closing the water
inlet, starting from maximum level

3.13.2

maximum level

highest water level reached above the spillover level under positive pressure fault conditions with all
outlets closed but with the overflow open
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3.13.3
spillover level
level at which water will start to overflow the receiving vessel with all outlets closed

3.14

LDso

calculated value, based on OECD 423 test method, of the quantities of substances or mixture which,
given on one intake through oral and parental path, bring about within 15 days (the required time to
consider potential delayed effects) the death of 50 out of 100 treated animals

Note 1 to entry:  One should realize that the LDso-test method is used only as a tool for selecting appropriate
family and types of backflow preventers. The LDso-method is not sufficient for conducting a full toxicological
evaluation.

3.15
non-domestic use
every application not covered by definition 3.8

3.16
overflow
means for discharging naturally excess fluid from an appliance when it has reached a specified level

3.17
point of use
point where water is drawn by the user either directly or by connecting an apparatus

3.18

pollution of potable water

reduction in aesthetic (turbidity, odour and taste), chemical or biological quality of potable water due to
raising its temperature or the introduction of contaminating substances

3.19
protection point
location in a hydraulic circuit where a protection unit is installed

3.20

protection unit

device or a device in combination with other hydraulic components which constitutes the protection
against backflow

3.21
type of protection
identified operating principle applied to a protection device belonging to a given family

3.22
upstream
side from which fluid flows under normal conditions

3.23

potable water

water intended for human consumption (according to DIRECTIVE (EU) 2020/2184 OF THE EUROPEAN
PARLIAMENT AND OF THE COUNCIL of 16 December 2020 on the quality of water intended for human
consumption) including hot water, wholesome water and abbreviated to PWC (potable water cold) and
PWH (potable water hot)

Documents
8 Document Sharing Hub

Full document details: 23/30471506 DC


http://www.avadocuments.com/doc/23-30471506-dc
http://www.avadocuments.com/doc/23-30471506-dc

prEN 1717:2023 (E)

4 Pollution of potable water: general observations

4.1 General

This clause is to be used when undertaking the risk analysis for determining the protection to be used
to prevent the pollution by backflow of the potable water network and potable water installations.

The following conditions can give raise to pollution of the potable water.

4.2 Backflow of non-potable water

The quality of the potable water distributed can be impaired when non-potable water flows back into
the potable water system.

4.3 Cross-connection

The quality of the potable water distributed can be impaired by a cross-connection, this can be an actual
or potential physical connection between a potable water supply and any other non-potable water
system.

4.4 External influences

Potable water cisterns, pipes and protection units shall be protected from external pollution (see
the EN 806 series).

No other fluid shall be conveyed in a potable water installation (gas, compressed air, ventilation
conduct, vapour, chemicals, water used in heating equipment, recycled water, drainage or run-off water,
waste water, etc.) other than potable water. If it is considered possible that under the prescribed
operation any contaminant could enter through the protection device (for example air gap, air inlet)
into the potable water installation, corresponding protection measures are to be provided.

4.5 Materials

The quality of the potable water distributed can be impaired by the use of inappropriate materials.
4.6 Stagnation
Stagnation (e.g. as a result of interruptions to operation and disconnection, see the EN 806 series) of

water in the systems can result in impairment of the water quality due to a significant concentration of
dissolved substances or substances in suspension or to bacterial growth.

The level of impairment depends on the materials used, the water quality, the temperature (for example
pipes in boiler rooms) and the duration of stagnation.

4.7 Inadequate or improper maintenance

Any insufficient or improper maintenance of the potable water installation including backflow
protection devices can result in an impaired water quality. For proper maintenance see EN 806-5.
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5 Analysis method of the pollution risks and choice of protection
5.1 General remarks

Pollution in a potable water supply system can occur by:

a) backsiphonage: by partial vacuum (drop in pressure) in the potable water supply system (due for
example to the operation of a valve, the bursting of a pipe, the operation of a booster pump,
excessive water demands in a part of the system, water taken for emergency use from a fire
hydrant);

b) back pressure: originated in a non-potable water system in which the pressure exceeds the
pressure in the potable water system;

c) back growth: pollution in the potable water system as a result of back growth of microorganisms;
d) stagnation, see 4.6.
5.2 Determination of fluid categories

5.2.1 General

Fluids which could be in contact with potable water are classified in five categories as defined below.

5.2.2 Category 1

Cold water to be used for human consumption coming from a potable water distribution system.

5.2.3 Category 2

Fluid recognized as being fit for human consumption, including water taken from a potable water
distribution system, which has undergone a change in taste, odour, colour or a temperature (heating or
cooling).

5.2.4 Category 3

Fluid representing a slight human health hazard due to the presence of one or more harmful substances
of low acute toxicity to be determined by the LDso-method > 200 mg/kg, see 3.14 1.

5.2.5 Category 4

Fluid presenting a significant human health hazard due to the presence of one or more toxic or very

toxic substances of high acute toxicity to be determined by the LDso-method < 200 mg/kg, see 3.14. or
one or more carcinogenic mutagenic and reprotoxic (CMR) substances.

5.2.6 Category 5

Fluid presenting a human health hazard due to the presence of microbiological or viral elements.

1 The border between fluid category 3 and 4 is in principle LDso = 200 mg/kg body weight, in accordance with
OECD 423, December 17, 2001.

When the outcome of the calculation method indicates that a dose equal or less than 200 mg/kg body weight of a
fluid is deadly for at least 50 % of the animals, than the fluid is classified into category 4. When the calculation
indicates that a dose of more than 200 mg/kg is required the fluid is to be regarded as less harmful and the fluid is
classified into category 3.

Remark: In 2002 the original LDso-test, OECD 401 (8), has been deleted from the OECD guidelines.

The LDso-test method in this standard is just used as a means for selecting appropriate backflow preventers. It is
not intended as a replacement for undertaking a full toxicological evaluation of the health risk.
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5.2.7 Mixture of fluids

Mixing fluids of different categories will classify the mixture as the highest fluid category (independent
of the ratio) of the mixed fluids.

5.3 Determination of the installation characteristics

5.3.1 General
The analysis of an existing or projected installation provides information about its characteristics and
the fluid categories.

That information shall then be used to determine an appropriate protection unit to prevent pollution of
the potable water supply or installation.

The analysis is done as described in the following clauses.

The result of this analysis is fixed by a cross in the appropriate field of the installation matrix
(see Table 1).

5.3.2 Pressure

Locate the point(s) within the potable water system that need to be protected against pollution.

Determine whether downstream of the protection point is subjected to atmospheric pressure (P = atm)
or to a pressure exceeding atmospheric pressure (P > atm):

— the situation will be P = atm if the protection point is subject to backsiphonage only (see Figure 1);

— the situation will be P > atm if the protection point is subject to backsiphonage and back pressure
see Figure 2).

P=atm No head H (Column of water) and
No Pressure P to be present or _;

possible immediately downstream

of the installed protective device.

Figure 1 — Pressure equal atmosphere

P>atm Head H or Pressure P present
or possible immediately downstream of
the installed protective device. b,

Figure 2 — Pressure bigger atmosphere

5.3.3 Connections

All connections are considered permanent.
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5.3.4 Risk attenuation
The principle of risk attenuation is accepted only for certain facilities for domestic use listed
in Clause 6.2 and in conformity with Table 3.

5.4 Separation by single or double walls

5.4.1 General
A single wall separator consists of a single fixed and sealed partition or casing that can be in contact
with the potable water on one side, and with another fluid on the other.

A double wall separator consists of at least two fixed and sealed partitions or casings creating a neutral
intermediate zone between the potable water on one side and another fluid on the other.

The intermediate zone may be designed in two ways:

— containing a pressurized gaseous fluid or an inert porous material (open cells);

— containing a fluid of category 2 or 3.

5.4.2 Rules

5.4.2.1 With respect to pollution prevention

Category 2 or 3 fluids may be separated from the potable water by a single wall including permanently

fixed joints.

When the fluid from which potable water shall be protected against pollution is of category 4 or 5, a
single wall is not sufficient. A double wall with a safety medium in between (liquid or gas) is considered
to be able to separate the potable water from the second fluid.

5.4.2.2 With respect to direct consumer protection

When the fluid from which potable water shall be protected against is of category4 or5 and
downstream of the appliance the water is intended for sanitary or food related use, a double wall shall
be required.

5.4.3 Leakage test on double-wall-separation

Separation by a double-wall with a safety medium in between shall be constructed such that any
leakage from one of the walls shall be routed to the outside of the appliance to give a visual leakage
detection or that the leakage initiates a visible and/or acoustic signal.

The leakage test, conducted on a test sample is as follows:

1) drilla (2 £ 0,1) mm hole through the partition wall in contact with the fluid the potable water needs
to be protected against. For the position the most critical location in the double-wall is selected.
(normally the furthest point from the connections);

2) subject the hole in this side of the separation wall with a pressure of (50 * 5) kPa and maintain that
pressure;

3) verify if a leakage detection is established within (300 + 5) s after applying the pressure, e.g. by:
— observing that fluid emerges to the outside of the double wall construction in the atmosphere;

— avisual alarm is initiated;
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— an acoustic alarm signal is initiated.
5.5 Air break to drain

If apparatus is connected to a drainage system, which does not have an air break to drain that satisfies
the requirements given in Clause 8, the fluid in the apparatus shall be considered as fluid category 5.

5.6 Installation matrix

Table 1 — Installation matrix

Category of fluid
Downstream pressure of protection device
2 3 4 5
P =atm
(backsiphonage)
P> atm
(Backpressure)

By making an analysis of an installation, assessment of the fluid category from which it shall be
protected, as well as its technical characteristics (see 5.3 to 5.5), the pollution risk of the potable water
can be determined.

Any backflow prevention arrangement already incorporated into the apparatus or the installation shall
be disregarded during the analysis, if the integrated backflow prevention arrangement satisfies the risk
determined during the analysis, then no further backflow prevention arrangement is necessary for the
apparatus.

The matrix above can be completed by inserting a cross for an existing parameter resulting in the
installation matrix.

5.7 Protection units
5.7.1 Generalities
When the protection unit is represented by a symbol it shall be a hexagon shape containing the letter of

the protection family and the letter of the type of protection in this family.

All materials coming into contact with water intended for human consumption shall present no health
risk nor cause any change to the water in terms of quality, appearances, smell or taste.

They shall be compatible with each other, with the water supplied, and with the fluids or substances
that can come into contact with them.

Regular inspection and maintenance of the protection units shall be carried out in accordance with the
EN 806 series and the applicable product standards.

EXAMPLE

The hydraulic circuit of an installation or of an appliance connected to an installation may have several
protection units; each unit comprises a protection device and the accessories needed for protection of
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the water and for its proper functioning, and for inspection, maintenance; (for example valve,
strainer, etc.).

The protection device itself is an assembled finished product ready to be installed in a hydraulic circuit.
The characteristic of families and types of protection, and the principle diagrams are given in Annex A.

To ensure that the risk coverage is fully satisfied it is necessary to correctly install the backflow
protection unit.

The components constituting a protection unit combined with a protection device can be:
— astop valve (servicing valve)
— atestcock

a sampling cock

g of of X
|

STR — astrainer
STR — astrainer with drain valve
X
— an airbreak to drain

\

5.7.2 Functional requirements for protection units against pollution

Protection units shall be constructed that they will safely prevent pollution of the potable water system.

The level of protection and the method of operation of the device, i.e. either an air gap arrangement, air
inlet port, or a mechanical arrangement, will depend upon the category of the contaminated fluid from
which the potable water system needs to be protected.

Except for particular fields of application, backflow protection devices shall be able to operate without
modification or adjustment:

— atany pressure, up to and including 1 000 kPa (10 bar);
— for any pressure variation, up to 1 000 kPa (10 bar);
— in permanent operation at a limited temperature of 65 °C and 90 °C for 1 h maximum

Internal and external parts of backflow protection devices shall be accessible for:

— inspection and test;
— replacement or repair.

On devices of DN >50 mm it shall be possible to carry out these operations in situ. Replaceable
components shall be designed that they can only be reassembled without error in their original
positions (with no risk of inversion, reversal, etc.).

Elements contributing to the setting shall be fixed and not adjustable. Details are provided in the
appropriate product standard.

Additional actuating devices (electric, pneumatic, etc.) shall not have a negative influence on the
operation of the backflow protection function.
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5.7.3 Description and installation requirements of the protection units

Annex A in this document covers the general applications of the protection units but the specific detail
of the installation and positioning will need to be determined by the manufacturer’s instructions and
details of the applicable product standard for the backflow protection device.

5.8 Matrix of the protection units appropriate to fluid categories

The suitability of each protection unit is indicated in Table 2.

NOTE See also Clause 6.

Table 2 — Matrix of the protection units appropriate to fluid categories

Protection unit Category of fluids
2 3 4 5
AA |Unrestricted air gap . . . .
AB | Air gap with overflow non-circular (unrestricted) . . . .
AC |Air gap with submerged feed incorporating air inlet plus overflow . . - -
AD |Air gap with injector . . . .
AF | Air gap with overflow circular (restricted) . . . -
AG | Air gap with minimum circular overflow . . - -
BA |Backflow preventer with controllable reduced pressure zone . . . -
CA |Backflow preventer with different non-controllable pressure zones . . - -
DA |Inline anti-vacuum valve 0 0 - -
DB |Pipe interrupter with atmospheric vent and moving element 0 0 0 -
DC |Pipe interrupter with permanent atmospheric vent 0 0 0 0
EA |Controllable antipollution check-valve . - - -
EB |Non-controllable antipollution check-valve . - - -
EC |Controllable antipollution double check-valve . - - -
ED |Non-controllable antipollution double check-valve . - - -
GA |Mechanical disconnector direct actuated . . - -
GB |Mechanical disconnector hydraulic actuated . . . -
HA |Hose union backflow preventer . 0 - -
HB |Shower hose union anti-vacuum valve 0 - - -
HC |Automatic diverter . - - -
HD |Hose union anti-vacuum valve combined with a check-valve . 0 - -
LA |Pressurized air inlet valve 0 - - -
LB |Pressurized air inlet valve combined with a check valve located
downstream * © - -
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Protection unit Category of fluids

2 3 4 5

General remarks:
Units with an atmospheric vent shall not be installed where it is liable to flooding (for examples AA, BA, CA)
e Covers the risk for backpressure and backsiphonage (P = atm, see also 5.3.2)

o Covers the risk for backsiphonage only (P = atm, see also 5.3.2)

- does not cover the risk

5.9 Summary of analysis method

— List the fittings and appliances which could cause pollution by backflow. Determine the fluid
category.

— Ascertain the installation characteristics:

a) identify the location where the protection unit should be placed and note any existing
protection units;

b) determine the maximum fluid levels;
c) determine the downstream pressure at the point of protection (see 5.3.2).
— Draw up the installation matrix in accordance with 5.6.

— Consider which are the protection units to be used by referring to the protection matrix according
to 5.8 and Clause 6 and Clause 7.

— Determine whether single or double separation walls are required in accordance with 5.4.

— Verify whether the connection to the drainage system is fitted with an air break to drain in
accordance with 5.5.

If the appropriate protection unit(s) are already installed, the equipment may be connected, otherwise,
make provision for the installation of the appropriate protection unit(s) either in the equipment or
upstream of it (see also 5.6).

6 Protection of equipment installed at the draw off point (Point-of-Use systems)
6.1 General
The protection units of equipment installed at the point of use are analysed according to the method

described in Clause 5.

The protection units shall be incorporated into the equipment. If for specific technical reasons they are
not, then they shall be installed at the connection of the supply of those installations to ensure the
protection of the potable water.

A backflow prevention device is required at each point of use.

If a common protection to several hydraulic circuits present at the draw off point within a potable
water system is sought, it is necessary to consider the technical parameter presenting the highest risk
value in the most unfavourable fluid category to all the associated circuits.

If an analysis is not possible, an air gap of family A, type A, B or D is the only protection unit to be used.
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6.2 Special provisions for domestic Point-of-Use systems

For domestic uses the protection units given in Table 3, notwithstanding a risk analysis according to
Clause 5, are also allowed.

The risk attenuation principle is strictly limited to domestic use.

Table 3
Equipment Category Authorized level units

Tap with extractable or flexible outlet with spray at:

— wash basin; ) ) )

_ sink: 5 Protection units appropriate to
category 2

— shower;

— bath

Bath with inlet below the rim of the tuba 5 Protection units appropriate to
category 3

Draw-off tap for hose connectionb 5 Protection units appropriate to
category 3

a  The installation of the protection unit shall be above the rim.

b Used for washing, cleaning or above ground garden watering (perforated irrigation lines and submerged
nozzles are not allowed).

7 Protection at the connection point to the public potable water system
Risk analysis is based upon an inspection of the water use in the water system located downstream of
the delivery point specified by the water supply authorities or regulations.

A backflow protection unit shall be installed at the origin of the potable water installations network at
the appropriate place:

— for all domestic and non-domestic installations, where inspection is possible and the guarantees
sufficient, the protection unit shall be a controllable check valve;

— for non-domestic installations where inspection is not possible and for those where the guarantees
are insufficient, the protection unit shall be chosen according to the maximum risk which can be

caused by the use of the water;

— When there is a cross-connection of the potable water with water supply from any other sources,
the water supply shall be protected by a protection unit appropriate for fluid category 5.

8 Air break to drain

The air break to drain shall be realized by a full disconnection or by air inlets, see Figure 3.
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|
Sy | S, S _ | _ S,
T I
o
W
W
a) Example of Full b) Example of Air inlet c) Example of Air inlet
disconnection disconnection disconnection with flow-
straightener

Key
1  Outlet evacuation
2 Spill over level
3  Drain/Wastewater section
A Airgap
E  Evacuation with inner diameter E
W Drain with inner diameter W

Si  Cross-section of single air inlet, S, S, ..., Si
Smallest dimension for calculation of cross-sections of air inlets

o

Figure 3 — Air break to drain

Minimum requirements

€24 mm

AzW

A220mm

W =z E and drain (W) shall be capable to take the full flow of the discharge

The minimum cross-section area of the air inlet or overflow openings shall be calculated as follows with
Formula (1):

ZSI +S; +...2% (1)

z= the sum of the minimum cross-section area' s of air inlets shall be equal or greater than the result
of the Formula (1).

Air breaks to drain shall not be used as a potable water supply device.

Documents
18 Document Sharing Hub

Full document details: 23/30471506 DC


http://www.avadocuments.com/doc/23-30471506-dc
http://www.avadocuments.com/doc/23-30471506-dc

prEN 1717:2023 (E)

Annex A
(informative)

Reference list of the protection units

Family Air gap A

Description

An air gap is a permanent atmospheric unobstructed separation (distance) between the upstream
supply and the downstream element to prevent the backflow of a contaminated fluid and backgrowth of
microorganism originated in the downstream installation into the potable water supply system.
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