
Draft for Public Comment
Form 36

DPC: 23/30476766 DC

BSI Group Headquarters

389 Chiswick High Road London W4 4AL

Tel: +44 (0)20 8996 9000
Fax: +44 (0)20 8996 7400
www.bsigroup.com

Date: 06 July 2023
Origin: European

Latest date for receipt of comments: 29 August 2023 Project No. 2023/01513

Responsible committee: RHE/9 Insulated underground pipelines

Interested committees:

Title: Draft BS EN 448 District heating pipes - Bonded single pipe systems for directly buried hot water networks - Factory made
fitting assemblies of steel service pipes, polyurethane thermal insulation and a casing of polyethylene.

Please notify the secretary if you are aware of any keywords that might assist in classifying or identifying the standard or if the
content of this standard

i) has any issues related to 3rd party IPR, patent or copyright
ii) affects other national standard(s)
iii) requires additional national guidance or information

WARNING: THIS IS A DRAFT AND MUST NOT BE REGARDED OR USED AS A BRITISH STANDARD. THIS DRAFT
IS NOT CURRENT BEYOND 29 August 2023

This draft is issued to allow comments from interested parties; all comments will be given consideration prior to publication. No
acknowledgement will normally be sent. See overleaf for information on the submission of comments.

No copying is allowed, in any form, without prior written permission from BSI except as permitted under the Copyright, Designs
and Patent Act 1988 or for circulation within a nominating organization for briefing purposes. Electronic circulation is limited to
dissemination by e-mail within such an organization by committee members.

Further copies of this draft may be purchased from BSI Shop http://shop.bsigroup.com or from BSI Customer Services, Tel:
+44(0) 20 8996 9001 or email cservices@bsigroup.com. British, International and foreign standards are also available from BSI
Customer Services.

Information on the co-operating organizations represented on the committees referenced above may be obtained from https://
standardsdevelopment.bsigroup.com/.

Responsible Committee Secretary: Committee Service Centre (BSI)
Direct tel: 020 8996 7009
E-mail: csc@bsigroup.com

Full document details: 23/30476766 DC

http://www.avadocuments.com/doc/23-30476766-dc
http://www.avadocuments.com/doc/23-30476766-dc


Introduction
This draft standard is based on national and international discussions. Your comments on this draft are invited and will assist in
the preparation of the consequent standard.

For international standards, comments will be reviewed by the relevant UK national committee before sending the consensus
UK vote and comments to the international committee, which will then decide appropriate action. If the international standard is
approved, it is usual for the text to be published as a British Standard.

For national standards, comments will be reviewed by the relevant UK national committee and the resulting standards published
as a British Standard.

UK Vote
Please indicate whether you consider the UK should submit a negative (with supporting technical reasons) or positive vote on
this draft. Please indicate if you are aware of any reason why this draft standard should not be published as a British Standard.

Submission of Comments
- Annotated drafts are not acceptable and will be rejected.

- All comments should be submitted online at https://standardsdevelopment.bsigroup.com/. You will need to register in
order to comment.

Template for comments and secretariat observations Date: xx/xx/20xx Document: ISO/DIS xxxx

1 2 (3) 4 5 (6) 7

MB Clause No./ Subclause
No./Annex (e.g. 3.1)

Paragraph/
Figure/Table/Note

Type of
comment

Commend (justification
for change) by the MB

Proposed change by the MB Secretariat observations on
each comment submitted

3.1 Definition 1 ed Definition is ambiguous and needs
clarifying.

Amend to read '...so that the mains
connector to which no connection...'

6.4 Paragraph 2 te The use of the UV photometer as
an alternative cannot be supported
as serious problems have been
encountered in its use in the UK.

Delete reference to UV photometer.
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European foreword 

This document (prEN 448:2023) has been prepared by Technical Committee CEN/TC 107 “Prefabricated 
district heating and district cooling pipe system”, the secretariat of which is held by DS. 

This document is currently submitted to the CEN Enquiry. 

This document will supersede EN 448:2019. 

The main changes compared to the previous edition are listed below: 

— two more ultrasonic testing methods for testing of welds are added to Table 4; 

— alignment with the structure of EN 253; 

— according to 4.1.3.3, the requirements for hot-formed bends are to be agreed between purchaser and 
supplier; 

— according to 4.1.3.3, the requirements for hot-formed bends are to be agreed between purchaser and 
supplier; 

— anchors are no longer included; 

— single use compensators and caps are no longer included, they are covered by EN 13941-1; 

— for steel welding, requirements for the welding contractor and welding consumables are specified in 
4.1.6.1 and 4.1.6.3; 

— requirements for steel weld preparation are omitted; 

— requirements for distance between parallel weld seams are specified in 4.1.6.5.2; 

— preparation of set-on branch with steel plate for reinforcement has been added in 4.1.6.5.3; 

— requirement for imperfections of weld seams in 4.1.6.6.1 has been adapted to EN 13941-2; 

— non-destructive testing (NDT) of weld seams in 4.1.6.6.2 is adapted to EN 13941-2; 

— test methods for leak testing of steel weld seams have been clarified in 5.3; 

— requirements for visual inspection of PE weld seams in 5.4.1 have been revised and explanatory 
figures have been added; 

— requirements for marking of fitting assemblies have been added in 6.5; 

— recommendations for qualifications of PE welders have been added to B.1. 
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Introduction 

prEN 448 has been aligned with prEN 488-1 and other relevant European Standards. 

Other standards from CEN/TC 107 are: 

— EN 253, District heating pipes - Bonded single pipe systems for directly buried hot water networks - 
Factory made pipe assembly of steel service pipe, polyurethane thermal insulation and a casing of 
polyethylene 

— prEN 488-1, District heating pipes — Bonded single pipe systems for directly buried hot water networks 
— Part 1: Factory made steel valve assembly for steel service pipes, polyurethane thermal insulation 
and a casing of polyethylene; 

— prEN 488-2, District heating and district cooling pipes - Bonded pipe systems for directly buried hot and 
cold water networks - Part 2: Factory made steel valve assembly for draining and venting, polyurethane 
thermal insulation and a casing of polyethylene 

— EN 489-1, District heating pipes - Bonded single and twin pipe systems for buried hot water networks - 
Part 1: Joint casing assemblies and thermal insulation for hot water networks in accordance with 
EN 13941-1 

— EN 13941-1, District heating pipes - Design and installation of thermal insulated bonded single and 
twin pipe systems for directly buried hot water networks - Part 1: Design 

— EN 13941-2, District heating pipes - Design and installation of thermal insulated bonded single and 
twin pipe systems for directly buried hot water networks - Part 2: Installation 

— EN 14419, District heating pipes - Bonded single and twin pipe systems for buried hot water networks 
- Surveillance systems 

— EN 15632 (all parts), District heating pipes - Factory made flexible pipe systems 

— prEN 15698-1, District heating pipes - Bonded twin pipe systems for directly buried hot water networks 
- Part 1: Factory made twin pipe assembly of steel service pipes, polyurethane thermal insulation and 
one casing of polyethylene 

— prEN 15698-2, District heating pipes - Bonded twin pipe systems for directly buried hot water networks 
- Part 2: Factory made fitting and valve assemblies of steel service pipes, polyurethane thermal 
insulation and one casing of polyethylene 

— EN 17248, District heating and district cooling pipe systems - Terms and definitions 

— EN 17414 (all parts), District cooling pipes - Factory made flexible pipe systems 

— EN 17415 (all parts), District cooling pipes - Bonded single pipe systems for directly buried cold water 
networks 

— EN 17878 (all parts), District heating pipes - Factory made flexible pipe systems with a lower 
temperature profile 

Waste management and recycling of materials is dealt with in Annex C. 
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1 Scope 

This document specifies requirements and test methods for factory made thermally insulated bonded 
fitting assemblies for hot water networks in accordance with EN 13941-1, comprising a steel service pipe, 
in most cases a steel fitting, polyurethane (PUR) foam thermal insulation and a casing of polyethylene. 

The fitting assembly can also include the following additional elements: measuring wires, spacers and 
diffusion barriers. 

This document covers the following fitting assemblies: bend, tee and reducer. 

This document applies to fitting assemblies with a minimum design pressure of 1,6 MPa. 

2 Normative references 

The following documents are referred to in the text in such a way that some or all of their content 
constitutes requirements of this document. For dated references, only the edition cited applies. For 
undated references, the latest edition of the referenced document (including any amendments) applies. 

EN 253, District heating pipes - Bonded single pipe systems for directly buried hot water networks - Factory 
made pipe assembly of steel service pipe, polyurethane thermal insulation and a casing of polyethylene 

EN 10204, Metallic products - Types of inspection documents 

EN 10216-2, Seamless steel tubes for pressure purposes - Technical delivery conditions - Part 2: Non-alloy 
and alloy steel tubes with specified elevated temperature properties 

EN 10217-2, Welded steel tubes for pressure purposes - Technical delivery conditions - Part 2: Electric 
welded non-alloy and alloy steel tubes with specified elevated temperature properties 

EN 10217-5, Welded steel tubes for pressure purposes - Technical delivery conditions - Part 5: Submerged 
arc welded non-alloy and alloy steel tubes with specified elevated temperature properties 

EN 10253-2, Butt-welding pipe fittings - Part 2: Non alloy and ferritic alloy steels with specific inspection 
requirements 

EN 12814-1, Testing of welded joints of thermoplastics semi-finished products - Part 1: Bend test 

EN 13018, Non-destructive testing - Visual testing - General principles 

EN 13941-1, District heating pipes - Design and installation of thermal insulated bonded single and twin 
pipe systems for directly buried hot water networks - Part 1: Design 

EN 13941-2, District heating pipes - Design and installation of thermal insulated bonded single and twin 
pipe systems for directly buried hot water networks - Part 2: Installation 

EN 14419, District heating pipes - Bonded single and twin pipe systems for buried hot water networks - 
Surveillance systems 

EN 17248, District heating and district cooling pipe systems - Terms and definitions 

EN ISO 3452-1, Non-destructive testing - Penetrant testing - Part 1: General principles (ISO 3452-1) 

EN ISO 3834-3, Quality requirements for fusion welding of metallic materials - Part 3: Standard quality 
requirements (ISO 3834-3) 
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EN ISO 5579, Non-destructive testing - Radiographic testing of metallic materials using film and X- or 
gamma rays - Basic rules (ISO 5579) 

EN ISO 5817, Welding - Fusion-welded joints in steel, nickel, titanium and their alloys (beam welding 
excluded) - Quality levels for imperfections (ISO 5817) 

EN ISO 8501-1, Preparation of steel substrates before application of paints and related products - Visual 
assessment of surface cleanliness - Part 1: Rust grades and preparation grades of uncoated steel substrates 
and of steel substrates after overall removal of previous coatings (ISO 8501-1) 

EN ISO 9606-1, Qualification testing of welders - Fusion welding - Part 1: Steels (ISO 9606-1) 

EN ISO 9934-1, Non-destructive testing - Magnetic particle testing - Part 1: General principles (ISO 9934-1) 

EN ISO 10675-1, Non-destructive testing of welds - Acceptance levels for radiographic testing - Part 1: Steel, 
nickel, titanium and their alloys (ISO 10675-1) 

EN ISO 11666, Non-destructive testing of welds - Ultrasonic testing - Acceptance levels (ISO 11666) 

EN ISO 14732, Welding personnel - Qualification testing of welding operators and weld setters for 
mechanized and automatic welding of metallic materials (ISO 14732) 

EN ISO 15607, Specification and qualification of welding procedures for metallic materials - General rules 
(ISO 15607) 

EN ISO 16810, Non-destructive testing - Ultrasonic testing - General principles (ISO 16810) 

EN ISO 17636-1, Non-destructive testing of welds - Radiographic testing - Part 1: X- and gamma-ray 
techniques with film (ISO 17636-1) 

EN ISO 17636-2, Non-destructive testing of welds - Radiographic testing - Part 2: X- and gamma-ray 
techniques with digital detectors (ISO 17636-2) 

EN ISO 17637, Non-destructive testing of welds - Visual testing of fusion-welded joints (ISO 17637) 

EN ISO 17638, Non-destructive testing of welds - Magnetic particle testing (ISO 17638) 

EN ISO 17640, Non-destructive testing of welds - Ultrasonic testing - Techniques, testing levels, and 
assessment (ISO 17640) 

EN ISO 23277, Non-destructive testing of welds - Penetrant testing - Acceptance levels (ISO 23277) 

EN ISO 23278, Non-destructive testing of welds - Magnetic particle testing - Acceptance levels (ISO 23278) 

3 Terms and definitions 

For the purpose of this document, the terms and definitions given in EN 17248 apply. 

ISO and IEC maintain terminology databases for use in standardization at the following addresses: 

— IEC Electropedia: available at https://www.electropedia.org/ 

— ISO Online browsing platform: available at https://www.iso.org/obp 

Full document details: 23/30476766 DC

https://www.electropedia.org/
https://www.iso.org/obp
http://www.avadocuments.com/doc/23-30476766-dc
http://www.avadocuments.com/doc/23-30476766-dc


prEN 448:2023 (E) 

8 

4 Requirements 

4.1 Steel parts 

4.1.1 Specification 

Steel grades are specified in EN 13941-1. 

All steel service pipes and steel fittings used for manufacturing of fitting assemblies under the scope of 
this document shall as a minimum be delivered to the manufacturer with an inspection certificate 3.1 
according to EN 10204. The inspection certificate shall on request be passed on to the customer. 

In case a material related inspection certificate 3.1 according to EN 10204 is required by the client who 
orders the fitting assemblies, this request shall be given whilst placing the order with the manufacturer 
of the fitting assemblies. 
NOTE 1 Any later request for provision of such documentation could be too late and possibly can’t be met by the 
manufacturer, since the start of the production is depending on organizing the assignment of 3.1 certificates to the 
steel valves and parts of the steel service pipes beforehand. 

NOTE 2 For cold-formed bends, the material according to EN 10204 apply to the values of the chemical 
composition, but not to the values of the mechanical properties. 

4.1.2 Wall thickness and diameter 

According to the scope of this document, all steel components shall be designed for a minimum of 1,6 MPa. 

If the fitting assemblies are used in situations with design pressures higher than 1,6 MPa, extra 
calculations will be necessary. 

The nominal diameter and the minimum nominal wall thickness of all steel components shall prior to 
processing be at least the same as for the service pipes regarding EN 253. 

At the end of the fitting assembly, the outside diameter, the tolerances on the diameter of the pipe ends 
and the wall thickness shall be the same as for the service pipes in accordance with EN 253. 

Subject to design considerations other wall thicknesses than those given in EN 253 may be used, but in 
no case shall these be less than the minima indicated in EN 253. 

All components shall be designed in accordance with EN 13941-1, for the actions and stresses that 
normally occur during the service life of the fitting assembly (or of the component). 
4.1.3 Bends 

4.1.3.1 Butt welding bends 

The manufacturing process and dimensions shall be in accordance with EN 10253-2 with the exception 
that the bend radius shall be ≥ 1,5 times the outer diameter. 
4.1.3.2 Cold formed bends 

Cold formed bends shall be produced from seamless pipe or longitudinal welded pipes. 

After bending, the minimum wall thickness of the bent pipe shall be not less than 85 % of the wall 
thickness of the straight service pipe, see EN 253. 

The maximum ovality in the bent area shall not exceed 6 %. 
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The formula for the calculation of the ovality is: 

−
= ⋅s max s min 100, ,

s

D D
O

D
 (1) 

where 

O is the ovality, in %; 

s max,D  is the maximum outside diameter; 

s min,D  is the minimum outside diameter in the same cross section in the bended area; 

sD  is the specified outside diameter. 

There shall be no folding in the bent area. Waves can be accepted, when the maximum height between 
trough and crest of the wave does not exceed 25 % of the nominal wall thickness of the bent pipe. 
4.1.3.3 Hot-formed bends 

Hot-formed bends shall be delivered by agreement between purchaser and supplier. If nothing else is 
agreed, the same requirements apply as in 4.1.3.2. 
4.1.3.4 Tolerances of bending angles for cold- and hot-formed bends 

The deviation from the nominal bending angle for cold- and hot-formed bends shall not exceed the 
tolerances given in Table 1. 

Table 1 — Deviations from nominal bending angle for cold- and hot-formed bends 

Nominal diameter of 
service pipe 

Deviation 

≤ DN 200 ±2,0° 

> DN 200 ±1,0° 

4.1.4 T-pieces 

4.1.4.1 T-pieces produced by hot deformation process 

T-pieces shall be produced by hot deformation processes according to EN 10253-2. 

The wall thickness t and t1, see EN 10253-2, shall be at least the same as those for the straight pipes, see 
EN 253. All other dimensions shall be in accordance with EN 10253-2. 
4.1.4.2 T-piece as set-on branch 

T-pieces as set-on branch shall be manufactured by welding the branch pipe directly to the main pipe, 
without or with compensating (reinforcement) plates according to EN 13941-1 requirements, see 
Figure 2 and Figure 3. The branch pipes shall be perpendicular to the main pipes within a tolerance 
of ± 2,0°. 
4.1.4.3 T-piece by drawing a collar 

T-pieces by drawing a collar shall be manufactured by hot drawing a collar on which the branch pipe is 
welded. The wall thickness of the collar shall be at least the same as that for the branch pipe, see EN 253. 
The collar shall be drawn opposite the welding seam in the main pipe. 
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