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Introduction
This draft standard is based on national and international discussions. Your comments on this draft are invited and will assist in
the preparation of the consequent standard.

For international standards, comments will be reviewed by the relevant UK national committee before sending the consensus
UK vote and comments to the international committee, which will then decide appropriate action. If the international standard is
approved, it is usual for the text to be published as a British Standard.

For national standards, comments will be reviewed by the relevant UK national committee and the resulting standards published
as a British Standard.

UK Vote
Please indicate whether you consider the UK should submit a negative (with supporting technical reasons) or positive vote on
this draft. Please indicate if you are aware of any reason why this draft standard should not be published as a British Standard.

Submission of Comments
- Annotated drafts are not acceptable and will be rejected.

- All comments should be submitted online at https://standardsdevelopment.bsigroup.com/. You will need to register in
order to comment.

Template for comments and secretariat observations Date: xx/xx/20xx Document: ISO/DIS xxxx

1 2 (3) 4 5 (6) 7

MB Clause No./ Subclause
No./Annex (e.g. 3.1)

Paragraph/Figure/
Table/Note

Type of
comment

Commend (justification
for change) by the MB

Proposed change by the MB Secretariat observations on
each comment submitted

3.1 Definition 1 ed Definition is ambiguous and needs
clarifying.

Amend to read '...so that the mains
connector to which no connection...'

6.4 Paragraph 2 te The use of the UV photometer as
an alternative cannot be supported
as serious problems have been
encountered in its use in the UK.

Delete reference to UV photometer.
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European foreword 

This document (prEN 13381-7:2023) has been prepared by Technical Committee CEN/TC 127 
“Fire safety in buildings”, the secretariat of which is held by BSI. 

This document is currently submitted to the CEN Enquiry. 

This document will supersede EN 13381-7:2019. 

This European Standard is one of a series of standards for evaluating the contribution to the fire 
resistance of structural members by applied fire protection materials. Other parts of this standard 
are: 

Part 1: Horizontal protective membranes. 

Part 2: Vertical protective membranes. 

Part 3: Applied protection to concrete members. 

Part 4: Applied protection to steel members. 

Part 5: Applied protection to concrete/profiled sheet steel composite members. 

Part 6: Applied protection to concrete filled hollow steel columns. 

Part 8: Applied reactive protection to steel members. 

Part 9: Applied fire protection systems to steel beams with web openings. 

Part 10: Applied protection to solid steel rods. 

prEN 13381-7:2023 includes the following significant technical changes with respect to 
EN 13381-7:2019: 

a) New test procedures have been introduced to address the different fields of applications of 
fire protection systems on solid timber products and timber frame assemblies in horizontal 
and vertical position and the design models available in EN 1995-1-2. 

b) Loaded tests are performed using large-scale test specimens depending on their intended use 
on beams, walls or ceilings. 

c) The start of charring and the stickability is measured with thermocouples on the timber 
member(s) surface of a beam specimen or a timber frame specimen. 

d) Charring behind a fire protection system is measured using charring specimens embedded 
in the cavity insulation of a timber frame specimen. 

e) EN 1995-1-2:2004 (3.4.3.1) specifies: “At the time ta when the charring depth equals either 
the charring depth of the same member without fire protection or 25 mm whichever is the 
lesser, the charring rate reverts to the value in table 3.1.” Based on experience from fire tests 
done in accordance with previous versions of EN 13381-7, it has appeared that this clause is 
too restrictive for some passive fire protective systems, which can provide protection also 
beyond a charring depth of 25 mm. Therefore, in this test standard the 25 mm limit is not 
applied. 
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f) Interpolation of results for different thicknesses of fire protection system is not allowed. 

g) The use of test results for different orientations obtained in tests in one orientation is 
specified. 
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Introduction 

WARNING — The attention of all persons concerned with managing and carrying out this fire 
resistance test, is drawn to the fact that fire testing can be hazardous and that there is a possibility 
that toxic and/or harmful smoke and gases can be evolved during the test. Mechanical and 
operational hazards can also arise during the construction of test elements or structures, their 
testing and the disposal of test residues. 

An assessment of all potential hazards and risks to health should be made and safety precautions 
should be identified and provided. Written safety instructions should be issued. Appropriate 
training should be given to relevant personnel. Laboratory personnel should ensure that they 
follow written safety instructions at all times. 

The specific health and safety instructions contained within this document should be followed. 
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1 Scope 

This document specifies test methods for determining the contribution of fire protection kits to 
the fire resistance of structural timber members. 

Such fire protection kits include claddings, sprayed fire protection and reactive coatings. 

The method is applicable to all fire protection kits used for the protection of timber members. 
These can be fixed directly, totally or in part, to the timber member and can include an air gap 
between the fire protection kit and the timber member, as an integral part of its design. 

Evaluation of timber constructions protected by horizontal or vertical protective membranes are 
the subject of EN 13381-1 or EN 13381-2, respectively. 

The test method is applicable to the determination of the contribution of fire protection kits to 
the fire resistance of loadbearing timber structural members including floors, roofs, walls, beams 
and columns. 

This document contains the fire test which specifies the test to be carried out to determine the 
ability of the fire protection kit at a specified thickness to delay the temperature rise throughout 
the timber member, to determine the ability of the fire protection kit at a specified thickness to 
remain coherent and fixed to the timber member and to provide data for determining the charring 
rate of the protected test member, when exposed to the standard temperature/time curve 
according to the procedures defined herein. This document is not appropriated to classify the 
tested assembly according to EN 13501-2. 

The test to subject reactive protection material to a smouldering temperature time fire curve and 
the special circumstances for this are detailed in Annex G. 

The fire test methodology makes provision for the collection and presentation of data which can 
be used as direct input to the calculation of fire resistance of timber members in accordance with 
the procedures given in EN 1995-1-2. 

A description of the relationship of this test method and the assessment of the results obtained 
therefrom to EN 1995-1-2 and guidelines for the use of this test method in accordance with that 
standard are given in Annex B. 

This document also contains the assessment which indicates how the analysis of the test data 
should be made and gives guidance to the procedures by which interpolation should be 
undertaken. 

The limits of applicability of the results of the assessment arising from the fire test are defined, 
together with the direct application of the results to different timber constructions with the 
specified thickness and fixation of the applied fire protection kit tested. 

2 Normative references 

The following documents are referred to in the text in such a way that some or all of their content 
constitutes requirements of this document. For dated references, only the edition cited applies. 
For undated references, the latest edition of the referenced document (including any 
amendments) applies. 

EN 301, Adhesives, phenolic and aminoplastic, for load-bearing timber structures — Classification 
and performance requirements 

EN 338, Structural timber — Strength classes 

EN 823, Thermal insulating products for building applications — Determination of thickness 

Full document details: 23/30481205 DC

https://doi.org/10.3403/30252465U?&urlappend=%26utm_campaign=pdfdoi%26utm_source=pdfdoi%26utm_medium=pdf
https://doi.org/10.3403/30259158U?&urlappend=%26utm_campaign=pdfdoi%26utm_source=pdfdoi%26utm_medium=pdf
https://doi.org/10.3403/02952183U?&urlappend=%26utm_campaign=pdfdoi%26utm_source=pdfdoi%26utm_medium=pdf
https://doi.org/10.3403/03176671U?&urlappend=%26utm_campaign=pdfdoi%26utm_source=pdfdoi%26utm_medium=pdf
https://doi.org/10.3403/03176671U?&urlappend=%26utm_campaign=pdfdoi%26utm_source=pdfdoi%26utm_medium=pdf
https://doi.org/10.3403/00277942U?&urlappend=%26utm_campaign=pdfdoi%26utm_source=pdfdoi%26utm_medium=pdf
https://doi.org/10.3403/00560918U?&urlappend=%26utm_campaign=pdfdoi%26utm_source=pdfdoi%26utm_medium=pdf
https://doi.org/10.3403/00416374U?&urlappend=%26utm_campaign=pdfdoi%26utm_source=pdfdoi%26utm_medium=pdf
http://www.avadocuments.com/doc/23-30481205-dc
http://www.avadocuments.com/doc/23-30481205-dc


prEN 13381-7:2023 (E) 

10 

EN 1995-1-1, Eurocode 5: Design of timber structures — Part 1-1: General — Common rules and 
rules for buildings 

EN 1995-1-2:2004, Eurocode 5: Design of timber structures — Part 1-2: General — Structural fire 
design 

EN 1363-1, Fire resistance tests — Part 1: General Requirements 

EN 1363-2, Fire resistance tests — Part 2: Alternative and additional procedures 

EN 1365-1, Fire resistance tests for loadbearing elements — Part 1: Walls 

EN 1365-2, Fire resistance tests for loadbearing elements — Part 2: Floors and roofs 

EN 1365-3, Fire resistance tests for loadbearing elements — Part 3: Beams 

EN 12467, Fibre-cement flat sheets — Product specification and test methods 

EN 13162, Thermal insulation products for buildings — Factory made mineral wool (MW) products 
— Specification 

EN 13381-8, Test methods for determining the contribution to the fire resistance of structural 
members — Part 8: Applied reactive protection to steel members 

EN 14080, Timber structures - Glued laminated timber and glued solid timber — Requirements 

EN 14081-1, Timber structures — Strength graded structural timber with rectangular cross section 
— Part 1: General requirements 

EN 15425, Adhesives — One component polyurethane (PUR) for load-bearing timber structures — 
Classification and performance requirements 

EN ISO 2808, Paints and varnishes — Determination of film thickness (ISO 2808) 

EN ISO 13943, Fire safety — Vocabulary (ISO 13943) 

ISO 8421-2, Fire protection — Vocabulary — Part 2: Structural fire protection 

ISO 834-12, Fire resistance tests — Elements of building construction — Part 12: Specific 
requirements for separating elements evaluated on less than full scale furnaces 

3 Terms, definitions, symbols and units 

3.1 Terms and definitions 

For the purposes of this document, the terms and definitions given in EN 1363-1, EN ISO 13943 
and ISO 8421-2, together with the following, apply. 

ISO and IEC maintain terminological databases for use in standardization at the following 
addresses: 

— ISO Online browsing platform: available at https://www.iso.org/obp 

— IEC Electropedia: available at https://www.electropedia.org/ 
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3.1.1 
board 
part of a building assembly of typically not reactive material, used as a part or as fire protection 
material 

3.1.2 
cavity insulation 
stone wool insulation in batts of reaction to fire class A1 and a density of 30 KG/m3 (±5 KG/m3) to 
be placed between timber joists or studs over their full depth in timber frame assemblies tested 
according this document to achieve a loading of and heat accumulation in the fire exposed fire 
protection kit 

3.1.3 
char line 
border-line between char layer and the residual cross section assumed to be equal with the 
position of the 300 degree Celsius isotherm 

3.1.4 
charring depth 
distance from the original surface of the timber member to the char line 

3.1.5 
charring specimen 
non-load bearing, instrumented, laminated timber specimen containing one temperature 
measurement station incorporated into a large scale test specimen, into a large scale test or a 
model scale test specimen to follow the charring behind a fire protection kit 

3.1.6 
failure time 
time at which failure of the fire protection kit occurs, due to detachment of a significant area or 
sudden significant temperature rise upon the initially protected timber surface 

3.1.7 
fire protection material 
material or combination of materials applied to the surface of a timber structural member for the 
purpose of increasing its fire resistance 

3.1.8 
fire protection kit 
fire protection material together with a prescribed method of attachment to a timber structural 
member for which the fire protection kit may include multiple layers of materials and multiple 
combinations of materials 

Note 1 to entry: A fire protection kit may comprise passive or reactive materials. 

3.1.9 
model scale test 
test to determine the charring rate during the protected charring phase on a furnace of full scale 
or less than full scale depending on the dimension of the model scale test specimen 
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3.1.10 
passive fire protection materials 
materials which do not change their physical form upon heating, provide fire protection by virtue 
of their physical or thermal properties, and they may include materials containing water which, 
on heating, is removed to produce cooling effects 

3.1.11 
reactive fire protection materials 
materials which are specifically formulated to provide a chemical reaction upon heating such that 
their physical form changes and in so doing provide fire protection by thermal insulative and 
cooling effects 

3.1.12 
timber structural member 
element of building construction which may be loadbearing or non-loadbearing and which is 
mainly constructed from solid timber and/or other wood based products 

3.1.13 
fire protection 
protection afforded to the timber member by the fire protection kit such that the rise of 
temperature of the timber and fixings is limited or delayed throughout the period of exposure to 
fire 

3.1.14 
stickability 
ability of a fire protection material to remain sufficiently coherent and in position without failure 
due to detachment of a significant area or sudden significant temperature rise upon the initially 
protected timber surface 

3.1.15 
temperature measurement station 
number of thermocouples in different depths which are installed within the charring specimen 
and are representative for a limited area 

3.1.16 
test specimen 
assembly of the timber or wood based test member with its fire protection kit 

3.1.17 
spreader beam 
stiff beam with a height width ratio of equal or less than 1,0 used in large scale tests to distribute 
the load uniformly placed on the top of the large scale floor test specimen or the large scale wall 
test specimen over the whole width of the specimen 

3.1.18 
start of charring 
point in time when the temperature measurement at an initially fire protected timber surface 
reaches or exceeds 300 °C 

3.1.19 
wood defect 
knot, bark pocket, resin pocket, pith or crack 
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3.1.20 
large scale test 
loaded test to determine the start of charring behind the fire protection kit and the stickability of 
a fire protection kit (applied to a horizontal or vertical timber framed assembly or to a timber 
beam) on a full scale furnace 

3.2 Symbols and units 

For the purposes of this document, the following symbols and units apply. 

Symbol Unit Description 
A mm2 Area 
E0.05 N/mm2 Fifth percentile value of modulus of elasticity 
Iz mm4 Second Moment of area about the z-axis 
Lexp mm Length of the specimen exposed to the heating 
Lsup mm Length of the specimen between centres of supports 
T °C Temperature 
TC   Thermocouple 
b mm Width of the large scale test specimen 
c mm Centre distance of loaded joists 
d mm Vertical distance between horizontal joints 
dchar mm Charring depth 
dTC mm Distance of the thermocouple from the exposed side of the timber member 
fc,0,d N/mm2 Design compressive strength along the grain 
fc,0,k N/mm2 Characteristic compressive strength along the grain 
h mm Depth of the timber member; 

The height of a large scale test specimen; 
The depth of the model scale test specimen; 
The height of the joists in a large scale wall test 

hc mm Depth of the aerated concrete member 
hD mm Thickness of the decking of the large floor element 
hp mm Thickness of the fire protection kit. In the case of two or more layers of fire 

protection material hp is the sum of the thicknesses. 
hD mm Thickness of the decking at the non-exposed side for large scale wall test 

specimens and large scale floor test specimens 
iz mm Radius of inertia about the z-axis 
kmod   Modification factor for duration of load and moisture content 
k2   Protection coefficient 
l mm Length of the large scale wall specimen 
lc mm Length of the aerated concrete members 

al  mm Length of the mechanical fixation penetrating in the virgin wood 
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Symbol Unit Description 

0,al  mm Anchorage length of the mechanical fixation in the wood at = 0t  

lm mm Measurement length. Length where thermocouples are distributed 
lm,i mm Measurement length where thermocouples of one temperature 

measurement station are distributed; i from 1 to 3 
ls mm Length of the model scale test specimen 
s mm Distance between thermocouples 
sf mm Minimum distance to the furnace walls 
t min Time 
tch min Start of charring at the surface of a timber member 
tch,model min Time when the average temperature of the surface TC attached to the model 

scale specimen reaches 300 °C 
tch,1 min Assumed start of charring based to calculate the charring depth specimen 

depth and the number of thermocouples needed 
t300 min Time at which the temperature indicated by a thermocouple placed at the 

surface of the timber test member or at a specified point within a protected. 
timber test member, reaches 300 °C 

tf min Failure time of the protection for stickability 
ttest min Time of termination of test 
wc mm Width of the aerated concrete members 
wf mm Width of the opening to which the tested element is mounted 
ws mm Width of the charring specimen 
x mm Centre distance between first 2 outer joists or studs of a large scale wall test 

specimen or a large scale floor test specimen 
Length of a defect 

β mm/min charring rate 

β o mm/min One-dimensional charring rate according to EN 1995-1-2 

β n 
 

mm/min Notional charring rate according to EN 1995-1-2 

β2 mm/min Charring rate behind a fire protection kit according to EN 1995-1-2 

γM   Partial factor for material properties, also accounting for model uncertainties 
and dimensional variations 

λD W/mK Declared thermal conductivity according to EN 13162 

λy   Slenderness ratio corresponding to bending about the y-axis 

λrel,y   Relative slenderness ratio corresponding to bending about the y-axis 

λz   Slenderness ratio corresponding to bending about the z-axis 
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4 Test equipment 

4.1 General 

The furnace and test equipment for the tests shall be as specified in EN 1363-1. 
4.2 Furnace 

The furnace shall permit the dimensions of the test specimens to be exposed to heating, as 
specified in Clause 6 and their installation upon or within the test furnace to be as specified in 
Clause 7. 

4.3 Loading equipment 

Loading equipment shall conform to that specified in EN 1363-1. The loading system shall permit 
loading of the magnitude defined in 5.3 to be applied. 

5 Test conditions 

5.1 Test procedure 

The procedures given in EN 1363-1 shall be followed in the performance of this test unless 
specific contrary instructions are given in this document. 

Large scale tests shall be performed on timber walls or timber floors or on timber beams. 

The charring behind a fire protection system shall be determined by incorporating minimum 3 
charring specimens in the large scale test specimen or in the model scale test specimen (see 
Annex A). 

The EN 1365-1, EN 1365-2 or EN 1365-3 test method(s) and test specimen(s) appropriate to the 
use of the fire protection material, specified by the sponsor, shall be followed with the following 
additional provisions: 

— the surface temperature of the timber members; 

— the temperature throughout the depth of the charring specimens; 

— the general behaviour of the fire protection system; and 

— its failure, under fire load in conjunction with deflection during the test 

shall be examined by additional instrumentation described in this document. 

5.2 Support and restraint conditions 

All supports shall not counteract the deformation under load and shall be capable to rotate 
sufficiently. The restraint conditions have to ensure the side stability of any cellular concrete 
coverage. 

— The wall test specimen shall be tested with two free vertical edges as shown in Figure 5. The 
top and bottom ends should be supported as given in Figure 6 or Figure 7. 

— The floor test specimen shall have one articulated on one side and a support with rollers on 
the other side, so as to allow the movement and the longitudinal deformation. The floor test 
specimen shall not be restrained parallel to the joists. For that purpose, the test piece is 
submitted to test as a structure unidirectional simply supported, with two free edges as 
shown in Figure 8. 
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— The beam test specimen shall have one articulated on one side and a support with rollers on 
the other side, so as to allow the movement and the longitudinal deformation as shown in 
Figure 16. 

— The model scale test specimen shall be placed on a furnace frame. 

5.3 Loading conditions 

Load shall be applied to all test specimens except the model scale test specimen. 

For calculating the buckling resistance or bending resistance of the large scale test specimens the 
resistance of the timber joist only or the timber beam(s) only shall be taken into account. Any 
composite action shall be disregarded. 

— If the spreader beam(s) used are of steel or other high conductivity material, they shall be 
insulated from the surface of the floor test specimen by a suitable thermal insulation material. 
Loading conditions for large scale wall test: the magnitude and distribution of the load 
applied to the specimen shall be calculated taking into account the weight of the loading 
system. The maximum effect produced by the total applied load shall be 30 % of the buckling 
resistance at normal temperature according to EN 1995-1-1 using γm = 1,25 and kmod = 1,0. 

— Loading conditions for large scale floor test: the magnitude and distribution of the load 
applied to the specimen shall be calculated taking into account the dead weight of the 
specimen (measured or derived by calculation from samples of the components) and the 
weight of the loading system. The line load shall be symmetrically applied to the test 
specimen along two transverse loading lines, each one at a distance (l/4) from each of the 
supports. The proportion of the total load (P) applied at each loading position shall be as 
specified in Figures 8 and 16. The load shall produce stresses approximating to a uniformly 
distributed load on the transverse loading lines. 

The total surface of contact between the spreader beam and the contact plate and the decking 
of the large scale floor test specimen has to be as specified in EN 1363-1, provided that the 
spreader beam has a flexural rigidity large enough to give the required distribution of the 
load. 

The maximum effect produced by the total applied load (P) at mid-span of the specimens 
shall be 60 % of the bending resistance at normal temperature according to EN 1995-1-1 
using γm = 1,25 and kmod = 1,0. 

— Loading conditions for beams: the magnitude and distribution of the load applied to the 
specimen shall be calculated taking into account the dead weight of the specimen (measured 
or derived by calculation from samples of the components), dead weight of the cellular 
concrete coverage and the weight of the loading system. The load shall be symmetrically 
applied to the test specimen by a two point loading system, each one at a distance (l/4) from 
each of the supports. The proportion of the total load (P) applied at each loading position 
shall be as specified in Figure 16. The load shall produce stresses approximating to a 
uniformly distributed load on the transverse loading line. Point loads shall be transferred to 
the test specimen through load distribution beams or plates (Figures 16 to 18). 

The maximum effect produced by the total applied load (P) at mid-span of the specimens 
shall be 60 % of the bending resistance at normal temperature according to EN 1995-1-1 
using γm = 1,25 and kmod = 1,0. The shear induced by the applied load shall not exceed the 
maximum shear resistance. 

In Annex E examples of load calculations can be found. 
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6 Test specimens 

6.1 General 

The test specimens shall be designed in order to withstand at least the requested failure time of 
the protection system. 

The test(s) shall be chosen to suit the scope of the assessment. 

Test results of the large scale test(s) shall be used for the determination of the start time of 
charring, the charring rate behind the fire protection system and the stickability of the tested 
protection system. 

A model scale test shall be used to give extra information (see Annex A). Results of a model scale 
test give no information about the stickability of the fire protection system. Results shall be used 
to assess the start of charring of a fire protection system assessed for large scale test with respect 
to smouldering curves, see 6.2.2. 

6.2 Number 

6.2.1 General 

The appropriate test or tests to be carried out shall be as given in 5.1. For each EN 1365 test 
method to be used, the following shall be carried out: 

a) Test result to be applicable to floors (and therefore to walls a according to 15.1): 

— one large scale floor test with 3 incorporated charring specimens and attached fire 
protection system at the thickness as requested by the sponsor. 

b) Test result to be applicable only to walls: 

— one large scale wall test with 3 incorporated charring specimens and attached fire 
protection system at the thickness as requested by the sponsor. 

c) Test result to be applicable to beams (and therefore to columns according to 5.1): 

— one large scale beam test with 3 incorporated charring specimens and attached fire 
protection system at the thickness as requested by the sponsor. 

6.2.2 Fire protection system variations 

Additional test specimens shall be tested to provide further test data for the fire protection 
system when it is required to consider: 

— different construction and fixing variables: One large scale test per variable shall be tested at 
the minimum fire protection system thickness requested by the sponsor; 

— the test to the smouldering curve (see Annex G). One model scale test for minimum thickness 
tested on the large scale. 

6.3 Dimension of test specimens 

The test specimens shall follow the requirements of the standard series EN 1365 and the 
specifications of the sponsor with additional requirements for instrumentation and the build-up 
specified in this document. 
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— Large scale wall test specimen: the exposed dimensions of the wall shall be as specified in 
EN 1365-1. The depth of the cavity is equal or larger than the depth of the incorporated 
charring specimens. 

— Large scale floor test specimen: the exposed dimensions of the floor shall be at least 
4 000 mm length and 3 000 mm width according to EN 1365-2. The depth of the cavity is 
equal or larger than the depth of the incorporated charring specimens. 

— Large scale beam test specimen: the exposed length of the beam shall be at least 4 000 mm 
according to EN 1365-3. The dimensions of the timber beam are corresponding to the time 
of the fire test. 

— Model scale test specimen: The dimensions of the specimen are corresponding to Figure A.1. 
The dimensions are chosen to incorporate 3 temperature measurement stations in one test 
specimen. 

The dimensions of the charring specimen shall be calculated according to 6.4.2. 

For fire protection systems comprising boards, slabs or batts: The large scale test specimen shall 
have at least 1 full size dimensions of the protection system as used in practice. 
6.4 Construction 

6.4.1 General 

Any test specimen shall be assembled with 3 incorporated charring specimens. 

The large scale test specimen shall be made from timber members which load bearing capacity 
can be calculated by EN 1995-1-2. 

Test construction for testing single layer fire protection systems can be tested without 
incorporated charring specimens when in addition a model scale test is performed. 
6.4.2 Charring specimens 

By means of the charring specimens the charring behind a fire protection system will be 
determined by means of inserted thermocouples. Minimum 3 charring specimens shall be 
incorporated in a fire test. 

The charring specimen consists of one to three instrumented beams protected from heat 
exposure on its wide sides by outer beams, see Figure 1. 

The charring specimen is assembled out of timber beams of the same batch. All beams used to 
assemble the model scale test specimen shall have rectangular shape and the centre line rotation 
shall be minimized by appropriate processing. The beams shall provide a density deviating not 
more than 10 % from the mean value of all beams used to produce the charring specimen. The 
source material for the beams shall have as less wood defects as possible; holes are not allowed. 

The instrumented beam(s) shall have a planned width of = 30w  mm. This beam(s) shall be 
instrumented with internal thermocouples according to Annex D. Thermocouples shall be placed 
at the surface of the instrumented beam(s) (TC1,j) and inserted in the instrumented beam(s) and 
placed at the centre line as given in Figure 1 and Figure 3. The horizontal minimum distance for 
a defect free section shall be s = 20 mm, adjacent thermocouples shall be placed with increasing 
depth of 6 mm distance. 

The depth h  of the charring specimen is depending on the number of thermocouples n  in the 
temperature measurement station. The number of the thermocouples n  is depending on the 
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protection system failure time, thermocouples shall be placed to follow the charring depth during 
the entire testing time. 

The depth h  of the charring test specimen shall be 80 mm deeper than the depth of the last 
thermocouple (see Figure 3) to prevent influence of the conditions at the non-exposed side. The 
minimum depth of the charring specimen shall be calculated by 

β

−
= +1

2 1 0
80,

,

cht t
h

k
 (1) 

where 

β0  is the one dimensional charring rate according to EN 1995-1-2; 

2 1,k  is the assumed protection coefficient for charring behind the protection system: 
0,7 for mineral or gypsum based ones, 0,9 for reactive coatings; 

t  is the time of the fire test; 

1,cht  is the assumed start of charring behind the protection system. 

The assumed start of charring 1,cht  can be estimated by means of earlier experience of the test 

lab or the sponsor, by model scale tests or by means of the following recommendations: 

For wood based materials: 
ρβ

= p
ch,1

0, ,t

h
t  

For gypsum based materials: = −ch,1 p1 8 7,t h  

For mineral bound materials: =ch,1 pt h  

For reactive fire protection coatings: =ch,1 p10t h  

where 

ρβ0, ,t  is the one dimensional charring rate for wood-based panels according to EN 1995-1-2 

The measurement length of one temperature measurement station ml  inserted in 1 to 3 
instrumented beam(s) is dependent on the number n  of thermocouples which are to be arranged 
in minimum distance s = 20 mm from each other or from defects 

= +m,i 2( )l s n  (2) 

where 

s  is the distance between thermocouples; 
n  is the number of thermocouples in different depths. 

The position of the thermocouples may be adjusted due to defects which may increase the length 
of the test specimen. Depending on the timber quality it is recommended to assume the distance 
s  to 50 mm for the calculation of the length of the test specimen. 

The maximum length of the charring specimen in large scale wall or floor tests is in accordance 
to the spacing between the load bearing timber members, joists or studs. When the length ml  is 
larger than the spacing, the length shall be split to up to 3 instrumented beams. 
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The instrumented beam(s) for the temperature measurements shall be protected from heat flux 
from the wide sides by non-instrumented outer beams. Non instrumented beam(s)  
( ≥ 30w  mm) are glued on each side of the instrumented beam(s). The width of the non-
instrumented beam(s) attached to one side shall not be less than 120 mm to provide one 
dimensional heat transfer at the internal thermocouples. The lower side of all timber beams shall 
be laminated together so that the surface is even. The maximum width of charring specimens in 
large scale wall or large scale floor tests is = 330,maxsw  mm. 

An example for the calculation of the dimensions of the charring specimen is given in Annex H. 

No mechanical fixations (e.g. screws or nails) are placed in any charring specimen. Mechanical 
fixations are permitted for model scale test specimens only, see 6.4.6. The adhesive used for the 
glued laminated beam shall be according to EN 301 or EN 15425. Deviating from any regulations 
given the specified gluing pressure can be disregarded. The time from planning to glue shall be 
less than 6 hours. 
NOTE 1 For gluing of the charring specimen it is appropriate to ensure the vertical relative positions of 
the beams by e.g. nails or dowels, see Figure A.2, Ensure that nails or dowels are at sufficient distance from 
the thermocouples, outside the heated zone. 

NOTE 2 Sufficient pressure to produce charring specimens can be achieved by the use of g-clamps every 
200 mm. 

6.4.3 Large scale wall test specimen 

The large scale wall test specimen consists of load-bearing studs, cavity insulation, a covering on 
the non-exposed side and a fire protection system on the fire exposed side, see Figure 5. 

The large scale wall test specimen shall incorporate in minimum 3 charring specimens situated 
between adjacent load bearing studs as given in Figure 10. Minimum distances for the installation 
of the charring specimens from the edges of large scale wall test specimens shall be observed as 
given in Figure 11 and Figure 13. 

The construction shall ensure that the construction deflects uniformly during the fire test taking 
into account the reduced heat impact to the outer studs. I.e. all load-bearing studs shall exhibit 
the same stiffness from the beginning of the test to its termination although studs may get 
charred. 

For board type fire protection systems, a displacement d shall be arranged as specified by the 
sponsor, see Figure 5. 

It is recommended to cut the outer studs to elements of l ≤ 300 mm and consider them as 
non-loadbearing. Alternatively, the outer studs can be length cut to the half and considered as 
loadbearing. 

Noggins may be used. However, these limit the applicability of the results. 
6.4.4 Large scale floor test specimen 

The large scale floor test specimen consists of load-bearing joists, cavity insulation, a decking on 
the non-exposed upper side and a fire protection system on the fire exposed lower side, see 
Figure 8. 

The large scale floor test specimen shall incorporate in minimum 3 charring specimens situated 
between adjacent load bearing joists as given in Figure 10. Minimum distances for the installation 
of the charring specimens from the edges of large scale floor test specimens shall be observed as 
given in Figure 12 and Figure 13. 
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The construction shall ensure that the construction deflects uniformly during the fire test taking 
into account the reduced heat impact to the outer joists. I.e. all load-bearing joists shall exhibit 
the same stiffness from the beginning of the test to its termination although joists may get 
charred. 

It is recommended to cut the outer joists to elements of l ≤ 300 mm and consider them as non-
loadbearing. Alternatively the outer joists can be length cut to the half and considered as 
loadbearing. 

Noggins may be used. However, these limit the applicability of the results. 
6.4.5 Large scale beam test specimen 

The large scale beam test specimen consists of a load-bearing timber beam with attached fire 
protection system. The specimen is subjected to fire from three sides. The timber beam may be a 
solid timber member or a glued laminated member. The adhesive used for the production of a 
glued laminated beam shall fulfil the requirements in EN 301 or EN 15425. 

Beside a large scale beam test specimen charring specimens shall be arranged to assess the 
charring rate behind the fire protection system. It is permitted to combine charring specimens to 
a model scale test specimen which are tested in the same fire test or in a separate. 

If charring specimens are tested in the same test minimum distances to the large scale beam test 
specimen of 500 mm and to the furnace walls shall be applied, see Figure 15. 
6.4.6 Model scale test specimen 

Minimum 3 charring specimen shall be combined to a model scale test specimen whereas 
minimum 3 measurement stations shall to be arranged within of the corresponding total 
measurement length lm. The specimen size shall be in accordance with the dimensions of the 
furnace, see Figure A.1. The available length is the furnace opening in the length direction 
considering the limitations given in Figure A.1. 

If the required minimum measurement length, for 3 charring specimens determined to 

=

= ∑
3

m
1

,m i
i

l l , exceeds the available length, the temperature measurement stations shall be 

arranged in several adjacent instrumented timber beams. The instrumented beam(s) shall be 
protected on its sides by non-instrumented beams of widths of at least 120 mm on each side, see 
Figure 1. 

Deviating from charring specimens, it is permitted that the width exceeds 330 mm considering 
the limitations given in Figure A.1. 

Deviating from charring specimens, it is permitted to mechanically fix fire protection systems in 
the model scale test specimen by e.g. screws or nails of appropriate length. Any mechanical 
fixation shall be placed at least 100 mm from any thermocouple, see Figure A.2. 
6.4.7 Application of the fire protection materials to the test specimen 

6.4.7.1 Large scale wall and large scale floor test specimen 

The fire protection systems shall be applied to large scale wall test specimens or large scale floor 
test specimens as in practice. 

Fire protection systems comprising boards, slabs or batts, for the fire protection of flat, two 
dimensional, timber structures shall be arranged such that boards, slabs or batts of the largest 
practical size are used and that at least one longitudinal joint and one transverse joint, where 
applicable, are tested within the furnace. At least one full-size board shall be arranged, see 
Figure 14. No fixations shall be placed in the charring specimens. 
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6.4.7.2 Large scale beam test specimen 

Fire protection systems comprising boards, slabs or batts, for the protection of beams shall be 
arranged such that boards of the largest practical size are used and that at least one longitudinal 
joint, one transverse joint and one horizontal joint, where applicable, are tested within the 
furnace. For charring specimens incorporated in the large scale beam test the application of the 
fire protection shall be done as for the model scale test specimen. 
6.4.7.3 Model scale test specimen 

The fire protection system shall be attached to the model scale test specimen in such a way that 
the fixations have no impact on the temperature measurements. 

A minimum horizontal distance of 100 mm from any temperature measurement point should be 
used to attach any board, slab or batt as given in Figure A.2. 

The fixations shall ensure that the fire protection system stays in place longer than during the full 
scale test performed. Fixations for the model scale test specimen may differ from the fixations 
used in the large scale test and/or in practice. 

The fire protection system for the model scale test shall be applied in one piece if possible, to 
obtain failure later than or at the same time as during any large scale test. 

Joints shall be at a minimum distance of 200 mm from any exposed surface temperature 
measurement point (TC1,j in Figure A.2). 

NOTE The minimum anchorage length al  of screws used can be verified according to EN 1995–1-2. 

6.4.8 Insulating materials 

6.4.8.1 Insulation material as part of the fire protection system 

Where the timber structure to be protected by the fire protection material or system is to be 
provided with additional insulating materials, within, around or adjacent to the timber members 
therein, then these shall be incorporated into the test assembly as used in practice. 
6.4.8.2 Insulation material as cavity insulation for large scale test specimens 

Cavity insulation shall provide mechanical loading to the fire protection system and a sufficient 
heat barrier to heat the fire protection system during the fire tests until failure of the protection 
system but are not part of the assessment. 

As cavity insulation for the fire tests stone wool insulation with a declared thermal conductivity 
of λD < 0,04 ± 0,005 W/(m ⋅ K) according to EN 13162 shall be used to fill the cavities between the 
timber members. Cavities shall be filled completely by means of stone wool with appropriate 
oversize. The stone wool has to be non-combustible with reaction to fire class A1 according to 
EN 13501-1. 

The nominal density of the stone wool used in the cavity shall have a nominal density of 
(30 ± 5) kg/m3. 

6.5 Composition of the test specimen components 

6.5.1 Timber 

The timber species for manufacture of all test specimens shall be according to group of species 
WPCA, WPNN or WPCS according to EN 14081-1. 

The timber used for manufacture of all test specimens shall be of a strength class of at least C24 
according to EN 338 for solid timber or GL24 according to EN 14080 for glued laminated timber. 
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For timber used for manufacture of the large scale test specimen the modulus of elasticity shall 
not deviate more than 10 % of the mean value, given in the relevant standard. 
6.5.2 Fire protection system 

The generic description of the fire protection system and its major components shall be specified 
by the sponsor, including at least the name, dimensions, the nominal density, thickness and 
moisture content according to European product standards. 
6.6 Properties of test materials 

The actual material properties of test specimen component materials shall be determined, 
according to EN 1363-1 and using appropriate product test standards, on test materials or test 
samples conditioned as defined in Clause 8. 

The actual thickness, density and moisture content of the fire protection materials shall be 
measured and recorded for each test specimen at the time of test, either directly upon the fire 
protection material or upon special test samples taken. The procedures appropriate to different 
types of material are given in Annex C. 

The thickness of board type fire protection systems shall not deviate by more than 15 % of the 
mean value over the whole of its surface. In this case, the mean value shall be used in the 
assessment of the results and the limits of applicability of the assessment. If it deviates by more 
than 15 %, the maximum thickness recorded shall be used in the assessment. 

The thickness of sprayed or coated passive type fire protection systems shall not deviate by more 
than 20 % of the mean value over the whole of its surface. In this case, the mean value shall be 
used in the assessment of the results and the limits of applicability of the assessment. If it deviates 
by more than 20 %, the maximum thickness recorded shall be used in the assessment. 

For reactive fire protection materials, the average primer thickness should be first measured and 
then subtracted from the total average primer and reactive coating thickness. The resulting 
permitted thickness tolerances excluding primer and top coat shall be in accordance with 
EN 13381–1. 

The measurements shall be taken between 50 mm and 150 mm away from each of the 
thermocouple positions. 

The density of the fire protection material applied to the test specimens at maximum and 
minimum thickness shall be recorded. The mean value of the density of the fire protection 
material at maximum and minimum thickness shall be used in the assessment of the results of 
the test, unless the difference between these is greater than 15 %, in which case the maximum 
density recorded shall be used. 

6.7 Verification of the test specimen 

An examination and verification of the test specimen for conformity to specification shall be 
carried out as defined in EN 1363-1. 

The properties of the materials used in the preparation of the test specimen shall be measured 
using special samples, where necessary, as defined in 6.5 using the methods defined in Annex C. 

The sponsor shall verify before the test that the fire protection material has been applied 
correctly and in the case of sprayed or coating materials ensure, by methods appropriate to the 
material that it is of the design composition and specification. 
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7 Installation of the test specimen 

7.1 Large scale wall test 

Loaded wall test specimen(s), including the fire protection system, shall be installed onto the 
furnace according to EN 1365-1. 

7.2 Large scale floor test 

Loaded floor test specimen(s), including the fire protection system, shall be installed onto the 
furnace according to EN 1365-2. 

7.3 Large scale beam test 

Loaded beam test specimen(s), including the fire protection system, shall be installed onto the 
furnace according to EN 1365-3. 

Lightweight or aerated concrete slabs shall be provided for the beam topping which are bolted to 
the beam using 12 mm diameter bolts. Only the two sides and the soffit of the beams are exposed 
to heating, as shown in Figure 15. The slabs shall have the following properties: 

a) the width measures across the beam shall be 600 mm ± 100 mm; 

b) the thickness shall be within the range 150 mm to 200 mm; 

c) the maximum length shall be 625 mm; 

d) the nominal density of aerated slabs shall be 500 kg/m3; 

e) the nominal density of lightweight concrete slabs shall be 1 500 kg/m3; 

f) the concrete slabs shall have a gap between them sufficient to allow the beam to bend. 

Each element of the concrete topping shall be secured by at least two fixings. The gap between 
the elements of the concrete topping shall be filled with fire resistant packing. 

At the commencement of the test, the soffit of the concrete topping to the loaded beam shall be 
nominally flush with the soffit of the adjacent furnace cover slabs. 

Arrangements, appropriate to laboratory practice, shall be made to ensure that the gap between 
the concrete topping to the loaded beam and the adjacent furnace cover slabs is sealed to prevent 
escape of furnace gases, especially when the beam is subject to deformation during the test. The 
loaded beam shall be installed, with special attention taken to insulate the bearings of the beam 
from the influence of heat. In addition, the ends of the loaded beam outside the furnace should be 
insulated and sufficient clearance should be provided between the underside of the protection 
system and the furnace walls to prevent interference. 
7.4 Model scale test 

The model scale test specimen(s) shall be installed horizontally on the furnace in an appropriate 
test frame (see Figure A.1). The furnace/test assembly interface shall be sealed with a non-
combustible seal. 

7.5 Installation patterns 

Depending upon the width of the test specimen, more than one test specimen may be 
incorporated into a test to permit more than one variable to be examined per furnace test, 
providing the limitations of 6.3 and Clause 7 are followed. 
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Test specimens may be tested together on a furnace providing: 

— separate specimen supports are provided and a furnace closure is applied to each to permit 
tests to safely run for different durations without affecting the other test specimens; 

— separate loading devices are provided for different fire protection systems. 

Otherwise, tests shall be run separately. 

The minimum distance between a large scale beam test specimen and an incorporated charring 
specimen is 500 mm. If more than one large scale beam test specimens is tested in the same test, 
the minimum distance between the large scale beam test specimens is 500 mm. 

8 Conditioning of the test specimens 

The test specimens and test samples taken for the determination of material properties (specified 
in 6.5) shall be conditioned according to EN 1363-1. Material properties shall be determined 
according to methods specified in Annex C. 

Timber used for the large scale test shall have a moisture content between 9 % and 12 % when 
tested: The mean value of the moisture content for every load-bearing timber shall be determined 
by at least one measurement per meter length over the total length of the loaded timber 
member(s). 

Timber used for the charring specimen shall be conditioned such that the moisture content is 
between 9 % and 12 % before the construction of the charring specimen. 

9 Application of instrumentation 

9.1 General 

The instrumentation for the measurement of furnace temperature, furnace pressure and 
deformation of the test specimen shall comply with the requirements of EN 1363-1. 
9.2 Instrumentation for measurement of furnace temperature 

9.2.1 General 

Plate thermometers of the type specified in EN 1363-1 shall be provided to measure the 
temperature of the furnace. They shall be uniformly distributed and positioned as specified in the 
appropriate test(s). 

For test specimens with less than 6 m2 exposed area, a minimum of four plate thermometers shall 
be used. 
9.2.2 Large scale wall test 

For large scale wall test the plate thermometers shall be installed as given in EN 1365-1. 
9.2.3 Large scale floor test 

For large scale floor test plate thermometers shall be installed as given in EN 1365-2. 
9.2.4 Large scale beam test 

The furnace temperature in the region of each loaded beam test specimen shall be measured by 
plate thermometers, placed at locations at 1/5, 2/5, 3/5 and 4/5 of the heated length of the loaded 
beam, there being two plate thermometers at each location, one on each side of the beam. The 
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plate thermometers shall be positioned at a distance of 500 mm below the soffit as shown in 
Figure 19. 

The plate thermometers shall be oriented so that for half their number side „A‟ faces the floor of 
the furnace and for the other half, side „A‟ faces the longer side walls of the furnace. The 
distribution of the different orientations shall be such that there shall be equal numbers facing 
the floor and the wall on each side of the beam. 
9.2.5 Model scale test 

Plate thermometers shall be installed as for the large scale floor test. 
9.3 Instrumentation for measurement of test specimen temperature 

9.3.1 General 

Thermocouples for measuring temperatures upon the exposed surface of the protected timber 
members of large scale test specimen(s) and for measuring temperatures upon the exposed 
surface and within the timber member of the model scale test, shall be of the double glass fibre 
insulated bare wire type K specified in EN 1363-1 and be positioned and fixed as specified therein. 
Such thermocouples shall be new when used for this test. 

For temperature measurements at the unexposed surface of the timber member, thermocouples 
specified in EN 1363-1 shall be used and be positioned and fixed as specified therein. 

Thermocouples shall be provided to measure test specimen temperature at temperature 
measurement stations distributed as specified below. 

Where joints are to be included within the fire protection system, thermocouples at 50 % of the 
locations shall be positioned at a minimum of 50 mm from any fixing. 

For numbering of the layers of multi-layer fire protection systems see Figure 4. 

The fixation of thermocouples is given in Annex D. 
9.3.2 Charring specimen 

The temperature of the protected surface shall be measured by means of welded thermocouples 
without copper discs. Staples shall be used for the fixation of the thermocouples. 

The temperature inside of the instrumented beam in the centre of the centre beam shall be 
measured by appropriate number of thermocouples. The locations of the thermocouples are 
given in Figure 3. 

Thermocouples within the instrumented beam in the centre of the specimen shall have an outer 
diameter including the thermal insulation smaller than 1,75 mm to ensure that the cable can be 
inserted into a drilled hole of maximum ∅ 1,75 mm. The open end should be placed in the centre 
of the centre beam. The open end shall be 3 mm long and shall have crimped or welded junctions. 
The first 50 mm cable from the crimped or welded junction shall be arranged parallel to the 
isotherms within the specimens (parallel to the lower surface of the test specimen). 

Three measurement stations shall be arranged within the total measurement length lm, (see 
Figure 3). 
9.3.3 Large scale wall test specimen 

Thermocouples comprising three groups (A, B, C) shall be provided to measure the surface 
temperature along the centre line of each loaded stud of the large scale wall test specimen over 
the total exposed length with a distance of 300 mm from each other (see Table 1 and Figure 9). 
Instrumentation shall start from the bottom end of the loaded timber members of the large scale 
test specimen. 
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