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Introduction

This draft standard is based on national and international discussions. Y our comments on this draft are invited and will assist in
the preparation of the consegquent standard.

For international standards, comments will be reviewed by the relevant UK national committee before sending the consensus
UK vote and comments to the international committee, which will then decide appropriate action. If the international standard is
approved, it is usual for the text to be published as a British Standard.

For national standards, comments will be reviewed by the relevant UK national committee and the resulting standards published

as a British Standard.

UK Vote

Please indicate whether you consider the UK should submit a negative (with supporting technical reasons) or positive vote on
this draft. Pleaseindicate if you are aware of any reason why this draft standard should not be published as a British Standard.

Submission of Comments
- Annotated drafts are not acceptable and will beregjected.

- All comments should be submitted online at https.//standar dsdevelopment.bsigroup.com/. You will need to register in

order to comment.

Template for comments and secr etariat observations

Date; xx/xx/20xx

Document: 1SO/DIS xxxx

lan alternative cannot be supported
as serious problems have been
lencountered in its use in the UK.

1 2 ©) 4 5 (6) 7
MB | Clause No./ Subclause Paragraph/ Type of Commend (justification Proposed change by the MB Secretariat observations on
No./Annex (e.g. 3.1) Figure/Table/Note comment for change) by the MB each comment submitted
31 Definition 1 ed Definition is ambiguous and needs |Amend to read '...so that the mains
clarifying. connector to which no connection...’
6.4 Paragraph 2 te The use of the UV photometer as  [Delete reference to UV photometer.
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89 INTERNATIONAL ELECTROTECHNICAL COMMISSION

90

91

92 ELECTROMAGNETIC COMPATIBILITY (EMC) -

93

94 Part 4-2: Testing and measurement techniques -

95 Electrostatic discharge immunity test

96

97

98 FOREWORD

99 1) The International Electrotechnical Commission (IEC) is a worldwide organization for standardization comprising
100 all national electrotechnical committees (IEC National Committees). The object of IEC is to promote
101 international co-operation on all questions concerning standardization in the electrical and electronic fields. To
102 this end and in addition to other activities, IEC publishes International Standards, Technical Specifications,
103 Technical Reports, Publicly Available Specifications (PAS) and Guides (hereafter referred to as “IEC
104 Publication(s)”). Their preparation is entrusted to technical committees; any IEC National Committee interested
105 in the subject dealt with can participate in this preparatory work. International, governmental and non-
106 governmental organizations liaising with the IEC also participate in this preparation. IEC collaborates closely
107 with the International Organization for Standardization (ISO) in accordance with conditions determined by
108 agreement between the two organizations.

109 2) The formal decisions or agreements of IEC on technical matters express, as nearly as possible, an international
110 consensus of opinion on the relevant subjects since each technical committee has representation from all
111 interested IEC National Committees.

112 3) IEC Publications have the form of recommendations for international use and are accepted by IEC National
113 Committees in that sense. While all reasonable efforts are made to ensure that the technical content of IEC
114 Publications is accurate, IEC cannot be held responsible for the way in which they are used or for any
115 misinterpretation by any end user.

116 4) In order to promote international uniformity, IEC National Committees undertake to apply IEC Publications
117 transparently to the maximum extent possible in their national and regional publications. Any divergence
118 between any IEC Publication and the corresponding national or regional publication shall be clearly indicated in
119 the latter.

5) IEC provides no marking procedure to indicate its approval and cannot be rendered responsible for any
equipment declared to be in conformity with an IEC Publication.

—_a A
N NN
N —-O

6) All users should ensure that they have the latest edition of this publication.

123 7) No liability shall attach to IEC or its directors, employees, servants or agents including individual experts and

124 members of its technical committees and IEC National Committees for any personal injury, property damage or
125 other damage of any nature whatsoever, whether direct or indirect, or for costs (including legal fees) and
126 expenses arising out of the publication, use of, or reliance upon, this IEC Publication or any other IEC
127 Publications.

128 8) Attention is drawn to the Normative references cited in this publication. Use of the referenced publications is
129 indispensable for the correct application of this publication.

130 9) Attention is drawn to the possibility that some of the elements of this IEC Publication can be the subject of
131 patent rights. IEC shall not be held responsible for identifying any or all such patent rights.

132 International Standard JEC 61000-4-2 has been prepared by subcommittee 77B: High-
133  frequency phenomena, of IEC technical committee 77: Electromagnetic compatibility.

134 This third edition cancels and replaces the second edition published in 2008 and constitutes a
135 technical revision.

136 It forms Part 4-2 of IEC 61000. It has the status of a basic EMC publication in accordance
137  with IEC Guide 107.

138 The main changes with respect to the second edition of this standard are the following:

139 e Add a calibration requirement for ESD generators with air discharge tip;
140 e Add a normative annex for test setups for specific equipment;
141 e add a test method for wall mounted equipment and wearable devices (see Annex);

142 e add an informative annex for wearable devices;
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143 e add an informative annex for improvement of how to select test points and give guidance
144 on how to specify the number of pulses for direct contact discharges;

145 e moving clause 9 into a new informative annex;
146 e improvement of the current calibration procedure;

147 e improvement of the measurement uncertainty considerations with examples of uncertainty
148 budgets;

149 e Because post installation tests cannot be performed in a controlled environment, this test
150 method has been moved into a new Annex G.

151 The text of this standard is based on the following documents:

FDIS Report on voting

77B/xxx/FDIS 77B/xxx/RVD

152
153 Full information on the voting for the approval of this standard can be found in the report on
154  voting indicated in the above table.

155  This publication has been drafted in accordance with the ISO/IEC Directives, Part 2.

156 A list of all parts of the IEC 61000 series, published under the general title Electromagnetic
157  compatibility (EMC), can be found on the IEC website.

158  The committee has decided that the contents of this publication will remain unchanged until
159  the maintenance result date indicated on the IEC web site under "http://webstore.iec.ch" in
160 the data related to the specific publication. At this date, the publication will be

161 * reconfirmed,

162 * withdrawn,

163 » replaced by a revised edition, or
164 *+ amended.

165
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166

INFORMATION TO NATIONAL COMMITTEES

This section is provided to National Committees for information and will be removed from the
standard at next stage.

For clarification of misunderstandings or misinterpretation arising due to comparison between
EC 61000-4-2 Edition 2 and future Edition 3, the following issues are addressed:

1. Escalation strategy

The escalation strategy was first introduced and published in Edition 2 (Annex
F) with an unanimous support by all National Committees. Taking this into consideration
including support of some National Committees and taking the discussions at the last SC77B
plenary meeting into account, MT12 therefore re-introduces an overhauled version of the
escalation strategy within this CD. The escalation strategy — as part of the test method
outlined in this standard — is specified in a normative annex in order to avoid different test
results at different test laboratories. It is to note, that SC77B emphasis to publish a
questionnaire regarding this issue. MT12 will respect the outcome of the questionnaire in
future stages of the project.

2. Evaluation of test results

The previous clause 9 of this standard basically describes the performance criterion in
general terms. Actually the performance criterion can be different depending on the EUT and
therefore are product dependent. Product related issues are addressed in product standards
specified by product committees and are not subject of this basic standard as outlined in
77/603/INF. This lead to a discussion at the last TC77 plenary meeting including a proposal to
address this issue in form of a guideline or information to product committees including to
address a more specific impact of the covered phenomena (i.e. ESD within 61000-4-2) when
evaluating test results.

Considering this proposal, Clause 9 has been moved into a “new” informative annex
emphasizing the impact of ESD testing on the EUT when evaluating the test results including
guidance and information when specifying the applicable performance criterion.

TC77 has expressed their intention to address this issue in a DC document. Future
modification to this annex K can be necessary depending on the outcome decided by TC77.

167
168
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169 INTRODUCTION

170 IEC 61000-4 is a part of the IEC 61000 series, according to the following structure:

171 Part 1: General

172 General consideration (introduction, fundamental principles)
173 Definitions, terminology

174 Part 2: Environment

175 Description of the environment

176 Classification of the environment

177 Compatibility levels

178 Part 3: Limits

179 Emission limits

180 Immunity limits (in so far as they do not fall under the responsibility of the product
181 committees)

182 Part 4: Testing and measurement techniques

183 Measurement techniques

184 Testing techniques

185 Part 5: Installation and mitigation guidelines
186 Installation guidelines

187 Mitigation methods and devices

188 Part 6: Generic standards
189 Part 9: Miscellaneous

190 Each part is further subdivided into several parts, published either as international standards
191 or as technical specifications or technical reports, some of which have already been published
192  as sections. Others will be published with the part number followed by a dash and a second
193  number identifying the subdivision (example: |EC 61000-6-1)).

194 This part of IEC 61000 is an International Standard which gives immunity requirements and
195  test procedures related to electrostatic discharge.

196
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197 ELECTROMAGNETIC COMPATIBILITY (EMC) —
198

199 Part 4-2: Testing and measurement techniques —
200 Electrostatic discharge immunity test

201

202

203

204 1 Scope

205 This part of IEC 61000 relates to the immunity requirements and test methods for electrical
206 and electronic equipment subjected to static electricity discharges, from operators directly and
207 from personnel to adjacent objects. It additionally specifies ranges of test levels which relate
208 to different environmental and installation conditions and establishes test procedures.

209 The object of this standard is to establish a common and reproducible basis for evaluating the
210 performance of electrical and electronic equipment when subjected to electrostatic
211 discharges. In addition, it includes electrostatic discharges which can occur from personnel to
212 objects near to the equipment.

213  This standard specifies:

214 - nominal waveform of the discharge current;
215 - range of test levels;

216 — test equipment;

217 - test setup;

218 - test procedure;

219 - calibration procedure;

220 - measurement uncertainty.

221 This standard gives specifications for tests performed in "laboratories" and guidance to "post-
222 installation tests".

223 This standard does not intend to specify the tests to be applied to particular apparatus or
224 systems. Its main aim is to give a general basic reference to all concerned product
225 committees. The product committees (or users and manufacturers of equipment) remain
226 responsible for the appropriate choice of the tests and the severity level to be applied to their
227 equipment.

228 This standard excludes tests intended to evaluate the ESD sensitivity of devices for handling
229  and packaging or to evaluate the performance of the ESD protection circuits.

230 2 Normative references

231 The following referenced documents are indispensable for the application of this document.
232 For dated references, only the edition cited applies. For undated references, the latest edition
233  of the referenced document (including any amendments) applies.

234 IEC 60050(161), International Electrotechnical Vocabulary (IEV) — Chapter 161:
235 Electromagnetic compatibility
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236 3 Terms, definitions and abbreviated terms

237 3.1 Terms and definitions

238 For the purposes of this part of IEC 61000, the following terms and definitions apply and are
239 applicable to the restricted field of electrostatic discharge; not all of them are included in
240 IEC 60050(161) [IEV].

241 3.1.1
242 accessible

243  surfaces of the EUT which can be touched by means of the air discharge tip of the ESD
244  generator

245 [SOURCE: |[EC 60050-442:1998, 442-01-15, modified]

246 3.1.2

247  air discharge method

248 method of testing in which the charged tip of the test generator is moved towards the EUT
249 until it touches the EUT

250 3.1.3

251 calibration

252 set of operations which establishes, by reference to standards, the relationship which exists,
253 under specified conditions, between an indication and a result of a measurement

254 NOTE 1 to entry This term is based on the "uncertainty" approach.

255 NOTE 2 to entry The relationship between the indications and the results of measurement can be expressed, in
256 principle, by a calibration diagram.

257 [SOURCE: IEC 60050-311:2001,_.311-01-09]

258 3.1.4

259  contact discharge method

260 method of testing in which the tip of the test generator is kept in contact with the EUT or
261 coupling plane and the discharge is actuated by the discharge switch within the generator

262 3.1.5

263  coupling plane

264 metal sheet or plate, to which discharges are applied to simulate electrostatic discharge to
265  objects adjacent to the EUT; HCP: Horizontal Coupling Plane; VCP: Vertical Coupling Plane

266 3.1.6

267  degradation (in performance)

268 undesired departure in the operational performance of any device, equipment or system from
269 its intended performance

270 NOTE to entry The term "degradation" can apply to temporary or permanent failure.

271 [SOURCE: |JEC 60050-161:1990, 161-01-19]

272 3.1.7
273 direct application
274  application of the discharge directly to the EUT

275 3.1.8

276  electromagnetic compatibility (EMC)

277  ability of equipment or a system to function satisfactorily in its electromagnetic environment
278  without introducing intolerable electromagnetic disturbances to anything in that environment

279 [SOURCE: IEC 60050-161:2018, 161-01-07] Documents
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280 3.1.9

281 electrostatic discharge (ESD)

282  transfer of electric charge between bodies of different electric potential in proximity or through
283  direct contact

284 NOTE to entry Literature and teaching generally refer to transfers of charge, although strictly speaking charge
285 carriers (113-06-25) are transferred.

286 [SOURCE: IEC 60050-161:2014, 161-01-22]

287  3.1.10

288 energy storage capacitor

289  capacitor of the ESD-generator representing the capacity of a human body charged to the test
290 voltage value

291 NOTE to entry This element can be provided as a discrete component or a distributed capacitance.
292 3.1.11
293 EUT

294  equipment under test

295 3.1.12

296  holding time

297 interval of time within which the decrease of the test voltage due to leakage, prior to the
298 discharge, is not greater than 10 %

299  3.1.13

300 immunity (to a disturbance)

301 ability of a device, equipment or system to perform without degradation in the presence of an
302 electromagnetic disturbance

303 [SOURCE: JEC 60050-161:1990, 161-01-20]

304 3.1.14

305 indirect application

306  application of the discharge to a coupling plane in the vicinity of the EUT to simulate
307 personnel discharge to objects which are adjacent to the EUT

308 3.1.15

309 reference ground plane (RGP)

310 flat conductive surface that is at the same electric potential as reference ground, which is
311 used as a common reference, and which contributes to a reproducible parasitic capacitance
312  with the surroundings of the equipment under test (EUT)

313 NOTE to entry In some regions, the term ‘earth’ is used in place of ‘ground’.

314 [SOURCE: IEC 60050-161:2014, 161-04-36]

315 3.1.16

316 rise time

317 interval of time between the instants at which the instantaneous value of a pulse first reaches
318 the specified lower and upper limits

319 NOTE to entry Unless otherwise specified, the lower and upper values are fixed at 10 % and 90 % of the pulse
320 magnitude.

321 [SOURCE: JEC 60050-161:1990, 161-02-05, modified]

Documents

Document Sharing Hub

Full document details: 23/30483638 DC


https://doi.org/10.3403/00236124?&urlappend=%26utm_campaign=pdfdoi%26utm_source=pdfdoi%26utm_medium=pdf
https://doi.org/10.3403/00236124?&urlappend=%26utm_campaign=pdfdoi%26utm_source=pdfdoi%26utm_medium=pdf
http://www.avadocuments.com/doc/23-30483638-dc
http://www.avadocuments.com/doc/23-30483638-dc

322
323
324
325
326

327

328
329

330

331
332
333
334
335
336
337
338
339
340
341
342

343

344
345
346
347
348

349
350
351

352
353
354
355

356

357

358
359
360
361

362
363
364

IEC CD 61000-4-2/Ed3 © |IEC 2023 -1 - 77B/878/CD

3.1.17

verification

set of operations which is used to check the test equipment system (e.g. the test generator
and the interconnecting cables) and to gain confidence that the test system is functioning.
Details are given in 7.2.2.

NOTE 1 The methods used for verification can be different from those used for calibration.

NOTE 2 For the purpose of this basic EMC standard this definition is different from the definition given in
IEV 311-01-13.

3.2 Abbreviated terms

AD Air Discharge

AE Auxiliary Equipment

CD Contact Discharge

EMC ElectroMagnetic Compatibility
ESD ElectroStatic Discharge
EUT Equipment Under Test
HCP Horizontal Coupling Plane
HV High Voltage

MU Measurement Uncertainty
PE Protective Earth

RGP Reference Ground Plane
VCP Vertical Coupling Plane

4 General

This standard relates to equipment, systems, subsystems and peripherals which can be
involved in static electricity discharges as a result of environmental and installation
conditions, such as low relative humidity, use of low-conductivity (artificial-fiber) carpets, vinyl
garments, etc., which can exist in all locations classified in standards relevant to electrical
and electronic equipment (for more detailed information, see Annex A).

NOTE From the technical point of view, the precise term for the phenomenon would be static electricity
discharge. However, the term electrostatic discharge (ESD) is widely used in the technical world and in technical
literature. Therefore, it has been decided to retain the term electrostatic discharge in the title of this standard.

Electrostatic discharges are categorized as contact discharges and air discharges. In
addition, contact discharges are categorized as direct discharges and indirect discharges. In
general, direct discharges are applied to conductive surfaces while indirect discharges are
applied to coupling planes in the vicinity of EUTs.

5 Testlevels
The preferred range of test levels for the ESD test is given in Table 1.

Contact discharge is the preferred test method. Air discharges shall be used where contact
discharge cannot be applied. Voltages for each test method are given in Table 1. The
voltages shown are different for each method due to the differing test methods. This does not
imply that the test severity is equivalent between test methods.

Details concerning the various parameters which can influence the voltage to which the
human body can be charged are given in Clause A.2. Clause A.8 also contains examples of
the application of the test levels related to environmental (installation) classes.

Full document details: 23/30483638 DC
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365 For air discharge testing, the test shall be applied at all test levels in Table 1 up to and
366 including the specified test level. For contact discharge testing, the test shall be applied at the
367 specified test level only unless otherwise specified by product committees.

368 For further information on test level variations and applications between air and contact
369 discharge, refer to Annex A, specifically clauses A.3 — A.7.

370 Table 1 — Test levels
Level Test voltage
Contact discharge Air discharge
1 2 kV 2 kV
2 4 kV 4 kV
3 6 kV 8 kV
4 8 kV 15 kV
x@ special special
a "x" can be any level, above, below or in between the others. The level shall be specified in the
dedicated equipment specification. If higher voltages than those shown are specified, special
test equipment may be needed.

371

372 6 Test equipment

373 6.1 Overview

374 The ESD generator being designed to meet the characteristics in 6.2.2 and further calibrated
375 in accordance with the calibration procedure detailed in 6.3 and Annex B ensure the intended
376  current waveform shown in Figure 2 at the indicated voltage is delivered to the test point of
377 the EUT and coupling plane.

378 6.2 ESD generator
379 6.2.1 General

380 A simplified circuit diagram of an ESD generator is shown in Figure 1. Although construction
381 details (shape, size, weight, materials, etc...) of the generator are not specified, the following
382 main items are used in the design of an ESD generator:

383 - charging resistor R;

384 - energy-storage capacitor Cg;

385 — distributed capacitance Cy;

386 — discharge resistor Ry;

387 — voltage indicator;

388 — discharge switch;

389 — charge switch;

390 - interchangeable discharge tips (see Figure 3 and Figure 4);
391 — discharge return cable;

392 - power supply unit.
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Rc Rd
Discharge tip

Charge switch Discharge switch
DC HV supply _— Oy
B iy
IEC
Components
Cy is a distributed capacitance which exists between the generator and its

surroundings.
C,+ Cy has a typical value of 150 pF.
Ry has a typical value of 330 Q.

Figure 1 — Simplified diagram of the ESD generator

The ESD generator shall meet the requirements specified in 6.2.2 and indicated in Figure 2
when evaluated according to the procedures in Annex B. Therefore, neither the diagram in
Figure 1, nor the component values are specified in detail.
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Figure 2 — Ideal contact discharge current waveform at 4 kV

An equation to generate the waveform in Figure 2, I(¢), is as follows:

where
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c nr 1/ n
ky=exp|-——1| 12
1 p o | 74

1/ n

T nt

k2 — exp _3[4]
T4 73

=1,1ns; r,=2,0ns; 73=12,0 ns; 7, = 37,0 ns;
=16,6 A (at4 kV); I, =9,3 A (at 4 kV);

General characteristics
Specifications of the ESD generator

The parameters of the ESD generator are given in Table 2 and Table 3.

Table 2 — General parameters

Parameters Values
O“tp“tr‘ég'éaeg(i’ecemg%dﬁ‘:harge At least 2 kV to 8 kV, nominal
Output voltage, air discharge mode At least 2 kV to 15 kV, nominal (see

(see NOTE 1) NOTE 3)
Tolerance of output voltage +5 %
Polarity of output voltage Positive and negative
Holding time >5s
Discharge mode of operation Single discharges (see NOTE 2)

NOTE 1 Open circuit voltage measured at the discharge tip of the ESD

generator.

NOTE 2 The generator should be able to generate at a repetition rate of at

least 20 discharges per second for exploratory purposes.

NOTE 3 It is not necessary to use a generator with 15 kV air discharge

capability if the maximum test voltage to be used is lower.
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418 Table 3 — Discharge current waveform parameters
Level Indicated First peak Rise time 7, Second Current
voltage current I, of | (see note 2) peak at 60 ns
discharge (25 %) current I,: (£30 %)
(£15 %) of -
discharge
(see note 2)
(£30 %)
CD AD kV A ns A A
1 1 2 7,5 0,8 4,5 2,0
2 2 4 15,0 0,8 9,0 4,0
3 6 22,5 0,8 13,5 6,0
4 3 8 30,0 0,8 18,0 8,0
4 15 56,3 0, 33,8 15,0
The reference point for measuring the time for the current at 60 ns is the instant when the
current first reaches 10 % of the 1°! peak of the discharge current.
NOTE 1 The rise time, ¢, is the time interval between 10 % and 90 % value of 1°' peak
current.
NOTE 2 This is the maximum current which occurs in the time frame of 10 ns to 40 ns from
the reference point.
419  The generator should be provided with means of preventing unintended radiated or conducted
420 emissions, either of pulse or continuous type, so as not to disturb the EUT or AE by parasitic
421 effects (see Annex D).
422 The discharge return cable of the ESD generator shall be at least 2 m long. In cases where a
423 2 m length of the discharge return cable is insufficient, (e.g. for tall EUTs), a longer cable
424 (e.g. 3 m) can be used. The length of the discharge return cable is measured from the ESD
425 generator body to the end of the connecting point. It shall be sufficiently insulated to prevent
426  the flow of the discharge current to personnel or conducting surfaces other than via its
427  termination, during the ESD test.
428 The discharge return cable used for testing shall be the same cable used during calibration.
429  6.2.2.2 Characteristics of the contact discharge tip
430 The contact discharge tip shall be constructed according to Figure 3. The discharge tip with
431 the dimensions in Figure 3 may be covered with insulated coatings, provided the discharge
432 current waveform specifications are met.
@12+ 1) mm I -------------------------------------------- -<> 25° to 40°
433 Sharp point / ieC
434 Figure 3 — Contact discharge tip of the ESD generator
435 6.2.2.3 Characteristics of the air discharge tip
436  The air discharge tip shall be constructed according to Figure 4. The discharge tip with the
437 dimensions in Figure 4 may be covered with insulated coatings, provided the discharge
438 current waveform specifications are met.
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Body of generator

/

Interchangeable part (tip)

(50 £ 1) mm

439

440 Figure 4 — Air discharge tip of the ESD generator

441 6.3 Calibration of the characteristics of the ESD generator

442  The ESD generator characteristics shall be calibrated in order to establish that they meet the
443 requirements of this standard.

444  The ESD generator including the respective discharge tips (air and contact) shall meet the
445 specifications given in Table 2 and Table 3. It shall be demonstrated that these specifications
446  are fulfilled using the calibration methods specified in Annex B.

447 If the contact and air discharge tips consist of a conductor without any additional active or
448 passive electronic components, the calibration procedure for the air discharge tip can be
449 limited to the measurement of open circuit voltage at the air discharge tip at the same
450 maximum test voltage used.

451 NOTE Some generators cannot be calibrated at 15 kV air discharge. If air discharge calibration cannot be
452 performed at 15 kV, then the next lower air discharge voltage level specified in Table 3 can be used for calibration.

453 7 Test setup

454 7.1 General

455  The test setup consists of the ESD generator, EUT and AE necessary to perform direct and
456 indirect application of discharges to the EUT in the following manner:

457 a) contact discharge to the conductive surfaces and to coupling planes;
458 b) air discharge to non-conductive surfaces.

459 The EUT shall be set up and operated in accordance with the product's specification.

460 7.2 Test equipment
461 7.21 General

462 The ESD test setup includes:

463 — the ESD generator;

464 — the discharge tips;

465 — the discharge return cable;

466 — the bleeder resistors;

467 — the HCP (if applicable) and VCP; Documents
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468 — the insulating support;
469 — the RGP.

470 Examples for the ESD test setup are given in Figure 5 and Figure 7 for table-top equipment
471 and in Figure 6 and Figure 8 for floor-standing equipment.

472 7.2.2 Verification of the ESD test equipment

473  The purpose of verification is to ensure that the ESD test system is operating. To verify the
474 proper operation of the ESD test system, one verification method should be to observe that at
475 low voltage settings, a small spark is created during the approach of the discharge tip to the
476 coupling plane and a larger spark is created at higher voltage settings. Both discharge tips
477 need to be verified. If available, a self-verification procedure of the ESD test system may also
478 be applied.

479 Rationale: Since waveforms from ESD generators do not typically change in minor ways (for
480 example, the rise time and duration of the waveform do not drift), the most likely ESD
481 generator failures would be that no voltage was delivered to the discharge tip or that no
482  voltage control was present. Any of the cables, resistors or connections along the discharge
483 path can be damaged, loose or missing, resulting in no discharge.

484 It is recommended that the ESD test setup is verified prior to testing.

485 7.3 Test setup for tests performed in laboratories
486 7.31 General

487 The test setups specified in this clause are basic test setups for table-top equipment and
488 floor-standing equipment. For other kinds of equipment, Annex | shall apply in addition to the
489 requirements in this clause.

490 7.3.2 Test conditions

491 The following requirements apply to tests performed in laboratories under environmental
492 reference conditions outlined in 8.2.

493 The RGP shall be a metallic sheet (copper or aluminum) of 0,25 mm minimum thickness;
494 other metallic materials can be used but they shall have 0,65 mm minimum thickness.

495 The RGP shall project beyond the EUT and the horizontal coupling plane (where applicable)
496 by at least 0,5 m on all sides, and shall be connected to the protective grounding system.
497 Local safety regulations shall always be met.

498 A minimum distance of 0,8 m shall be provided between the EUT and the walls of the
499 laboratory and any other metallic structures.

500 The EUT and the ESD generator (including any external power supply) shall be grounded in
501 accordance with their installation specifications. No additional grounding connections are
502 allowed.

503 Any external power supply of the ESD generator shall be placed on the RGP.

504 The positioning of the power and signal cables of the EUT shall be representative of
505 installation practice.

506 The discharge return cable of the ESD generator shall be connected to the RGP. In cases
507 where the length of the cable exceeds the length necessary to apply the discharges to the
508 selected points, the excess length shall be kept off the RGP and shall not be éowments
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509 wounded. The discharge return cable shall not come closer than 0,1 m to other conductive
510 parts in the test setup.

511 The discharge return cable may be connected to the metallic wall of the test laboratory
512 provided that wall is electrically bonded to the RGP.

513  The connections to the RGP and all bondings shall be of low impedance (e.g. < 0,1 Q), for
514  example by using mechanical clamping devices.

515  Where coupling planes are specified, for example to allow indirect application of the
516  discharge, they shall be constructed from a metallic sheet (copper or aluminum) of 0,25 mm
517  minimum thickness (other metallic materials can be used but they shall have 0,65 mm
518  minimum thickness). The coupling planes shall be connected to the RGP via a cable with two
519 (470 £ 10 %) kQ resistors located up to 10 cm from each end (i.e. bleeder resistor cable).
520 These resistors shall be capable of withstanding the discharge voltage. The resistors and
521 cables shall be insulated to avoid short circuits to the RGP when the cable lies on the RGP.

522 NOTE 1 The (470 + 10 %) kQ resistors which are contained in the bleeder resistor cables of the HCP and VCP
523 (see Figure 5, Figure 6, Figure 7, Figure 8, Figure I.1) are used to prevent the charge applied to the planes
524 disappearing instantly after the discharge of the ESD generator to the plane. This increases the impact of the ESD
525 event to the EUT. They are positioned close to each end of the grounding cable in order to create a distributed
526 resistance.

527 NOTE 2 Unless Product Committees decide otherwise, ESD tests on ceiling-mounted equipment are generally not
528 applicable because such equipment is not touched by the user after installation.

529  Any mounting feet associated with the EUT shall remain in place. Any AE can be placed
530 anywhere (e.g. outside the test environment, RGP, HCP, ...). Interconnecting cables between
531 the EUT and the AE may be decoupled either to protect the AE from discharges or because
532 the EUT specification requires decoupled cables.

533 7.3.3 Table-top equipment

534  The test setup shall consist of a non-conductive table, (0,8 + 0,08) m high, standing on the
535 RGP. Table may be replaced by any non-conductive support.

536 The HCP shall be placed on the table. The HCP shall have a minimum area of 1,23 m2 and
537  shall be large enough to ensure that the EUT can be placed at least 0,1 m from the periphery
538  of the HCP.

539 NOTE 1 The HCP can have different shapes (e.g. square, rectangular, circular, ...).

540 NOTE 2 The HCP can be a combination of different HCPs that are bonded together with a low impedance; i.e.
541 continuous connection along the edge

542 The size of the HCP shall correlate with the size of the EUT; i.e. the HCP shall not project
543 more than 0,8 m beyond any edge of the EUT.

544  The EUT and its cables shall be isolated from the HCP by an insulating support (0,5
545 + 0,05) mm in thickness. The HCP bleeder resistor cable shall be connected to the HCP. The
546 HCP bleeder resistor cable assembly shall have a maximum length of 1,5 m and shall be held
547 apart from the HCP and RGP.

548 NOTE 3 Generally the HCP bleeder resistor cable assembly is connected to the edge of the HCP in a vertical line
549 to the RGP; i.e. short connection.

550 A square VCP of side (0,5 + 0,005) m shall be placed on the table. When conducting indirect
551 discharges, the VCP shall be located (0,1 + 0,01) m from the side of the EUT. The VCP
552 bleeder resistor cable shall be connected to the VCP. The VCP bleeder resistor cable
553 assembly shall have a maximum length of 3 m and shall not be bundled.
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554 An example of the test setup for table-top equipment is shown in Figure 5.

Dimensions in metres

Typical position for indirect
discharge to VCP

Power Supply Q‘

Typical position for indirect
discharge to HCP S i

Horizontal coupling plane
(HCP) 1,6 x0,8 m = 128 m2

Protective conductor

/

(0,8 £ 0,08)

Insu\ahng
support

| < 0 1
4?0 k!l

Typical position for direct Power }
discharge to EUT / Supplv

aroka o
/ 0

o 1

|
t470kQ )

s <014

Non-conducting table

555

IEC

556 Figure 5 — Example of test setup for table-top equipment

557 7.3.4 Floor-standing equipment

558 The EUT shall be isolated from the RGP by a non-conductive support with a height of (0,1
559 0,05) m. The EUT cables shall be isolated from the RGP by an insulating support of (0,5
560  0,05) mm.

+

561 If needed, a square VCP of side (0,5 + 0,005) m shall be placed on a non-conductive support.
562  When conducting indirect discharges, the VCP shall be located (0,1 £ 0,01) m from the side of
563 the EUT. The VCP bleeder resistor cable shall be connected to the VCP. The VCP bleeder
564 resistor cable assembly shall have a maximum length of 3 m and shall not be bundled.

565 An example of the test setup for floor-standing equipment is shown in Figure 6.
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Dimensions in metres

Indirect discharge by VCP
(including VCP carrier)

Typical position for
direct discharge

Protective
conductor |
_’ |

Typical position for indirect
discharge to VCP

é ' ¥
Power cable

Signal cables

566 IEC

567 Figure 6 — Example of test setup for floor-standing equipment

568 Any mounting feet associated with the EUT shall remain in place. Post-installation tests can
569 be an alternative test method for large sized equipment or system, which do not fit into
570 laboratories — see Annex G for details.

571 7.3.5 Particular requirements for ungrounded equipment

572  The test setup specified in this subclause is applicable to equipment or part(s) of equipment
573  whose installation specifications or design precludes connection to any grounding system.
574 This includes portable, battery-operated (internal and external) with or without charger
575 (ungrounded power cable) and double-insulated equipment (e. g. class Il equipment — defined
576 in IEC 62368-1). It covers table-top equipment (see Figure 7) and floor-standing equipment
577 (see Figure 8).

578 Rationale: Ungrounded equipment, or ungrounded part(s) of equipment, cannot discharge
579 itself similarly to class | mains-supplied equipment. If the charge is not removed before the
580 next ESD pulse is applied, it is possible that the EUT or part(s) of the EUT be stressed up to
581 twice the intended test voltage. Therefore, this type of equipment or equipment parts could
582 accumulate an unrealistically high charge from several ESD discharges onto the capacitance
583  of the class Il insulation, and then discharge at the breakdown voltage of the insulation with a
584 much higher energy.

585 NOTE 1 For products that have user accessible floating pieces of metal, contact discharge to the floating metal
586 could result in a secondary discharge inside the product and cause failures. Depending on the size of the gap
587 between the floating exposed metal and internal ground structures, sometimes at lower voltage levels the
588 secondary discharge can be directed closer to sensitive electronics or be more pronounced than higher levels. This
589 is also true in cases where a grounding path that relies on a thin insulation layer like conductive adhesive exists. At

590 higher voltage levels, ESD can always arc through the thin adhesive but at lower levels the spark caﬂbfeﬁm
‘ ents

Document Sharing Hub

Full document details: 23/30483638 DC


http://www.avadocuments.com/doc/23-30483638-dc
http://www.avadocuments.com/doc/23-30483638-dc

IEC CD 61000-4-2/Ed3 © |IEC 2023 -21- 77B/878/CD

591 take a different path and cause failures. For products such as hand-held devices, Product Committees can specify
592 for contact discharges also to be applied at lower test levels.

593 The general test setup shall be identical to the ones specified in 7.3.3, 7.3.4 and - if
594 applicable — Annex | respectively.

595 To simulate a single ESD event (either by air or by contact discharge), the charge on the EUT
596  shall be removed prior to each applied ESD pulse.

597 The charge on the metallic point or part to which the ESD pulse is to be applied, for example,
598 connector shells, battery charge pins, metallic antennas, shall be removed prior to each
599 applied ESD test pulse.

600 When one or more metallic accessible parts are subjected to the ESD test, the charge shall
601 be removed from the point where the ESD pulse is to be applied, as no guarantee can be
602 given about the resistance between this and other accessible points on the product.

603 A cable with 470 kQ bleeder resistors, similar to the one used with the HCP and VCP is the
604 preferred device to remove charges; see 7.3.2.

605 As the capacitance between EUT and HCP (table-top) and between EUT and RGP (floor-
606  standing) is determined by the size of the EUT, the cable with bleeder resistors can remain
607 installed between the EUT and RGP during the ESD test when it will not affect the EUT
608  functioning.

609 The presence of the cable with the bleeder resistors can influence the test results. In case the
610 test result is influenced by bleeder resistors, a test with the cable disconnected during the
611 ESD pulse takes precedence over the test with the cable installed during the test, provided
612  that the charge has sufficiently decayed between the successive discharges.

613 Therefore as an alternative, the following options can be used:

614 — the time interval between successive discharges shall be extended to the time
615 necessary to allow natural decay of the charge from the EUT;

616 — sweeping of the EUT with a grounded carbon fibre brush with bleeder resistors (for
617 example, 2 x 470 kQ) in the grounding cable.

618 NOTE 2 To ensure the charge has decayed, the charge on the EUT can be monitored by a non-contacting electric
619 field meter. When the charge has decayed below 10 % of the test voltage, the EUT is considered to be discharged.

620 NOTE 3 Some ESD generators contain an automatic discharge function. The use of such a feature is deemed to
621 be equivalent with the use of a cable with bleeder resistors.
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Dimensions in metres

Optional external battery charger
; : or AC-DC adapter

Horizontal coupling plane

(HCP)1,6x0,8m .
Optional ungrounded power cable

Indirect discharge .
A: dotted connection

by VCP 1
B: undotted connection

Typical position for indirect

discharge to VCP Insulating support

Protective
conductor

(0,8 £0,08)

\ Typical position fﬁrvo

indirect discharge
to HCP

|"--. e
470k Cable with bleeder ||
< resistors for EUT \_)I
T)j discharge
——e,g'l

T

7

non-canductive table

622 Ec
623 Figure 7 — Example of a test setup for ungrounded table-top equipment
Dimensions in metres
Protective i
A: dotted connection
conduﬂ / B: undotted connection
i / Typical position for indirect
é’ x| discharge to VCP
- /
]
Ll
\:: Ungrounded
™ power cable
- x -m
Power
Supply Q
’ Insulating ¢
t &
-470 k?zppo
Typical pesition for
direct discharge
624 IEC
625 Figure 8 — Example of a test setup for ungrounded floor-standing equip%buments
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