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Introduction
This draft standard is based on national and international discussions. Your comments on this draft are invited and will assist in
the preparation of the consequent standard.

For international standards, comments will be reviewed by the relevant UK national committee before sending the consensus
UK vote and comments to the international committee, which will then decide appropriate action. If the international standard is
approved, it is usual for the text to be published as a British Standard.

For national standards, comments will be reviewed by the relevant UK national committee and the resulting standards published
as a British Standard.

UK Vote
Please indicate whether you consider the UK should submit a negative (with supporting technical reasons) or positive vote on
this draft. Please indicate if you are aware of any reason why this draft standard should not be published as a British Standard.

Submission of Comments
- Annotated drafts are not acceptable and will be rejected.

- All comments should be submitted online at https://standardsdevelopment.bsigroup.com/. You will need to register in
order to comment.

Template for comments and secretariat observations Date: xx/xx/20xx Document: ISO/DIS xxxx

1 2 (3) 4 5 (6) 7

MB Clause No./ Subclause
No./Annex (e.g. 3.1)

Paragraph/Figure/
Table/Note

Type of
comment

Commend (justification
for change) by the MB

Proposed change by the MB Secretariat observations on
each comment submitted

3.1 Definition 1 ed Definition is ambiguous and needs
clarifying.

Amend to read '...so that the mains
connector to which no connection...'

6.4 Paragraph 2 te The use of the UV photometer as
an alternative cannot be supported
as serious problems have been
encountered in its use in the UK.

Delete reference to UV photometer.
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Radio frequency and coaxial cable assemblies– 1 

Part 4-4: Detail specification for multi-channel semi-rigid cable 2 

assemblies, Frequency range up to 6 000 MHz, Type 50-5 semi-rigid 3 

coaxial cable 4 

 5 

1    Scope 6 

This part of IEC60966 is a detail specification that relates to multi-channel semi-rigid cable 7 

assemblies composed of type 50-5 semi-rigid coaxial cables with foamed polyethylene 8 

dielectric (see annex A) and connectors such as type 7-16 (IEC 61169-4)、type 4.1-9.5 (IEC 9 

61169-11)、type N(IEC 61169-16)、type S7 -16(IEC 61169-53)、type 4.3-10 (IEC 61169-10 

54)、type L32(IEC 61169-59)、type 2.2-5 (IEC 61169-66)、type Nex10 (IEC 61169-71)、type 11 

MQ4(IEC 63138-2) or type MQ5(IEC 63138-3).It gives subfamily detail requirements and 12 

severities which shall be applied. 13 

This detail specification applies to the semi-rigid cable assemblies(jumper) for mobile 14 

communication, particular for the cable assemblies used between main feeder and antennas or 15 

between main feeder and equipment system or between remote radio heads and antennas. The 16 

operating frequency is up to 6000MHz.  17 

2     Normative  documents 18 

The following documents are referred to in the text in such a way that some or all of their content 19 

constitutes requirements of this document. For dated references, only the edition cited applies. 20 

For undated references, the latest edition of the referenced document (including any 21 

amendments) applies. 22 

IEC 60068-2-11, Basic environmental testing procedures–Part 2:Tests-Test Ka: Salt mist 23 

IEC 60529, Degrees of protection provided by enclosures (IP Code)  24 

IEC 60966-1, Radio frequency and coaxial cable assemblies – Part 1: Generic specification – 25 

General requirements and test methods 26 

IEC 60966-4, Radio frequency and coaxial cable assemblies – Part 4: Sectional specification 27 

for semi-rigid coaxial cable assemblies 28 

IEC 60966-4-1, Radio frequency and coaxial cable assemblies – Part 4-1: Blank detail 29 

specification for semi-rigid coaxial cable assemblies 30 

IEC 61169-4, Radio-frequency connectors – Part 4: RF coaxial connectors with inner diameter 31 

of outer conductor 16 mm(0,63 in) with screw lock – Characteristic impedance 50 Ω (type 7-16) 32 

IEC 61169-11, Radio-frequency connectors – Part 11: Sectional specification – RF coaxial 33 

connectors with inner diameter of outer conductor 9.5 mm (0,374 in) with screw coupling –34 

Characteristics impedance 50 Ω (type 4.1-9.5) 35 

IEC 61169-16, Radio-frequency connectors –Part 16:Sectional specification –RF coaxial 36 

connectors with inner diameter of outer conductor 7 mm (0,276 in) with screw coupling –37 

Characteristics impedance 50 Ω (type N) 38 

IEC 61169-53, Radio-frequency connectors – Part 53: Sectional specification – RF coaxial 39 

connectors with inner diameter of outer conductor 16 mm (0.630 in) with screw coupling –40 

Characteristics impedance 50 Ω (type S7-16) 41 

IEC 61169-54, Radio-frequency connectors – Part 54: Sectional specification – RF coaxial 42 

connectors with inner diameter of outer conductor 10 mm (0.394 in) with screw coupling –43 

Characteristics impedance 50 Ω (type 4.3-10) 44 
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