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Introduction

This draft standard is based on national and international discussions. Y our comments on this draft are invited and will assist in
the preparation of the consegquent standard.

For international standards, comments will be reviewed by the relevant UK national committee before sending the consensus
UK vote and comments to the international committee, which will then decide appropriate action. If the international standard is
approved, it is usual for the text to be published as a British Standard.

For national standards, comments will be reviewed by the relevant UK national committee and the resulting standards published

as a British Standard.

UK Vote

Please indicate whether you consider the UK should submit a negative (with supporting technical reasons) or positive vote on
this draft. Pleaseindicate if you are aware of any reason why this draft standard should not be published as a British Standard.

Submission of Comments
- Annotated drafts are not acceptable and will beregjected.

- All comments should be submitted online at https.//standar dsdevelopment.bsigroup.com/. You will need to register in

order to comment.

Template for comments and secr etariat observations

Date; xx/xx/20xx

Document: 1SO/DIS xxxx

lan alternative cannot be supported
as serious problems have been
lencountered in its use in the UK.

1 2 ©) 4 5 (6) 7
MB | Clause No./ Subclause Paragraph/ Type of Commend (justification Proposed change by the MB Secretariat observations on
No./Annex (e.g. 3.1) Figure/Table/Note comment for change) by the MB each comment submitted
31 Definition 1 ed Definition is ambiguous and needs |Amend to read '...so that the mains
clarifying. connector to which no connection...’
6.4 Paragraph 2 te The use of the UV photometer as  [Delete reference to UV photometer.
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European foreword

This document (prEN 18054:2024) has been prepared by Technical Committee CEN/TC 460 “Food
Authenticity”, the secretariat of which is held by DIN.

This document is currently submitted to the CEN Enquiry.

This document provides the base for the analytical methods. The setup of the required apparatus depends
to a large extent on its design principles and the specific recommendations of the manufacturers have to
be followed. It is intended to serve as a frame in which the analyst can define his own analytical work in
accordance with the standard procedure.

Documents
4 Document Sharing Hub

Full document details: 24/30457296 DC


http://www.avadocuments.com/doc/24-30457296-dc
http://www.avadocuments.com/doc/24-30457296-dc

prEN 18054:2024 (E)

Introduction

Stable isotope ratios of carbon and nitrogen are often expressed as isotope delta values (§) these are
ratios of the heavier to the lighter isotope of the element in a particular sample relative to the same ratio
within an agreed reference.

Carbon stable isotope ratios can provide information regarding the photosynthetic pathway that forms
the base of the food chain for the biological material in question. For example, the difference between the
Calvin-Benson cycle used by Cz plants and the Hatch-Slack pathway used by Cs plants during
photosynthesis results in a measurable difference in the ratio of 13C to 12C for the sugars and other
subsequent molecules in biosynthesis.

Nitrogen stable isotope ratios also vary between food groups. The ratio of 15N to N increases with
trophic level due to preferential excretion of 14N containing molecules such as urea or uric acid. Nitrogen
isotope ratios in plant material are also affected by the fertilization regime.

Analysis of stable isotope ratios within foodstuffs has the potential to reveal information regarding origin,
both biological and geographical, adulteration and authenticity. For example, adulteration of honey from
Cz plants with refined sugars of C4 origin can be detected, as can the difference between maize (corn, a C4
plant) and wheat or other grain-fed chicken.

This document concerns instrumental methods for determination of carbon and/or nitrogen isotope
delta values in foodstuffs.

Documents
Document Sharingj—lub

Full document details: 24/30457296 DC


http://www.avadocuments.com/doc/24-30457296-dc
http://www.avadocuments.com/doc/24-30457296-dc

prEN 18054:2024 (E)

1 Scope
This document covers instrumental analysis by elemental analyser-isotope ratio mass spectrometry (EA-
IRMS) of food materials to determine C and/or N isotope ratios.

The isotope ratios obtained by following this document are expressed as §3C and/or 65N values relative
to international measurement standards.

Sample preparation is not included within this document. It is assumed that the food sample has been
pre-treated as necessary and homogenized.

Similarly, the interpretation of the obtained isotope delta values is not covered by this document.
Following this protocol will result only in isotope delta values for the sample materials.

Solid and/or liquid sample materials can be analysed following this document.
Although other instrumental techniques can be applied to determine §'3C and/or 615N values in food

materials, these other techniques are not covered by this document.

2 Normative references

There are no normative references in this document.

3 Terms and definitions

For the purposes of this document, the following terms and definitions apply.
[SO and IEC maintain terminology databases for use in standardization at the following addresses:

— ISO Online browsing platform: available at https://www.iso.org/obp/
— IEC Electropedia: available at https://www.electropedia.org/

3.1

isotope delta

)

stable isotope ratio of a material expressed relative to a reference according to the example expression
using carbon:

13 12
sample ( C/ C)

-1
13 12
R/ 2

13~ 5 12
5ref ( C / C) =
(1)
Note 1 to entry: refis the reference.

Note 2 to entry: A similar expression can be constructed for nitrogen isotope delta using 15N /14N in place of 13C/12C.

Note 3 to entry: The terms &ref(13C/12C) and 6ref(1°N /14N) are often changed from the correct IUPAC format to § 13Crer
and 6 1°Nrer. This document uses the latter expressions for familiarity.

Note 4 to entry: To ensure international comparability of isotope delta values, a common reference is used for each
isotope ratio. This reference is an international measurement standard assigned by convention with isotope delta

value exactly equal to zero.

Note 5 to entry: Isotope delta values reported against the same common reference are said to be on the same scale.
The name of the scale is usually the same as that of the reference.
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Note 6 to entry: Carbon and nitrogen isotope delta values for natural isotopic abundance food materials are small
and expressed in permille (%o) rather than in their native form.

3.2

Vienna peedee belemnite

VPDB

international measurement standard for 613C

Note 1 to entry: VPDB is a virtual carbonate.

Note 2 to entry: The carbon isotopic composition of VPDB is defined by the exact isotope delta value assigned to
the calcium carbonate reference material NBS 19 of §13Cveps = +1,95 %o.

Note 3 to entry: To ensure traceability to the VPDB scale, carbon isotope delta values are normalized using two or
more reference materials to account for scale effects during measurement (7.6.4.5) [1].

3.3

atmospheric nitrogen

Air-N,

international measurement standard for §1°N

Note 1 to entry: The Air-N: nitrogen isotope delta scale is defined by the exact isotope delta values assigned to
atmospheric nitrogen and the potassium nitrate reference material USGS32 of §'°Nair-n2=0 and +180 %o,
respectively [1,2].

Note 2 to entry: To ensure traceability to the Air-Nz scale, nitrogen isotope delta values are normalized using two
or more reference materials to account for scale effects during measurement (7.6.4.5) [1].

3.4
sample gas
analyte gas obtained by conversion of the sample material within the elemental analyser

Note 1 to entry: The sample gas is carbon dioxide (CO2) for §13C determination and nitrogen gas (N2z) for 615N
determination.

3.5

working gas

consisting of the same molecule as the analyte gas (i.e. CO2 or N2) but introduced directly into the mass
spectrometer from a high-pressure cylinder rather than being created from a solid/liquid sample
material within the elemental analyser

Note 1 to entry: Also referred to as “cylinder gas” or “monitoring gas” or, incorrectly, “reference gas”.
Note 2 to entry: An isotope delta value with a working gas within its traceability chain to the international

measurement standard will require normalization using reference materials of known isotope delta analysed in the
same sequence before the isotope delta value lies on the international scale.

3.6

sequence

continuous set of analyses including reference materials for normalisation, QA/QC materials, procedural
blanks and samples prepared and analysed together

Note 1 to entry: Also referred to as “batch”.
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4 Principle
4.1 General

A sector field mass analyser (Isotope Ratio Mass Spectrometer, IRMS) allows measurement of isotope
ratios with very high precision in simple gases.

Prior determining the carbon and nitrogen isotope signature of solid or liquid samples they shall be
converted into CO; and/or N> gas.

This happens in an elemental analyser (EA) via high temperature combustion and subsequent
conversion, cleaning and separation steps.

4.2 Sample introduction

Homogenized sample material should be weighed into tin capsules, boats or foil, sealed and then loaded
into the carousel of an autosampler. Autosamplers should allow contamination-free introduction of the
capsules into the combustion reactor. Liquid samples up to a certain viscosity can be injected by liquid
autosampler via airtight septa. Those of higher viscosity can be weighed into smooth walled tin capsules
and sealed with appropriate devices.

4.3 Flash-combustion and reduction

4.3.1 General

In the EA the sample material is quantitatively oxidized to avoid isotope fractionation. This happens in a
reactor made of quartz or steel, which is continually flushed with high purity He carrier gas. The reactor
temperature is typically maintained between 900 °Cto 1200 °C according to the manufacturer’s
specifications.

To ensure full sample combustion, O gas is injected into the helium stream (“O; pulse”). The O shall be
in stoichiometric excess to archive full oxidation of the sample. However, the unused O shall be
eliminated by reduction to prevent O; from entering the separation system, and/or the IRMS.

Full oxidation is facilitated by an oxidation catalyst. The reactor typically contains [copper (II), chromium
(IIT) or W(VI) oxides] and a scavenger to bind sulphur and halogens [cobalt (II, III) oxide and/or silver],
although many variations are recommended by manufacturers for specific applications.

The heat of the reaction is supported by the oxidation of the tin capsules, boats or foils which increases
the temperature to about 1800 °C (flash burning).

Combustion results in the following gases: N3, NO,, CO2 and H:0. Other by-products such as halogens and
sulfur oxides are eliminated with a scavenger material as mentioned before.

Incombustible materials remain in the reactor in the form of ash.

The reduction of the NOx to N> takes place at lower temperatures, either in a cooler part of a single tube
or in a separate furnace, typically maintained at between 600 °C and 850 °C. Excess oxygen will also be
removed in this way. The reduction process typically relies on high purity elemental copper or tungsten
and, again, variations are recommended for specific applications.

Following the combustion/reduction reactor(s) there should be a water trap to remove the moisture
evolved during combustion.

4.3.2 Inorganic nitrogen

Traditional combustion methods, used to produce N for isotopic measurements, are not quantitative for
materials containing nitrogen in high oxidation states, specifically nitrates [3,4].

This can lead to bias in nitrogen isotope ratio results and conversion via thermal decomposition as
opposed to combustion is recommended.
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