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Introduction

This draft standard is based on national and international discussions. Y our comments on this draft are invited and will assist in
the preparation of the consegquent standard.

For international standards, comments will be reviewed by the relevant UK national committee before sending the consensus
UK vote and comments to the international committee, which will then decide appropriate action. If the international standard is
approved, it is usual for the text to be published as a British Standard.

For national standards, comments will be reviewed by the relevant UK national committee and the resulting standards published

as a British Standard.

UK Vote

Please indicate whether you consider the UK should submit a negative (with supporting technical reasons) or positive vote on
this draft. Pleaseindicate if you are aware of any reason why this draft standard should not be published as a British Standard.

Submission of Comments
- Annotated drafts are not acceptable and will beregjected.

- All comments should be submitted online at https.//standar dsdevelopment.bsigroup.com/. You will need to register in

order to comment.

Template for comments and secr etariat observations

Date; xx/xx/20xx

Document: 1SO/DIS xxxx

lan alternative cannot be supported
as serious problems have been
lencountered in its use in the UK.

1 2 ©) 4 5 (6) 7
MB | Clause No./ Subclause Paragraph/ Type of Commend (justification Proposed change by the MB Secretariat observations on
No./Annex (e.g. 3.1) Figure/Table/Note comment for change) by the MB each comment submitted
31 Definition 1 ed Definition is ambiguous and needs |Amend to read '...so that the mains
clarifying. connector to which no connection...’
6.4 Paragraph 2 te The use of the UV photometer as  [Delete reference to UV photometer.
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This draft European Standard is submitted to CEN members for enquiry. It has been drawn up by the Technical Committee
CEN/TC 127.

If this draft becomes a European Standard, CEN members are bound to comply with the CEN/CENELEC Internal Regulations
which stipulate the conditions for giving this European Standard the status of a national standard without any alteration.

This draft European Standard was established by CEN in three official versions (English, French, German). A version in any other
language made by translation under the responsibility of a CEN member into its own language and notified to the CEN-CENELEC
Management Centre has the same status as the official versions.

CEN members are the national standards bodies of Austria, Belgium, Bulgaria, Croatia, Cyprus, Czech Republic, Denmark, Estonia,
Finland, France, Germany, Greece, Hungary, Iceland, Ireland, Italy, Latvia, Lithuania, Luxembourg, Malta, Netherlands, Norway,
Poland, Portugal, Republic of North Macedonia, Romania, Serbia, Slovakia, Slovenia, Spain, Sweden, Switzerland, Tiirkiye and
United Kingdom.

Recipients of this draft are invited to submit, with their comments, notification of any relevant patent rights of which they are
aware and to provide supporting documentation.

Warning : This document is not a European Standard. It is distributed for review and comments. It is subject to change without
notice and shall not be referred to as a European Standard.
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European foreword

This document (prEN 14135:2024) has been prepared by Technical Committee CEN/TC 127 “Fire safety
in buildings”, the secretariat of which is held by BSI.

This document is currently submitted to the CEN Enquiry.

This document will supersede EN 14135:2004.

prEN 14135:2024 includes the following significant technical changes with respect to EN 14135:2004:

— the criteria for K;

— an additional evaluation method;
— avertical test has been included.
This document is used in conjunction with [EN 1363-1|.

This document has been prepared under a standardization request addressed to CEN by the European
Commission. The Standing Committee of the EFTA States subsequently approves these requests for its
Member States.
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Introduction

This document has been prepared to provide a method of test for assessing a coverings ability to protect
underlying materials against fire. This document is applicable to all coverings, including but not limited
to renderings, boards with and without air gaps and installed with various support systems.

WARNING — The attention of all persons concerned with managing and carrying out this test is drawn
to the fact that fire testing can be hazardous and that there is a possibility that toxic and/or harmful
smoke and gases are evolved during the test. Operational hazards can also arise during the testing of
specimens and the disposal of test residues.

An assessment of all potential hazards and risks to health should be made and safety precautions should
be identified and provided. Written safety instructions should be issued. Appropriate training should be
given to relevant personnel. Laboratory personnel should ensure that they follow written safety
instructions at all times.
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1 Scope
This document specifies a method for determining the ability of a covering to protect underlying
materials against damage during a specified fire exposure.

The document is not used for the evaluation of fire resistance classifications (e.g. EI, EW, E,...) or reaction
to fire classifications (according to [EN 13501-1]).

The fire protection ability is nullified by the presence of combustible materials in the cavity behind the
covering. The applicability of the results is limited according to the quantity and position of such
combustible materials within that cavity.

NOTE The amount of combustible materials permissible in the cavity is generally laid down in national
regulations.

2 Normative references

The following documents are referred to in the text in such a way that some or all of their content
constitutes requirements of this document. For dated references, only the edition cited applies. For
undated references, the latest edition of the referenced document (including any amendments) applies.

EN 1363-1), Fire resistance tests - Part 1: General requirements
EN ISO 13943, Fire safety - Vocabulary (1SO 13943)

EN 60584-1, Thermocouples - Part 1: EMF specifications and tolerances
3 Terms and definitions

For the purposes of this document, the terms and definitions given in in EN 1363-1f and EN ISO 13943
and the following apply.

ISO and IEC maintain terminological databases for use in standardization at the following addresses:

— IEC Electropedia: available at https: //www.electropedia.org/
— SO Online browsing platform: available at https://www.iso.org/obp

3.1

covering

covering test specimen

material(s) or product(s) including installation method, which is intended to protect an underlying
substrate against damage behind the covering, during a specified fire exposure

Note 1 to entry: A covering could be single layer or multilayer, with or without an airgap, see Figure 1.
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Key

1) single layer covering A Substrate
2) multilayer covering with 2 layers B  Single layer covering
3) multilayer covering with 3 layers C  Multilayer covering
4) single layer covering with a support systemandan D  Air gap
air gap
5) multilayer covering with a support system and an E  Support system
air gap
6) multilayer covering with a support system and an
air gap
Figure 1 — Covering examples
3.2
substrate

underlying material
material which is used behind a covering which need protection against ignition, charring and other
damage

Note 1 to entry: For multi-layered products the inner layer can function as substrate, see Figure 1.

3.3
damaged substrate
substrate which has burnt or charred

Note 1 to entry: Discoloration and soot deposits are not regarded as damage.

3.4
burnt substrate
substrate which has been destroyed by combustion or pyrolysis

Note 1 to entry: The substrate is considered to be burnt if the surface is scratched with a hard material e.g. a metal
key and the surface is decomposed.
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