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Introduction

This draft standard is based on national and international discussions. Y our comments on this draft are invited and will assist in
the preparation of the consegquent standard.

For international standards, comments will be reviewed by the relevant UK national committee before sending the consensus
UK vote and comments to the international committee, which will then decide appropriate action. If the international standard is
approved, it is usual for the text to be published as a British Standard.

For national standards, comments will be reviewed by the relevant UK national committee and the resulting standards published

as a British Standard.

UK Vote

Please indicate whether you consider the UK should submit a negative (with supporting technical reasons) or positive vote on
this draft. Pleaseindicate if you are aware of any reason why this draft standard should not be published as a British Standard.

Submission of Comments
- Annotated drafts are not acceptable and will beregjected.

- All comments should be submitted online at https.//standar dsdevelopment.bsigroup.com/. You will need to register in

order to comment.

Template for comments and secr etariat observations

Date; xx/xx/20xx

Document: 1SO/DIS xxxx

lan alternative cannot be supported
as serious problems have been
lencountered in its use in the UK.

1 2 ©) 4 5 (6) 7
MB | Clause No./ Subclause Paragraph/ Type of Commend (justification Proposed change by the MB Secretariat observations on
No./Annex (e.g. 3.1) Figure/Table/Note comment for change) by the MB each comment submitted
31 Definition 1 ed Definition is ambiguous and needs |Amend to read '...so that the mains
clarifying. connector to which no connection...’
6.4 Paragraph 2 te The use of the UV photometer as  [Delete reference to UV photometer.
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Foreword

[SO (the International Organization for Standardization) is a worldwide federation of national standards
bodies (ISO member bodies). The work of preparing International Standards is normally carried out through
ISO technical committees. Each member body interested in a subject for which a technical committee
has been established has the right to be represented on that committee. International organizations,
governmental and non-governmental, in liaison with ISO, also take part in the work. ISO collaborates closely
with the International Electrotechnical Commission (IEC) on all matters of electrotechnical standardization.

The procedures used to develop this document and those intended for its further maintenance are described
in the ISO/IEC Directives, Part 1. In particular, the different approval criteria needed for the different types
of ISO documents should be noted. This document was drafted in accordance with the editorial rules of the
[SO/IEC Directives, Part 2 (see www.iso.org/directives).

Attention is drawn to the possibility that some of the elements of this document may be the subject of patent
rights. ISO shall not be held responsible for identifying any or all such patent rights. Details of any patent
rights identified during the development of the document will be in the Introduction and/or on the ISO list of
patent declarations received (see www.iso.org/patents).

Any trade name used in this document is information given for the convenience of users and does not
constitute an endorsement.

For an explanation of the voluntary nature of standards, the meaning of ISO specific terms and expressions
related to conformity assessment, as well as information about ISO's adherence to the World Trade
Organization (WTO) principlesin the Technical Barriers to Trade (TBT), see www.iso.org/iso/foreword.html.

This document was prepared by Technical Committee ISO/TC 70, Internal combustion engines.

This sixth edition cancels and replaces the fifth edition (ISO 8528-5:2022), which has been technically
revised.

The main changes are as follows:

— Clause 3 has been revised;

— alist of symbols has been added in 3.2;

— mistakes have been corrected in Table 4;

— previous Figures 3, 7, 8, 14 and 16 have been modified and renumbered;
— previous Figures 1 and 17 have been deleted;

— Annex A has been deleted.

Alist of all parts in the series can be found on the ISO website.

Any feedback or questions on this document should be directed to the user’s national standards body. A
complete listing of these bodies can be found at www.iso.org/members.html.
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DRAFT International Standard ISO/DIS 8528-5:2024(en)

Reciprocating internal combustion engine driven alternating
current generating sets —

Part 5:
Generating sets

1 Scope

This document specifies design and performance criteria arising out of the combination of a reciprocating
internal combustion (RIC) engine and an alternating current (AC) generator when operating as a unit. This
unit can run in parallel to the grid or not.

This document applies to AC generating sets driven by RIC engines for land and marine use, excluding
generating sets used on aircraft, or to propel land vehicles and locomotives.

For some specific applications (e.g. essential hospital supplies and high-rise buildings), supplementary
requirements can apply. The provisions of this document are a basis for establishing any supplementary
requirements.

For generating sets driven by other reciprocating-type prime movers (e.g. steam engines), the provisions of
this document can be used as a basis for establishing these requirements.

2 Normative references

The following documents are referred to in the text in such a way that some or all of their content constitutes
requirements of this document. For dated references, only the edition cited applies. For undated references,
the latest edition of the referenced document (including any amendments) applies.

ISO 3046-5, Reciprocating internal combustion engines — Performance — Part 5: Torsional vibrations

[SO 8528-1:2018, Reciprocating internal combustion engine driven alternating current generating sets — Part
1: Application, ratings and performance

[SO 8528-3:2020, Reciprocating internal combustion engine driven alternating current generating sets — Part
3: Alternating current generators for generating sets

IEC 60034-1, Rotating electrical machines — Part 1: Rating and performance

3 Terms, definitions and symbols

3.1 Terms and definitions
For the purposes of this document, the following terms and definitions apply.
ISO and [EC maintain terminology databases for use in standardization at the following addresses:

— ISO Online browsing platform: available at https://www.iso.org/obp

— IEC Electropedia: available at https://www.electropedia.org/
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3.1.1
frequency

f

reciprocal of the period

Note 1 to entry: The symbol fis mainly used when the period is a time.

3.1.2

no-load frequency

fi

frequency at which the generating set is operating without load
3.1.3

rated no-load frequency

fix

frequency at which the generating set is designed to operate without load
3.14

rated frequency

Jr

frequency at which the generating set is designed to operate at rated load
3.1.5

maximum safety frequency

fmaxs

maximum frequency which causes a stop to production

3.1.6

minimum safety frequency

fmins

minimum frequency which causes a stop to production

3.1.7

frequency setting rate of change

v

rate of change of frequency setting under remote control

(fi,max _/;i,min )/fr %

Note 1 to entry: V= 100

where

fimax 1S maximum no-load frequency;
fimin 1S minimum no-load frequency;
fr is rated frequency (3.1.4).
Note 2 to entry: Expressed as a percentage of related range of frequency setting per second.

3.1.8
voltage setting rate of change

Vu
rate of change of voltage setting under remote control

(Us,up _Us,do ) / Ur
t

x100

Note 1 to entry: vy =

where
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U. is rated voltage (3.1.11);
Us do is downward adjustment of voltage (3.1.9);
Us up is upward adjustment of voltage (3.1.10).

Note 2 to entry: Expressed as a percentage of the related range of voltage setting per second.

3.19

downward adjustment of voltage
Us,do

lower limit of adjustment of voltage at the generator terminals at rated frequency, for all loads between no-

load and rated output and within the agreed range of power factor

3.1.10

upward adjustment of voltage

Us,up

upper limit of adjustment of voltage at the generator terminals at rated frequency, for all loads between no-
load and rated output and within the agreed range of power factor

3.1.11

rated voltage

Ul‘

line-to-line voltage at the terminals of the generator at rated frequency and rated output

3.1.12

set voltage
US

maximum obtainable steady-state voltage for a specified load condition or line-to-line voltage for defined

operation selected by adjustment

3.1.13

no-load voltage

Uy

line-to-line voltage at the terminals of the generator at rated frequency and no-load

3.1.14

voltage modulation

Umod,s

quasi-periodic voltage variation (peak-to-peak) about a steady-state voltage having typical frequencies
below the fundamental generation frequency

Note 1 to entry: Expressed as a percentage of average peak voltage (= 0mean’s ) at rated frequency and constant speed.

A A

A U U .
d,s, d,s,
Umod,s — 2 % Amo S,max mod,s, min % 100

A

Note 2 to entry: Umod,s,max + Umod,s,min
ag
= x100
A
Umean,s
where
U is maximum peak of voltage modulation;
mod,s,max
U . is minimum peak of voltage modulation.
mod,s,min p g

Note 3 to entry: This is a cyclic or random disturbance which can be caused by regulators, cyclic irregularity or
intermittent loads. Flickering lights are a special case of voltage modulation (see Figures 8 and 9).
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3.1.15
steady-state frequency tolerance band

Af

agreed frequency band about the steady-state frequency which the frequency reaches within a given

governing period after increase or decrease of the load

3.1.16
related range of frequency setting

6fs
range of frequency setting

Note 1 to entry: See Figure 1.

Note 2 to entry: Expressed as a percentage of rated frequency.

fi,max - fi,min
—_—X

Note 3 to entry: 6 f; = 100
r
where
fimax is maximum no-load frequency;
fimin is minimum no-load frequency;
fr is rated frequency (3.1.4).
f(Hz)4
o fi. max |
Fa¥
X
- \i fl r
‘. [ 1
:a | o~
- S
S
= t 7‘
A fi. min
<
K
§
L
<
=)
E. P; (%)
Key
P power
f  frequency
P. rated power
1 frequency/power characteristic curve
Documents
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2 power limit [the power limit of the generating set depends upon the power limit of the RIC engine (e.g. fuel stop
power) taking into account the efficiency of the AC generator]

a2 Related upward range of frequency setting.
b Related downward range of frequency setting.
¢ Related range of frequency setting.

Figure 1 — Frequency/power characteristic, range of frequency setting

3.1.17
downward range of frequency setting

Af.q
rasflgoe between the declared no-load frequency and the lowest adjustable no-load

Note 1 to entry: See Figure 1.

Note 2 to entry: Afg 4o = fir = fimin

where

fi_r is rated no-load frequency (3.1.3);
fimin 1S minimum no-load frequency.

3.1.18
upward range of frequency setting

Afs,up
range between the highest adjustable no-load frequency and the declared no-load frequency

Note 1 to entry: See Figure 1.

Note 2 to entry: Afs'up =fi,max _fi,r

where

fimax 1S maximum no-load frequency;
fir is rated no-load frequency (3.1.3).

3.1.19

range of voltage setting

AU,

range of maximum possible upward and downward adjustments of voltage at the generator terminals at
rated frequency, for all loads between no-load and rated output and within the agreed range of power factor

Note 1 to entry: AUg = AU\, — AU 4,

s,up

where

AU, upward range of voltage setting

AU,

sdo downward range of voltage setting

Us,u

p~Ur
Note 2 to entry: AU, = U—.lOO %
r
Us 4o —U
Note 3 to entry: AU 4, =40 T 1009%

r
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3.1.20
frequency/power characteristic deviation

A6 f

maximum deviation from a linear frequency/power characteristic curve in the power range between no-

load and declared power

Note 1 to entry: Expressed as a percentage of rated frequency.

Note 2 to entry: See Figure 2.
Afe

r

x100

Note 3 to entry: Ad f,; =

where

Af, is maximum frequency deviation from a linear curve;

1 is rated frequency (3.1.4).

3.1.21
frequency/power characteristic curve

curve of steady-state frequencies in the power range between no-load and declared power, plotted against

active power of the generating set.

Note 1 to entry: See Figure 2.

f (Hz)}
4 2 3 1
fi,r
fa i
[+
pP* 100 PiF’/o)

Key

P  power

f  frequency

1 linear frequency/power characteristic curve
2 frequency/power characteristic curve

3 positive deviation from a linear curve, Af,,,
4 negative deviation from a linear curve, Af, .,
a

Frequency/power characteristic deviation.

Figure 2 — Frequency/power characteristic, deviation from the linear curve
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3.1.22

relative steady-state frequency tolerance band

O

ratio of the magnitude of frequency change to rated frequency.

Note 1 to entry: Expressed as a percentage of rated frequency.

A
Note 2 to entry: og :—fx 100
r
where

Af  is steady-state frequency tolerance band (3.1.15);
fr is rated frequency (3.1.4).

3.1.23
steady-state frequency band

Bs

ratio of frequency oscillation envelope width frequency at constant power around a mean value of rated
frequency at constant power

Note 1 to entry: Expressed as a percentage of rated frequency.

Note 2 to entry: See Figure 3.

A

f
Note 3 to entry: By =—-x100
fr
where
} is envelope width oscillation of generating set;
A\

fr is rated frequency (3.1.4).
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f (Hz) 4 <>
fi-r\/\/\f\/\/\/\/\/\/ '
AN A WA WA WA A A A 4 k
AN A A A N0 A A A A N
NS NS NS NS NS NS NS NS NS NS
] IS IS IS IS 7N 7SN 7N_7SN_7~N_7
v NS N NS NS NS NS N NS NS
N, AN AN AN AN AN FAAN AN AN AN
f N7 N7 N7 N7 N7 N7 N7 N7 N7
L ’ VAN AN AN FAN FAN FAN PN VAN VAN VAN
= N7 N7 N7 N7 N7 N7 N N7 7N
Q:
! oo
t
Key
t time
f  frequency
fap, frequency at actual power
Figure 3 — Steady-state frequency band
3.1.24
related downward range of frequency setting
6fs,do .
range of downward frequency setting
Note 1 to entry: Expressed as a percentage of the rated frequency.
Note 2 to entry: & f; 4, =Mx100
fr
where
fir is rated no-load frequency (3.1.3);
fimin IS minimum no-load frequency;
fr is rated frequency (3.1.4).
3.1.25
related upward range of frequency setting
5f,up |
range of upward frequency setting
Note 1 to entry: Expressed as a percentage of the rated frequency.
Note 2 to entry: & f; :MXNO
fr
where
Documents
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fir is rated no-load frequency (3.1.3);

)

fimax IS maximum no-load frequency;

fr is rated frequency (3.1.4).
3.1.26
frequency droop

6 fse

frequency difference between rated no-load frequency and the rated frequency f. at declared power
Note 1 to entry: See Figure 1.

fi,r _fr

r

Note 2 to entry: § fg; = x100

where

fir is rated no-load frequency (3.1.3);
/- is rated frequency (3.1.4).
Note 3 to entry: Expressed as a percentage of rated frequency at fixed frequency setting.

3.1.27
cyclic irregularity

S
periodic fluctuation of speed caused by the rotational irregularity of the prime mover

3.1.28

steady-state voltage deviation

AU

change in steady-state voltage for all load changes between no-load and rated output, considering the
influence of temperature but ignoring the effect of quadrature current compensation voltage droop

U —Ugt mi
Note 1 to entry: AU, =+ —mX __SUM 109
2-U,
where
Ustmax 1s maximum steady-state voltage;
Ugtmin s minimum steady-state voltage;
U, is rated voltage (3.1.11).

Note 2 to entry: The initial set voltage is usually the rated voltage but can be anywhere within the range of voltage
setting.

Note 3 to entry: AU, is expressed as a percentage of the rated voltage.

3.1.29

voltage unbalance

AUz

ratio of the negative-sequence or the zero-sequence voltage components to the positive-sequence voltage
components at no-load

Note 1 to entry: Voltage unbalance is expressed as a percentage of rated voltage.
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