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Introduction
This draft standard is based on national and international discussions. Your comments on this draft are invited and will assist in
the preparation of the consequent standard.

For international standards, comments will be reviewed by the relevant UK national committee before sending the consensus
UK vote and comments to the international committee, which will then decide appropriate action. If the international standard is
approved, it is usual for the text to be published as a British Standard.

For national standards, comments will be reviewed by the relevant UK national committee and the resulting standards published
as a British Standard.

UK Vote
Please indicate whether you consider the UK should submit a negative (with supporting technical reasons) or positive vote on
this draft. Please indicate if you are aware of any reason why this draft standard should not be published as a British Standard.

Submission of Comments
- Annotated drafts are not acceptable and will be rejected.

- All comments should be submitted online at https://standardsdevelopment.bsigroup.com/. You will need to register in
order to comment.

Template for comments and secretariat observations Date: xx/xx/20xx Document: ISO/DIS xxxx

1 2 (3) 4 5 (6) 7

MB Clause No./ Subclause
No./Annex (e.g. 3.1)

Paragraph/
Figure/Table/Note

Type of
comment

Commend (justification
for change) by the MB

Proposed change by the MB Secretariat observations on
each comment submitted

3.1 Definition 1 ed Definition is ambiguous and needs
clarifying.

Amend to read '...so that the mains
connector to which no connection...'

6.4 Paragraph 2 te The use of the UV photometer as
an alternative cannot be supported
as serious problems have been
encountered in its use in the UK.

Delete reference to UV photometer.
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European foreword 

This document (prEN 17192:2024) has been prepared by Technical Committee CEN/TC 156 “Ventilation 
of buildings”, the secretariat of which is held by BSI. 

This document is currently submitted to the CEN Enquiry. 

This document will supersede EN 17192:2019. 

EN 17192:202Y includes the following significant technical changes with respect to EN 17192:2019: 

— Reaction to fire tests have been updated with classifications D and E, the tests are in accordance with 
the single-flame source test, according standard EN ISO 11925-2 

— The thermal resistance test have been taken away because the test was based on flat material and is 
difficult to perform on material taken from a duct. The result from Thermal resistance test is relevant 
to non metallic ducts and can be added at a later stage if there is a adapted method available. 

This document has been prepared under a Standardization Request given to CEN by the European 
Commission and the European Free Trade Association,and supports essential requirements of 
EU Directive(s) / Regulation(s). 
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Introduction 

This document handles technical requirements and test methods for Non metallic ducts and have been 
developed after the Metallic duct, the Flexible duct and the ductwork made from insulation duct board 
standards. All features in the other standards have been considered, used, ignored or adapted. 
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1 Scope 

This document defines the test methods and performance characteristics for rigid or semi-rigid non-
metallic ductwork which are used for ventilation and air conditioning of buildings. 

This document does not include flexible ducts such as those made of textiles, non-metallic spiral 
ductwork or others, which are handled in EN 13180 or ductwork made from insulation duct board, which 
is handled in EN 13403. Requirements for the air tightness of the ventilation system for non-residential 
buildings are given in EN 16798-3. For residential buildings, it is essential to apply national rules. 

This document specifies methods to test rigid or semi-rigid non-metallic ductwork under laboratory 
conditions. On-site tests are excluded. The test methods and performance characteristics are valid for 
ventilation ducts with circular, rectangular or other cross sections. 

2 Normative references 

The following documents are referred to in the text in such a way that some or all of their content 
constitutes requirements of this document. For dated references, only the edition cited applies. For 
undated references, the latest edition of the referenced document (including any amendments) applies. 

EN 1507, Ventilation for buildings - Sheet metal air ducts with rectangular section - Requirements for 
strength and leakage 

EN 12237, Ventilation for buildings - Ductwork - Strength and leakage of circular sheet metal ducts 

EN 12792, Ventilation for buildings - Symbols, terminology and graphical symbols 

EN 13501-1, Fire classification of construction products and building elements - Part 1: Classification using 
data from reaction to fire tests 

EN 13823, Reaction to fire tests for building products — Building products excluding floorings exposed to 
the thermal attack by a single burning item 

EN ISO 846, Plastics - Evaluation of the action of microorganisms (ISO 846) 

EN ISO 1182, Reaction to fire tests for products - Non-combustibility test (ISO 1182) 

EN ISO 1716, Reaction to fire tests for products - Determination of the gross heat of combustion (calorific 
value) (ISO 1716) 

ISO 22196, Measurement of antibacterial activity on plastics and other non-porous surfaces 

EN ISO 11925-2, Reaction to fire tests - Ignitability of products subjected to direct impingement of flame - 
Part 2: Single-flame source test (ISO 11925-2) 
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3 Terms and definitions 

For the purposes of this document, the terms and definitions given in EN 12792 and the following apply. 

ISO and IEC maintain terminology databases for use in standardization at the following addresses: 

— ISO Online browsing platform: available at https://www.iso.org/obp/ 

— IEC Electropedia: available at https://www.electropedia.org/ 

3.1 
ductwork 
system or network of ducts and their components for the transport of air 

3.2 
rigid duct 
duct which cannot be manually longitudinally compressed or decompressed and cannot be flexed in any 
direction without permanently damaging the cross sectional area 

3.3 
semi rigid duct 
duct which cannot be manually longitudinally compressed or decompressed but can be flexed in at least 
one direction without permanently damaging the cross sectional area 

3.4 
bending radius 
centreline radius after bending a duct 

3.5 
sealed connection length 
length of the perimeter where a duct or component is connected with another duct or component 

3.6 
internal surface area 
internal surface area is the sum of each internal perimeter multiplied by the length of that section of the 
ductwork 

Note 1 to entry: The length of semi-rigid ductwork is the centreline, the length of rigid ductwork is defined in 
accordance with EN 14239. 

3.7 
maximum Service Temperature 
STH 
highest temperature at which the ducts and fittings, when installed, continue to function within specified 
limits of performance 

3.8 
minimum Service Temperature 
STL 
lowest temperature at which the ducts and fittings, when installed, continue to function within specified 
limits of performance 

3.9 
pressure drop 
difference between total pressure upstream and downstream of component or duct 
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