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Introduction
This draft standard is based on national and international discussions. Your comments on this draft are invited and will assist in
the preparation of the consequent standard.

For international standards, comments will be reviewed by the relevant UK national committee before sending the consensus
UK vote and comments to the international committee, which will then decide appropriate action. If the international standard is
approved, it is usual for the text to be published as a British Standard.

For national standards, comments will be reviewed by the relevant UK national committee and the resulting standards published
as a British Standard.

UK Vote
Please indicate whether you consider the UK should submit a negative (with supporting technical reasons) or positive vote on
this draft. Please indicate if you are aware of any reason why this draft standard should not be published as a British Standard.

Submission of Comments
- Annotated drafts are not acceptable and will be rejected.

- All comments should be submitted online at https://standardsdevelopment.bsigroup.com/. You will need to register in
order to comment.

Template for comments and secretariat observations Date: xx/xx/20xx Document: ISO/DIS xxxx

1 2 (3) 4 5 (6) 7

MB Clause No./ Subclause
No./Annex (e.g. 3.1)

Paragraph/
Figure/Table/Note

Type of
comment

Commend (justification
for change) by the MB

Proposed change by the MB Secretariat observations on
each comment submitted

3.1 Definition 1 ed Definition is ambiguous and needs
clarifying.

Amend to read '...so that the mains
connector to which no connection...'

6.4 Paragraph 2 te The use of the UV photometer as
an alternative cannot be supported
as serious problems have been
encountered in its use in the UK.

Delete reference to UV photometer.
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European foreword 

This document (prEN 1366-14:2023) has been prepared by Technical Committee CEN/TC 127 “Fire 
safety in buildings”, the secretariat of which is held by BSI. 

This document is currently submitted to the CEN Enquiry. 

This document has been prepared under a standardization request addressed to CEN by the European 
Commission. The Standing Committee of the EFTA States subsequently approves these requests for its 
Member States. 

EN 1366 ‘Fire resistance tests for device installations’ consists of the following Parts: 

— Part 1: Ducts 

— Part 2: Fire dampers 

— Part 3: Penetration seals 

— Part 4: Linear joint seals 

— Part 5: Device ducts and shafts 

— Part 6: Raised access and hollow core floors 

— Part 7: Conveyor systems and their closures 

— Part 8: Smoke extraction ducts 

— Part 9: Single compartment smoke extraction ducts 

— Part 10: Smoke control dampers 

— Part 11: Fire protective systems for cable systems and associated components 

— Part 12: Non-mechanical fire barrier for ventilation ductwork 

— Part 13: Chimneys 

— Part 14: Partial penetration seals (this document) 
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1 Scope 

This part of the EN 1366 series specifies a method of test and criteria for the evaluation (including field 
of direct application rules) of the ability of a partial penetration seal to maintain the fire resistance of a 
separating element at the position at which it has been penetrated by a device or devices that passes 
through one face of the element only. Partial penetration seals are used to seal apertures for electrical 
sockets, downlighters, media devices, cables and any item which requires an opening to be made in one 
face of the element of construction but does not include a device which passes through both faces. 
Supporting constructions are used in this part of the EN 1366 series to represent separating elements 
such as walls or floors. These simulate the interaction between the test specimen and the separating 
element into which the sealing system is to be installed in practice. 

This part of the EN 1366 series is used in conjunction with EN 1363-1. 

The purpose of a test described in this part of the EN 1366 series is to assess the integrity and insulation 
performance of the partial penetration seal, of the penetrating service(s) or device(s) and of the 
separating element in the surrounding area of the partial penetration seal. Where partial penetration 
seals are installed in ceilings and floors, the loadbearing capacity shall also be considered. 

No information can be implied by the test concerning the influence of the inclusion of such penetrations 
and penetration seals on the loadbearing capacity of walls. 

It is not the intention of this test to provide quantitative information on the rate of leakage of smoke 
and/or hot gases or on the transmission or generation of fumes. Such phenomena are only to be noted in 
the test report in describing the general behaviour of test specimens during the test. 

Tests in accordance with this part of the EN 1366 series are not intended to supply any information on 
the ability of the partial penetration seal to withstand stress caused by movements or displacements of 
the penetrating devices. 

The risk of spread of fire downwards cannot be assessed with this test. 

Tests in accordance with this part of the EN 1366 series do not address any risks associated with leakage 
of dangerous liquids or gases caused by failure of the device in case of fire. 

2 Normative references 

The following documents are referred to in the text in such a way that some or all of their content 
constitutes requirements of this document. For dated references, only the edition cited applies. For 
undated references, the latest edition of the referenced document (including any amendments) applies. 

EN 520, Gypsum plasterboards — Definitions, requirements and test methods 

EN 1363-1, Fire resistance tests — Part 1: General requirements 

EN 1363-2, Fire resistance tests — Part 2: Alternative and additional procedures 

EN 1365-2, Fire resistance tests for loadbearing elements — Part 2: Floors and roofs 

EN 13501-1, Fire classification of construction products and building elements — Part 1: Classification 
using test data from reaction to fire tests 

EN 13501-2, Fire classification of construction products and building elements — Part 2: Classification 
using data from fire resistance and/or smoke control tests, excluding ventilation services 

EN ISO 13943, Fire safety — Vocabulary (ISO 13943) 
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EN IEC 60670-1, Boxes and enclosures for electrical accessories for household and similar fixed electrical 
installations — Part 1: General requirements (IEC 60670-1) 

3 Terms and definitions 

For the purposes of this document, the terms and definitions given in EN 1363-1 and EN ISO 13943 and 
the following apply. 

ISO and IEC maintain terminology databases for use in standardization at the following addresses: 

— IEC Electropedia: available at https://www.electropedia.org/ 

— ISO Online browsing platform: available at https://www.iso.org/obp 

3.1 
back to back 
devices installed on both faces of a vertical construction within 200 mm of each other vertically or 
horizontally (in the plane of the wall) 

3.2 
device 
electrical or mechanical equipment which penetrates one face of the separating element, often at the 
termination of a service, e.g. electrical socket or recessed media equipment 

3.3 
flexible construction 
horizontal or vertical supporting construction consisting of studs or joists, including linings and optional 
insulation 

3.4 
offset 
distance between the centres two partial penetration seals in opposite faces of the element of 
construction 

3.5 
partial penetration 
service(s) or device(s) that penetrate(s) one face of the separating element but does not pass completely 
through the element 

3.5.1 
small partial penetration 
partial penetration with an area of up to 0,025 m2 

3.5.2 
medium partial penetration 
partial penetration with an area greater than 0,025 m2 up to 0,12 m2 

3.5.3 
large partial penetration 
partial penetration with an area greater than 0,12 m2 
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3.6 
partial penetration seal 
system used to maintain the fire resistance of a separating element at the position where one or more 
services or devices pass through one face of a separating element 

3.7 
separation 
distance between the closest extremities two partial penetration seals in the same face of the element of 
construction 

3.8 
supporting construction 
wall or floor construction used to support the penetration seal being evaluated 

3.9 
test specimen 
assembly for the fire test consisting of the penetrating service(s) or device(s) and the partial penetration 
seal materials or partial penetration seal devices 

3.10 
wall segment 
section of a stud wall between adjacent studs 

4 Test equipment 

See EN 1363-1, and if applicable EN 1363-2. 

5 Test conditions 

5.1 Heating conditions 

The heating and furnace atmosphere shall conform to those given in EN 1363-1 or, if applicable, 
EN 1363-2. 

5.2 Pressure conditions 

A vertical furnace shall be operated so that a minimum pressure of 10 Pa exists in the centre of the test 
specimen mounted in the lowest position on the exposed side of the wall. 

A horizontal furnace shall be operated so that a pressure of (20 ± 3) Pa is established at a position 
(100 ± 10) mm below the lowest point of the test construction. 

5.3 Loading conditions (floors only) 

The test specimen shall be subjected to loads determined in accordance with EN 1365-2 and EN 1363-1. 
The determination of the load shall be clearly indicated in the test report. 
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6 Test specimen 

6.1 Size and distances 

Partial penetration seals for walls shall be tested in a wall with minimum dimensions of 3 m high × 1,2 m 
wide. 

Partial penetration seals for ceilings shall be tested in a floor/ceiling construction, with minimum 
dimensions of 4 m × 3 m (with a minimum span of 4 m). 

In order to avoid boundary effects, the distance between the perimeter of the partial penetration seal and 
the internal surfaces of the furnace shall be not less than 200 mm at any point. 

Separation of partial penetration seals installed within the same face of a wall construction shall comply 
with the following: 

a) partial penetration seals that are intended to be evaluated separately shall be separated by a 
minimum 200 mm vertically or horizontally in the plane of the wall, unless the separation distance 
used in practice is less, in which case the actual separation distance shall be used; 

b) partial penetration seals that are intended to be evaluated with interaction, shall be tested with a 
separation of less than 200 mm (vertically or horizontally in the plane of the wall), unless the 
separation distance used in practice is less. In each case the actual separation distance used shall be 
the desired minimum separation; 

c) the distances between partial penetration seals shall be recorded in the test report wherever this is 
less than 200 mm (horizontally or vertically in the plane of the wall). 

Separation of partial penetration seals installed within the opposite faces of a wall construction shall 
comply with the following: 

a) the centre point of partial penetration seals that are intended to be evaluated separately shall be 
separated by a minimum 200 mm vertically or horizontally in the plane of the wall, unless the 
separation distance used in practice is less, in which case the actual separation distance shall be used; 

b) partial penetration seals that are intended to be evaluated with interaction, shall be tested with a 
separation of less than 200 mm (vertically or horizontally in the plane of the wall), unless the 
separation distance used in practice is less. In each case the actual separation distance used shall be 
the desired minimum separation; 

c) the distances (both vertical and horizontal in the plane of the wall) between the centre points of 
partial penetration seals shall be recorded in the test report wherever this is less than 200 mm 
(horizontally or vertically in the plane of the wall). 

Annex F provides an alternative test method for partial penetrations seals in wall or floor constructions 
that have already been subject to a fire test. 

6.2 Number of test specimens 

In the case of vertical elements, a minimum two installations shall be carried out, one for each direction 
of exposure. 

In the case of horizontal elements, the test specimen shall be exposed to heating from the underside. 
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