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Introduction

This draft standard is based on national and international discussions. Y our comments on this draft are invited and will assist in
the preparation of the consegquent standard.

For international standards, comments will be reviewed by the relevant UK national committee before sending the consensus
UK vote and comments to the international committee, which will then decide appropriate action. If the international standard is
approved, it is usual for the text to be published as a British Standard.

For national standards, comments will be reviewed by the relevant UK national committee and the resulting standards published

as a British Standard.

UK Vote

Please indicate whether you consider the UK should submit a negative (with supporting technical reasons) or positive vote on
this draft. Pleaseindicate if you are aware of any reason why this draft standard should not be published as a British Standard.

Submission of Comments
- Annotated drafts are not acceptable and will beregjected.

- All comments should be submitted online at https.//standar dsdevelopment.bsigroup.com/. You will need to register in

order to comment.

Template for comments and secr etariat observations

Date; xx/xx/20xx

Document: 1SO/DIS xxxx

lan alternative cannot be supported
as serious problems have been
lencountered in its use in the UK.

1 2 ©) 4 5 (6) 7
MB | Clause No./ Subclause Paragraph/ Type of Commend (justification Proposed change by the MB Secretariat observations on
No./Annex (e.g. 3.1) Figure/Table/Note comment for change) by the MB each comment submitted
31 Definition 1 ed Definition is ambiguous and needs |Amend to read '...so that the mains
clarifying. connector to which no connection...’
6.4 Paragraph 2 te The use of the UV photometer as  [Delete reference to UV photometer.
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Foreword

[SO (the International Organization for Standardization) is a worldwide federation of national standards
bodies (ISO member bodies). The work of preparing International Standards is normally carried out through
ISO technical committees. Each member body interested in a subject for which a technical committee
has been established has the right to be represented on that committee. International organizations,
governmental and non-governmental, in liaison with ISO, also take part in the work. ISO collaborates closely
with the International Electrotechnical Commission (IEC) on all matters of electrotechnical standardization.

The procedures used to develop this document and those intended for its further maintenance are described
in the ISO/IEC Directives, Part 1. In particular the different approval criteria needed for the different types
of ISO documents should be noted. This document was drafted in accordance with the editorial rules of the
[SO/IEC Directives, Part 2 (see www.iso.org/directives).

Attention is drawn to the possibility that some of the elements of this document may be the subject of patent
rights. ISO shall not be held responsible for identifying any or all such patent rights. Details of any patent
rights identified during the development of the document will be in the Introduction and/or on the ISO list of
patent declarations received (see www.iso.org/patents).

Any trade name used in this document is information given for the convenience of users and does not
constitute an endorsement.

For an explanation on the meaning of ISO specific terms and expressions related to conformity assessment,
as well as information about ISO’s adherence to the WTO principles in the Technical Barriers to Trade (TBT),
see the following URL: Foreword - Supplementary information

The committee responsible for this document is ISO/TC 27, Coal and coke, Subcommittee SC 4, Sampling.

This third edition cancels and replaces the second edition (ISO 13909-6:2023), of which it constitutes a
technical revision. The changes compared to the previous edition are as follows:

ISO 13909 consists of the following parts, under the general title Hard coal and coke — Mechanical sampling:
— Part 1: Coal and coke - General introduction

— Part 2: Coal — Sampling from moving streams

— Part 3: Coal — Sampling from stationary lots

— Part 4: Coal — Preparation of test samples

— Part 5: Coke — Sampling from moving streams

— Part 6: Coke — Preparation of test samples

— Part 7: Methods for determining the precision of sampling, sample preparation and testing

— Part 8: Methods of testing for bias
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Introduction

The objective of sample preparation is to prepare one or more test samples from the primary increments
for subsequent analysis. The requisite mass and particle size of the test samples depend on the test to be
carried out.

Examples of tests which require different masses are Shatter Index (ISO 616), Micum and Irsid Index
(ISO 556), reactivity tests (ISO 18894), density (ISO 567, ISO 1013) and size distribution (ISO 728, ISO 2325).

The process of sample preparation may involve constitution of samples, reduction, division, mixing and
drying or all or a combination of these.

Primary increments may be prepared individually as test samples or combined to constitute samples either
as taken or after having been prepared by reduction and/or division. Samples may either be prepared
individually as test samples or combined on a weighted basis to constitute a further sample.
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Coal and coke — Mechanical sampling —

Part 6:
Coke — Preparation of test samples

1 Scope

This part of ISO 13909 describes the preparation of samples of coke from the combination of primary
increments to the preparation of samples for specific tests.

2 Normative references

The following documents, in whole or in part, are normatively referenced in this document and are
indispensable for its application. For dated references, only the edition cited applies. For undated references,
the latest edition of the referenced document (including any amendments) applies.

[SO 579, Coke — Determination of total moisture

ISO 687, Coke — Determination of moisture in the general analysis test sample

ISO 13909-1, Hard coal and coke — Mechanical sampling — Part 1: General introduction

[SO 13909-5, Hard coal and coke — Mechanical sampling — Part 5: Coke — Sampling from moving streams

ISO 13909-7, Hard coal and coke — Mechanical sampling — Part 7: Methods for determining the precision of
sampling, sample preparation and testing

ISO 13909-8, Hard coal and coke — Mechanical sampling — Part 8: Methods of testing for bias

ISO 21398, Hard coal and coke — Guidance to the inspection of mechanical sampling systems

3 Terms and definitions

For the purposes of this document, the terms and definitions given in ISO 13909-1 apply.

4 Precision of sample preparation

From the formulae given in ISO 13909-7, the estimated absolute value of the precision of the result obtained
for the lot at the 95 % confidence level, P;, for continuous sampling is given by Formula (1):

Vi

m
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where

2 isaconversion factor from the sample estimate of the population standard deviation to an index of
precision, dimensionless.

V; isthe primary increment variance;
n isthe number of increments in the sample;
Vpr is the variance of preparation and testing for both off-line and on-line systems;

m is the number of sub-lots.

The procedures given in this part of ISO 13909 are designed to achieve levels of Vp of 0,05 or less for
moisture tests. Better levels may be expected for other chemical characteristics.

For some preparation schemes, however, practical restrictions may prevent the preparation and testing
variance being as low as this. Under these circumstances, the user shall decide whether to achieve the
desired overall precision by improving the preparation scheme or by dividing the lot into a greater number
of sub-lots.

The errors occurring in the various stages of preparation and analysis, expressed in terms of variance, may
be checked by the methods given in ISO 13909-7.

5 Constitution of a sample

5.1 General
Examples of the constitution of samples are shown in Figure 1.
Primary increments shall be taken in accordance with the procedures specified in ISO 13909-5.

Individual increments are usually combined to form a sample. A single sample may be constituted by
combination of increments taken from a complete sub-lot or by combining increments taken from individual
parts of a sub-lot. Under some circumstances, e.g. size analysis or bias testing, the sample consists of a single
increment which is prepared and tested.

Samples may also be prepared by the combination of other samples.

5.2 Combination of increments

The mass of the primary increments shall be proportional to the flow rate at the time of sampling. The
primary increments may be combined into a sample, either directly as taken or after having been prepared
individually to an appropriate stage by fixed-ratio division (see Clause 6).

5.3 Combination of samples

When combining samples, the mass of the individual samples shall be directly proportional to the mass of
the coke from which they were taken in order to obtain a weighted mean of the quality characteristic for the
sub-lot. Prior to combination, division shall be by fixed-ratio (see Clause 6).
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