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Introduction
This draft standard is based on national and international discussions. Your comments on this draft are invited and will assist in
the preparation of the consequent standard.

For international standards, comments will be reviewed by the relevant UK national committee before sending the consensus
UK vote and comments to the international committee, which will then decide appropriate action. If the international standard is
approved, it is usual for the text to be published as a British Standard.

For national standards, comments will be reviewed by the relevant UK national committee and the resulting standards published
as a British Standard.

UK Vote
Please indicate whether you consider the UK should submit a negative (with supporting technical reasons) or positive vote on
this draft. Please indicate if you are aware of any reason why this draft standard should not be published as a British Standard.

Submission of Comments
- Annotated drafts are not acceptable and will be rejected.

- All comments should be submitted online at https://standardsdevelopment.bsigroup.com/. You will need to register in
order to comment.

Template for comments and secretariat observations Date: xx/xx/20xx Document: ISO/DIS xxxx

1 2 (3) 4 5 (6) 7

MB Clause No./ Subclause
No./Annex (e.g. 3.1)

Paragraph/
Figure/Table/Note

Type of
comment

Commend (justification
for change) by the MB

Proposed change by the MB Secretariat observations on
each comment submitted

3.1 Definition 1 ed Definition is ambiguous and needs
clarifying.

Amend to read '...so that the mains
connector to which no connection...'

6.4 Paragraph 2 te The use of the UV photometer as
an alternative cannot be supported
as serious problems have been
encountered in its use in the UK.

Delete reference to UV photometer.

Full document details: 24/30477125 DC

http://www.avadocuments.com/doc/24-30477125-dc
http://www.avadocuments.com/doc/24-30477125-dc


Acoustics — Noise from shooting 
ranges —
Part 4: 
Calculation of projectile sound
ICS: 95.020; 97.220.10; 17.140.20

DRAFT 
International 
Standard

ISO/DIS  17201-4
ISO/TC 43/SC 1

Secretariat: DIN

Voting begins on:  
2024-06-17

Voting terminates on:  
2024-09-09

THIS DOCUMENT IS A DRAFT CIRCULATED 
FOR COMMENTS AND APPROVAL. IT 
IS THEREFORE SUBJECT TO CHANGE 
AND MAY NOT BE REFERRED TO AS AN 
INTERNATIONAL STANDARD UNTIL 
PUBLISHED AS SUCH.

IN ADDITION TO THEIR EVALUATION AS 
BEING ACCEPTABLE FOR INDUSTRIAL, 
TECHNOLOGICAL, COMMERCIAL AND 
USER PURPOSES, DRAFT INTERNATIONAL 
STANDARDS MAY ON OCCASION HAVE TO 
BE CONSIDERED IN THE LIGHT OF THEIR 
POTENTIAL TO BECOME STANDARDS TO 
WHICH REFERENCE MAY BE MADE IN 
NATIONAL REGULATIONS.

RECIPIENTS OF THIS DRAFT ARE INVITED 
TO SUBMIT, WITH THEIR COMMENTS, 
NOTIFICATION OF ANY RELEVANT PATENT 
RIGHTS OF WHICH THEY ARE AWARE AND TO 
PROVIDE SUPPORTING DOCUMENTATION.

Reference number 
ISO/DIS 17201-4:2024(en) © ISO 2024

This document is circulated as received from the committee secretariat.

ISO/CEN PARALLEL PROCESSING

Full document details: 24/30477125 DC

http://www.avadocuments.com/doc/24-30477125-dc
http://www.avadocuments.com/doc/24-30477125-dc


ii

ISO/DIS 17201-4:2024(en)

﻿
© ISO 2024 – All rights reserved

COPYRIGHT PROTECTED DOCUMENT

©  ISO 2024
All rights reserved. Unless otherwise specified, or required in the context of its implementation, no part of this publication may 
be reproduced or utilized otherwise in any form or by any means, electronic or mechanical, including photocopying, or posting on 
the internet or an intranet, without prior written permission. Permission can be requested from either ISO at the address below 
or ISO’s member body in the country of the requester.

ISO copyright office
CP 401 • Ch. de Blandonnet 8
CH-1214 Vernier, Geneva
Phone: +41 22 749 01 11
Email: copyright@iso.org
Website: www.iso.org

Published in Switzerland

Acoustics — Noise from shooting 
ranges —
Part 4: 
Calculation of projectile sound
ICS: 95.020; 97.220.10; 17.140.20

DRAFT 
International 
Standard

ISO/DIS  17201-4
ISO/TC 43/SC 1

Secretariat: DIN

Voting begins on:  

Voting terminates on:  

THIS DOCUMENT IS A DRAFT CIRCULATED 
FOR COMMENTS AND APPROVAL. IT 
IS THEREFORE SUBJECT TO CHANGE 
AND MAY NOT BE REFERRED TO AS AN 
INTERNATIONAL STANDARD UNTIL 
PUBLISHED AS SUCH.

IN ADDITION TO THEIR EVALUATION AS 
BEING ACCEPTABLE FOR INDUSTRIAL, 
TECHNOLOGICAL, COMMERCIAL AND 
USER PURPOSES, DRAFT INTERNATIONAL 
STANDARDS MAY ON OCCASION HAVE TO 
BE CONSIDERED IN THE LIGHT OF THEIR 
POTENTIAL TO BECOME STANDARDS TO 
WHICH REFERENCE MAY BE MADE IN 
NATIONAL REGULATIONS.

RECIPIENTS OF THIS DRAFT ARE INVITED 
TO SUBMIT, WITH THEIR COMMENTS, 
NOTIFICATION OF ANY RELEVANT PATENT 
RIGHTS OF WHICH THEY ARE AWARE AND TO 
PROVIDE SUPPORTING DOCUMENTATION.

Reference number 
ISO/DIS 17201-4:2024(en) © ISO 2024

This document is circulated as received from the committee secretariat.

ISO/CEN PARALLEL PROCESSING

Full document details: 24/30477125 DC

https://www.iso.org
http://www.avadocuments.com/doc/24-30477125-dc
http://www.avadocuments.com/doc/24-30477125-dc


ISO/DIS 17201-4:2024(en)

Foreword.....................................................................................................................................................................................................................................................iv
Introduction..............................................................................................................................................................................................................................................v
1	 Scope.............................................................................................................................................................................................................................................. 1
2	 Normative references.................................................................................................................................................................................................. 1
3	 Terms and definitions................................................................................................................................................................................................. 1
4	 Projectile sound................................................................................................................................................................................................................. 5

4.1	 Introduction............................................................................................................................................................................................................5
4.2	 Regions........................................................................................................................................................................................................................5
4.3	 The spectrum of an N-wave......................................................................................................................................................................6

5	 Source description.......................................................................................................................................................................................................... 7
5.1	 Source point............................................................................................................................................................................................................7
5.2	 Source sound exposure level for streamlined projectiles.............................................................................................7
5.3	 Source sound exposure level for non-streamlined projectiles..................................................................................8
5.4	 Spectrum of the source sound exposure level.......................................................................................................................11

6	 Calculating the sound exposure level at a receiver location...........................................................................................12
6.1	 Basic formula..................................................................................................................................................................................................... 12
6.2	 Calculation of the attenuation terms............................................................................................................................................ 12

6.2.1	 Geometric attenuation............................................................................................................................................................ 12
6.2.2	 Non-linear attenuation.............................................................................................................................................................14
6.2.3	 Non-linear shift of the spectrum.................................................................................................................................... 15
6.2.4	 Atmospheric absorption, excess attenuation and barrier effects.................................................... 15

7	 Uncertainty in source description and propagation............................................................................................................... 16
7.1	 Uncertainties in source description...............................................................................................................................................17
7.2	 Uncertainties in determining the sound exposure level at a receiver location.......................................19

Annex A (informative)  Derivation of constants and consideration of barrier and other effects................20
Annex B (informative)  Calculation of projectile sound for projectiles on ballistic trajectories..................24
Annex C (informative)  Estimation of projectile velocity change...................................................................................................27
Annex D (informative)  Calculation examples.....................................................................................................................................................30
Bibliography.......................................................................................................................................................................................................................................... 41

iii

﻿
© ISO 2024 – All rights reserved

Contents� Page

Full document details: 24/30477125 DC

http://www.avadocuments.com/doc/24-30477125-dc
http://www.avadocuments.com/doc/24-30477125-dc


ISO/DIS 17201-4:2024(en)

Foreword

ISO  (the International Organization for Standardization) is a worldwide federation of national standards 
bodies (ISO member bodies). The work of preparing International Standards is normally carried out through 
ISO  technical committees. Each member body interested in a subject for which a technical committee 
has been established has the right to be represented on that committee. International organizations, 
governmental and non-governmental, in liaison with ISO, also take part in the work. ISO collaborates closely 
with the International Electrotechnical Commission (IEC) on all matters of electrotechnical standardization.

The procedures used to develop this document and those intended for its further maintenance are described 
in the ISO/IEC Directives, Part 1. In particular, the different approval criteria needed for the different types 
of ISO documents should be noted. This document was drafted in accordance with the editorial rules of the 
ISO/IEC Directives, Part 2 (see www.iso.org/directives).

ISO draws attention to the possibility that the implementation of this document may involve the use of (a) 
patent(s). ISO  takes no position concerning the evidence, validity or applicability of any claimed patent 
rights in respect thereof. As of the date of publication of this document, ISO had not received notice of (a) 
patent(s) which may be required to implement this document. However, implementers are cautioned that 
this may not represent the latest information, which may be obtained from the patent database available at 
www.iso.org/patents. ISO shall not be held responsible for identifying any or all such patent rights.

Any trade name used in this document is information given for the convenience of users and does not 
constitute an endorsement.

For an explanation of the voluntary nature of standards, the meaning of ISO specific terms and expressions 
related to conformity assessment, as well as information about ISO's adherence to the World Trade 
Organization (WTO) principles in the Technical Barriers to Trade (TBT), see www.iso.org/iso/foreword.html.

This document was prepared by Technical Committee ISO/TC 43, Acoustics, Subcommittee SC 1, Noise, in 
collaboration with the European Committee for Standardization (CEN) Technical Committee CEN/TC 211, 
Acoustics, in accordance with the Agreement on technical cooperation between ISO and CEN (Vienna 
Agreement).

This second edition cancels and replaces the first edition (ISO 17201-4:2006), which has been technically 
revised.

The main changes are as follows:

—	 restructuring of the document into new sections 1) Projectile sound, 2) Source description, 3) Sound 
exposure level at the receiver, and 4) Uncertainty;

—	 separation of source and propagation terms;

—	 included (from ISO 17201-2) and updated: the source level for non-streamlined projectiles;

—	 updated the Clause on uncertainty;

—	 added Annex B on ballistic trajectories;

—	 added Annex C on projectile velocity change;

—	 added Annex D with informative examples.

A list of all parts in the ISO 17201 series can be found on the ISO website.

Any feedback or questions on this document should be directed to the user’s national standards body. A 
complete listing of these bodies can be found at www.iso.org/members.html.
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Introduction

Shooting sound registered around shooting ranges consists in general of three components: muzzle blast 
sound, impact sound and projectile sound. This document deals solely with the projectile sound from 
supersonic projectiles. It specifies a method for calculating the source sound exposure level of projectile 
sound. It also provides a method for calculating the propagation of projectile sound, accounting for its 
distinct characteristics that set it apart from the propagation of sound originating from other sources.

This document is intended for calibres of less than 20 mm but can also be used for larger calibres.

Projectile sound is described as originating from a certain point on the projectile trajectory, the “source point”.

The source sound exposure level is calculated from the geometric properties and the speed of the projectile 
along its trajectory. Methods are given on how the sound exposure level at a receiver location is to be 
calculated from this source sound exposure level, taking into account geometrical attenuation, atmospheric 
absorption and attenuation and frequency shift due to non-linear effects. In addition, the effects on the 
sound exposure level due to the decrease of the projectile speed and atmospheric turbulence are taken into 
account.

In a restricted region, the Mach region (region II – see 4.2), the projectile sound exposure level is significant 
compared to the muzzle blast sound exposure level. Outside this region only diffracted or scattered projectile 
sound is received, with considerably lower levels than in this Mach region. Projectile sound behind the Mach 
region (region I) is negligible compared to muzzle sound, except for contributions due to reflections from 
other regions. In this document, a computational scheme for the levels in regions II and III is provided. The 
levels in region III are typically 10 dB to 15 dB lower compared to region II.

Two computational methods are given to be able to calculate the projectile sound for streamlined and 
non-streamlined projectiles such as pellets. Default values of parameters used in this document are given 
for a temperature of 10 °C, 80 % relative humidity, and a pressure of 1 013 hPa. Annex A can be used for 
calculations for other atmospheric conditions. For calibres < 20 mm, the source spectrum is dominated by 
high frequency components. As air absorption is rather high for these frequency components, calculations 
are performed in one-third octave bands, in order to obtain more accurate results.

For projectiles with a speed just above the speed of sound the computational methods are less accurate. 
Guidance is given how to deal with this increased uncertainty.

v
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DRAFT International Standard ISO/DIS 17201-4:2024(en)

Acoustics — Noise from shooting ranges —

Part 4: 
Calculation of projectile sound

1	 Scope

This document provides computational methods for determining the acoustical source level of projectile 
sound and its one-third octave band spectrum, expressed as the sound exposure level for nominal mid band 
frequencies from 12,5 Hz to 10 kHz. It also gives a method on how to use this source level to calculate the 
sound exposure level at a receiver position.

Results obtained with the standard can be used as a basis for assessment studies for sound around shooting 
ranges. Additionally, the data can be used to compare sound emission or immission from different types of 
ammunition used with the same weapon. The prediction methods apply to outdoor conditions and straight 
projectile trajectories. Two computational methods are given to determine the acoustical source level: one 
for streamlined projectile shapes and one for non-streamlined shapes, such as pellets.

2	 Normative references

The following documents are referred to in the text in such a way that some or all of their content constitutes 
requirements of this document. For dated references, only the edition cited applies. For undated references, 
the latest edition of the referenced document (including any amendments) applies.

ISO 9613-2, Acoustics — Attenuation of sound during propagation outdoors — Part 2: Engineering method for 
the prediction of sound pressure levels outdoors

ISO 80000-8, Quantities and units — Part 8: Acoustics

3	 Terms and definitions

For the purposes of this document, the terms and definitions given in ISO 80000-8 and the following apply.

ISO and IEC maintain terminology databases for use in standardization at the following addresses:

—	 ISO Online browsing platform: available at https://​www​.iso​.org/​obp

—	 IEC Electropedia: available at https://​www​.electropedia​.org/​

3.1
streamlined projectile
projectile that has a shape that can be described as a body of revolution of which the first derivative of the 
cross-sectional area A(x) at a distance x behind the nose of the body is continuous for 0 < x < lp

Note 1 to entry: For the definition of effective projectile length, lp, see 3.3.

3.2
non-streamlined projectile
projectiles that have a body different from streamlined projectiles. These can be multi part projectiles, 
such as shotgun pellets, or single part projectiles with a non-streamlined form, such as shotguns slugs (see 
Figure 1)

1
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Figure 1 — Examples of non-streamlined projectiles

Note 1 to entry: For the definition of effective projectile length, lp, see 3.3.

3.3
effective projectile length
lp
distance between the nose and the cross-section of streamlined projectiles where it reaches the maximum 
diameter of the projectile (see Figure 2)

Note  1  to entry:  The effective length of the projectile is measured along the length-axis of the projectile and is 
expressed in metres (m).

Key
lp effective projectile length, expressed in metres (m)
dp maximum diameter of projectile, expressed in metres (m)

Figure 2 — Effective projectile length

For non-streamlined projectiles: The distance between the two points on the longitudinal axis of the 
projectile at which the radius of the projectile changes the most is used as the effective length for non-
streamlined projectiles. If this is not applicable due to the special shape of the projectile other methods shall 
be used to determine the effective length, e.g. via sound measurements.

Note 2 to entry: For non-streamlined projectiles: The distance between the two points on the longitudinal axis of the 
projectile at which the radius of the projectile changes the most is used as the effective length for non-streamlined 
projectiles. If this is not applicable due to the special shape of the projectile other methods shall be used to determine 
the effective length, e.g. via sound measurements.

For projectiles consisting of pellets as used mainly in shotguns, the effective length is set to the diameter of the barrel 
of the shotgun.

3.4
N-wave
idealized waveform of a sound having a pressure variation with time described by a sudden initial increase 
to a maximum followed by a linear decay to a minimum and ending with a sudden increase back to the initial 
sound pressure (see Figure 3)

2
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Figure 3 — Assumed N-shaped waveform for sound of supersonic projectile at 1 m from source point 
on projectile’s trajectory

Note 1 to entry: Measurements show deviation from the idealized N-wave that is increasing with distance.

3.5
duration time
Tc
time between two pressure increases of the N-wave

Note 1 to entry: The duration time is expressed in seconds (s).

Note 2 to entry: Tc will change along the sound propagation path resulting from non-linear acoustic effects.

3.6
characteristic frequency
fc
inverse of the duration time, Tc

f
Tc

c

= 1

Note 1 to entry: The characteristic frequency is expressed in Hertz (Hz).

3.7
co-ordinate system (x, y)
plane co-ordinate system describing geometry, where the x-axis denotes the line of fire with x = 0 at the muzzle, 
and the y-axis measures the perpendicular distance from the line of fire in any plane around the line of fire

Note 1 to entry: The sound field of projectile sound is rotational symmetric around the line of fire.

Note 2 to entry: The co-ordinates are given in metres (m).

3.8
coherence distance
Rcoh
distance between the source point on the projectile trajectory and a receiver beyond which the contribution 
of different parts of the trajectory are incoherent due to atmospheric turbulence

Note 1 to entry: The coherence distance is expressed in metres (m).

3.9
Mach number
M
ratio of the projectile speed to the local sound speed

3
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3.10
source sound exposure level
LE,s
sound exposure level expected at a distance of 1 m from the source point

Note 1 to entry: The source sound exposure level is expressed in decibels (dB).

Note 2 to entry: The reference distance of 1 m is defined in the direction of the receiver and not perpendicular to the 
trajectory.

3.11
source point
point where a line from the receiver perpendicular to the wave front of the projectile sound intersects the 
projectile trajectory

Note 1 to entry: The projectile radiates sound along the whole trajectory and is therefore in principle a line source. In 
this document, a source point is used to represent the position of the trajectory (see Formula (9)].

3.12
projectile launch speed
vp0
speed of the projectile as it leaves the muzzle

Note 1 to entry: The muzzle velocity is expressed in metres per second (m/s).

3.13
projectile speed
vp
speed of the projectile along the trajectory

Note 1 to entry: The projectile speed is expressed in metres per second (m/s).

Note 2 to entry: Published data on the projectile speed as a function of distance refer to air density at sea level. For 
other elevations above sea level, changes of density shall to be taken into account.

3.14
reference sound speed
cref
adiabatic sound speed averaged over a period of at least 10 min

Note 1 to entry: The reference sound speed is expressed in metres per second (m/s).

3.15
fluctuating effective sound speed
sum of the instantaneous adiabatic sound speed and the instantaneous horizontal wind velocity component 
in the direction of the sound propagation

Note 1 to entry: The fluctuating effective sound speed is expressed in metres per second (m/s).

3.16
standard deviation of the fluctuating acoustical index of refraction
μ0
standard deviation of the ratio of the reference sound speed to the fluctuating effective sound speed

Note  1  to  entry:  In accordance with,[3] a value of μ0
2  =  10−5 is used within the context of this document (see 

Formula (20)).

3.17
projectile speed change
κ
local change of projectile speed along the trajectory per length unit of trajectory

Note 1 to entry: The speed change is expressed in reciprocal seconds [(m/s ⋅per m) = 1/s].

4
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Note 2 to entry: It is negative for non-self-propelled projectiles.

4	 Projectile sound

4.1	 Introduction

Due to the supersonic flight of a projectile a shock wave is generated, which has a cone-shaped wave front 
originating from the nose of the projectile. This is shown in Figure 3 for a constant projectile speed. However, 
as the projectile speed decreases along its trajectory, the wave front becomes curved. The area around the 
trajectory can be divided into three regions, each requiring different methods to calculate sound levels. This 
is explained in 4.2.

The time-history of the shock wave has the shape of the letter N and is therefore referred to as an N‑wave. 
The spectrum of this N-wave can be calculated as detailed in 4.3.

Clause  5 outlines the calculation of the source sound exposure level for both streamlined and non-
streamlined projectiles.

In Clause 6, a method is described to calculate the sound exposure level of projectile sound at a receiver 
position, taking into account several attenuation terms that must be subtracted from the source sound 
exposure level.

4.2	 Regions

Three regions (I, II and III) are distinguished around the trajectory to describe projectile sound (see 
Figure 4). In regions I and III sound exposure levels are considerably lower than in region II. In this document, 
a computational scheme for the sound exposure levels in regions II and III is provided. The levels in region I 
are negligible in comparison to the muzzle blast. The projectile speed is locally approximated by a linear 
function of the distance x along the projectile trajectory, according to Formula (1):

v x v xp p( ) = +0 κ 	 (1)

The boundaries of region II are described with the angles ξ0 and ξe, shown in Figure 4. These angles are 
given by Formula (2):

ξ ξ
0

0

=








 =









arccos

c
v

c
vp

e
am am

pe

and arccos 	 (2)

where

  vpe is the projectile speed at the end of the trajectory, in metres per second (m/s);

  cam is the speed of sound in metres per second (m/s).

The speed of sound is a function of the absolute temperature of the ambient air, Tam, in Kelvin and is given by 
Formula (3):

c c
T
T
am

am ref

ref

= 









1 2/

	 (3)

where

  Tref = 283,15 K (10 °C);

  cref = 337,6 m/s (the speed of sound at Tref).

When the projectile speed along the trajectory decreases below the speed of sound, the angle ξe becomes 
zero; the region III vanishes in this case.

5
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Key
1 weapon 5 target
2 source point 6 projectile
3 projectile trajectory 7 receiver
4 wavefront    

Figure 4 — The three regions for describing the sound of a projectile

4.3	 The spectrum of an N-wave

To determine the spectrum of the projectile sound at a distance rs from the source point a relative spectrum 
LE,rel( fi, rs) is used based on the characteristic frequency fc of the N-wave at this distance. This characteristic 
frequency, determined in hertz, shall be calculated with Formula (4)

f r f
M

M

l
d

r

r

c s

p

p

s

( ) =
−( )

0

2

1

4

3

4

1

4
0

1

4

1

	 (4)

where

  rs is the distance from the source point to the receiver (see Figure 4), expressed in metres (m);

  f0 is the reference frequency, equal to 175,2 Hz at 10 °C (see Clause A.3);

  M is the mach speed of the projectile at the source point (xs). A minimum value of M = 1,02 shall be 
used in the formula to prevent an indeterminate result from Formulae (6) and (7).

NOTE 1	 Formula  (4) shows that the characteristic frequency, fc, decreases with increasing distance, rs. This is a 
consequence of pulse broadening due to non-linear effects.

Over the range of nominal mid‑band frequencies, fi, from 12,5  Hz to 10  kHz and with the characteristic 
frequency fc, calculated according to Formula (4), the one-third octave band relative spectrum with spectral 
roll-off to lower and higher frequencies is given by Formula (5):

L f r C f r C rE i i i,
; ;

rel s s tot s
  ( ) = ( ) − ( ) 	 (5)

where

C f r
f

f r
f fi i

i
i; , lg ,  

s

c s

c
dB if( ) = +

( )








 <2 5 28 0 65 	 (6)
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C f r
f

f r
f fi i

i
i; , lg ,

s

c s

c
12 dB if( ) = − −

( )








 ≥5 0 0 65  	 (7)

C r
C r

i

i s

tot s
lg dB( ) =

( )

=∑10 10 10

11

40 	 (8)

and where fi  =  10i/10 is the mid‑band frequency of the one-third octave band (12,5  Hz to 10  kHz, i  =  11 
represents a mid‑band frequency of 12,5 Hz, and i = 40 represents a mid‑band frequency of 10 kHz).

NOTE 2	 Nominal or exact frequencies (base 2 or 10) can be used.

NOTE 3	 The frequency range is the same as in ISO 17201-1 and ISO 17201-2 for muzzle blast sound.

5	 Source description

5.1	 Source point

The position of the source point (xs, 0) depends on the receiver position. For receivers in region II the source 
position can be determined by numerical methods, for straight trajectories this can be determined according 
to Formula  (9). A co-ordinate system (x, y) is used, with the x axis along the projectile trajectory and its 
origin at the muzzle

x x v x c v x c c yp p−( ) ⋅ + +( )⋅ + −( ) =
s s am s am am

2

0 0

2 2κ κ 	 (9)

with and
s s

am
0

1 02
0< < <

−
x x x

c vp,

κ

where (x, y) is the position of the receiver.

NOTE	 Similar to Formula (4) a minimum value of M = 1,02 is used in Formula (9).

In the case that the calculated source point lies beyond the target or for receivers in region III, the source 
point is set at the target position.

5.2	 Source sound exposure level for streamlined projectiles

The (broadband) source sound exposure level, LE,s,bb(xs), expressed in decibels, is given by the geometric 
properties of the projectile and its speed at the source point,[4] according to Formula (10):

L x L
d

l r

M x

M x
E s, ,

/

bb s

p

p

s

s

lg lg( ) = +



















+
( )

0

3

3

4
0

9 4

9

4
10 10

(( ) −( )

















2

3

41

	 (10)

where

  L0 [re (20 µPa)2s] = 161,9 dB (see A.1);

  M(xs) = v(xs)/cam the local Mach number of the projectile at the source point xs with the pro-
jectile speed determined from Formula (1) and the speed of sound from Formula (3) 
for the ambient air temperature;

  r0 = 1 m.
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