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Introduction

This draft standard is based on national and international discussions. Y our comments on this draft are invited and will assist in
the preparation of the consegquent standard.

For international standards, comments will be reviewed by the relevant UK national committee before sending the consensus
UK vote and comments to the international committee, which will then decide appropriate action. If the international standard is
approved, it is usual for the text to be published as a British Standard.

For national standards, comments will be reviewed by the relevant UK national committee and the resulting standards published

as a British Standard.

UK Vote

Please indicate whether you consider the UK should submit a negative (with supporting technical reasons) or positive vote on
this draft. Pleaseindicate if you are aware of any reason why this draft standard should not be published as a British Standard.

Submission of Comments
- Annotated drafts are not acceptable and will beregjected.

- All comments should be submitted online at https.//standar dsdevelopment.bsigroup.com/. You will need to register in

order to comment.

Template for comments and secr etariat observations

Date; xx/xx/20xx

Document: 1SO/DIS xxxx

lan alternative cannot be supported
as serious problems have been
lencountered in its use in the UK.

1 2 ©) 4 5 (6) 7
MB | Clause No./ Subclause Paragraph/ Type of Commend (justification Proposed change by the MB Secretariat observations on
No./Annex (e.g. 3.1) Figure/Table/Note comment for change) by the MB each comment submitted
31 Definition 1 ed Definition is ambiguous and needs |Amend to read '...so that the mains
clarifying. connector to which no connection...’
6.4 Paragraph 2 te The use of the UV photometer as  [Delete reference to UV photometer.
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Foreword

ISO (the International Organization for Standardization) is a worldwide federation of national standards
bodies (ISO member bodies). The work of preparing International Standards is normally carried out
through ISO technical committees. Each member body interested in a subject for which a technical
committee has been established has the right to be represented on that committee. International
organizations, governmental and non-governmental, in liaison with ISO, also take part in the work.
ISO collaborates closely with the International Electrotechnical Commission (IEC) on all matters of
electrotechnical standardization.

The procedures used to develop this document and those intended for its further maintenance are
described in the ISO/IEC Directives, Part 1. In particular, the different approval criteria needed for the
different types of ISO documents should be noted. This document was drafted in accordance with the
editorial rules of the ISO/IEC Directives, Part 2 (see www.iso.org/directives).

ISO draws attention to the possibility that the implementation of this document may involve the use
of (a) patent(s). ISO takes no position concerning the evidence, validity or applicability of any claimed
patentrights in respect thereof. As of the date of publication of this document, ISO [had/had not] received
notice of (a) patent(s) which may be required to implement this document. However, implementers are
cautioned that this may not represent the latest information, which may be obtained from the patent
database available at www.iso.org/patents. ISO shall not be held responsible for identifying any or all
such patent rights.

Any trade name used in this document is information given for the convenience of users and does not
constitute an endorsement.

For an explanation of the voluntary nature of standards, the meaning of ISO specific terms and
expressions related to conformity assessment, as well as information about ISO's adherence to
the World Trade Organization (WTO) principles in the Technical Barriers to Trade (TBT), see
www.iso.org/iso/foreword.html.

This document was prepared by Technical Committee ISO/TC 211, Geographic information/Geomatics,
in collaboration with the European Committee for Standardization (CEN) Technical Committee CEN/
TC 287, Geographic Information, in accordance with the Agreement on technical cooperation between
[SO and CEN (Vienna Agreement).

This third edition cancels and replaces the second edition (ISO 19116:2019)), which has been technically
revised.

The main changes are as follows:

— Issues from the second edition submitted to the  Standards  Tracker
(see github.com/ISO-TC211/StandardsTracker/issues) were checked and considered for update in
edition.

— Clause 2 have been updated based on a re-examination of the provisions and UML models in this
edition;

— Content from [SO 19116:2019/Amd 1:2021 has been integrated into this edition and the amendment
will be cancelled.

— Constructs from ISO 19111 have been checked and updated.

In accordance with the ISO/IEC Directives, Part 2, 2018, Rules for the structure and drafting of
International Standards, in International Standards the decimal sign is a comma on the line. However,
the General Conference on Weights and Measures (Conférence Générale des Poids et Mesures) at its
meeting in 2003 passed unanimously the following resolution:

“The decimal marker shall be either a point on the line or a comma on the line.”
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In practice, the choice between these alternatives depends on customary use in the language concerned.
In the technical areas of geodesy and geographic information it is customary for the decimal point
always to be used, for all languages. That practice is used throughout this document.

Any feedback or questions on this document should be directed to the user’s national standards body. A
complete listing of these bodies can be found at www.iso.org/members.html.
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Introduction

Positioning services are among the processing services identified in ISO 19119:2019. Processing
services include services that are computationally oriented and operate upon the elements from the
model domain, rather than being directly integrated in the model domain itself. This document defines
and describes the positioning service.

Positioning services employ a wide variety of technologies that provide position and related information
to a similarly wide variety of applications, as depicted in Figure 1. Although these technologies differ in
many respects, there are important items of information that are common among them and serve the
needs of these application areas, such as the position data, time of observation and its accuracy. Also,
there are items of information that apply only to specific technologies and are sometimes required in
order to make correct use of the positioning results, such as signal strength, geometry factors, and raw
measurements. Therefore, this document includes both general data elements that are applicable to a
wide variety of positioning services and technology specific elements that are relevant to particular

technologies.
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Figure 1 — Positioning services overview

Electronic positioning technology can measure the coordinates of a location on or near the Earth with
great speed and accuracy, thereby allowing geographic information systems to be populated with
any number of objects. However, the technologies for position determination have neither a common
structure for expression of position information, nor common structures for expression of accuracy
and reliability. The positioning services interface specified in this document provides data structures
and operations that allow spatially oriented systems to employ positioning technologies with greater
efficiency and interoperability.
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DRAFT INTERNATIONAL STANDARD ISO/DIS 19116:2023(E)

Geographic information — Positioning services

1 Scope

This document specifies the data structure and content of an interface that permits communication
between position-providing device(s) and position-using device(s) enabling the position-using device(s)
to obtain and unambiguously interpret position information and determine, based on a measure of the

degree of reliability, whether the resulting position information meets the requirements of the intended
use.

A standardized interface for positioning allows the integration of reliable position information obtained
from non-specific positioning technologies and is useful in various location-focused information
applications, such as surveying, navigation, intelligent transportation systems (ITS), and location-
based services (LBS).

2 Normative references

The following documents are referred to in the text in such a way that some or all of their content
constitutes requirements of this document. For dated references, only the edition cited applies. For
undated references, the latest edition of the referenced document (including any amendments) applies.

[SO 19103, Geographic information — Conceptual schema language
ISO 19111, Geographic information — Referencing by coordinates
ISO 19115-1, Geographic information — Metadata — Part 1: Fundamentals

ISO 19157-1, Geographic information — Data quality — Part 1: General requirements

3 Terms and definitions
For the purposes of this document, the following terms and definitions apply.
[SO and IEC maintain terminological databases for use in standardization at the following addresses:

— ISO Online browsing platform: available at https://www.iso.org/obp

— IEC Electropedia: available at https://www.electropedia.org/

31

absolute accuracy

external accuracy

closeness of reported coordinate values to values accepted as or being true

Note 1 to entry: Where the true coordinate value may not be perfectly known, accuracy is normally tested by
comparison to available values that can best be accepted as true.

[SOURCE: ISO/TS 19159-2:2016, 4.1 modified — NOTES 1 and 2 have been deleted and replaced by a
new Note 1 to entry.]

3.2
accuracy
closeness of agreement between a test result or measurement result and the true value

Note 1 to entry: For positioning services, the test result is a measured value or set of values.
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[SOURCE: ISO 3534-2:2006, 3.3.1, modified — NOTES 1, 2 and 3 have been deleted and replaced by a
new Note 1 to entry.]

3.3

attitude

orientation of a body, described by the angles between the axes of that body’s coordinate system and
the axes of an external coordinate system

Note 1 to entry: In positioning services, this is usually the orientation of the user’s platform, such as an aircraft,
boat, or automobile.

34
coordinate
one of a sequence of numbers designating the position of a point

Note 1 to entry: In a spatial coordinate reference system, the coordinate numbers are qualified by units.
[SOURCE: ISO 19111:2019, 3.1.5]

3.5

coordinate conversion

coordinate operation that changes coordinates in a source coordinate reference system to coordinates
in a target coordinate reference system in which both coordinate reference systems are based on the
same datum

Note 1 to entry: A coordinate conversion uses parameters which have specified values.

EXAMPLE1 A mapping of ellipsoidal coordinates to Cartesian coordinates using a map projection.
EXAMPLE 2 Change of units such as from radians to degrees or from feet to metres.

[SOURCE: ISO 19111:2019, 3.1.6]

3.6

coordinate operation

process using a mathematical model, based on a one-to-one relationship, that changes coordinates in
a source coordinate reference system to coordinates in a target coordinate reference system, or that
changes coordinates at a source coordinate epoch to coordinates at a target coordinate epoch within
the same coordinate reference system

Note 1 to entry: Generalization of coordinate conversion, coordinate transformation and point motion operation.
[SOURCE: ISO 19111:2019/Amd.1:2021, 3.1.8]

3.7
coordinate reference system
coordinate system that is related to an object by a datum

Note 1 to entry: Geodetic and vertical datums are referred to as reference frames.

Note 2 to entry: For geodetic and vertical reference frames, the object will be the Earth. In planetary applications,
geodetic and vertical reference frames may be applied to other celestial bodies.

[SOURCE: ISO 19111:2019, 3.1.9]

3.8
coordinate system
set of mathematical rules for specifying how coordinates are to be assigned to points

[SOURCE: ISO 19111:2019, 3.1.11]
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3.9

coordinate transformation

coordinate operation that changes coordinates in a source coordinate reference system to coordinates
in a target coordinate reference system in which the source and target coordinate reference systems
are based on different datums

Note 1 to entry: A coordinate transformation uses parameters which are derived empirically. Any error in those
coordinates will be embedded in the coordinate transformation and when the coordinate transformation is
applied the embedded errors are transmitted to output coordinates.

Note 2 to entry: A coordinate transformation is colloquially sometimes referred to as a 'datum transformation'.
This is erroneous. A coordinate transformation changes coordinate values. It does not change the definition
of the datum. In this document coordinates are referenced to a coordinate reference system. A coordinate
transformation operates between two coordinate reference systems, not between two datums.

[SOURCE: ISO 19111:2019, 3.1.12]

3.10

datum

reference frame

parameter or set of parameters that realize the position of the origin, the scale, and the orientation of a
coordinate system

[SOURCE: 1SO 19111:2019, 3.1.15]

3.11

height

distance of a point from a chosen reference surface positive upward along a line perpendicular to that
surface

Note 1 to entry: A height below the reference surface will have a negative value.
Note 2 to entry: Generalisation of ellipsoidal height (h) and gravity-related height (H).
[SOURCE: ISO 19111:2019, 3.1.38]

3.12

inertial positioning system

positioning system employing accelerometers, gyroscopes, and computers as integral components to
determine coordinates of points or objects relative to an initial known reference point

3.13
instant
0-dimensional geometric primitive representing position in time

Note 1 to entry: The geometry of time is discussed in ISO 19108:2002.
[SOURCE: I1SO 19108:2002, 4.1.17]

3.14
integrated positioning system
positioning system incorporating two or more positioning technologies

Note 1 to entry: The measurements produced by each positioning technology in an integrated system may be of
any position, motion, or attitude. There may be redundant measurements. When combined, a unified position,
motion, or attitude is determined.

3.15
linear positioning system
positioning system that measures distance from a reference point along a route (feature)

EXAMPLE An odometer used in conjunction with predefined mile or kilometre origin points along a route
and provides a linear reference to a position. Docu ments
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3.16
map projection
coordinate conversion from an ellipsoidal coordinate system to a plane

[SOURCE: ISO 19111:2019, 3.1.40]

3.17

measurement precision

precision

closeness of agreement between indications or measured quantity values obtained by replicate
measurements on the same or similar objects under specified conditions

Note 1 to entry: Measurement precision is usually expressed numerically by measures of imprecision, such as
standard deviation, variance, or coefficient of variation under the specified conditions of measurement.

Note 2 to entry: The "specified conditions" can be, for example, repeatability conditions of measurement,
intermediate precision conditions of measurement, or reproducibility conditions of measurement (see
[SO 5725-3).

Note 3 to entry: Measurement precision is used to define measurement repeatability, intermediate measurement
precision, and measurement reproducibility.

Note 4 to entry: Sometimes "measurement precision” is erroneously used to mean measurement accuracy.
[SOURCE: ISO/IEC Guide 99:2007, 2.15]

3.18

motion

change in the position of an object over time, represented by change of coordinate values with respect
to a particular reference frame

EXAMPLE This may be motion of the position sensor mounted on a vehicle or other platform or motion of an
object being tracked by a positioning system.

3.19
operating conditions
parameters influencing the determination of coordinate values by a positioning system

Note 1 to entry: Measurements acquired in the field are affected by many instrumental and environmental
factors, including meteorological conditions, computational methods and constraints, imperfect instrument
construction, incomplete instrument adjustment or calibration, and, in the case of optical measuring systems,
the personal bias of the observer. Solutions for positions may be affected by the geometric relationships of the
observed data and/or mathematical model employed in the processing software.

3.20
optical positioning system
positioning system that determines the position of an object by means of the properties of light

EXAMPLE Total Station: Commonly used term for an integrated optical positioning system incorporating
an electronic theodolite and an electronic distance-measuring instrument into a single unit with an internal
microprocessor for automatic computations.

3.21
performance indicator
internal parameters of positioning systems indicative of the level of performance achieved

Note 1 to entry: Performance indicators can be used as quality-control evidence of the positioning system and/or
positioning solution. Internal quality control may include such factors as signal strength of received radio signals
[signal-to-noise ratio (SNR)], figures indicating the dilution of precision (DOP) due to geometric constraints in
radiolocation systems, and system-specific figure of merit (FOM).
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3.22
positional accuracy
closeness of coordinate value to the true or accepted value in a specified reference system

Note 1 to entry: The phrase “absolute accuracy” is sometimes used for this concept to distinguish it from relative
positional accuracy. Where the true coordinate value may not be perfectly known, accuracy is normally tested by
comparison to available values that can best be accepted as true.

3.23

positional reliability

degree to which a positioning service provides agreed or expected absolute accuracy during a defined
instant under specified conditions

Note 1 to entry: The wording of the definition has been adopted from ISO/IEC 16350:2015, 4.29.

3.24
positioning system
system of instrumental and computational components for determining position

EXAMPLE Inertial, integrated, linear, optical and satellite are examples of positioning systems.

3.25
relative position
position of a point with respect to the positions of other points

Note 1 to entry: The spatial relationship of one point relative to another may be one-, two- or three-dimensional.

3.26

relative accuracy

internal accuracy

closeness of the relative positions of features in a data set to their respective relative positions accepted
as or being true

Note 1 to entry: Closely related terms, such as local accuracy, are employed in various countries, agencies and
application groups. Where such terms are utilized, it is necessary to provide a description of the term.

Note 2 to entry: The wording of the definition is from ISO 19157: 2013, 7.3.4, and was later added as a terminology
entry by ISO/TS 19159-2:2016, 4.32.

[SOURCE: ISO/TS 19159-2:2016, 4.23 modified — NOTE 1 has been deleted and replaced by a new Note
1 to entry, a new Note 2 to entry has been added.]

3.27
satellite positioning system
positioning system based upon receipt of signals broadcast from satellites

Note 1 to entry: In this context, satellite positioning implies the use of radio signals transmitted from “active”
artificial objects orbiting the Earth and received by “passive” instruments on or near the Earth’s surface to
determine position, velocity, and/or attitude of an object.

EXAMPLE GPS and GLONASS are types of satellite positioning system platforms.

3.28

uncertainty

parameter, associated with the result of measurement, that characterizes the dispersion of values that
could reasonably be attributed to the measurand

Note 1 to entry: When the quality of accuracy or precision of measured values, such as coordinates, is to be
characterized quantitatively, the quality parameter is an estimate of the uncertainty of the measurement results.
Because accuracy is a qualitative concept, one should not use it quantitatively, that is associate numbers with it;
numbers should be associated with measures of uncertainty instead.
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3.29

unit of measure
reference quantity chosen from a unit equivalence group

Note 1 to entry: In positioning services, the usual units of measurement are either angular units or linear units.
Implementations of positioning services shall clearly distinguish between SI units and non-SI units. When non-SI
units are employed, their relation to SI units shall be specified.

4 Symbols, abbreviated terms, backwards compatibility, UML notation, and

packages

4.1 Symbols and abbreviated terms

BDS
C/A
CRS
DOP
DGPS
FOM
Galileo
GDOP
GIS
GLONASS
GNSS
GPS
HDOP

Ln

LORAN-C
NADyy
NAVIC
NFC
NMEA
PDOP
PPS

QZSS
RAIM

6

BeiDou Navigation Satellite System
Coarse/Acquisition code transmissions of the GPS and GLONASS
Coordinate Reference System
Dilution of Precision

Differential GPS

Figure of Merit

Galileo GNSS

Geometric Dilution of Precision
Geographic Information System
GLObal NAvigation Satellite System
Global Navigation Satellite System
Global Positioning System
Horizontal Dilution of Precision

Signal transmission in a specified portion of the L band of the radio spectrum;
suffix “n” indicates portion of the band for a defined frequency such as GPS L1 or
GLONASS L1

LOcation and RANging radiolocation system

North American Datum; suffix “yy” indicates last two digits of year
Indian Regional Navigation Satellite System

Near Field Communication

National Marine Electronics Association

Positional Dilution of Precision

Precise Positioning Service of a Global Navigation Satellite System
Quasi-Zenith Satellite System (Japan)

Receiver Autonomous Integrity Monitoring
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RINEX Receiver INdependent EXchange Format
RMS Root Mean Square

RMSE Root Mean Square Error

RSSI Received Signal Strength Indicator

SI Systéme International d'unités (International System of Units)
SNR Signal to Noise Ratio

SV Space Vehicle

TDOP Time Dilution of Precision

UML Unified Modeling Language

UTC Coordinated Universal Time

VDOP Vertical Dilution of Precision

4.2 Backwards compatibility

Backwards compatibility issues were carefully considered during the revision process. However, due to
the age of the document and the significant revisions of related standards, various technical revisions
were necessary in carrying out the revision work.

Following ISO/TC 211 guidelines for modular standards development, requirements that were
written directly into the clause paragraphs of ISO 19116:2004 were identified and then reformatted
into independent requirements text and formatted as such. Later, as the models were updated, these
requirements were rechecked for consistency with the model. Where necessary the requirements were
revised or retained as regular text.

4.3 UML notation

In this document, conceptual schemas are presented in the Unified Modeling Language (UML). The user
shall refer to ISO 19103 for the specific profile of UML used in this document.

4.4 Package abbreviations

Names of UML classes defined in the ISO 19100 series of standards can begin with a two-letter prefix
followed by an underscore to identify the specific standard, and possibly the package, in which they are
defined. The prefix “PS_" is used to identify classes defined in this document.

Package abbreviations for classes defined in other standards and used in this document are shown in
Table 1. However, some standards, such as ISO 19103, ISO 19111 and ISO 19157-1, do not use prefix
abbreviations and are therefore not listed in Table 1.

Table 1 — Package abbreviations used in this document

Abbreviation Package Reference standard
CI Citation ISO 19115-1
MD Metadata [SO 19115-1
Documents
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5 Conformance

5.1 Overview

This document defines three categories of conformance:

a) Conceptual model — conformance tests for the conceptual model;
b) Requirements — conformance tests for requirements;

c) Operations — conformance tests for operations.

Any positioning service implementation or product claiming conformance with this document shall pass
all conformance requirements described in the corresponding abstract test suite defined in Annex A.

5.2 Conformance requirements

Table 2 lists the conformance classes URI for the conceptual model defined in this document.

Table 2 — Conformance classes defined in this document

Conformance class URI? Standardization target References
/conf/conceptual-model Conceptual model A2
/conf/requirements Requirements A3
/conf/operations Operations A4
a  All conformance class URIs are HTTP URIs, with the prefix https://standards.isotc211.0rg/19116/-1/2.

5.3 Structure of requirements clauses

Table 3 lists the conformance class URI identifiers for each specific group of requirements by class.

Table 3 — Identifier URIs for the requirements defined in this document

Requirement Identifier
Req. 1 https://standards.isotc211.0rg/19116/-1/2/req/ps_system
Req.2 - Req.7 https://standards.isotc211.org/19116/-1/2/req/ps observationmode
Req.8 - Req.9 https://standards.isotc211.org/19116/-1/2/req/ps_observation
Req. 10 https://standards.isotc211.org/19116/-1/2/req/ps_qualitymode
Req. 11 - Req. 13 https://standards.isotc211.org/19116/-1/2/req/ps positioningservice
Req. 14 - Req. 15 https://standards.isotc211.org/19116/-1/2/req/ps_reliabilitytable

6 Positioning services model

6.1 Overview

Positioning services provide a means to obtain position information regarding a point or object. Data
communication with a positioning service is structured using the following four classes:

a) System information — held in the PS_System class, identifies the system and its capabilities;
b) Session information — held in the PS_Session class, identifies a session of system operation;

c¢) Mode information — held in the PS_ObservationMode class, identifies the configuration used
in each mode of operation, the positioning observations (results) and any associated quality
information;
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d) Reliability information — held in the PS_ReliabilityTable class, identifies reliability value of the
returned position.

These classes apply elements defined in ISO 19115-1, ISO 19111, ISO 19157-1, ISO 19107, and other
[SO 19100 series standards. Figure 2 depicts the relationships among these elements as UML packages.

1SO 19116 Edition 3 |

-~ (from ISO|TC211:1S0 19116

L Positipning services) t
- - ’ II \\
P - | N,
£ y )
1SO 19115-1 Edition 1 | 1SO 19111 Edition 3 | 1SO 19157-1 Edition 1
(from ISO TC211::1SO (from ISO TC211:1SO (from 1ISO TC211::11SO
19115 Metadata) 19111 Referencing by 19157 Data quality)
coordinates)

Figure 2 — Package diagram showing relationship with elements in other ISO standards

A detailed overview of positioning services is presented in Annex C, while Annex G describes various
use case examples for positioning services.

6.2 Static data structures of a positioning service

The service is accessed through an interface that operates on these data classes, creating and destroying
instances as necessary, and setting and getting information needed from the positioning service. This
document can be implemented as an interface between software modules within a system or as an
interface between different systems. The relationships among these classes are depicted in Figure 3,
while the details of these classes are specified in Clause 7.

«interface» +reliabiityTable «interface»
PS_Positioning Service . | PS_ReliabilityTable
{root} {root}

0.*

+mode
+system +zeszion, (/0% o+
«interfacen 5ystem «interface» +mode ginterface» +quaityType «interface»
PS_System - PS_Session > ps_ObservationMode [<>——————==| PS_QualityMode
{root} | * - {root} |- - {root} | o.* o {root}
o +mode 1
+instrument
1.
«interfaces +component 0..* +obsenation o
PS_Instrumentld
{root} «dataType»

0.+ PS_Observation
{root}

Figure 3 — UML diagram — Major data classes of positioning services
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System information (PS_System) provides for identification and characterization of the positioning
instrument(s) applied by the positioning service to perform observations so that any necessary details
can be obtained for operational purposes and for legacy metadata.

Information about the mode of operation (PS_ObservationMode) encompasses all configuration and set-
up parameters, including the spatial and temporal reference systems on which the observation results
are cast. Associated with the mode there may exist data-quality configuration information, held in the
PS_QualityMode class, that characterizes how quality results will be evaluated and expressed.

Positioning services can produce several types of observations:
— position,

— orientation (attitude),

— motion, and

— rotation (angular motion).

Each type of observation is cast in its own type of reference system having a separate instance of the
PS_ObservationMode class for each type of observation where the type is an attribute of the mode.

Observations are aggregated to each mode so that the information needed for interpretation is
associated with each observation. A positioning service can create as many mode instances as needed
for its various observation types and reference systems. Numerous observation results can belong to
each mode.

Observations aggregated to modes of operation (PS_ObservationMode) can be further aggregated
in sessions (PS_Session). The concept of observation sessions is widely employed when positioning
observations are recorded for land survey or GIS applications. Sessions associate the observations with
system information, attributes of the session, and all modes of operation employed in making a discrete
group of positioning observations and any associated quality information. Positioning services that
do not provide for the recording of observation results, such as certain navigation systems, may omit
implementation of the PS_Session class.

Positioning-result information is segregated from configuration information to avoid excessive
repetition of the configuration when the positioning service reports numerous observations. Similarly,
quality-result information is segregated at the same level as positioning results, so that numerous
quality reports of the same type, evaluated by the same procedure, can be reported without repetition
of the element identification and evaluation procedure citation.

Quality results are associated directly with positioning observation results and are held in the
qualityResult attribute of the PS_Observation class.

The reliability model, PS_ReliabilityTable, consists of a dictionary which contains reliability values and
a definition of those values for retrieving information about the reliability of the positioning results.

6.3 Basic and extended information from a positioning service

As specified in Table 4 and Figure 3, basic information from a positioning service includes the following:

— system information (PS_System),

— session information (PS_Session),

— mode of operation (PS_ObservationMode),

— observation information (PS_Observation),

— observation quality information (PS_QualityMode), and

— reliability information (PS_ReliabilityTable). D
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A dataset that conforms to this document will include sufficient information for a user to know how
these relate to a common frame of reference specified by the referencing method and the referencing
system.

EXAMPLE A coordinate reference system will include the reference frame (datum), the units of measure,
map projection information, etc.

Table 4 — Static data structures of a positioning service

Conformance levels Classes

Class properties

Basic information System information

PS_System (Table 5)

System capabilities

(all technologies:
see Clauses 7 and 8)

Referencing method

Instrument identification

Session information
PS_Session (Table 10)

Session identification
Dataset initiative

Observer identification

Mode of operation
PS_ObservationMode (Table 11)

PS_QualityMode (Table 18)

Coordinate reference system
Link to reference system
Coordinate operations applied

Quality evaluation method and quality

result type
Observation Observation date time

PS_Observation (Table 14) Result

Object ID
Offset

PS_ObservationQuality Quality result
Reliability information Category
"""""" PS_ReliabilityTable (Table 20) Weighting

PS_ReliabilityValue (Table 21)

Value Description

Extended information

Positioning technology

Operating conditions

(technology specific, Measurement Conditions

see Clause 9)

PS_OperatingConditions (Table 23)

Performance indicators
Solution vector

Raw measurement

Positioning services can employ various technologies. Thus, when the getObservation operation
(7.6.2) returns the PS_Observation class, it can contain technology-specific information in the
operatingConditions attribute.

EXAMPLE When GNSS is used for positioning, information like the dilution of precision (DOP) values,
satellite selection, and performance indicators is provided.

7 Basic information definition and description

7.1 Overview

A positioning system is defined as a system of instrumental and computational components for
determining position. There are a number of types of positioning systems, each based on various
instruments and components, using different methods to determine position. Satellite positioning is a
well-known system based upon the receipt of signals, broadcast from satellites, by instruments on or
near the Earth's surface. BDS, Galileo, GLONASS, GPS, NAVIC, and QZSS are some exghgptttMTIets
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positioning system platforms. An optical positioning system is another common type of positioning
system that determines the position of an object by means of the properties of light. A total-station,
a commonly used term, is an integrated optical positioning system incorporating an electronic
theodolite and an electronic distance-measuring instrument into a single optical positioning system.
Measuring linear distance from a reference point along a route, using an odometer, is an example of a
linear positioning system. A positioning system that uses accelerometers, gyroscopes and computers as
integral components to determine coordinates of points or objects relative to an initial known reference
point is referred to as an inertial positioning system. It is also common that various positioning systems
can use two or more positioning technologies. Such systems are referred to as integrated positioning
systems.

Basic information provided by positioning services is structured into four main elements:

a) system information — identifying the system type and capabilities (7.2);

b) session information — identifying the specific instrument, mission and session (7.3);

c) observation information — containing configuration and result values (7.4);

d) quality information — containing a quality evaluation method (7.5).

In addition to the four main elements, a set of operations and a reliability class are also defined:
e) operations — containing positioning services operations (7.6);

f) reliability of positioning results — reliability value of the returned position (8).

The location of an object at an instant of time is completely specified by two groups of dimensions:
— athree-dimensional position vector, and

— athree-dimensional orientation (attitude) vector.

Similarly, the rate of change in location of that object over time is specified by:

— athree-dimensional motion (velocity) vector, and

— athree-dimensional rotation (angular velocity) vector.

A positioning service may provide values for all or a subset of these four groups of dimensions, as four
types of observations.

The observation information element provides structures for positioning results in these four
types of observations and the associated ancillary information needed by a user to interpret them
unambiguously. This associated information includes the reference system, link to the reference frame,
and the observation quality element report of quality parameters.

7.2 System information

7.2.1 Overview

The system information data element (PS_System) identifies the positioning data source, the type of
technology applied, and its capabilities.

The capability attribute (PS_System.capability) may be queried to determine what data types are
available according to the System Capability codes. This allows a user to request and interpret position
observations of the appropriate types.
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