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Introduction
This draft standard is based on national and international discussions. Your comments on this draft are invited and will assist in
the preparation of the consequent standard.

For international standards, comments will be reviewed by the relevant UK national committee before sending the consensus
UK vote and comments to the international committee, which will then decide appropriate action. If the international standard is
approved, it is usual for the text to be published as a British Standard.

For national standards, comments will be reviewed by the relevant UK national committee and the resulting standards published
as a British Standard.

UK Vote
Please indicate whether you consider the UK should submit a negative (with supporting technical reasons) or positive vote on
this draft. Please indicate if you are aware of any reason why this draft standard should not be published as a British Standard.

Submission of Comments
- Annotated drafts are not acceptable and will be rejected.

- All comments should be submitted online at https://standardsdevelopment.bsigroup.com/. You will need to register in
order to comment.

Template for comments and secretariat observations Date: xx/xx/20xx Document: ISO/DIS xxxx

1 2 (3) 4 5 (6) 7

MB Clause No./ Subclause
No./Annex (e.g. 3.1)

Paragraph/
Figure/Table/Note

Type of
comment

Commend (justification
for change) by the MB

Proposed change by the MB Secretariat observations on
each comment submitted

3.1 Definition 1 ed Definition is ambiguous and needs
clarifying.

Amend to read '...so that the mains
connector to which no connection...'

6.4 Paragraph 2 te The use of the UV photometer as
an alternative cannot be supported
as serious problems have been
encountered in its use in the UK.

Delete reference to UV photometer.
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Foreword

ISO (the International Organization for Standardization) is a worldwide federation of national standards 
bodies (ISO member bodies). The work of preparing International Standards is normally carried out through 
ISO technical committees. Each member body interested in a subject for which a technical committee 
has been established has the right to be represented on that committee. International organizations, 
governmental and non-governmental, in liaison with ISO, also take part in the work. ISO collaborates closely 
with the International Electrotechnical Commission (IEC) on all matters of electrotechnical standardization.

The procedures used to develop this document and those intended for its further maintenance are described 
in the ISO/IEC Directives, Part 1. In particular, the different approval criteria needed for the different types 
of ISO documents should be noted. This document was drafted in accordance with the editorial rules of the 
ISO/IEC Directives, Part 2 (see www.iso.org/directives).

Attention is drawn to the possibility that some of the elements of this document may be the subject of patent 
rights. ISO shall not be held responsible for identifying any or all such patent rights. Details of any patent 
rights identified during the development of the document will be in the Introduction and/or on the ISO list of 
patent declarations received (see www.iso.org/patents).

Any trade name used in this document is information given for the convenience of users and does not 
constitute an endorsement.

For an explanation of the voluntary nature of standards, the meaning of ISO specific terms and expressions 
related to conformity assessment, as well as information about ISO's adherence to the World Trade 
Organization (WTO) principles in the Technical Barriers to Trade (TBT), see www.iso.org/iso/foreword.html.

This document was prepared by Technical Committee ISO/TC 69, Applications of statistical methods, 
Subcommittee SC 6, Measurement methods and results.

This second edition cancels and replaces the first edition (ISO 5725-5:1998), which has been technically 
revised.

The main changes are as follows:

—	 Alternative experimental designs (split-level and design for heterogeneous material) have been 
transferred to ISO 5725-3

—	 An additional robust approach, the Q method, which has improved breakdown properties, has been added.

A list of all parts in the ISO 5725 series can be found on the ISO website.

Any feedback or questions on this document should be directed to the user’s national standards body. A 
complete listing of these bodies can be found at www.iso.org/members.html.
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Introduction

This part of ISO 5725 uses two terms, trueness and precision, to describe the accuracy of a measurement 
method. Trueness refers to the closeness of agreement between the average value of a large number of test 
results and the true or accepted reference value. Precision refers to the closeness of agreement between test 
results.

General consideration of these quantities is given in ISO 5725-1 and so is not repeated here. This part of 
ISO 5725 should be read in conjunction with ISO 5725-1 because the underlying definitions and general 
principles are given there.

ISO 5725-2 is concerned with estimating, by means of interlaboratory experiments, standard measures of 
precision, namely the repeatability standard deviation and the reproducibility standard deviation. It gives 
a basic method for doing this, including methods of calculation. This part of ISO 5725 describes alternative 
calculation methods to this basic method:

—	 The basic method requires the preparation of a number of identical samples of the material for use in the 
experiment. With heterogeneous materials this may not be possible, so that the use of the basic method 
then gives estimates of the reproducibility standard deviation that are inflated by the variation between 
the samples. The design for a heterogeneous material given in this part of ISO 5725 yields information 
about the variability between samples which is not obtainable from the basic method; it may be used to 
calculate an estimate of reproducibility from which the between-sample variation has been removed.

—	 The basic method requires tests for outliers to be used to identify data that should be excluded from 
the calculation of the repeatability and reproducibility standard deviations. Excluding outliers can 
sometimes have a large effect on the estimates of repeatability and reproducibility standard deviations, 
but in practice, when applying the outlier tests, the statistical expert may have to use judgement to 
decide which data to exclude. This part of ISO 5725 describes robust methods of data analysis that may 
be used to calculate repeatability and reproducibility standard deviations from data containing outliers 
without using tests for outliers to exclude data, so that the results are no longer affected by the statistical 
expert’s judgement.

v
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DRAFT International Standard ISO/DIS 5725-5:2024(en)

Accuracy (trueness and precision) of measurement methods 
and results —

Part 5: 
Alternative methods for the determination of the precision of 
a standard measurement method

1	 Scope

This part of ISO 5725 describes the use of robust methods for analysing the results of precision experiments 
without using outlier tests to exclude data from the calculations, and in particular, the detailed use of several 
such methods. The robust methods described in this document allow the data to be analysed in such a way 
that it is not required to make decisions about outliers that affect the results of the calculations.

2	 Normative references

The following standards contain provisions which, through reference in this text, constitute provisions of 
this part of ISO 5725. At the time of publication, the editions indicated were valid. All standards are subject 
to revision, and parties to agreements based on this part of ISO 5725 are encouraged to investigate the 
possibility of applying the most recent editions of the standards indicated below. Members of IEC and ISO 
maintain registers of currently valid International Standards.

ISO  3534-1, Statistics — Vocabulary and symbols — Part 1: General statistical terms and terms used in 
probability

ISO 3534-2, Statistics — Vocabulary and symbols — Part 2: Applied statistics

ISO 3534-3, Statistics — Vocabulary and symbols — Part 3: Design of experiments

ISO 5725-1, Accuracy (trueness and precision) of measurement methods and results — Part 1: General principles 
and definitions

ISO 5725-2, Accuracy (trueness and precision) of measurement methods and results — Part 2: Basic method for 
the determination of repeatability and reproducibility of a standard measurement method

3	 Terms and Definitions

For the purposes of this part of ISO 5725, the definitions given in ISO 3534-1 and in ISO 5725-1 apply.

ISO and IEC maintain terminology databases for use in standardization at the following addresses:

—	 ISO Online browsing platform: available at https://​www​.iso​.org/​obp

—	 IEC Electropedia: available at https://​www​.electropedia​.org/​

4	 Symbols and abbreviations

bp Correction factor used for reproducibility standard deviation in the Q method

cp Correction factor used for repeatability standard deviation in the Q method

1
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D Within-cell difference between measurement results (used with subscripts as required).

D Average of within-cell differences

d d
1 6

… Interpolation nodes for each value yi  (Hampel estimator, non-iterative)

E{} Expectation of a statistical variable

G x1 ( ) Interpolation function (Q method, robust reproducibility standard deviation)

G
1

1−
() Function returning a given quantile of G x1 ( )  (Q method, robust reproducibility standard deviation)

G xi1 ( ) Function of individual discontinuity points (Q method, robust reproducibility standard deviation)

G x2 ( ) Interpolation function (Q method, robust repeatability standard deviation)

G
2

1−
() Function returning a given quantile of G x2 ( )  (Q method, robust repeatability standard deviation)

G xi2 ( ) Function of individual discontinuity points (Q method, robust repeatability standard deviation)

H x1 ( ) Cumulative distribution function of absolute between-laboratory differences (Q method)

H x2 ( ) Cumulative distribution function of within-laboratory differences (Q method)

I{} Indicator function returning 1 when a condition (in {}) is met and 0 otherwise

i Identifier for a particular laboratory

j Identifier for a particular replicate observation

n Number of test results obtained in one laboratory at one level (i.e. per cell)

P Probability

Pξ Probability used in calculation of adjustment factor for Algorithm S

p Number of laboratories participating in the interlaboratory experiment

pm Check value for solutions in non-iterative Hampel estimator

p′ Number of laboratories participating in an interlaboratory experiment (heterogeneous material)

SS Sum of squares

SSH Robust estimate of between-sample sum of squares (heterogeneous material)

SSr Robust estimate of repeatability sum of squares (heterogeneous material)

s Estimate of a standard deviation

s′ standard deviation of a subset of data items between limits calculated in Algorithm A

s* Robust estimate of standard deviation

sD Estimate of standard deviation of cell differences in a split-level design

sd Robust estimate of standard deviation of cell averages

sH Robust estimate of between-sample standard deviation for a heterogeneous material

s
I 1( ) Robust estimate of intermediate standard deviation

2
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sL Estimate of between-laboratory standard deviation

sR Estimate of reproducibility standard deviation

sr Estimate of repeatability standard deviation

sy Estimate of standard deviation of cell averages for a level in a split-level design

t Test sample number in an experiment for a heterogeneous material

uL Number of data items below a calculated threshold in Algorithm A

uU Number of data items above a calculated threshold in Algorithm A

wi ith item of data in Algorithm S

xi ith data point in a set of data

xi
* Updated value for ith data point in iterative robust estimation

x* Robust estimate of mean value

x � Average of a subset of data items between limits calculated in Algorithm A

yi ith measurement result in a set of measurement results

y Average of a set of measurement results

yij jth measurement for laboratory i in a set of results grouped by laboratory

yitk kth measurement on sample t in laboratory i at a particular level of a design for a heterogeneous 
material (adapted from ISO 5725-3)

ξ Adjustment factor used in robust analysis (Algorithm S)

υ Number of degrees of freedom

σ True value of a standard deviation

Φ− ( )1 q qth quantile of the standard normal distribution

ϕ Limit used in robust analysis (Algorithm A)

η Limit factor used in robust analysis (Algorithm S)

ψ Limit used in robust analysis (Algorithm S)

ψ q( ) Influence function (Hampel estimator)

5	 Robust methods for data analysis: Algorithms A and S

5.1	 Applications of robust methods of data analysis

5.1.1	 In ISO 5725-2, it is recommended that two tests for outliers (Cochran’s test and Grubbs’ test) should 
be applied to the data obtained in a precision experiment, and any data that give rise to a test statistic in 
one or other of these tests that exceeds the critical value of the test at the 1 % significance level should be 
discarded (unless the statistical expert has good reason to retain the data). In practice, this procedure is 
often not easy to apply. Consider the results of the outlier tests in Example 2 of Annex C. These are given 
in table C.4. Laboratory 5 gives only one cell average (at Level 10) that is sufficiently extreme to be classed 

3
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as an outlier by Grubbs’ test, but gives three other stragglers, and a strong indication in Figure  C.2 that 
something is amiss in this laboratory. The statistical expert, in this situation, must decide between:

a)	 retaining all the data for Laboratory 5;

b)	 discarding only the data from Level 10 for Laboratory 5;

c)	 discarding all the data for Laboratory 5.

His/her decision will have a substantial influence on the calculated values for the repeatability and 
reproducibility standard deviations. It is a common experience when analysing data from precision 
experiments to find data that are on the borderline between stragglers and outliers, so that judgements may 
have to be made that affect the results of the calculation. This can be unsatisfactory. The robust methods 
described in this clause allow the data to be analysed in such a way that it is not required to make decisions 
that affect the results of the calculations. Thus, if there is reason to expect that the results of a precision 
experiment will contain outliers, robust methods may be preferred.

NOTE	 In this document, the statistical expert is the person designated to undertake analysis of the data and to 
provide a report of the data analysis to the panel, as described in ISO 5725-2.

5.1.2	 The basic model discussed in ISO 5725-2 contains the assumption that establishing a common value 
for the repeatability standard deviation for all laboratories using the measurement method is justifiable. 
In practice it is often found that some laboratories achieve poorer repeatability than others. Some 
participants in a precision experiment might achieve poor repeatability when a measurement method is 
subjected to an interlaboratory precision experiment for the first time, or when they have little experience 
of the measurement method, and these are situations when the use of robust methods will be particularly 
appropriate.

5.1.3	 The object of using robust methods,[6] when analysing the data from a precision experiment, is to 
calculate values for the repeatability and reproducibility standard deviations in such a way that they are 
not influenced by outlying data. If the participants in the experiment can be considered to be divided into 
two classes, those that produce good-quality data, and those that produce poor-quality data, then the robust 
methods should yield values for the repeatability and reproducibility standard deviations that are valid for 
the good-quality-data class, and not affected by the poor-quality data (provided that the poor-quality-data 
class is not too large).

5.1.4	 The use of robust methods of data analysis does not affect the planning, organization or execution of 
a precision experiment. The decision as to whether to use robust methods or methods that require outliers 
to be discarded should be made by the statistical expert and reported to the panel.

When robust methods are used, data should be inspected visually for anomalies and the outlier tests and 
consistency checks described in ISO 5725-2 should be applied to the data, and the causes of any outliers, or 
patterns in the h and k statistics, should be investigated. However, data should not be discarded as a result 
of these tests and checks unless the check identifies a clear deviation from the prescribed measurement or 
test method. Additional statistical methods of identifying anomalous results or unexpected patterns may 
be applied, including, for example, z-scores for laboratory means, or the graphical methods illustrated in 
ISO 5725-2.

Note	 A z-score can be calculated as x x si −( )* *
/  where xi  is the mean for laboratory i, and x*  and s*  are 

respectively the robust mean and standard deviation of the laboratory means xi  as calculated by, for example, 

Algorithm A (subclause 5.2) or the Q/Hampel method (subclauses 7.2 for s*  and 7.4 for x* ).

5.1.5	 The denominators in the h and k statistics are standard deviations that, according to the methods of 
calculating these statistics described in ISO 5725-2, are calculated from the data as reported. If outliers are 
present in the data then these will inflate the denominators and produce a distorted effect in the graphs of the 
statistics. For example, if, at one level of an experiment, one laboratory gives a cell average that is an outlier, 
and much more extreme than any other outlier at that level, then it will show up in a graph of h statistics as 
giving an exceptionally large h for that level. However, the h statistics for all the other laboratories for that 

4
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level will be small, even if some of these other laboratories give outliers. The use of the overall average in 
the calculation of the h statistics can give rise to a similar effect. The use of robust estimates of the standard 
deviations as the denominators in the h and k statistics, and of robust estimates of the overall averages in 
the calculation of the h statistics, avoids this distortion. It is therefore recommended that they are used for 
this purpose.

5.1.6	 The data from a precision experiment allow two types of statistic to be calculated:

a)	 cell averages, from which a standard deviation can be calculated that gives a measure of between-
laboratory variation;

b)	 standard deviations or ranges (or differences in a split-level design) within cells that are combined to 
give a measure of within-laboratory variation.

The robust methods described here do not replace these cell averages, standard deviations or ranges or 
differences, but provide alternative ways of combining them to obtain the statistics that are used to calculate 
the repeatability and reproducibility standard deviations.

5.1.7	 For example, with the data from one level of the uniform-level design considered in ISO 5725-2, the 
first stage of the analysis is to calculate the average and standard deviation of the measurement results in 
each cell. The cell averages are then used to calculate a standard deviation that is a measure of between-
laboratory variation. When the robust methods of this clause are used, this calculation is performed using 
‘Algorithm A’ and cell averages are not excluded from the calculation as a result of applying Grubbs’ test. 
Also in this design, the cell standard deviations are pooled to give an estimate of the repeatability standard 
deviation. With robust analysis, this is performed using ‘Algorithm S’ and cell standard deviations are 
not excluded as a result of applying Cochran’s test. With either approach (that described in ISO 5725-2 
or that described here), the two measures are then used to calculate estimates of the repeatability and 
reproducibility standard deviations in the same way.

5.1.8	 The robust methods that are included in this part of ISO 5725 were chosen because they can be 
applied to all the experimental designs given in parts 2, 3, and 4 of ISO 5725, and because the calculations 
they require are relatively simple. It should be noted, however, that they provide a means of combining, in a 
robust manner, cell averages, cell standard deviations and cell ranges. They do not combine individual test 
results in a robust manner, i.e. they start with the arithmetic cell averages and the cell standard deviations. 
There are robust methods that combine test results within cells in a robust manner, and they would be more 
complicated to apply in practice.

5.2	 Robust analysis: Algorithm A

5.2.1	 This algorithm yields robust values of the average and standard deviation of the data to which it is 
applied, and is applied to:

a)	 cell averages, in any design;

b)	 cell differences, in the split-level design.

5.2.2	 Denote the p items of data by:

x1, x2, ..., xi, ..., xp

Denote the robust average and robust standard deviation of these data by x* and s*.

5.2.3	 Calculate initial values for x* and s* as:

x x i pi
*

, , , ,= = …( )median of 1 2 	 (1)
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s x x i pi
* *

median of= × − = …( )1 483 1 2, , , , , 	 (2)

Note	 The factor of 1,483 is the inverse of the upper quartile for the standard normal distribution (1/0,674 5 = 
1,483) and is the ratio of the standard deviation to the median absolute deviation for a normal distribution.

5.2.4	 Update the values of x* and s* as follows.

Calculate:

φ = 1,5 s*	 (3)

For each xi value (i = 1, 2, ...,     p), calculate:

x

x x x

x x x

x
i

i

i

i

*

* *

* *

if

if

otherwise

=

− < −

+ > +










ϕ ϕ

ϕ ϕ 	 (4)

Calculate the new values of x* and s* from:

x x pii
p* *

/=
=∑ 1

	 (5)

s x x pii
p* * *

, /= −( ) −( )=∑1 134 1
2

1
	 (6)

Note	 The factor 1,134 is a correction factor calculated from the standard deviation for a standard normal 
distribution with values outside ±1 5,  treated as in Formula (4).

5.2.5	 The robust estimates x* and s* may be derived by an iterative calculation, i.e. by repeating the 
calculations in 5.2.4 several times, until the change in the estimates of x* and s* from one calculation to the 
next is small (for example, a change of less than 10-4 of the previous estimate of either x*  and s* ). This is a 
simple method to program on a computer.

Note	 It can be useful to check that the results of iterative methods do not change materially with a smaller 
convergence criterion.

5.2.6	 An alternative method that does not involve iteration and so may be easier to apply if the calculations 
are being done by hand, is derived by observing that Formulae (5) and (6) in 5.2.4 may be written:

x x u u s p u u*

U L

*

L U
= + −( ) − −( )′ 1 5, / 	 (7)

s p u u s p pu pu u u p*

L U L U L U( ) = − − −( )( ) −( ) − + −( ) −′
2

2 2 2
1 1 1 134 1 5 4/ / , , / uu u

L U
−( )  	 (8)

where

  uL is the number of data items xi for which xi < x* − φ;

  uU is the number of data items xi for which xi > x* + φ;

  x′ and s′ are the average and standard deviation of the p u uL U− −( )  data items xi for which x xi − ≤* ϕ

These may be used to calculate x* and s* directly if uL  and uU  are known. One approach is to try the various 
possibilities in a systematic order (i.e. try u

L
=0 , u

U
=0 ; then u

L
=0 , u

U
=1 ; then u

L
=1 , u

U
=0 ; then 

u
L

=1 , u
U

=1 ; and so on) until a valid solution is found in which the actual numbers of items of data more 
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