Draft for Public Comment

bsi.

BS| Group Headquarters Date: 14 March 2024
389 Chiswick High Road London W4 4AL Origin: European

Tel: +44 (0)20 8996 9000
Fax: +44 (0)20 8996 7400
www.bsigroup.com

Form 36

DPC: 24/30478225 DC

L atest date for receipt of comments: 13 May 2024 Project No. 2023/01780
Responsible committee: B/525/1 Actions (loadings) and basis of design

Interested committees:

Title: Draft BS EN 1990:2023/prA1 Eurocode. Basis of structural and geotechnical design. Part 1. New structures.

Please notify the secretary if you are aware of any keywords that might assist in classifying or identifying the standard or if the
content of this standard

i) has any issues related to 3rd party | PR, patent or copyright

ii)  affects other national standard(s)

iii)  requires additional national guidance or information

WARNING: THISISA DRAFT AND MUST NOT BE REGARDED ORUSED ASA BRITISH STANDARD. THISDRAFT
ISNOT CURRENT BEYOND 04 June 2024

This draft is issued to allow comments from interested parties; all comments will be given consideration prior to publication. No
acknowledgement will normally be sent. See overleaf for information on the submission of comments.

No copying is allowed, in any form, without prior written permission from BS| except as permitted under the Copyright, Designs
and Patent Act 1988 or for circulation within a nominating organization for briefing purposes. Electronic circulation is limited to
dissemination by e-mail within such an organization by committee members.

Further copies of this draft may be purchased from BSI Shop http://shop.bsigroup.com or from BSI Customer Services, Tel:
+44(0) 20 8996 9001 or email cservices@bsigroup.com. British, International and foreign standards are also available from BSI
Customer Services.

Information on the co-operating organizations represented on the committees referenced above may be obtained from https://
standardsdevel opment.bsigroup.cony.

Docurments
Responsible Committee Secretary: Ms Asky Desta (BSl) ]
Direct tel: 0208 996 7171 Document Sharing Hub
E-mail: asky.desta@bsigroup.com
Full document details: 24/30478225 DC


http://www.avadocuments.com/doc/24-30478225-dc
http://www.avadocuments.com/doc/24-30478225-dc

Introduction

This draft standard is based on national and international discussions. Y our comments on this draft are invited and will assist in
the preparation of the consegquent standard.

For international standards, comments will be reviewed by the relevant UK national committee before sending the consensus
UK vote and comments to the international committee, which will then decide appropriate action. If the international standard is
approved, it is usual for the text to be published as a British Standard.

For national standards, comments will be reviewed by the relevant UK national committee and the resulting standards published

as a British Standard.

UK Vote

Please indicate whether you consider the UK should submit a negative (with supporting technical reasons) or positive vote on
this draft. Pleaseindicate if you are aware of any reason why this draft standard should not be published as a British Standard.

Submission of Comments
- Annotated drafts are not acceptable and will beregjected.

- All comments should be submitted online at https.//standar dsdevelopment.bsigroup.com/. You will need to register in

order to comment.

Template for comments and secr etariat observations

Date; xx/xx/20xx

Document: 1SO/DIS xxxx

lan alternative cannot be supported
as serious problems have been
lencountered in its use in the UK.

1 2 ©) 4 5 (6) 7
MB | Clause No./ Subclause Paragraph/ Type of Commend (justification Proposed change by the MB Secretariat observations on
No./Annex (e.g. 3.1) Figure/Table/Note comment for change) by the MB each comment submitted
31 Definition 1 ed Definition is ambiguous and needs |Amend to read '...so that the mains
clarifying. connector to which no connection...’
6.4 Paragraph 2 te The use of the UV photometer as  [Delete reference to UV photometer.
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European foreword

This document (prEN 1990-1:2024) has been prepared by Technical Committee CEN/TC 250 “Structural
Eurocodes”, the secretariat of which is held by BSI. CEN/TC 250 is responsible for all Structural
Eurocodes and has been assigned responsibility for structural and geotechnical design matters by CEN.

This document is an amendment to EN 1990:2023 and is currently submitted to the Enquiry.
The following main changes to EN 1990:2023 is included in the amendment:
— inclusion of application rules for:
— towers, masts and chimneys (Clause A.3);
— silos and tanks (Clause A.4);
— structures supporting cranes or other machines (Clause A.5);
— coastal structures (Clause A.6);
— inclusion of combination factors for new categories for imposed loads.

The first generation of EN Eurocodes was published between 2002 and 2007. This document forms part
of the second generation of the Eurocodes, which have been prepared under Mandate M/515 issued to
CEN by the European Commission and the European Free Trade Association.

The Eurocodes have been drafted to be used in conjunction with relevant execution, material, product
and test standards, and to identify requirements for execution, materials, products and testing that are
relied upon by the Eurocodes.

The Eurocodes recognise the responsibility of each Member State and have safeguarded their right to
determine values related to regulatory safety matters at national level through the use of National An-
nexes.
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1 Modification to the title

Replace “Eurocode — Basis of structural and geotechnical design” with “Eurocode — Basis of structural
and geotechnical design — Part 1: New structures”.

2 Modifications to the Introduction

Replace subclause 0.2 with:
“0.2 Introduction to EN 1990
This document gives the principles and requirements for safety, serviceability, robustness, and durability

of new structures and existing structures that are common to all Eurocodes parts and are to be applied
when using them.

EN 1990 is subdivided in various parts:
EN 1990-1 Eurocode — Basis of structural and geotechnical design — Part 1: New structures;

EN 1990-2 Eurocode — Basis of structural and geotechnical design — Part 2: Assessment of existing
structures.”

Add a new subclause 0.3, then have the following subclauses automatically renumbered:
“0.3 Introduction to EN 1990-1
This document gives the principles and requirements for safety, serviceability, robustness, and durability

of new structures that are common to all Eurocodes parts and are to be applied when using them. This
part can also be applied for existing structures, with the additional provisions given in prEN 1990-2.”

In the new subclause 0.5, replace EN 1990 with EN 1990-1.

In the new subclause 0.5, replace the list “National choice is allowed in EN 1990-1 through notes to the
following” with the following:

4.1(4) 4.2(4) 4.3(1) 4.4(2)

4.7(1) 6.1.3.2(4) - 3 choices 6.1.3.2(6) 7.1.5(7)

8.3.2.1(4) 8.3.3.1(5) 8.3.3.6(1) 8.3.4.2(2) - 2 choices
A1.3(1) A1.4(1) A1.6.1(1) - 3 choices  A.1.6.3(1)

A.1.7(1) - 2 choices A.1.8.1(1) A.1.8.2.2(2) A.1.8.2.3(2)
A.1.8.3(1) A.1.8.3(3) A.1.8.3(4) A.1.8.4(2)

A.1.8.4(4) - 3 choices A.2.3(1) A2.4(1) A.2.7.1(1) - 3 choices
A.2.7.3.6(1) A.2.7.4.1(1) - 2 choices A.2.7.4.3(1) A.2.7.45(1)
A.2.7.4.6(1) - 2 choices  A.2.7.5.1(1) A.2.7.5.3(1) A.2.7.5.4(1) - 2 choices
A2.7.6.1(1) A2.7.6.4(1) A.2.7.10(5) - 2 choices A.2.7.10(9)

A.2.8(1) - 3 choices A.29.1(1) A.2.9.3.1(5) A.2.9.3.3(1)
A.2.9.3.3(3) A.2.9.3.3(4) A.2.9.4.1(1) - 2 choices A.2.9.4.2.1(3)
A29.4.2.2(4) A.2.9.4.2.2(5) A.2.9.4.2.3(1) A.29.4.2.3(2)
A.2.9.4.2.4(2) - 2 choices A.2.9.4.2.4(4) A.29.5(1) A.2.10(1)

A2.11.1(9) A.2.11.4.5(3) A2.11.4.7(1) A3.2(1)

4
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A.3.3(1) A.3.5.1(1) - 4 choices  A.3.5.3(1) A.3.6(1) - 2 choices
A3.7.1(3) A3.7.4(3) A4.2.1(1) A4.2.1(2)
A4.2.2(1) A4.2.2(2) A4.3.1(1) A4.3.1(3)
A4.3.2(1) A4.5.1.1(1) - 2 choices A.4.5.3(1) A.4.5.3(2)

A.4.6(3) - 2 choices A4.6(4) A5.3(2) A5.4(1)

A.5.5.3(6) A5.6.2(1) A5.6.2(2) A5.6.4(1)
A5.7.1(1) A5.7.1(6) A5.8(2) A.6.3(1)

A.6.4(1) A.6.6.1(1) - 3 choices  A.6.6.3(1) A.6.7(1) - 2 choices
B.2(1) B.4(2) B.5(1) B.6(1)

B.6(2) B.7(1) B.8(1) C.3.1(5)

C.3.4.2(3) D.4.1(1) E.4(4) G.2(1)

G.3.1(6) G.3.3.2(1) G.3.3.2(2) G.3.4(2)

G.3.4(3) G.6(2) G.7.1.2(2) G.7.1.3(2)
G.7.3.2(2) G.7.4.2(1) G.7.5.1(1) G.7.5.2(1) - 2 choices

3 Modifications to 1.1, Scope of prEN 1990-1

In the title of the Clause, replace EN 1990 with prEN 1990-1.
Add a new paragraph (2), then have the following subclauses automatically renumbered:

“(2) This document is also applicable for existing structures, with the additional provisions given in
prEN 1990-2.”

Replace the new paragraph (3) and (4) with:

“(3) This document is intended to be used in conjunction with the other Eurocodes for buildings and civil
engineering works, including temporary structures.

(4) This document describes the basis for structural and geotechnical verification according to the limit
state principle.”

Delete the old paragraph (5):
“(5) This document is also applicable for:

— structural assessment of existing structures;

— developing the design of repairs, improvements and alterations;
— assessing changes of use.

NOTE Additional or amended provisions can be necessary.”

Replace the paragraph (6) with:

“(6) This document is also applicable for structures where materials or actions outside the scope of EN
1991 (all parts) to EN 1999 (all parts) are involved.

NOTE In this case, additional or amended provisions can be necessary.”
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4 Modifications to 1.2, Assumptions

Replace subclause 1.2 with:

“(1) It is assumed that reasonable skill and care appropriate to the circumstances is exercised in the
design of new structure and assessment of existing structures, based on the knowledge and good practice
generally available at the time the structure is designed.

(2) It is assumed that the design and assessment of the structure is made by appropriately qualified and
experienced personnel.
(3) The design rules provided in the Eurocodes assume that:

— execution will be carried out by personnel having appropriate skill and experience;

— adequate control and supervision will be provided during design, assessment and execution of the
works, whether in factories, plants, or on site;

— construction materials and products for new structures or new structural members will be used in
accordance with the Eurocodes, in the relevant product and execution standards, and project
specifications;

— the structure will be adequately maintained;
— the structure will be used in accordance with the assumptions.

NOTE Guidance on management measures to satisfy the assumptions for design, assessment and verification
and execution is given in Annex B.”

5 Modifications to 3.1, Terms and definitions

Add the following new term 3.1.1.4, then have the former term 3.1.1.4 and the following terms automatically
renumbered:

“3.1.1.4
existing structure
any structure that physically (materially) exists”

Add the following new term 3.1.1.8, then have the former term 3.1.1.8 and the following terms automatically
renumbered:

“3.1.1.8

coastal structure

structure located in the coastal zone, opposing wave attacks or protecting against erosion, exposed to
actions arising from environmental sea conditions, specifically waves, water-levels and currents and
where those actions are likely to be the dominant action(s) affecting the load case of the structure

EXAMPLE Examples of coastal structures are:

— cylindrical structures, fixed decks, fluid conduits, e.g. slender structures such as single piles, pile arrays,
inclined or horizontal structural members, sea outfalls;

— mound breakwaters, e.g. rubble mound breakwaters armoured with one or more layers of rock or concrete
units;

— vertical faced breakwaters, e.g. caisson type breakwaters either surrounded by water or protecting land
(reclaimed or not);
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— composite breakwaters, e.g. combined rubble mound and vertical breakwaters;

— coastal embankments, e.g. sloping revetments protecting land, armoured with one or more layers of rock,
concrete units or blocks;

— floating structures, such as pontoons, access platforms, moored barges.

Note 1 to entry: Port structures (piers, jetties, quaywalls, marine terminals, etc.) in sheltered marine areas are not
considered as coastal structures. Port structures where wave or current actions are dominant actions are
considered as coastal structures.”

Replace the title of subclause 3.1.2 with:
“3.1.2 Terms relating to design and assessment”
Replace the term 3.1.2.2 with:

“3.1.2.2

design situation

physical conditions expected to occur during a certain time period for which it is to be demonstrated,
with sufficient reliability, that relevant limit states are not exceeded

Note 1 to entry: Design situations can also apply to situations for assessment of existing structures.”

Replace the term 3.1.2.24 with:

“3.1.2.24

structural reliability

ability of a structure or a structural member to fulfil the specified requirements during the service life for
which it has been designed

Note 1 to entry: Reliability covers safety, serviceability and durability of a structure.

Note 2 to entry: For existing structures the ability to fulfil the requirements during the remaining service life will
be relevant.”

Add the following new terms 3.1.2.25 and 3.1.2.26, then have the former terms 3.1.2.25 and 3.1.2.26 and the
following terms automatically renumbered:

“3.1.2.25
assessment of an existing structure
verification of the reliability of an existing structure

3.1.2.26
structural performance
quantitative indicator of structural behaviour

EXAMPLE Indicators can be structural safety, serviceability, durability or robustness.”

Add the following new term 3.1.2.28, then have the former term 3.1.2.28 and the following terms
automatically renumbered:

“3.1.2.28

risk

expected value of the magnitude of the consequences of failure, i.e. the sum of the products of the
magnitude of possible consequences of a failure event and the corresponding probability”

Add the following new term 3.1.4.1; then have the former term 3.1.4.1 and the following terms automatically
renumbered:
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“3.1.4.1
material property
physical or chemical attribute of a construction material”

Replace the term 3.1.4.4 with:

“3.1.4.4

design value of a material or product property

Xq

value obtained by dividing the representative value of a material or product property by a partial material
factor

Note 1 to entry: In special circumstances, the value may be obtained by direct determination.
Note 2 to entry: For specific rules, see the other Eurocodes.”

Add the following new subclauses 3.1.8 and 3.1.9:

“3.1.8 Terms relating to silos and tanks

3.1.8.1
silo
single containment structure used to store particulate solids (also known as a bunker, bin or silo cell)

Note 1 to entry: This term also refers to a single cell in a silo battery.

3.1.8.2

silo battery

group of containment structures closely linked, permitting many different types of similar solids to be
stored separately

Note 1 to entry: In some languages the term “silo” is also used to mean a silo battery.

3.1.8.3
process silo
silo thatis regularly filled and partially or fully discharged throughout each year (more than 50 times per

year)

3.1.84
storage silo
silo with an inflow and/or partial discharge less than 50 times per year

Note 1 to entry: See 4.2.

3.1.8.5

silo discharge load

the pressures acting on the walls of a silo during the discharge process, assuming that the silo is still in
its full condition, but that the flow pattern of the discharge has been fully developed or during
simultaneous filling and discharge

3.1.8.6
silo filling load
the pressures acting on the walls of a silo during the filling process and during storage in the full condition
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3.1.8.7
tank
containment structure used to store liquids and/or gasses

3.1.8.8

tank load

the condition of a tank filled to the specified maximum level of liquid and with internal pressure from the
liquid and pressure or suction from contained gas, vapour or air above the liquid surface

3.1.9 Terms relating to structures supporting cranes or other machines

3.1.9.1

machine

assembly, fitted with or intended to be fitted with a drive system consisting of linked parts or
components, at least one of which moves, and which are joined together for a specific application

Note 1 to entry: The design of machines is outside the scope of the Eurocodes, since machines are covered by
Machinery Directive.

3.1.9.2

crane

machine intended for the hoisting and moving in space of a load suspended by means of a hook or other
load-handling device

Note 1 to entry: For crane design, see EN 13001.
Note 2 to entry: When the term “machine” is used, it refers to machines other than cranes.

3.1.9.3
structure supporting cranes or machines
civil engineering structure or structural part that is exposed to crane or machine induced actions

3.1.94
parts of the crane
all fixed and movable elements permanently assembled to form the crane itself

EXAMPLE The main crane structure, the hoist medium(s), and the fixed load lifting attachments.
Note 1 to entry: Elements not easily detachable from the crane are part of the crane.

3.1.9.5
hoist
load-lifting and/or load-lowering mechanism

[SOURCE: prEN 1991-3:2024, 3.1.2.1]
3.1.9.6
trolley

assembly designed to traverse the suspended load

[SOURCE: prEN 1991-3:2024, 3.1.2.2]
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3.1.9.7

main structure of crane

major structural part of the crane, including if exist counterweight(s), trolley, if present, mechanical and
electrical equipment

[SOURCE: prEN 1991-3:2024, 3.1.2.3]

3.1.9.8

hoist medium

wire rope(s), chain(s) or any other equipment hanging down from the crane used to lift and lower loads
suspended from the lower end(s) of the hoist medium(s)

Note 1 to entry: Hoist mediums are part of the crane.
[SOURCE: prEN 1991-3:2024, 3.1.2.4]

3.1.9.9

fixed load-lifting attachment

any equipment, from which the net load can be suspended and which is permanently fastened to the
lower end(s) of the hoist medium(s)

Note 1 to entry: Fixed load-lifting attachments are part of the crane.
[SOURCE: prEN 1991-3:2024, 3.1.2.5]

3.1.9.10

non-fixed load-lifting attachment

any equipment which connects the payload with the crane and which is neither part of the crane nor the
payload

Note 1 to entry: Non-fixed load-lifting attachments are easily detachable from the crane and from the payload.
[SOURCE: prEN 1991-3:2024, 3.1.2.6]

3.1.9.11

payload

load which is lifted by the crane and suspended from the non-fixed load-lifting attachment(s) or, if such

an attachment is not used, directly from the fixed load-lifting attachments

Note 1 to entry: If cranes are used for lifting gates at hydro-power stations or for lifting the load from water, the
payload may also include forces due to waterflow suction or water adhering by suction.

[SOURCE: prEN 1991-3:2024, 3.1.2.7]

3.1.9.12

net load

load, which is lifted by the crane and suspended from the fixed load-lifting attachment(s)

Note 1 to entry: Netload contains the payload and the non-fixed load-lifting attachment(s).

[SOURCE: prEN 1991-3:2024, 3.1.2.8]
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3.1.9.13

rated capacity

maximum net load that the crane is designed to lift for a given crane configuration and load location
during normal operation

3.1.9.14
skewing
deviation from free-rolling, natural travelling or traversing direction.

[SOURCE: prEN 1991-3:2024, 3.1.2.10]

3.1.9.15
normal service conditions
all operations of a crane or machine that occur if the crane or machine is used for its intended purpose

3.1.9.16

working cycle

sequence of movements which commences when the crane is ready to hoist the payload, and ends when
the crane is ready to hoist the next payload”

6 Modifications to 3.2, Symbols and abbreviations

Add the following new symbols in the relevant subclause to 3.2:

«

Arefx  Appropriate reference area
Ffat_eq Fatigue damage equivalent action

Gmain  Self-weight of main structure of a crane

Ggus Self-weight of suspended parts of a crane

LDi Limited displacement

SDi Severe displacement

YQL Partial factor for variable liquid loads

YoV Partial factor for variable gas or vapour pressure
P Importance factor

Replace the definitions of the following symbols:

“

F,x  Characteristic wind force
Gexp Shear modulus determined by testing

QLk  Characteristic horizontal force resulting from acceleration and braking

Documents
Document SharinﬁlHub

Full document details: 24/30478225 DC


http://www.avadocuments.com/doc/24-30478225-dc
http://www.avadocuments.com/doc/24-30478225-dc

prEN 1990-1:2024 (E)

Rename the following symbols:

d is renamed d

execution exe

@ is renamed ®()

Pgyy is renamed @

Delete the symbol q .

7 Modifications to 6.1.2.1, General

In the paragraph (1), delete Note 1, then unnumber the following note:

“NOTE 1 Representative values are not defined for accidental and seismic actions, nor for bearing forces.”

8 Modifications to 6.2, Material and product properties

Replace the paragraph (4) with:

“(4) Material properties should be determined from standard tests performed under specified conditions
that provide reliable and accurate values at a sufficient confidence level.

NOTE1 Reliable and accurate material and product properties are needed to achieve the level of structural
reliability specified in the Eurocodes.

NOTE 2  Standard tests and conditions used to ensure reliable and accurate material and product properties are
typically given in material and product standards referenced in the relevant Eurocode. Where no suitable standard
exists, the Eurocodes can include provisions on determining material and product properties required for design.

NOTE 3  For the determination of material and product properties from test results, see also Annex D.”

In the paragraph (6), add a new note in the end:

“NOTE For geotechnical structures, best estimate values can also be used. See EN 1997 (all parts).”

Replace the paragraph (7) with:

“(7) When material or product properties are not specified in the Eurocodes, or when nominal values are
selected, their values should be chosen and specified in the design to achieve a level of structural
reliability no less than that in the Eurocodes.

NOTE For guidance on structural reliability, see Annex C.”

9 Modifications to 8.3.3.8, Partial factors

Delete the footnote:
“The Clauses A.3, A.4, A.5 and A.6 will be published in subsequent amendments.”

10 Modifications to A.1.2, Scope and field of application

Replace the paragraphs (1), (2) and (3) with the following:

“(1) This Clause A.1 applies to the verification by the partial factor method of buildings and associated
geotechnical structures.

(2) This Clause A.1 applies to the verification by the partial factor method of geotechnical structures not
covered by Clauses A.2 to A.6.
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(3) This Clause A.1 may also be applied to the verification by the partial factor method of structures not
covered by Clauses A.2 to A.6.

NOTE In this case, additional or amended provisions can be necessary.”

11 Modifications to A.1.6.2, Serviceability limit states (SLS)

In Table A.1.6 “Combinations of actions for serviceability limit states”, replace footnote a with the following:

‘a  The characteristic value of prestressing Py can be an upper, lower, or a single characteristic value. Guidance is
given in the other Eurocodes.”
Replace Table A.1.7 (NDP) “Combination factors for buildings” with the following:

«

Action Yo 21 L)
Imposed loads in buildings (see EN 1991-1-1):
Category A: areas for domestic and residential activities 0,7 0,5 0,3
Category B: public areas (not susceptible to crowding) 0,7 0,5 0,3
Category C: public areas where people can congregate 0,7 0,7 0,6
Category D: shopping areas 0,7 0,7 0,6
Category E: areas for archive, storage and industrial use 1,0 0,9 0,8

Category F and G: garages and vehicle traffic areas

— vehicle weight < 30- kN 0.7 0,7 0.6
— 30 I?N < ve?ncle weight < 160 kN 0,7 05 03
— vehicle weight > 160 kN 07 05 0,3
Category H: roofs not accessible except for normal maintenance and 05 0 0
repair '
Cate [: roof: ible with
gory I: roofs acc?sm e with occupancy 05 03 0.2
— roofs for categories A, B, G1 and G2 0.5 05 0.4
— roofs for categories C, D and F ’ ’ ’
1,0 0,9 0,8
— roof for category E
. : : 0,5 0,3 0
Category K: roofs accessible for special services
Category S: stairs and landings 0.7 05 03
— stairs and landings to areas belonging to category A1 and B1 0'7 0'7 0,6

— stairs and landings for tribunes without fixed seats that are defined

as escape ways

— other stairs and landings 07 105/03 | 03/0

Category T: terraces and balconies 0,7 0.7 0,7
Construction actions (see EN 1991-1-6)P 0,8 0,5 0,3
Snow loads on buildings (see EN 1991-1-3):
— Finland, Iceland, Norway, Sweden; 0,7 0,5 0,2
— remainder of CEN Member States, for sites located at altitude H > 1
0,7 0,5 0,2
000 m a.s.l;
— remainder of CEN Member States, for sites located at altitude H< 1
0,5 0,2 0
000 m a.s.l.
Documents

Document Sharinﬂ;Hub

Full document details: 24/30478225 DC


http://www.avadocuments.com/doc/24-30478225-dc
http://www.avadocuments.com/doc/24-30478225-dc

prEN 1990-1:2024 (E)

Action Yo Yy )
Wind actions on buildings (see EN 1991-1-4) 0,6 0,2 0
Temperature (non-fire) in buildings (see EN 1991-1-5) 0,6 0,5 0
Icing (see EN 1991-1-9) 0,5 0,2 0

Water actions? (see 6.1.3.2) - - -
Waves and currents (see EN 1991-1-8)

a2 The combination value for water actions can be based on a 10 % probability that it is exceeded during a
one-year reference period.

In general, the relevant combinations of actions for serviceability limit states during execution are the
characteristic combination and the quasi-permanent combination.

12 Modifications to A.1.7, Partial factors for ultimate limit states (ULS)

In the paragraph (1), replace NOTE 1 with:

“NOTE 1 Values of the partial factors yg and yg for new, existing and rehabilitated structures are given in Table

A.1.8 (NDP) for persistent and transient (fundamental) design situations, unless the National Annex gives different
values.”

13 Modifications to A.2.2, Scope and field of application

Replace the paragraph (1) with the following:
“(1) This Clause A.2 applies to road bridges, footbridges and railway bridges.

NOTE1  This Clause A.2 provides the specific application of the general rules in Clauses 1 to 8 for these structures.

NOTE2  Guidance on additional design measures to enhance structural robustness for bridges is given in
Annex E.”

14 Modifications to A.2.7.1, Ultimate limit states (ULS)

In the paragraph (1), replace Note 6 with the following:

“NOTE 6 The characteristic value of prestressing P, can be an upper, lower, or single characteristic value, as
specified in the other Eurocodes.”

15 Modifications to A.2.7.2, Serviceability limit states (SLS)

In the paragraph (1), replace the Note with the following:

“NOTE The characteristic value of prestressing P, can be an upper, lower, or a single characteristic value, as
specified in the other Eurocodes.”

16 Modifications to A.2.7.6.3, Combinations of wind and traffic

Replace the paragraph (5) with the following:

“(5) If a structural member is not directly exposed to wind, the action due to aerodynamic effects should
be determined for train speeds enhanced by the speed of the wind.

NOTE This can apply when wind acts in the line of the train but in the opposite direction.”
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