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Introduction
This draft standard is based on national and international discussions. Your comments on this draft are invited and will assist in
the preparation of the consequent standard.

For international standards, comments will be reviewed by the relevant UK national committee before sending the consensus
UK vote and comments to the international committee, which will then decide appropriate action. If the international standard is
approved, it is usual for the text to be published as a British Standard.

For national standards, comments will be reviewed by the relevant UK national committee and the resulting standards published
as a British Standard.

UK Vote
Please indicate whether you consider the UK should submit a negative (with supporting technical reasons) or positive vote on
this draft. Please indicate if you are aware of any reason why this draft standard should not be published as a British Standard.

Submission of Comments
- Annotated drafts are not acceptable and will be rejected.

- All comments should be submitted online at https://standardsdevelopment.bsigroup.com/. You will need to register in
order to comment.

Template for comments and secretariat observations Date: xx/xx/20xx Document: ISO/DIS xxxx

1 2 (3) 4 5 (6) 7

MB Clause No./ Subclause
No./Annex (e.g. 3.1)

Paragraph/
Figure/Table/Note

Type of
comment

Commend (justification
for change) by the MB

Proposed change by the MB Secretariat observations on
each comment submitted

3.1 Definition 1 ed Definition is ambiguous and needs
clarifying.

Amend to read '...so that the mains
connector to which no connection...'

6.4 Paragraph 2 te The use of the UV photometer as
an alternative cannot be supported
as serious problems have been
encountered in its use in the UK.

Delete reference to UV photometer.
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European foreword 

This document (prEN 16072:2024) has been prepared by Technical Committee CEN/TC 278 “Intelligent 
transport systems”, the secretariat of which is held by NEN. 

This document is currently submitted to the CEN Enquiry. 

This document will supersede EN 16072:2022. 

This document has been prepared under a Standardization Request given to CEN by the European 
Commission and the European Free Trade Association. 

In comparison to the EN 16072:2022, following revisions have been introduced: 

— updated Clauses 2, 4, 5, 9 and Bibliography 

— corrected parts of Subclauses 7.17.2 and 7.17.3 

— updated Subclauses 6.1.1, 6.1.5, 7.3.1, 7.3.2, 7.7.2, 7.11, 7.12.2, 7.12.3.3, 7.12.5, 7.13.1, 7.17.3, 8.5, 10.1, 
10.3, 10.4 and 10.5 

— Added clarification or reworded text to improve readability 

Any feedback and questions on this document should be directed to the users’ national standards body. 
A complete listing of these bodies can be found on the CEN website. 
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Introduction 

The scale of death and injury on roads in Europe needs to be fully comprehended to understand the need 
for 'Emergency Call' (eCall). In 2008 there were 38 900 fatalities in EU-27. The figure for 2009 is around 
34 500 fatalities. The trend 2001 to 2008 is around 5 % reduction annually. Road accident injuries are in 
the region of 1,7 million (2008). Roads remain unsafe and further efforts are needed. The pan-European 
in-vehicle emergency call, eCall, is estimated to have the potential to save up to 2 500 fatalities annually 
in the EU when fully deployed and furthermore to reduce the severity of injuries, to bring significant 
savings to the society in and to reduce human suffering. 

Emergency calls made from vehicles or mobile telephones using wireless technologies can assist with the 
objectives of significantly reducing road deaths and injuries, but drivers often have poor (imprecise) 
location- awareness, especially on interurban roads or abroad. Additionally, in many situations, the car 
occupants may not be in a position to call using a normal mobile phone. 

The situation is worse for those travelling abroad: A high (and increasing) number of vehicles travelling 
outside their home country is thus also contributing to the need for automated emergency call system in 
vehicles. In EU there are over 100 million trips to another EU country per year (EU-15). 65 % people feel 
less protected while abroad and most do not know which number to call in an emergency (in some 
countries over 60 %). Language problems are pertinent and may render proper communication difficult. 
Yet, in the most crucial cases, the victim(s) may not be able to call because they have been 
injured/trapped, do not know the local number to call and in many cases, particularly in rural situations 
and late at night, there may be no witnesses, who happen to have a mobile phone and a sense of 
community. 

eCall, in the context of 'Road Traffic and Transport Telematics' (otherwise known as 'Intelligent 
Transport Systems' or 'ITS'), can be described as an 'automatic or user instigated system to provide 
notification to Public Safety Answering Points (PSAP), by means of wireless communications, that a 
vehicle has crashed, and to provide coordinates, a defined Minimum Set of Data, and where possible a 
voice link to the PSAP'. 

The objective of implementing the pan-European in-vehicle emergency call system (eCall) is to automate 
the notification of a traffic accident, wherever in the European Union and associated countries, with the 
same technical standards and the same quality of services objectives of other emergency (TS12 or IMS 
equivalent) services. 

Definition of the Minimum Set of Data, the communications media and means of transferring the data are 
not specified in this document. 

This document specifies the generic operational requirements for the provision of an eCall service. The 
practical provision and operation of eCall service and equipment is dependent on the communications 
medium being available throughout the lifetime of equipment installed in vehicles. 
NOTE The term PSAP, which is most widely used in the eCall documentation, European Commission 
documents etc., equates to the term emergency call response centre. 

The European Committee for Standardization (CEN) draws attention to the fact that it is claimed that 
compliance with this document may involve the use of patents concerning eCall given in this document. 

The patents held may refer to the implementation of eCall in general using the network access device 
referenced (but not defined) in this document, but do not specifically directly refer to any of the 
application specification clauses defined herein. 

CEN takes no position concerning the evidence, validity and scope of these patent rights. 

The holder of these patent rights has ensured to CEN that he/she is willing to negotiate licenses under 
reasonable and non-discriminatory terms and conditions with applicants throughout the world. In this 
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respect, the statement of the holders of these patent rights are registered with CEN. Information may be 
obtained from: 

Mr. Thomas R. Rouse 

VP QTL Patent Counsel QUALCOMM Incorporated 

5775 Morehouse Drive 

San Diego, California 92121 

Phone: +1-858-587-1121 

Fax: +1-858-658-2503 

Email: trouse@qualcomm.com 

URL: www.qualcomm.com 

Mr. Thomas W. Davis Jr. General Council AIRBIQUITY Incorporated 

1011 Western Avenue, Suite 600 

Seattle, Washington 98104 

USA 

Phone: +1.206.219.2700 

Fax: +1.206.842.9259 

Toll-Free: +1.888.334.7741 

Email: tdavis@airbiquity.com 

URL: www.airbiquity.com 

Attention is drawn to the possibility that some of the elements of this document may be the subject of 
patent rights other than those identified above. CEN shall not be held responsible for identifying any or 
all such patent rights. 
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1 Scope 

The objective of implementing the pan-European in-vehicle emergency call system (eCall) is to automate 
the notification of a traffic accident, wherever in Europe, with the same technical standards and the same 
quality of services objectives by using 'Public Land Mobile Networks'(PLMN), which supports the 
European pre-assigned emergency destination address (see normative references) and to provide a 
means of manually triggering the notification of an incident. 

This document specifies the general operating requirements and intrinsic procedures for in-vehicle 
emergency call (eCall) services in order to transfer an emergency message from a vehicle to a Public 
Safety Answering Point (PSAP) in the event of a crash or emergency, via an eCall communication session 
and to establish a voice channel between the in-vehicle equipment and the PSAP. 

Private third party in-vehicle emergency supporting services may also provide a similar eCall function by 
other means. The provision of such services are defined in EN 16102, and are outside the scope of this 
document. 

The communications protocols and methods for the transmission of the MSD are not specified in this 
document. 

This document specifies the operating requirements for an eCall service. An important part of the eCall 
service is a Minimum Set of Data (MSD). The operating requirements for the MSD are determined in this 
document, but the form and data content of the MSD is not defined herein. A common European MSD is 
determined in EN 15722. 

This document does not specify whether eCall is provided using embedded equipment or other means 
(for example in the case of aftermarket equipment). 

2 Normative references 

The following documents are referred to in the text in such a way that some or all of their content 
constitutes requirements of this document. For dated references, only the edition cited applies. For 
undated references, the latest edition of the referenced document (including any amendments) applies. 

EN 15722:2020, Intelligent transport systems - ESafety - ECall minimum set of data 

EN 16062, Intelligent transport systems - ESafety - eCall high level application requirements (HLAP) using 
GSM/UMTS circuit switched networks 

EN 16454, Intelligent transport systems - ESafety - ECall end to end conformance testing 

EN 17184, Intelligent transport systems - eSafety - eCall High level application Protocols (HLAP) using IMS 
packet switched networks 

EN 17240, Intelligent transport systems - ESafety - ECall end to end conformance testing for IMS packet 
switched based systems 

prEN 18052, Intelligent transport systems — ESafety — ECall end to end conformance testing for eCall 
HLAP in hybrid circuit switched/packet switched network environments 

EN ISO 24978, Intelligent transport systems - ITS Safety and emergency messages using any available 
wireless media - Data registry procedures (ISO 24978) 

IETF RFC 8147, Next-Generation Pan-European eCall 
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ETSI TS 133 203, Digital cellular telecommunications system (Phase 2+) (GSM); Universal Mobile 
Telecommunications System (UMTS); LTE; 3G security; Access security for IP-based services 
(3GPP TS 33.203) [Release 14 or later] 

 

3 Terms and definitions 

For the purposes of this document, the following terms and definitions apply. 

ISO and IEC maintain terminological databases for use in standardization at the following addresses: 

— IEC Electropedia: available at https://www.electropedia.org/ 

— ISO Online browsing platform: available at https://www.iso.org/obp 

3.1 
112 
single European emergency call number supporting Teleservice 12 

3.2 
E112 
emergency communications service using the single European emergency call number, 112, which is 
enhanced with location information of the calling user 

3.3 
association 
data concept; structural relationship 

3.4 
cellular network 
wireless communications network consisting of multiple adjacent access points (cells) with the capability 
of homogeneous transfer of a communications session instance to an adjacent cell without significant 
interruption to the session 

3.5 
data 
representations of static or dynamic objects in a formalized manner suitable for communication, 
interpretation, or processing by humans or by machines 

3.6 
data concept 
any of a group of data structures (i.e., object class, property, value domain, data elements, message, 
interface dialogue, association) referring to abstractions or things in the natural world that can be 
identified with explicit boundaries and meaning and whose properties and behaviour all follow the same 
rules 

3.7 
data element 
single unit of information of interest (such as a fact, proposition, observation, etc.) about some (entity) 
class of interest (e.g. a person, place, process, property, concept, association, state, event) considered to 
be indivisible in a particular context 
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