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Introduction
This draft standard is based on national and international discussions. Your comments on this draft are invited and will assist in
the preparation of the consequent standard.

For international standards, comments will be reviewed by the relevant UK national committee before sending the consensus
UK vote and comments to the international committee, which will then decide appropriate action. If the international standard is
approved, it is usual for the text to be published as a British Standard.

For national standards, comments will be reviewed by the relevant UK national committee and the resulting standards published
as a British Standard.

UK Vote
Please indicate whether you consider the UK should submit a negative (with supporting technical reasons) or positive vote on
this draft. Please indicate if you are aware of any reason why this draft standard should not be published as a British Standard.

Submission of Comments
- Annotated drafts are not acceptable and will be rejected.

- All comments should be submitted online at https://standardsdevelopment.bsigroup.com/. You will need to register in
order to comment.

Template for comments and secretariat observations Date: xx/xx/20xx Document: ISO/DIS xxxx

1 2 (3) 4 5 (6) 7

MB Clause No./ Subclause
No./Annex (e.g. 3.1)

Paragraph/
Figure/Table/Note

Type of
comment

Commend (justification
for change) by the MB

Proposed change by the MB Secretariat observations on
each comment submitted

3.1 Definition 1 ed Definition is ambiguous and needs
clarifying.

Amend to read '...so that the mains
connector to which no connection...'

6.4 Paragraph 2 te The use of the UV photometer as
an alternative cannot be supported
as serious problems have been
encountered in its use in the UK.

Delete reference to UV photometer.
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Foreword

ISO (the International Organization for Standardization) is a worldwide federation of national standards 
bodies (ISO member bodies). The work of preparing International Standards is normally carried out through 
ISO technical committees. Each member body interested in a subject for which a technical committee 
has been established has the right to be represented on that committee. International organizations, 
governmental and non-governmental, in liaison with ISO, also take part in the work. ISO collaborates closely 
with the International Electrotechnical Commission (IEC) on all matters of electrotechnical standardization.

The procedures used to develop this document and those intended for its further maintenance are described 
in the ISO/IEC Directives, Part 1. In particular, the different approval criteria needed for the different types 
of ISO documents should be noted. This document was drafted in accordance with the editorial rules of the 
ISO/IEC Directives, Part 2 (see www.iso.org/directives).

ISO draws attention to the possibility that the implementation of this document may involve the use of (a) 
patent(s). ISO takes no position concerning the evidence, validity or applicability of any claimed patent 
rights in respect thereof. As of the date of publication of this document, ISO had not received notice of (a) 
patent(s) which may be required to implement this document. However, implementers are cautioned that 
this may not represent the latest information, which may be obtained from the patent database available at 
www.iso.org/patents. ISO shall not be held responsible for identifying any or all such patent rights.

Any trade name used in this document is information given for the convenience of users and does not 
constitute an endorsement.

For an explanation of the voluntary nature of standards, the meaning of ISO specific terms and expressions 
related to conformity assessment, as well as information about ISO's adherence to the World Trade 
Organization (WTO) principles in the Technical Barriers to Trade (TBT), see www.iso.org/iso/foreword.html.

This document was prepared by Technical Committee ISO/TC 138, Plastics pipes, fittings and valves for the 
transport of fluids, Subcommittee SC 7, Valves and auxiliary equipment of plastics materials, in collaboration 
with the European Committee for Standardization (CEN) Technical Committee CEN/TC 155, Plastics piping 
systems and ducting systems, in accordance with the Agreement on technical cooperation between ISO and 
CEN (Vienna Agreement).

This third edition cancels and replaces the second edition (ISO 16486-4:2022), which has been technically 
revised.

The main changes are as follows:

—	 The revision of this System Standard has been carried to add reference to information related to the 
suitability of PA-U piping systems for 100 % hydrogen and its admixtures with natural gas;

—	 Bibliography is extended with additional references.

A list of all parts in the ISO 16486 series can be found on the ISO website.

Any feedback or questions on this document should be directed to the user’s national standards body. A 
complete listing of these bodies can be found at www.iso.org/members.html.
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Introduction

This document specifies the requirements for valves used in a piping system made from unplasticized 
polyamide (PA-U) that is intended to be used for the supply of gaseous fuels.

General requirements for unplasticized polyamide (PA-U) materials used for a piping system and its 
components, intended for the supply of gaseous fuels, are specified in ISO 16486-1.

Requirements and test methods for pipes are specified in ISO 16486-2 and for fittings in ISO 16486-3.

Characteristics for fitness for purpose of the system and generic fusion parameters are specified in 
ISO 16486-5.

Recommended practice for installation is given in ISO 16486-6, which will not be implemented as a European 
Standard under the Vienna Agreement.

NOTE	 Recommended practice for installation is also given in CEN/TS  12007-6[2],which has been prepared by 
Technical Committee CEN/TC 234, Gas infrastructure.

Assessment of conformity of the system is given in ISO/TS 16486-7.

Training and assessment of fusion operators is covered by ISO/TS 16486-8[11].

NOTE	 For CEN member countries, the recommended practice for installation is given in CEN/TS 12007-6[2] and 
the qualification of welders is given by EN 13067[12].

ISO 16486-1, ISO 16486-2, ISO 16486-3, ISO 16486-5 and ISO 16486-6 as well as ISO/TS 16486-7[1] and 
ISO/TS 16486-8[11] have been prepared by ISO/TC138/SC4. ISO 16486-4 (this document) has been prepared 
by ISO/TC138/SC 7.

For CEN member countries, all components are to conform to the relevant EN standard(s). Alternative 
standards may be applied in cases where the suitable EN standard(s) do not exist.

The ISO 16486 series covers a range of maximum operating pressures and gives requirements concerning 
colours.

It is the responsibility of the purchaser or specifier to make the appropriate selections from these aspects, 
taking into consideration their particular requirements and any relevant national regulations and 
installation practices or codes.
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Plastics piping systems for the supply of gaseous fuels — 
Unplasticized polyamide (PA-U) piping systems with fusion 
jointing and mechanical jointing —

Part 4: 
Valves

1	 Scope

This document specifies the characteristics of valves made from unplasticized polyamide (PA-U) in 
accordance with ISO 16486-1, intended to be buried and used for the supply of gaseous fuels.

NOTE	 Additional information about the suitability for 100 % hydrogen and its admixtures with natural gas is 
given by informative Annex C Continuous liquid hydrocarbon exposure from transported fluid or soil contamination and 
by informative Annex D Permeation of different gases of ISO 16486-1:2023.

It is applicable to isolating unidirectional and bi-directional valves with spigot ends or electrofusion sockets 
intended to be fused with PA-U pipes or fittings conforming to ISO 16486-2 and ISO 16486-3 respectively.

Valves made from material other than unplasticized polyamide designed for the supply of gaseous fuels 
conforming to the relevant standards are permitted to be used in PA-U piping systems according to the 
ISO 16486 series provided they have relevant PA-U connections for butt fusion or electrofusion ends (see 
ISO 16486-3). The component, i.e. the complete valve, is required to fulfil the requirements of this document.

This document also specifies the test parameters for the test methods it describes.

In conjunction with ISO 16486-1, ISO 16486-2, ISO 16486-3 and ISO 16486-5, this document is applicable to 
PA-U valves and their joints and to joints with components of PA-U and other materials intended to be used 
under the following conditions:

a)	 a maximum operating pressure (MOP) of up to and including 18 bar1), or limited to 16 bar under regional 
CEN requirements, at a reference temperature of 20 °C for design purposes;

NOTE 1	 For the purpose of this document and the references to ISO 8233, MOP is considered to be nominal 
pressure.

b)	 an operating temperature of −20 °C to 40 °C;

NOTE 2	 For operating temperatures between 20 °C and 40 °C, derating coefficients are specified in ISO 16486-5.

This document covers valves for pipes with a nominal outside diameter, dn, ≤ 400 mm.

2	 Normative references

The following documents are referred to in the text in such a way that some or all of their content constitutes 
requirements of this document. For dated references, only the edition cited applies. For undated references, 
the latest edition of the referenced document (including any amendments) applies.

ISO 291, Plastics — Standard atmospheres for conditioning and testing

ISO 307, Plastics — Polyamides — Determination of viscosity number

1)	  1 bar = 0,1 MPa = 105 Pa; 1 MPa = 1 N/mm².

1
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