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Introduction

This draft standard is based on national and international discussions. Y our comments on this draft are invited and will assist in
the preparation of the consegquent standard.

For international standards, comments will be reviewed by the relevant UK national committee before sending the consensus
UK vote and comments to the international committee, which will then decide appropriate action. If the international standard is
approved, it is usual for the text to be published as a British Standard.

For national standards, comments will be reviewed by the relevant UK national committee and the resulting standards published

as a British Standard.

UK Vote

Please indicate whether you consider the UK should submit a negative (with supporting technical reasons) or positive vote on
this draft. Pleaseindicate if you are aware of any reason why this draft standard should not be published as a British Standard.

Submission of Comments
- Annotated drafts are not acceptable and will beregjected.

- All comments should be submitted online at https.//standar dsdevelopment.bsigroup.com/. You will need to register in

order to comment.

Template for comments and secr etariat observations

Date; xx/xx/20xx

Document: 1SO/DIS xxxx

lan alternative cannot be supported
as serious problems have been
lencountered in its use in the UK.

1 2 ©) 4 5 (6) 7
MB | Clause No./ Subclause Paragraph/ Type of Commend (justification Proposed change by the MB Secretariat observations on
No./Annex (e.g. 3.1) Figure/Table/Note comment for change) by the MB each comment submitted
31 Definition 1 ed Definition is ambiguous and needs |Amend to read '...so that the mains
clarifying. connector to which no connection...’
6.4 Paragraph 2 te The use of the UV photometer as  [Delete reference to UV photometer.
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European foreword

This document (prEN 1647:2024) has been prepared by Technical Committee CEN/TC 245 “Leisure
accommodation vehicles”, the secretariat of which is held by AFNOR.

This document is currently submitted to the CEN Enquiry.
This document will supersede EN 1647:2018+A1:2021.

prEN 1647:2024 includes the following significant technical changes with respect to
EN 1647:2018+A1:2021:

— 5.4 “Doors” amended;

— 5.7 “Roof space ventilation” amended;

— 8.3 “Natural gas” included;

— 9.2.3 “Wardrobes and bed lockers” amended;

— 10.1.3 “Sanitation compartments” amended;

— 10.1.6 “Emergency windows and emergency panels” amended;
— editorial amendments.

Any feedback and questions on this document should be directed to the users’ national standards body.
A complete listing of these bodies can be found on the CEN website.
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Introduction

Figure 1 gives an overview of the relevant European Standards for caravans, motor caravans and caravan

holiday homes.
LEISURE
ACCOMMODATION
| VEHICLES
Sa_f et}.’ Terms and
ventilation -
requirements definitions
(EN 721) (EN 13878)
Car;flvan Motor
Caravans holiday
caravans
homes
Ligid Fuel Heating Systems -
] Part 1: Caravans and mobile
homes (caravan holiday
homes) (EN 722-1)
Habitation
requirements
Habitation requirements relating to health Habitation requirements
— relating to health and and safety relating to health and —
safety (EN 1645-1) (EN 1647) safety (EN 1646-1)
12 V DC extra low 12 V DC extra low
voltage electrical voltage electrical
installations (EN 1648-1) installations (EN 1648-2)
Specification for the installation of LPG
systems for habitation purposes in leisure

accommodation vehicles and in other road vehicles
(EN 1949)

Figure 1 — Overview of relevant European Standards applying to leisure accommodation
vehicles
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1 Scope

This document specifies requirements intended to ensure safety and health of persons using caravan
holiday homes as defined in [EN 1387@, as temporary or seasonal accommodation.

It specifies grades of resistance to snow loads and the stability of the structure of caravan holiday homes
as well as the minimum information to be included in a user's handbook.

[t also specifies the corresponding test methods.

2 Normative references
The following documents are referred to in the text in such a way that some or all of their content

constitutes requirements of this document. For dated references, only the edition cited applies. For
undated references, the latest edition of the referenced document (including any amendments) applies.

, Portable fire extinguishers — Part 7: Characteristics, performance requirements and test methods

Specification for dedicated LPG appliances - Room sealed LPG space heating equipment for
installation in vehicles and boats

Leisure accommodation vehicles — Safety ventilation requirements

EN 722-1l, Leisure accommodation vehicles — Liquid fuel heating systems - Part 1: Caravans and caravan
holiday homes

EN 747-1, Furniture — Bunk beds and high beds — Part 1: Safety, strength and durability requirements

EN 1949, Specification for the installation of LPG systems for habitation purposes in leisure accommodation
vehicles and accommodation purposes in other vehicles

, Glass in building — Pendulum test — Impact test method and classification for flat glass
, Leisure accommodation vehicles — Terms and definitions

EN 60598 (all parts), Luminaires (IEC 60598 series)

HD 60364 (all parts), Low-voltage electrical installations (IEC 60364 series)

3 Terms and definitions

For the purposes of this document, the terms and definitions given in [EN 13878 apply.
[SO and IEC maintain terminology databases for use in standardization at the following addresses:

— ISO Online browsing platform: available at https://www.iso.org/obp
— IEC Electropedia: available at https://www.electropedia.org/
4 Testing

The tests described in Annexes A to K are intended to verify that a caravan holiday home representative
of a given model, including its fixtures and fittings, meets the requirements of this document.

These tests are intended to simulate the most onerous conditions, for the relevant characteristics.
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It is recommended to take environmental aspects into account during development, production and
disposal of caravan holiday homes based on established knowledge and within the respective technical
possibilities (see also Annex J).

5 Design and construction
5.1 Occupancy

The occupancy shall be designated as the number of berths, both standard and additional berths, and
provided in the User’s Handbook. The occupancy is also necessary to determine the ventilation

requirements (see EN 721)).

5.2 Ceiling height

The ceiling height, measured internally from finished floor level to underside of finished ceiling, except
in areas above fixed furniture, shall be not less than 1 980 mm.

The finished floor level shall be measured from the upper surface of any continuous fixed floor covering.
This includes any vinyl carpet backing but not carpet pile.

5.3 Glazed areas

The living area, the area for meals and the kitchen shall each be provided with windows, the total glazed
areas of which shall be equivalent to not less than 10 % of their respective floor areas. Sleeping
accommodation shall be provided with glazed area not less than 5 % of the floor areas. An exterior glazed
area can be classed as a window for this purpose.

Glazed areas to the living area, the area for meals and the kitchen shall have an openable area equivalent
to 5 % of each respective floor area.

The floor area of the unit should be calculated from the total internal floor area excluding partition walls
and separate fixed compartments which extend the full internal height of the unit. All floor area covered
by fixed or loose furniture that does not extend the full height of the unit should be counted into the area.
Transparent or translucent roof lights may be classed as glazed area.

5.4 Doors
At least one exterior door which opens outwards shall provide a clear opening of not less than 1 800 mm
high and 700 mm wide.

Sliding doors will be deemed to be acceptable provided that the sliding operation of the door is not
obstructed by a fixture and the door, when open, does not obstruct any emergency exit.

5.5 Glazing

Any glass in external windows, panels and doors that are less than 800 mm above finished floor level
shall be safety glazing class 3B3 or 3C3 or better in accordance with EN 12600,

5.6 Classification of thermal insulation and heating

The thermal insulation and heating levels for specific climatic conditions shall be classified as follows:

a) grade 1: A caravan holiday home, including windows, doors and roof lights in which the average
thermal transmittance (U) of the elements of construction shall not exceed 1,7 W/(m2K). There is no
heating requirement for this grade;

b) grade 2: A caravan holiday home, including windows, doors and roof lights in which the average
thermal transmittance (U) of the elements of construction shall not exceed 1,7 W/(m2K);
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An average temperature difference of atleast 20 K between inside and outside temperatures shall be
achieved in the living area, the area for meals and the kitchen, when the outside temperature is 0 °C;

c) grade 3: A caravan holiday home, including windows, doors and roof lights in which the average
thermal transmittance (U) of the elements of construction shall not exceed 1,2 W/(m2K).

An average temperature difference of at least 35 K between inside and outside temperatures shall be
achieved in all rooms, except the sanitation compartment, when the outside temperature is =15 °C.

Precautions shall be taken to ensure that all water services still operate when the outside
temperature is —15 °C.

For grade 1, the average thermal transmittance (U) shall be calculated in accordance with the relevant
parts of Annex A. For grades2 and 3, the average thermal transmittance (Uvalue) and heating
requirements shall be calculated in accordance with Annex A.

5.7 Roof space ventilation
Where there is an air gap between the external roof skin and the insulation material, this air gap shall be

ventilated to the external air. It has to be ensured that the whole area is sufficiently ventilated to prevent
the build up of moisture.

5.8 Underfloor
Underfloor insulation, if provided, shall be protected to reduce the possibility of degradation by birds or
other animals (for example: rodents).

5.9 Fire behaviour of materials

NOTE Pending harmonized European requirements for the assessment of the fire behaviour of materials,
attention is drawn to national requirements which may apply.

5.10 Stability (resistance to overturning)
Caravan holiday homes of all grades shall be provided with suitable holding-down points, each capable

of resisting 10 kN.

Holding down points shall be located at (1 000 + 200) mm from the ends of the main longitudinal chassis
members at each corner of the caravan holiday home.

The position of the holding down points shall be indicated in the User's Handbook.

5.11 Structural classification of caravan holiday homes

The structure of a caravan holiday home shall be graded according to its ability to withstand one of the
following snow loadings:

a) grade A: A caravan holiday home Grade A resting on its normal supports shall be capable of resisting

a snow load of 750 Pa, exerted uniformly over the roof.

b) grade B: A caravan holiday home Grade B resting on its normal supports shall be capable of resisting
a snow load of 1 500 Pa, exerted uniformly over the roof.

c) grade C: A caravan holiday home Grade C resting on its normal supports shall be capable of resisting
a snow load of 2 000 Pa, exerted uniformly over the roof.

d) grade D: A caravan holiday home Grade D resting on its normal supports shall be capable of resisting
a snow load of 3 000 Pa, exerted uniformly over the roof.
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Compliance can be verified either by the submission of the calculations of a qualified structural engineer,
a worst case failure mode effect analysis (FMEA) or by testing in accordance with Annex B.

The structure is considered to have passed the test if it remained safe and returned to an acceptable
condition on removal of the load applied. To satisfy the requirement of “remain safe”, all designated
means of escape egress from the unit (doors and windows) shall function during and after the test.

6 Internal equipment
6.1 Bunks
6.1.1 General

Free standing bunks shall be in accordance with 6.1.2, 6.1.3 and [EN 747-1|
Build-in bunks shall be in accordance with 6.1.2 to 6.1.8.
6.1.2 Mattress and/or upholstery

Bunks shall be provided with mattresses or be upholstered.

6.1.3 Clearance

The clear width of a bunk shall be not less than 500 mm. The clear height over two-thirds of the surface
area of the bunk shall be not less than 500 mm when measured from the compressed surface of the
mattress or upholstery in accordance with the test in Annex C.

6.1.4 Protection against falling out

6.1.4.1 General

Any bunk, where the uncompressed upper surface of the mattress or upholstery is placed at a height of
more than 1 000 mm from the floor, shall be protected on all sides to prevent the occupant from falling
out. Any gap between one element of protection and another shall conform to 6.1.8. Nevertheless, no gap
shall exceed 75 mm.

All protections shall be secured against unintentional loosening.

High level bunks shall be provided with a label written in the language of the country where the caravan
holiday home is to be first sold with the following wording:

“Not suitable for children under 6 years old without supervision”.
6.1.4.2 Rigid protection
For rigid protection, the minimum height of the protection shall be at least 150 mm above the

uncompressed upper surface of the mattress or upholstery. To allow entry, an access gap of 350 mm to
550 mm measured at its narrowest point shall be provided.

Where arigid protection presents an apparent flexibility, its resistance shall be tested in accordance with
Annex D.

A protection is considered as rigid if it is not bent more than 10 mm under a force of 100 N applied
horizontally in the middle of the protection.

6.1.4.3 Protection by curtains or nets
Alternatively, the protection may be obtained by means of curtains or nets. The minimum height of the

protection shall be at least 160 mm above the uncompressed upper surface of the mattress or upholstery,
when the upper edge is loaded with 100 N in a vertical direction downward.
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To allow access to the bunk, the curtains or nets on at least one side of the bunk may be detachable
allowing an opening 350 mm to 550 mm.

Means of emergency exit from the bunk shall be accessible from the upper surface of the bunk.

The curtains or nets shall be capable of resisting a force of 100 N applied horizontally towards the outside
of the bunk for 15 s to any point and this shall not result in any tearing nor detaching nor creating any
gap larger than 60 mm at the lower edge of the protection.

The strength of the curtains or nets shall be tested in accordance with Annex D.
Any gap created during the resistance test shall be measured in accordance with Annex H.

6.1.5 Mechanical strength

A force of 1 000 N applied vertically downwards, for 1 h, from the midpoint of each side member of any
bunk where the upper surface of the compressed mattress or upholstery is placed at a height of more
than 500 mm from the floor, shall neither cause permanent deformation of more than 5 mm of the frame
of the bunk nor damage the fixing of the bunk to the structure of the caravan holiday home.

The mechanical strength shall be tested in accordance with Annex E.

6.1.6 Security of folding bunks

If a bunk is designed to fold away, it shall be secured against unintentional folding away.

A folding bunk shall not unintentionally move from its stored position. Both conditions will be tested in
accordance with Annex F.

6.1.7 Access to high level bunks

A means of access to a high level bunk shall be provided, such as surfaces of furniture, footholes in a solid
component, handles or aladder which may be fixed or be able to be attached to the bunk in a safe manner.

The width of the treads between positive supports shall be at least 250 mm.

The distance between the top foothold and the uppermost part of the bed structure, e.g. the side rail or
safety barrier, at the point of access shall not be more than 400 mm.

When a ladder is used, the upper surfaces of the treads shall be equally spaced within a
tolerance of + 12 mm, and the unobstructed distance between consecutive treads shall
be (225 + 25) mm.

When tested in accordance with Annex G, the ladder shall not move when subjected to a downward static
load of 1 000 N and a horizontal static load of 500 N; nor shall the ladder or its treads break or deflect
permanently by more than 5 mm.

Where it is impractical to test the bunk ladder in the caravan holiday home, it is acceptable to test an
identical configuration of the ladder, its method of fixing and its range of positions of use, outside the
caravan holiday home according to Annex G.

6.1.8 Protection against entrapment

When ready for use, a bunk and its means of access shall not contain any open-ended tubing; nor shall
there be projections, holes, loose washers, speed fixing nuts or crevices on which clothing or any part of
the body could become snagged or trapped. Tension springs in the base structure are excluded. All edges,
corners and projecting parts that are accessible shall be free from burrs and sharp edges.

If the base of a bunk is not covered by permanently fixed upholstery, any gap in the base not covered by
the mattress shall not permit the passage of the cone (see H.1) beyond the point at which the diameter of
the cone is 75 mm, when measured from above in accordance with H.2.
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