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Introduction

This draft standard is based on national and international discussions. Y our comments on this draft are invited and will assist in
the preparation of the consegquent standard.

For international standards, comments will be reviewed by the relevant UK national committee before sending the consensus
UK vote and comments to the international committee, which will then decide appropriate action. If the international standard is
approved, it is usual for the text to be published as a British Standard.

For national standards, comments will be reviewed by the relevant UK national committee and the resulting standards published

as a British Standard.

UK Vote

Please indicate whether you consider the UK should submit a negative (with supporting technical reasons) or positive vote on
this draft. Pleaseindicate if you are aware of any reason why this draft standard should not be published as a British Standard.

Submission of Comments
- Annotated drafts are not acceptable and will beregjected.

- All comments should be submitted online at https.//standar dsdevelopment.bsigroup.com/. You will need to register in

order to comment.

Template for comments and secr etariat observations

Date; xx/xx/20xx

Document: 1SO/DIS xxxx

lan alternative cannot be supported
as serious problems have been
lencountered in its use in the UK.

1 2 ©) 4 5 (6) 7
MB | Clause No./ Subclause Paragraph/ Type of Commend (justification Proposed change by the MB Secretariat observations on
No./Annex (e.g. 3.1) Figure/Table/Note comment for change) by the MB each comment submitted
31 Definition 1 ed Definition is ambiguous and needs |Amend to read '...so that the mains
clarifying. connector to which no connection...’
6.4 Paragraph 2 te The use of the UV photometer as  [Delete reference to UV photometer.
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Foreword

[SO (the International Organization for Standardization) is a worldwide federation of national standards
bodies (ISO member bodies). The work of preparing International Standards is normally carried out through
ISO technical committees. Each member body interested in a subject for which a technical committee
has been established has the right to be represented on that committee. International organizations,
governmental and non-governmental, in liaison with ISO, also take part in the work. ISO collaborates closely
with the International Electrotechnical Commission (IEC) on all matters of electrotechnical standardization.

The procedures used to develop this document and those intended for its further maintenance are described
in the ISO/IEC Directives, Part 1. In particular, the different approval criteria needed for the different types
of ISO document should be noted. This document was drafted in accordance with the editorial rules of the
[SO/IEC Directives, Part 2 (see www.iso.org/directives).

[SO draws attention to the possibility that the implementation of this document may involve the use of (a)
patent(s). ISO takes no position concerning the evidence, validity or applicability of any claimed patent
rights in respect thereof. As of the date of publication of this document, ISO had not received notice of (a)
patent(s) which may be required to implement this document. However, implementers are cautioned that
this may not represent the latest information, which may be obtained from the patent database available at
www.iso.org/patents. ISO shall not be held responsible for identifying any or all such patent rights.

Any trade name used in this document is information given for the convenience of users and does not
constitute an endorsement.

For an explanation of the voluntary nature of standards, the meaning of ISO specific terms and expressions
related to conformity assessment, as well as information about ISO's adherence to the World Trade
Organization (WTO) principlesin the Technical Barriers to Trade (TBT), see www.iso.org/iso/foreword.html.

This document was prepared by Technical Committee ISO/TC 44, Welding and allied processes, Subcommittee
SC 3, Welding consumables.

This fourth edition cancels and replaces the third edition (ISO 17633:2017) which has been technically
revised.

The main changes are as follows:
— to be added after DIS ballot

Any feedback or questions on this document should be directed to the user’s national standards body. A
complete listing of these bodies can be found at www.iso.org/members.html.

Requests for official interpretations of any aspect of this document should be directed to the Secretariat
of ISO/TC 44/SC 3 via your national standards body. A complete listing of these bodies can be found at

WWW.iS0.0rg.
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Introduction

This document provides a classification system for tubular cored electrodes and rods for welding stainless
and heat resisting steels.

It recognizes that there are two somewhat different approaches in the global market to classifying a given
tubular stainless steel welding consumable, and allows for either or both to be used, to suit a particular
market need. Application of either type of classification designation (or of both, where suitable) identifies
a product as classified in accordance with this document. The classification in accordance with system A
was mainly based on EN 12073:1999 The classification in accordance with system B is mainly based upon
standards used around the Pacific Rim.
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DRAFT International Standard ISO/DIS 17633:2023(en)

Welding consumables — Tubular cored electrodes and rods
for gas shielded and non-gas shielded metal arc welding of
stainless and heat-resisting steels — Classification

1 Scope

This document specifies requirements for classification of tubular flux and metal cored electrodes and rods,
based on the all-weld metal chemical composition, the type of core, shielding gas, welding position and the
all-weld metal mechanical properties, in the as-welded or heat-treated conditions, for gas shielded and non-
gas shielded metal arc welding of stainless and heat-resisting steels.

This document is a combined standard providing for classification utilizing a system based upon nominal
composition or utilizing a system based upon alloy type.

a) Clauses, subclauses, and tables which carry the suffix letter “A” are applicable only to products classified
using the system based upon nominal composition.

b) Clauses, subclauses, and tables which carry the suffix letter “B” are applicable only to products classified
using the system based upon alloy type.

¢) Clauses, subclauses, and tables which do not have either the suffix letter “A” or the suffix letter “B” are
applicable to all products classified in accordance with this document.

This document does not use pulsed current for determining the product classification.

2 Normative references

The following documents are referred to in the text in such a way that some or all of their content constitutes
requirements of this document. For dated references, only the edition cited applies. For undated references,
the latest edition of the referenced document (including any amendments) applies.

[SO 544, Welding consumables — Technical delivery conditions for filler materials and fluxes — Type of product,
dimensions, tolerances and markings

ISO 6847, Welding consumables — Deposition of a weld metal pad for chemical analysis
[SO 6947, Welding and allied processes — Welding positions

ISO 13916, Welding — Guidance on the measurement of preheating temperature, interpass temperature and
preheat maintenance temperature

ISO 14175, Welding consumables — Gases and gas mixtures for fusion welding and allied processes

[SO 14344, Welding consumables — Procurement of filler materials and fluxes

[SO 15792-1:2020, Welding consumables — Test methods — Part 1: Test methods for all-weld metal test
specimens in steel, nickel and nickel alloys.

[SO 15792-3:2011, Welding consumables — Test methods — Part 3: Classification testing of positional capacity
and root penetration of welding consumables in a fillet weld

[SO 80000-1:2022, Quantities and units — Part 1: General
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3 Terms and definitions
No terms and definitions are listed in this document.
[SO and IEC maintain terminological databases for use in standardization at the following addresses:

— ISO Online browsing platform: available at https://www.iso.org/obp

— IEC Electropedia: available at https://www.electropedia.org/

4 C(Classification

4.1 General

Classification designations are based upon two approaches to indicate the chemical composition of the all-
weld metal deposit obtained with a given electrode or rod.

The “nominal composition” approach uses designation components indicating directly the nominal levels
of certain alloying elements, given in a particular order, and some symbols for low but significant levels of
other elements, whose levels are not conveniently expressed as integers. The “alloy type” approach uses
tradition-based three- or four-digit designations for alloy families, and an occasional additional character or
characters for compositional modifications of each original alloy within the family.

This clause includes the symbols for the type of product, the chemical composition of all-weld metal, the
type of core, the shielding gas and the welding position, in accordance with the symbols defined in Clause 5.

In most cases, a given commercial product can be classified in both systems. Then either or both classification
designations can be used for the product.

4.1.1 Classification systems

Each classification system, A and B, is split into five parts as given in Table 1.

Table 1 — Parts of the classification systems, A and B

Part of classifi- Classification system
cation designa- A B
tion Classification according to nominal composition Classification according to alloy type
1 symbol indicating the product to be identified (see symbol indicating the tubular cored electrode and
5.2); rod (see 5.2);
symbol indicating the chemical composition of the symbol indicating the chemical composition of the
2 all-weld metal all-weld metal
(see Table 2); (see Table 3 to Table 6);
symbol indicating the type of core (see Table 9); symbol indicating the type of core (see Table 10);
symbol indicating the shielding gas (see 5.5);
symbol indicating the welding position (see Table 11).

The full identification (see Clause 11 and examples in Clause 12) shall be used on packages and in the
manufacturer’s literature and data sheets.

5 Symbols and requirements

5.1 General

A given tubular cored electrode may be classified with more than one shielding gas. In such cases, each
shielding gas results in a separate classification.
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5.2 Symbol for the product

5.2.1 (Classification according to nominal composition - A

The symbol for tubular cored product used in the metal arc welding process shall be the letter “T”.

5.2.2 Classification according to alloy type - B

The symbol for tubular cored product used in the metal arc welding process shall be the letters “TS”. The
initial letter, where:

a) T indicates tubular cored electrode or rod as distinguished from covered electrodes and from solid
electrodes and rods;

b) Sindicates that the alloy system is stainless or heat-resisting steel.
5.3 Symbol for the chemical composition of all-weld metal

5.3.1 Classification according to nominal composition - A

The symbols in Table 2 identify the chemical composition of all-weld metal determined in accordance with
Clause 7.

The all-weld metal obtained with the tubular cored product in Table 2 under conditions given in Clause 6
shall also fulfil the requirements given in Table 7. (See Annex A.)

5.3.2 Classification according to alloy type - B

The symbols in Table 3 identify the chemical composition of all-weld metal for gas shielded flux cored
electrodes determined in accordance with Clause 7.

The symbols in Table 4 identify the chemical composition of all-weld metal for non-gas shielded flux cored
electrodes determined in accordance with Clause 7.

The symbols in Table 5 identify the chemical composition of all-weld metal for gas shielded metal cored
electrodes determined in accordance with Clause 7.

The symbols in Table 6 identify the chemical composition of all-weld metal for cored products for gas
tungsten arc welding determined in accordance with Clause 7.

The all-weld metal obtained with the tubular cored electrodes and rods in Table 3, Table 4, Table 5 and
Table 6 under conditions given in Clause 6 shall also fulfil the requirements given in Table 8. (See Annex A.).
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