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Introduction
This draft standard is based on national and international discussions. Your comments on this draft are invited and will assist in
the preparation of the consequent standard.

For international standards, comments will be reviewed by the relevant UK national committee before sending the consensus
UK vote and comments to the international committee, which will then decide appropriate action. If the international standard is
approved, it is usual for the text to be published as a British Standard.

For national standards, comments will be reviewed by the relevant UK national committee and the resulting standards published
as a British Standard.

UK Vote
Please indicate whether you consider the UK should submit a negative (with supporting technical reasons) or positive vote on
this draft. Please indicate if you are aware of any reason why this draft standard should not be published as a British Standard.

Submission of Comments
- Annotated drafts are not acceptable and will be rejected.

- All comments should be submitted online at https://standardsdevelopment.bsigroup.com/. You will need to register in
order to comment.

Template for comments and secretariat observations Date: xx/xx/20xx Document: ISO/DIS xxxx

1 2 (3) 4 5 (6) 7

MB Clause No./ Subclause
No./Annex (e.g. 3.1)

Paragraph/
Figure/Table/Note

Type of
comment

Commend (justification
for change) by the MB

Proposed change by the MB Secretariat observations on
each comment submitted

3.1 Definition 1 ed Definition is ambiguous and needs
clarifying.

Amend to read '...so that the mains
connector to which no connection...'

6.4 Paragraph 2 te The use of the UV photometer as
an alternative cannot be supported
as serious problems have been
encountered in its use in the UK.

Delete reference to UV photometer.
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European foreword 

This document (prEN 1508:2024) has been prepared by Technical Committee CEN/TC 164 
“Water supply”, the secretariat of which is held by AFNOR. 

This document is currently submitted to the CEN Enquiry. 

This document will supersede EN 1508:1998. 

prEN 1508:2024 includes the following significant technical changes with respect to 
EN 1508:1998: 

— improvements related to the long-term resilience and security of drinking water 
storage and demand management; 

— clarification of terms used to describe different types of pumped or gravity fed 
reservoirs; 

— improved and updated figures; 

— addressing innovations in ventilation and air control; 

— new Clause A.8 added, giving guidance on the selection of ventilation systems; 

— new Clause A.9 added, showing a typical inspection checklist. 
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Introduction 

In specifying the requirements of this document, due regard has been taken of the 
importance of a reliable and safe supply of water for human consumption as well as for the 
purpose of trade, industry, agriculture and firefighting. 

This document is written for the designer, owner, operator and contractor. 

The contractor can be the builder or be performing maintenance, cleaning and inspection. 

The widely varying water supply legislative requirements, populations, social and climatic 
conditions across Europe have also been taken into account. 
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1 Scope 

This document specifies and gives guidance on: 

— general requirements for storage of water outside consumers' buildings, including 
service reservoirs for potable water and reservoirs containing water not for human 
consumption at intake works or within treatment works, excluding those that are part 
of the treatment process; 

— design; 

— general requirements for product standards; 

— requirements for, quality control and auditing, testing and commissioning; 

— operational requirements; 

— requirements for inspection, rehabilitation and repair. 

The requirements of this document are applicable to: 

— the design and construction of new reservoirs; 

— the extension and modification of existing reservoirs; 

— significant rehabilitation of existing reservoirs. 

NOTE 1 It is not intended that existing reservoirs are altered to comply with this document, 
provided that there are no significant detrimental effects on water quality. 

NOTE 2 This document does not apply to reservoirs formed by the building of dams or the use of 
lakes for water storage purposes. 

2 Normative references 

The following documents are referred to in the text in such a way that some or all of their 
content constitutes requirements of this document. For dated references, only the edition 
cited applies. For undated references, the latest edition of the referenced document 
(including any amendments) applies. 

EN 805:2000, Water supply — Requirements for systems and components outside buildings 

EN 1992-1-1, Eurocode 2 — Design of concrete structures — Part 1-1: General rules and rules 
for buildings, bridges and civil engineering structures 

EN 15975-1, Security of drinking water supply — Guidelines for risk and crisis management 
— Part 1: Crisis management 

EN 15975-2, Security of drinking water supply — Guidelines for risk and crisis management 
— Part 2: Risk management 

3 Terms and definitions 

For the purposes of this document, the following terms and definitions apply. 

ISO and IEC maintain terminology databases for use in standardization at the following 
addresses: 
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— IEC Electropedia: available at https://www.electropedia.org/ 

— ISO Online browsing platform: available at https://www.iso.org/obp 

3.1 
air tightness 
characteristic quality of the structure that prevents the passage of air through the structure 
in other ways than the intended route 

3.2 
capacity 
volume of the compartment(s) that can be used for the operation of a reservoir 

3.3 
equalisation volume 
volume used to equalize the incoming water flow to the outgoing water flow of the reservoir 
during day and night 

3.4 
emergency volume 
volume for demands during emergency situations 

Note 1 to entry: Examples of emergencies are breaks of water mains, pump failures, water 
treatment plant interruptions, etc. 

3.5 
firefighting volume 
volume for water demand for firefighting 

3.6 
dead volume 
volume which cannot be used because it is below the level of the entrance to the outlet pipe 
or is below the minimum acceptable hydraulic gradient 

3.7 
compartment 
self-contained part of a reservoir which has separate inlet, outlet, overflow and washout 
arrangements, and can be operated independently from other compartments of the same 
reservoir 

Note 1 to entry: See Figures 1 and 2. 

3.8 
control building 
self-contained part of a reservoir used to accommodate the main valves, pumps, controls 
and monitoring equipment and which can provide the means of access to the water 
compartment(s) 

3.9 
critical point 
point in the water distribution network whose minimum allowable pressure determines 
the location and elevation of the service reservoir 

Full document details: 24/30482990 DC

https://www.electropedia.org/
https://www.iso.org/obp
http://www.avadocuments.com/doc/24-30482990-dc
http://www.avadocuments.com/doc/24-30482990-dc


prEN 1508:2024 (E) 

8 

3.10 
designer 
person responsible for establishing, with the purchaser or water company, the basic 
criteria to be used for the design, construction, commissioning and operation of the 
reservoir 

3.11 
rehabilitation 
work necessary to upgrade or improve a reservoir 

3.12 
repair 
work necessary to remedy a defect and restore a reservoir to satisfactory operation 

3.13 
reservoir 
storage facility for water 

Note 1 to entry: Examples for reservoirs are artificial lakes and natural lakes whose outlet has been 
dammed to control the water level. 

3.14 
service reservoir 
covered storage facility for potable water which includes water compartment(s), control 
building, operation equipment and access arrangements, providing reserve supplies and 
pressure stability, and balancing demand fluctuations  

Note 1 to entry: See Figure 1. 

Note 2 to entry: Service reservoirs can be operated with or without pumping stations. 

Note 3 to entry: In English literature and in common practice the term tank is also used. 

3.15 
ground service reservoir 
service reservoir whose bottom of the water volume is at or near ground level 

3.16 
buried service reservoir 
service reservoir whose top of the water volume is at or near ground level 

3.17 
water demand 
estimated quantity of water required per unit of time 

3.18 
water tightness 
characteristic quality of the structure that prevents the passage of water through the 
structure in excess of any permitted quantity 

3.19 
water tower 
reservoir constructed with the compartment(s) above ground level with an elevation 
sufficient to provide water by gravity to the supply area 
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http://www.avadocuments.com/doc/24-30482990-dc
http://www.avadocuments.com/doc/24-30482990-dc


prEN 1508:2024 (E) 

9 

Note 1 to entry: In the literature and in common practice, the terms elevated tank and elevated 
service reservoir are also used. 

4 Abbreviated terms 

For the purposes of this document, the following abbreviated terms apply. 

CFD computerized fluid dynamics 

WSA water supply area 

5 General requirements 

5.1 General 

5.1.1 General 

This document is written principally for application to service reservoirs. In the case of 
other reservoirs, the designer or operator will determine which parts of this document shall 
apply, for example disinfection is not always required for reservoirs containing water not 
for human consumption. 
5.1.2 Functions 

The purpose of service reservoirs is to store the necessary amount of water required for 
water supply in the area concerned. To achieve this their functions, include: 

a) to equalize the difference between water intake and output and to cover peaks in 
demand; 

b) to maintain the required pressure in the water distribution systems; 

c) to keep stocks in reserve in case of plant malfunctions and interruptions in the water 
distribution systems; 

d) to provide water for firefighting, taking into account local requirements. 

See also A.1. 
5.1.3 Decision criteria and system configuration 

Important decision criteria are: 

a) security of supply and water quality; 

b) overall cost of construction, operation and maintenance; 

c) integration into the water supply system; 

d) town and landscape planning; 

e) system resilience, for example multiple compartments to enable inspection and 
maintenance without interruption of services; 

f) pipework constraints, for example separate inlets and outlets or common pipework. 
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The above-mentioned criteria can be achieved by elevated service reservoirs, water towers 
or by low level service reservoirs with pumping systems. Service reservoirs can be 
designed as buried, partially buried or above ground structures. 

The construction of an elevated service reservoir is advisable if suitable high ground is 
available. 

The construction of a water tower may be considered where the necessary ground 
elevation at a suitable point near the supply area is not available for an elevated service 
reservoir. 

A pumping station with a low-level service reservoir is a viable option if measures have 
been taken to ensure continuity of power supply. 

Service reservoirs are mainly constructed from reinforced, pre-cast or pre-stressed 
concrete. They may also be constructed using steel, glass fibre reinforced plastic or other 
materials that fulfil the requirements of this document. 

See also A.2. 

5.2 Functional requirements 

5.2.1 Functional requirements - water quality 

5.2.1.1 General 

Service reservoirs shall be designed, constructed and operated to prevent contamination 
or other chemical, physical and biological changes that are detrimental to the water quality. 
NOTE Service reservoirs and their components are subject to European, national and local laws, 
regulations, directives, standards and technical approvals, in particular concerning water quality. 

5.2.1.2 Materials 

Materials which meet test requirements as specified in relevant product standards and 
codes and will not cause the stored water to deteriorate shall be used in the structure of the 
water compartments and on the surfaces in contact with the stored water. 

Concrete and cement mortars generally satisfy this requirement, but special care shall be 
taken if additives are used. In order to facilitate subsequent cleaning and to avoid bacterial 
growth internal surfaces shall be as smooth and pore-free as possible. 

This can be achieved by high quality concrete finishes including form work liners or by the 
application of suitable coatings or linings. It shall be verified that materials such as applied 
coatings do not increase microbial growth, release of chemical contaminants or break 
down. 

All metallic parts to be installed within the compartments shall be protected, stainless steel 
is recommended. 

The designer should consider materials and the chemical properties of water being stored 
and be durable against chemical attack (e.g. soft water). 
5.2.1.3 Water circulation 

Stagnant zones shall be minimized. This can be achieved by suitable design of the physical 
shape of the water compartments and the arrangement of inlet and outlet pipework for the 
particular storage capacity. The capacity of a service reservoir shall not be larger than the 
sum of the equalization volume, the emergency volume and the firefighting volume. Any 
larger volume will lead to higher risk for stagnant zones and longer retention time in the 
service reservoir. 
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For service reservoirs, the design can be undertaken using Computational Fluid Dynamics 
(CFD) or physical modelling under operating conditions to ensure circulation. 

In reservoirs with separate inlet and outlet pipework it is important to design the pipework 
to avoid short circuits. 

Valves should be positioned on pipework so that water does not stagnate within the 
pipework. For example, the washout valves should be positioned as close as possible to the 
drainage sump. 
5.2.1.4 Ventilation 

Ventilation facilities are required in the water compartments in order to permit air 
movement caused by changing water levels. This can be achieved by natural or forced 
ventilation. The water compartment shall not be placed at operational risk by negative 
pressure caused by impairments of the ventilation equipment (e.g. clogging of the 
screens/filters). Therefore, corresponding predetermined breaking points or safety valves 
shall be provided in the ventilation system. The designer shall specify the measures to be 
taken to safeguard and control the quantity and quality of the air entering and quantity of 
the air leaving the service reservoir. 

Reservoirs shall be protected from negative pressures as a result of water draining when 
the ventilation is reduced. 

The ventilation of any associated facilities should be separated from the ventilation of the 
water storage compartments. 
NOTE Local regulations can specify a type of air filter. 

A.8 provides guidance for selecting the ventilation systems that are available for different 
types of reservoirs. 
5.2.1.5 Prevention of contamination 

Service reservoirs shall be designed to prevent the ingress of external water or other 
contaminant either through the structure of any opening, entrance or pipework. Permanent 
exposure of the water to daylight shall be avoided. 

Entrances and ventilation equipment shall also be designed so that the water cannot be 
contaminated (e.g. by polluted air, dust, insects and other animals, human interference, 
deliberate or otherwise). Care shall be taken to prevent air from coming into the 
compartment in other ways than the intended. 

Design may specify that openings will not be positioned directly above the free water 
surface. Ventilation openings should be placed above the overflow if possible. Wherever 
positioned they shall be arranged in such a way that no extraneous matter is able to enter 
the compartment and that all external interference is impeded. 
5.2.1.6 Temperature effects 

There shall be no unacceptable alteration to the stored water caused by heat or cold. 
Thermal insulation measures can be necessary to avoid adverse effects on the stored water, 
the structure and the associated equipment. The thermal insulation measures for service 
reservoirs shall be appropriate for the local climatic conditions, the operating requirements 
and in order to minimize condensation within the water compartments. 

The designer shall consider the changes in temperature resulting from climate change. 
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5.2.1.7 Maintaining water quality 

Service reservoirs are expected to maintain the water quality throughout their operational 
cycle and asset life. 

Prior to commissioning or following internal maintenance, the service reservoir and the 
associated equipment shall be carefully checked then cleaned and disinfected if necessary. 

Inspections shall be carried out before initial commissioning, during operation and as part 
of regular maintenance. 

Facilities to allow the sampling of water, without entry by personnel, shall be provided. 
There shall be at least one sampling point for each compartment and for the inlet and outlet 
pipes. 

Emptying of the service reservoir should be possible in case the water quality does not meet 
the requirements of the relevant drinking water regulations. 
5.2.2 Functional requirements - operation 

5.2.2.1 Access and security 

Service reservoir sites shall be provided with access for routine visits and repair work. 
Facilities shall be provided to permit cleaning of each compartment independently. 

Access to the water compartments, control buildings and all functional equipment shall be 
designed for safety, including that of personnel, and for ease of operation. Openings shall 
be dimensioned so as to permit entry for materials and equipment for cleaning, 
maintenance and repair. Care should be taken regarding the placement of manholes to 
ensure safe working conditions when access to the compartments is needed. Access to the 
reservoirs shall always be restricted and controlled. Arrangements shall be such that the 
minimum number of openings are provided into the water compartments. The 
compartments may be accessed from the control building or, subject to suitable safeguards, 
from the roof. 

Due regard shall be paid to the security of service reservoirs with respect to acts of 
terrorism, vandalism and other unlawful activity. Measures shall be taken to deter, detect 
and delay intruders. 

The preparation of a safety concept with hazard analysis, risk assessment, the 
implementation of measures to control risks and to achieve the required protection level 
shall be carried out in accordance with EN 15975-1 and EN 15975-2. 

See also A.3. 
5.2.2.2 General arrangement 

Service reservoirs should normally comprise at least two compartments (see Figure 2). 

Inlet, outlet, overflow and washout pipework, the necessary valves, and if specified by the 
designer, flow meters and level measuring devices, shall be provided for each water 
compartment. A bypass pipework arrangement to connect inlet and outlet pipework should 
be provided where appropriate. Any connection between inlet and outlet should be sized 
for full flow. The type and arrangement of the valves will depend upon the configuration of 
the water distribution system. If necessary, underfloor and perimeter drains shall be 
provided. 

Any control room shall be fully separated from the water storage compartments by a solid 
wall. 
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