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Introduction
This draft standard is based on national and international discussions. Your comments on this draft are invited and will assist in
the preparation of the consequent standard.

For international standards, comments will be reviewed by the relevant UK national committee before sending the consensus
UK vote and comments to the international committee, which will then decide appropriate action. If the international standard is
approved, it is usual for the text to be published as a British Standard.

For national standards, comments will be reviewed by the relevant UK national committee and the resulting standards published
as a British Standard.

UK Vote
Please indicate whether you consider the UK should submit a negative (with supporting technical reasons) or positive vote on
this draft. Please indicate if you are aware of any reason why this draft standard should not be published as a British Standard.

Submission of Comments
- Annotated drafts are not acceptable and will be rejected.

- All comments should be submitted online at https://standardsdevelopment.bsigroup.com/. You will need to register in
order to comment.

Template for comments and secretariat observations Date: xx/xx/20xx Document: ISO/DIS xxxx

1 2 (3) 4 5 (6) 7

MB Clause No./ Subclause
No./Annex (e.g. 3.1)

Paragraph/Figure/
Table/Note

Type of
comment

Commend (justification
for change) by the MB

Proposed change by the MB Secretariat observations on
each comment submitted

3.1 Definition 1 ed Definition is ambiguous and needs
clarifying.

Amend to read '...so that the mains
connector to which no connection...'

6.4 Paragraph 2 te The use of the UV photometer as
an alternative cannot be supported
as serious problems have been
encountered in its use in the UK.

Delete reference to UV photometer.
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European foreword 

This document (prEN 1303:2024) has been prepared by Technical Committee CEN/TC 33 “Doors, 
windows, shutters, building hardware and curtain walling”, the secretariat of which is held by AFNOR. 

This document is currently submitted to the CEN Enquiry. 

This document will supersede EN 1303:2015. 

In comparison with the previous edition, the following significant changes have been made: 

a) the Scope has been extended to include cylinders suitable for use in locking systems, Master key 
systems (MKS); 

b) a new normative Annex F, Cylinders suitable for use in locking systems, has been added; 

c) definitions related to MKS have been added; 

d) requirements and evaluation methods for manipulation have been added; 

e) classification (digit 3) has changed from Door mass to Mechanical coding; 

f) the definition of ‘pulling screws’ has changed and an informative Annex G has been added; 

g) figures have been renumbered. 

The European Federation of Associations of Lock and Builders Hardware Manufacturers, ARGE, 
collaborated in the drafting of this document. 
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Introduction 

This document for mechanic locking cylinders and locking systems specifies requirements and test 
methods for functionality, durability, environmental and security conditions for use on doors in buildings 
or related to buildings. 

The aim of the test methods described in this document is to keep human influence on the test results to 
a minimum, thus improving reproducibility. This document does not specify any particular design or 
installation. 

Suitability for use on fire resistance or smoke control doors is not essential in every situation; the 
manufacturer has the option to state if the cylinder conforms to these additional requirements according 
to Annex A. 

Requirements and procedures to achieve and maintain protection of data and sensitive information 
related to mechanical Master Key Systems is given in CEN/TS 17814. 
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1 Scope 

This document applies to cylinders and their keys for locks that are normally used in buildings and are 
designed to be used with cylinders, where the locks have an operational torque of maximum 1,5 Nm. 

This document specifies performance and other requirements for the strength, security, durability, 
performance and corrosion resistance of cylinders and their original keys. It also specifies cylinders 
suitable for use in locking systems, Master key systems (MKS). 

It establishes one category of use, three grades of durability, two grades for mechanical coding (single 
cylinders and MKS), three grades for fire and four grades corrosion resistance, all based on performance 
tests, as well as thirteen grades of key related security based on design requirements and five grades on 
performance tests that simulate attack. 

This document includes tests of satisfactory operation at a range of temperatures. It specifies test 
methods to be used on cylinders and their protective measures linked with these cylinders and 
recommended by the manufacturer. 

Corrosion resistance is specified by reference to the requirements of EN 1670 on corrosion resistance of 
building hardware. 

The suitability of cylinders for use on fire or smoke-door assemblies is determined by fire performance 
tests conducted in addition to the performance testing required by this document. Since suitability for 
use on fire doors is not essential in every situation, the manufacturer has the option to state if the cylinder 
conforms to these additional requirements or not. If so claimed, cylinders will comply with the 
requirements in Annex A. 

Assessment of fire resistance and smoke control (grade A and grade B) is beyond the scope of this 
document. 

On occasions there can be a need for additional functions within the design of the cylinder. Purchasers 
should satisfy themselves that the products are suitable for their intended use. 

2 Normative references 

The following documents are referred to in the text in such a way that some or all of their content 
constitutes requirements of this document. For dated references, only the edition cited applies. For 
undated references, the latest edition of the referenced document (including any amendments) applies. 

EN 636, Plywood — Specifications 

EN 1634-1, Fire resistance and smoke control tests for door and shutter assemblies, openable windows and 
elements of building hardware — Part 1: Fire resistance test for door and shutter assemblies and openable 
windows 

EN 1634-2, Fire resistance and smoke control tests for door, shutter and openable window assemblies and 
elements of building hardware — Part 2: Fire resistance characterisation test for elements of building 
hardware 

EN 1634-3, Fire resistance and smoke control tests for door and shutter assemblies, openable windows and 
elements of building hardware — Part 3: Smoke control test for door and shutter assemblies 

EN 1670, Building hardware — Corrosion resistance — Requirements and test methods 

EN 1906:2012, Building hardware — Lever handles and knob furniture — Requirements and test methods 
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EN 12164:2016, Copper and copper alloys — Rod for free machining purposes 

ISO 10899, High-speed steel two-flute twist drills — Technical specifications 

3 Terms and definitions 

For the purposes of this document, the following terms and definitions apply. 

ISO and IEC maintain terminology databases for use in standardization at the following addresses: 

— ISO Online browsing platform: available at https://www.iso.org/obp/ 

— IEC Electropedia: available at https://www.electropedia.org/ 

3.1 
active moveable detainer 
permutable blocking element, which needs to be in the aligned or shearline position in order to unblock 
the cylinder and which may stay at least in one step before and in one step after the aligned or shearline 
position where the cylinder stays in the blocked condition 

3.2 
cylinder 
device, usually distinct from its associated lock or latch, operated by a key 

3.3 
cam 
component of the cylinder to provide the movement to effect locking 

3.4 
central locking cylinder 
locking system is a coded cylinder where a number of different keys operates this cylinder 

3.5 
central locking system 
locking system which has only one level of coded keys operating different cylinders whereby all keys 
operate central cylinders 

Note 1 to entry: See Figure 1. 
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Key 
1 individual key 
2 locking cylinder 
3 central locking cylinder 

Figure 1— Example for a central locking system 

3.6 
direct code 
marking on the key where the key steps can be determined without reference to another data source 

3.7 
effective differ 
difference between cylinders of similar design, achieved only by the movable detainer, which allows each 
cylinder to be operated only by its own key 

3.8 
grand master key system 
GMK-system 
locking system which has 3 or more levels of coded keys operating different cylinders 

Note 1 to entry: See Figure 2. 

Note 2 to entry: The combination of grand master key system with a central locking system is possible. 

Note 3 to entry: Grand master key (GMK) operates all cylinders within a GMK system. 

Note 4 to entry: Sub-master key (SMK) operates a defined group of cylinders within a GMK system. 

Note 5 to entry: The combination of grand master key system with a central locking system 3.5 is possible. 

Full document details: 24/30483336 DC

http://www.avadocuments.com/doc/24-30483336-dc
http://www.avadocuments.com/doc/24-30483336-dc


prEN 1303:2024 (E) 

9 

 
Key 
1 grand Master key 
2 sub-Master Key (level 1) 
3 sub-Master Key (level n) 
4 individual keys locking cylinders 

Figure 2 — Example of a (structured) Grand master key system 

3.9 
key 
separate device corresponding to the cylinder, which can mechanically operate the cylinder 

3.10 
keyway 
aperture extending along the whole or part of the length of the plug into which the key is inserted 

3.11 
legitimation ID 
security protocol issued by the manufacturer of a locking system that indicates to the manufacturer a 
reference to allow the holder to obtain additional keys, cylinders, lock chart, or locking system data 

EXAMPLES   

— Security card 

— Security letter (document) 

— Certificate of Eligibility 

— Document of ownership 

— Certificate of legitimation 

— Electronic Legitimation 

3.12 
lock chart 
describes the interaction with all keys and cylinders in the locking system 
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3.13 
locking system 
combination of different coded cylinders and keys that are functionally related to each other 

3.14 
master key system 
MK-system 
locking system which has 2 levels of coded keys operating different cylinders whereby the master key 
can operate all cylinders 

Note 1 to entry: See Figure 3. 

Note 2 to entry: The combination of master key system with a central locking system 3.5 is possible. 

 
Key 
1 master key 
2 individual key 
3 locking cylinder 

Figure 3 — Example for a master key system 

3.15 
moveable detainer 
permutable part of the mechanism of a cylinder which should first be moved by the key into a pre-
determined position before the key and/or plug can move 

3.16 
passive moveable detainer 
blocking elements, which needs to be in the aligned or shearline position to unblock the cylinder and 
which may stay at least in one step before or alternatively in one step after the aligned or shearline 
position where the cylinder stays in the blocked condition 

3.17 
plug 
part of a cylinder that can be moved when the proper key is used 

3.18 
steps 
characteristics of a key which operates movable detainers 
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4 Requirements 

4.1 General 

The structure of this clause reflects the classification in accordance with Clause 7. 

Additional requirements for cylinders suitable for use in locking systems are defined in Annex F. 

4.2 Category of use — Key strength 

Cylinders and keys shall be designed for an operational maximum torque in the application of 1,5 Nm. 

The key shall not break under the applied torque of 2,5 Nm. 

After the test, the key shall be capable of being removed from the cylinder and re-used to operate the 
same cylinder with a torque not exceeding 1,5 Nm. 

Tested in accordance with 6.2. 
4.3 Durability 

It shall be possible to operate the cylinders with a new original key the number of test cycles specified in 
Table 1. 

Tested in accordance with 6.3. 

Table 1 — Number of cycles 

Durability Number of cycles 

Grade 4 25 000 

Grade 5 50 000 

Grade 6 100 000 

4.4 Mechanical coding 

For grade 2 locking system, see Annex F. 
4.5 Suitability for use on fire resistant / smoke control doors 

The cylinder shall conform to the requirements of Annex A. 

Verified in accordance with 6.5. 
4.6 Safety 

There is no requirement on the cylinder related to safety. 
4.7 Corrosion resistance and operation at extreme temperatures 

4.7.1 Corrosion resistance 

It shall be possible to operate the cylinder with its proper key using a maximum torque of 1,5 Nm after 
testing according to grade 3 of EN 1670. 

This corrosion test shall apply to the functionality only. 

No distinction is made between the inside and the outside of cylinder and/or door. 

Tested in accordance with 6.7.1. 
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4.7.2 Operation at extreme temperatures 

It shall be possible to operate the cylinder with its proper key using a maximum torque of 1,5 Nm at both 
− 25 °C and + 65 °C. 

Tested in accordance with 6.7.2. 
4.8 Key related security 

4.8.1 Minimum number of effective differs 

The number of effective differs is equal to the number of theoretical differs after deduction of the differs 
suppressed by the manufacturer due to technical constraints and those differs suppressed in accordance 
with the restraints of 4.8.3. 

The minimum number of effective differs shall be as indicated in Table 2. 

The number of effective differs shall be verified in accordance with 6.8.1. 
4.8.2 Minimum number of movable detainers 

A movable detainer shall have minimum 3 permutable characteristics (position, layer, height or other 
technical distinction). 

The minimum number of movable detainers shall be as indicated in Table 2. 

The number of movable detainers shall be verified in accordance with 6.8.2. 
4.8.3 Maximum number of identical steps 

The choice of key steps for movable detainer operation which have the same operating level shall be 
restricted as indicated in Table 2. 

Maximum identical adjacent key steps are allowed as indicated in Table 2. 

The requirements are related to one row only of movable detainers. 

The number of identical steps shall be verified in accordance with 6.8.3. 
4.8.4 Direct coding on key 

Direct key coding shall not be permitted on keys for the key related security grades 3 to 6 as specified in 
Table 2. 
4.8.5 Operation of security mechanism (inter-passing 

For the key related security grades 1, 2 and 3, it shall not be possible before the durability test to operate 
the cylinder with the next closest key to its own key using a torque of 1,5 Nm +0,2

0 . 

For the key related security grades 4, 5 and 6, it shall not be possible before and after the durability test 
to operate the cylinders with the next closest key to its own key using a torque of 1,5 Nm +0,2

0  . 

Tested in accordance with 6.8.5. 
4.8.6 Torque resistance of plug/cylinder relevant to key related security 

It shall not be possible to rotate the plug and/or cylinder in the key related security grades 1 to 6, using 
the specified applied torque as indicated in Table 2. 

Tested in accordance with 6.8.6. 
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