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Introduction
This draft standard is based on national and international discussions. Your comments on this draft are invited and will assist in
the preparation of the consequent standard.

For international standards, comments will be reviewed by the relevant UK national committee before sending the consensus
UK vote and comments to the international committee, which will then decide appropriate action. If the international standard is
approved, it is usual for the text to be published as a British Standard.

For national standards, comments will be reviewed by the relevant UK national committee and the resulting standards published
as a British Standard.

UK Vote
Please indicate whether you consider the UK should submit a negative (with supporting technical reasons) or positive vote on
this draft. Please indicate if you are aware of any reason why this draft standard should not be published as a British Standard.

Submission of Comments
- Annotated drafts are not acceptable and will be rejected.

- All comments should be submitted online at https://standardsdevelopment.bsigroup.com/. You will need to register in
order to comment.

Template for comments and secretariat observations Date: xx/xx/20xx Document: ISO/DIS xxxx

1 2 (3) 4 5 (6) 7

MB Clause No./ Subclause
No./Annex (e.g. 3.1)

Paragraph/
Figure/Table/Note

Type of
comment

Commend (justification
for change) by the MB

Proposed change by the MB Secretariat observations on
each comment submitted

3.1 Definition 1 ed Definition is ambiguous and needs
clarifying.

Amend to read '...so that the mains
connector to which no connection...'

6.4 Paragraph 2 te The use of the UV photometer as
an alternative cannot be supported
as serious problems have been
encountered in its use in the UK.

Delete reference to UV photometer.
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Foreword

ISO (the International Organization for Standardization) is a worldwide federation of national standards 
bodies (ISO member bodies). The work of preparing International Standards is normally carried out through 
ISO technical committees. Each member body interested in a subject for which a technical committee 
has been established has the right to be represented on that committee. International organizations, 
governmental and non-governmental, in liaison with ISO, also take part in the work. ISO collaborates closely 
with the International Electrotechnical Commission (IEC) on all matters of electrotechnical standardization.

The procedures used to develop this document and those intended for its further maintenance are described 
in the ISO/IEC Directives, Part 1. In particular, the different approval criteria needed for the different types 
of ISO documents should be noted. This document was drafted in accordance with the editorial rules of the 
ISO/IEC Directives, Part 2 (see www.iso.org/directives).

Attention is drawn to the possibility that some of the elements of this document may be the subject of patent 
rights. ISO shall not be held responsible for identifying any or all such patent rights. Details of any patent 
rights identified during the development of the document will be in the Introduction and/or on the ISO list of 
patent declarations received (see www.iso.org/patents).

Any trade name used in this document is information given for the convenience of users and does not 
constitute an endorsement.

For an explanation of the voluntary nature of standards, the meaning of ISO specific terms and expressions 
related to conformity assessment, as well as information about ISO's adherence to the World Trade 
Organization (WTO) principles in the Technical Barriers to Trade (TBT), see www.iso.org/iso/foreword.html.

This document was prepared by Joint Technical Committee ISO/IEC JTC 1, Information Technology, 
Subcommittee SC 24, Computer graphics, image processing and environmental data representation, Working 
Group WG 7, Image Processing and Interchange.

This second edition cancels and replaces the first edition (ISO/IEC 12087-5:1998), which has been technically 
revised.

The main changes compared to the previous edition are as follows:

—	 updated foreword and introduction

—	 updated normative references

—	 changed the IMODE field value definition from “PVV” to “PVU” so that the IMODE field value range may 
be extended by a BIIF profile

—	 updated the Open Skies Digital Data Exchange Format (OSDDEF) BIIF Profile definition to match the 
current definition used by the Treaty on Open Skies and the Open Skies Consultative Commission (OSCC)

—	 corrections of errata reported to ISO/IEC JTC 1/SC 24/WG 7 by interested parties

A current list of all parts in the ISO/IEC 12087 series can be found on the ISO website. At the time of 
publication, the following parts were in effect:

—	 Part 1: Common architecture for imaging

—	 Part 2: Programmer’s imaging kernel system application programme interface

—	 Part 3: Image Interchange Facility (IIF)

—	 Part 4: PICS – DTC (as ISO/IEC 12088-4)

—	 Part 5: Basic Imagery Interchange Format (BIIF)

Any feedback or questions on this document should be directed to the user’s national standards body. A 
complete listing of these bodies can be found at www.iso.org/members.html.
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ISO/IEC DIS 12087-5:2024(en)

Introduction

ISO/IEC 12087-1 establishes the conceptual and architectural framework for ISO/IEC 12087. In particular, 
it defines the types of all image data objects, image-related data objects, and attributes that may be 
interchanged by means of the Image Processing and Interchange – Image Interchange Facility (IPI-IIF).

ISO/IEC 12087-2 establishes the specification of the Programmer’s Imaging Kernel System (IPI-PIKS).

ISO/IEC 12087-3 provides a data format specification and an application program interface specification. 
The IIF data format may be used for image data interchange in open, heterogeneous environments. It may 
also serve as a local file format for imaging applications, especially in conjunction with ISO/IEC 12087-2. In 
future, the IIF data format could be used by telecommunication standards. Examples are future versions 
of File Transfer, Access, and Management (FTAM), ISO/IEC 8571; the Message Oriented Text Interchange 
Systems (MOTIS), ISO/IEC 10021 (also known as Message Handling System (MHS), CCITT Recommendation 
X.400). Thus, the IIF data format could become part of the application-oriented OSI communications 
protocols.

ISO/IEC 12088-4 provides the application program interface language binding for the C programming 
language. The Image Processing and Interchange (IPI) functional specification, ISO/IEC 12087, upon which 
this binding is based, first emerged as an International Standard in 1994. The functional description 
of ISO/IEC 12088 is specified in a language independent manner and needs to be embedded in language 
dependent layers (language bindings) for use with particular programming languages.

ISO/IEC 12087-5 establishes the specification of the Basic Image Interchange Format (BIIF) part of the IPI 
functional specification.

No patent holders have been identified in relation to this present body of work.

v
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DRAFT International Standard ISO/IEC DIS 12087-5:2024(en)

Information technology — Image Processing and Interchange 
(IPI) Functional specification —

Part 5: 
Basic Image Interchange Format (BIIF)

1	 Scope

This part of ISO/IEC 12087 establishes the specification of the Basic Image Interchange Format (BIIF) part 
of the standard. BIIF is a standard developed to provide a foundation for interoperability in the interchange 
of imagery and imagery-related data among applications. This part of ISO/IEC 12087 provides a detailed 
description of the overall structure of the format, as well as specification of the valid data and format for all 
fields defined with BIIF. Annex C contains a Model Profile of BIIF in tables to assist in profile development.

As part of the 12087 family of image processing and interchange standards, BIIF conforms to the 
architectural and data object specifications of 12087-1, the Common Architecture for Imaging. BIIF supports 
a profiling scheme that is a combination of the approaches taken for 12087-2 (PIKS), 10918 (JPEG), 8632 
(CGM), and 9973 (Procedures for registration of items).

The scope and field of application of this part of ISO/IEC 12087 includes the capability to perpetuate a 
proven interchange capability in support of commercial and government imagery, Programmer’s Imaging 
Kernel System Data, and other imagery technology domains in that priority order.

This part of ISO/IEC 12087 provides a data format container for image, symbol, and text, along with a 
mechanism for including image-related support data.

This part of ISO/IEC 12087 satisfies the following requirements:

—	 Provides a means whereby diverse applications can share imagery and associated information.

—	 Allows an application to exchange comprehensive information to users with diverse needs or capabilities, 
allowing each user to select only those data items that correspond to their needs and capabilities.

—	 Minimizes preprocessing and postprocessing of data.

—	 Minimizes formatting overhead, particularly for those applications exchanging only a small amount of 
data and for bandwidth-limited systems.

—	 Provides a mechanism (Transportable File Structure, TFS) to interchange PIKS image and image-related 
objects.

—	 Provides extensibility to accommodate future data, including objects.

When the extensibility of this part of ISO/IEC 12087, or the inherent constraints of the structured format 
of BIIF, do not meet the needs of a more complex application, then concepts and features of 12087-3 (IIF) 
should be considered as a more appropriate method of image interchange. For example, the ability to support 
complex combinations of heterogeneous pixel types, self-defining pixel structures, or abstract structures 
can be done with IIF.

2	 Normative references

The following standards contain provisions that, through reference in this text, constitute provisions of this 
part of ISO/IEC 12087. At the time of publication, the editions indicated were valid. All standards are subject 

1
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ISO/IEC DIS 12087-5:2024(en)

to revision, and parties to agreements based on this part of ISO/IEC 12087 are encouraged to investigate the 
possibility of applying the most recent editions of the standards indicated below.

Members of IEC and ISO maintain registers of currently valid International Standards.

ISO/IEC 646:1991, Information technology — ISO 7-bit coded character set for information interchange

ANSI/IEEE std 754:1985, Standard for Binary Floating-Point Arithmetic.

ISO/IEC  8601:1998/Cor.1:1991, Data elements and interchange formats – Information interchange – 
Representation of dates and times – Technical Corrigendum 1

ISO/IEC 8632-1:1992, Information technology – Computer graphics – Metafile for the storage and transfer of 
picture description information – Part 1: Functional specification

ISO/IEC 8632-1:1992/Amd.1:1994, Information technology – Computer graphics – Metafile for the storage and 
transfer of picture description information – Part 1: Functional specification – Amendment 1: Rules for profiles

ISO/IEC  8632-1:1992/Amd.2:1994, Information technology – Computer graphics – Metafile for the storage 
and transfer of picture description information – Part 1: Functional specification – Amendment 2: Application 
structuring extensions

ISO/IEC 8632-2:1992, Information technology – Computer graphics – Metafile for the storage and transfer of 
picture description information – Part 2: Character encoding

ISO/IEC 8632-3:1992, Information technology – Computer graphics – Metafile for the storage and transfer of 
picture description information – Part 3: Binary encoding

ISO/IEC 8632-4:1992, Information technology – Computer graphics – Metafile for the storage and transfer of 
picture description information – Part 4: Clear text coding

ISO/IEC 8632-4:1992/Amd.1:1994, Information technology – Computer graphics – Metafile for the storage and 
transfer of picture description information – Part 4: Clear text coding – Amendment 1: Metafile for the storage 
and transfer of picture description information

ISO/IEC 8632-4:1992/Amd.2:1995, Information technology – Computer graphics – Metafile for the storage and 
transfer of picture description information – Part 4: Clear text coding – Amendment 2: Application structuring 
extensions

ISO/IEC  9973:1994, Information technology – Computer graphics and image processing – Procedures for 
registration of graphical items

ISO/IEC/TR 10000-1:1995, Information technology – Framework and taxonomy of International Standardized 
Profiles – Part 1: General principles and documentation framework

ISO/IEC 10646:1993, Information technology – Universal Multiple-Octet Coded Character Set (UCS) – Part 1: 
Architecture and Basic Multilingual Plane

ISO/IEC  10646-1:1993/Amd.2:1996, Information technology – Universal Multiple-Octet Coded Character Set 
(UCS) – Part 1: Architecture and Basic Multilingual Plane – Amendment 2: UCS Transformation Format 8 (UTF-8)

ISO/IEC  10918-1:1994, Information technology — Digital compression and coding of continuous-tone still 
images: Requirements and guidelines

ISO/IEC  10918-2:1995, Information technology — Digital compression and coding of continuous-tone still 
images: Compliance testing

ISO/IEC  10918-3:1997, Information technology — Digital compression and coding of continuous-tone still 
images: Extensions

ISO/IEC 10918-4:1999, Information technology – Digital compression and coding of continuous-tone still images: 
Registration of JPEG profiles, SPIFF profiles, SPIFF tags, SPIFF colour spaces, APPn markers, SPIFF compression 
types and Registration Authorities (REGAUT)

2
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ISO/IEC 12087-1:1995, Information technology — Computer graphics and image processing — Image Processing 
and Interchange (IPI) — Functional specification — Part 1: Common architecture for imaging

ISO/IEC 12087-2:1994, Information technology — Computer graphics and image processing — Image Processing 
and Interchange (IPI) — Functional specification — Part 2: Programmer's imaging kernel system application 
programme interface

ISO/IEC 12087-3:1995, Information technology — Computer graphics and image processing — Image Processing 
and Interchange (IPI) — Functional specification — Part 3: Image Interchange Facility (IIF)

ITU-T T.4, (1993:03)/Amd.2:1995, Standardisation of Group 3 Facsimile apparatus for document transmission

3	 Terms, definitions and abbreviations

For the purposes of this document, the following terms and definitions apply.

ISO and IEC maintain terminological databases for use in standardization at the following addresses:

—	 ISO Online browsing platform: available at https://​www​.iso​.org/​obp

—	 IEC Electropedia: available at https://​www​.electropedia​.org/​

3.1	 Definitions

For the purposes of this part of ISO/IEC 12087, the following definitions apply.

3.1.1
Attachment Level
A field value of a segment that indicates the display level of the segment to which it is attached. It provides a 
way to associate image and symbols as a group for the purposes of moving, rotating or displaying.

3.1.2
Annotational Text
See Symbol Text.

3.1.3
Band
One of the two-dimensional (row/column) arrays of pixel sample values that comprise an image. For the 
basic use of BIIF, the band values are homogeneous data types for each band. In the case of monochrome or 
indexed colour images (single 2-dimensional array of pixel values with possible look-up-tables), the image 
array consists of one band. In the case of RGB images (three 2-dimensional arrays of pixel values; 8 bits each 
of Red, Green, and Blue values for each pixel), the image consists of three bands. When images need to be 
represented using bands with heterogeneous array structure or data types (e.g., two bands with integer 
data type and one band with a real data type), the image representation may be defined using a PIKS object 
in a TFS Data Extension Segment (DES). The TFS PIKS object defines the data structure of the values in the 
image data field of the image segment.

3.1.4
Basic Character Set (BCS)
A subset of ISO/IEC 10646-1 character set which is represented by the UTF-8 form and used in headers and 
subheaders.

3.1.5
Basic Character Set-Alphanumeric (BCS-A)
A subset of the Basic Character Set. The range of allowable characters consists of space through tilde (single 
octets with values ranging from 20 to 7E) from the Basic Latin Collection.

3.1.6
Basic Character Set-Numeric (BCS-N)
A subset of the Basic Character Set which consists of the digits ‘0’ through ‘9’, ‘plus sign’, ‘minus sign’, ‘decimal 
point’, and ‘slash’.

3
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3.1.7
Basic Multilingual Plane
The Basic Multilingual Plane (BMP) is defined as group 00 of plane 00. The BMP includes characters in 
general use in alphabetic, syllabic, and ideographic scripts together with various symbols and digits. See 
ISO/IEC 10646-1:1993.

3.1.8
Block
A rectangular array of pixel values which is a subset of an image. An image consists of the union of one or 
more non-overlapping blocks.

3.1.9
Byte
A byte is defined as equivalent to an octet.

3.1.10
Common Coordinate System
A two-dimensional coordinate space which is common for determining the placement and orientation 
of displayable data types within a specific BIIF file and among correlated BIIF files which comprise an 
integrated product.

3.1.11
Conditional
An adjective applied to data fields whose existence depends on the value of the designated Required field 
preceding the Conditional field.

3.1.12
Coordinated Universal Time (UTC)
The time scale maintained by the Bureau International de L’Heure (International Time Bureau) that forms 
the basis of a coordinated dissemination of standard frequencies and time signals. UTC is equivalent to the 
mean solar time at the prime meridian at Greenwich, England.

3.1.13
Data Extension Segment
Data Extension Segment (DES) is a construct used to encapsulate different data types where each type is 
encapsulated in its own DES. The DES structure is discussed in Subclause 4.2.8.2.

3.1.14
Displayable
Information that can be exhibited in visual form.

3.1.15
Display Level
A field value of a segment that denotes the order in which the segments (images and symbols) are “stacked”. 
The Display Level order is independent of the data sequence order in this format.

3.1.16
Field
Logically primitive item of data, sometimes referred to as an attribute.

3.1.17
Image
A representation of physical visualization, for example, a picture. An image is the computer (digital) 
representation of a picture. An image is comprised of discrete picture elements called pixels structured in 
an orderly fashion consisting of pixel value arrays formatted using bands and blocks.

3.1.18
International Standardised Profile
An internationally agreed-to, harmonized document which identifies a standard or group of standards 
together with options and parameters necessary to accomplish a function or set of functions.

4
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3.1.19
Look-Up Table
A collection of values used for translating image samples from one value to another. The current sample 
value is used as an index into the look-up table(s); therefore, the number of entries in each look-up table for 
a single bit per pixel image would contain two entries, and each look-up table for an 8-bit per pixel image 
would contain 256 entries. Multiple look-up tables  allow for the translation of a scalar pixel value to an 
n-dimensional vector pixel value.

3.1.20
Non-blank
Non-blank indicates that the field cannot be filled entirely by the BCS-A space character (0x20). It may 
contain space characters when included with other characters.

3.1.21
Octet
An octet is defined as 8 bits.

3.1.22
Pad Pixel
A pixel with sample values that have no significant meaning to the image. Pad pixels are used with block 
images when either the number of pixel rows in an image is not an integer multiple of the desired number 
of vertical image blocks, or when the number of pixel columns in an image is not and integer multiple of the 
desired number of horizontal image blocks.

3.1.23
Pad Pixel Mask
A data structure which identifies recorded/transmitted image blocks which contain pad pixels. The pad 
pixel mask allows applications to identify image blocks which require special interpretation due to pad pixel 
content.

3.1.24
Pixel
An abbreviation for the term “picture element”.

3.1.25
Profile
Definition 1: An instance of a pro forma that contains a set of one or more base standards, and where 
applicable, the identification of chosen classes, subsets, options, and parameters of those base standards, 
necessary for accomplishing a particular function. For example: BIIF Profiles are used for specific 
communities such as the Open Skies community. TFS Profiles provide interoperability by specifying 
constraints on the TFS.  Definition 2: A member of the TFS Transport which contains PIKS Data or other 
image-related object data called Transport Profile. For example: Each Transport Profile contains metadata 
and security about the objects it contains. Whenever profile is used in the sense of definition 2, the word 
Transport will always precede it.

3.1.26
Profile Variant
A field within this basic standard that is allowed to be defined by a BIIF profile for its structure and intent 
(content). An element or an attribute that is allowed to differ between BIIF profiles.

3.1.27
Required
An adjective applied to data fields that must be present and filled with valid data or default data.

3.1.28
Reserved Extension Segment
The Reserved Extension Segment (RES) construct provides the same mechanism as the DES construct for 
adding new data types for inclusion in BIIF files. However, the RES is reserved for data types that need to be 
placed at or near the end of the file. The RES structure is discussed in Subclause 4.2.8.4.
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3.1.29
Sample
One element in the image array that comprises an attribute of the image. In BIIF, a sample (pixel vector 
value) is indexed according to the row and column of the array where it appears.

3.1.30
SAR
Image obtained from a synthetic aperture radar.

3.1.31
SARIQ
Radio hologram (initial phase information) from a synthetic aperture radar.

3.1.32
Segment
An instance of a data type that is contained in a BIIF file. A segment is comprised of a subheader and 
associated data (e.g., and image subheader together with image data comprises an image segment).

3.1.33
Symbol
A pictorial element that may be aligned with a point in or adjacent to an image to provide graphical markings 
and/or textual labels.

3.1.34
Symbol Text
Text placed on or adjacent to an image as a graphic symbol to provide a textual overlay to the image.

3.1.35
Tagged Record Extension
A means to provide additional attributes about standard data segments not contains in the standard header 
or subheader field.

3.1.36
Transportable File Structure
Transportable File Structure is a data extension element used for configuration, data request, commands, 
and PIKS object data to be stored in hierarchy order with Metadata associated for each level. Transportable 
File Structures are defined and demonstrated in Annex A.

3.1.37
Transparent Pixel
A pixel whose sample values must be interpreted for display such that the pixel does not obscure the display 
of any underlying pixel.

3.1.38
YCbCr
Technique for specifying colour images where Y = Brightness of signal, Cb = Chrominance (blue), and Cr = 
Chrominance (red).

3.2	 Abbreviations

AL Attachment Level

BCS Basic Character Set

BCS-A Basic Character Set – Alphanumeric

BCS-N Basic Character Set – Numeric

BMP Basic Multilingual Plane
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C Conditional

CCS Common Coordinate System

CGM Computer Graphics Metafile

CS Character String

DES Data Extension Segment(s)

DL Display Level

JPEG Joint Photographic Experts Group

LSB Least Significant Bit

LUT Look-Up Table

MSB Most Significant Bit

NBPC Number of Blocks Per Column

NBPR Number of Blocks Per Row

PIKS Programmer’s Imaging Kernel System

PIKS1 PIKS Foundation Profile

PIKS2 PIKS Technical Profile

PIKS3 PIKS Scientific Profile

PIKS4 PIKS Full Profile

PVTYPE Pixel Value Type

RES Reserved Extension Segment(s)

RGB Red, Green, Blue

TFS Transportable File Structure

TRE Tagged Record Extension

UCS Universal Multi-Octet Coded Character Set

UCS-2 UCS Two Octet Form

UCS-4 UCS Four Octet Form

UTC Coordinated Universal Time

UTF-1 UCS Transformation Format 1

UTF-8 UCS Transformation Format 8

YCbCr Y-Brightness of signal, Cb-Chrominance (blue), Cr-Chrominance (red)

4	 Basic Image Interchange Format (BIIF) specification

The following subclauses specify the Basic Image Interchange Format (BIIF) used as the file format portion 
of the Image Interchange Facility (IIF).
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4.1	 Format overview

Imagery applications use multiple types of systems for the exchange, storage, and processing of images 
and associated imagery data. The format used in one application is likely to be incompatible with formats 
used in other applications. Since each application may use a unique, internal data representation, a common 
format for interchange of information across applications is needed for interoperability of systems within 
and across applications. This clause  defines the Basic Image Interchange Format (BIIF) specification to 
provide a common basis for storage and interchange of images and associated data among existing and 
future applications. BIIF supports interoperability by providing a data format for shared imagery and an 
interchange format for images and associated imagery data.

In BIIF, data interchange between disparate systems is potentially enabled by a translation process. Using 
BIIF, each system must be compliant with only one external format that will be used for communication 
with all other participating systems. When BIIF is not used as a system’s native internal format, each system 
will translate between the system’s internal representation for imagery and the BIIF format. A system from 
which data is to be transferred has a translation module that accepts information structured according to 
the system’s internal representation for images and related imagery data and assembles this information 
into BIIF format. The receiving system will reformat BIIF data, converting it into one or more files structured 
as required by the internal representation of the receiving system. Each receiving system can translate 
selectively and permanently store only those portions of data in the received BIIF file that are of interest. 
A system may transmit all of its data, even though some of the receiving systems may be unable to process 
certain elements of the data. The functional architecture of this translation process is shown in Figure 1. 
In the diagram, the terms “Native Mode” refer to imagery and imagery-related data represented in a way 
potentially unique to the sending or receiving system, respectively.

Flexibility and extensibility of the use of BIIF are provided through the use of a constrained set of conditional 
variable length fields and extension constructs. Imagery, together with Programmer’s Imaging Kernel 
System (PIKS) objects, can easily be formatted into BIIF. This approach provides the proven capability to 
implement general purpose BIIF readers (applications) that can present the basic imagery and annotations 
of any BIIF compliant product file created within the constraints of a given profile of BIIF. Although more 
robust approaches exist to allow ‘self-defining’ data structures, these approaches significantly increase the 
complexity for implementing general purpose readers (applications) capable of meaningful interpretation 
of file constructs created by a wide variety of diversely developed generators. More simplistic imagery file 
formats also exist. They are often focused at just portraying a simple digital image and are often too limited 
in feature sets to meet the needs of somewhat more sophisticated, but still basic imagery applications. BIIF 
provides a basic capability that bridges the gap between simplistic digital image formats and the extremely 
sophisticated, self-defining, but potentially complex formats. As such, BIIF has some inherent bounds and 
limitations, but remains very capable as a basic imagery format capable of satisfying a broad range of 
imagery applications.

Although few in number, certain aspects of this format reflect the legacy formats it is based on. For example, 
pixel coordinate indexing as described in clause 4.1.4.2.

BIIF supports extensibility (through the use of its Data Extension Segment (DES) and Reserved Extension 
Segment (RES)) which empowers new applications while maintaining backward compatibility. Newly 
defined data can be linked via a DES/RES and utilized by a new application or ignored by a legacy system. 
This will ensure backward compatibility to older systems while incorporating new technology.

8

﻿
© ISO/IEC 2024 – All rights reserved

Full document details: 24/30484806 DC

http://www.avadocuments.com/doc/24-30484806-dc
http://www.avadocuments.com/doc/24-30484806-dc


ISO/IEC DIS 12087-5:2024(en)

Figure 1 — Translation Process

4.1.1	 Description

The following subclauses provide the descriptions of BIIF data format fields, standard data types, extensions, 
Transportable File Structure (TFS) elements, and complexity levels, as used in the specification of the BIIF 
file format.

4.1.1.1	 Format fields

BIIF format structure consists of a combination of both fixed octet length fields and variable octet length 
fields. In its most basic application, the use of variable length fields is minimized to deal with the basic issues 
of the variable number and size of images and the variable number and size of image annotations that may 
appear in a BIIF file. The format contains header, subheader, and data fields. BIIF header and subheader fields 
are octet aligned. The file header carries information about the identification, security, structure, content, 
size of the file as a whole, and size of the data segments within the file. A data segment structure is defined 
for each kind of data supported by the format. Each data segment in the file has a subheader containing 
information that describes characteristics of the data segment and an associated data field that contains the 
actual data. BIIF encoding is discussed in Subclause 4.2.3.

4.1.1.2	 Standard data types

A BIIF file supports inclusion of three standard types of data in a single file: image, symbol, and text. It 
is possible to include zero, one, or multiple data segments of each standard data type in a single file (for 
example: several images, but no symbols). Standard data types shall be placed in the file in the following 
order: all image data segments (images), followed by all symbol data segments (symbols including symbol 
text), followed by all text segments (documents or text). Additional kinds of data may be included in a BIIF 
file by use of Data Extension Segments (DES) (see Subclause 4.2.8), such as the Transportable File Structure 
(TFS Annex A), and Reserved Extension Segments (RES) (see Subclause 4.2.8.4). A data segment of a standard 
data type is called a standard data segment. A data segment of a type defined in a DES or RES is called an 
extension data segment. The order of these major file components is illustrated in Figure 2.
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Figure 2 — Structure

4.1.1.3	 Extensions

Flexibility to add support for kinds of data and data characteristics not explicitly defined in this standard is 
provided within the format. This is accomplished by providing for one or two fields in each header/subheader 
containing "tagged record extensions" and by use of DESs and RESs. The tagged records extensions (TREs) 
in the header/subheaders may contain additional characteristics about the corresponding data segment, 
while the extension segments are intended primarily to provide a vehicle for adding support for new 
kinds of data. The identifier (tag name) for the tagged records, and extension segment identifiers, will be 
coordinated centrally in accordance with this standard to avoid conflicting use. In some cases, tagged record 
and extension formats will be configuration managed to control changes to data formats affecting a broad 
BIIF user base.

All implementations of BIIF should handle the receipt of unknown extension types by at least recognizing they 
are unknown extension types and ignoring them. This is accomplished through the octet count mechanism 
of the extension identifier plus length field approach for bounding separate content types in the format. The 
octet length offsets allow an interpret implementation to skip past unknown extensions and interpret the 
known meaningful content elements of the BIIF file. This concept is basic to BIIF interpretation; a reader can 
always identify octet count offsets and move on to other elements of the file. A quality implementation will 
have the provision to alert the user of unknown entities that are skipped over to ensure the user does not 
infer from the presentation of the file that all file contents have been fully interpreted and made available 
for use by the user.

The BIIF file header and each standard data segment subheader have designated expandable fields to 
allow for the optional inclusion of extension data (Tagged Record Extensions). The inclusion of extension 
data provides the ability to add data/information about the standard data segment (metadata) that is not 
contained in the basic fields of the headers and subheaders. The additional data is contained within one 
or more BIIF Tagged Record Extensions that are placed in the appropriate field (user defined data field or 
extended data field) of the standard data segment subheader for which the metadata applies. When Tagged 
Record Extensions have application across multiple data segments in the file, or otherwise apply to the 
entire BIIF file in general, they are placed in the appropriate file header extension fields.

Exemplary use of Tagged Record Extensions:

—	 Data about people, buildings, places, landmarks, equipment, or other objects that may appear in the image.

—	 Data to allow correlation of information among multiple images and annotations within a BIIF file.

—	 Data about the equipment settings used to obtain the digital image, x-ray, etc.

—	 Data to allow geopositioning of items in the image or measurement of distances of items in the imagery.
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4.1.1.4	 Transportable file structure (TFS)

The Transportable File Structure (TFS) Data Extension Element allows for the transport of the Programmer’s 
Imaging Kernel System (PIKS) object data and other image related data. The TFS is a simple metafile that 
allows for both relational and hierarchical structures of image-related data to be stored in BIIF. Each TFS 
contains one or more Transports. The Transports allow for the grouping of image-related data for a specific 
reason. For example, the Transport could contain all the required information about a medical patient to 
include imagery, PIKS objects for the imagery, and a complete medical history of the patient. In the case 
of remote sensing, the Transport could contain area of interests, specific locations, and explanations of 
features on the image. Each Transport contains one or more Profiles which contain PIKS object data or other 
image-related object data. TFS object data either contains data for the object or provides an unambiguous 
reference to the data. Profiles are related together when they occur at the same level in the metafile. For 
example, when a Transport contains an image Profile and several PIKS object Profiles, it is implied that the 
PIKS objects are related to the image. A Profile can also be nested within a Profile to represent complex 
hierarchical structures. Each TFS, Transport, and Profile contains metadata about itself and its contents, 
security about the data, and an index into the next levels for quick access. Although the TFS can be used 
to describe complex data structures about the image, PIKS data objects relating to an image can be simply 
expressed using one Transport and one Profile. The Transportable File Structure is completely described in 
Annex A. Example uses of TFS are given in Annex E.

4.1.1.5	 Complexity Levels

The BIIF uses the concept of complexity levels to allow definitions of a set of nested features and constraints 
to exist within a user domain served by a specific profile of BIIF. It allows a user application to quickly 
identify the degree of complexity of the number and combinations of BIIF features used in any specific BIIF 
file within this given BIIF profile. For Example, the BIIF Model Profile in Annex C allows a file marked at 
complexity level 01 to have one image segment and no symbol segments, text segments, or data extension 
segments. A Model BIIF profile file marked at complexity level 02 may have up to 20 image segments, 100 
symbol segments, 10 text segments and 20 data extension segments.

4.1.2	 Interoperability/exchange

Within a BIIF Profile, the term interoperability is used to express the ability of two or more imagery users 
within the same community of interest operating in a heterogeneous computing environment, to accurately 
create and/or recognize BIIF file structure as prescribed in this standard, and meaningfully exchange the 
information contained in it. This standard also promotes a higher degree of interoperability among two or 
more diverse communities of interest through the selection of a common set of functionality captured in 
specific BIIF profiles and implementation agreements.

4.1.3	 Fields

The following subclauses describe general requirements related to data validity, the representation of date 
and time expressions, and the representation of text-based information within BIIF files.

4.1.3.1	 Valid data

All header and subheader fields contained in the BIIF file shall contain valid data (that is, data in accordance 
with the restrictions specified for the contents of the field in this document or as constrained by an applicable 
BIIF profile definition; Annex C) or the specified default value.

4.1.3.2	 Date and time expressions

The representation of date and time shall be of the form CCYYMMDDhhmmss in accordance with the 
provisions of ISO 8601:1988(E) for expressing combined date and time of day representations with the 
century designator. All dates and times shall be expressed in Coordinated Universal Time (UTC).
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The associated meaning of the CCYYMMDDhhmmss representation is:

—	 [CC] represents the digits used in the thousands and hundreds components of the time element “year”. 
The range of ‘CC’ is ‘00’ through ‘99’.

—	 [YY] represents the digits used in the tens and units components of the time element “year”. The range 
of ‘YY’ is ‘00’ through ‘99’.

—	 [MM] represents the digits used in the time element “month”. The range of ‘MM’ is ‘01’ through ‘12’.

—	 [DD] represents the digits used in the time element “day”. The range of ‘DD’ is ‘01’ through ‘31’.

—	 [hh] represents the digits used in the time element “hour”. The range of ‘hh’ is ‘00’ through ‘23’.

—	 [mm] represents the digits used in the time element “minute”. The range of ‘mm’ is ‘00’ through ‘59’.

—	 [ss] represents the digits used in the time element “second”. The range of ‘ss’ is ‘00’ through ‘59’.

4.1.3.3	 Representation of textual information in fields

BIIF uses two different categories (BCS, UCS) of textual data character representations. Each category has 
a set of constraints for use within header and subheader fields. UTF 8 is used in selected header fields. 
BCS (BCS-A and BCS-N) and UCS (UTF 8) character representation are allowed in header and sub-header 
fields. BCS and UCS character codes are allowed for use in the data fields of text segments. (see following 
Clauses 4.1.3.3.1-4.1.3.3.5)

4.1.3.3.1	 Basic character set

The Basic Character Set (BCS) is used when populating header and subheader fields of BIIF. These fields are 
primarily meant for internal use by computer systems and represent nothing more than an alphabetic code. 
Therefore, the allowable characters are restricted to a relatively small set that can be represented in 8-bit per 
character codes. In addition to header fields, BCS characters can also be used for text data segments. Valid 
BCS character codes range from 20 through 7E and line feed (0A), form feed (0C), and carriage return (0D).

4.1.3.3.2	 Basic character set-numeric (BCS-N)

The range of allowable characters for BCS-N consists of the numbers '0' through '9' from the BMP block 
named 'BASIC LATIN', codes 30 through 39; plus sign, code 2B; minus sign, code 2D; decimal point, code 2E; 
and slash (/), code 2F.

4.1.3.3.3	 Basic character set-alphanumeric (BCS-A)

The range of allowable characters for BCS-A consists of the following: Space through Tilde, codes 20 through 
7E (BMP block 'BASIC LATIN').

4.1.3.3.4	 Universal multiple-octet coded character set (UCS)

The UCS is used for expressing text in many languages of the world as defined by ISO 10646. The specific 
character set selected from UCS shall be identified by profile. The BIIF profile shall identify the adopted 
form, the adopted implementation level and the adopted subset (list of collections and/or characters) in 
accordance with the structures defined in ISO 10646. When a profile defined UCS is used in a BIIF file, the 
coding shall contain an explicit declaration of identification of features (escape sequence) as specified in 
ISO 10646. When no declaration escape sequence is included, the default shall be that defined for BCS above. 
UCS-2 and UCS-4 are respectively, the two and four octet forms.

4.1.3.3.5	 UCS Transformation Format 8 (UTF-8)

UTF-8 is the UCS Transformation Format 8 defined in ISO 10646 Part 1, Amendment 2 that allows the use 
of multi-national character sets in BIIF. It is an alternative coded representation for all of the characters of 
the UCS. UCS characters from the BASIC Latin collection are represented in UTF-8 with single octet values 
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ranging from 20 to 7E. Octet values 00 to 7F do not otherwise occur in the UTF-8 coded representation of 
any character. Therefore, the BASIC Latin collection is unchanged under a UTF-8 transformation. In UTF-8 
each character has a coded representation that comprises a sequence of octets of length 1, 2, 3, 4, 5, or 6 
octets. For all sequences of one octet, the most significant bit shall be a ZERO bit. All octets other than the 
first in a sequence are continuing octets. The number of ONE bits in the most significant positions of the 
first octet of the sequence determines how many continuing octets represent the international character. 
Selected header and subheader fields allow UTF-8 coded characters. Field lengths are fixed octet counts 
regardless of character encoding.

4.1.4	 Logical structure of pixel storage

An image band is stored in row, column order, such that the column index is changing faster than the row 
index. The band index may be changing either faster than the column index or slower than the row index. The 
orientation of the pixels in the image array to up, down, left and right is defined by the metadata associated 
with the image. The image array structure is depicted in Figure  3. The origin of the image array I, pixel 
I(0,0), is at the upper left corner, and pixel I(R-1,C-1) is at the lower right corner. Within the rth row, the pixels 
shall appear beginning on the left with l(r,0) and proceeding from left to right with l(r,1), l(r,2) and so on, 
ending with l(r,C-1).

4.1.4.1	 Pixel coordinates

The black square in Figure 3 is a single pixel located by (r,c) where r = row number, and c = column number. 
Each pixel value for each band in an image can be uniquely identified by its (r, c) coordinate.

Figure 3 — Image Array Structure

4.1.4.2	 PIKS pixel coordinates

The Image Array pixel coordinate indexing (row, column) demonstrated in Figure  3 is typical for image 
scanning systems (e.g., line, sample), but is reversed from that used by PIKS. In PIKS, the first index is across 
columns. Implementers must take this into consideration when passing pixel coordinates through the PIKS 
Application Programming Interface (API). The pixel storage order is the same, only the coordinate indexing 
convention is reversed.

4.1.5	 Common coordinate system

The BIIF Common Coordinate System (CCS) is the two-dimensional coordinate space which shall be common 
for determining the placement and orientation of displayable data types (e.g. images, symbols, extension 
data, etc.) within a specific BIIF file and among correlated BIIF files which comprise an integrated product.
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4.1.5.1	 Common coordinate system structure

The Common Coordinate System structure can be conceived of as a virtual two-dimensional drawing space 
with a coordinate system similar in structure to the lower right quadrant of the Cartesian coordinate 
system. The CCS has two perpendicular coordinate axes, the horizontal column axis and the vertical row 
axis as depicted in Figure 4. The positive directions of the axes are based on the predominate scan (column) 
and line (row) directions used by the digital imagery community. The intersection of the axes is designated 
as the origin point with the coordinates (0,0). Given the orientation of the axes in Figure  4, the positive 
direction for the column axis is from (0,0) and to the right; the positive direction for the row axis is from (0,0) 
downward. The quadrant represented by the positive column and positive row axes is the only coordinate 
space for which BIIF displayable data types may be located.

Figure 4 — Common Coordinate System

4.1.5.2	 Row and column coordinates

Images and symbols have designated points of references. For an image it is the first pixel (0,0). For a CGM 
symbol, it is the CGM virtual display coordinates (VDC) origin point. Symbols and images shall be placed 
in the CCS according to the CCS row and column coordinates placed in subheader location fields (e.g., ILOC, 
SLOC). The location coordinates of a specific image or symbol represent row and column offsets from either 
the CCS origin point when ‘unattached’, or the location point in the CCS of the data to which it is attached. 
Other means used to locate displayable data shall be directly correlated to row and column coordinates 
(e.g., displayable tagged record extension data might have geolocation data correlated with row and column 
indices). Note: When passing coordinate pairs to a PIKS API, the order of the coordinates needs to be 
reversed by the application.

When location coordinates are relative to the CCS origin, they shall always have a positive value. When location 
coordinates are relative to the location coordinates of an item to which they are attached, both positive and 
negative offset values are possible. In all cases, the location coordinates selected for any data item shall ensure 
that none of the displayable item extends outside of the quadrant defined by the axes of the CCS.
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4.1.5.3	 CCS Boundaries

The upper and left boundaries of the CCS are explicitly constrained in the specification. The lower and right 
boundaries constraints are defined as one of the key attributes of the complexity level definition in a BIIF 
profile. Image and symbol segments shall be displayable and located such that no displayable portion of any 
image or sub-image in a BIIF file extends beyond the CCS boundaries applicable to the file according to the 
selected complexity level.

4.1.6	 Display and attachment levels

Each image product shall be comprised of one or more data segments. The relative visibility of the 
various items in BIIF is recorded by use of the display level (the "DLVL" field in the standard data segment 
subheaders, specifically IDLVL for image, SDLVL for symbol). Groups of related items may be formed by use 
of the attachment level (the "ALVL" field in the standard data segment subheaders, specifically IALVL for 
image, SALVL for symbol).

4.1.6.1	 Display levels

The order in which images and symbols are "stacked" shall be determined by their display level, not by their 
relative position within a BIIF file. Every image and symbol component in a BIIF file shall have a unique 
display level. This requirement allows "stacking" to be independent of data sequence or processing order.

Figure  5 illustrates a sample "output presentation" from a BIIF file that illustrates the effects of display 
level assignment. The display level of each segment shown on Figure 5 is indicated in the list of segments, 
where the list is in the order that the segments were placed in BIIF containing them. In the case shown, the 
segment with display level one is not an image but rather an opaque CGM rectangle (symbol data, not image 
data). Because the CGM rectangle is larger than the image (which, in this case, serves as the first overlay 
because its display level is two), it provides a border to the image. Following increasing DL value, the border 
is overlaid by the image being examined which, in turn, is overlaid by arrow one, which is in turn overlaid by 
the image inset, which is overlaid by the annotation, which is overlaid by the arrow annotation, etc. The AL 
values in Figure 5 refer to "Attachment Levels".
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Figure 5 — Display Level and Attachment Level Relationships

4.1.6.2	 Attachment levels

The attachment level (AL) provides a way to associate items (images, symbols) so they may be treated 
together for certain operations such as moving, rotating, or displaying. The attachment level of an item shall 
be equal to the display level of the item to which it is "attached." Items can only be attached to existing 
items at a lower display level. This value is stored in the "ALVL" field (specifically IALVL for images, SALVL 
for symbols) of the item's subheader. The segment with the lowest display level (display level 001 in the 
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example in Figure 5), must have an attachment level of zero. An attachment level of zero shall be interpreted 
as "unattached." Any other item may also have AL 000, that is, be unattached.

Figure 6 shows the attachment relationships of overlay items in Figure 5. When an overlay or base is edited 
(moved, deleted, rotated), all overlays attached to it, directly or indirectly, shall be affected by the same 
operation. For example, in Figure 6, if the inset being examined (DL 005, AL 002) was moved one centimeter 
to the left, the arrows (DL 008, AL 005, and DL 007, AL 006) and symbol (DL 006, AL 005) associated with the 
examined inset (DL 005, AL 002) would also be moved one centimeter to the left. Also note that because of the 
way the attachments have been constructed, if the symbol 2 (DL 006, AL 005) were deleted, so would arrow 
2 (007, 006). However, if the image inset (DL 005, AL 002) were deleted, so would arrow 1 (DL 004, AL 003).

Figure 6 — Display and Attachment Levels

4.2	 Format

The format of the BIIF file consists of a header, followed by data type segments with their associated 
subheaders. The header specifies profile and structural information that allows proper interpretation of 
the rest of the header and subheaders. All headers and subheaders have their character data specified in the 
lexical constraints of BCS-A, BCS-N or UCS (when UTF-8 encoded). Data in the text segments may be specified 
in other lexical levels of ISO 10646 as discussed in Subclause 4.1.3. The header is fixed in structure to support 
easy location and interpretation of the data. This is especially important for security-related information 
since this ensures that security data is immediately accessible. Additionally, a fixed file structure allows an 
additional level of data integrity checking since octet counts are known in advance.

Each image, symbol, text, and extension data type included in BIIF shall be preceded by a "subheader" 
corresponding to that data item. This comprises a data segment. This subheader shall contain information 
pertaining to that particular data item and data type only. If no segments of a given type are included in 
BIIF, a subheader for that data type shall not be included in BIIF. A BIIF file may contain multiple segments of 
each data type (image, symbol, text, and extensions). All segments of a specific data type shall precede the 
segments of the next data type.
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All data items and the associated subheader of a single type shall precede the first subheader for the next 
data type. Field values are to be read as a continuous stream as defined in the tables below.

4.2.1	 Data recording formats

The method of converting data into an octet string shall adhere to the following:

1)	 octet oriented data (BCS character string) shall be recorded with no change.

2)	 the ordering sequence for bit-oriented data (integers, reals) shall be recorded in the order where the 
left-most eight bits of remaining data are always output first. See Figure 7 where octet 0 is the most-
significant (leftmost) octet within a multi-octet data structure.

Figure 7 — Octet sequence order

4.2.2	 Encoding

The tables in the following subclauses specify the encoding structure of a BIIF file. BIIF specifies a single 
encoding consisting of both fixed and variable field sizes and a fixed field ordering. Compound elements 
(headers, subheaders, etc.) are constructed by packing primitive elements (fields, attributes) in a fixed order 
including or excluding certain condition dictates. The tables below provide the syntax/format for each of the 
primitive elements. A separate table is provided for each compound element. The following notation is used 
in the tabular entries of the five column tables which follow:

Column I. Field name: A short name used for references in the text descriptions.

Column II. Description: A short description of the meaning of the field, followed by a more detailed 
explanation as required.

Column III. Type A selection from the following codes:

  R: Required element; structure (syntax) and meaning of this element shall be im-
plemented precisely as specified in this standard. It must be present.
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  C: Conditional element; this element is omitted based on the value of its “dependent 
element”. For example, if NUMI (number of images) = 0, then no image compo-
nents (image subheader, image data) are present in the file. A conditional field 
may or may not be present depending on the value of one or more preceding 
required fields.

  PVV: Profile Variant-Value: A restriction on value. For example, a profile might be 
developed that supported only one image in the file. In this case, NUMI (number 
of images) would be constrained to the value one for all BIIF files conforming 
to this profile. The BIIF profile is required to identify constraints on the data 
value range.

  PVU: Profile Variant-Unspecified: Both structure (syntax) and meaning are allowed 
to be defined by the BIIF profile; however, size and order with compound el-
ements must be maintained in accordance with this standard. The PVU and 
PVV designation may be applied to either an R or C field and will be shown, for 
example, as R/PVV or C/PVU.

Column IV. CE/Size: Character Encoding: A = BCS-A, N = BCS-N, U8 = UTF-8.
Size: Equals the number of octets that are reserved for the field. Size is fixed 
and must be filled with valid data or the specified default. For those “Required” 
fields, BCS-A “spaces” will be applied as default, for fields labeled BCS-N, “leading 
zeros (0)” will be applied, for fields labeled U8, “spaces” will be applied (e.g., 
U8/80 – UTF-8 encoded with a total length of 80 octets, default is 80 “spaces”).

Column V. Value Range: Valid information must fall within the ranges identified and may be a range, an 
enumerated set, or a single value.

The specification of the fields in the various subheaders found within the BIIF file is provided in a series 
of tables. For each field in the subheader, the table includes a mnemonic field identifier, the field's name 
and description of the valid contents of the field, the field BCS type and size, and the range of values it may 
contain, and any constraints on the field's use. The Tagged Record Extension headers are defined in Table 8. 
The data that appears in all subheader information fields specified in the tables, including numbers, shall be 
represented using the basic character set with eight bits (one octet) per character. All field size specifications 
given for the header and subheader fields specify a number of octets.

4.2.3	 Header

Each BIIF file shall begin with a header whose fields contain identification, origination information, security 
information, and the number and size of data items of each type contained in BIIF. Figure  8 depicts the 
header. It illustrates the types of information contained in the header and shows the header’s organization 
as a sequence of groups of related fields. The expansion of the "Image Group" illustrates how the header's 
overall length and content may expand or contract depending on the number of data items of each type 
included in BIIF.

Figure 8 — Header structure
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Table 1 — Header

FIELD DESCRIPTION TYPE CE/SIZE VALUE RANGE
FHDR Profile Name. A character string 

uniquely identified in the profile.
R/PVV A/4 Only approved and registered 

profile short names.
FVER Version. A character string uniquely 

denoting the version.
R/PVV A/5 Only approved and registered 

versions.
CLEVEL Profile Complexity Level. A character 

string defined in the profile for BIIF 
complexity level (such as 00 through 
99).

R/PVV A/2 Only approved and registered 
profile complexity levels or 00 
for non-hierarchical profiles.

STYPE Standard Type. Identifies the file as 
being formatted according to the BIIF 
standard.

R A/4 “BF01” (for Edition 1)
“BF02” (for Edition 2)

OSTAID Originator System ID. This field shall 
contain an identification indicator of 
the originating system.

R/PVU A/10 As specified in profile.

FDT File Date & Time. This field shall 
contain the date and time of the 
BIIF file origination. The time shall 
be specified in UTC (Z). A software 
implementation may display the time 
in any desired format; however, data 
recorded in a BIIF file shall be record-
ed in UTC.

R N/14 CCYYMMDDhhmmss

FTITLE File Title. This field shall contain the 
title of the BIIF file. Any UTF-8 string 
is allowed.

R/PVU U8/80 As specified in profile.

FSEC File Security Profile Specific Param-
eters. This field shall contain profile 
specific information for the image 
product security as defined in the 
profile.

R/PVU U8/167 As specified in profile.

FSCOP File Copy Number. This field shall 
contain the copy number of the file.

R/PVV N/5 00000 default, or actual number.

FSCPYS File Number of Copies. This field shall 
contain the total number of copies of 
the file.

R/PVV N/5 00000 default, or actual count.

ENCRYP Encryption. Encryption codes and 
meaning as defined by profile.

R/PVU A/1 0 = not encrypted, other codes 
as specified by profile.

OID Originator’s ID. This field contains the 
originator’s ID or other file informa-
tion.

R/PVU U8/45 As specified in profile.

FL File Length. This field shall contain 
the length in octets of the entire BIIF 
file including all headers, subheaders, 
and data.

R/PVV N/12 “000000000388” to 
“999999999999”

HL Header Length. This field shall con-
tain a valid length in octets of the 
BIIF header.

R N/6 “000388” to “999999”

NUMI Number of Images. This field shall 
contain the number of separate imag-
es included in the BIIF file. This field 
shall be zero if and only if no images 
are included in the BIIF file.

R/PVV N/3 “000” to “999”
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FIELD DESCRIPTION TYPE CE/SIZE VALUE RANGE
LISH001 Length of the 1st Image Subheader. If 

the field NUMI contains a value of one 
or more, then this field shall contain 
a valid length in octets for the sub-
header of the first image in the BIIF 
file. This field is conditional and shall 
be omitted if the NUMI field contains 
zero.

C N/6 “000439” to “999999”

LI001 Length of the 1st Image. This field 
shall contain a valid length in octets 
of the first image. This field is con-
ditional and shall be omitted if the 
NUMI field contains zero.

C N/10 “0000000001” to “9999999999”

…        
LISHn Length of the nth Image Subheader. 

This field shall contain a valid length 
in octets for the nth image subheader, 
where n is the number of the image 
counting from the first image in order 
of the images’ appearance in the BIIF 
file. This field shall occur as many 
times as specified in the NUMI field. 
This field is conditional and shall be 
omitted if the NUMI field contains a 
value less than n. Possible values of n 
are 002 to 999.

C N/6 “000439” to “999999”

LIn Length of the nth Image. This field 
shall contain a valid length in octets 
of the nth image, where n is the image 
number of the image counting from 
the first image in order the images’ 
appearance in the BIIF file. If the 
image is compressed, then the length 
after compression shall be used. This 
field shall occur as many times as 
specified in the NUMI field. This field 
is conditional and shall be omitted if 
the NUMI field contains a value less 
than n. Possible values of n are 002 to 
999.

C N/10 “0000000001” to “9999999999”

NUMS Number of Symbols. This field shall 
contain the number of separate 
symbols included in the BIIF file. This 
field shall be zero if and only if no 
symbols are included in the BIIF file.

R/PVV N/3 “000” to “999”

LSSH001 Length of 1st Symbol Subheader. If the 
field NUMS contains a value of one 
or more, then this field shall contain 
a valid length in octets for the sub-
header of the first symbol in the BIIF 
file. This field is conditional and shall 
be omitted if the NUMS field contains 
zero.

C N/4 “0258” to “9999”

LS001 Length of 1st Symbol. This field shall 
contain a valid length in octets for the 
first symbol. This field is conditional 
and shall be omitted if the NUMS field 
contains zero.

C N/6 “000001” to “999999”

Table 1 (continued)Table 1 (continued)
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FIELD DESCRIPTION TYPE CE/SIZE VALUE RANGE
…        
LSSHn Length of nth Symbol Subheader. This 

field shall contain a valid length in 
octets for the nth symbol subheader, 
where n is the number of the symbol 
counting from the first symbol in the 
order of the symbols’ appearance in 
the BIIF file. This field shall occur as 
many times as specified in the NUMS 
field. This field is conditional and 
shall be omitted if the NUMS field 
contains a value less than n. Possible 
values of n are 002 to 999.

C N/4 “0258” to “9999”

LSn Length of nth Symbol. This field shall 
contain a valid length in octets of the 
nth symbol, where n is the symbol 
number of the symbol, counting from 
the first symbol in the order of the 
symbols’ appearance in the BIIF file. 
This field shall occur as many times 
as specified in the NUMS field. This 
field is conditional and shall be omit-
ted if the NUMS field contains a value 
less than n. Possible values of n are 
002 to 999.

C N/6 “000001” to “999999”

NUMX Reserved for Future Segment Type. 
This field is reserved for use with a 
future segment type.

R N/3 “000”

NUMT Number of Text Segments. This field 
shall contain the number of separate 
text segments included in the BIIF 
file. The value is valid only if it is 
within the specified range. This field 
shall be zero if and only if no text 
items are included in the BIIF file.

R/PVV N/3 “000” to “999”

LTSH001 Length of 1st Text Subheader. If the 
field NUMT contains a value of one or 
more, then this field shall contain a 
valid length in octets for the subhead-
er of the first text item in the BIIF file. 
This field is conditional and shall be 
omitted if the NUMT field contains 
zero.

C N/4 “0282” to “9999”

LT001 Length of 1st Text Item. This field 
shall contain a valid length in octets 
for the first text item. This field is 
conditional and shall be omitted if the 
NUMT field contains zero.

C N/5 “00001” to “99999”

…        

Table 1 (continued)Table 1 (continued)
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FIELD DESCRIPTION TYPE CE/SIZE VALUE RANGE
LTSHn Length of nth Text Subheader. This 

field shall contain a valid length 
in octets for the nth text segment 
subheader, where n is the number of 
the text segment, counting from the 
first text segment, in the order of the 
text segments’ appearance in the BIIF 
file. This field shall occur as many 
times as specified in the NUMT field. 
This field is conditional and shall be 
omitted if the NUMT field contains a 
value less than n. Possible values of n 
are 002 to 999.

C N/4 “0282” to “9999”

LTn Length of nth Text Item. This field 
shall contain a valid length in octets 
of the nth text item, where n is the 
number of the text segment, counting 
from the first text segment, in the 
order of the text segments’ appear-
ance in the BIIF file. This field shall 
occur as many times as specified in 
the NUMT field. This field is con-
ditional and shall be omitted if the 
NUMT field contains a value less than 
n. Possible values of n are 002 to 999.

C N/5 “00001” to “99999”

NUMDES Number of Data Extension Segments. 
This field shall contain the number of 
data extension segments included in 
the BIIF file. This field shall be zero 
if and only if no data extension seg-
ments are included in the BIIF file.

R/PVV N/3 “000” to “999”

LDSH001 Length of 1st Data Extension Segment 
Subheader. If the field NUMDES 
contains a value of one or more, then 
this field shall contain a valid length 
in octets for the subheader of the 
first data extension segment in the 
BIIF file. This field is conditional and 
shall be omitted if the NUMDES field 
contains zero.

C N/4 “0200” to “9999”

LD001 Length of 1st Data Extension Segment 
Data Field. This field shall contain 
a valid length in octets for the data 
field of the first data extension seg-
ment. This field is conditional and 
shall be omitted if the NUMDES field 
contains zero.

C N/9 “000000001” to “999999999”

…        

Table 1 (continued)Table 1 (continued)
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FIELD DESCRIPTION TYPE CE/SIZE VALUE RANGE
LDSHn Length of nth Data Extension Segment 

Subheader. This field shall contain a 
valid length in octets for the nth data 
extension segment subheader, where 
n is the number of the data extension 
segment, counting from the first data 
extension segment, in the order of the 
data extension segments’ appearance 
in the BIIF file. This field shall occur 
as many times as specified in the 
NUMDES field. This field is condition-
al and shall be omitted if the NUMDES 
field contains a value less than n. 
Possible values of n are 002 to 999.

C N/4 “0200” to “9999”

LDn Length of nth Data Extension Segment 
Data Field. This field shall contain a 
valid length in octets of the data field 
of the nth data extension segment, 
where n is the number of the data 
extension segment, counting from the 
first data extension segment, in the 
order of the data extension segments’ 
appearance in the BIIF file. This field 
shall occur as many times as speci-
fied in the NUMDES field. This field is 
conditional and shall be omitted if the 
NUMDES field contains a value less 
than n. Possible values of n are 002 to 
999.

C N/9 “000000001” to “999999999”

NUMRES Number of Reserved Extension 
Segments. This field shall contain the 
number of separate reserved exten-
sion segment included in the BIIF File. 
This field shall be zero if and only if 
no reserved extension segments are 
included in the BIIF file.

R/PVV N/3 “000” to “999”

LRESH001 Length of 1st Reserved Extension Seg-
ment Subheader. If the field NUMRES 
contains a value of one or more, then 
this field shall contain a valid length 
in octets for the subheader of the first 
reserved extension segment in the 
BIIF file. This field is conditional and 
shall be omitted if the NUMRES field 
contains zero.

C N/4 “0200” to “9999”

LRE001 Length of 1st Reserved Extension 
Segment Data Field. This field shall 
contain a valid length in octets for the 
data field of the first reserved exten-
sion segment. This field is conditional 
and shall be omitted if the NUMRES 
field contains zero.

C N/7 “0000001” to “9999999”

…        

Table 1 (continued)Table 1 (continued)
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FIELD DESCRIPTION TYPE CE/SIZE VALUE RANGE
LRESHn Length of nth Reserved Extension 

Segment Subheader. This field shall 
contain a valid length in octets for the 
nth reserved extension segment sub-
header, where n is the number of the 
reserved extension segment, count-
ing from the first reserved extension 
segment, in the order of the reserved 
extension segments’ appearance in 
the BIIF file. This field shall occur as 
many times as specified in the NUM-
RES field. This field is conditional and 
shall be omitted if the NUMRES field 
contains a value less than n. Possible 
values of n are 002 to 999.

C N/4 “0200” to “9999”

LREn Length of nth Reserved Extension 
Segment Data Field. This field shall 
contain a valid length in octets of the 
data field of the nth reserved exten-
sion segment, where n is the number 
of the reserved extension segment, 
counting from the first reserved 
extension segment, in the order of 
the reserved extension segments’ 
appearance in the BIIF file. This field 
shall occur as many times as speci-
fied in the NUMRES field. This field is 
conditional and shall be omitted if the 
NUMRES field contains a value less 
than n. Possible values of n are 002 to 
999.

C N/7 “0000001” to “9999999”

UDHDL User Defined Header Data Length. 
This field shall contain the length in 
octets of the entire UDHD field plus 
three (3) octets. The length is three 
(3) plus the sum of the lengths of all 
the Tagged Record Extensions (TREs) 
appearing in the UDHD field, since 
they are not separated from one an-
other. A value of zero shall mean that 
no Tagged Record Extensions are in-
cluded in the UDHD field. If a Tagged 
Record Extension is too long to fit in 
the UDHD field, then it may be put in 
a TRE_OVERFLOW Data Extension 
Segment (DES). See Section 4.2.8 on 
Tagged Record Extensions.

R/PVV N/5 “00000” or
“00003” or
“00015” to “99999”

UDHOFL User Defined Header Data Overflow. 
If present, then this field shall contain 
“000” if the Tagged Record Exten-
sions in UDHD do not overflow into a 
TRE_OVERFLOW DES or shall contain 
the sequence number of the TRE_
OVERFLOW DES (out of all DES in the 
BIIF file) into which they do overflow. 
This field shall be omitted if the field 
UDHDL contains zero.

C N/3 “000” to “999”

Table 1 (continued)Table 1 (continued)
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FIELD DESCRIPTION TYPE CE/SIZE VALUE RANGE
UDHD User Defined Header Data. If present, 

then this field shall contain Tagged 
Record Extensions (TREs) as allowed 
by the profile. The length of this field 
shall be the length specified by the 
UDHDL field minus three (3) octets. 
The TREs shall appear one after the 
other with no intervening octets. 
This field shall be omitted if the field 
UDHDL contains zero.

C/PVU TREs, 
(length 
specified 
by UDHDL 
minus 3)

TREs as allowed by Profile.

XHDL Extended Header Data Length. This 
field shall contain the length in octets 
of the entire XHD field plus three 
(3) octets. The length is three (3) 
plus the sum of the lengths of all the 
Tagged Record Extensions (TREs) 
appearing in the XHD field, since they 
are not separated from one another. A 
value of zero shall mean that no TREs 
are included in the XHD field. If a TRE 
is too long to fit in the XHD field, then 
it may be put in a TRE_OVERFLOW 
DES. See Section 4.2.8 on Tagged 
Record Extensions.

R/PVV N/5 “00000” or
“00003” or
“00015” to “99999”

XHDLOFL Extended Header Data Overflow. If 
present, then this field shall contain 
“000” if the Tagged Record Exten-
sions in XHD do not overflow into a 
TRE_OVERFLOW DES or shall contain 
the sequence number of the TRE_
OVERFLOW DES (out of all DES in the 
BIIF file) into which they do overflow. 
This field shall be omitted if the field 
XHDL contains zero.

C N/3 “000” to “999”

XHD Extended Header Data. If present, 
then this field shall contain Tagged 
Record Extensions (TREs) as allowed 
by the profile. The length of this field 
shall be the length specified by the 
XHDL field minus three (3) octets. 
The TREs shall appear one after the 
other with no intervening octets. This 
field shall be omitted if the field XHDL 
contains zero.

C/PVU TREs, 
(length 
specified 
by XHDL 
minus 3)

TREs as allowed by Profile.

4.2.4	 Image segment

The following subclauses describe the image segment subheader, image data, and image block mask and 
pixel mask portions of an Image Segment within a BIIF file.

4.2.4.1	 Image subheader

In a BIIF file, the information describing an image segment is represented in a series of adjacent fields 
grouped into the image subheader followed by the image data. The field containing the image data is called 
the image data field. The image data field shall follow immediately the last field of the corresponding 
image subheader with no intervening special characters to designate the beginning of the image data field. 
Similarly, the image subheader of the first image shall follow immediately the last octet of data of the last 

Table 1 (continued)Table 1 (continued)
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field in the BIIF file header. The image subheader of successive images shall follow immediately the last octet 
of the image data field of the preceding image.

Table 2 — Image pixel data type codes and descriptions

PVTYPE1 DESCRIPTION Related PIKS 
Codes

12087-1 Data 
Types

B 1-bit Boolean values – on or off BD BC
INT 2-bit or greater unsigned integer ND NC
SI 2-bit or greater signed integer SD SC
R Real arithmetic, 32-bit floating-point representation RD RC
C Complex arithmetic, values shall be represented with real and imaginary 

parts; each in 32-bit floating-point representation and appearing in adja-
cent blocks, first real, then imaginary

CD CC

1	 The 32-bit representation of real and complex numbers in the table is in accordance with IEEE 754 Standard for Binary 
Floating-Point Arithmetic. Alternate representation for real and complex numbers can be identified through the registration 
process for inclusion in profiles.

Valid pixel data types, and their minimum levels of precision, are given in Table 2. The maximum level of 
precision is 96 bits as determined by the maximum value of the NBPP (Number of Bits Per Pixel Per Band) 
field in the image subheader. The NBPP field has a value in the range 0-96 bits unless constrained by the BIIF 
profile. The table indicates the correspondence between BIIF pixel data types, PIKS pixel data types, and 
12087-1 data types.

4.2.4.2	 Look-up tables (LUT)

The BIIF provides a basic mechanism for associating simple look up tables in the image subheader for use in 
conjunction with the image data. The number of LUTs required depends on the Image Representation (IREP) 
value and the number of bands. Additional flexibility in defining and using look-up tables can be obtained 
through the use of PIKS object classes as defined in the TFS, Annex  A. The following subclauses address 
common uses of look-up tables.

4.2.4.2.1	 Gray scale look-up tables (LUT)

The gray scale to be used in displaying each pixel of a gray scale image is determined using the image’s 
LUT, if present. Multiple LUTs may be used to translate index values into multiple octet values. A LUT for 
a gray scale image shall comprise a one octet entry for each integer (the entry’s index) in the range 0 to 
NELUT-1. The octets of the LUT shall appear in the file one after the other without separation. The entries 
shall occur in the index order, the first entry corresponding to index 0, the second to index 1, and so on, the 
last corresponding to index NELUT-1. The display shade for a pixel in the image shall be determined by using 
the image pixel value as an index into the LUT. The LUT value shall correspond to the display gray scale in a 
way specific to the display device. NELUT shall be equal to or greater than the maximum pixel value in the 
image to ensure that all image pixels are mapped to the display device.

4.2.4.2.2	 Colour look-up tables (LUT)

Colour look-up tables consisting of 3 or 4 LUTs (depending on colour system used) allow the pixel values 
in an image band to be translated to a 3- or 4-band colour system representation. Colour is represented 
according to the colour system designated in the IREP field. For example, in the case of the RGB colour 
system representation, each LUT entry, if present, shall be composed of the output colour components 
red, green, and blue, appearing in the file in that order. There shall be a LUT entry for each pixel value in a 
particular band of a BIIF image (the entry’s index of the LUT will range from 0 to 2NBPP-1). The LUT entries 
shall appear in the file in increasing index order beginning with index 0. The display colour of an image pixel 
shall be determined by using the pixel value as an index into each LUT (red, green, blue). The corresponding 
values for red, green, and blue shall determine the displayed colour in a manner specific to the display 
device. The colour component values may be any of the 256 pixel values associated with the band. Pseudo-
colour (e.g., 8-bit per pixel colour images, IREP=RGB/LUT) contain three LUTs to correlate each pixel value 
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with a designated true colour value. Multi-spectral images may include colour LUTs in those bands which 
must be displayed independently of other bands.

Table 3 — Image Subheader

FIELD DESCRIPTION TYPE CE/SIZE VALUE RANGE
IM BIIF Image Subheader. This field 

shall contain the characters “IM” to 
identify the subheader as an image 
subheader.

R A/2 “IM”

IID Image ID. This field shall contain an 
image identification.

R/PVU A/10 As specified by profile.

IDATIM Image Date & Time. This field shall 
contain the date and time of the 
image origination.

R N/14 CCYYMMDDhhmmss

IINFO Image Information. This field con-
tains information about the main 
items of interest in the image.

R/PVU U8/97 As specified by profile.

ISCSEC Image Security Profile Specific 
Parameters. This field shall contain 
profile specific information for the 
image segment security.

R/PVU U8/167 As specified by profile.

ENCRYP Encryption. Encryption codes and 
meaning as defined by profile.

R/PVU A/1 0 = not encrypted. Other codes 
as specified by profile.

ISORCE Image Source. This field contains the 
source of the image.

R/PVU U8/42 As specified by profile.

NROWS Number of Valid Rows in Image. This 
field contains the total number of 
rows of valid pixels in the image.

R/PVV N/8 “00000001” to “99999999”

NCOLS Number of Valid Columns in Image. 
This field contains the total num-
ber of columns of valid pixels in the 
image.

R/PVV N/8 “00000001” to “99999999”

PVTYPE Pixel Data Representation Type. This 
field shall contain an indicator of 
the type of computer representation 
used for the value for each pixel for 
each band in the image.

R/PVV A/3 As specified in profile selecting 
values from Table 2 or addition-
al values as defined through the 
registration process.

IREP Image Representation. This field 
shall contain a valid indicator for the 
general kind of image represented by 
the data.

R/PVV A/8 MONO, RGB, RGB/LUT, IHS, CMY, 
CMYK, YIQ, YUV, YCbCr, CIE, 1D, 
2D, ND, MULTI, PIKS, COMPLEX 
– additional values specified 
through the graphical item reg-
istration process.

ICAT Image Category. This field shall con-
tain a valid indicator of the specific 
category (often revealing the nature 
of the collector or intended use).

R/PVU A/8 The table footnote1 lists existing 
categories – additional values 
added through the graphical 
item registration process.

ABPP Actual Bits-Per-Pixel Per Band. This 
field shall contain the number of 
“valid bits” for the value in each band 
of each pixel without compression.

R/PVV N/2 “01” to “96” or as constrained by 
profile.

1VIS – Visual imagery, SL – Side looking radar, TI – Thermal infrared, FL – Forward looking IR, RD – Radar, EO – Elec-
tro-optical, OP – Optical, HR – High resolution radar, HS – Hyperspectral, CP – Colour frame photo, BP – Black/white 
photo, SAR – Synthetic aperture radar, SARIQ – SAR radio hologram, IR – Infrared, MS – Multi-spectral, FP – Finger 
prints, MRI – Magnetic resonance imagery, XRAY – X-rays, CAT – CAT scan, MAP – Image map, PAT – Colour patch, 
LEG – Legend, DTEM – Elevation model data, MATR – general matrix data, LOCG – Location grids
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FIELD DESCRIPTION TYPE CE/SIZE VALUE RANGE
PJUST Pixel Justification. When ABPP is not 

equal to NBPP, this field indicates 
whether the most significant bits are 
left justified (L) or right justified (R).

R/PVV A/1 “L” or “R”

ICORDS Image Coordinate Type. This field 
shall contain a valid code indicating 
the coordinate system for the image.

R/PVV A/1 A single blank space (0x20) indi-
cates that no coordinate system 
applies.
Other codes as defined in profile 
indicate the existence of the con-
ditional field IGEOLO.

IGEOLO Image Location. This field is utilized 
for representation of the coordinates 
of the image. This field is omitted 
if ICORDS contains a blank space 
character.

C/PVU A/60 As defined in profile.

NICOM Number of Image Comments. This 
field shall contain the valid number 
of 80-character blocks (ICOMn) that 
follow to be used as free text image 
comments.

R/PVV N/1 “0” to “9”

ICOM1 Image Comment 1. This field, when 
present, shall contain free-form 
UTF-8 text. This is the first comment 
field.

C/PVU U8/80 Free text.

…        
ICOMn Image Comment n. This field, when 

present, shall contain free-form 
UTF-8 text. Continuation of the previ-
ous comment fields.

C/PVU U8/80 Free text.

IC Image Compression. This field con-
tains a valid profile-defined code 
indicating the form of compression 
used in representing the image data. 
The character M (present in either 
character position) is reserved for 
use to indicate that image data mask 
tables have been included in the 
image data field.

R/PVV A/2 “NC” (uncompressed)
“NM” (uncompressed with mask 
table)
Additional codes defined in 
profile.

COMRAT Compression Rate Information. This 
field shall be present and contain a 
code as defined by profile indicating 
the compression rate for the image. If 
the value in IC is C4 or M4, then this 
field shall contain a value given in the 
form of n.nn representing the number 
of bits-per-pixel for the compressed 
image. Explanation of the compres-
sion rate for vector quantization can 
be found in Annex B. This field should 
be present when IC is a value other 
than NC or NM.

C/PVU A/4 omit (if IC = “NC” or “NM”)
For C4/M4, the value is in the 
form n.nn representing the 
approximate number of bits-per-
pixel for the compressed image.
As defined in profile for other IC 
codes.

Table 3 (continued)Table 3 (continued)
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FIELD DESCRIPTION TYPE CE/SIZE VALUE RANGE
NBANDS Number of Bands. This field shall con-

tain the number of bands comprising 
the image. This field and the IREP 
field are interrelated and independ-
ent of the IMODE field.

R/PVV A/1 “0” (number of bands is really 
contained in the conditional 
XBANDS field)
“1” to “9” (number of bands)
“T” (Band definition is con-
tained in TFS DES associated 
with the image segment)

XBANDS Number of Multi-Spectral Bands. 
When NBANDS contains the value 0, 
this field shall be present and contain 
the number of bands comprising the 
multi-spectral images with greater 
than 9 bands. Otherwise, this field is 
not present.

C/PVV N/5 “00010” to “99999”

IREPBAND1 1st Band Representation. When 
NBANDS contains the value one, this 
field shall contain all spaces. This in-
dicates that the image representation 
for the single band is that contained 
in the IREP field. In all other cases, 
this field shall contain a valid indica-
tor of the interpretation of the first 
band correlated with the value of 
IREP as defined in the profile.

R/PVV A/2 (Default is all spaces.)
All cases listed in the IREP field 
are represented. The table foot-
note1 outlines the appropriate 
values. Additional values are 
specified through graphical item 
registration.

1IREP IREPBAND1 IREPBAND2 IRPEBAND3 IREPBAND4 IREPBAND5 …
MONO
RGB/LUT
RGB
IHS
CMY
CMYK
YIQ
YUV
YCbCr
CIE
1D
2D
ND
MULTI
PIKS1-4

2 SPACES or M
2 SPACES or LU

R
I
C
C
Y
Y
Y
X
*
*
*
*
*

N/A
N/A

G
H
M
M
I
U

Cb
Y

N/A
*
*
*
*

N/A
N/A

B
S
Y
Y
Q
V
Cr
Z

N/A
N/A

*
*
*

N/A
N/A
N/A
N/A
N/A

K
N/A
N/A
N/A
N/A
N/A
N/A

*
*
*

N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A

*
*
*

…
…
…
…
…
…
…
…
…
…
…
…
…
…
…

*Defined by profile. In the MONO field, the use of 2 spaces is equivalent to M. In the RGB/LUT field, the use of 2 spaces 
is equivalent to LU. A profile can use 2 spaces in IREPBANDn to indicate a band not displayed and then use R, G, and B 
to identity the 3 bands which are to be displayed.
CIE is “Commission Internationale de l’Eclairage”, CIE Publication #15, Colorimetry (1971 and 1986)
ISUBCAT1 1st Band Significance for Image 

Category. The use of this field is pro-
file-defined. Its purpose is to provide 
the significance of the first band of 
the image with regard to the specific 
category, ICAT, of the overall image. 
An example would be the wavelength 
of IR imagery.

R/PVU A/6 Profile defined.
(Default is all spaces.)

IFC1 1st Band Image Filter Condition. Pro-
file-defined flag of first band filter.

R/PVU A/1 Profile defined.
(Default is “N” for None.)

Table 3 (continued)Table 3 (continued)

30

﻿
© ISO/IEC 2024 – All rights reserved

Full document details: 24/30484806 DC

http://www.avadocuments.com/doc/24-30484806-dc
http://www.avadocuments.com/doc/24-30484806-dc


ISO/IEC DIS 12087-5:2024(en)

FIELD DESCRIPTION TYPE CE/SIZE VALUE RANGE
IMFLT1 1st Band Standard Image Filter Code. 

Profile-defined indicator of first band 
filter.

R/PVU A/3 Profile defined.
(Default is all spaces.)

NLUTS1 1st Band Number of LUTs. This field 
shall contain the number of look-up 
tables associated with the 1st band of 
the image correlated with IREP.

R/PVV N/1 “0” to “4”

NELUT1 1st Band Number of LUT Entries. This 
field shall contain the number of en-
tries in each of the look-up tables for 
the first band of data. This field shall 
be omitted if the value in NLUTSn is 
zero.

C/PVV N/5 “00001” to “65536”

LUTD11 Data of 1st LUT for 1st Band. This 
field shall be omitted if the first Band 
Number of LUTs is zero. Otherwise, 
this field shall contain the data defin-
ing the first look-up table for the first 
image band. This field supports only 
integer band data (PVTYPE=INT).
Multiple LUTs may be used to trans-
late the index value into multiple 
octet values.

C Derived 
from Value 
NELUT1

Each entry in the look-up table is 
composed of one octet.

…        
LUTD1m Data of mth LUT for 1st Band. This 

field shall be omitted if the first Band 
Number of LUTs is zero. Otherwise, 
this field shall contain the data defin-
ing the mth look-up table for the first 
image band.

C Derived 
from Value 
NELUT1

Each entry in the look-up table is 
composed of one octet.

NOTE: The fields IREPBANDn through LUTDnm repeat the number of times indicated in the NBANDS field or the 
XBANDS field. Sequence continuation is indicated elsewhere by a series of dots (…).
…        
IREPBANDn nth Band Representation. This field 

shall contain a valid indicator of the 
interpretation of the nth band cor-
related with the value IREP. Possible 
values for n are 00002 to 99999.

C/PVV A/2 See IREPBAND1.

ISUBCATn nth Band Sub Category. The use of this 
field is profile-defined. Its purpose is 
to provide the significance of the nth 
band of the image with regard to the 
specific category, ICAT, of the overall 
image. An example would be the 
wavelength of IR imagery. Possible 
values for n are 00002 to 99999.

C/PVU A/6 Profile Defined.

IFCn nth Band Image Filter Condition. 
Profile-defined flag of nth band filter. 
Possible values for n are 00002 to 
99999.

C/PVU A/1 Profile Defined.
(Default is “N” for none.)

IMFLTn nth Band Standard Image Filter Code. 
Profile-defined indicator of first band 
filter. Possible values for n are 00002 
to 99999.

C/PVU A/3 Profile Defined.
(Default is spaces.)

Table 3 (continued)Table 3 (continued)
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FIELD DESCRIPTION TYPE CE/SIZE VALUE RANGE
NLUTSn nth Band Number of LUTs. This field 

shall contain the number of look-up 
tables associated with the nth band of 
the image correlated with IREP. Pos-
sible values for n are 00002 to 99999.

C N/1 “0” to “4”

NELUTn nth Band Number of LUT Entries. This 
field shall contain the number of en-
tries in each of the look-up tables for 
the nth band of data. This field shall 
be omitted if the value in NLUTSn is 
zero. Possible values for n are 00002 
to 99999.

C N/5 “00001” to “65536”

LUTDn1 This field shall be omitted if the nth 
Band Number of LUTs is zero. Other-
wise, this field shall contain the data 
defining the first look-up table for the 
nth image band. This field supports 
only INT band data (PVTYPE = INT). 
Possible values for n are 00002 to 
99999.
Multiple LUTs may be used to trans-
late the index value into multiple 
octet values.

C/PVU Derived 
from value 
of NELUTn

Binary LUT Values.

…        
LUTDnm This field shall be omitted if the 

nth Band Number of LUTs is zero. 
Otherwise, this field shall contain the 
data defining the mth look-up table 
for the nth image band. Each entry in 
the look-up table is composed of one 
octet, ordered from most significant 
bit to least significant bit represent-
ing a value from 0 to 255. This field 
supports only INT band data (PV-
TYPE=INT). Possible values for n are 
00002 to 99999, m can have values 1 
to 4.

C Derived 
from value 
of NELUTn

Binary LUT Values

ISYNC Image Octet Alignment Code. For 
uncompressed messages this field 
contains an indicator if end of row or 
column markers are used.

R/PVU A/1 Default is “0” indicating no sync 
codes. Other values may be pro-
file defined.

IMODE Image Mode. This field shall contain 
an indicator of whether the image 
bands are stored in the file sequen-
tially or interleaved (by block, row or 
pixel). Additional image modes may 
be defined by profile.

R/PVU A/1 IMODE codes are:
B = Block Interleaved,
P = Pixel Interleaved,
S = Band Sequential,
R = Row Interleaved
Additional values may be de-
fined by profile.

NBPR Number of Blocks Per Row. This field 
shall contain the number of image 
blocks in a row blocks (see 4.2.5.1) in 
the horizontal direction. If the image 
consists of only a single block, this 
field shall contain the value one.

R/PVV N/4 “0001” to “9999” or as con-
strained by Profile.

Table 3 (continued)Table 3 (continued)
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FIELD DESCRIPTION TYPE CE/SIZE VALUE RANGE
NBPC Number of Blocks Per Column. This 

field shall contain the number of 
image blocks in a column of blocks 
(see 4.2.5.1) in the vertical direction. 
If the image consists of only a single 
block, then this field shall contain the 
value one.

R/PVV N/4 “0001” to “9999” or as con-
strained by Profile.

NPPBH Number of Pixels Per Block Hori-
zontal. This field shall contain the 
number of pixels horizontally in each 
block of the image. It shall be the case 
that NBPR*NPPBH≥NCOLS. When 
NBPR is “0001”, setting the NPPBH 
value to “0000” designates that the 
number of pixels horizontally is spec-
ified by the value in NCOLS.

R/PVV N/4 “0000” to “9999”, or as con-
strained by Profile.

NPPBV Number of Pixels Per Block Vertical. 
This field shall contain the number 
of pixels vertically in each block of 
the image. It shall be the case that 
NBPC*NPPBV≥NROWS. When NBPC 
is “0001”, setting the NPPBV value to 
“0000” designates that the number 
of pixels vertically is specified by the 
value in NROWS.

R/PVV N/4 “0000” to “9999”, or as con-
strained by Profile.

NBPP Number of Bits Per Pixel Per Band. 
This field shall contain the number 
of storage bits used for the value for 
each component of a pixel vector. 
The value in this field always shall be 
greater than or equal to Actual Bits 
Per Pixel (ABPP). For example, if 11-
bit pixels are stored in 16 bits, then 
this field shall contain 16 and Actual 
Bits Per Pixel shall contain 11.

R/PVV N/2 “01” to “96”, or as constrained by 
Profile.

IDLVL Display Level. This field shall contain 
a valid value that indicates the graph-
ic display level of the image relative 
to other associated BIIF segments 
in a composite display. The display 
level of each BIIF segment (image, 
or symbol) within the BIIF file shall 
be unique. The image, symbol, or 
segment in the BIIF file having the 
minimum display level shall have 
attachment level zero (unattached).

R N/3 “001” to “999”

IALVL Attachment Level. This field shall 
contain a valid value that indicates 
the attachment level of the image. 
Valid values for this field are 000 and 
the display level value of any other 
image or symbol in the BIIF file. The 
image or symbol segment in the BIIF 
file having the minimum display level 
shall have attachment level zero.

R N/3 “000” to “998”

Table 3 (continued)Table 3 (continued)
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FIELD DESCRIPTION TYPE CE/SIZE VALUE RANGE
ILOC Image Location. The image location 

is specified by specifying the location 
of the first pixel of the first line of 
the image. This field shall contain 
the image location offset from the 
ILOC or SLOC value of the segment 
to which the image is attached or 
from the origin of the CCS when the 
image is unattached (IALVL=000). 
A row or column value of 0 indicates 
no offset. Positive row and column 
values indicate offsets down and to 
the right, while negative row and 
column values indicate offsets up and 
to the left.

R N/10 “RRRRRCCCCC”, where for 
positive row and column values, 
RRRRR = “00000” to “99999” & 
CCCCC = “00000” to “99999”; for 
negative row and column values, 
RRRRR = “-0001” to “-9999” & 
CCCCC = “-0001” to “-9999”

IMAG Image Magnification Approximation. 
This field shall contain the magnifica-
tion (or reduction) factor of the image 
relative to the original source image. 
Decimal values are used to indicate 
magnification. Either decimal values 
or fractions may be used to indicate 
reduction. Fractions must be a slash 
(/) followed by an integer (with an 
implied preceding one). For example: 
“2.3” and “2.30” both indicate that 
the original image has been magni-
fied by a factor of 2.3; while “0.5”, “.5”, 
“.50”, “.500”, and “/2” all indicate that 
the image has been reduced by half.

R A/4 “.001” to “9999”, or
“/1 ” to “/999”
Value shall be a fraction (a slash 
followed by an integer) or a deci-
mal value. Field shall be filled 
to the right with spaces. The 
default value is “1.0 ”.

UDIDL User Defined Image Data Length. 
This field shall contain the length in 
octets of the entire UDID field plus 
three (3) octets. The length is three 
(3) plus the sum of the lengths of 
all the Tagged Record Extensions 
(TREs) appearing in the UDID field, 
since they are not separated from one 
another. A value of zero shall mean 
that no Tagged Record Extensions 
are included in the UDID field. If a 
Tagged Record Extension is too long 
to fit in the UDID field, it may be put 
in a TRE_OVERFLOW Data Extension 
Segment (DES). See Section 4.2.8 on 
Tagged Record Extensions.

R/PVV N/5 “00000” or
“00003” to “99999”

UDOFL User Defined Overflow. If present, 
this field shall contain “000” if the 
Tagged Record Extensions in UDID do 
not overflow into a TRE_OVERFLOW 
DES or shall contain the sequence 
number of the DES into which they 
overflow. This field shall be omitted 
if the field UDIDL contains zero.

C N/3 “000” to “999”

Table 3 (continued)Table 3 (continued)
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FIELD DESCRIPTION TYPE CE/SIZE VALUE RANGE
UDID User Defined Image Tagged Data. 

If present, this field shall contain 
Tagged Record Extensions as allowed 
by profile. The length of this field 
shall be the length specified by the 
field UDIDL minus three (3) octets. 
Tagged Record Extensions in this 
field for an image shall contain in-
formation pertaining specifically to 
the image. The TREs shall appear one 
after the other with no intervening 
octets. This field shall be omitted if 
the field UDIDL contains zero.

C/PVU Tagged 
Record 
Extension 
– Length is 
specified 
by UDIDL 
minus three 
(3)

TREs as allowed by profile.

IXSHDL Extended Subheader Data Length. 
This field shall contain the length in 
octets of the entire field IXSHD plus 
three (3) octets. The length is three 
(3) plus the sum of the lengths of all 
Tagged Record Extensions appearing 
in the IXSHD field, since they are not 
separated from one another. A value 
of zero shall mean that no TREs are 
included in the IXSHD field. If a TRE 
is too long to fit in the IXSHD field, 
it shall be put in a TRE_OVERFLOW 
Data Extension Segment (DES).

R/PVV N/5 “00000” or
“00003” to “99999”

IXSOFL Extended Subheader Overflow. If 
present, this field shall contain “000” 
if the Tagged Record Extensions 
in IXSHD do not overflow into a 
TRE_OVERFLOW DES or shall contain 
the sequence number of the DES into 
which they do overflow. The IXSOFL 
field shall be omitted if the field IX-
SHDL contains value of zero.

C N/3 “000” to “999”

IXSHD Extended Subheader Data. If present, 
this field shall contain Tagged Record 
Extensions as allowed by the profile. 
The length of this field shall be the 
length specified by the field IXSHDL 
minus three octets. Tagged Record 
Extensions shall appear one after 
the other with no intervening octets. 
This field shall be omitted if the field 
IXSHDL contains zero.

C/PVU Tagged Re-
cord Exten-
sion length 
specified 
by IXSHDL 
minus three 
(3)

TREs as allowed by profile.

4.2.5	 Image data field format

The following clauses address the structure of the image data within the image data field of the image 
segment except for the case when the IREP field has the value “PIKS”. When IREP is “PIKS”, the TFS (described 
in Annex A) will include a PIKS OBJECT CLASS “PIKS_IMAGE” which defines the format and structure of the 
image data.

4.2.5.1	 Blocked images

Image blocking extends the image model for BIIF presented above to support the representation of an 
image in terms of an orderly set of sub-images (or sub-arrays) called blocks. A blocked image is analogous 
to a rectangular tiled floor; regard the overall floor as the image and each individual tile as a block. The 

Table 3 (continued)Table 3 (continued)
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performance of an imagery implementation can be potentially improved by “blocking” large images; that is, 
ordering the pixel values in the file as a series of concatenated pixel arrays (see Figure 9).

4.2.5.1.1	 Block size

The number of rows and columns of pixels in each block must be less than or equal to the number of rows 
and columns of pixels in the overall image. Each block within an image array shall be the same size.

4.2.5.1.2	 Block ordering

For recording purposes, the image blocks are ordered sequentially by row (of blocks). In Figure  9, the 
recording order would be B0,0; B0,1; B0,2; B0,3; B1,0; B1,1; B1,2; B1,3; B2,0; B2,1; B2,2; B2,3. The first 
pixel of each succeeding block immediately follows the last pixel of the preceding block. Although the pixel 
values are placed in the file as a series of arrays (blocks), the coordinate used to reference any specific 
pixel remains the same as if the image were not blocked. For example, if each of the blocks in Figure 9 have 
NPPBV=NPPH=1024, the second pixel in B(0,1) has the coordinate (0,1025) vice the internal index (0,1) of the 
subarray.

4.2.5.1.3	 Block divisibility condition

If the size of the overall image is not an integer multiple of the number of rows or columns in the image, the 
image shall be padded to an appropriate number of rows and columns, so the divisibility condition is met by 
adding rows or columns to the bottom and right of the image (see Figure 9a and Figure 9b).

Figure 9a — A blocked image
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Figure 9b — A blocked padded image

4.2.5.2	 Image data masking

BIIF provides an option to include a blocked image mask table and a pad pixel mask table as part of the 
image data field immediately following the last octet of the image subheader. The presence of these tables is 
signaled when the value in the IC field contains the character “M”.

4.2.5.2.1	 Blocked image masking

In some instances, a blocked image may have a considerable number of empty blocks. This might occur when 
a rectangular image is not north-aligned but, has been rotated to a north-up orientation (see Figure 10). In 
this case, it is sometimes useful to not record or transmit empty blocks. However, if empty blocks are not 
recorded/transmitted, the image loses its logical structure as an image with n x m blocks. In order to preclude 
the loss of logical structure and to allow the exclusion of empty blocks, an image data mask table structure 
has been defined. The image data mask table is defined in Table 4. The field in the mask corresponding to a 
block tells whether or not the block is recorded and identifies the location of the block data if it is recorded. 
This allows an application to correctly reconstruct the image. In Figure 10, the recording order would be 
B0,0; B0,1; B0,2; B1,0; B1,1; B1,2; B1,3; B2,0; B2,1; B2,2; B2,3; B3,1; B3,2; B3,3. The blocked image mask would 
identify the locations of the recorded image blocks. If the image is band sequential (IMODE=”S”), multiple 
block image masks shall be arranged in the same order as the image bands, with each mask containing NBPR 
x NBPC records. Block image masks can be used in conjunction with a pad pixel mask, as described below. 
A block image mask may also be used to provide random access within the blocked image data for large 
images even if all blocks are recorded.
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Figure 10 — A blocked padded image with empty blocks

4.2.5.2.2	 Pad pixel masking

In addition to empty image blocks, Figure 10 also demonstrates that a significant number of pad pixels may 
be needed to "fill" an image to the nearest block boundary. In the example in Figure 10, the locations of image 
blocks B0,0, B0,1; B0,2; B1,0; B1,2, B1,3, B2,0, B2,1, B2,3, B3,1, B3,2, and B3,3 would be recorded, indicating 
that these blocks have pad pixels. B0,3; B1,1; B2,2; and B3,0 do not have pad pixels because B0,3 and B3,0 
are empty and B1,1 and B2,2 are full image blocks. If the image is band sequential (IMODE=”S”), the pixel 
masks shall be arranged in the same order as the image bands, with each mask containing NBPR x NBPC 
records. The output pixel code which represents pad pixels is identified within the Image Data Mask table 
by the Pad Output Pixel Code field (TPXCD). The length in bits of this code is identified in the Output Pixel 
Code Length field (TPXCDLNTH). Although this length is given in bits, the actual TPXCD value is stored in an 
integral number of octets. When the number of bits used by the code is less than the number available in the 
TPXCD field (for example, a 12-bit code stored in two octets), then the code will be justified in accordance 
with the PJUST field in the Image Subheader. When an application identifies pad pixels, it may replace them 
with a user defined value (for example, a light blue background) at the time of presentation except when the 
value of TPXCD is zero (0). When the TPXCD value is zero, the pad pixel will be treated as “transparent” for 
presentation. The application may also choose to ignore pad pixels in histogram generation. In any case, pad 
pixels are not valid data, and should not be used for interpretation.

4.2.5.2.3	 Image data mask table

The image data mask table is a conditional data structure included in the image data stream for masked 
images (IC value contains an M). The image data mask table is not recorded for non-masked images (IC 
value without an M). When an image mask table is used, the first octet of the image data is offset from the 
beginning of the image data area by the length of the image data mask table; and empty image blocks are 
not recorded/transmitted in the image data area. If the image is band sequential (IMODE=”S”), the multiple 
block image and/or pixel masks shall be arranged in the same order as the image bands, with each mask 
containing NBPR x NBPC records. All block image masks will be recorded first, followed by all pad pixel 
masks. Since the image data mask tables are in the image area, the data recorded/transmitted there are 
binary. The structure of the image data mask table is defined in detail in Table 4.
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