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Introduction

This draft standard is based on national and international discussions. Y our comments on this draft are invited and will assist in
the preparation of the consegquent standard.

For international standards, comments will be reviewed by the relevant UK national committee before sending the consensus
UK vote and comments to the international committee, which will then decide appropriate action. If the international standard is
approved, it is usual for the text to be published as a British Standard.

For national standards, comments will be reviewed by the relevant UK national committee and the resulting standards published

as a British Standard.

UK Vote

Please indicate whether you consider the UK should submit a negative (with supporting technical reasons) or positive vote on
this draft. Pleaseindicate if you are aware of any reason why this draft standard should not be published as a British Standard.

Submission of Comments
- Annotated drafts are not acceptable and will beregjected.

- All comments should be submitted online at https.//standar dsdevelopment.bsigroup.com/. You will need to register in

order to comment.

Template for comments and secr etariat observations

Date; xx/xx/20xx

Document: 1SO/DIS xxxx

lan alternative cannot be supported
as serious problems have been
lencountered in its use in the UK.

1 2 ©) 4 5 (6) 7
MB | Clause No./ Subclause Paragraph/ Type of Commend (justification Proposed change by the MB Secretariat observations on
No./Annex (e.g. 3.1) Figure/Table/Note comment for change) by the MB each comment submitted
31 Definition 1 ed Definition is ambiguous and needs |Amend to read '...so that the mains
clarifying. connector to which no connection...’
6.4 Paragraph 2 te The use of the UV photometer as  [Delete reference to UV photometer.
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ICS 23.060.99 Will supersede EN 1555-4:2021

English Version

Plastics piping systems for the supply of gaseous fuels -
Polyethylene (PE) - Part 4: Valves

Systémes de canalisations en plastique pour la Kunststoff-Rohrleitungssysteme fiir die Gasversorgung
distribution de combustibles gazeux - Polyéthylene - Polyethylen (PE) - Teil 4: Armaturen
(PE) - Partie 4 : Robinets

This draft European Standard is submitted to CEN members for enquiry. It has been drawn up by the Technical Committee
CEN/TC 155.

If this draft becomes a European Standard, CEN members are bound to comply with the CEN/CENELEC Internal Regulations
which stipulate the conditions for giving this European Standard the status of a national standard without any alteration.

This draft European Standard was established by CEN in three official versions (English, French, German). A version in any other
language made by translation under the responsibility of a CEN member into its own language and notified to the CEN-CENELEC
Management Centre has the same status as the official versions.

CEN members are the national standards bodies of Austria, Belgium, Bulgaria, Croatia, Cyprus, Czech Republic, Denmark, Estonia,
Finland, France, Germany, Greece, Hungary, Iceland, Ireland, Italy, Latvia, Lithuania, Luxembourg, Malta, Netherlands, Norway,
Poland, Portugal, Republic of North Macedonia, Romania, Serbia, Slovakia, Slovenia, Spain, Sweden, Switzerland, Tiirkiye and
United Kingdom.

Recipients of this draft are invited to submit, with their comments, notification of any relevant patent rights of which they are
aware and to provide supporting documentation.

Warning : This document is not a European Standard. It is distributed for review and comments. It is subject to change without
notice and shall not be referred to as a European Standard.

. — |

EUROPEAN COMMITTEE FOR STANDARDIZATION
COMITE EUROPEEN DE NORMALISATION
EUROPAISCHES KOMITEE FUR NORMUNG

CEN-CENELEC Management Centre: Rue de la Science 23, B-1040 Brussels

© 2024 CEN  All rights of exploitation in any form and by any means reserved Ref. No. prEN 1555-4:2024 E
worldwide for CEN national Members.
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European foreword

This document (prEN 1555-4:2024) has been prepared by Technical Committee CEN/TC 155 “Plastics
piping systems and ducting systems”, the secretariat of which is held by NEN.

This document is currently submitted to the CEN Enquiry.
This document will supersede EN 1555-4:2021.

prEN 1555-4:2024 includes the following significant technical changes with respect to EN 1555-4:2021:
it has been considered hydrogen as possible service fluid.

EN 1555 consists of the following parts:

— EN 1555-1, Plastics piping systems for the supply of gaseous fuels - Polyethylene (PE) — Part 1: General
(this document);

— EN 1555-2, Plastics piping systems for the supply of gaseous fuels - Polyethylene (PE) — Part 2: Pipes;
— EN 1555-3, Plastics piping systems for the supply of gaseous fuels - Polyethylene (PE) — Part 3: Fittings;
— EN 1555-4, Plastics piping systems for the supply of gaseous fuels - Polyethylene (PE) — Part 4: Valves;

— EN 1555-5, Plastics piping systems for the supply of gaseous fuels - Polyethylene (PE) — Part 5: Fitness
for purpose of the system;

In addition, the following document provides guidance on the assessment of conformity:

— CEN/TS 1555-7, Plastics piping systems for the supply of gaseous fuels — Polyethylene (PE) —Part 7:
Guidance for assessment of conformity.
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Introduction

This document, specifies the requirements for a piping system and its components made from
polyethylene (PE) and which is intended to be used for the supply of gaseous fuels.

Requirements and test methods for material and components, other than valves, are specified in
prEN 1555-1:2024, prEN 1555-2:2024 and prEN 1555-3:2024.

Characteristics for fitness for purpose are covered in prEN 1555-5:2024. CEN/TS 1555-7 [1] gives
guidance for assessment of conformity. Recommended practice for installation is given in EN 12007-2 [2]
prepared by CEN/TC 234.

This part of prEN 1555 covers the characteristics of valves.
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1 Scope
This document specifies the characteristics of valves made from polyethylene (PE) for piping systems in
the field of the supply of gaseous fuels.

It is applicable to isolating unidirectional and bi-directional valves with spigot ends or electrofusion
sockets intended to be fused with PE pipes or fittings conforming to prEN 1555-2:2024 and
prEN 1555-3:2024 respectively.

Valves made from materials other than PE, designed for the supply of gaseous fuels conforming to the
relevant standards can be used in PE piping systems according to prEN 1555 (all parts), provided that
they have PE connections for butt fusion or electrofusion ends, including integrated material transition
joints, conforming to prEN 1555-3:2024.

It also specifies the test parameters for the test methods referred to in this document.

In conjunction with Parts 1, 2, 3 and 5 of EN 1555, it is applicable to PE valves, their joints and to joints
with components of PE and other materials intended to be used under the following conditions:

a) amaximum operating pressure, MOP, up to and including 10 bar! at a reference temperature of 20 °C
for design purposes;

NOTE1  For the purpose of this document and the references to 1ISO 8233, MOP is considered to be nominal
pressure.

b) an operating temperature between -20 °C to 40 °C.
NOTE 2  For operating temperatures between 20 °C and 40 °C, derating coefficients are defined in EN 1555-5.

EN 1555 (all parts) covers a range of maximum operating pressures and gives requirements concerning
colours.

NOTE 3 It is the responsibility of the purchaser or specifier to make the appropriate selections from these
aspects, taking into account their particular requirements and any relevant national regulations and installation
practices or codes.

This document covers valve bodies designed for connection with pipes with a nominal outside diameter
dp <400 mm.

2 Normative references

The following documents are referred to in the text in such a way that some or all of their content
constitutes requirements of this document. For dated references, only the edition cited applies. For
undated references, the latest edition of the referenced document (including any amendments) applies.

EN 682, Elastomeric Seals — Materials requirements for seals used in pipes and fittings carrying gas and
hydrocarbon fluids

EN 736-1, Valves — Terminology — Part 1: Definition of types of valves
EN 736-2, Valves — Terminology — Part 2: Definition of components of valves

prEN 1555-1:2024, Plastics piping systems for the supply of gaseous fuels — Polyethylene (PE) — Part 1:
General

11 bar=0,1 MPa=105 Pa; 1 MPa=1 N/mm2.
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prEN 1555-2:2024, Plastics piping systems for the supply of gaseous fuels — Polyethylene (PE) — Part 2:
Pipes

prEN 1555-3:2024, Plastics piping systems for the supply of gaseous fuels — Polyethylene (PE) — Part 3:
Fittings

prEN 1555-5:2024, Plastics piping systems for the supply of gaseous fuels — Polyethylene (PE) — Part 5:
Fitness for purpose of the system

EN 1680, Plastics piping systems — Valves for polyethylene (PE) piping systems — Test method for
leaktightness under and after bending applied to the operating mechanisms

EN 1704, Plastics piping systems — Thermoplastics valves — Test method for the integrity of a valve after
temperature cycling under bending

EN 1705, Plastics piping systems — Thermoplastics valves — Test method for the integrity of a valve after
an external blow

EN 12100, Plastics piping systems — Polyethylene (PE) valves — Test method for resistance to bending
between supports

EN 12119, Plastics piping systems — Polyethylene (PE) valves — Test method for resistance to thermal
cycling

EN ISO 1133-1, Plastics — Determination of the melt mass-flow rate (MFR) and melt volume-flow rate
(MVR) of thermoplastics — Part 1: Standard method (1SO 1133-1)

EN ISO 1167-1, Thermoplastics pipes, fittings and assemblies for the conveyance of fluids — Determination
of the resistance to internal pressure — Part 1: General method (1SO 1167-1)

EN ISO 1167-4, Thermoplastics pipes, fittings and assemblies for the conveyance of fluids —Determination
of the resistance to internal pressure — Part 4: Preparation of assemblies (1SO 1167-4)

EN ISO 3126, Plastics piping systems — Plastics components — Determination of dimensions (1SO 3126)

EN ISO 3127, Thermoplastics pipes — Determination of resistance to external blows — Round-the-clock
method (IS0 3127)

EN ISO 11357-6, Plastics — Differential scanning calorimetry (DSC) — Part 6: Determination of oxidation
induction time (isothermal OIT) and oxidation induction temperature (dynamic OIT) (1SO 11357-6)

EN ISO 17778, Plastics piping systems — Fittings, valves and ancillaries — Determination of gaseous flow
rate/pressure drop relationships (1SO 17778)

ISO 8233, Thermoplastics valves — Torque — Test method

ISO 18488, Polyethylene (PE) materials for piping systems — Determination of Strain Hardening Modulus
in relation to slow crack growth — Test method
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